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To all whom it may concern. : 
Be it known that I, WILLIAM. H. BRACY, 

of Boston, in the county of Suffolk and State 
of Massachusetts, have invented an Improve 
mentin Watch-Winding Attachment, of which 
the following is a specification: 
The object of my invention is to provide a 

means for winding a watch by a device which 
of itself forms a portion of the watch, and 
dispenses with the necessity of a separate 
key, 

In carrying out my invention I first make 
a circular opening in the cap over the drum 
that contains the main spring, and in this 
opening is fitted a thin circular plate, pro 
vided on its under side with a central pro 
jecting SOcket, that fits upon the square arbor 
attached to the barrel that carries the main 
spring, and having on its upper side a hinged 
thumb-piece, by means of which the device 
is rotated, and which is capable of being fold 
ed or turned down to either side, so as to lie 
flat on the circular plate without interfering 
with the outer casing when closed. 
A spring on the under side serves to keep 

the thumb-piece in an elevated position, and 
prevent its falling on either side when the de 
vice is in use for winding the watch. 

Referring to the drawings, Eigure I repre 
sents a watch open on the back, and showing 
my device as applied. Fig. 2 is an end ele 
Vation of the winding device. Fig. 3 is a ver. 
tical section of the Salme, and Fig. 4 is a view 
of its under side. 
A represents the cap or inner casing in the 

back of the Watch. In the portion of the cap 
just over the barrel that carries this main 
spring is a circular opening, in which is fitted 
Snugly, but so as to turn freely, a circular 
plate, B. On the under side of the center of 
the plate B is a projecting tube, I, provided 
with a square opening in its end, that fits upon 
the Winding-square by which the watch is 
Wound. 
To the upper side of plate B is jointed or 

hinged the thumb-piece C, consisting of a 
thin metal plate, which can be folded down 
at either side on the plate B when the case is 
closed, and when in use to wind the Watch 
the thumb-piece C is at right angles with the 
circular plate B, so as to be easily held be 
tween the thumb and forefinger. 

In order to maintain the thumb-piece C in 
an elevated position when the watch is being 
Wound up, I attach to the under side of the 
plate B, on a line with the thumb-piece C, a 
Spring, E, Fig. 4, the ends of which pass up 
through slots in the plate B, so as to bear on 
each side against the flattened under side of 
the joint of the thumb-piece C with sufficient 
force to hold the thuin b-piece at right angles 
With the plate B when the Winder is in use. 
The spring also serves to hold the thumb). 
piece down when folded on either side. A 
slight projection, b, on the celliter of the top 
of the thumb-piece O enables it to be readily 
opened by the finger. nail. 

In Fig. 3 the winding device is sin() via as 
applied to the winding square or arbor, by 
Which the watch is Wound. 
The winding device, as albove descrited, 

can be readily adapted to watches now in use 
or already finished without interfering with 
the works or with the casing when closed; 
and although forming a portion of the watch, 
the device can be easily take out and sed 
for turning the hands, as at F, Fig. 1, like an 
ordinary Watch-key. 
The form of the thumb-piece C and its co 

nection with a holding-spring can be modified 
as taste or CO) Velnience inay suggest. 

It is designed that the plate B shall be so 
fitted as to prevent the entrance of dust; but 
if this should not be effectual a dust-rim may 
be attached to the Wilder or to the cap, if de 
sired. 
What I claim as liny invention is 
1. As a new article of manufacture, a de 

tachable Winding device, consisting of a base, 
a pipe secured thereto, and a thumb piece 
pivoted thereoia, all arranged and adapted to 
be applied to the arbor, and contained and 
folded beneath the outer case of a Watch, sub 
stantially as alnd for the purpose set forth. 

2. The combination, with the thumb-piece 
C and plate B, of a spring, E, substantially as 
and for the purpose Set forth. 

In testimony whereof I have signed my 
name to this specification in the presence of 
two subscribing witnesses. 

WM. E. BRACY, 
Witnesses: 

J. E. ADAMS, 
THOMAS MCALOON. 


