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ULTRASOUND-MEDIATED HIGH-SPEED 
BIOLOGICAL REACTION AND TISSUE 

PROCESSING 

BACKGROUND OF THE INVENTION 

0001. The process of fixation forms the foundation for the 
preparation of tissue Sections. It prevents or arrests autolysis 
and putrefaction coagulates and Stabilizes Soluble and Struc 
tural proteins, fortifies the tissues against the deleterious 
effects of Subsequent processing and facilitates Staining. 
Current methods of fixation rely on chemical agents, the 
most widely used being formaldehyde. Although autolysis is 
known to be retarded by cold and almost inhibited by 
heating to 60° C. (Drury and Wallington, 1980), heat as a 
form of tissue fixation has not been exploited in the diag 
nostic laboratory. 
0002 The use of routinely fixed, paraffin-embedded tis 
Sue Sections for immunohistochemistry Staining permits 
localization of a wide variety of antigens while retaining 
excellent morphologic detail. However, most chemical fixa 
tives produce denaturation or masking of many antigens and 
degradation of RNA and DNA. In fact for some antigens, 
treatment of fixed tissue Sections with proteases is required 
for their demonstration (Brandzaeg, 1982; Taylor, 1986). 
Furthermore, the introduction of antigen retrieval by heating 
tissue sections in a microwave oven (Shi et al., 1991) or 
pressure cooker (Norton et al., 1994; Miller et al., 1995) 
before immunostaining has been a major breakthrough in 
improving a result of no or weak immunoreactivity, particu 
larly in suboptimally prepared tissue. However, while the 
optimal time for fixation varies with the chemical agent 
employed, this generally takes hours, approximately a day, 
to accomplish. 

0.003 Fixative type and fixation time are known to influ 
ence 1) the preservation of tissue morphology (Baker, 1959), 
2) the preservation of protein antigens for IHC (Williams et 
al., 1997), and 3) the preservation of nucleic acids for ISH 
(Weiss and Chen, 1991; Nuovo and Richart, 1989) and PCR 
(Ben-ezra et al., 1991). It is fortunate that formalin was 
found to be the best fixative for meeting these tiree criteria, 
as this is the fixative most commonly used in routine tissue 
fixation (Weiss and Chen, 1991; Williams et al., 1997; 
Nuovo and Richart, 1989). 
0004 Increasing the speed and reducing the time of 
fixation have been investigated using treatments of cold, 
heat, Vacuum, microwave, ultrasound, and microwave com 
bined with ultrasound. Tissues have been microwave irra 
diated for less than 10 Seconds in the presence of chemical 
cross-linking agents (final Solution temperature of 45-70 
C.) (Login and Dvorak, 1985; 
0005 Login et al., 1987). These MW fixation methods 
used heat to Pasteurize the tissue rather than to fix the tissue. 
The 10 Seconds was not enough time to allow even pen 
etration and complete reaction with the tissues. Also, 70° C. 
is not hot enough to inhibit all enzymes Such as RNases 
(Sambrook et al., 1989). Furthermore, Azumi and Battifora 
reported that the improvement Seen in antigen preservation 
in MW fixed tissues was not due to the microwave irradia 
tion perse but rather to the graded alcohol dehydration Steps 
in the tissue processor (Azumi et al. 1990). The exact 
amount of MW energy received by tissue was very difficult 
to control (Login and Dvorak, 1985; Azumi et al., 1990). 
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Therapeutic ultrasound (800-880 kHz fiequency and 1.4-2 
W/cm intensity) did not significantly improve the quality 
and time of fixation (Drakhli, 1967; Botsman and Bobrova, 
1968; Obertyshev, 1987; Rozenberg, 1991) even when com 
bined with MW energy (Shmurun, 1992). Cleaning ultra 
sound (destructive low frequency 40 kHz) was also used 
with MW. Disruptions, fissures and cracks of tissues treated 
for only 3 seconds with ultrasound irradiation (X 45 cycles) 
were observed when the Specimens were examined by light 
microscopy (Yasuda et al., 1992). Our findings are the same 
as those reports that low frequency ultrasound exposure can 
lead to destruction of cell and tissue structure. This indicates 
that the Safety range of low frequency ultrasound is rela 
tively narrow. 

0006. In the past decade. molecular pathology has been 
rapidly developed by using new techniqueS Such as immu 
nohistochemistry (IHC), in situ hybridization (ISH), fluo 
rescent in situ hybridization (FISH), polymerase chain reac 
tion (PCR), reverse transcription (RT)-PCR, and in situ 
PCR. The most advanced techniques Such as laser capture 
microdissection (LCM) (Emmert-Bucket al., 1996; Bonner 
et al., 1997; Fendet al., 1999a; Fend et al., 1999b), cDNA 
(Schena et al., 1995; DeRisi et al., 1996) and tissue microar 
rays (Kononen et al. (1998) have been developed for 
research and diagnosis of molecular pathology. Many genes 
and Signaling pathways controlling cell proliferation, death 
and differentiation, as well as genomic integrity, have been 
measured by these techniques in a single experiment, reveal 
ing many new, potentially important cancer genes. However, 
the tissue blocks or Sections used for analysis of molecular 
information of LCM and tissue microarray techniques have 
not fitted well with the classic method of tissue fixation 
formalin fixed paraffin embedded (FFPE) tissue, which has 
provided the best morphology for pathologists throughout 
this century (Fend et al.. 1999; Goldsworthy et al., 1999). 
0007 FFPE tissues have been extensively studied during 
the last two decades for molecular biology and molecular 
pathology. There have been many breakthroughs in these 
areas Such as Success in isolating the 1918 "Spanish 
influenza virus RNA from an 80 year old FFPE tissue block 
(Taubenferger et al., 1997). However, there are many draw 
backs in using FFPE tissue for molecular pathology, Such as 
inconsistency in fixation condition. antigen masking. and 
RNA/DNA degradation. Even using the advanced micro 
wave-antigen retrieval method (Shi et al., 1991), several CD 
markers have not worked with FFPE tissues, and the average 
length of RT-PCR products from FFPE tissues is 200 bp 
(Fendet al.. 1999a; Ben-ezra et al., 1991; Foss et al., 1994; 
Kraft et al., 1997). All these drawbacks limit the use of 
LCM and tissue microarray techniques with FFPE tissues 
(Fendet al., 1999a; Goldsworthy et al., 1999). 
0008 Six to eighteen hours are required for routine 
fixation of Surgical tissue specimens. Eight to fourteen hours 
are required for tissue processing. Additional times are 
required for embedding, Sectioning, Staining, and coverslip 
ping of the Specimen. A method which Simultaneously 
permits rapid tissue fixation and processing, excellent mor 
phologic detail, antigen preservation, and leSS RNA/DNA 
degradation would, therefore, be highly desirable in this 
molecular pathology era. 

0009 For the past three decades. microwave (MW) 
energy has Sometimes been used for rapid tissue fixation 
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(Mayers, 1970; Bernard, 1974; Login, 1978) and tissue 
processing (Boon et al., 1986) for light and electron micros 
copy. In the late 60’s to early 90's. Several Russian groups 
described a method in which therapeutic ultrasound (US) 
energy was used for tissue fixation and processing for light 
microscopy (Drakhli, 1967; Botsman and Bobrova, 1968; 
Obertyshev, 1987; Rozenberg, 1991) and for electron 
microscopy (Polonyl et al., 1984, Robb et al., 1991). MW 
energy combined with US energy was used in conjunction 
with chemical croSS-linking agents to fix and process tissues 
for light (Shmurun, 1992) and for electron microscopy 
(Yasuda et al., 1992) at the same time. However, these 
technologies have not been Successfully adopted in clinical 
diagnostic laboratories and controversial observations of 
these techniques have been reported (Azumi et al., 1990; 
Login et al., 1991; Azumi et al., 1991). 
0.010 This invention relates to a method and apparatus 
for processing tissue Samples or other biological Samples for 
a wide variety of purposes. Tissue Samples are analyzed for 
many purposes using a variety of different assayS. Patholo 
gists often use histochemistry or immunocytochemistry for 
analyzing tissue Samples, molecular biologists may perform 
in Situ hybridization or in Situ polymerase chain reactions on 
tissue Samples, etc. Often the Sample to be analyzed will be 
frozen or embedded in paraffin and mounted on a micro 
Scope Slide. A typical immunocytochemistry assay requires 
a Series of many Steps. These include: obtaining a tissue 
Sample Such as from a biopsy, fixing the tissue in formalin, 
processing the tissue overnight, embedding the tissue in 
paraffin, cutting Serial Sections and mounting on microscope 
Slides and drying. These Steps are followed by Steps to 
deparaffinize (treatments in Xylene, ethanol and water) and 
finally the reaction can be performed on the tissue which has 
been mounted on the Slide. Typically a Series of Solutions 
including reagentS Such as antibodies. enzymes, Stains, etc., 
is dropped onto the slide, incubated, and flashed off. Finally 
the Sample may be viewed under the microscope. Clearly 
there are many individual Steps involved and each Step takes 
time. The current invention shortens the time for each Step 
to be completed, and therefore shortens the time for the 
analysis of the tissue Sample. 
0.011) At present, two procedures are generally used in 
preparing Specimens of tissue for microscopic examination. 
In one procedure a specimen is frozen, cut and mounted on 
a slide in an elapsed time of about 15 minutes. This So-called 
"frozen-Section' procedure has the advantage of enabling a 
rapid histological diagnosis to be made from the Specimen, 
and it is frequently employed in Situations where a diagnosis 
is necessary while a patient is on an operating table. The 
procedure possesses certain disadvantages in that the pre 
pared slide does not possess the uniformity of quality of 
morphology prepared by other methods. Moreover, it is 
technically more difficult for serial sections of the same 
Specimen to be examined by this procedure, and extreme 
caution must be exercised in cutting the Specimen in order 
to ensure a Sufficiently thin Section and to avoid the possi 
bility of damaging details of the Specimen. The most Serious 
objection to using the frozen Section procedure is the neces 
sity of preparing all the slides required for Special Stains 
and/or consultation and teaching purposes while the tissue is 
in the initial frozen state. If the tissue is thawed and refrozen 
for Sectioning, it is Severely damaged. Thus, when the 
frozen-section procedure is used in emergency situations, it 
is customary for another portion of the tissue specimen to be 
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processed in the manner described hereinafter in order to 
have tissue available for additional sections if further exami 
nation becomes necessary. 
0012. In the other procedures, a slide of relatively high 
quality of morphology is produced when a Section of the 
Specimen is mounted in a block of paraffin; however, the 
time required to process a specimen of tissue for mounting 
in paraffin is on the order of 24–48 hours as compared with 
the minutes required to process a specimen by the frozen 
Section procedure. In the preparation of paraffin slides. a 
Specimen of tissue is immersed initially in a fixing agent. 
The fixed specimen is then immersed in a dehydrating agent, 
and afterward the Specimen is immersed in a clearing agent. 
Finally. the cleared specimen is immersed in a bath of 
paraffin which impregnates the Specimen and permits it to be 
Sliced into thin Sections for Subsequent mounting onto 
Slides. Because of the length of time required to prepare 
Specimens by this process, it is customary for hospital 
laboratories to begin processing the Specimens late in the 
afternoon after Surgeons have obtained specimens from their 
patients. The processing continues through the night, and 
Slides of the Specimens are available for microscopic exami 
nation the next morning. Although the Slides produced 
according to this procedure are of higher quality of mor 
phology than those produced by the frozen-Section tech 
nique, the length of time required to proceSS Specimens is 
too great to enable this procedure to be used in Situations 
where time is of the essence. 

0013 In the conventional histopathology laboratory, 
Specimens of tissue received from Surgery or autopsy are 
trimmed and preserved in Small containers of formaldehyde. 
The Specimens are processed to remove water, and they are 
mounted in blocks of paraffin which are cut into thin 
Sections. The thin Sections are floated on water to enable 
them to be transferred to Slides, and the Sections are Securely 
mounted on the slides when they are heated. Thereafter, the 
paraffin around the mounted Sections is removed, and the 
Sections are Stained to ready them for microscopic exami 
nation. 

0014. The ability to obtain rapid results, for example, 
during an on-going Surgery, permits a microscopic exami 
nation and diagnosis of a tissue Sample and thus, due to this 
examination, enables Suitable Surgical Steps to be taken 
during the initial Surgery without requiring a follow-up later 
Surgical procedure. 
0015 With the foregoing in mind, it is the primary object 
of the present invention to provide an improved method for 
preparing Specimens of tissue for microscopic examination. 
0016. As a further object, the present invention provides 
an improved method by which tissue specimens of relatively 
high-quality of morphology can be processed for micro 
Scopic examination in a minimum amount of time. 
0017. The publications and other materials used herein to 
illuminate the background of the invention or provide addi 
tional details respecting the practice are incorporated by 
reference, and for convenience are respectively grouped in 
the appended List of References. 
0018 U.S. Pat. No. 3,961,097 teaches a method of using 
low frequency ultrasound (50 KHZ) to reduce the time to 
perform biological processes Such as fixing tissue and 
impregnating it with paraffin. This patent teaches placing the 
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Sample in a Small beaker of reagent to react with the Sample 
and then placing the Small beaker into a larger beaker of 
water which is then irradiated with ultrasound. This method 
helped to limit damage to the Sample from the ultrasound 
treatment. This varies from the instant invention which 
places the transducer which produces the ultrasound radia 
tion within one inch of the sample. The instant invention 
uses ultrasound of a high frequency to minimize damage to 
the Sample. 

0019 U.S. Pat. No. 5,089.288 also discusses the use of 
ultrasound treatment in the processing of tissue Samples to 
impregnate them with paraffin. This method utilized a fre 
quency range of 35-50 KHZ. This is a lower frequency than 
the range of 100 KHZ to 50 MHZ employed by the instant 
invention. The higher frequencies of the instant invention 
result in less biological damage than do the lower frequen 
cies of the prior art 288 patent. 

0020 Chen et al. (1984) studied the effect of ultrasound 
treatment on the rate of an immunoassay performed on a test 
Strip and saw that the reaction was greatly accelerated in the 
presence of ultrasound. The ultrasound treatment was per 
formed with an ultraSonic cleaner which had a nominal 
acoustic power output of 50 W at 50 KHZ. Tests at various 
power (watts) were performed by varying the Voltage to the 
Sonicator. 

0021 Nishimura et al. (1995) teach a method for com 
bining ultrasound treatment With a postfixation Step in 
staining for lipid With osmium tetroxide. The exact speci 
fications as to intensity and frequency of the ultrasound 
treatment are not disclosed. The ultrasonic treatment was 
performed using an ultraSonic cleaner. In general. ultrasonic 
cleaners produce a frequency of 90-50 KHZ. 

0022 Yasuda et al. (1992) disclose a method for tissue 
fixation which includes a combination of microwave treat 
ment as well as ultraSonic treatment. Overlapping pulses of 
a few Seconds of microwave and ultrasound were adminis 
tered for Several cycles. The ultrasound generator was set at 
a dose of 20 W cm2 and a frequency of 40 KHZ and was 
operated at 25 V. To decrease the occurrence of cavitation 
which is commonly caused by ultrasound treatment, the 
experiments were performed at 25 V instead of 100 V, tap 
water cooled to 0° C. was placed between the cup of the 
ultrasound generator and the plastic container that contained 
the tissue blockS and fixative, in order to make the fixative 
cool and to make three layers (water, plastic and fixative) so 
that the ultrasound energy would be reduced, and Saponin or 
NP-40 was added to the fixatives to reduce the Surface 
tension of the tissue blockS. 

0023 Podkletnova and Alho (1993) utilized ultrasound to 
increase the rate of performing immunohistochemistry. 
Samples were placed in plastic tubes which were placed in 
an ultrasonic bath of cold water (12° C) and treated with 
ultrasonic irradiation for 0.5, 10, 15, 20, 30 or 40 seconds. 
The sonicator was operated as 220V/50 Hz: 180 Winput, 90 
W output, and the transducer produced a 40 kHz frequency. 

0024. A publication by Polonyi et al. (1984) teaches the 
use of ultrasound to accelerate glutaraldehyde-OSmium fixa 
tion of animal tissues. The use of medium intensities with 
low frequency (20 KHZ) gave good results with wet tissue 
but damage was caused with dehydrated tissue. Conse 
quently the authors adopted a method of using ultrasound 
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during the fixation, Washing, postfixation and Saturating 
Steps while performing the dehydrating Steps without ultra 
Sound. 

0025) A publication by Sinisterra (1992) discusses appli 
cations of ultrasound to biotechnology. It teaches that high 
intensity ultraSonic waves break the cells and denature 
enzymes. Low intensity ultraSonic waves can improve the 
mass transfer of reagents and products through a boundary 
layer. 

BRIEF DESCRIPTION OF THE FIGURES 

0026. The file of this patent contains at least one drawing 
executed in color. Copies of this patent with color draw 
ing(s) will be provided by the Patent and Trademark Office 
upon request and payment of the necessary fee. 
0027 FIG. 1 is a diagram showing frequency generated 
VS. power of ultrasound produced by a transducer. In this 
diagram the power is Strongest at a frequency around 5 
MHz. At higher and lower frequencies the power decreases. 
The exact values obtained depend upon the transducer which 
is used, the characteristics of tissue or Sample being treated, 
and the Solution or Solvent which is used. 

0028 FIG. 2 is a schematic diagram showing a tissue in 
a buffer being treated with ultrasound. An ultrasound gen 
erator controls a transducer which produces the ultrasound 
waves. Three Sensors, A, B and C, are shown. A central 
processing unit (CPU) controls the ultrasound generator as 
well as records data from the Sensors. 

0029 FIG.3A illustrates a monitor feedback system. The 
Sensor measures the ultrasound intensity which passes 
through the sample and feeds this to a CPU which feeds back 
to regulate the ultrasound generator. 
0030 FIG. 3B illustrates a monitor feedback system in 
which Sensors monitor and/or measure parameters, e.g. Size, 
type, density, etc., of a Sample and feed data to a central 
processing unit which feeds back to an ultrasound generator 
controlling a transducer producing ultrasound waves which 
irradiate a Sample. 
0031 FIG. 4 illustrates a second type of monitor feed 
back system. This system includes 3 sensors. Sensor B 
monitors the ultrasound emission, Sensor A monitors a 
property of the Sample, and Sensor C monitors a property of 
the sample. Information from the sensors is fed to a CPU 
which feeds back to control the ultrasound generator as well 
as a heating and cooling System. 
0032 FIG. 5A is a schematic of a setup for performing 
fixation and processing of a tissue Sample using ultrasound 
as part of the process. An ultrasound generator (US) pro 
duces ultrasound which irradiates a Sample. One Sensor 
monitors the ultrasound, and other Sensors monitor the 
Sample as well as the Solution/Solvent. This data is processed 
and used by the CPU to automate changes in Sample and/or 
Solution or Solvent. Data from the temperature Sensor can be 
used to regulate the ultrasound output So that the tempera 
ture does not get too high. 
0033 FIG. 5B is a schematic of one possible setup for 
perfonning fixation and processing of a tissue Sample while 
using ultrasound as part of the process. It is Similar to the 
setup of FIG. 5A but includes more aspects. The ultrasound 
generator puts out high frequency, high intensity waves 
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which can be of a single frequency or a wideband frequency 
and can be continuous or pulsed. The transducer or trans 
ducers can have one head or multiple heads. The Sample can 
be rotated or the transducers can revolve around the Sample 
to aid in producing an even ultrasound field. This can be 
performed in one. two or three dimensions (1D, 2D and 3D). 
0034 FIG. 6A is a schematic of one possible system for 
performinig and monitoring a biological reaction using 
ultrasound. It is similar to FIG. 5A but only one sensor is 
shown which is used to monitor the ultrasound intensity. 
Also, the intensity of the ultrasound being used is lower in 
this System. 
0035 FIG. 6B is a schematic of one possible system for 
performing and monitoring a biological reaction using ultra 
sound. It is similar to FIG. 9 but only one sensor is shown 
which is used to monitor the ultrasound intensity which is 
lower in this System. 
0.036 FIG. 7 represents a system showing four solutions, 
each in a different container. The complete System of tissue, 
ultrasound generator, transducer, Sensors and CPU can be 
moved from one container to the next. This is preferably 
controlled by a robotic system which is not shown. 
0037 FIG. 8 illustrates an automated setup for fixing a 
tissue Sample using ultrasound. Reagents from container 1 
are pumped to a reaction chamber 2 containing Sample 3. A 
pump 4 pumps Solution from chamber 2 to a waste recep 
tacle 5. A distributor 6 driven by motor 7 selects between 
different reagent containerS Such that different reagents can 
be pumped through reaction chamber 2. Tissue sample 3 is 
placed into the reaction chamber 2 with or without tissue 
cassette 8. A corer 9 encloses the chamber. A central pro 
cessing unit (CPU) 10 controls motor 7 and pump 4. The 
CPU also controls the temperature of reaction chamber 2 by 
regulating a heating and cooling plate 11 in contact with the 
reaction chamber 2. The CPU also controls an ultrasound 
generator 12 and regulates the frequencv and intensity of 
ultrasound being produced. The transducers 13 emit ultra 
Sound radiation and the Sensors 14 Send the digitized infor 
mation to the central processing unit 10. The tissue Sample 
can instead be a membrane or Some other type of Sample 
which is placed into the reaction chamber 2. 
0.038 FIG. 9 illustrates a setup for performing in situ 
PCR hybridization with the ability to assay the reaction fluid 
for Success of the PCR. The elements are similar to those 
shown in FIG. 8. Here a tissue sample 20 is mounted on a 
slide 21 with the tissue sample 20 facing into the reaction 
chamber 2 (as shown in FIG. 8). Pump 22 routes some of the 
Solution being withdrawn from the reaction chamber 2 to a 
gel 23 which will be used to check for the presence of PCR 
products. FIG. 9 illustrates the optional use of more than one 
distributor. 

0039 FIG. 10 shows pictures of tissue samples which 
have been H&E stained using either the routine fixation and 
processing method (no ultrasound) or the new technique 
(with ultrasound). 
0040 FIG. 11 shows pictures of tissue samples which 
have undergone CD5 staining using the routine fixation and 
processing method (no ultrasound) or the new technique 
(with ultrasound). 
0041 FIG. 12 shows tissue sections which have under 
gone in situ hybridization with poly-A mRNA using either 
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the routine fixation and processing method (no ultrasound) 
or the new technique (with ultrasound). 
0042 FIG. 13 shows the results of RT-PCR amplification 
of B-actin mRNA using the routine fixation and processing 
method (no ultrasound) or the new technique (with ultra 
Sound). 

SUMMARY OF THE INVENTION 

0043. The present invention is directed toward a method 
of decreasing the time for conducting histology or pathology 
Study on tissue Samples, e.g., biological reactions, fixation, 
processing, embedding, deparaffinizing, and dehydration by 
applying ultrasound to the tissue during these processes. The 
present invention discloses improved methods over the prior 
art. The invention is directed toward the unexpected feature 
of Specific high frequency and high power ratings of ultra 
Sonic treatment which result in Superior results over the prior 
art. The high frequency, wide-band and high power ratings 
used are as follows and are shown graphically in FIG. 1: 

0044) 1) 0.1 to 1 MHz at a low power setting; 
0.045 2) 1 to 10 MHZ with a high intensity setting: 

0046) 3) 10 to 50 MHZ with a low intensity setting. 
0047. It is important to understand that in the practice of 
the current invention more power equates to a shorter time 
from beginning to end for each reaction Step and addition 
ally less destruction of tissue matter. The present invention 
is distinguished over the prior art in that the ultrasonic 
transducer is placed relatively close to the tissue Sample 
being processed. The prior art uses a System in which the 
multipiece tissue Sample is immersed in a liquid bath 
wherein the liquid bath is Subjected to ultraSonic energy. The 
prior art method (low frequency ultrasound) results in much 
more tissue damage. The present invention can be used in a 
variety of histological, pathological, immunological and 
molecular techniques. 
0048. The present invention is directed to using high 
intensity, high frequency, nondestructive, wide-band ultra 
Sound for tissue fixation and processing. The tissue must 
receive at least 10 W/cm and fairly even distribution of the 
ultrasound. High intensities of the lower frequency ultra 
Sound result in higher cavitation and are more harmful than 
higher frequencies. 

0049. The invention is directed to using a single high 
frequency or to using wide-band frequencies (0.1-50 MHz) 
high intensity ultrasound. The exact frequency and power to 
use to yield the best results depends on a variety, of physical 
characteristics of the types of tissue being used. 
0050. The invention is directed to using ultrasound in 
conjunction with well known techniques to decrease the 
time required to perform the techniques, including immu 
nological reactions, hybridizations, tissue fixation and pro 
cessing, reactions on membranes as well as in tissues. The 
intensity of ultrasound used depends on the particular pro 
cedure and will be in the range of about 0.001-20 W/cm. 
0051. Another aspect of the invention is that the complete 
process can be controlled and monitored by a feedback 
Sensor-central processor unit (CPU)-ultrasound generation 
System. All of the Steps of fixation and processing can be 
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controlled by the CPU-ultrasound generation system. Use of 
a feedback Sensor allows for optimization of the processes. 
0.052 One aspect of the invention is the placement of an 
ultrasound transducer within 2 inches. preferably within 1 
inch of the object being subjected to the radiation. Multiple 
transducers may be used to direct ultrasound to a single 
object. 

0053. The ultrasound being utilized can be either a con 
tinual lower intensity treatment or can be pulses of higher 
intensity of lower frequency. 

DETAILED DESCRIPTION OF THE 
INVENTION 

0.054 The rates of biological processes such as reaction 
rates of Staining, hybridization, immunostaining, etc., as 
well as processes Such as fixing and imbedding tissue 
Samples in paraffin can be increased by exposing the Sample 
or tissue to ultrasound during the process. But as noted 
above, this unfortunately very often could be harmful to the 
biological Sample. It has unexpectedly and fortuitously been 
discovered that the frequencies and power ranges disclosed 
herein exhibit Superior results and Substantially no or leSS 
tissue damage than the prior art methods. Low frequency 
ultrasound is harmful to tissues because it can cause cavi 
tation. High frequency ultrasound is much leSS harmful. 
Unfortunately high frequency ultrasound is more easily 
absorbed by tissue. Nonetheless this can be overcome by 
using higher intensities of ultrasound in conjunction with the 
higher frequencies. Combining the proper frequency and 
intensity of ultraSonic treatment results in enhanced rates of 
reaction with no or minimal damage to the biological 
Sample. The Specific parameters depend upon the biological 
Sample and the Specific process being performed. 

0.055 Over the past 50 years tissue fixation and process 
ing has changed very little. Although MW irradiation has 
been applied in histology for tissue fixation to accelerate 
techniques Such as histochemical Staining, IHC, and antigen 
retrieval over the past 10-30 years, standardization of MW 
techniques and accurate monitoring of the procedures are 
still lacking (Login, 1998). Current methods of fixation and 
tissue processing are still like “batch or bulk cooking'. Even 
the newly developed ultra-rapid MW/variable pressure tis 
Sue processor (Visinoni et al., 1998) uses the “batch or bulk 
method”. Fixing and processing of needle and endoscopic 
biopsies from liver and Stomach (Small pieces of tissue) as 
shell as large pieces of tissue from uterus and lung have been 
performed in the same bulk cooker. Large tissue is under 
fixed and Small tissue is over fixed resulting in uneven 
fixation and processing. This type of variation makes it very 
difficult to perform IHC, ISH, PCR and other assays. In our 
preliminary Studies, the prototype ultrasound apparatus was 
designed very roughly. The frequency and intensity chosen 
in this Study were also not perfectly optimized. Nonetheless 
the Studies have generated excellent morphology with good 
protein and RNA preservation. No doubt, standardization of 
ultrasound-mediated high-Speed tissue fixation and process 
ing techniques and accurate monitoring of the procedures 
should further decrease the time and improve the quality of 
results. This can be accomplished by controlling all Steps of 
fixing and processing by means of a Sensor-central proceSS 
ing unit (CPU)-ultrasound generator feedback System. Ultra 
Sound Sensors monitor and determine how much ultrasound 
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is absorbed by Solution and/or tissue. The size type density 
water content and other information of the tissue are mea 
Sured by ultrasound Sensors before fixing and processing. 
The sensors send all digitized data information to the CPU. 
The CPU analyses the digitized data and Sends parameters to 
the ultrasound generator that in response emits the proper 
frequency and intensity of ultrasound for a measured tissue. 
During processing, the changes of tissue size, thickness, 
density water content, Solvent content paraffin content and 
other information are accurately monitored and detected by 
Sensors which continuously Send changed digitized data 
information to the CPU and rejustify the ultrasound genera 
tion System. This is Similar to an acoustic force microscope 
or ultrasound Scanner that sees inside tissue where a digital 
Signal is converted to an image showing differences in 
density. During fixation the density of the Sample changes. 
The CPU can be programmed to change the solution when 
the Sample reaches a specified density. Under this kind of 
emission-monitoring System, 1) the fixed and processed 
tissue is always in perfect or optimal condition; 2) the 
processed tissue avoids damage caused by too aggressive 
ultrasound emission and over-fixation caused by the tissue 
remaining too long in fixative; 3) individual tissue process 
ing can be Standardized and tissue fixation optimized to 
avoid “bulk cooking”, and 4) different sizes of DNA or RNA 
probes will react with DNA or RNA targets or different 
affinities of antibodies will react with antigens under optimal 
match conditions. 

0056. The preferred range of ultrasound frequency is in 
the range of 100 KHZ to 50 MHz. A frequency in the range 
of 0.1 to 1 MHZ can be used but only at a low power range 
of 0.1-25W/cm or else cavitation will occur. Use of 1 MHz 
to 10 MHz is less destructive than the lower frequencies and 
allows the use of higher power (20-100 W/cm’) which helps 
chemicals penetrate into the tissues. Higher frequencies Such 
as 10-50 MHz increase the rate of reaction even further but 
tend to generate heat and at these higher frequencies it again 
is necessary to lower the power to about 5-50 W/cm, here 
for the purpose of limiting the heat produced. 
0057 The process of combining, ultrasonic treatment 
with well known biological methods is further enhanced by 
placing the ultrasound treatment under computer control in 
which part of the proceSS or the complete proceSS is con 
trolled by inputting various parameters concerning the tech 
nique being performed, data concerning the tissue compo 
Sition (e.g., bone, fat, etc.), size, etc., and by use of a Sensor 
to monitor the ultrasound. 

0058. The mechanism of the ultrasound fixation and 
processing methods has not been established. However, the 
basic principles of ultrasound may explain the process. 
Ultrasound has long been emploned in Such diverse medical 
fields as physical therapy kidney and gall Stone ablation, and 
medical diagnostics. Abundant information exists about both 
its biological effects and potential toxicity (Miller, 1991). 
Many phenomena, including cavitation, thermal effects, 
generation of convective Velocities, chemical effects, bio 
logical effects, and mechanical effects, have been considered 
to play an important role in the ultrasound-mediated 
enhancement of fixation and processing (Miller et al., 1996). 
We have utilized the well-known fact that intense ultrasonic 
waves traveling through fixative, Solvent and tissue generate 
cavitations that enlarge and implode creating tremendous 
power. These extreme conditions provide an unusual chemi 



US 2002/OOO6625 A1 

cal reaction which may result in acceleration of hydration of 
methylene glycol to formaldehyde acceleration of its bind 
ing to various amino acids, and acceleration of fixing, 
dehydrating, clearing and impregnating tissue in an 
extremely short time. Based on the Same principles of 
ultrasound, we have applied ultrasound to immunology and 
molecular biology for accelerating reactions Such as immu 
nologic reaction, hybridization, Washing and deparaffiniz 
Ing. 

0059) One aspect of the invention is the use of transduc 
ers with multiple heads. It has been found that use of a broad 
band of frequencies Simultaneously during the processes can 
improve the process. A Single head is less efficient at 
producing a wide range of desired frequencies. To overcome 
this shortcoming each transducer can be fitted with multiple 
heads with each head on a transducer covering a different 
range of frequencies. FIG. 1 illustrates broadband, high 
frequency high-intensity ultrasound generated by a single 
transducer. Power is greatest in the mid-range of frequencies 
with low power at the low and high frequencies. Low 
frequency ultrasound is destructive to tissue, but this 
destructiveness decreases as the frequency is increased. 
Conversely, low frequency ultrasound produces only a Small 
amount of heat, but heat generation increases as frequency 
increases. The use of broadband (or wideband) ultrasound is 
useful because tissue heterogeneity and different Solvents 
result in different requirements for the Specific tissue and 
process being used. Consequently a System with the ability 
to generate a broadband is preferred although not required. 
Multiple transducers can also be used to achieve broadband 
ultrasound emission and to generate a desired poster level at 
a desired frequency 

0060 Another aspect of the invention is irradiating the 
Sample from multiple directions. This can be accomplished 
in a variety of ways. A Single transducer can be moved 
relative to the Sample either by rotating the Sample or by 
revolving the transducer around the Sample. Alternativelv, 
Several transducers can be used simultaneousy with the 
transducers Set out in, e.g., a circular pattern around the 
Sample. If desired, multiple transducers can be set out in a 
dimensional pattern about the Sample rather than the 2-di 
mensional pattern of a circle or the 1-dimensional pattern of 
a single transducer. 

0061. It is preferable to use a system which results in an 
even distribution of ultrasound energy throughout the reac 
tion chamber. Use of a single, Small transducer can result in 
uneven distribution of ultrasound and the positioning of the 
tissue within the reaction chamber could have a large eftect 
upon the results, especially if using a System without any 
Sort of feedback to control the ultrasound generator. Such a 
System makes it easy to overfix or underfiX a Sample. An 
even distribution of ultrasound energy throughout the reac 
tion chamber is preferred. This may be achieved by use of 
multiple transducers Set out around the reaction chamber, by 
use of a Single, well designed transducer which will put out 
an even Signal acroSS the reaction chamber, and/or by use of 
a well designed reaction chamber. 

0.062. A further aspect of the invention is the use of 
Sensors to determine the progreSS of the treatment Such that 
it can be determined when to stop the treatment. Preferably 
this will be computer controlled by connecting the Sensors 
and the transducers to a central processing unit. As a tissue 
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Sample is fixed, the intensity of ultrasound reflecting from or 
passing through the tissue changes. This change is detected 
by the Sensors and fed into the central processing unit. When 
the Signal reaches a preset level the central processing unit 
will shut off the transducer producing the ultrasound reflect 
ing from or passing through the tissue to that Sensor. In this 
manner there is assurance that the tissue is neither under 
treated nor overtreated with ultrasound. The exact Settings 
will depend on factorS Such as the type and thickness of 
Sample being treated and the frequency and power of 
ultrasound being used. Such Settings can be determined by 
one of skill in the art with Some initial trial and error testings. 
Once determined for a type of tissue and thickness of that 
tissue the value can be used for all future Samples of that 
type and thickness and the frequency and power Settings 
used with no need of testing further. This holds true not only 
for tissue fixation but also for any other procedure for which 
ultrasound is being used. 
0063. The idea of measuring the intensity of reflected 
ultrasound or of ultrasound passing through the Sample is 
Similar to that of measuring ultrasound to assay for cracks in 
metals or ceramics. This is well known in the prior art of 
those fields although those fields are quite different from the 
fields of pathology and molecular biology. 
0064 One setup for treating tissue with ultrasound is 
shown in FIG. 2. An ultrasound generator causes a trans 
ducer to emit ultrasound waves of a desired intensity and 
frequency, with a range of intensities and firequencies being 
used if desired. Tissue is placed in Solution together with the 
transducer and is exposed to the ultrasound waves produced 
by the transducer. Although it is quite feasible to Simply use 
a transducer and a piece of tissue and to expose the tissue to 
ultrasound at a desired frequency and intensity for a specific 
length of time, the method can be improved by including one 
or more Sensors to follow the reaction, e.g., fixation, impreg 
nation with paraffin, etc. Sensor A is used to monitor the 
intensity of the ultrasound which passes through the tissue. 
The intensity will change over time as the reaction, e.g., 
impregnation with paraffin, proceeds. The Signal from Sen 
sor A can be fed into a central processing unit (CPU) which 
in turn regulates the ultrasound generator and can be pro 
grammed to adjust the intensity and/or frequency of the 
ultrasound being produced by the transducer. It can be 
desirable to change the intensity and/or frequency as the 
process proceeds, e.g., as the tissue takes up more paraffin or 
as it becomes more dehydrated, depending on the process 
being performed. A second sensor (Sensor B) can also be 
used if desired. Sensor B measures the ultrasound intensity 
in the Solvent or Solution in which the tissue is placed. It 
measures this in a region Such that it measures the intensity 
of ultrasound which has not passed through the tissue. This 
effectively Serves as a baseline measurement which will 
depend not only on the Signal produced by the transducer but 
also depends upon the Specific Solvent or Solution. Conse 
quently it can be used to account for the use of different 
Solvents or Solutions. AS with Sensor A, the Signal received 
by sensor B can be fed into a CPU Which controls the 
ultrasound generator. The use of a third Sensor can also be 
accommodated. For example, Sensor C can be used to 
monitor a physical parameter of the tissue during the pro 
cessing of the tissue e.g., Sensor C can be used to measure 
the temperature of the tissue. Again this information can be 
fed back to the CPU and be used to regulate the ultrasound 
generator throughout the time course of the process. For 
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example, if the temperature of the tissue was getting too high 
a signal could be sent to decrease the intensity of the Signal, 
to alter the pulsing of the Signal, or to turn off the Signal for 
a time until the temperature decreased to a specified tem 
perature. Further Sensors can be added to the System as 
desired. Furthermore, one can use any one Sensor without 
the otherS. e.g., Sensor C as described above to measure a 
physical parameter could be used alone in the absence of 
Sensors A and B. Also, as noted above, it is unnecessary to 
use any Sensors although it is preferable to do So because the 
feedback System enabled by the Sensors helps prevent over 
processing or underprocessing, of the tissue. 
0065. Some examples of the above processes are shown 
as flow diagrams. FIG. 3A shows a flow diagram for a 
System utilizing a single Sensor. An ultrasound generator 
controls an ultrasound transducer which emits ultrasound of 
a desired frequency and power. The ultrasound passes 
through a tissue and is detected by a Sensor. The Sensor Sends 
a signal to a CPU which analyzes the Signal and, if desired, 
digitizes the Signal, and in accord with a program controls 
the output of the ultrasound generator. FIG. 3B is a flow 
diagram of a system similar to that shown in FIG. 3A except 
that the Sensor measures a physical parameter of the tissue 
Sample, e.g., Size, type, density, temperature, etc. 
0.066 FIG. 4 shows a flow diagram of a system using 
three Sensors. In this System an ultrasound generator causes 
a transducer to produce ultrasound, Some of which passes 
through a tissue sample and Some of which passes only 
through Solution, e.g., a fixative or a Solvent. Sensor A 
measures the ultrasound signal which passes through the 
tissue and feeds this signal to a CPU for analysis. Sensor B 
measures the ultrasound Signal which passes through the 
solvent/solution only and feeds this signal to a CPU. Sensor 
C does not measure any ultrasound Signal rather it is used to 
measure a physical parameter of the tissue itself. Sensor C 
also feeds a signal to a CPU for analysis. The CPU (or CPUs 
if more than one is used) analyze the data, digitize it and feed 
back to control the output of the ultrasound generator in 
accordance with a program. For example, the System can be 
programmed to shut off once the tissue reaches a Specified 
density or a specified size or it may be shut off when the 
Signal measured by Sensor B in this example reaches a 
Specified intensity. Alternatively, the System can be pro 
grammed to adjust the intensity and/or frequency of the 
Sound waves produced by the transducer or to adjust 
whether to give off a continuous signal or a pulsed signal as 
well as adjusting the rate of pulsing if a pulsed signal is used. 
For example, it is useful to alter the frequency during 
fixation of tissue, with a high frequency being used early and 
a low frequency being used later as the tissue becomes fixed. 
0067. A more general ultrasound system setup is illus 
trated in FIG. 5A. An ultrasound generator produces ultra 
Sound which irradiates a Sample. Sensors are present to 
measure the incident ultrasound intensity and can also 
measure ultrasound intensity which passes through the 
Sample, Size of the Sample, temperature of the Sample, etc. 
Data from the Sensors feeds into a central processing unit 
which can control the ultrasound generator as well as control 
movement of Samples into and out of a reaction chamber, 
change Solution or Solvent within a reaction chamber, etc. 
Preferably when this is used for fixation and processing of 
a tissue sample a high frequency>0.1 MHZ and high inten 
sity>5 W/cm is used. An even field of ultrasound radiation 
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is also preferred. FIG. 5B represents further options includ 
ing use of either a Single frequency or a wideband of 
frequencies of ultrasound radiation. The radiation can be 
continuous or given in pulses. Transducers can have one 
head or multiple heads. To produce a more even field of 
radiation on the tissue Sample, the Sample can be rotated 
and/or the ultrasound transducers can be revolved around the 
Sample. 

0068 FIGS. 6A and 6B outline setups for performing 
biological reactions. These are similar to what S shown in 
FIGS. 5A and 5B for fixation and processing of tissue 
Samples. For biological reactions the intensity of the ultra 
Sound radiation will be much lower and there is less need to 
monitor physical parameters of the Sample, although Such 
can be done if desired. 

0069. The experiments described herein use high fre 
quency and high intensity ultrasound for tissue fixation. The 
ultraSonic apparatus used in the present Study consists of an 
ultraSonic generator and a 1.6-1.7 MHZ ceramic transducer 
with an adjustable output intensity range from 1 to 22 
W/cm°. The safety range of this high frequency ultrasound 
irradiation has been tested with a variety of different tissue 
Sections in Several different Solutions including Saline, 10% 
neutral buffered formalin (NBF), different concentrations of 
alcohol, xylene and 60° C. paraffin using a varietv of 
different ranges of ultrasound intensity. The Structure of a 5u 
tissue Section mounted on a microscope glass slide continu 
ously irradiated with 1.6-1.7 MHz ultrasound at 20 W/cm’ 
intensity (actual intensity received by the tissue) in a variety 
of buffers or solvents for 10-20 minutes did not show any 
difference as compared to an untreated neighboring Serial 
Section when viewed by light microScopy. However, neigh 
boring Serial Sections were destroyed when irradiated in a 40 
kHz ultrasound cleaning water bath for 10 Seconds in a 
variety of buffers or solvents (Yasuda et al., 1992). These 
results indicate that high frequency and high intensity ultra 
Sound irradiation is very Safe for thin tissue Sections. 
0070 Fresh Surgical specimens were cut into 3-4 mm 
Slices. One slice of tissue Sample was step-by-step placed in 
NBF, steps of alcohol, xylene, and 60° C. paraffin and 
immediately irradiated 1.6-1.7 MHz ultrasound at 2013 
W/cm intensity (actual intensity received by the tissue). 
Other Slices of tissue Samples were Subjected to a Standard 
fixation (overnight) and processing (overnight) as controls. 
Consecutive 4-5u Sections were cut from an ultrasound 
treated block and a control block. The sections from both 
blocks allow parallel comparison of morphology (hema 
toxylin and eosin staining (H&E)), protein (immunohis 
tochemistry (IHC)) and RNA (mRNA in situ hybridization, 
(mRNA ISH)) preservation. The size of mRNA templates 
preserved by the ultrasound and routine methods was further 
observed with RT-PCR. 

0071. The sections from ultrasound treated tissue were 
excellent in histologic appearance as compared with their 
routine fixation and processing counterparts. The color bal 
ance in the H&E ultrasound Section consistently demon 
Strated slightly more eosinophilia on the cytoplasm and 
more intense nucleus staining than the routine method (FIG. 
10). All ultrasound irradiated tissue blocks sectioned as well 
as control tissue blocks and no difference was detected in the 
Sectioning and Staining process. No evidence of cavitation 
tissue injury was noted in the ultrasound treated Specimens 
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under the conditions employed in this Study. Ultrasound 
treated tissue Sections following protease or MW antigen 
retrieval pretreatment showed no disintegration or deterio 
ration. This indicates that tissue is fixed by formalin rather 
than by alcohol (dehydration only 10-15 minutes) according 
to Azumi's explanation (Azumi et al., 1990). 
0072) The distribution of IHC for CD45, CD20, CD3, 
CD5, Bcl-2, cytokeratin, kappa and lambda from routine or 
ultrasound treated tissue Sections is Similar in this study. 
Several of the factors involved in the process of fixation 
were found to affect immunoreactivity of the antibodies used 
in this study. These include the duration and the speed of 
fixation and processing, and the duration and the concen 
tration of primary and Secondary (2) antibody incubation. A 
short incubation with primary/2 antibodies/ABC (10 min 
utes/5 minutes/5 minutes) gave poor staining results com 
pared to the overnight incubation. However, this method 
gave the best measurement to evaluate the condition of 
antigen preservation. The tissue from ultrasound irradiated 
fixation and processing Significantly improved the immu 
noreactivity of the majority antibodies (CD3) in this study, 
and also dramatically reduced the incubation time. The 
requirement of concentration of primarn antibodies (cytok 
eratin) for ultrasound treated tissue also was reduced more 
20-fold compared to the routine treated tissue. Ultrasound 
high-Speed fixed and processed tissues demonstrated the 
optimal fixation condition that was stained by CD5 even 
without MW antigen retrieval pretreatment (FIG. 11). 
0.073 ISH is an excellent method for visualization and 
accurate detection of a Specific gene (e.g., oncogene, tumor 
Suppressor gene or viral gene) in individual, morphologi 
cally defined normal and neoplastic cells in both fresh and 
archival tumor specimens with light microScopy. mRNA 
ISH is one of the best methods to evaluate the condition of 
tissue mRNA preservation (Weiss and Chen, 1991; Harper et 
al., 1992). Since the poly d(T) probe presumably hybridizes 
to polyadenylated Sequences of RNA, it would be expected 
that this probe would hybridize to the majority of mRNA 
species-only 10-30% of mRNA lack the polyadenylated 
tail. Ultrasound high-speed fixed and processed tissue dra 
matically improved the total polyadenylated mRNA preser 
vation more than 20-fold in the periphery and more than 
100-fold in the center of tissue as compared with the routine 
method (FIG. 12). As a check on the validity of the poly 
d(T) used to detect mRNA, we performed parallel studies to 
detect a specific mRNA, using the probes recognizing kappa 
immunoalobulin light chain mRNA. The even distribution 
of kappa mRNA protected was found in the tissue treated by 
the ultrasound method. However, in the tissue treated with 
the routine method, the periphery and center showed uneven 
distribution, i.e., there was good fixation of the tissue at the 
periphery and good preservation of mRNA at the periphery 
due to inactivation of RNAse in that region therefore show 
ing good results, but the more interior regions of the tissue 
were not well fixed and mRNA was not well preserved and 
showed poor results. 
0074 The mRNA ISH is only to examine the quantity of 
mRNA preservation in the tissue Section. For assessment of 
the quality of mRNA samples generated from routine or 
ultrasound fixed and processed tissues. RT-PCR was per 
formed with two different sets of primer pairs to amplify 
B-actin mRNA which was then detected with ethidium 
bromide (Fend et al., 1999a; Ben-ezra et al., 1991; Foss et 

Jan. 17, 2002 

al., 1994; Kraft et al., 1997). With the two sets of primer 
pairs used in this Study, the expected sizes of the cDNA 
amplification products were 156 bp and 548 bp. The routine 
method and the ultrasound treated FFPE tissue block (FFPE 
blocks were stored at room temperature for 5 to 6 weeks 
until used) samples yielded extractable RNA using the 
TRIZol LS technique (Kraft et al., 1997). RNA yields were 
Similar. Fixation and processing by the routine method 
required 32 hours and yielded 0.17 lug/ull of RNA with an 
A/A2so of 1.536. Using the ultrasound method. fixation 
and processing required on the order of 1 hour and yielded 
0.19 ug?u L of RNA with an Aeo/Aso of 1.655. 
0075 RT-PCR of mRNA from both the routine method 
and the ultrasound treated tissue blocks produced a PCR 156 
bp product, with the Samples treated with ultrasound pro 
ducing a comparatively stronger band. Shorter products 
were amplified more efficiently than longer products, but 
B-actin mRNA fragments of 548 bp were successfully 
amplified from the ultrasound treated tissue block (FIG.13). 
No 548 bp signals were observed after amplification from 
routine FFPE tissue block and negative RT controls (no 
addition of reverse transcriptase). 
0076. It has been reported that it is difficult to amplify, 
any mRNA larger than 200 bp in FFPE tissues (Fend et al., 
1999a; Ben-ezra et al., 1991; Foss et al., 1994; Krafft et al., 
1997). 
0077. The results of this study demonstrate that the 
ultrasound-fixing and -processing method provides excellent 
morphologic detail as well as excellent preservation of a 
variety of protein antigen and mRNA within one hour. It 
shows that ultrasound energy can have an important role in 
rapidly fixing and processing biologic Samples for quick 
diagnosis immunology and molecular biology Study. The 
ultrasound method provides certain advantages over the 
routine method for performing IHC for some of the antigens 
evaluated in this study. For example, tissues fixed and 
processed by the ultrasound method 1) did not require MW 
antigen retrieval for the detection of CD5, 2) allowed the 
IHC to be completed within 20 minutes, and 3) allowed use 
of a very low concentration of antibody (high affinity 
antigen-antibody reaction). Furthermore, RNA is very 
unstable in tissue once removed from the body. High levels 
of endogenous RNase must be inactivated before RNA and 
mRNA degradation. Demonstration of RNA preservation in 
this study shows that the RNase enzymatic activity was 
sufficiently inactivated within 10 to 15 minutes by ultra 
Sound fixation and processing (dehydration in ethanol. clear 
ing in Xylene and infiltration with paraffin for 15 minutes 
each) in 45 minutes. The results show that the ultrasound 
method provides a high quantity of mRNA preservation in 
the periphery and in the center of tissue blocks used for ISH. 
and a high quality of mRNA preservation bV RT-PCR. 
Several possibilities may be responsible for the differences 
observed in the quantitative mRNA ISH and qualitative 
yields of RT-PCR products between these two methods. 
First, routine fixation requires a long time (12-18 hours). 
whereas ultrasound fixation occurs in less than 10-15 min 
utes. The longer exposure of the fresh tissues to the fixative 
before embedding in paraffin may result in RNA degradation 
from endogenous RNases, resulting in a Smaller Size of 
amplifiable RNA. Second, although inactivated RNases are 
reversible within 24 hours, the decree of RNase inactivation 
croSS-linking reaction. and the rate of fixative penetration 
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into the tissue may be time dependent in the routine method. 
Third, the presence of residual fixative in the extracted cells 
may affect the efficiency of the RT or PCR reaction, resulting 
in a reduced amount of amplicon produced with Samples 
prepared by the routine method. All results Suggest that the 
rapid ultrasound method is a valuable technique to permit or 
archive optimal preservation of antigen proteins, as well as 
being useful for high quantity and quality RNA preservation. 

0078. The results of the instant study demonstrate that the 
ultrasound-fixation method provides excellent morphologic 
detail as well as excellent preservation of a variety of protein 
antigens and mRNA in a matter of minutes. It shoes that 
ultrasound energy has an important role in rapidly fixing 
biological Samples for quick diagnosis and for immunologi 
cal and molecular biological Studies. The optimal fixation is 
extremely important for preservation of natural Structure of 
antigen proteins and inactivation of enzymatic activity. The 
protein enzymatic activity must be inactivated very quickly 
and completely after biopsy. High levels of endogenous 
RNase must be inactivated before RNA and mRNA degra 
dation can occur. 

0079 Formaldehyde, when dissolved in water, quickly 
changes to methylene glycol and its polymers with less than 
0.1% of the formaldehyde remaining in solution although 
the methylene glycol penetrates tissue very rapidly. Chemi 
cal croSS-linking with tissue is a relatively slow processing 
“clock reaction” that depends on the release of free form 
aldehyde by gradual hydration of methylene glycol to pro 
duce formaldehyde. The available free formaldehyde binds 
to various amino acids (Fox et al., 1985). The reaction with 
tissue is largely reversible over the first 24 hours and the 
fixed Surface tissue acts as a barrier to Subsequent inward 
diffusion of fixatives. Ultrasound-energy overcomes these 
disadvantages and achieves the optimal fixation. The range 
of optimal fixation (retaining the natural structure of antigen 
proteins without enzymatic activity) is relatively narrow, but 
is achieved with ultrasound fixation. 

0080 Ultrasound fixation provided certain advantages 
over routine formalin fixation for the IHC of Some of the 
antigens evaluated in this Study. For example, tissues fixed 
by the ultrasound method did not require MW antigen 
retrieval for good detection of CD5 whereas the correspond 
ing formalin-fixed specimens did require MW treatment. 
However, using pepsin or MW antigen retrieval pretreat 
ment provided the best results for IHC (Tables 3-4). Fur 
thermore, ultrasound fixed specimens were Superior to rou 
tine formalin fixed tissues for the IHC performed for short 
times (high affinity antigen-antibody reaction). These results 
indicate that the ultrasound fixation method of the instant 
disclosure is a valuable technique for achieving optimal 
preservation of antigen proteins which are altered when the 
routine fixation method is used. The results also indicate that 
the natural Structures of antigen epitopes fixed by ultrasound 
retain their high affinity to react with antibody. 

0081) We have treated tissue samples with both IHC and 
mRNA ISH using antibodies and probes (Harper et al., 
1992) and compared the levels of IHC and ISH signals 
obtained with two types of fixation procedures, these being 
routine fixation and fixation using ultrasound. Furthermore, 
three different times were used in the routine method. The 
results show that ultrasound fixation provided even kappa 
immunoglobulin signal levels for both IHC and ISH which 
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indicatcS that ultrasound can overcome fixed Surface tissue 
which could otherwise act as a barrier to Subsequent inward 
diffusion of fixatives. Use of ultrasound results in even 
fixation within the tissue blocks, and therefore results in 
even preservation of mRNAS. By contrast, as could he 
expected. 30 minutes or 6 hours of routine fixation did not 
allow any ISH Signal, and 22 hours of routine fixation gave 
uneven results within the tissue blocks with better mRNA 
preservation in the periphery than in the center of the 
sections. However, the IHC results were not seriously 
affected by the routine fixation. This further indicates that 
with the routine fixation method formaldehyde inhibition of 
RNase activity is more difficult than preservation of antigen 
epitopes. These phenomena have been observed by other 
researchers using perfusion and immersion fixation 
(Tournier et al., 1987). 
0082 The methods disclosed herein describe a novel 
technique for rapidly preserving tissues for morphologic, 
biochemical and molecular Studies. The ultrasound-medi 
ated fixation and processing method allow preservation of 
high quality morphology, proteins and mRNA from routine 
formalin fixation and processing. The technique is fast, 
Simple, ease to perform, and Versatile. The ultrasound fixed 
and processed tissue may be used for rapid IHC or ISH or 
for rapid clinical pathology diagnosis. High quality fixed 
tissue Sections may be used for laser capture microdissec 
tion, mRNA extraction and PCR studies. High quality fixed 
tissue blockS may be used for high-throughput tissue 
microarray analyses of the DNA, RNA and protein targets 
for a large Series of cancer research. The techniques 
described can be applied not only to tissue Sections but also 
to assays being performed on a membrane (e.g., Northerns, 
Southerns and Westerns), on DNA chips, or on any other 
type of microarray. 
0083. Examples are set out below which detail specifics 
for a variety of techniques including H & E Staining, 
immunostaining, in Situ hybridization of nucleic acid, and 
reverse transcription polymerase chain reaction. These 
methods, apart from their being combined with ultrasound 
treatment, are well known to those of skill in the art. The 
present invention is further detailed in the following 
Examples, which are offered by way of illustration and are 
not intended to limit the invention in any manner. Standard 
techniques well known in the art or the techniques specifi 
cally described below are utilized. 

EXAMPLE 1. 

Tissue Fixation and Processing 
0084. A general procedure for preparing tissue fixed by 
NBF, processed and imbedded in paraffin using ultrasound 
as part of the process to decrease the required time to prepare 
the Sample for use follows. Specifics are set out in the 
Examples which follow the general procedure. Those of skill 
in the art recognize that many variations can be made in the 
following procedures and the values set forth in the follow 
ing procedures and Examples are not meant to be limiting. 

0085 A) Fixation 
0086 Step 1: A fresh tissue sample is cut in a size range 
from 3 to 5 mm thick, preferably less than 5 mm thick. 
0087 Step 2: The tissue sample (a single piece) is 
immersed in a 10% formalin solution or other acceptable 
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fixative. Depending on the type of tissue, the Sample is 
immersed from 5 to 30 minutes at 37 C., preferably for 15 
minutes. During the immersion the Sample is Subjected to 
ultraSonic energy. When using a fixed power Setting, the 
frequency of the ultraSonic waves to be used depends upon 
the thickness and size of the tissue and is a frequency in the 
range of 0.1-50 MHz. Frequencies toward the lower range 
are used for thick and large size tissue Samples whereas thin 
and Small sized Samples usehie frequencies. When using a 
fixed frequency the power rating is adjusted according to a 
Size and thickness of the tissue Sample. Thick and large size 
tissues require use of higher power and thin and Small size 
tissues use lower power. The nature of the tissue is also 
important with tough tissue (e.g., uterine tissue or ligament) 
requiring a lower frequency and higher intensity of ultra 
Sound whereas Soft tissue (e.g., fat, lung and liver) requires 
a higher frequency and lower intensity of ultrasound. 
0088 B) Processing 
0089 Step 3: Dehydration: The tissue is first immersed in 
an 80% to 95% alcohol Solution for 1 to 10 minutes at 37 
C. The time is dependent upon the type and size of tissues 
and is preferably in the range of 2.5-5 minutes at 37 C. 
During this step, the Sample is Subjected to ultraSonic energy 
at the same or different frequency and power (e.g., lower 
frequency and higher intensity) as used in Step 2. The 
sample is then immersed in a 100% alcohol solution for 1 to 
15 minutes at 37° C., preferably 5-7 minutes at 37° C. 
During this step the Sample is Subjected to ultraSonic energy 
at the same or different frequency and power (e.g. lower 
frequency and higher intensity) as in Step 2. 
0090 Step 4: Clearing: The tissue sample is immersed in 
a xylene solution for 2 to 20 minutes at 37 C. The time is 
dependent upon the type and size of the tissue Samples and 
is preferably, 3 minutes at 37 C. During this step the sample 
is Subjected to ultrasonic energy at the same or different 
frequency and power (e.g., lower frequency and higher 
intensity) as used in Step 2. 
0.091 Step 5: Infiltration: The tissue sample is immersed 
in a paraffin solution for 2 to 20 minutes at 60° C. The time 
is dependent on the type and Size of the tissue Samples, 
preferably 10-15 minutes at 60° C. During this step the 
Sample is Subjected to ultrasonic energy at the same or 
different frequency and power (e.g., lower frequency and 
higher intensity) as used in Step 2. 
0092 C) Imbedding 
0.093 Step 6: Imbedding: The tissue sample is imbedded 
in a paraffin block without use of ultrasound and cooled to 
-10 to -20° C. 

0094) D) Deparaffinization and hydration 
0.095. During the following steps the tissue section 
Sample is Subjected to ultrasonic energy for less than 2 
minutes at a higher Single frequency Settino and a lower 
power Setting. 

0096. The tissue section sample is immersed in 4 changes 
of xylene solution for 10 seconds for each immersion. The 
tissue sample is immersed in two changes of 100% alcohol 
for 10 Seconds for each immersion. The tissue Sample is 
immersed in two changes of a 95% alcohol solution for 5 
Seconds for each immersion. The tissue Sample is immersed 
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in a 70% alcohol solution for 10 seconds. The tissue sample 
is wlashed with distilled water or phosphate buffered saline 
(PBS) for 10 seconds. 
0097 E) Dehydration 
0098. During this procedure the tissue sample is sub 
jected to ultraSonic energy for a little longer than 1 minute. 
0099. The tissue sample is washed with distilled water for 
10 seconds. The tissue sample is immersed in a 70% alcohol 
Solution for 10 Seconds. The tissue sample is immersed in 
two changes of a fresh 95% alcohol solution for 5 seconds 
for each immersion. The tissue Sample is immersed in two 
changes of a fresh 100% alcohol solution for 10 seconds for 
each immersion. The tissue Sample is immersed in two 
changes of a fresh Xylene Solution for 10 Seconds for each 
immersion. 

0100. After imbedding a sample in paraffin and section 
ing it, it can be used for a variety of techniques which are 
well known to those of skill in the art. One common 
procedure is Staining of the tissue Section. Hematoxylin and 
eosin (H & E) is the most common staining procedure used 
in pathology. Every case must have H & E Staining for 
making a pathologic diagnosis. Deparaffinized tissue Section 
Slides which are in Slide holders are placed vertically into a 
staining dish with 500 mL of hematoxylin solution for 10 
Seconds with ultrasound followed by Washing with running 
tap water in a Staining dish for 5 Seconds with ultrasound. 
The slides are placed in 95% ethyl alcohol for 5 seconds 
with ultrasound and counterstained in cosin-phloxine Solu 
tion for 10 seconds with ultrasound. The samples are dehy 
drated and cleared using two changes each of 95% ethyl 
alcohol absolute ethyl alcohol, and Xylene for less than one 
minute each in the presence of ultrasound. The ultrasound 
used throughout this procedure is in the range of 1-5 MHz 
and greater than 5 W/cm. 
0101 The tissue which has been fixed and mounted can 
be used for any one of Several techniques Such as Staining, 
hybridization, etc. In performing these techniques ultra 
Sound treatment can be used in the StepS used for those 
treatmentS. 

0102) In performing ultrasound for postfixation treat 
ments Such as Staining or hybridization, it is preferred that 
a specific frequency and power of ultrasound be utilized, 
although this will depend upon the exact tissue, Size of the 
probe and treatment. It is preferred that each transducer has 
a single head, each putting out a single frequency wave. 
Each head can be a different frequency, preferably 1-5 MHz 
or 0.1-30 MHz. Using the prior art disclosure of 20 to 50 
KHZ results in undesirable effects and causes cavitation and 
destruction in tissue samples. Each tissue (fat, bone, etc.) 
requires a different frequency. The present in ention allows 
the use of more power without destroying cells and therefore 
equates to greater Speed of reaction. The method of the 
present invention yields much larger RNA strands with the 
use ofthe Specific ultrasonic energy technique. Further, the 
present invention enables in situ hybridization and IHC 
results to be uniform throughout. 

EXAMPLE 2 

UltraSonic Apparatus and Application 
0103) The ultrasonic apparatus used in the present study 
was specifically designed by the inventor and built by 
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Bio-Quick, Silver Spring, Md. It consisted of an ultrasonic 
generator and a 1.6-1.7 MHz ceramic transducers (1.5 cm 
diameter) with adjustable output intensity range of 1 to 22 
W/cm°. The tissue (only one sliced tissue at time) which was 
irradiated by ultrasound in 200 mL of NBF, grades of 
alcohol, xylene and 60° C. paraffin was directly faced and 
aimed at the transducers. The distance between the trans 
ducers and irradiated tissue was within 3 cm to insure that 
the tissue received even and accurate ultrasound energy. The 
application of ultrasound was always continuous rather than 
pulsed. The tissue receiving ultrasound energy was moni 
tored by means of a UW-3 ultrasound wattmeter (Bio-Tek 
Instruments Inc., Winooski, Vt.). The temperature ofthe 
fixative inside the container was limited to 37 C. during the 
exposure to ultrasound. 

EXAMPLE 3 

Immunohistochemistry With Ultrasound 

0104 Tissue sections from each experiment were stained 
with a panel of seven primary antibodies (CD20, CD45, 
CD3, CD5, . Bc1-2, kappa and lambda; Table 1). The 
primary antibodies were demonstrated using the ABC 
method (Hsu et al., 1981; Chu et al., 1992) as follows: 
sections were deparaffinized and taken through to 70% 
alcohol before being placed into water. Sections were then 
pretreated with/without antigen retrieval by MW (Shi et al., 
1991) or pepsin (Chu et al., 1999) as required for each 
antibody (Table 1). Sections were rinsed in phosphate buff 
ered saline (PBS) and incubated in primary antibody for 
5-10 minutes at room temperature with a higher Single 
frequency (1.6-1.7 MHz) setting and lower power (0.01-5 
W/cm) setting of ultrasound. After three rinses in PBS for 
5 Seconds with ultrasound, Sections were incubated in bioti 
nylated second antibody for 2.5 or 5 minutes at room 
temperature with ultrasound. Sections were rinsed in PBS 
with ultrasound and treated with 0.3% hydrogen peroxide 
for 1-2 minutes with ultrasound, followed by incubation in 
ABC complex for 2 or 5 minutes with ultrasound. Antibody 
binding sites were localized using 3,3'-diaminobenzidine for 
10 Seconds with ultrasound and Sections were lightly 
counter-stained with hematoxylin for 5 seconds with ultra 
Sound. The ultrasound used throughout this Example was at 
1.6-1.7 MHz and 0.01-5 W/cm. The exact values depended 
upon the Specific antibody. A higher intensity was used for 
those that otherwise gave a higher background. 

TABLE 1. 

CD Clone Dilution Pretreatment Supplier 

CD2O/L26 Mono 1:400 None Dako 
CD45/LCA Mono 1:250 None Dako 
CD3 Poly 1:500 Pepsin Dako 
CD5/4C7 Mono 1:100 Microwave Novocastra 
Bcl-2 Mono 1:100 Microwave Dako 
Kappa Poly 1:5OOOO Pepsin Dako 
Lambda Poly 1:1OOOOO Pepsin Dako 

EXAMPLE 4 

In Situ Hybridization with Ultrasound 
0105 Tissue sections were deparaffinized and prepared 
with enzymatic or MW antigen retrieval pretreatment before 
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hybridization. A Synthetic oligonucleotide probe directed 
against poly A mRNA and a probe for mRNA of kappa 
immunoglobulin were labeled with fluorescein isothiocyan 
ate (FITC) (sequences provided by BioGenex, San Ramon, 
Calif.). FITC-labeled probe was applied to the tissue sec 
tions which were then coverslipped and denatured at 100° C. 
for 5 minutes in a vegetable Steamer. The slides were cooled 
down and hybridized in the presence of ultrasound at a high 
Single frequency with a low power Setting at room tempera 
ture for 10-60 minutes in the steamer. Sections were washed 
twice, 3 seconds each, in 2X SSC with ultrasound and then 
incubated for 10 minutes with monoclonal mouse anti-FITC 
with ultrasound, followed by two washes in PBS with 
ultrasound, 3 Seconds each. Biotinylated Secondary antibody 
was incubated with the tissue Sections in the presence of 
ultrasound for 2-5 minutes at room temperature, followed by 
two 3 second washes in PBS with ultrasound. Streptavidin 
biotinylated peroxidase and 5-bromo-4-chloro-3-indolyl 
phosphate/nitroblue tetrazolium (BCIP/NBT) reagents were 
used in the presence of ultrasound. The ultrasound used 
throughout this Example was at 1.6-1.7 MHz and 0.01-5 
W/cm. The intensity used depended upon the probe length 
with a higher power being used with longer probes. 

EXAMPLE 5 

Northern and Southern Hybridization With 
Ultrasound 

0106 Experiments were performed just as in Example 4 
except that the experiments were performed with the nucleic 
acid bound to a membrane rather than being in situ. 

EXAMPLE 6 

Robotic System 

0107. In this system, illustrated in FIG. 7 the tissue 
Sample as well as the transducer and Sensors are moved from 
one reaction chamber to the next. To fix a tissue Sample, the 
tissue, transducer and Sensors are all placed into a first 
reaction chamber containing fixative. After treatment with 
ultrasound in the fixative, a robotic System removes the 
tissue Sample, transducer and Sensors and moves them all to 
the next reaction chamber containing ethanol. After treat 
ment with ultrasound in the ethanol is complete, the robotic 
System moves the tissue, transducer and Sensors to a reaction 
chamber containing Xylene. After treatment is complete in 
the Xylene, the robotic System moves the tissue into a 
reaction chamber containing paraffin at 60° C. The CPU is 
programmed to control the ultrasound generator for each of 
these steps. Once the tissue is imbedded with paraffin, the 
fixed tissue is robotically removed from the reaction cham 
ber and Surrounded with more paraffin to create a paraffin 
block. 

EXAMPLE 7 

Auto-Fixation and Processing Reactor 
0108. In Example 6, a robotic system was used to move 
the Sample, transducer and Sensors from one Solution to the 
next throughout the fixation process. In this Example, illus 
trated in FIG. 8, the tissue, transducer and sensors remain 
fixed and the Solutions are changed. The tissue is placed in 
a reaction chamber through which fluids can be pumped. 
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Means for heating and/or cooling the reaction chamber are 
also illustrated. Fluid or rcagent is pumped into the reaction 
chamber and ultrasound is produced by the transducer. The 
sensors monitor the reaction and feedback through the CPU 
to control the ultrasound generator. When reaction with one 
fluid is complete, the fluid is pumped out as the next fluid or 
reagent is pumped in. A distributor Selects which fluid, or air 
or gas if desired, is pumped in. The used fluid is pumped out 
to a waste receptacle or can be recycled if desired. Flow of 
fluids and reagents through the reaction chamber can be 
continuous with a distributor, controlled by the CPU, chang 
ing which fluid/reagent enters the chamber. Alternatively 
flow can be pulsed such that the chamber is filled, flow is 
Stopped or circulated as the reaction occurs, and then flow 
begins again with the next reagent/fluid after the reaction has 
finished. After the paraffin is imbedded, the chamber will 
cool to -10 to -20° C., a paraffin block is formed and is 
ready to be cut. 

EXAMPLE 8 

Auto Reaction With a Membrane 

0109) This system is nearly identical to that of Example 
9 except that in place of a tissue Sample a membrane with 
bound Sample (e.g. nucleic acid or protein) is placed into the 
reaction chamber. This can be used for Northern, Southern 
and Western blots. ELISA, etc. Furthermore, in place of a 
membrane, a chip Such as a DNA chip or an immuno chip 
can be used. 

EXAMPLE 9 

Automated Immunohistochemistry 
0110. This system is very similar to that of Example 7. 
Here a slide with a tissue Sample mounted on it is used in 
place of a tissue or a tissue Section in a reaction chamber. AS 
illustrated (FIG. 9) the tissue is below the slide and above 
the transducer with a channel between the slide and the 
transducer. Heating and cooling elements can also be 
included. Solutions and reagents are passed through the 
channel Such that they contact the tissue Sample. The extent 
of reaction in the presence of ultrasound treatment is mea 
Sured by time or, if Sensors are present, by feedback from the 
Sensors. AS each reaction is completed a change of Solution/ 
reagents occurs. Each fluid is pumped to a waste receptacle 
or recycled. 

EXAMPLE 10 

Automated In Situ Hybridization 
0111. This system is very similar to that of Example 9 
except that in Situ hybridization is performed rather than 
immunohistochemistry. 

EXAMPLE 11 

In Situ PCR Hybridization 
0112 This Example uses a setup very similar to that 
described in Example 9. The difference is an added pump 
which can be used to remove Samples of amplification fluid 
as the amplification is occurring. This is shown in FIG. 9. If 
desired this added pump can deliver Sample to a gel. This 
can be performed at time points during the amplification if 
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desired or Simply at the end of a specified time period. AS the 
in Situ PCR (polymerase chain reaction) is occurring, ampli 
fication occurs in the presence of ultrasound and then 
hybridization occurs to nucleic acid within the cells of the 
tissue. Some of the amplified product stays in place in the 
cells, but a large percentage of amplified product washes off 
the tissue and into the Solution. By Sampling the Solution it 
is possible to determine whether the in situ PCR is working 
properly by measuring the Size of the products being formed. 
If it does work properly then the amplified nucleic acid 
product will appear in the Solution. Samples of the Solution 
can be run on a gel and Stained or autoradiographed to 
determine if a band of nucleic acid of the expected size has 
been produced. If the desired band is seen, the PCR has 
worked and it is worth continuing the Workup of the in Situ 
hybridization. If no band is seen on the gel then no ampli 
fication occurred and further workup of the in situ hybrid 
ization will not be performed. 
0113 While the intention has been disclosed in this 
patent application by reference to the details of preferred 
embodiments of the invention it is to be understood that the 
disclosure is intended in an illustrative rather than in a 
limiting Sense as it is contemplated that modifications will 
readily occur to those skilled in the art, within the spirit of 
the invention and the Scope of the appended claims. 
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What is claimed is: 
1. A method for fixing or processing a Sample or a tissue 

comprising exposing Said Sample or said tissue to ultrasound 
of a frequency of at least 100 KHZ wherein said ultrasound 
is produced by an ultrasound transducer. 

2. The method of claim 1 wherein only a single piece of 
Said Sample or Said tissue is placed into Said transducer. 

3. The method of claim 1 wherein said frequency is in the 
range gof 100 KHZ to 50 MHz and therein said frequency is 
a single frequency or a wideband frequency. 

4. The method of claim 1 wherein two or more ultrasound 
transducers are used to produce ultrasound. 

5. The method of claim 1 wherein one or more ultrasound 
transducers are used to produce an ultrasound field Such that 
at least a portion of Said Sample or tissue receives ultrasound 
of a uniform frequency and a uniform intensity. 

6. The method of claim 1 wherein said transducer com 
prises only one head. 

7. The method of claim 6 wherein said head is capable of 
emitting a wideband frequency. 

8. The method of claim 6 wherein said head is capable of 
emitting a single frequency or a wideband frequency. 

9. The method of claim 1 wherein said transducer com 
prises multiple heads. 
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10. The method of claim 9 wherein one or more of Said 
multiple heads are capable of emitting a wideband fre 
quency. 

11. The method of claim 9 wherein one head on a single 
transducer produces a frequency different from a frequency 
produced by a Second head on Said Single transducer. 

12. The method of claim 9 wherein one head on a single 
transducer produces a range of frequencies and a range of 
intensities different from a range of frequencies and a range 
of intensities produced by a Second head on Said Single 
transducer. 

13. The method of claim 4 wherein each of said trans 
ducers produces an ultrasound frequency different from an 
ultrasound frequency produced by at least one other trans 
ducer. 

14. The method of claim 4 wherein each of said trans 
ducers produces a range of ultrasound frequencies and a 
range of ultrasound intensities different from a range of 
ultrasound frequencies and a range of ultrasound intensities 
produced by at least one other transducer. 

15. The method of claim 13 wherein a range of frequen 
cies is applied to Said Sample or Said tissue. 

16. The method of claim 4 wherein said transducers are 
arranged around Said Sample or Said tissue in a two-dimen 
Sional arrangement. 

17. The method of claim 4 wherein said transducers are 
arranged around Said Sample or Said tissue in a three 
dimensional arrangement. 

18. The method of claim 1 wherein said sample or said 
tissue is rotated. 

19. The method of claim 1 wherein said transducer 
revolves around Said Sample or said tissue. 

20. The method of claim 1 wherein said ultrasound is 
produced as a continuous signal. 

21. The method of claim 20 wherein said ultrasound is a 
single fiequency in the range of 0.1-50 MHz. 

22. The method of claim 20 wherein said ultrasound is a 
wideband frequency, in the range of 0.1-50 MHz. 

23. The method of claim 1 wherein said ultrasound is 
produced in pulses. 

24. The method ofclaim 23 wherein said ultrasound is a 
single frequency in the range of 0.1-50 MHz. 

25. The method of claim 23 wherein said ultrasound is 
produced as a wideband frequency in the range of 0.1-50 
MHZ. 

26. The method of claim 23 wherein said pulses vary in 
frequency in the range of 0.1-50 MHz. 

27. The method of claim 23 wherein said pulses vary in 
intensity. 

28. The method of claim 23 wherein said ultrasound is 
produced as a continuous signal. 

29. The method of claim 28 wherein over time said signal 
varies in frequency in the range of 0.1-50 MHz. 

30. The method of claim 28 wherein over time said signal 
varies in intensity. 

31. The method of claim 1 wherein said sample or said 
tissue receives ultrasound of a power of at least 5 W/cm. 

32. The method of claim 1 wherein said sample or said 
tissue receives ultrasound with a power in the range of 5-150 
W/cm. 

33. The method of claim 1 further comprising using one 
or more Sensors to detect one or more parameters of reflected 
ultrasound wherein Said parameters are Selected from the 
group consisting of intensity and frequency. 
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34. The method of claim 33 wherein more than one type 
of Sensor is used. 

35. The method of claim 34 comprising an ultrasound 
Sensor and a Sensor to measure temperature. 

36. The method of claim 33 further comprising a central 
processing unit to monitor the Sensor readings. 

37. The method of claim 36 wherein said central process 
ing unit controls Said ultrasound generator. 

38. A method of performing a) immunohistochemistry in 
situ hybridization or fluorescent in situ hybridization on a 
solid phase or b) a Southern hybridization a Northern 
hybridization, a Western annealing or an ELISA wherein 
Said method comprises using ultrasound at a frequency of at 
least 100 KHZ. 

39. The method of claim 38 wherein said solid phase is a 
tissue Section, tissue microarray, or a chip. 

40. The method of claim 38 wherein said Southern 
hybridization, Northern hybridization, Western annealing or 
ELISA is performed on a membrane, a microarray or a DNA 
chip. 

41. The method of claim 38 wherein said tissue section or 
Said membrane receives ultrasound power of at least 0.01 
W/cm. 

42. The method of claim 38 wherein said ultrasound has 
a power in a range of 0.01-100 W/cm°. 

43. The method of claim 38 wherein said frequency is in 
the range of 100 KHZ to 50 MHz. 

44. The method of claim 38 wherein two or more ultra 
Sound transducers are used to produce ultrasound. 

45. The method of claim 38 wherein one or more ultra 
Sound transducers are used to produce an ultrasound field 
that allows at least a portion of Said Sample to receive a 
uniform frequency and intensity of ultrasound. 

46. The method of claim 38 wherein said ultrasound is 
produced by a transducer comprising one or more heads. 

47. The method of claim 46 wherein one or more of Said 
heads are capable of emitting a wideband frequency. 

48. The method of claim 46 wherein one or more of Said 
heads are capable of emitting a Single frequency or a 
wideband frequency. 

49. The method of claim 46 wherein one head on a single 
transducer produces a frequency different from a frequency 
produced by a Second head on Said Single transducer. 

50. The method of claim 46 wherein one head on a single 
transducer produces an intensity different from an intensity 
produced by a Second head on Said Single transducer. 

51. The method of claim 44 wherein each of said trans 
ducers produces an ultrasound frequency different from an 
ultrasound frequency produced by at least one other trans 
ducer. 

52. The method of claim 44 wherein each of said trans 
ducers produces an ultrasound intensity different from an 
ultrasound intensity produced by at least one other trans 
ducer. 

53. The method of claim 51 wherein a range of frequen 
cies is applied to Said Sample or Said tissue. 

54. The method of claim 44 wherein said transducers are 
arranged around Said Sample or Said tissue or Said membrane 
in a two-dimensional arrangement. 

55. The method of claim 44 wherein said transducers are 
arranged around Said Sample or Said tissue or Said membrane 
in a three-dimensional arrangement. 

56. The method of claim 38 wherein said sample or said 
tissue or Said membrane is rotated. 
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57. The method of claim 38 wherein said transducer 
revolves around Said Sample or Said tissue or Said mem 
brane. 

58. The method of claim 38 wherein said ultrasound is 
produced as a continuous signal. 

59. The method of claim 58 wherein said ultrasound is a 
single frequency in the range of 0.1-50 MHz. 

60. The method of claim 58 wherein said ultrasound is a 
wideband frequency in the range of 0.1 to 50 MHz. 

61. The method of claim 38 wherein said ultrasound is 
produced in pulses. 

62. The method of claim 61 wherein said ultrasound is a 
single frequency in the range of 0.1-50 MHz. 

63. The method of claim 61 wherein said ultrasound is 
produced as a wideband frequency in the range of 0.1-50 
MHZ. 

64. The method of claim 61 wherein said pulses vary in 
frequency in the range of 0.1-50 MHz. 

65. The method of claim 61 wherein said pulses vary in 
intensity. 

66. The method of claim 61 wherein said ultrasound is 
produced as a continuous signal. 

67. The method of claim 66 wherein over time said signal 
varies in frequency in the range of 0.1-50 MHz. 

68. The method of claim 66 wherein over time said signal 
varies in intensity. 

69. The method of claim 38 wherein said sample, said 
tissue Section or Said membrane receives ultrasound of a 
power in the range of 0.01-100 W/cm. 

70. A System comprising an ultrasound transducer, an 
ultrasound generator an ultrasound sensor and a central 
processing unit. 

71. The system of claim 70 comprising more than one 
SCSO. 

72. The system of claim 71 comprising more than one 
type of Sensor. 

73. The system of claim 71 comprising an ultrasound 
Sensor and an infrared temperature Sensor. 

74. The system of claim 70 comprising more than one 
transducer. 

75. The system of claim 70 wherein said sensor produces 
readings which are processed by Said central processing 
unit. 

76. The system of claim 70 wherein said ultrasound 
generator is controlled by Said central processing unit. 

77. The system of claim 70 wherein said transducer 
generates ultrasound of a frequency of at least 100 KHZ. 

78. The system of claim 77 wherein said transducer 
generates ultrasound of a Single frequency or of multiple 
frequencies in the range 100 KHZ to 50 MHz. 

79. The system of claim 70 wherein said ultrasound 
transducer produces ultrasound of a power in the range of 
0.01-200 W/cm’. 

80. A robotic System comprising means for moving a 
Sample or tissue and an ultrasound transducer from a first 
reaction chamber to a Second reaction chamber. 

81. The robotic system of claim 80 further comprising 
means for moving one or more Sensors from Said first 
reaction chamber to Said Second reaction chamber. 

82. The robotic system of claim 80 wherein said means 
are controlled by a central processing unit. 

83. The robotic system of claim 81 wherein said means 
are controlled by a central processing unit which processes 
information from Said one or more Sensors. 
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84. A System for processing a simple comprising a reac 
tion chamber, an ultrasound transducer and a central pro 
cessing unit. 

85. The system of claim 84 comprising more than one 
transducer. 

86. The system of claim 84 further comprising one or 
OC, SCSOS. 

87. The system of claim 84 further comprising means for 
heating or cooling Said reaction chamber. 

88. The system of claim 84 further comprising a pump. 
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89. The system of claim 84 further comprising a distribu 
tor. 

90. The system of claim 84 wherein said sample is a tissue 
Sample, a membrane filter, a tissue Sample mounted on a 
Slide a nucleic acid chip, a microarray of nucleic acid, a 
microarray of tissue, or an immuno chip. 

91. The system of claim 84 further comprising means for 
Sampling reaction fluid. 
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