FOLDING SURGICAL LIGHT HANDLE

A folding surgical light handle is made from an inexpensive lightweight material and can be made as a single part including a handle body with a grip portion, a flange, and an integral connecting member which links the handle body and flange together through a pair of hinged connections. The hinged connecting member enables the light handle to be folded for convenient storage and to be quickly unfolded when the light handle is needed. A threaded head integral to the flange portion provides a way for the light handle to be installed on a surgical light fixture.
FOR THE PURPOSES OF INFORMATION ONLY

Codes used to identify States party to the PCT on the front pages of pamphlets publishing international applications under the PCT.

AL Albania
AM Armenia
AT Austria
AU Australia
AZ Azerbaijan
BA Bosnia and Herzegovina
BB Barbados
BE Belgium
BF Burkina Faso
BG Bulgaria
BJ Benin
BR Brazil
BY Belarus
CA Canada
CF Central African Republic
CG Congo
CH Switzerland
CI Côte d’Ivoire
CM Cameroon
CN China
CU Cuba
CZ Czech Republic
DE Germany
DK Denmark
EE Estonia
ES Spain
FI Finland
FR France
GA Gabon
GB United Kingdom
GE Georgia
GH Ghana
GN Guinea
GR Greece
HU Hungary
IE Ireland
IL Israel
IS Iceland
IT Italy
JP Japan
KE Kenya
KG Kyrgyzstan
KP Democratic People’s Republic of Korea
KR Republic of Korea
KZ Kazakhstan
LC Saint Lucia
LI Liechtenstein
LK Sri Lanka
LR Liberia
LS Lesotho
LT Lithuania
LU Luxembourg
LV Latvia
MC Monaco
MD Republic of Moldova
MG Madagascar
MK The former Yugoslavia
ML Mali
MN Mongolia
MR Mauritania
MW Malawi
MX Mexico
NE Niger
NL Netherlands
NO Norway
NZ New Zealand
PL Poland
PT Portugal
RO Romania
RU Russian Federation
SD Sudan
SE Sweden
SG Singapore
SI Slovenia
SK Slovakia
SN Senegal
SZ Swaziland
TD Chad
TG Togo
TJ Tajikistan
TM Turkmenistan
TR Turkey
TT Trinidad and Tobago
UA Ukraine
UG Uganda
US United States of America
UZ Uzbekistan
VN Viet Nam
YU Yugoslavia
ZW Zimbabwe
1

DESCRIPTION

Folding Surgical Light Handle

Field of the Invention

The field of the invention is disposable handles for operating room light fixtures.

Background of the Invention

In hospital operating rooms, light fixtures are normally suspended above the operating room table to illuminate the surgical site. Typically, a surgical light fixture has a centrally positioned handle. During a surgical procedure, the position of the light fixture is often adjusted by a surgeon or nurse, using the handle. Because the surgical personnel must physically grasp the handle to adjust the fixture's position, the light fixture handle must be sterile.

Disposable light handles and handle covers are now in widespread use. Disposable light handles are preferably inexpensive and designed to be easily installed onto an operating room light fixture by hospital personnel, and then easily removed and disposed of after a surgical procedure. In addition, the handle should be capable of compact storage in a sterile packaging prior to use. While various handles and covers have been successfully used in the past, there remains a need for an improved light handle.

Summary of the Invention

To these ends, a surgical light fixture handle is advantageously foldable for compact storage prior to use and can be quickly unfolded and installed by hospital personnel when needed. Preferably, the light handle has a handle body, a flange portion, and an integral connecting member which connects the handle body and
flange with a pair of hinged connections. Other and further objects and advantages will appear hereinafter.

**Brief Description of the Drawings**

In the drawings, wherein similar reference characters denote similar elements throughout the several views:

- FIG. 1 is a perspective view a folding light handle with the flange portion partially folded.
- FIG. 2 is a side elevation view of the light handle of FIG. 1 with the flange portion fully unfolded.
- FIG. 3 is a side elevation view of the light handle of FIG. 1 with the flange portion folded against the handle body.
- FIG. 4 is an end view of the folded light handle of FIG. 3 with the outer portions of the flange web being further folded against the handle body.
- FIG. 5A is an enlarged view of an alternative embodiment rib.
- FIG. 5B is an enlarged view of an alternative embodiment notch for making a snap fit with the rib of FIG. 5A.

**Detailed Description of the Invention**

Turning now in detail to the drawings, as shown in FIG. 1, a folding light handle 100 preferably is one piece. A handle body 10 and a flange 30 which are advantageously connected to each other by an integral connecting member 50 via a pair of hinged connections 52 and 54 located at opposite ends of the connecting member 50. The light handle 100 is preferably made from a light weight inexpensive injection moldable plastic material which is sterilizable and suitable for disposal after a single use.

The handle body 10 has a grip portion 12, which is of generally hexagonal tubular construction, a generally circular collar 16 integral to an upper end 26 of the grip portion 12, and a generally hexagonal plug 20 which is
integral to the grip portion 12 and protrudes beyond the collar 16. Other shapes may, of course, also be used. Integral to the plug 20 is a detent 22. A lower end 23 of the grip portion 12 is closed. The grip portion 12 further includes a slot 18 which is advantageously positioned to receive the connecting member 50 when the flange portion is fully unfolded as shown in FIG. 2. As shown in FIGS. 1-4, notches 14 are provided on opposite sides of the grip portion 12.

The flange 30 of the light handle 100 includes an annular web 32 and an externally threaded head 38 centrally located on the web 32. The head 38 provides a way of attaching the light handle 100 to a surgical light fixture (not shown). Through the head 38 and web 32 of the flange 30 is a central opening 42 which is sized to receive the plug 20 of the handle body 10. On an interior surface 43 in the opening 42 is a locking step 40 which is positioned to engage the detent 22 when the flange 30 is fully unfolded as in FIG. 2.

In a preferred embodiment, the web 32 is relatively flexible and has ribs 36 on a bottom surface 35 of the web 32. When the flange 30 is fully folded as in FIG. 3, the web 32 may be further folded around the handle body 10 so that the ribs 36 can be snap fitted into the notches 14 as shown in FIG. 4 enabling the light handle 100 to be packaged and stored compactly.

The web 32 has a somewhat rectangular middle section 33 with curved short sides or edges and wings or outer sections 34, which are shaped as chords. The wings 34 are relatively thinner and more flexible than the middle section 33, which is more rigid. As shown in Fig. 1, the thinner wings are vertically centered on the middle section, with small steps on the top and bottom surfaces of the web 32 where the wings join the middle section.

The ribs 36 are located on the outer sections 34 and provide additional stiffness for the web 32. The ribs 36 extend radially inwardly from an outer edge 37 of the web
32 and stop before reaching the middle section 33. This allows the web 32 to remain flexible enough to fold as shown in FIG. 4. When the flange 30 is fully unfolded, the collar 16 fits in the space between the ribs 36. In this fully unfolded position, the collar 16 closes off the central opening 42 and provides additional stiffness to the portion of the web 32 between the ribs 36. As shown in FIGS. 1-4, a portion of the generally circular collar 16 facing the connecting member 50 is flattened to prevent interference during the unfolding of the light handle 100. A step 44 is located on the web 32 which corresponds to the flattened portion of the collar 16. The collar on the handle forces the wings 34 on the flange into a generally horizontal position.

Turning to FIGS. 5A and 5B, preferably, the wings are snap fit onto the handle, for compact and easier packaging using a modified rib 58 and notch or slot 62. A friction fit may be provided by the rib 36 and notch 14 shown in FIG. 1 to hold the wings 34 onto the handle. However, snap fit features, such as a lip 60 and tabs 62 provide a positive snap fit. As shown in FIGS. 5A and 5B, as the wings 34 are folded down and pressed against the handle, the lips 60 will snap through the tabs 62. The tabs 62 then hold the wings alongside the handle, with the rib 58 in the slot 62. Of course, various other mechanical equivalent snap features may be used, such as clip, button, stud, dovetail, and latch features, etc. Similarly, various other ways of holding the wings to the handle without a snap feature, as in FIG. 1, may be used, such as inherent material spring force or memory, adhesives, velcro, molded material tacking, etc.

Thus, while various features have been shown and described, various modifications may, of course, be made and various equivalents substituted in, without departing from the spirit and scope of the invention.
Claims

1. A folding, surgical light handle comprising:
   (a) a handle body including a grip portion;
   (b) a flange; and
   (c) a connecting member pivotably attached to
       the handle body via a first hinged connection at a first
       end of the connecting member and pivotably attached to the
       flange via a second hinged connection at a second end of
       the connecting member.

2. The light handle of claim 1 wherein the flange
   further comprises a circular web and an externally
   threaded head attached to the web.

3. The light handle of claim 2 wherein at least
   part of the circular web is flexible.

4. The light handle of claim 3 wherein the circular
   web further comprises an external rib, and the grip
   portion of the handle body further comprises a notch
   positioned to receive the rib when the web is folded.

5. A folding, surgical light handle comprising:
   (a) a handle body comprising a generally
       cylindrical grip portion, a collar integral to an upper
       end of the grip portion, and a plug protruding beyond the
       collar;
   (b) a flange comprising a web portion having a
       central opening sized to receive the plug; and
   (c) a connecting member attached to the handle
       body with a first hinged connection and attached to the
       flange with a second hinged connection.

6. The light handle of claim 5 wherein the flange
   further comprises an externally threaded head attached to
   the web.
7. The light handle of claim 5 wherein the web portion of the flange is flexible.

8. The light handle of claim 7 wherein the web portion of the flange further comprises external ribs, and the grip portion of the handle body further comprises notches positioned to receive the ribs when the web is folded.

9. The light handle of claim 5 wherein the handle body further comprises a detent integral to the plug where the detent fits into and engages a locking step on the flange portion when the light handle is unfolded.

10. A surgical light handle comprising:
    (a) a rigid handle body comprising a generally tubular grip portion having a pair of notches, a generally circular collar integral to an upper end of the grip portion, and a plug protruding beyond the collar and a detent integral to the plug; and
    (b) a flange comprising a flexible annular web portion with a pair of external ribs, a threaded head integral to the web, a central opening through the web adapted to receive the plug and a locking step on an interior surface within the central opening positioned to engage the detent of the plug; and
    (c) a connecting member attached to the handle body with a first hinged connection and attached to the flange with a second hinged connection.

11. The light handle of claim 10 wherein the web portion of the flange has a middle section and outer sections having different thicknesses with the outer sections being thinner and more flexible than the central section.
12. The light handle of claim 2 wherein the web has a middle section and a pair of outer sections pivotally joined to the middle section.

13. The light handle of claim 4 wherein the external ribs are configured to snap fit into the notches on the handle body.

14. The light handle of claim 8 wherein the external ribs are configured to snap fit into the notches on the handle body.

15. The light handle of claim 1 wherein the light handle is one piece.

16. A folding, surgical light handle comprising:
   (a) a handle body including a grip poriton;
   (b) a flange;
   (c) a connecting member pivotally attached to the handle body and to the flange; and
   (d) means for snap fitting the flange onto the handle body.
FIG. 4

FIG. 5A

FIG. 5B

SUBSTITUTE SHEET (RULE 26)
**INTERNATIONAL SEARCH REPORT**

**Internation Application No:**

**PCT/US 97/08051**

A. **CLASSIFICATION OF SUBJECT MATTER**

<table>
<thead>
<tr>
<th>IPC</th>
<th>A61B19/00</th>
</tr>
</thead>
</table>

According to International Patent Classification (IPC) or to both national classification and IPC

B. **FIELDS SEARCHED**

**Minimum documentation searched** (classification system followed by classification symbols)

<table>
<thead>
<tr>
<th>IPC</th>
<th>A61B F21M</th>
</tr>
</thead>
</table>

**Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched**

Electronic data base consulted during the international search (name of data base and, where practical, search terms used)

C. **DOCUMENTS CONSIDERED TO BE RELEVANT**

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>US 5 493 757 A (HORAN ROBERT T ET AL) 27 February 1996</td>
<td>1-3,5,7, 10,12, 15,16</td>
</tr>
<tr>
<td></td>
<td>see the whole document</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>US 4 974 288 A (REASNER TIMM) 4 December 1990</td>
<td>1-3,5-7, 10,12, 15,16</td>
</tr>
<tr>
<td></td>
<td>see the whole document</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>WO 89 07900 A (MDT CORP) 8 September 1989</td>
<td>1,2,5, 10,16</td>
</tr>
<tr>
<td></td>
<td>see the whole document</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>US 4 844 252 A (BARRON JOHN M ET AL) 4 July 1989</td>
<td>1,5,10, 16</td>
</tr>
<tr>
<td></td>
<td>see the whole document</td>
<td></td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of box C.

Patent family members are listed in Annex.

* Special categories of cited documents:

  - "A" document defining the general state of the art which is not considered to be of particular relevance
  - "E" earlier document but published on or after the international filing date
  - "L" document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
  - "O" document referring to an oral disclosure, use, exhibition or other means
  - "P" document published prior to the international filing date but later than the priority date claimed
  - "T" later document published after the international filing date of priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention
  - "X" document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone
  - "Y" document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art
  - "S" document member of the same patent family

Date of the actual completion of the international search: **9 September 1997**

Date of mailing of the international search report: **15.09.97**

Name and mailing address of the ISA

European Patent Office, P.B. 5818 Patentlaan 2
NL - 2280 HV Rijswijk
Tel. (+31-70) 340-2040, Tx. 31 651 epo nl,
Fax (+31-70) 340-3016

Authorized officer

Veletst, P
<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td>US 5493757 A</td>
<td>27-02-96</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td>US 4974288 A</td>
<td>04-12-90</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td>WO 8907900 A</td>
<td>08-09-89</td>
<td>AU 624378 B</td>
<td>11-06-92</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 3440089 A</td>
<td>22-09-89</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 0402412 A</td>
<td>19-12-90</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 3503132 T</td>
<td>18-07-91</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 5273157 A</td>
<td>28-12-93</td>
</tr>
<tr>
<td>US 4844252 A</td>
<td>04-07-89</td>
<td>NONE</td>
<td></td>
</tr>
</tbody>
</table>