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Description

Field of the Invention

[0001] The present invention relates to a method of improving the performance of a direct feed fuel cell, such as a
direct methanol fuel cell and/or fuel cell stack, as well as an apparatus for carrying out the method.

Background of the Invention

[0002] Electrochemical fuel cells convert reactants, namely fuel and oxidant fluid streams, to generate electric power
and reaction products. Electrochemical fuel cells generally employ an electrolyte disposed between two electrodes,
namely a cathode and an anode. An electrocatalyst typically induces the desired electrochemical reactions at the elec-
trodes. In addition to electrocatalyst, the electrodes may also comprise a porous electrically conductive sheet material,
or electrode substrate, upon which the electrocatalyst is deposited. The electrocatalyst may be a metal black, an alloy
or a supported metal catalyst such as, for example, platinum on carbon.
[0003] A particularly interesting fuel cell is the solid polymer electrolyte fuel cell, which employs a membrane electrode
assembly ("MEA"). The MEA comprises a solid polymer electrolyte or ion-exchange membrane disposed between the
two electrode layers. Flow field plates for directing the reactants across one surface of each electrode substrate are
typically disposed on each side of the MEA.
[0004] A measure of electrochemical fuel cell performance is the voltage output from the cell for a given current density.
Higher performance is associated with a higher voltage output for a given current density or higher current density for
a given voltage output.
[0005] A direct methanol fuel cell (DMFC) is a type of fuel cell in which methanol is directly oxidized at the anode.
Although it may be operated on aqueous methanol vapour, a DMFC generally operates in a liquid feed mode on an
aqueous methanol fuel solution. One problem which has been encountered with direct methanol fuel cells is performance
degradation, that is, decrease in cell output voltage over time at a given current.
[0006] Hamnett et al. (Hamnett, A., Weeks, S.A., Kennedy, B.J, Troughton, G., Christensen, P.A., "Long-Term Poi-
soning of Methanol Anodes", Ber. Bunsenges. Phys. Chem. 94, 1014-1020 (1990)) conducted a study of long-term
poisoning of methanol anodes. The work was carried out on half cells and not complete fuel cells. Platinum anodes and
platinum-ruthenium anodes with a 2.5 M H2SO4 electrolyte and a reference electrode (mercury/mercurous sulphate)
were employed.
[0007] With respect to pure platinum particle anodes, Hamnett et al. propose that poisoning on the electrode occurs
by formation of a place-exchanged oxide which inhibits methanol adsorption. This oxide formation occurs at high anode
potentials and can be removed at lower potentials, that is, open circuit. On the other hand, Hamnett et al. show that the
amount of oxidised platinum when using a platinum-ruthenium anode is substantially greater that in the pure platinum
anode. They further find that the amount of oxidised platinum decreases after extended polarisation and that it appears
that the deactivation of platinum-ruthenium anodes is related to a gradual decrease in the amount of oxides on the
platinum surface. They conclude that platinum-ruthenium anodes are poisoned by a different mechanism and expect
that periodic open-circuiting of the platinum-ruthenium anode would not be so effective in enhancing the lifetime as for
platinum anodes and they show test results demonstrating this.
[0008] In another study Zelenay et al. (Zelenay, Piotr; Thomas, S.C., Gottesfeld, Shimshon, "Direct Methanol Fuel
Cells: Recent Progress In Fuel Efficiency, Cell Performance And Performance Stability", Electrochemical Society Pro-
ceedings, Volume 98-27, 300-315) referring to active DMFC platinum-ruthenium anodes that can be operated for pro-
longed periods of time without noticeable loss in performance, teach that neither opening of the cell circuit nor stopping
the feed of methanol is a prerequisite for stability of anode performance using platinum-ruthenium catalysts.
[0009] Further, WO 01/01508 A1 discloses the preambles of claims 1, 21 and 27.

Summary of the Invention

[0010] The invention provides a method according to claim 1, a fuel cell according to claim 21 and a fuel cell assembly
according to claim 27.
[0011] The method improves the performance of a direct feed fuel cell having an anode comprising a CO-tolerant
catalyst, a solid polymer electrolyte and a cathode. The fuel cell normally produces power in a range from a minimum
to a maximum output. The method comprises the steps of providing a supply of fuel to the anode for the oxidation of the
fuel to produce an oxidation product and electrons at the anode; providing a supply of oxidant to the cathode for reduction
of the oxidant, thereby producing a reduction product; and reducing the output power of the fuel cell to be less than the
normal minimum output at predetermined time intervals, preferably periodically.
[0012] Herein, a CO-tolerant catalyst is understood to be one having sites that adsorb carbon monoxide, but which
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can also adsorb an oxygen-containing species (for example, an OH group) near an adsorbed CO molecule at substantially
lower potentials than a pure platinum catalyst. Examples are mixtures of platinum and certain elements, such as platinum-
ruthenium, platinum-molybdenum, platinum-tin, platinum-tungsten, platinum-rhenium, platinumosmium, platinum-irid-
ium, as well as certain ternary mixtures.
[0013] The output power of the fuel cell is reduced by reducing the current from the fuel cell at predetermined time
intervals. The circuit is switchable between a closed circuit condition in which the flow of electric current is permitted
and an open circuit condition in which the flow of electric current is interrupted, reducing the output power of the fuel cell
being effected by switching the current to the open circuit condition at predetermined time intervals.
[0014] The step of reducing the electric current in the circuit at predetermined time intervals may comprise the steps
of operating the cell to provide electric current in the circuit for an operating period of about 0.5 to 4 hours; opening the
circuit to terminate the flow of electric current for a rest period of about 1 second to 30 minutes; and ramping the current
to increase from zero to a working value for a ramping period of up to 5 minutes.
[0015] The method may further comprise the step of interrupting the supply of fuel to the anode or the supply of oxidant
to the cathode or both during the reduction of the output power of the fuel cell.
[0016] A direct feed solid polymer electrolyte fuel cell comprises an anode having a CO-tolerant catalyst and a cathode;
a fuel supply line for directing fuel to the anode for the oxidation of the fuel to produce an oxidation product and electrons
at the anode; an oxidant supply line for directing oxidant to the cathode for reduction of the oxidant to produce a reduction
product; an external electric circuit connectable to the fuel cell for receiving power from the fuel cell; and a current
controller for reducing the flow of electric current in the external circuit at predetermined time intervals.
[0017] The current controller comprises a switch in the external circuit for switching the circuit to an open circuit
condition at predetermined time intervals in which the flow of electric current in the circuit is interrupted.
[0018] The current controller may comprise a variable resistor in the external circuit for varying the flow of electric
current in the external circuit at predetermined time intervals.
[0019] A fuel cell assembly comprises a plurality of fuel cell stacks connected together in series for providing electric
power to a load. Each fuel cell comprises an anode having a CO-tolerant catalyst, a solid polymer electrolyte and a
cathode, and a switching assembly for selectively disconnecting one or more of the fuel cell stacks from the load while
the remainder of the fuel cell stacks remain connected to the load.
[0020] Further objects and advantages of the present method will become apparent from the description of preferred
embodiment(s) below.

Brief Description of the Drawings

[0021]

Figure 1a is a diagrammatic illustration of a solid polymer electrolyte fuel cell connected to a load in an external circuit;
Figure 1b is a diagrammatic illustration of a plurality of fuel cell stacks in series connected to a load in an external circuit;
Figure 2 is a plot of fuel cell voltage versus operation time, which illustrates periodically reducing the output power
of the fuel cell;
Figure 3 shows polarization plots which illustrate the cathode mass transport degradation of a DMFC (single cell)
operated continuously for a period of time;
Figure 4 shows polarization plots for a cell similar to Figure 3 but with the cell being operated with periodic load
interruptions;
Figures 5a and 5b show AC impedance spectra of DMFCs that illustrate the effect of periodic load interruptions on
cathode mass transport degradation;
Figures 5c and 5d show the AC impedance of the anodes for the same two DMFCs of Figures 5a and 5b;
Figure 6 is a plot showing a direct comparison of cell voltage versus operation time for a DMFC operated using a
30 minute/30 second recovery cycle technique and a similar DMFC operated continuously under load; and
Figure 7 is a plot of stack voltage versus operating time of a ten cell direct methanol fuel cell stack operated using
two different recovery procedures.

Detailed Description of Preferred Embodiment(s)

[0022] In Figure 1a, reference numeral 10 generally indicates a direct methanol fuel cell comprising an anode 12 and
a cathode 14 separated by a polymer electrolyte membrane 16.
[0023] The cell 10 has inlets 18 and 20 for directing fuel and oxidant to the anode 12 and cathode 14, respectively,
as well as fuel and oxidant outlets 19 and 21.
[0024] Anode 12 and cathode 14 are connected by an external circuit 22 to an electrical load 24. A storage device or
charge storage means, such as capacitor 26 is connected in parallel with the load 24. In place of capacitor 26 other
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suitable devices that act as buffers such, as a storage battery or the like, may be employed. The external circuit 22 is
further provided with a switch 28 for opening and closing circuit 22 to the flow of electric power to load 24. When switch
28 is closed, cell 10 also charges the capacitor 26. When switch 28 is open, fuel cell 10 is disconnected from the load
24. During this time capacitor 26 provides power to load 24 for a limited period of time.
[0025] A resistor 29 is connected in parallel to fuel cell 10. The resistor 29, which may be variable, is optionally provided
and draws a limited amount of power from fuel cell 10. For instance, resistor 29 may simply represent the power draw
by a peripheral subsystem associated with fuel cell 10 such as a fan or pump.
[0026] During normal operation, load 24 itself may be varied and the power output from fuel cell 10 would be varied
accordingly between a normal operating minimum and maximum output (for example, in an automobile, the power output
would vary between that required at idle and that required under full acceleration). Typically, the ratio of the maximum
power output to that of the minimum power output (or "turndown ratio") for such a fuel cell system is less than about 60.
In Figure 1a, the power consumed by resistor 29 is less than the normal operating minimum power output from fuel cell 10.
[0027] A variable resistor 31 is also provided in circuit 22. Variable resistor 31 may be operated when switch 28 is in
the closed position in order to ramp the current up to a working value following an interruption period. Variable resistor
31 can also be used to prevent cell 10 from instantaneously shorting at the moment switch 28 is closed. Alternatively,
variable resistor 31 may be employed instead of switch 28 to reduce the current flow and therefore the output power of
the cell 10 to less than the normal minimum power output of cell 10. The switch 28 and resistor 31 can of course be
combined in one unit, for example, a variable resistor which can shut off current flow completely or simply reduce the
current flow as described above. The value of variable resistor 31 is such that its power consumption is negligible when
compared to that of load 24.
[0028] In the present example the fuel is an aqueous mixture of methanol that is supplied to the anode 12 in either
liquid or vapour form and the oxidant is oxygen gas or compressed air.
[0029] The anode 12 comprises a CO-tolerant catalyst, such as a platinum-ruthenium (Pt-Ru) alloy. In the present
example the anode comprises a porous carbon layer coated with the catalyst.
[0030] During normal operation of the cell 10, methanol is oxidized at the anode. The oxidation products are CO2, H+

and electrons, although there are some intermediates or by-products which may be present, such as carbon monoxide
(CO), formaldehyde (HCHO), formic acid (HCOOH), methyl formate (HCOOCH3) and dimethoxymethane (H2C(OCH3)2),
depending upon the operating conditions.
[0031] At the cathode, water is produced. In addition water accumulates at the cathode due to electro-osmotic drag
and diffusion from the anode. Depending on the membrane, some methanol may cross over to the cathode where it is
oxidized. This results in methanol and its oxidation products being present at the cathode.
[0032] The fuel cell 10 is operated at constant or varying power, as required, with interruptions of the power at prede-
termined time intervals. These interruptions may occur irregularly but periodic interruptions may be preferred. This
procedure is effected in three stages or steps as illustrated in Figure 2. During stage one, switch 28 is closed and cell
10 provides power to load 24, while also charging capacitor 26. The duration of this stage is preferably greater than 30
minutes.
[0033] During stage two, switch 28 is open so that external circuit 22 is open, that is, the cell is not providing load 24
with electrical power. The duration of this stage is preferably less than 30 seconds.
[0034] During stage three, switch 28 is closed so that electric current again flows in circuit 22. However the current
does not have to be instantaneously returned to the value immediately prior to opening of switch 28, but can be ramped
up to this value, either in stepwise fashion or linearly, for example, by means of variable resistor 31 in series with switch
28 or other means. The duration of stage three is about 2 minutes. In this way, the cell is subjected to periodic load
interruptions, that is, periodic open circuit periods during which the flow of current in the circuit is interrupted.
[0035] It has been found that the above procedure has the effect of counteracting performance degradation of the cell
10. The procedure may be carried out manually or automatically, for example, by means of suitable software with the
use of a computer. When the cell 10 is held at open circuit, or if the current flow in the circuit 22 is reduced below the
normal operating minimum output, the normal reactions of methanol oxidation at the anode and oxygen reduction at the
cathode no longer occur or the progress of these reactions is reduced. Without being bound by theory, the enhancement
of cell performance is presumed to occur as a result of improvement of cathode mass transport properties, that is,
improvement of transport of oxidant to the cathode catalyst that may arise from removal of reaction product (water) from
the cathode. Therefore, this operating procedure works to improve long-term performance of the cell 10 by recovering
the reversible performance degradation of the cell 10 when held at open or almost open circuit. Possible processes
occurring which may lead to recovery include improved water removal at the cathode, improved carbon dioxide and
intermediates removal at the anode, and improved removal of crossover methanol oxidation products at the cathode.
In addition, the frequent repetition of the recovery technique counteracts the cell 10 from reaching highly degraded states
which may become permanent over time and from operating at low cell potentials where other processes may occur to
further degrade the cell 10.
[0036] While the operation of cell 10 has been described using capacitor 28 or other suitable storage device, it will be
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understood that cell 10 may be operated without the use of a capacitor in which case power supply to load 24 can be
interrupted.
[0037] Referring to Figure 1b, fuel cell stacks 30, 32, 34 and 36 are shown connected to a load 40. A capacitor 42 is
connected in parallel with load 40. Each of the fuel cell stacks 30, 32, 34, 36 comprises a plurality of individual fuel cells
44 connected together in series and housed between conductive current collector plates 46 (positive) and 48 (negative).
[0038] The plates 46 are connected together by means of conductor 50, which is provided with switches 1a, 2a, 3a
and 4a, as shown. In addition plate 48 of stack 30 is connected to plate 46 of stack 32, through switch 1. Likewise plate
48 of stack 32 is connected to plate 46 of stack 34 through switch 2 and plate 48 of stack 34 is connected to plate 46 of
stack 36 through switch 3.
[0039] This configuration allows one or more of the stacks 30, 32, 34 and 36 to be held at open circuit individually
while the other stacks still provide electricity to the load 40. For example, if stack 30 is to be held at open circuit then
switches 1a, 2, and 3 will be closed while switches 1, 2a, 3a and 4a will be open. If stack 34 is to be held at open circuit
then switches 1, 2 and 3a will be closed, while switches 1a, 2a, 3 and 4a will be open. In this manner the current by-
passes the chosen stack and the stack remains at open circuit until the switches are changed to allow current to flow
through the stack.
[0040] With this type of configuration, each of the stacks can be operational and individual stacks can be held at open
circuit when desired, while the remainder of the stacks still provide power.

Examples

[0041] Polarization plots (voltage versus current densities) are shown in Figure 3 and illustrate the cathode mass
transport degradation of a DMFC (single cell A) operated continuously at 200 mA/cm2 for 16 hours. Plots A1(O2) and
A1(air) show the initial polarization results for the DMFC when operated on pure oxygen or air oxidant respectively. The
effect that diluting the oxidant stream with about 80% inert gas (nitrogen) has on initial performance is indicated by the
difference between plots A1(O2) and A1(air). Plots A2(O2) and A2(air) show the polarization results for the same cell on
pure oxygen and air respectively after only 16 hours of continuous operation. The difference between the air and pure
oxygen polarization plots after continuous operation has become more substantial, particularly at higher current densities
(that is, the difference A2(air) - A2(O2) is greater than the difference A1(air) - A1(O2), particularly at higher current
densities). In comparison, Figure 4 shows polarization results for a similar DMFC (cell B) that had been operated for
1978 hours with periodic load interruptions wherein the cell was open circuited every 30 minutes for a period of 30
seconds and then the load was ramped up to normal over a period of 2 minutes (a "30 minute/30 second recovery
cycle"). Plots B1(O2) and B1(air) show the initial performance on pure oxygen and air respectively and plots B2(O2) and
B2(air) show the performance after 1978 hours of operation on pure oxygen and air respectively. The difference between
the air and pure oxygen polarization plots has not changed substantially after prolonged operation (that is, the difference
B2(air)-B2(O2) is about the same as the difference B1(air)-B1(O2) even after prolonged operation). The load interruption
method allowed the cell to operate over 120 times longer with less performance degradation.
[0042] Figures 5a-d show AC impedance spectra of the electrodes in certain tested DMFCs. In obtaining these spectra,
first a spectrum is taken of the complete DMFC operating under normal conditions (that is, oxidant and fuel are supplied
to the cathode and anode respectively) which gives the spectrum of the combined impedances of cathode, electrolyte,
and anode. Then, a spectrum is obtained under similar conditions but with nitrogen gas supplied to the cathode, thus
essentially making the cathode a reference electrode. The spectrum obtained in this case is then that of the combined
impedances of electrolyte and anode. The spectrum of the cathode is then derived by taking the difference between the
two spectra.
[0043] Figures 5a and 5b are AC impedance spectra of DMFCs that are also illustrative of the effect that the inventive
method has on cathode mass transport degradation. The spectra were taken at 250 mA/cm2 over a frequency range
from 65 KHz to 0.21 Hz. Figure 5a shows the AC impedance spectra for the cathode electrode of a DMFC (cell C) similar
to those of Figures 3 and 4. The DMFC of Figure 5a however had been operated for 1090 hours and an attempt was
made to improve performance via a different anode starvation recovery procedure every 24 hours (involving starving
the anode of fuel which causes a temporary change in anode potential). Plot C1 shows the initial cathode impedance
spectrum and plot C2 shows the spectrum after 1090 hours of operation. The cathode impedance has increased sub-
stantially. On the other hand, Figure 5b shows the cathode impedance spectra for the aforementioned DMFC (cell B)
of Figure 4. Plot B1 shows the initial cathode impedance spectrum and plot B2 shows the spectrum after 1978 hours of
operation. There is no significant increase in cathode impedance.
[0044] Figure 5c and 5d are also presented to show the AC impedance of the anodes plus electrolytes for the same
two DMFCs. In this case, the spectra were taken at 50 mA/cm2. Figure 5c shows the AC impedance of the anode plus
electrolyte of cell C initially (plot C1) and after 1090 hours of operation (plot C2). Figure 5d shows the AC impedance
spectrum of the anode plus electrolyte of cell B initially (plot B1) and after 1978 hours of operation (plot B2). There is
no significant difference in the anode plus electrolyte impedances before and after prolonged operation in either cell.
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The predominant loss in performance thus appears to originate from effects at the cathode.
[0045] Table 1 shows the degradation rate of cell voltage for the DMFC of Figure 4 when subjected to various com-
binations of load application time, open circuit time, and ramp time (that is, stage 1, stage 2, and stage 3 times). Each
combination gave a lower degradation rate than that for continuous operation under load (1500 mV/hr as determined
from operating continuously for 16 hours).

[0046] Figure 6 shows a direct comparison of cell voltage versus operation time for a DMFC operated using the "30
minute/30 second recovery cycle" technique and a similar DMFC operated continuously under load. Plot C shows the
voltage of the conventional DMFC which degraded at a rate of about 300 mV/hr. Plot I shows the voltage of the DMFC
operated using the "30 minute/30 second recovery cycle" technique. After 1000 hours of testing, this DMFC showed a
degradation rate of only about 26 mV/hr.
[0047] In addition to interrupting the current, the supply of fuel or oxidant or both fuel and oxidant to the anode and
cathode, respectively may be interrupted. This system interruption should be timed to occur simultaneously with the
current interruption stage two, described above.
[0048] A direct methanol compact power stack comprising 10 fuel cells was then tested using two different recovery
procedures. Over about the first 1200 hours of operation, the stack was switched to an open circuit condition every 24
hours for about 30 minutes. (On occasion, the stack stayed under load for more than 24 hours between open circuits).
In addition, the flow of fuel and oxidant were also interrupted during these open circuit periods. Thereafter, periodic
switching to an open circuit condition with reactant interruption continued using the "30 minute/30 second recovery cycle"
procedure. Figure 7 shows the stack voltage of this stack versus operating time. Overall, a markedly improved 15 mV/hr
per cell degradation rate was observed for over 1700 hours of operation at 200 mA/cm2.
[0049] While particular elements, embodiments and applications of the present invention have been shown and de-
scribed, it will be understood, of course, that the invention is not limited thereto since modifications may be made by
those skilled in the art without departing from the scope of the claims.

Claims

1. A method of improving the performance of a direct feed fuel cell having an anode comprising a CO-tolerant catalyst,
a solid polymer electrolyte and a cathode, the fuel cell normally outputting power in a range from a minimum to a
maximum output, comprising the steps of:

providing a supply of fuel to the anode for the oxidation of the fuel to produce an oxidation product and electrons
at the anode;
providing a supply of oxidant to the cathode for reduction of the oxidant, thereby producing a reduction product;
reducing the output power of the fuel cell at predetermined time intervals to be less than the normal minimum
output,

Table 1

Load On Steady (min) Stage 1 Open Circuit(s) Stage 2 Load On Ramp(s) Stage 3 Degradation Rate (mV/hr)

27.5 30 120 26

27.5 3 120 6

237.5 30 120 50

29 30 30 0-70

27.5 30* 120 200-400

27.5 1 120 120

29.3 30 10 2

29.3 1 10 220

29 3 30 80

1440 30 120 170**

* Cell was not open circuit but was operated at a reduced current density of 50 mA/cm2.
** 420 mV/hr over the first 1440 minute load on period.
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wherein the output power is provided to an external circuit, the circuit being switchable between a closed circuit
condition in which the flow of electric current is permitted and an open circuit condition in which the flow of
electric current is interrupted and
characterized in that
reducing the output power of the fuel cell is effected by switching the circuit to the open circuit condition at
predetermined time intervals.

2. The method of claim 1, wherein the output power of the fuel cell is periodically reduced at predetermined time intervals.

3. The method of claim 2, wherein the predetermined time intervals are from 0.5 hours to 4 hours.

4. The method of claim 3, wherein the predetermined time intervals are 30 minutes.

5. The method of claim 1, wherein the maximum output and the minimum output is in a ratio of up to 60:1.

6. The method of claim 1, wherein the CO-tolerant catalyst comprises platinum and at least one element capable of
adsorbing an oxygen-containing species at substantially lower potentials than a pure platinum catalyst.

7. The method of claim 6, wherein the at least one element is selected from the group consisting of ruthenium, mo-
lybdenum, tin, tungsten, rhenium, osmium and iridium.

8. The method of claim 1, wherein reducing the output power of the fuel cell is effected by reducing the output current
from the fuel cell at predetermined time intervals.

9. The method of claim 1, further comprising the step of interrupting the supply of fuel to the anode at predetermined
time intervals when the output power of the fuel cell is reduced.

10. The method of claim 1, further comprising the step of interrupting the supply of oxidant to the cathode at predetermined
time intervals when the output power of the fuel cell is reduced.

11. The method of claim 1, wherein the cathode comprises platinum as catalyst.

12. The method of claim 1, wherein the fuel comprises methanol.

13. The method of claim 12, wherein the fuel comprises a liquid aqueous methanol solution.

14. The method of claim 1, wherein the circuit is switched to the closed position for a period of greater than 30 minutes.

15. The method of claim 1 wherein the circuit is switched to the open position for a period of less than 30 seconds.

16. The method of claim 1, wherein the step of reducing the output power of the fuel cell at predetermined time intervals
comprises the steps of:

operating the cell to provide electric current in the circuit for an operating period of 0.5 to 4 hours;
opening the circuit to terminate the flow of electric current for a rest period of 1 second to 30 minutes; and
ramping the current to increase from zero to a working value for a ramping period of up to 5 minutes.

17. The method of claim 16, wherein the operating period has a duration of greater than 30 minutes.

18. The method of claim 16, wherein the rest period has a duration of less than 30 seconds.

19. The method of claim 16, wherein the ramping period has a duration of less than 2 minutes.

20. The method of claim 16, wherein the ramping period has a duration of greater than 10 seconds.

21. A direct feed solid polymer electrolyte fuel cell comprising:

an anode having a CO-tolerant catalyst and a cathode;
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a fuel supply line for directing fuel to the anode for the oxidation of the fuel to produce an oxidation product and
electrons at the anode;
an oxidant supply line for directing oxidant to the cathode for reduction of the oxidant to produce a reduction
product; and
an external electric circuit connectable to receive power from the fuel cell;
characterized by
a current controller periodically reducing the flow of electric current in the external circuit,
wherein the current controller comprises a switch in the external circuit for periodically switching the circuit to
an open circuit condition in which the flow of electric current in the circuit is interrupted.

22. The fuel cell of claim 21, wherein the current controller comprises a variable resistor in the external circuit for
periodically varying the flow of electric current in the external circuit.

23. The fuel cell of claim 21, further comprising an electric charge storage device connected in parallel with the fuel cell
in the external circuit.

24. The fuel cell of claim 21, wherein the CO-tolerant catalyst comprises platinum and at least one element capable of
adsorbing an oxygen-containing species.

25. The fuel cell of claim 24, wherein the at least one element is selected from the group consisting of ruthenium,
molybdenum, tin, tungsten and rhenium.

26. The fuel cell of claim 25, wherein the CO-tolerant catalyst comprises a platinum-ruthenium alloy.

27. A fuel cell assembly comprising:

a plurality of direct feed fuel cell stacks connected together in series for providing electric power to a load, each
fuel cell in the stacks comprising an anode having a CO-tolerant catalyst, a solid polymer electrolyte and a
cathode;
characterized by
a switching assembly selectively disconnecting one or more of the fuel cell stacks from the load according to
the method of claim 1, while the remainder of the fuel cell stacks remain connected to the load.

28. The fuel cell assembly of claim 27, further comprising a charge storage device connected in parallel with the series-
connected fuel cell stacks.

Patentansprüche

1. Verfahren zur Verbesserung der Betriebseigenschaften einer Direktzufuhr-Brennstoffzelle mit einer Anode, die einen
CO-toleranten Katalysator umfasst, einem Feststoff-Polymer-Elektrolyten und einer Kathode, wobei die Brennstoff-
zelle Leistung normalerweise in einem Bereich von einer minimalen bis zu einer maximalen Leistung abgibt, um-
fassend die Schritte:

Bereitstellen einer Brennstoffversorgung zu der Anode für die Oxidation des Brennstoffs, um an der Anode ein
Oxidationsprodukt und Elektronen zu erzeugen;
Bereitstellen einer Oxidationsmittelversorgung zu der Kathode für die Reduktion des Oxidationsmittels, wodurch
ein Reduktionsprodukt erzeugt wird;
Reduzieren der abgegebenen Leistung der Brennstoffzelle auf weniger als die normale minimale Leistung zu
vorbestimmten Zeitintervallen,
wobei die abgegebene Leistung einem äußeren Stromkreis zugeführt wird und der Stromkreis zwischen einem
offenen Stromkreiszustand, in welchem der elektrische Stromfluss ermöglicht ist, und einem geschlossenen
Stromkreiszustand, in welchem der elektrische Stromfluss unterbrochen ist, schaltbar ist und
dadurch gekennzeichnet, dass
das Reduzieren der abgegebenen Leistung der Brennstoffzelle durch Schalten des Stromkreises in den offenen
Stromkreiszustand zu vorbestimmten Zeitintervallen erfolgt.

2. Verfahren nach Anspruch 1, wobei die abgegebene Leistung der Brennstoffzelle periodisch zu vorbestimmten Zeit-
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intervallen reduziert wird.

3. Verfahren nach Anspruch 2, wobei die vorbestimmten Zeitintervalle von 0,5 Stunden bis 4 Stunden sind.

4. Verfahren nach Anspruch 3, wobei die vorbestimmten Zeitintervalle 30 Minuten sind.

5. Verfahren nach Anspruch 1, wobei die maximale Leistung und die minimale Leistung in einem Verhältnis von bis
zu 60:1 sind.

6. Verfahren nach Anspruch 1, wobei der CO-tolerante Katalysator Platin und wenigstens ein Element umfasst, das
geeignet ist, eine sauerstoffhaltige Spezies auf wesentlich niedrigerem Potential zu adsorbieren als ein reiner Pla-
tinkatalysator.

7. Verfahren nach Anspruch 6, wobei das wenigstens eine Element aus der Gruppe, die aus Ruthenium, Molybdän,
Zinn, Wolfram, Rhenium, Osmium und Iridium besteht, ausgewählt ist.

8. Verfahren nach Anspruch 1, wobei das Reduzieren der abgegebenen Leistung der Brennstoffzelle durch Reduzieren
des Ausgangsstroms von der Brennstoffzelle zu vorbestimmten Zeitintervallen erfolgt.

9. Verfahren nach Anspruch 1, weiterhin umfassend den Schritt des Unterbrechens der Brennstoffversorgung zur
Anode zu vorbestimmten Zeitintervallen, wenn die abgegebene Leistung der Brennstoffzelle reduziert wird.

10. Verfahren nach Anspruch 1, weiterhin umfassend den Schritt des Unterbrechens der Oxidationsmittelversorgung
zur Kathode zu vorbestimmten Zeitintervallen, wenn die abgegebene Leistung der Brennstoffzelle reduziert wird.

11. Verfahren nach Anspruch 1, wobei die Kathode Platin als Katalysator umfasst.

12. Verfahren nach Anspruch 1, wobei der Brennstoff Methanol umfasst.

13. Verfahren nach Anspruch 12, wobei der Brennstoff eine flüssige wässrige Methanollösung umfasst.

14. Verfahren nach Anspruch 1, wobei der Stromkreis für eine Dauer von mehr als 30 Minuten in die geschlossene
Position geschaltet wird.

15. Verfahren nach Anspruch 1, wobei der Stromkreis für eine Dauer von weniger als 30 Sekunden in die geöffnete
Position geschaltet wird.

16. Verfahren nach Anspruch 1, wobei der Schritt des Reduzieren der abgegebenen Leistung der Brennstoffzelle zu
vorbestimmten Zeitintervallen die Schritte umfasst:

Betreiben der Zelle zur Bereitstellung von elektrischem Strom in dem Stromkreis für eine Betriebszeit von 0,5
bis 4 Stunden;
Öffnen des Stromkreises zum Beenden des elektrischen Stromflusses für eine Ruhezeit von 1 Sekunde bis 30
Minuten; und
Erhöhen des Stroms während eine Erhöhungszeit von bis zu 5 Minuten, um von Null auf einen Arbeitswert zu
steigen.

17. Verfahren nach Anspruch 16, wobei die Betriebszeit eine Dauer von mehr als 30 Minuten hat.

18. Verfahren nach Anspruch 16, wobei die Ruhezeit eine Dauer von weniger als 30 Sekunden hat.

19. Verfahren nach Anspruch 16, wobei die Erhöhungszeit eine Dauer von weniger als 2 Minuten hat.

20. Verfahren nach Anspruch 16, wobei die Erhöhungszeit eine Dauer von mehr als 10 Sekunden hat.

21. Direktzufuhr-Brennstoffzelle mit Feststoff-Polymer-Elektrolyt, umfassend:

eine Anode mit einem CO-toleranten Katalysator und eine Kathode;
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eine Brennstoffversorgungsleitung zum Leiten von Brennstoff zur Anode für die Oxidation des Brennstoffs zur
Erzeugung eines Oxidationsprodukts und Elektronen an der Anode;
eine Oxidationsmittelversorgungsleitung zum Leiten von Oxidationsmittel zur Kathode für die Reduktion des
Oxidationsmittels zur Erzeugung eines Reaktionsprodukts; und
einen äußeren Stromkreis, der zum Aufnehmen von Leistung von der Brennstoffzelle anschließbar ist;
gekennzeichnet durch
einen Stromregler, der den elektrischen Stromfluss in dem äußeren Stromkreis periodisch reduziert,
wobei der Stromregler einen Schalter im äußeren Stromkreis umfasst, um den Stromkreis periodisch in einen
offenen Stromkreiszustand zu schalten, in dem der elektrische Stromfluss unterbrochen ist.

22. Brennstoffzelle nach Anspruch 21, wobei der Stromregler einen variablen Widerstand in dem äußeren Stromkreis
umfasst, um den elektrischen Stromfluss im äußeren Stromkreis periodisch zu variieren.

23. Brennstoffzelle nach Anspruch 21, weiterhin eine Speichereinrichtung für elektrische Ladung umfassend, die in dem
äußeren Stromkreis parallel mit der Brennstoffzelle geschaltet ist.

24. Brennstoffzelle nach Anspruch 21, wobei der CO-tolerante Katalysator Platin und wenigstens ein Element umfasst,
das geeignet ist, eine sauerstoffhaltige Spezies zu adsorbieren.

25. Brennstoffzelle nach Anspruch 24, wobei das wenigstens eine Element aus der Gruppe, die aus Ruthenium, Mo-
lybdän, Zinn, Wolfram und Rhenium besteht, ausgewählt ist.

26. Brennstoffzelle nach Anspruch 25, wobei der CO-tolerante Katalysator eine Platin-Ruthenium-Legierung umfasst.

27. Brennstoffzellenanordnung, umfassend:

eine Mehrzahl von Direktzufuhr-Brennstoffzellenstapeln, die in Reihe zusammengeschaltet sind, um einer Last
elektrische Leistung bereitzustellen, wobei jede Brennstoffzelle in den Stapeln eine Anode mit einem CO-
toleranten Katalysator,
einen Feststoff-Polymer-Elektrolyten und eine Kathode umfasst;
gekennzeichnet durch
eine Schaltanordnung, die wahlweise ein oder mehrere der Brennstoffzellenstapel gemäß dem Verfahren nach
Anspruch 1 von der Last trennt, während der Rest der Brennstoffzellenstapel mit der Last verbunden bleibt.

28. Brennstoffzellenanordnung nach Anspruch 27, weiterhin eine Ladungsspeichereinrichtung umfassend, die mit den
in Reihe geschalteten Brennstoffzellenstapeln parallel geschaltet ist.

Revendications

1. Procédé d’amélioration de la performance d’une pile à combustible d’alimentation directe ayant une anode com-
prenant un catalyseur CO-tolérant, un électrolyte de polymère solide et une cathode, la pile à combustible norma-
lement fournissant une alimentation de sortie comprise entre une alimentation minimale et une alimentation maxi-
male, comprenant les étapes de:

fournir un approvisionnement en combustible à l’anode pour l’oxydation du combustible pour produire un produit
d’oxydation et des électrons à l’anode;
fournir un approvisionnement d’oxydant à la cathode pour une réduction de l’oxydant, en produisant ainsi un
produit de réduction;
réduire l’alimentation de sortie de la pile à combustible à des intervalles de temps prédéterminés pour être
inférieure à l’alimentation minimale normale,
dans lequel l’alimentation de sortie est fourni à un circuit externe, le circuit pouvant être commuté entre une
condition de circuit fermé dans lequel la circulation du courant électrique peut passer et une condition de circuit
ouvert dans lequel la circulation du courant électrique est interrompu et
caractérisé en ce que
la réduction de l’alimentation de sortie de la pile à combustible est effectuée en commutant le circuit à la condition
de circuit ouvert à des intervalles de temps prédéterminés.
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2. Procédé selon la revendication 1, dans lequel l’alimentation de sortie de la pile à combustible est réduite périodi-
quement à des intervalles de temps prédéterminés.

3. Procédé selon la revendication 2, dans lequel les intervalles de temps prédéterminés sont de 0,5 heures à 4 heures.

4. Procédé selon la revendication 3, dans lequel les intervalles de temps prédéterminés sont de 30 minutes.

5. Procédé selon la revendication 1, dans lequel l’alimentation maximale et l’alimentation minimale est dans un rapport
pouvant aller jusqu’à 60:1.

6. Procédé selon la revendication 1, dans lequel le catalyseur CO-tolérant comprend du platine et au moins un élément
capable d’adsorber une espèce contenant de l’oxygène à des potentiels sensiblement inférieurs à ceux d’un cata-
lyseur de platine pur.

7. Procédé selon la revendication 6, dans lequel ledit au moins un élément est choisi parmi le groupe constitué par le
ruthénium, le molybdène, l’étain, le tungstène, le rhénium, l’osmium et l’iridium.

8. Procédé selon la revendication 1, dans lequel la réduction de l’alimentation de sortie de la pile à combustible est
effectuée en réduisant le courant de sortie de la pile à combustible à des intervalles de temps prédéterminés.

9. Procédé selon la revendication 1, comprenant en outre l’étape consistant à interrompre l’approvisionnement en
combustible à l’anode à des intervalles de temps prédéterminés lorsque l’alimentation de sortie de la pile à com-
bustible est réduite.

10. Procédé selon la revendication 1, comprenant en outre l’étape consistant à interrompre l’approvisionnement d’oxy-
dant à la cathode à des intervalles de temps prédéterminés lorsque l’alimentation de sortie de la pile à combustible
est réduite.

11. Procédé selon la revendication 1, dans lequel la cathode comprend du platine comme catalyseur.

12. Procédé selon la revendication 1, dans lequel le combustible comprend du méthanol.

13. Procédé selon la revendication 12, dans lequel le combustible comprend une solution de méthanol aqueux liquide.

14. Procédé selon la revendication 1, dans lequel le circuit est commuté à la position fermée pendant une période de
plus de 30 minutes.

15. Procédé selon la revendication 1, dans lequel le circuit est commuté à la position ouverte pendant une période de
moins de 30 secondes.

16. Procédé selon la revendication 1, dans lequel l’étape de la réduction de l’alimentation de sortie de la pile à combustible
à des intervalles de temps prédéterminés comprend les étapes consistant à:

faire fonctionner la pile pour fournir un courant électrique dans le circuit pour une période d’exploitation de 0,5
à 4 heures;
ouvrir le circuit pour mettre fin à la circulation du courant électrique pendant une période de repos d’ 1 seconde
à 30 minutes, et
une rampe du courant pour l’augmenter de zéro à une valeur de fonctionnement pendant une période de rampe
pouvant aller jusqu’à 5 minutes.

17. Procédé selon la revendication 16, dans lequel la période d’exploitation a une durée supérieure à 30 minutes.

18. Procédé selon la revendication 16, dans lequel la période de repos a une durée inférieure à 30 secondes.

19. Procédé selon la revendication 16, dans lequel la période de rampe a une durée inférieure à 2 minutes.

20. Procédé selon la revendication 16, dans lequel la période de rampe a une durée supérieure à 10 secondes.
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21. Une pile à combustible d’alimentation directe à électrolyte de polymère solide comprenant:

une anode ayant un catalyseur CO-tolérant et une cathode;
un tuyau d’alimentation en combustible pour diriger du combustible à l’anode pour l’oxydation du combustible
pour produire un produit d’oxydation et des électrons à l’anode;
un tuyau d’alimentation en oxydant pour diriger de l’oxydant à la cathode pour une réduction de l’oxydant pour
produire un produit de réduction; et
un circuit électrique externe pouvant être relié pour recevoir d’alimentation de la pile à combustible;
caractérisé par
un régulateur de courant périodiquement réduisant la circulation de courant électrique dans le circuit externe,
dans lequel le régulateur de courant comprend un commutateur dans le circuit externe pour commuter pério-
diquement le circuit à une condition de circuit ouvert dans laquelle la circulation de courant électrique dans le
circuit est interrompue.

22. La pile à combustible selon la revendication 21, dans lequel le régulateur de courant comprend une résistance
variable dans le circuit externe pour faire varier périodiquement la circulation du courant électrique dans le circuit
externe.

23. La pile à combustible selon la revendication 21, comprenant en outre un dispositif de stockage de charge électrique
connecté en parallèle avec la pile à combustible dans le circuit externe.

24. La pile à combustible selon la revendication 21, dans lequel le catalyseur CO-tolérant comprend du platine et au
moins un élément capable d’adsorber une espèce contenant de l’oxygène.

25. La pile à combustible selon la revendication 24, dans lequel ledit au moins un élément est choisi parmi le groupe
constitué par le ruthénium, le molybdène, l’étain, le tungstène et le rhénium.

26. La pile à combustible selon la revendication 25, dans lequel le catalyseur CO-tolérant comprend un alliage de
platine-ruthénium.

27. Assemblage de piles à combustible comprenant:

une pluralité d’empilements de piles à combustible d’alimentation directe connectées l’une à l’autre en série
pour alimenter en électricité une charge, chaque pile à combustible dans les empilements comprenant une
anode ayant un catalyseur CO-tolérant, un électrolyte de polymère solide et une cathode,
caractérisé par
un ensemble de commutation pour déconnecter sélectivement une ou plusieurs des empilements de piles à
combustible de la charge selon le procédé selon la revendication 1 tandis que le reste des empilements de
piles à combustible reste connecté à la charge.

28. L’assemblage de piles à combustible selon la revendication 27, comprenant en outre un dispositif de stockage de
charge connecté en parallèle avec les empilements de piles à combustible connectés en série.
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