Title: TAPE CARTRIDGE IMPROVED BOSS DOOR

Abstract: The tape cartridge improved boss door provides a sleeve between the lower boss for the torsion spring to rotate around to decrease the stress applied to the top coil of the torsion spring. An improved catch contacts the top leg of the torsion spring at a point distant from the torsion spring coils to further reduce the force applied to the torsion spring and the frictional drag as the torsion spring rotates around the sleeve, thus decreasing the failure rate of the tape cartridge due to premature failure of the torsion spring.
Declaration under Rule 4.17:
— as to applicant’s entitlement to apply for and be granted a patent (Rule 4.17(ii)) for all designations

For two-letter codes and other abbreviations, refer to the "Guidance Notes on Codes and Abbreviations" appearing at the beginning of each regular issue of the PCT Gazette.

Published:
— with international search report
TAPE CARTRIDGE IMPROVED BOSS DOOR

FIELD OF THE INVENTION

The invention relates to digital tape cartridges, and in particular, to an improved boss door for a single reel tape cartridge.

PROBLEM

It is a problem in the field of tape cartridges with door assemblies that utilize boss components and a torsion spring to prevent tape cartridge failure caused by exerting undue stress on the torsion spring while also providing a method for automatically pivoting the door assembly open and closed when the tape cartridge is inserted into or removed from the tape drive.

Single reel tape cartridges have a pivoting door that pivots open when the tape cartridge is inserted into the tape drive to expose the enclosed magnetic tape media for operation. The existing single reel tape cartridge boss door assembly is best described reading the following description in conjunction with the prior art illustrated in figures 1 and 2.

Torsion Spring Rotation—Figure 1:

Referring to figure 1, the prior art boss door 130 assembly utilizes a cylindrical post 110 integral to tape cartridge 100 and extending from cover 102 to base 104 of tape cartridge 100 and an upper boss 132 and a lower boss 134 integral to door 130. The upper and lower bosses 132 and 134 include a cylindrical-shaped hole formed therein to fit over the cylindrical post. When assembled, upper and lower boss, 132 and 134 respectively, rotate on cylindrical post 110. Lower boss 134 is positioned on door 130 to create an area between lower boss 134 and base 104 of tape cartridge housing 100 for torsion spring 120 to rotate around cylindrical post 110. The inside diameter of torsion spring 120 is significantly less than the outside diameter of the cylindrical post 110 allowing torsion spring 120 to freely move from side to side and to rotate around cylindrical post 110. Torsion spring 120 has a straight top leg 122 and a straight bottom leg 124 that extend perpendicular a distance from torsion spring 120 coils. Top leg 122 is located adjacent to the base of lower boss 134 and bottom leg 124 is located at base 104 of tape cartridge 100 housing and is retained against tape cartridge 100 side wall 106.

A first problem with the prior art boss door 130 is that as the boss door 130 pivots, the diameter of the top coil of torsion spring 120 decreases causing the top
coil to rub against cylindrical post 110. The rubbing creates a frictional drag that keeps the top coil of the torsion spring 120 from rotating freely around cylindrical post 110 which subsequently increases the stress applied to top leg 122 of torsion spring 120. This stress is compounded by the distance between torsion spring 120 and cylindrical post 110 which allows torsion spring 120 to shift closer to one side of cylindrical post 110 than the other side. The increased stress on top leg 122 of torsion spring 120 may result in tape cartridge failure due to premature failure of torsion spring 120.

**Rectangular Catch—Figure 2:**

Referring to figure 2, boss door 130 also includes a rectangular catch 136 projecting from boss door 130 below the bottom boss. Catch 136 is a rectangular projection having right angle corners. When door 130 is in the closed position, the force applied by top leg 122 of torsion spring 120 to rectangular catch 136 holds door 130 closed. When the tape cartridge 100 is inserted into the tape drive, rectangular catch 136 applies a force on top leg 122 pushing top leg 122 toward lower leg 124 until boss door 130 is fully open. As tape cartridge 100 is removed from the tape drive, the force holding door 130 open is relieved and top leg 122 of torsion spring 120 exerts a force on rectangular catch 136, pivoting door 130 to a closed position.

A second problem with the prior art boss door occurs when rectangular catch 136 contacts with top leg 122 of torsion spring 120 at a point proximal to the coils. Referring to figure 2, the end of the rectangular catch 136 rotates in close proximity to torsion spring 120 coils and therefore interfaces with top leg 122 of torsion spring 120 proximate the coils. Contact at this point on top leg 122 of torsion spring 120 generates additional tension on the top coil of torsion spring 120, thus increasing the frictional drag as torsion spring 120 rotates around cylindrical post 110.

This problem is exacerbated by the construction of rectangular catch 136. Rectangular catch 136 has a sharp corner where rectangular catch 136 interfaces with top leg 122 of torsion spring 120. As boss door 130 pivots against top leg 122 of tension spring 120, only the sharp edge of rectangular catch 136 and a corresponding section of torsion spring 120 top leg 122 make contact. Contacting top leg 122 or torsion spring 120 at only one point that is distal from the coils increases the force required to rotate the boss door 130 which places an increased stress on torsion spring 120.
The boss door just described exerts unnecessary stress on the torsion spring resulting in failure of the tape cartridge due to premature torsion spring failure. For these reasons, a need exists for an improved boss door that reduces the stress placed on the torsion spring to eliminate unnecessary tape cartridge failure.

**SOLUTION**

The present tape cartridge improved boss door provides an improvement that reduces the stress exerted on the torsion spring, thus decreasing the frictional drag as the torsion spring rotates around the cylindrical post. The improved boss door also reduces the force required to pivot the boss door open by relieving the tension on the torsion spring, thus reducing the failure rate of the tape cartridge due to premature failure of the torsion spring.

**Torsion Spring Rotation:**

The improved boss door provides a sleeve extending from the lower boss to the base of the tape cartridge. The outside diameter of the sleeve is slightly less than the inside diameter of the torsion spring and the torsion spring rotates around the sleeve. The sleeve fills the gap between the cylindrical post and the torsion spring to prevent the torsion spring from shifting closer to one side of the post than the other side, thus decreasing the stress applied to the top coil of the torsion spring. Providing a sleeve extending from the lower boss makes the improved boss door assembly compatible with existing tape cartridge housings utilizing a boss door while reducing the force required to rotate the improved boss door open.

**Triangular Catch:**

The improved boss door also replaces the rectangular catch with an improved catch that contacts a distal point on the torsion spring top leg. The improved catch is a triangular member that protrudes from the boss door. The sides of the triangular member do not interface with the top leg of the torsion spring. Instead, only one corner of the triangular member comes into contact with the top leg of the torsion spring. The point of contact is a point on the top leg distal from the torsion spring top coil. Contact with the torsion spring top leg at a point distal from the coils relieves the tension on the top coil as the boss door pivots open, thus reducing the frictional drag as the torsion spring rotates around the sleeve. The reduction in frictional drag decreases the force required to open the door.
A sleeve to fill the gap between the torsion spring and the cylindrical post provides an improved boss door that reduces the stress applied to the torsion spring, thus decreasing the failure rate of the tape cartridge due to premature failure of the torsion spring. Providing an improved catch that contacts the torsion spring top leg at a point distal from the coils further reduces the stress applied to the torsion spring. Improving the mechanical characteristics to the door assembly without requiring improvements to the existing tape cartridge housing allows the improved boss door to be attached to existing tape cartridge housings, thus reducing the cost to manufacture tape cartridges with improved boss doors.

**BRIEF DESCRIPTION OF THE DRAWINGS**

Figure 1 illustrates a perspective view of the prior art boss door;

Figure 2 is a top view of the prior art boss door;

Figure 3 illustrates a perspective view of the tape cartridge with a cross sectional view of the improved boss door; and

Figure 4 is a top view of the improved boss door.

**DETAILED DESCRIPTION**

The tape cartridge improved boss door summarized above and defined by the enumerated claims may be better understood by referring to the following detailed description, which should be read in conjunction with the accompanying drawings.

This detailed description of the preferred embodiment is not intended to limit the enumerated claims, but to serve as a particular example thereof. In addition, the phraseology and terminology employed herein is for the purpose of description, and not of limitation.

The present tape cartridge improved boss door for single reel tape cartridges provides a sleeve attached to the lower boss that reduces the stress exerted on the torsion spring, thus decreasing the frictional drag as the torsion spring rotates around the sleeve. The improved boss door also reduces the force required to pivot the boss door open by relieving the tension on the torsion spring created by the rectangular catch by replacing the rectangular catch with a triangular catch.

As previously described in the prior art, boss door 230 assembly utilizes a cylindrical post 210 integral to tape cartridge 100 and extending from cover 202 to base 204 of tape cartridge 200 and an upper boss 232 and a lower boss 234 integral to door 230. The upper and lower bosses 232 and 234 include a cylindrical-shaped
hole formed therein to fit over cylindrical post 210. When assembled, upper and lower boss, 132 and 134 respectively, rotate on cylindrical post 110. Upper boss 232 has not changed, however, lower boss 234 has been improved.

**Lower Boss with Sleeve—Figure 3:**

Referring to figure 3, lower boss 234 includes a sleeve 236 that projects perpendicularly downward from lower boss 234 approximately to base 204 of tape cartridge 200. The outside diameter of sleeve 236 is less than the inside diameter of torsion spring 220. When assembled, torsion spring 220 rotates around sleeve 236 as boss door 230 pivots. Top leg 222 of torsion spring 220 extends outward from the top coil of torsion spring 220 adjacent lower boss 234. Bottom leg 224 of torsion spring 220 extends outward from the bottom coil of torsion spring 220 along base 204 of tape cartridge 200 housing. When the improved boss door 230 pivots, bottom leg 224 of torsion spring 220 is held securely against side wall 206 of tape cartridge 200 housing as top leg 222 of torsion spring 220 rotates toward bottom leg 224 of torsion spring 220.

Sleeve 236 eliminates the gap between the cylindrical post 210 and torsion spring 220 as was found in the prior art tape cartridge boss door assemblies. Reducing the gap prevents torsion spring 220 from shifting to one side or the other of sleeve 236 as boss door 230 rotates around cylindrical post 210, thus reducing the tension placed on torsion spring 220 during operation.

Providing sleeve 236 integrally formed to lower boss 234 does not require the tape cartridge 200 housing to be modified to operate with the improved boss door 230. Instead, the improved boss door can be attached to existing tape cartridges to decrease the failure rate of the tape cartridges. An improved catch integrally formed to the improved boss door further reduces the tension placed on the torsion spring.

**Triangular Catch—Figure 4:**

Referring to figure 4, improved boss door 230 provides a triangular catch 240 integrally formed to the back surface of improved boss door 230 directly below lower boss 234. Triangular catch 240 projects from the back surface such that one corner of triangular catch 240 makes contact with top leg 222 of torsion spring 220. The point of contact is a point on top leg 222 distal from the top coil of torsion spring 220. The triangular catch 240 maintains the point of contact as boss door 230 pivots between and open and a closed position.
Contacting top leg 222 of torsion spring 220 at a point distal from the top coil decreases the force required to pivot boss door 230 open. Improving boss door 230 by replacing the rectangular catch with triangular catch 240 combined with providing sleeve 236 for torsion spring 220 to rotate overcomes the problem of placing undue stress on torsion spring 220 which generated a frictional drag as boss door 230 rotated open.

**Operational Characteristics—Figures 3 and 4:**

Referring to figure 3, with boss door 230 closed, bottom leg 224 of torsion spring 220 rests against side wall 206 of tape cartridge 200 housing and top leg 222 of torsion spring 220 rests against the corner of triangular catch 240 to hold improved boss door 230 closed. Referring to figure 4, as improved boss door 230 rotates toward an open position, triangular catch 240 places a force on top leg 222 causing the coil of torsion spring 220 to begin to tighten against sleeve 236. Placing the force at a point on torsion spring 220 top leg 222 distal from torsion spring 220 top coil reduces the force required to pivot improved boss door 230, thus reducing the stress placed on torsion spring 220.

Providing sleeve 236 for torsion spring 220 to rotate around prevents torsion spring 220 from shifting to one side or the other, overcoming the problem of torsion spring 220 rubbing against cylindrical post 210. Preventing the rubbing reduces or eliminates the frictional drag that kept torsion spring 220 from rotating freely around the cylindrical post 210 in the prior art. Reducing or eliminating the frictional drag further decreases the force required to pivot boss door 230 open, thus further reducing the stress placed on torsion spring 220 top leg 222.

The improved boss door has been illustrated and described with improvements to the lower boss and the catch located on the back surface of the boss door. Improving the boss door while maintaining the existing characteristics of the tape cartridge housing provides an improved boss door that is compatible with existing tape cartridge housings. Eliminating the need to manufacture a new tape cartridge housing to utilize the improved boss door reduces the cost to manufacture a tape cartridge utilizing the improved boss door to reduce tape cartridge failure due to premature torsion spring failure.

In an embodiment of the tape cartridge improved boss door (not illustrated), a sleeve is integrally formed to the post and the torsion spring rotates around the
sleeve. As previously discussed, the triangular catch integral to the improved boss door makes contact with the top leg of the torsion spring at a point distal from the tension spring coils. While the embodiment just described is not compatible with existing tape cartridge housing, an improved tape cartridge having a sleeve integrally formed to the tape cartridge reduces the stress applied to the torsion spring. Combining the improved tape cartridge housing with an improved boss door having the improved catch further reduces the tension applied to the torsion spring to prevent premature failure of the tape cartridge due to torsion spring failure.

As to alternative embodiments, those skilled in the art will appreciate that the present tape cartridge improved boss door can be configured with improvements to the boss door and the tape cartridge housing. While the lower boss sleeve improvement can be incorporated by modifying the tape cartridge post, it would be necessary to manufacture a new tape cartridge housing as well as a boss door with the improved catch to reduce premature failure of the torsion spring.

It is apparent that there has been described, a tape cartridge improved boss door that fully satisfies the objects, aims, and advantages set forth above. While the door assembly has been described in conjunction with specific embodiments thereof, it is evident that many alternatives, modifications, and/or variations can be devised by those skilled in the art in light of the foregoing description. Accordingly, this description is intended to embrace all such alternatives, modifications and variations as fall within the spirit and scope of the appended claims.
What is claimed is:

1. An improved door for a tape cartridge having a housing, the housing comprising a cover, base, a post extending between the cover and the base, a door having an upper and a lower boss, the upper and lower boss having a cylindrical-shaped hole formed therein to fit over the post, the upper and lower boss rotating on the post, and a torsion spring located between the lower boss and the tape cartridge housing base, the torsion spring having a plurality of coils, a top leg and a bottom leg, the improved door comprising:
   a sleeve integral to and extending downward from the lower boss to the base, wherein the torsion spring rotates around the sleeve to reduce stress applied to the torsion spring as the door rotates to an open position.

2. The improved door of claim 1, further comprising:
   a catch to make contact with the torsion spring top leg, wherein the catch contacts the top leg distal from the plurality of coils to reduce the force required to pivot the door open and to reduce the stress applied to the torsion spring.

3. An improved door for a tape cartridge having a housing the encloses a single reel on which is wound a length of tape media, the housing having a cover, a base and a post integral to the housing, a door having an upper and a lower boss wherein the upper and lower boss rotate around the post as the door pivots between an open and a closed position, and a torsion spring located between the lower boss and the base of the tape cartridge housing, the torsion spring having a plurality of coils, a top leg and a bottom leg, the improved door comprising:
   a sleeve integral to the lower boss, the sleeve extending downward between the lower boss and the base,
   an improved catch integral to the door to make contact with the torsion spring top leg, wherein the improved catch contacts the top leg distal from the plurality of coils and as the improved catch applies a force to the top leg, the torsion spring rotates around the sleeve reducing the stress applied to the plurality of coils as the door rotates open.
4. An improved tape cartridge for use with a boss door, the tape cartridge having a housing comprising a cover, base, a post between the cover and the base, a boss door having an upper and a lower boss that rotate around the post, and a torsion spring having a top leg, a bottom leg and a plurality of coils, the torsion spring located between the lower boss and the tape cartridge housing base, the improved tape cartridge comprising:

   a sleeve integrally formed with the post and located between the lower boss and the tape cartridge housing base, wherein the torsion spring rotates around the sleeve to reduce the stress applied to the torsion spring as the door rotates open.

5. An improved tape cartridge, the tape cartridge having a housing comprising a cover, base, an post between the cover and the base, and a torsion spring having a top leg, a bottom leg and a plurality of coils, the torsion spring located between the lower boss and the tape cartridge housing base, the improved tape cartridge comprising:

   a post having a sleeve located between the door lower boss and the tape cartridge housing base;

   a door having an upper and a lower boss that rotate around the post, the door further comprising:

   a catch to make contact with the torsion spring, the catch contacting the torsion spring top leg distal from the plurality of coils, wherein as the catch applies a force to the torsion spring top leg, the torsion spring rotates around the sleeve reducing the stress applied to the plurality of coils as the door rotates open.
INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER
IPC 7 G11B23/107 G11B23/04

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)
IPC 7 G11B

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practical, search terms used)
WPI Data, EPO-Internal, PAJ

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category*</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>Y</td>
<td>WO 99 42999 A (HAYASHI YOICHI ;FUJI PHOTO FILM CO LTD (JP)) 26 August 1999 (1999-08-26)</td>
<td>5</td>
</tr>
<tr>
<td>A</td>
<td>page 18, line 4 - page 20, line 17; figures 10-13</td>
<td>1-4</td>
</tr>
<tr>
<td>A</td>
<td></td>
<td>1-4</td>
</tr>
</tbody>
</table>

[X] Further documents are listed in the continuation of box C.  
[X] Patent family members are listed in annex.

* Special categories of cited documents:
*A* document defining the general state of the art which is not considered to be of particular relevance
*E* earlier document but published on or after the international filing date
*L* document which may throw doubt on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
*O* document referring to an oral disclosure, use, exhibition or other means
*P* document published prior to the international filing date but later than the priority date claimed

**T** later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention
**X** document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone
**Y** document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art.
**A** document member of the same patent family

Date of the actual completion of the international search
22 May 2002

Date of mailing of the international search report
31/05/2002

Name and mailing address of the ISA
European Patent Office, P.B. 5816 Patentlaan 2 NL-2280 HV Rijswijk
Tel. (+31-70) 340-2040, Tx. 31 651 epo nl, Fax (+31-70) 340-3016

Authorized officer
Declat, M

Form PCT/IB/A210 (second sheet) (July 1993)
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
</table>
| A        | PATENT ABSTRACTS OF JAPAN
  vol. 1998, no. 02,
  & JP 09 274787 A (KAO CORP),
  21 October 1997 (1997-10-21)
  abstract; figures | 1, 3-5 |
| A        | US 6 175 470 B1 (STAMM STEPHEN)
  16 January 2001 (2001-01-16)
  column 3, line 59 – line 61; figure 3 | 1, 3-5 |
| A        | US 6 271 991 B1 (HERTRICH GREG ET AL)
  7 August 2001 (2001-08-07)
  abstract; figures | 1, 3-5 |
| A        | US 5 610 789 A (MILLER STEPHEN H)
  11 March 1997 (1997-03-11)
  abstract; figures | 1, 3-5 |
| A        | EP 0 537 714 A (FUJI PHOTO FILM CO LTD)
  21 April 1993 (1993-04-21)
  column 4, line 17 – line 54; figure 2 | 1, 3-5 |
<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td>EP 1152420 A2</td>
<td>07-11-2001</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1057183 A1</td>
<td>06-12-2000</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 9942999 A1</td>
<td>26-08-1999</td>
</tr>
<tr>
<td>JP 09274785</td>
<td>21-10-1997</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td>JP 09274787</td>
<td>21-10-1997</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td>US 6175470</td>
<td>16-01-2001</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td>US 5610789</td>
<td>11-03-1997</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 69216354 T2</td>
<td>24-04-1997</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 0537714 A2</td>
<td>21-04-1993</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 5332173 A</td>
<td>26-07-1994</td>
</tr>
</tbody>
</table>