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To all, whon, it may concern: 
Be it known that we, JACOB GOLDSTEIN and 

ISRAEL BLOCK, citizens of the United States, 
and residents of New York, in the county of 
New York and State of New York, have in 
Vented certain new and useful Improvements 
in Oil-Stoves; and we do declare the follow 
ing to be a full, clear, and exact description 
of the invention, such as will enable others 
skilled in the art to which it appertains to 
make and use the same, reference being had 
to the accompanying drawings, and to letters 
of reference marked thereon, which form a 
part of this specification. 
Figure 1 of the drawings is a vertical trans 

verse section. Fig. 2 is a top plan view. 
This invention has relation to improve 

ments in the burner-plates of oil-stoves, its 
object being to prevent vapor leakage and to 
provide firm and durable wick-tubes; and the 
in Vention consists in the novel combination 
of parts, all as hereinafter set forth, and 
pointed out in the appended claims. 
In the accompanying drawings, illustrat 

ing this invention, the letter A designates 
the oil pan or holder, which may be seated in 
any Suitable holder, said oil-pan being pro 
vided with the level margin B. 
C indicates the burner-plate, which is cast 

in One piece. It consists of the level portion 
D, having the interior flange E of considera 
ble depth, adapted to descend inside of the 
marginal portion B of the pan A, and exte 
rior to said deep flange Ethe circumferential 
flange or overhanging lip F, which is sepa 
rated from the flange E by the seat-groove G, 
in which the margin B of the pan is received, 
and which rests on said margin. This seat 
groove is continuous, there being no radial 
openings for wick-roller bearings or shafts, 
so that the closure is complete. 
plate also consists of the elongated slot por 
tions through which the wicks pass and 
which form the wick-tubes, these slot portions 
consisting of the end walls H, the arched base 
walls I, extending lengthwise of the slots, and 
the slightly-inclined side walls J to the height 
of an inch, or nearly so, above said arched 

The burnel 

base-wall, all of these slot-walls being cast en 
tire with the main plate C and forming a part 
thereof, so that there are no interstices or 
openings for the escape of vapor upward, 
such as are almost unavoidable when the 
wick tubes and plates are made in separate 
pieces and joined together. 
In the end walls of the arched portions of 

the wick-tubes are provided the perforations 
L, forming bearings for the journals of the 
wick-rollers K, one shaft of each pair being 
extended above the plate, as at n, to provide 
a handle for operating the wick-rollers K in 
raising or depressing the Wick W. 
Having described this invention, what We 

claim, and desire to secure by Letters Patent, 
IS 

1. The cast-metal burner-plate comprising 
the level plate C, its deep interior flange E, 
and circumscribing flange F., forming a seat 
groove between said flanges, and the elon 
gated slot-walls rising from said plate, Con 
sisting of the perforated end walls H, the 
arched base-walls I, and the plane exten 
sions J, rising therefrom, also slightly ill 
clined, all said parts being cast in one piece, 
substantially as specified. 

2. The combination, with the cast-metal 
burner-plate consisting of the level plate C, 
its deep interior flange E, circumferential 
flange F, forming a continuous seat-groove G, 
the elongated wick-slot walls having the 
arched portions I, perforated end portions H, 
and upward extensions J, of the wick-rollers, 
their shafts bearing in the perforations of the 
end walls, and their handle portions extend 
ing outward above the level of the plate C, 
as shown and described. 
In testimony whereof we affix. Our signa 

tures in presence of two witnesses. 
hi JACOB . GOLDSTEIN. 

mark - 

ISRAEL BLOCK. 

Witnesses: 
WILLETTE ANDERSON, 
C. L., TAYLOR. 
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