An apparatus for plugging a bore of a tube sheet, the apparatus includes cantilevered members that project radially outward from a body on the inner surface of the tube sheet. Slots can be drilled into a tube the projects into the bore and the cantilevered members set into the slots. The cantilevered members can slide radially outward from within the body, or can be pivotally attached on an end of the body. One end of a bolt threadably attaches to the body, and attaches on its other end to a nut circumscribing the tube sheet bore on its outer surface. A deformable collar circumscribes the bolt between the body and nut and provides a seal within the tube sheet bore. The apparatus can also be used to plug bores that do not include tubes.
APPLICATION FOR PATENT

PLUG KIT FOR PRESSURED COMPONENTS

Inventor(s): Abdullah M Al-Otaibi
Assignee: Saudi Arabian Oil Company
Attorney Docket No. 004159.001035 (SA 635)

BACKGROUND OF THE INVENTION

1. Field of the Invention

[0001] The present invention relates to an apparatus for use with a fluids handing device. More specifically, the invention relates to an apparatus for plugging a fluid passage in a tube sheet.

2. Description of the Related Art

[0002] Heat exchangers for transferring heat between two different fluids typically employ multiple tubes having an inlet and an outlet both held by a tube sheet. Bores are formed through the tube sheet that register with the end of the tubes. The tubes may experience a leak along their body or where they join with the tube sheet. Corrective the leak may involve plugging the leaking tube at both ends rather than mending the leak itself.

[0003] A prior art example of a tube plugging method is shown in a perspective and partial sectional view in Figure 1. Illustrated is a portion of a heat exchanger 10 having a substantially planar tube sheet 12, tubes 14 attached to one side of the tube sheet 12 that register with bores 16 formed through the tube sheet 12. Also shown is a tapered plug 18 that has been wedged into the end of a bore 16 having a tube 14 therein. Inserting the plug 18 with sufficient force can create a seal along the interface where the plug 18 contacts the bore 16. Pressure buildup in the tube may present a problem with using this approach. Over time the pressure in the tube 14 may dislodge the plug 18 at a velocity that could be hazardous to equipment or personnel. Also shown is an example of a bore 20 in the tube sheet 12 without an associated tube connected with the bore 20. In this example, a tube previously connected with the bore 20 has been removed, thus before the heat exchanger 10 can be placed back into operation the bore 20 must be sealed.
SUMMARY OF THE INVENTION

[0004] The present disclosure discloses a method and apparatus for plugging a tube sheet. In one example, the method employs an apparatus that creates a tensile force therein to exert oppositely facing forces on the tube sheet on opposing sides of a bore. Disclosed is a plug kit for plugging a bore in a tube sheet, in one example the plug kit includes a plug body having an axis and an outer periphery, cantilevered members coupled with the body and selectively moveable between a retracted position encompassed by the plug body outer periphery and a deployed position having a portion of the cantilevered members projecting past the plug body outer periphery, a passage in the plug body, an annular member coaxial with the passage, a threaded fastener engageable on one end with the plug body and engageable on an opposite end with the annular member, so that when the cantilevered members are in the deployed position and disposed on one side of a tube sheet, the annular member is disposed on a side of the tube sheet opposite the cantilevered members, and the threaded fastener passes through the bore of a tube sheet, engaging the threaded fastener to the plug body and the annular member sealingly plugs the tube sheet bore. The plug kit can also include a deformable annular member circumscribing the threaded fastener between the nut and plug body. An annular packing member may optionally be included that circumscribes the threaded fastener and has a portion that extends into the tube sheet bore and another larger diameter portion that sets between the tube sheet and the nut. The cantilevered members, in an embodiment, can be disposed in channels that project radially outward from the axis of the plug body. In another embodiment, the cantilevered members include ridge members coupled on a side facing opposite the nut when the cantilevered members are in the deployed position, wherein the edge of each cantilevered member closest to the axis is pivotingly attached to the side of the body opposite the nut. An elongated tab element can optionally be attached to each cantilevered member on an end proximate the axis and oriented substantially normal to the axis. The threaded fastener can contact an end of each tab element. An annular plug body holder can be included that is selectively attachable with the plug body and insertable with the plug body into a tube sheet bore; the plug body holder can include an axial bore with a diameter greater than the threaded fastener outer diameter, so that the threaded fastener bolt is insertable through the axial bore and attachable to the plug body. A fastener can connect between the plug body and the cantilevered members when the cantilevered members are in the deployed position.
[0005] Also disclosed herein is a method of plugging a bore formed in a tube sheet. In one example the method includes providing a plug kit assembly that includes an annular plug body having an axis and an outer circumference, bore sealing element, and cantilevered members coupled to the plug body. The method can also include disposing the plug body in the tube sheet bore and adjacent an end of the bore, positioning the cantilevered members in a deployed configuration having a portion outside of the outer circumference of the plug body and past the tube sheet bore diameter, disposing the bore sealing element on the side of the bore opposite the plug body, and coupling together the plug body and bore sealing element with an axial force that seals the bore. In an embodiment, a tube can be included within the tube sheet bore and slots drilled in the tube, the plug body is positioned so that each cantilevered member is aligned with a corresponding slot and the cantilevered members can be urged radially outward from the plug body and into the corresponding slot. A drilling device can be used to drill the slots. In an example the drilling device can include a body, a rotating chuck, a machining element in the chuck, a rotating drive system coupled to the chuck, an elongated push rod having a varying height and slidable under the chuck. This is so that when an increased height portion of the wedge is positioned under the chuck the machining element projects out of the housing. The drilling device is inserted into the tube and the chuck and machining element rotated by activating the rotating drive system. The push rod is motivated so that an increased height portion is under the chuck to urge the machining element into cutting contact with the tube. The cantilevered members of the disclosed method can be disposed in channels formed in the plug body, where the channels extend radially outward from an annulus in the plug body to the plug body outer circumference and wherein the cantilevered members are selectively moveable between a stowed position where a portion of the cantilevered members are within the annulus and the members are circumscribed by the plug body outer circumference and a deployed position where a portion of the cantilevered members project past the plug body outer circumference. A spreader tool can be used to move the cantilevered members from the stowed position into the deployed position by inserting the spreader tool into the annulus to outwardly urge the cantilevered members. The bore sealing element can be an annular nut, so that sealing the bore includes opposite ends of a threaded fastener to the annular nut and the plug body. The bore sealing element can further include a washer and compressible collar both coaxially circumscribing the threaded fastener, wherein a portion of the washer is disposed between the
nut and the bore and another portion of the washer is within the tube sheet bore, and the compressible collar is between the washer and the plug body. The plug body can have an annulus along its axis; in one example the edge of each cantilevered member closest to the plug body axis is pivotingly attached to the side of the plug body opposite the bore sealing element, and wherein ridge members are provided on a side of the cantilevered members opposite the side that contacts plug body when the cantilevered members are pivoted away from the plug body axis, so that when a threaded element is inserted through the plug body annulus, the threaded element contacts the ridge members to pivot the cantilevered members in a deployed position and in a plane that is substantially normal to the plug body axis.

[0006] The present disclosure further includes a heat exchanger with a tube sheet, a bore formed through the tube sheet and having an axis, cantilevered members in a plane that is substantially normal to the axis of the bore and each having a portion projecting radially outward from the axis and past the outer periphery of the bore, an annular plug body inserted in an end of the bore and coupled to the cantilevered members, a seal member coupled to the plug body and disposed on the end of the bore opposite the plug body, and a sealing interface between the bore and the seal member.
BRIEF DESCRIPTION OF THE DRAWINGS

[0007] So that the manner in which the above-recited features, aspects and advantages of the invention, as well as others that will become apparent, are attained and can be understood in detail, more particular description of the invention briefly summarized above may be had by reference to the embodiments thereof that are illustrated in the drawings that form a part of this specification. It is to be noted, however, that the appended drawings illustrate only preferred embodiments of the invention and are, therefore, not to be considered limiting of the invention's scope, for the invention may admit to other equally effective embodiments.

[0008] FIG. 1 is a perspective view of a prior art plug in the tube sheet of a heat exchanger.

[0009] FIG. 2 is perspective view of an example of a plug kit of the present disclosure.

[0010] FIG. 3 is a side sectional view of the plug kit of FIG. 2 in a tube sheet.

[0011] FIGS. 4A-4C are side sectional views of an example of installing a portion of the plug kit of FIG. 2.

[0012] FIG. 4D is an end view of the plug kit of FIG. 4B.

[0013] FIG. 4E is an end view of the plug kit of FIG. 4C.

[0014] FIG. 5A is a side perspective view of an example of a drilling device.

[0015] FIG. 5B is a side view of a portion of the drilling device of FIG. 5A.

[0016] FIG. 6 is a perspective view of an example of a spreader tool.

[0017] FIG. 7 is a perspective view of a drill support.

[0018] FIG. 8 is a side sectional view of an alternative embodiment of a plug kit.

[0019] FIG. 9 is a perspective view of the plug kit of FIG. 8.
DETAILED DESCRIPTION OF THE EXEMPLARY EMBODIMENTS

[0020] An example of a plug kit 30 in accordance with the present disclosure is shown in a side perspective view in Figure 2. In this example, the plug kit 30 is an elongated member that includes on one end an annular plug body 32. The plug body 32 includes a plug annulus 33 axially formed therethrough and along an axis $A_x$ of the plug kit 30. The plug kit 30 also includes a collar 34 shown coaxial with and adjacent to the plug body 32. As will be described in further detail below, in one example the collar 34 is formed from a pliable material. Thus the outer circumference of the collar 34 increases when it is axially compressed. A packing member 36 is shown coaxially to the collar 34 on a side opposite the plug body 32. The packing member 36 includes a cylindrical packing member neck 38 adjacent the collar 34 and a cylindrical washer portion 40. The boundary between the neck 38 and washer portion 40 is defined by a transition of increased outer diameter. The transition on the packing member 36 forms an annular surface 41 shown substantially transverse to the axis $A_x$ and facing towards the front portion of the plug kit 30. A cylindrical nut 42 is shown on the rearward end of the plug body 32 and on the side of the packing member 36 opposite the collar 34.

[0021] A bolt 44 projects through the plug kit 30 from the rearward side of the nut 42 with its forward end protruding outward of the plug annulus 33 past the forward end of the plug body 32. An optional rectangularly-shaped bolt head 46 is shown provided on the rearward end of the bolt 44. An optional retention pin 48 extends through the bolt 44 transverse to the axis $A_x$. Cantilevered members 50 are shown projecting radially outward from the plug body 32 from within slots 49 provided at various locations around the outer periphery of the plug body 32. The cross section of the cantilevered members 50, as shown, is substantially rectangular. However, embodiments exist having other cross-sectional shapes, such as oval, circular, and any type of polygon. The cantilevered members 50 are selectively moveable within the slots 49 and can be fully inserted into the slots 49 so that the outer radial edges of the cantilevered members 50 do not extend past the outer periphery or circumference of the plug body 32. For the purposes of discussion herein, the arrangement of the cantilevered members 50 as shown is the deployed position. When substantially retracted within the slots 49, the arrangement is referred to as the stowed position.
Threaded passages 52 are formed on the forward surface of the plug body 32. A cantilevered tab 54 is illustrated attached on an end of each cantilevered member 50 proximate the axis Aₓ. As will be described in more detail below, the cantilevered tabs 54 are elongate members and aligned substantially parallel to the axis Aₓ. Threaded fasteners, such as screws 56, are insertable into the threaded passages 52 into corresponding openings (not shown) in the cantilevered members 50. Inserting the screws 56 into the passages 52 and cantilevered members 50 can retain the cantilevered members 50 in the as shown deployed position.

A side sectional view of the plug kit 30 is shown in Figure 3. In this example, the plug kit 30 is combined with a tube sheet 12A that includes a bore 16A formed through the tube sheet 12A. Slots 15A have been formed through the tube 14A allowing the cantilevered members 50 to project radially outward from a stowed position and into the deployed position as shown. Alternatively, the slots 15A may be formed through the tube 14A some lateral distance away from the tube sheet 12A so that the cantilevered members 50 are not in contact with the tube sheet 12A when projecting through the slots 15A. Further illustrated in Figure 3 are corresponding threads 58 formed on the outer surface of the bolt 44 and inner surface of an annulus formed through the nut 48. Additional threads 60 are provided on the outer surface of the bolt 44 on its opposite end and the inner surface of the plug annulus 33. Engaging these threads 58, 60 and further rotating the bolt 44 generates in a tension force in the bolt 44 that transfers to opposing sides of the tube sheet 12A. The tensile forces transfer from the annular surface 41 on the washer 40 to an outer surface 13A of the tube sheet 12A that circumscribes the opening of the bore 16A on the outer surface 13A. An oppositely directed force is transferred to the inner surface 11A of the tube sheet 12A from rearward facing side surfaces of the cantilevered members 50. Sufficient engagement of the threads 58, 60 results in a force along the area where the annular surface 41 contacts the outer surface 13A creates a sealing interface. A flange 62 is shown on the bolt 44 positioned rearward of the threads 60. In one example, the flange 62 can provide a stop point to limit further engagement of the threads 60 by additional rotation of the bolt 44. Also illustrated, are the screws 56 within the passages 52 to retain the cantilevered members 50 in the deployed position.

Figures 4A through 4E illustrate an example of inserting the plug kit 30 into engagement with the heat exchanger 10A. Referring to Figure 4A, an annular carrier 68 is shown coupled to the plug body 32 portion of the plug kit 30. Bolts 70 are provided shown projecting through the
carrier 68 and attaching to a rearward lateral side of the plug body 32. A carrier bore 72 is shown formed along the carrier axis A₀ having a diameter greater than the plug annulus 33. While attached to the carrier 68, the cantilevered members 50 are in the stowed position substantially inside of the outer periphery of the plug body 32. In this embodiment, the inner edges 51 of the cantilevered members 50 are within the plug annulus 33. As shown in Figure 4B, the plug body 32 can be inserted within the bore 16A while retained by and coupled to the carrier 68. Carrier 68 insertion into the bore 16A is limited by a lip 71 shown extending radially outward from the carrier 68. With the carrier 68 still coupled with the plug body 32, the bolt 44, as illustrated in Figure 4C, can be inserted through the carrier bore 72 and coupled with the plug body 32 by engaging the threads 60. By urging the bolt 44 through the plug annulus 33, the inner edges 51 of the cantilevered members 50 are contacted by the conical shape of the bolt end 64 and urged radially outward and into the slots 15A in the tube 14A. In an example embodiment, both ends of the tube 14A are plugged. At this point, the bolts 70 can be removed thereby allowing release of the carrier 68 and enabling the remaining portions of the plug kit 30 to be coupled with the bolt 44 and plug body 32.

[0025] Figure 4D illustrates an end view of the plug body 32 of Figures 4A and 4B. As shown in this embodiment, the inner edges 51 of the cantilevered members 50 are in a stowed position and within the plug annulus 33. An optional spring member 66 may be connected between each of the cantilevered members 50 and in the region of their inner edges 51. It is pointed out that when in the stowed position, the plug body 32 is insertable within the bore 16A. Accordingly, as long as the cantilevered members 50 are sufficiently retracted to allow inserting the plug body 32 into the bore 16A, the cantilevered members 50 are considered to be in the stowed position. Thus in one example, a stowed position includes a configuration where a portion of the outer edge 53 of the cantilevered members 50 extends radially past the outer diameter of the plug body 32.

[0026] Figure 4E is an end view of the plug body 32 of Figure 4C, without the bolt 44 inserted into the plug annulus 33. As shown, the inner edge 51 of each of the cantilevered members 50 is radially past the outer diameter of the plug annulus 33 and the outer edge 53 of the cantilevered members projects past the outer diameter of the plug body 32. The cantilevered tabs 54 are positioned along the outer diameter of the plug annulus 33, thereby providing a stopping point or retaining mechanism for retaining the cantilevered members 50. Since the cantilevered tabs 54
project along the axis \( \alpha \chi \), the cantilevered members 50 may be returned to a stowed position by applying a force on the tabs 54 directed toward the axis \( \alpha \chi \). Accordingly, one of the advantages of the embodiment of the plug kit 30 described herein is the tensile forces stored within the plug kit 30 prevent dislodging the plug kit due to pressure forces applied on either side of the tube sheet 12A.

[0027] An example of a tube drilling device 74 for use in forming slots 15A is illustrated in a side perspective view in Figure 5A. In this embodiment, the tube drilling device 74 includes an outer housing 76, and a drive belt 78 mechanically coupled between a drive source and a machining element 80. Outwardly urging the machining element 80 into contact with a tube while rotating the element 80 can machine the tube. The machining element 80 is mounted within a chuck 82 shown coupled within a drive pulley 84. The drive belt 78 engages the drive pulley 84 on its outer circumference for rotating the machining element 80. The chuck 82 is attached to a bearing 86 that in turn couples on its lower end to an upper saddle 88. Inclusion of the bearing 86 allows the chuck 82 to rotate with respect to the upper saddle 88.

[0028] An end-looking view of the saddle 88 is shown in Figure 5B. The lower end of the saddle 88 shown having a groove formed longitudinally along the lower surface of the upper saddle 88. A lower saddle 90 is shown beneath the upper saddle 88 and anchored to the housing 76. The lower saddle 90 includes a groove on its upper surface having a shape corresponding to the groove on the lower surface of the upper saddle 88. An optional spring 92 is shown attached on one end to the base just beneath the lower saddle 90 and on its other end to structure coupled with the upper saddle 88. Referring now to Figure 5A, an elongated wedge 94 is shown disposed in the corresponding grooves formed within the upper and lower saddles 88, 90. The height or width of the wedge 94 is shown increasing with distance away from the saddles 88, 92. Thus urging the wedge 94 forward positions the thicker portion of the wedge 94 between the saddles 88, 90 thereby upwardly urging the upper saddle 88, bearing 86, chuck 82, and machining element 80.

[0029] Optionally, a return rod 96 may be included within the wedge 94 that extends past the terminal end of the wedge 94 and out the forward end of the housing 76. A spring 95 is shown coupled with the return rod 96, so that urging the wedge 94 and return rod 96 forward extends the spring 95 and stores potential energy therein. Removing the urging force from the return rod 96 releases the potential energy stored in the elongated spring 95 allowing it to contract to its
original configuration and urge the wedge 94 and return rod 96 to its position shown in Figure 5A.

[0030] A rectangular-shaped connector frame 98 is shown attached to the wedge 94 proximate its widest/thickest portion. The connector frame 98 includes a forward transverse member that couples with the wedge 94 and projects outside of the frame 96 in a direction substantially normal to the return rod 96. The frame 98 includes a parallel members oriented normal to the transverse members and directed in a direction opposite the wedge 94. A rearward transverse member connects between the parallel members and forms the rearward portion of the connector frame 98. An outer push rod 100 couples on the outer surface of the housing 76 and on a side opposite the spring 95 and extends through a bore (not shown) in the rearward portion of the connector frame 98. A rod sleeve 102 mounts on the rearward side of the connector frame 98 and circumscribes the portion of the outer rod 100 shown past the connector frame 98. Threads 104 are provided on the portion of the outer push rod 100 within the sleeve 102. A positioning nut 106 is rotatably attached on the free end of the sleeve 102; threads formed on the nut 106 engage the threads 104 on the outer push rod 100. Rotating the nut 106 urges the sleeve 102 along the length of the outer push rod 108, thereby providing transverse motivation of the connector frame 98 that in turn pushes or pulls the wedge 94.

[0031] As noted above, sliding the wedge 94 between the upper and lower saddles 88, 90 outwardly urges the machining element 80 for machining through a tube. A gear 108 is shown coupled with the drive belt 78 on its end opposite the drive pulley 84. Thus rotating the gear 108 in turn rotates the machining element 80. The gear 108 is mounted on a shaft 110 and coupled to bearings 112 for mounting onto the housing 76. A drive source (not shown) can be coupled to the shaft 110 for rotating the gear 108. Thus, in one example of use, the housing 76 is inserted within a tube and the drive source is activated to rotate the machining element 80. A slot 15A is formed in a tube 14A by radially projecting the rotating machining element 80 through the housing 76. It is believed that it is within the capabilities of those skilled in the art to provide a drive force capable of delivering sufficient power and energy for machining through a tube of a heat exchanger. Moreover, it is within the scope of those skilled in the art to position the machining element 80 for forming a slot 15A in a desired location.

[0032] In some instances, it may be necessary to provide an additional force on the inner edge 51 of the cantilevered members 50 to force them through the slots 15A formed in a tube 14A.
Referring now to Figure 6, an example of a spreader tool 114 is shown in a side perspective view. In this example, the spreader tool 114 includes an elongated shaft 116 having a rectangular cross-section. The shaft 116 has increasing outer diameters with distance away from its forward tip, so that the spreading force can be gradual when applying it within the plug body 32.

[0033] Shown in Figure 7, is a perspective view of one example of a drill support 118 for supporting the drilling device 74. The drill support 118 includes a semicircular support sling 120 having a collar 122 provided and attached to one end of the support sling 120. The collar 122 is substantially circular having a split portion included within its circumference. A raised section is shown provided on both sides of the split portion having passages formed there through sized to receive collar screws 124. Inserting and tightening the collar screws 124 reduces the diameter of the collar 122 for securing the drilling device 74 within the collar 122. An elongate planar tool base 126 is shown in the bottom portion of the sling 120. The tool base 126 is positioned so it is in alignment with the elongate length of the support sling 120. In the embodiment of Figure 7, a portion of the tool base 126 extends past the terminal edge of the support sling 120 in a direction opposite attachment of the collar 122. A U-shaped screw frame 128 may be attached on the rearward surface of the collar 122. Adjustment screws 130 are shown that project through the frame 128 and into engagement with the rearward edge of the tool base 126. Rotating the screws 130 positions the tool base 126 at various lengthwise positions within the support sling 120.

[0034] An alternate embodiment of a plug kit 30A is shown in a side sectional view in Figure 8. In this example, the plug kit 30A is inserted into a bore 20A of a tube sheet 12B that does not include a corresponding tube. The cantilevered members 50A of this embodiment are coupled onto the plug body 32A on its forward facing surface directed away from the tube sheet 12B. The cantilevered members 50A are pivotingly attached around a pivot point that is on the edge of the members 50A proximate the annulus 33A of the plug body 32A. Bolt 44A shown projecting through the plug body annulus 33A. As shown, the cantilevered members 50A are in a deployed position wherein their outer upper edges 53A extend past the diameter of the bore 16B. Ridge members 132 are shown coupled to the cantilevered members 50A on a surface opposite the tube sheet 12B. The ridge members 132 of Figure 8 are elongate and have an inner edge in contact with the bolt 44A. In one embodiment, projecting the bolt 44A through the annulus 33A contacts the ridge members 132 to outwardly pivot the cantilevered members 50A into a
deployed position. Threadingly engaging the nut 42A and bolt 44A tensions the bolt 44A to form a sealing interface around the bore 20A. It should be pointed out that use of the embodiments of the plug kits described herein is not limited to bores and tube sheets but can include any type of bore through which a sealing function is desired. Shown in Figure 9 is a perspective view of the plug kit 30A of Figure 8. In this example, contact between the edges of the ridge members 132 and bolt 44A is illustrated that in turn provides a locking force to maintain the cantilevered members 50A in their deployed position for maintaining the plug kit 30A in a sealing function.

[0035] Having described the invention above, various modifications of the techniques, procedures, materials, and equipment will be apparent to those skilled in the art. While various embodiments have been shown and described, various modifications and substitutions may be made thereto. For example, alternative embodiments of the bolt 44 include any type of threaded fasteners. Accordingly, it is to be understood that the present invention has been described by way of illustration(s) and not limitation. It is intended that all such variations within the scope and spirit of the invention be included within the scope of the appended claims.
CLAIMS

What is claimed is:

1. A plug kit for plugging a bore in a tube sheet comprising:
   a plug body having an axis and an outer periphery;
   cantilevered members coupled with the body and selectively moveable between a
   retracted position encompassed by the plug body outer periphery and a deployed position
   having a portion of the cantilevered members projecting past the plug body outer
   periphery;
   a passage in the plug body;
   an annular member coaxial with the passage;
   a threaded fastener engageable on one end with the plug body and engageable on
   an opposite end with the annular member, so that when the cantilevered members are in
   the deployed position and disposed on one side of a tube sheet, the annular member is
   disposed on a side of the tube sheet opposite the cantilevered members, and the threaded
   fastener passes through the bore of a tube sheet, engaging the threaded fastener to the
   plug body and the annular member sealingly plugs the tube sheet bore.

2. The plug kit of claim 1, further comprising a deformable annular member
   circumscribing the threaded fastener between the nut and plug body.

3. The plug kit of claim 1, further comprising an annular packing member that
   circumscribes the threaded fastener having a portion that extends into the tube sheet bore
   and another larger diameter portion that sets between the tube sheet and the nut.

4. The plug kit of claim 1, wherein the cantilevered members are disposed in channels
   that project radially outward from the axis of the plug body.

5. The plug kit of claim 1, further comprising ridge members coupled with the
   cantilevered members on a side facing opposite the nut when the cantilevered members
are in the deployed position, wherein the edge of each cantilevered member closest to the axis is pivotingly attached to the side of the body opposite the nut.

6. The plug kit of claim 1, further comprising an elongated tab element attached to a cantilevered member on an end proximate the axis and oriented substantially normal to the axis, wherein when the threaded fastener is in contact with an end of each tab element.

7. The plug kit of claim 1, further comprising an annular plug body holder selectively attachable with the plug body and insertable with the plug body into a tube sheet bore, an axial bore in the plug body holder with a diameter greater than the threaded fastener outer diameter, so that the threaded fastener bolt is insertable through the axial bore and attachable to the plug body.

8. The plug kit of claim 1, further comprising a fastener connected between the plug body and the cantilevered members when the cantilevered members are in the deployed position.

9. A method of plugging a bore formed in a tube sheet comprising:
   (a) providing a plug kit assembly comprising:
       an annular plug body having an axis and an outer circumference;
       a bore sealing element; and
       cantilevered members coupled to the plug body;
   (b) disposing the plug body in the tube sheet bore and adjacent an end of the bore;
   (c) positioning the cantilevered members in a deployed configuration having a portion outside of the outer circumference of the plug body and past the tube sheet bore diameter;
   (d) disposing the bore sealing element on the side of the bore opposite the plug body; and
coupling together the plug body and bore sealing element with an axial force that seals the bore.

10. The method of claim 9, wherein a tube is within the tube sheet bore, the method further comprising drilling slots in the tube, positioning the plug body so that each cantilevered member is aligned with a corresponding slot, urging the cantilevered members radially outward from the plug body and into the corresponding slot.

11. The method of claim 10, wherein drilling slots in the tube comprises providing a drilling device comprising: a body, a rotating chuck, a machining element in the chuck, a rotating drive system coupled to the chuck, an elongated push rod having a varying height and slidable under the chuck, so that when an increased height portion of the wedge is positioned under the chuck the machining element projects out of the housing;

the method further comprising, inserting the drilling device into the tube, rotating the chuck and machining element by activating the rotating drive system, and motivating the push rod so that an increased height portion is under the chuck to urge the machining element into cutting contact with the tube.

12. The method of claim 10, wherein the cantilevered members are disposed in channels formed in the plug body that extend radially outward from an annulus in the plug body to the plug body outer circumference and wherein the cantilevered members are selectively moveable between a stowed position where a portion of the cantilevered members are within the annulus and the members are circumscribed by the plug body outer circumference and a deployed position where a portion of the cantilevered members project past the plug body outer circumference.

13. The method of claim 12, further comprising selectively moving the cantilevered members from the stowed position by inserting a spreader tool into the annulus to outwardly urge the cantilevered members.

14. The method of claim 9, wherein the bore sealing element comprises an annular nut and wherein step (e) comprises connecting opposite ends of a threaded fastener to the
annular nut and the plug body, wherein the bore sealing element further comprises a
washer and compressible collar both coaxially circumscribing the threaded fastener,
wherein a portion of the washer is disposed between the nut and the bore and another
portion of the washer is within the tube sheet bore, and the compressible collar is between
the washer and the plug body.

15. The method of claim 9, wherein the plug body includes an annulus along its axis, the
edge of each cantilevered member closest to the plug body axis is pivotingly attached to
the side of the plug body opposite the bore sealing element, and wherein ridge members
are provided on a side of the cantilevered members opposite the side that contacts plug
body when the cantilevered members are pivoted away from the plug body axis, so that
when a threaded element is inserted through the plug body annulus, the threaded element
contacts the ridge members to pivot the cantilevered members in a deployed position and
in a plane that is substantially normal to the plug body axis.
What is claimed is:

1. A plug kit for plugging a bore in a tube sheet comprising:
   - a plug body having an axis and an outer periphery;
   - cantilevered members that are disposed substantially transverse to an axis of the plug body, that are coupled with the body, and selectively moveable between a retracted position encompassed by the plug body outer periphery and a deployed position having a portion of the cantilevered members projecting past the plug body outer periphery;
   - a passage in the plug body;
   - an annular member coaxial with the passage;
   - a threaded fastener engageable on one end with the plug body and engageable on an opposite end with the annular member, so that when the cantilevered members are in the deployed position and disposed on one side of a tube sheet, the annular member is disposed on a side of the tube sheet opposite the cantilevered members, and the threaded fastener passes through the bore of a tube sheet, engaging the threaded fastener to the plug body and the annular member sealingly plugs the tube sheet bore.

2. The plug kit of claim 1, further comprising a deformable annular member circumscribing the threaded fastener between the nut and plug body.

3. The plug kit of claim 1, further comprising an annular packing member that circumscribes the threaded fastener having a portion that extends into the tube sheet bore and another larger diameter portion that sets between the tube sheet and the nut.

4. The plug kit of claim 1, wherein the cantilevered members are disposed in channels that project radially outward from the axis of the plug body.

5. The plug kit of claim 1, further comprising ridge members coupled with the cantilevered members on a side facing opposite the nut when the cantilevered
members are in the deployed position, wherein the edge of each cantilevered member closest to the axis is pivotingly attached to the side of the body opposite the nut.

6. The plug kit of claim 1, further comprising an elongated tab element attached to a cantilevered member on an end proximate the axis and oriented substantially normal to the axis, wherein when the threaded fastener is in contact with an end of each tab element.

7. The plug kit of claim 1, further comprising an annular plug body holder selectively attachable with the plug body and insertable with the plug body into a tube sheet bore, an axial bore in the plug body holder with a diameter greater than the threaded fastener outer diameter, so that the threaded fastener bolt is inerrable through the axial bore and attachable to the plug body.

8. The plug kit of claim 1, further comprising a fastener connected between the plug body and the cantilevered members when the cantilevered members are in the deployed position.

9. A method of plugging a bore formed in a tube sheet comprising:
   (a) providing a plug kit assembly comprising:
       an annular plug body having an axis and an outer circumference;
       a bore sealing element; and
       cantilevered members coupled to the plug body and disposed generally transverse to an axis of the plug body;
   (b) disposing the plug body in the tube sheet bore and adjacent an end of the bore;
   (c) positioning the cantilevered members in a deployed configuration having a portion outside of the outer circumference of the plug body and past the tube sheet bore diameter by urging an end of each cantilevered member proximate the axis of the plug body in a direction radially outward;
   (d) disposing the bore sealing element on the side of the bore opposite the plug body; and
(c) coupling together the plug body and bore sealing element with an axial force that seals the bore.

10. The method of claim 9, wherein a tube is within the tube sheet bore, the method further comprising drilling slots in the tube, positioning the plug body so that each cantilevered member is aligned with a corresponding slot so the cantilevered members can be radially outward from the plug body and into the corresponding slot.

11. The method of claim 10, wherein drilling slots in the tube comprises providing a drilling device comprising: a body, a rotating chuck, a machining element in the chuck, a rotating drive system coupled to the chuck, an elongated push rod having a varying height and slidable under the chuck, so that when an increased height portion of the wedge is positioned under the chuck the machining element projects out of the housing:

the method further comprising, inserting the drilling device into the tube, rotating the chuck and machining element by activating the rotating drive system, and motivating the push rod so that an increased height portion is under the chuck to urge the machining element into cutting contact with the tube.

12. The method of claim 10, wherein the cantilevered members are disposed in channels formed in the plug body that extend radially outward from an annulus in the plug body to the plug body outer circumference and wherein the cantilevered members are selectively moveable between a stowed position where a portion of the cantilevered members are within the annulus and the members are circumscribed by the plug body outer circumference and a deployed position where a portion of the cantilevered members project past the plug body outer circumference.

13. The method of claim 12, further comprising selectively moving the cantilevered members from the stowed position by inserting a spreader tool into the annulus to outwardly urge the cantilevered members.

14. The method of claim 9, wherein the bore sealing element comprises an annular nut and wherein step (e) comprises connecting opposite ends of a threaded fastener to the annular nut and the plug body, wherein the bore sealing element further comprises a
INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER

According to International Patent Classification (IPC) or to both national classification and IPC:

INV. F28F11/02 F28F11/04 F16L55/11

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols):

F28F F16L

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched:

Electronic data base consulted during the international search (name of data base and where practical, search terms used):

EPO-Internal

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>US 3 119 177 A (KNECHT FORREST E) 28 January 1964 (1964-01-28) figures 4-6</td>
<td>1-15</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C. [X] See patent family annex.

* Special categories of cited documents:

"A" document defining the general state of the art which is not considered to be of particular relevance

"E" earlier document but published on or after the international filing date

"L" document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)

"O" document referring to an oral disclosure, use, exhibition or other means

"P" document published prior to the international filing date but later than the priority date claimed

"T" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention

"X" document of particular relevance; the claimed invention cannot be considered to be novel or cannot be considered to involve an inventive step when the document is taken alone

"Y" document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art

"Z" document member of the same patent family

Date of the actual completion of the international search: 18 May 2011

Date of mailing of the international search report: 31/05/2011

Name and mailing address of the ISA:

European Patent Office, P.B. 5818 Patentlaan 2 NL - 2280 HV Rijswijk
Tel. (+31-70) 340-2040; Fax: (+31-70) 340-3016

Authorized officer:

Bai n, Davi d
<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td>US 3119177</td>
<td>28-01-1964</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td>EP 1519088</td>
<td>30-03-2005</td>
<td>IT BS20030059 U1</td>
<td>27-03-2005</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 59180296 A</td>
<td>13-10-1984</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 4485847 A</td>
<td>04-12-1984</td>
</tr>
</tbody>
</table>