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My invention relates to improvements in band 
clamps, and more particulariy to a band consist 
ing of a thin, flat, flexible strip and a clamping 
means for Securing firmly the ends of the band 
after the latter has been tightened around an 
article, container or group of articles, of any pe 
Lipheral shape. 
An important object of the invention is to pro 

Wide novel clamping means for maintaining the 
ends of Such a band when it has a plurality of 
Convolutions, one wrapped upon another, which 
clamp is of such a nature as to present a smooth 
Surface to the exterior of the article, container or 
group of articles, and at the same time present 
a Smooth surface at the exterior of the clamping 
means, whereby no projecting parts may inter 
fere with the full use of the banded article, con 
tainer or group of articles. This application is 
a continuation-in-part of my co-pending appli 
cation for patent, Serial No. 79,545, filed May 13, 
1936. 
The invention also comprises novel details of 

construction and novel combinations and ar 
rangements of parts, which will more fully ap 
pear in the course of the following description. 
In the drawing, like reference characters desig 

nate similar parts in the several views. 
Figure 1 is an elevation, partly in section, il 

lustrating an embodiment of my invention as ap 
plied to a hose and its contained nipple. 

Figures 2 and 3 are enlarged sections taken re 
Spectively on the lines 2-2 and 3-3 of Figure 1. 

Figure 4 is a side elevation of my band and 
clamping means, indicating the method of ap 
plication. 

Figure 5 is a Section similar to Figure 2, but 
With the hose and nipple removed, and show 
ing only One convolution of the Wrapping band. 

Referring more in detail to the drawing, the 
reference number 2 designates a hose in which 
a nipple 3 is applied. The present band 4 is 
Wrapped tightly around the hose, compressing 
the hose upon the nipple to insure a fluid tight 
connection therebetween. If desired, the nipple 
may have a circumferential groove 50 in which 
the hose is compressed. 

In FigureS2 to 4, the band 4 is shown as a 
Continuous band having a plurality of convolu 
tions Wound one upon another, whereas in Fig 
lure 5 only one convolution is shown. The present 
device is sold assembled and ready for use as 
shown in full lines in Figure 4. 
The clamping means comprises a clip or sleeve 

5 that is longitudinally Slotted to receive and 
surround the ends of the band 4. The clip car 
ries a tongue 6 that may be bent down upon an 
end of the band, as more fully described here 
inafter. However, the tongue 6 may first be 
employed for holding the clamping means in the 

(C. 24-23) 

tool shown and described in my said co-pending 
application, during the application of the band to 
the article, container, or group of articles to 
Which it is applied. 
The inner end 8 of the band it is bent under 5 

or over inner portion of the clip 5. 
In the drawing, the end 8 is shown as bent 

under the clip, but it is believed clear without 
further illustration that said end may be bent 
Over the clip and the end 8 passed through the 10 
clip and lying between the convolutions of the 
band (when a plurality is used). 
Outer end 9 of the band, after being severed 

at 2 from a continuous strip 2 , is bent over on 
top of the clip, as indicated in broken lines in 15 
Figure 4 and as indicated in full lines best in 
Figures 2, 3 and 5. The tongue 6 is thereupon 
bent over on top of the bent end 9, to retain the 
end 9 in position. The tip of the tongue is 
usually bent, as suggested at 22, to extend around 20 
the bend in the end 9, to further lock said end 
in place. 
The manner of drawing the band 4 tight 

around an article, container or group of articles 
is believed fully and clearly described in my said 
CO-pending application for patent. Suffice to say 25 
here that the band is So tightened and that th’ 
ends are locked in the manner described here 
inabove. Drawing the band 2 relative to the clip 
5 causes the inner end 8 of the band to exert 

pressure on the inner portion 7 of the clip. 
While I have illustrated and described What I 

noW regard as the preferred embodiment of my 
invention, the construction is, of course, sub 
ject to modifications without departing from the 
spirit of my invention. I, therefore, do not Wish 35 
to restrict myself to the particular form of coin 
struction illustrated and described, but desire to 
avail myself of all modifications which may fall 
within the scope of the appended claims. 

Having thus described my invention, what I 40 
claim and desire to secure by Letters Patent is: 

1. A band clip comprising a body member hav 
ing flange members extending toward each other, 
defining a longitudinal passage between the body 
and the flange members, and a tongue extending 
from one end of and overlying the body men 
ber on the side away from the longitudinal pas 
Sage and extending in a direction substantially 
parallel with said longitudinal passage. 

2. A band clip comprising a body member hav 
ing flange members extending toward each other, 
defining a longitudinal passage between the body 
and the flange members, and a tongue extending 
from One end of and overlying the body member 
On the side away from the longitudinal passage, 
the tip of the tongue extending around the end 
of the body member. 
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