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This invention relates to a shower curtain 
composed of fabric, plastic, Semi-plastic or other 
Similar material. 
One of the principal objects of the invention 

is the provision of a shower curtain provided 
With a receptacle. 
Another object of the invention is a ShoWer 

curtain having a plurality of sections and means 
for mounting the receptacle at the juncture of 
the Sections. 
A further object of the invention is to provide 

a flexible shower curtain composed of a plurality 
of panels of material, said panels being joined by 
a seam, and means for mounting a flexible Soap 
container in the Seam. 
Other objects will appear hereinafter through 

out the specification. 
The single figure is a front elevational view 

of the shower curtain made in accordance with 
the present invention. 
The modern bathroom includes, as part of its 

furnishings, a shower bath or a combination 
tub and shower bath. There is usually a recep 
tacle for soap or other articles in the Wall of 
the shower or combined tub and ShoWer. How 
ever, this receptacle, following the use of the 
shower, becomes filled or partially filled with 
water and any soap or other articles which have 
been placed in the receptacle are injured by the 
water in the receptacle. 
The device of the present invention includes 

a flexible shower bath curtain preferably con 
prising a plurality of panels that are provided 
with a seam forming the attaching means of 
the side edges of the panels. The receptacle is 
preferably constructed of the same or similar 
material as the material of the curtain and it is 
held in proper position by the seam stitching. 

Referring to the drawing, the letter A indi 
cates the curtain as a whole. The curtain is 
composed of a plurality of sections joined by a 
seam . 
The numeral 2 indicates a pocket or recep 

tacle for soap and other articles. This pocket 
is preferably in the shape of a truncated cone 
and may be composed of a single piece of ma 
terial, similar to or the same as the material 
composing the curtain proper. The free side 
edges of the pocket are held by the stitching of 
the seam i in the position shown. The pocket 
is provided with an open top 3 and an open lower 
end 4. The pocket is in the form of a loop of 
material, forming a truncated cone, with the free 
sides of the loop stitched by the stitching which 
connects the side edges of a pair of adjacent 
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panels and the seam forming the terminals of 
the pocket openings. The top opening extends 
diagonally to the Seam. 

It will be understood that the pocket is on the 
side of the curtain which faces in Wardly toward 
the ShoWer. So that an article, Such as a bar Of 
soap, may be deposited in the pocket by means 
of the opening 3. The opening 4 is of Such size 
that the soap will not pass completely out of 
the pocket but will permit drainage of water from 
the shower through the pocket. This opening 4 
is a smaller size, therefore, than the opening 3. 
The inclined side wall of the pocket is indi 

cated by the numeral 5, and the free side edges 
which have been sewed to the seam of the panels 
are indicated by the numeral 6. 
Each of the panels may be provided With a 

folded over reinforcing top portion 7 through 
which a plurality of holes 8 extend. These holes 
are for the reception of hooks which slide on 
a rod forming the Support for the curtain. 
The panels are provided with side edges 9 

and 0. 
The drawing discloses a curtain comprising a 

plurality of panels. While this construction is 
the preferred one, it will be understood that the 
shower curtain may be composed of a single 
panel. When using one panel, the pocket prefer 
ably would be located adjacent to one of the 
side edges. It is also within the limits of the 
present invention to attach the pocket to the 
side hem, or the pocket may be heat-sealed to 
any part of the curtain or attached by other suit 
able means to the Surface of the curtain. 
While I have described one form of the inven 

tion, it will be understood that other forms within 
the spirit of the invention may be used and that 
I desire to be limited in the practice of my inven 
tion only to the extent set forth in the appended 
claims. 
I claim: 
1. A shower curtain comprising a plurality of 

panels of flexible material, a pocket of flexible 
material in the shape of a truncated cone having 
an upper opening and a lower opening, said upper 
Opening being larger than said lower opening, 
Said pocket being in the form of a loop of mate 
rial having side edges, means consisting of a 
Stitched Seam for joining the adjacent side edges 
of a pair of Said curtain panels and for securing 
the side edges of Said pocket material in said 
Sean, Said upper and lower pocket openings ex 
tending to said seam, said lower pocket opening 
extending across the entire bottom portion of 
Said pocket. 
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2. A shower curtain comprising a plurality of 

panels of flexible material, a pocket of flexible 
material in the shape of a truncated cone having 
an upper opening and a lower opening, said upper 
opening being larger than Said lower opening, 
said pocket, being in the form of a loop of ma 
terial having Side edges, means consisting of a 
Stitched seam for joining the adjacent side edges 
of a pair of said curtain panels and for Securing 
the side edges of said pocket material in said 
seann, said upper and lower pocket openings ex 
tending to Said Sean, said lower pocket opening 
extending across the entire bottom portion of said 
pocket, Said pocket consisting of a single piece 
of material, the upper opening of said pocket 
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4. 
having an edge portion which is diagonal with 
relation to said Sean. 

MAURICE ROSENBAUM. 

REFERENCES CITED 
The following references are of record in the 

file of this patent: 
UNITED STATES PATENTS 

Name Date 
726,824 Phillips ------------ Apr. 28, 1903 

1,500,991 Heitler ------------ July 8, 1924 
2,138,978 Meine -------------- Dec. 6, 1938 
2,543,216 Wood ------------- Feb. 27, 1951 


