

Published:
— with international search report (Art. 21(3))

Title: ELECTRIC MOTOR WITH PLANETARY GEAR SET

Abstract: A planetary gear assembly includes a ring gear configured for connection to a rotor of an electric motor when in a first position and configured for connection to a housing of the electric motor when in a second position, a sun gear configured for connection to the housing when the ring gear is in the first position and configured for connection to the rotor when the ring gear is in the second position, and a plurality of planet gears configured to mesh with the ring gear and the sun gear. In at least one embodiment, the housing defines an interior space and the planets gears are positioned within the interior space. In at least one embodiment, the electric motor is a traction motor, and the traction motor is positioned within a vehicle.
ELECTRIC MOTOR WITH PLANETARY GEAR SET

Field

[0001] The present application relates to the field of mechanical power transmission, and more particularly to planetary gear assemblies, including planetary gear assemblies used in vehicles.

Background

[0002] A planetary gear assembly converts an input rotation to an output rotation. Typically, a gear ratio of the planetary gear assembly is configured such that the output rotation has a different angular velocity and torque than the input rotation. In one application, a planetary gear assembly is coupled to the rotational output of an electric motor. The planetary gear assembly may be used to convert the rotational output of the electric motor to a rotational output having torque and angular velocity characteristics suitable for the particular application.

[0003] The typical planetary gear assembly includes a sun gear, numerous planet gears, and a ring gear. The sun gear has a toothed exterior periphery and defines a central axis. The planet gears each have a toothed exterior periphery that is configured to mesh with the toothed exterior periphery of the sun gear. The ring gear, which is sometimes referred to as an annulus, has a toothed interior periphery that is configured to mesh with the toothed exterior periphery of the planet gears. The ring gear has a central axis, which is coaxial with the central axis of the sun gear. Some planetary gear assemblies also include a carrier, which is connected to each of the planet gears. The carrier also defines a central axis, which is coaxial with the central axis of the sun gear.
Operation of a planetary gear assembly that includes a planet gear carrier involves (i) fixing the position of one of the ring gear, the carrier, and the sun gear; (ii) rotating another one of the ring gear, the carrier, and the sun gear; and (iii) generating a rotational output at the remaining one of the ring gear, the carrier, and the sun gear. For example, in one configuration, the ring gear is maintained in a fixed position, the sun gear receives an input rotation, and an output rotation is generated at the planet carrier, which rotates about its central axis.

In general, planetary gear assemblies are designed and machined to introduce a particular gear ratio between the input rotation and the output rotation. Therefore, most planetary gear assemblies are application specific devices. In view of the foregoing, it would be desirable to utilize a particular planetary gear assembly in multiple applications. However, parameters such as input angular velocity, input torque, output angular velocity, output torque, and maximum operating speed, often restrict the potential use of a planetary gear assembly to only a limited number of applications. In addition, the continuing desire to increase the efficiency of electric products makes it desirable for electric motors and planetary gear assemblies to generate more output torque with a system that occupies less space. Accordingly, further advancements are desirable for planetary gear assemblies.

Summary

A reversible planetary gear assembly has been developed. The planetary gear assembly includes a ring gear configured for connection to a rotor of an electric motor when in a first position and configured for connection to a housing of the electric motor when in a second position. The planetary gear assembly also includes a sun gear configured for connection to the housing when the ring gear is in the first position and configured for connection to the rotor
when the ring gear is in the second position. The planetary gear assembly further includes a plurality of planet gears configured to mesh with the ring gear and the sun gear.

[0007] According to another embodiment, a method is provided for arranging a gear train relative to an input torque member. The method includes providing a planetary gear assembly comprising a ring gear, a sun gear, a plurality of planet gears, and a carrier for the planet gears, wherein at least two of the ring gear, sun gear, and carrier are configured to be connected to the input torque member such that a plurality of planetary gear configurations are possible for the planetary gear assembly. The method further includes selecting one of the plurality of planetary gear configurations for the planetary gear assembly, and arranging the planetary gear assembly relative to the input torque member in the selected one of the plurality of planetary gear configurations.

[0008] In at least one embodiment an electric motor assembly includes a planetary gear assembly, a stator, and a rotor positioned within the first interior space and configured for rotation relative to the stator. The stator includes a first interior space and the rotor defines a second interior space. A planetary gear assembly is associated with the rotor and is at least partially positioned within the second interior space.

[0009] According to another embodiment, a planetary gear assembly is used in association with a vehicle. The vehicle includes a chassis, a traction member and a drive system. The drive system comprises an electric traction motor and a planetary gear assembly coupled to the electric traction motor. The planetary gear assembly comprises an output member coupled to the traction member, wherein rotation of the output member provides a drive torque for the traction member.
Brief Description of the Figures

[0010] FIG. 1 is a block diagram illustrating a vehicle including a chassis, a traction member, and a drive system;

[0011] FIG. 2 is a side perspective view illustrating a portion of the vehicle of FIG. 1;

[0012] FIG. 3 is a block diagram of the drive system of FIG. 1, including a speed controller and an electric motor assembly;

[0013] FIG. 4 is a cross sectional view of the electric motor assembly of FIG. 3, having a planetary gear assembly oriented in a first position and an output shaft connected to a carrier of the planetary gear assembly;

[0014] FIG. 5 is an enlarged cross sectional view of the planetary gear assembly of FIG. 4;

[0015] FIG. 6 is a top perspective view of planet gears and the carrier of the planetary gear assembly of FIG. 4;

[0016] FIG. 7 is a top perspective view of the carrier of FIG. 6 shown without the planet gears;

[0017] FIG. 8 is a bottom perspective view of the carrier of FIG. 6, shown without the planet gears;

[0018] FIG. 9 is a cross sectional view of the electric motor assembly of FIG. 3, having the planetary gear assembly of FIG. 4 oriented in a second position, the output shaft remains connected to the carrier of the planetary gear assembly;

[0019] FIG. 10 is a flowchart depicting an exemplary method of operating the electric motor assembly of FIG. 3;
FIG. 11 is a cross sectional view of the electric motor assembly of FIG. 3, having the planetary gear assembly of FIG. 4 oriented in the first position and having an output shaft connected to a sun gear of the planetary gear assembly;

FIG. 12 is a cross sectional view of the electric motor assembly of FIG. 3, having the planetary gear assembly of FIG. 4 oriented in the second position and having an output shaft connected to a ring gear of the planetary gear assembly;

FIG. 13 is a side perspective view illustrating a portion of the vehicle of FIG. 1, the electric motor assembly of FIG. 3 being in a traction motor configuration;

FIG. 14 is a block diagram illustrating an alternative embodiment of the vehicle of FIG. 1, which includes numerous drive systems and traction members; and

FIG. 15 is a rear perspective view illustrating an alternative embodiment of the vehicle of FIG. 1, the vehicle being a watercraft.

**Detailed Description**

As shown in FIG. 1, a vehicle 100 includes a traction member 104 connected to a drive system 108 and positioned in a chassis 112. The vehicle 100 is a ground traversing vehicle such as a car, light duty truck, commercial duty truck (tractor trailer), golf cart, motorcycle, all-terrain vehicle, or the like. The chassis 112 provides a framework, which supports and positions the drive system 108 and the traction member 104. Accordingly, depending on the type of vehicle 100, the chassis 112 may be formed from metal, fiberglass, and/or other types of suitable materials.

As shown in FIG. 2, in at least one embodiment the traction member 104 includes a wheel 116 and a tire 120. The traction member 104 is mechanically coupled to the drive
system 108 by an axle 124. The axle 124 transmits a rotational force generated by the drive system 108 into a traction force that moves the vehicle 100. Rotation of the axle 124 rotates the wheel 116 and the tire 120. The vehicle 100 may include multiple wheels 116 and tires 120 to support the chassis 112; however, for simplicity, only one wheel and one tire are illustrated in FIG. 2.

[0027] As shown in FIG. 3, the drive system 108 includes an electric motor assembly 128 electrically coupled to a speed controller 132. The electric motor assembly 128 generates a drive torque that is coupled to the traction member 104 to move the vehicle 100. The speed controller 132 controls the torque generated by the electric motor assembly 128, such that the speed of the vehicle 100 may be controlled. The speed controller 132 may be any type of electronic controller configured to control an output torque and/or the angular velocity of an electric motor, as known to those of ordinary skill in the art.

[0028] As shown in FIG. 4, the electric motor assembly 128 includes a stator 136, a rotor 140, and a planetary gear assembly 144, each at least partially positioned within a housing 148. The planetary gear assembly 144 is shown being connected to a shaft 146 (shown in phantom), which may be the axle 124 (FIG. 2). The housing 148 is typically a metal casing, such as a steel casing or a cast aluminum casing. The housing 148, however, could also be comprised of any other suitable material. The housing 148 includes a bowl portion 152 connected to a cover plate portion 156. Together, the bowl 152 and the cover plate 156 define a housing internal space in which the stator 136, the rotor 140, and the planetary gear assembly 144 are at least partially positioned. The housing internal space includes the volume bounded by the opposite ends of the housing 148, as noted by dashed lines A and B.
The bowl 152 of the housing 148 defines a seat 164 configured to receive a left bearing 168. The bowl 152 may also include an opening (not shown) to enable an electrical connector 172 to extend through the bowl and into the housing internal space.

The cover plate 156, as shown in FIG. 4, connects to the bowl 152 of the housing 148 with numerous fasteners 176. The cover plate 156 may be removed from the bowl 152 to enable adjustment and configuration of the stator 136, the rotor 140, and the planetary gear assembly 144. The cover plate 156, along with a portion of the rotor 140, defines another seat 178 configured to receive a right bearing 180. Additionally, the cover plate 156 portion of the housing 148 defines an opening 184 configured to receive and to support a portion of the planetary gear assembly 144. The center opening 184 in the housing 148 includes a splined portion having numerous splines 188 or other such connection members, which are configured to mesh with a corresponding set of splines or other such connection members formed on the portion of the planetary gear assembly 144 received by the opening 184.

In another embodiment (not shown in the figures), the electric motor assembly 128 includes a housing having a three-piece configuration. The three-piece housing includes a first end cap and a second end cap connected to a generally cylindrical body portion. The first end cap is similar or identical to the cover plate 156. The second end cap defines a seat to support the left bearing 168. The stator 136, the rotor 140, and the planetary gear assembly 144 are at least partially positioned within the body portion.

With continued reference to FIG. 4, the stator 136 is positioned completely within the housing internal space (Lines A and B). The stator 136 includes a core 200 and a winding 204 extending through the core. A left set of end turns 208 of the winding 204 extends from the left side of the core 200, and a right set of end turns 212 of the winding extends from the right
side of the core. An axial length of the stator 136 may be defined as the distance between the tips of the left and the right end turns 208, 212 as measured in direction 288 (FIG. 4). The stator 136 defines a stator internal space in which the rotor 140 and the planetary gear assembly 144 are at least partially positioned. The stator internal space includes the volume bounded by the left and the right end turns 208, 212, as noted by dashed lines C and D of FIG. 4.

[0033] The rotor 140 is positioned completely within the housing internal space (Lines A and B) and is positioned at least partially within the stator internal space (Lines C and D). The rotor 140 is configured to rotate relative to the housing and the stator 136 about the left and the right bearings 168, 180. The rotor 140 may be referred to as an input torque member of the planetary gear assembly 144, because it provides the planetary gear assembly with an input rotation. The rotor 140 includes permanent magnets 192 connected to a support frame 196. The permanent magnets 192 are positioned in close proximity to the core 200 of the stator 136. The frame 196 of the rotor 140 defines an opening 224 configured to receive a portion of the planetary gear assembly 144. The opening 224 in the rotor 140 includes a splined portion having numerous splines 228 or other such connection members, which are configured to mesh with a corresponding set of splines or other such connection members formed on the portion of the planetary gear assembly 144 received by the opening. The rotor 140 defines a rotor internal space in which the planetary gear assembly 144 is at least partially positioned. The rotor internal space includes the volume bounded by the lateral ends of the rotor 140, as noted by dashed lines E and F. The opening 224 in the rotor 140 is positioned within the rotor internal space.

[0034] As shown in FIG. 5 the planetary gear assembly 144 includes a ring gear 232, a sun gear 236, a carrier 240, and numerous planet gears 244 connected to the carrier. Each of the ring gear 232, the sun gear 236, the carrier 240, and the planet gears 244 are formed from metal
such as steel, or the like. The ring gear 232, which has a circular periphery, includes a toothed portion 248 and a connection portion 252. The toothed portion 248 includes numerous teeth, or the like, which are configured to engage meshingly corresponding teeth of the planet gears 244. The connection portion 252 is a splined portion having numerous splines 256 or other such connection members, which are configured to mesh with the splines 188 formed within the opening 224 of the rotor 140 (as shown in FIG. 4). When the connection portion 252 of the ring gear 232 is received by the opening 224 in the rotor 140, the ring gear rotates with the rotor and the torque generated by the rotor is transferred to the ring gear. The ring gear 232 defines an internal cavity 260 in which at least a portion of the carrier 240 is positioned.

[0035] With continued reference to FIG. 5, the sun gear 236 has a generally circular periphery and includes a toothed portion 264 and a connection portion 268. The toothed portion 264 includes numerous teeth, or the like, which are configured to engage meshingly corresponding teeth of the planet gears 244. The connection portion 268 of the sun gear 236 is a splined portion having numerous splines 272 or other such connection members, which are configured to mesh with the splines 188 formed within the opening 184 of the housing 148 (as shown in FIG. 4). When the connection portion 268 of the sun gear 236 is received by the opening 184 in the housing 148, the sun gear is fixedly connected to the housing such that the sun gear does not rotate relative to the housing. The sun gear 236 defines an internal cavity 276 in which at least a portion of the carrier 240 is positioned.

[0036] As shown in FIG. 6, the planet gears 244 have a toothed exterior surface configured to rotate about a non-rotatable central post 286. The toothed surface is configured to engage meshingly the toothed portion 248 of the ring gear 232 and the toothed portion 264 of the sun gear 236 (as shown in FIG. 5). The planetary gear assembly 144 may include six planet
gears 244, grouped into three clusters each separated by approximately one hundred twenty degrees.

[0037] As shown in FIGS. 7 and 8, the carrier 240 includes an output portion 280 of the planetary gear assembly 144 and numerous retainers 292. The output portion 280 is positioned within the internal cavity 276 defined by the sun gear 236 and within the internal cavity defined by the ring gear 232. The output portion 280 includes numerous splines 284 or other connection members that are configured to engage corresponding splines formed on the shaft 146 (FIG. 4) to be driven by the drive system 108. The retainers 292 of the carrier 240 include protrusions 296, which are received by corresponding grooves formed in the posts 286 of the planet gears 244. The protrusions 296 interlock with the grooves to prevent rotation of the posts 286 and to secure the planet gears 244 to the carrier 240.

Reversibility of the Planetary Gear Assembly

[0038] The planetary gear assembly 144 is configured to be oriented in two positions (orientations) relative to the rotor 140. As described above with reference to FIG. 4, the planetary gear assembly 144 is shown in the first position in which the connection portion 252 of the ring gear 232 is received by the opening 224 of the rotor 140, and the connection portion 268 of the sun gear 236 is received by the opening 184 of the housing 148. Accordingly, in the first position, the input torque member (i.e. the rotor 140) rotates directly the ring gear 232. The rotation of the ring gear 232 causes the planet gears 244 to rotate about their respective connection point to the carrier 240. Additionally, the rotation of the ring gear 232 causes the planet gears 244 to revolve around the central axis of the sun gear 236 and causes the carrier 240.
to rotate about the central axis of the sun gear 236. The sun gear 236, which is connected to the housing 148, has a fixed position and does not rotate in response to the rotation of the rotor 140.

With reference next to FIG. 9, the planetary gear assembly 144 is shown in the second position relative to the rotor 140. Figure 9 is identical to FIG. 4 and includes all of the same parts. The only difference between FIG. 4 and FIG. 9 is that the planetary gear assembly 144 has been moved to the second position. In particular, the planetary gear assembly 144 in FIG. 9 is identical to the planetary gear assembly of FIG. 4, but is shown in FIG. 9 in a reversed position (i.e. the second position) relative to the rotor. When the planetary gear assembly 144 is in the second position, the connection portion 268 of the sun gear 236 is received by the opening 224 of the rotor 140, and the connection portion 252 of the ring gear 232 is received by the opening 184 of the housing 148. In the second position, the rotor 140 directly rotates the sun gear 236. The rotation of the sun gear 236 causes the planet gears 244 to rotate about their respective connection point to the carrier 240. Additionally, the rotation of the sun gear 236 causes the planet gears 244 to revolve around the central axis of the sun gear and causes the carrier to rotate about the central axis of the sun gear. The ring gear 232, which is connected to the housing 148, has a fixed position and does not rotate in response to the rotation of the rotor 140.

The flowchart of FIG. 10 illustrates an exemplary method 400 for arranging a gear train, such as the planetary gear assembly 144, relative to an input torque member, such as the rotor 140. In block 404, the method 400 provides the planetary gear assembly 144, which includes the ring gear 232, the sun gear 236, the planet gears 244, and the carrier 240. This refers to compiling the components of the planetary gear assembly 144 in a positionable unit. Thereafter, as shown in block 408, the desired position of the planetary gear assembly 144 is
selected. If the first position is selected, then, as in block 412, the ring gear 232 is connected to the rotor 140. Next, the cover plate 156 is connected to the bowl 152 of the housing 148, such that the sun gear 236 is received by the opening 184. If the second position is selected, the sun gear 236 is connected to the rotor 140. Next, the cover plate 156 is connected to the bowl 152 of the housing 148, such that the ring gear 232 is received by the opening 184.

[0041] The planetary gear assembly 144 may be moved between the first and the second positions. In particular, to change the position of the planetary gear assembly 144 a user first removes the cover plate 156. Next, the planetary gear assembly 144 is moved away from the rotor 140 to right along the direction 288 to separate the planetary gear assembly from the rotor. This movement separates one group of the splines 256, 272 on the planetary gear assembly 144 from the splines 228 on the rotor 140. Thereafter, the planetary gear assembly 144 is oriented in the desired position. Next, the planetary gear assembly 144 is moved toward the rotor 140 to the left along the direction 288 to connect the assembly to the rotor in the desired position. This movement meshes the other group of the splines 256, 272 on the planetary gear assembly 144 with the splines 228 on the rotor 140. Next, the cover plate 156 is connected to the bowl 152 of the housing 148 to secure the position of the planetary gear assembly 144.

Available Gear Ratios of the Electric Motor Assembly

[0042] The configurability of the planetary gear assembly 144 enables the electric motor assembly 128 to generate a rotational output with a selectable gear ratio. Below, the available gear ratios for each position of the planetary gear assembly 144 are described. The different gear ratios enable the planetary gear assembly 144 to multiply the torque generated by the rotating rotor 140. Considering first the arrangement of FIG. 4, the planetary gear assembly 144 is
shown in the first position with the shaft 146 connected to the output portion of the carrier 240. In this arrangement, the ring gear 232 is connected to the rotor 140 for rotation by the rotor, the carrier 240 is configured for rotation around the central axis of the sun gear 236, and the sun gear is fixed to the housing 148. Accordingly, in the first position, the planetary gear assembly 144 introduces a first gear ratio between the rotor 140 and the rotational output of the electric motor assembly 128, which, in this arrangement, is the output portion 280 (FIG. 5) of the carrier 240. An exemplary first gear ratio in this arrangement is 1.6 to 1 (rotation of rotor to rotation of carrier).

[0043] Considering now the arrangement shown in FIG. 9, the planetary gear assembly 144 is shown in the second position with shaft 146 still being connected to the output portion of the carrier 240. In this arrangement, the sun gear 236 is connected to the rotor 140 for rotation by the rotor, the carrier 240 is configured for rotation about the central axis of the sun gear, and the ring gear 232 is fixed to the housing 148. Accordingly, in the second position, the planetary gear assembly 144 introduces a second gear ratio between the rotor 140 and the output portion 280 (FIG. 5) of the carrier 240. An exemplary gear ratio in this arrangement is 2.7 to 1 (rotation of rotor to rotation of carrier).

[0044] It is noted that the same shaft 146 may be used in each of the above-described two arrangements. Additionally, the position of the shaft 146 remains the same in each of the arrangements. Accordingly, the electric motor assembly 128 is able to introduce two different gear ratios between the rotor 140 and the shaft 146 with exactly the same parts, only the relative position of the parts is changed.

[0045] As shown in FIG. 11, the planetary gear assembly 144 may be arranged to generate another gear ratio when configured in the first position. In this third arrangement, the
ring gear 232 is connected to the rotor 140 for rotation by the rotor. The carrier 240 is fixed to the housing 148 such that the planet gears 244 may rotate about the posts 286 (FIG. 6), but may not revolve around the central axis of the sun gear 236. The carrier 240 may be fixed to the housing 148 with any method, as known to those of ordinary skill in the art. For example, as shown in FIG. 11, the carrier 240 may be fixed to the housing 148 with a fastening member such as post 270, which extends through the cover plate 156' and is received by a corresponding opening in the carrier 240. Notably, the sun gear 236 is received by the opening 184' in the cover plate 156', and is configured for rotation relative to the cover plate. Accordingly, the cover plate 156' does not engage the splines 272 of the sun gear 236 and enables the sun gear to rotate relative to the housing 148. The rotational output member of the planetary gear assembly 144 is the sun gear 236. To this end, a shaft 150 having a size different than the shaft 146 may be received by the sun gear 236 for rotation by the sun gear. The shaft 150 may be connected to the sun gear 236 in a manner similar or identical to the manner in which the shaft 146 is connected to the carrier 240. Therefore, in this arrangement, the planetary gear assembly 144 introduces a third gear ratio between the rotor 140 and the rotational output of the electric motor assembly 128. It is noted that an adapter member (not shown) may be provided such that the shaft 146 (FIGS. 4 and 9) may be used with this arrangement (FIG. 11) of the planetary gear assembly 144. The adapter may be positioned within the cavity defined by the sun gear 236.

[0046] As shown in FIG. 12, the planetary gear assembly 144 may be arranged to generate yet another gear ratio (a fourth gear ratio considered thus far) when configured in the second position. In this arrangement, the sun gear 236 is connected to the rotor 140 for rotation by the rotor. The carrier 240 is fixed to the housing 148 such that the planet gears 244 may rotate about the posts 286 (FIG. 6), but may not revolve around the central axis of the sun gear
Notably, the ring gear 232 is received by the opening 184' in the cover plate 156', and is configured for rotation relative to the cover plate. Accordingly, the cover plate 156' does not engage the splines 256 of the ring gear 232 and, therefore, enables the ring gear to rotate relative to the housing 148 in response to rotation of the rotor 140. The rotational output of the planetary gear assembly 144 is the ring gear 232. To this end, the shaft 150 (also shown in FIG. 11) may be received by the ring gear 232 for rotation by the ring gear. Therefore, in this arrangement, the planetary gear assembly 144 introduces a fourth gear ratio between the rotor 140 and the rotational output of the electric motor assembly 128. It is noted that an adapter member (not shown) may be provided such that the shaft 146 (FIGS. 4 and 9) may be used with this arrangement (FIG. 12) of the planetary gear assembly 144. The adapter may be positioned within the cavity defined by the ring gear 232.

The planetary gear assembly 144 is configured to rotate an output shaft with at least four different gear ratios depending on the position and the configuration of the assembly. In at least some embodiments, a fifth output gear ratio of the planetary gear assembly 144 is also possible. In particular, a locked configuration may be achieved in which the output member of the planetary gear assembly 144 is rotated with a 1 to 1 gear ratio (rotation of rotor to rotation of output). For example, a locked configuration may be achieved with the planetary gear assembly 144 in the first position (FIG. 4) by connecting the carrier 240 to the ring gear 232 and utilizing the carrier as the rotational output of the electric motor assembly 128. Other locked configurations are possible with the planetary gear assembly 144 in the first and the second positions.
Compact Configuration of the Electric Motor Assembly

[0048] The position of the planetary gear assembly 144 relative to the stator 136 and the rotor 140 enables the electric motor assembly 128 to generate a comparatively high torque output from a compact package. For example, in a typical situation a planetary gear assembly is connected to an output shaft of an electric motor. In this example, a total length of the combination is defined by the axial length of the electric motor plus the axial length of the planetary gear assembly. The electric motor assembly 128 serves to reduce the total length of the previously described combination. As used herein, the axial length of the planetary gear assembly 144 is a length of the planetary gear assembly measured in the direction 288 of FIG. 4, and an axial length of the motor assembly 128 may be determined by the distance between the line A and the line B (also of FIG. 4) as measured in the direction 288.

[0049] With reference again to FIG. 4, in contrast to the typical electric motor and planetary gear assembly, the planetary gear assembly 144 does not contribute to the axial length of the electric motor assembly 128. For example, the planetary gear assembly 144 is positioned completely within the housing interior space (Lines A and B) and the stator interior space (Lines C and D); thus, the planetary gear assembly 144 does not contribute to the axial length of the motor assembly 128. Stated differently, the axial length of the planetary gear assembly 144 overlaps completely with the axial length of the stator 136, thus it is the axial length of the stator determines the axial length of the motor assembly 128.

[0050] The compact arrangement of the motor assembly 128 enables the components of the planetary gear assembly 144 to be positioned within the various above-described interior spaces. As shown in FIG. 4, in the first position the ring gear 232, the carrier 240, and the planet gears 244 are positioned completely within the housing internal space (Lines A and B), the stator
internal space (Lines C and D), and the rotor internal space (Lines E and F). Whereas, the sun gear 236, is positioned completely within the housing internal space (Lines A and B) and the stator internal space (Lines C and D), and positioned partially within the rotor internal space (Lines E and F). As shown in FIG. 9, in the second position the sun gear 236, the carrier 240, and the planet gears 244 are positioned completely within the housing internal space (Lines A and B), the stator internal space (Lines C and D), and the rotor internal space (Lines E and F). Whereas, the ring gear 232, is positioned completely within the housing internal space (Lines A and B) and the stator internal space (Lines C and D), and positioned partially within the rotor internal space (Lines E and F).

[0051] The electric motor assembly 128 described herein incorporates the planetary gear assembly 144 within the housing, stator, and rotor interior spaces such that the benefits of the planetary gear assembly (high torque output, among others) are realized without an increase in the axial length of the motor assembly. For these reasons and others, the electric motor assembly 128 is useful in applications that require an electric motor, which generates a large amount of torque, but that has a small form factor, such as in hybrid vehicles and electric vehicles.

[0052] In another embodiment, (not illustrated) the planetary gear assembly 144 contributes to the axial length of the electric motor assembly 128. In this embodiment, the axial length of the planetary gear assembly 144 only partially overlaps with the axial length of the stator 136, such that the planetary gear assembly extends from the stator interior space. This extension from the stator interior space results in an increase in the axial length of the motor assembly 128. For example, at least 50% of the axial length of the planetary gear assembly 144 is within the stator interior space. In another example, at least 75% of the axial length of the
planetary gear assembly 144 is within the stator interior space. In yet another example, at least 90% of the axial length of the planetary gear assembly 144 is within the stator interior space. In each of the above-described examples the housing interior space is also increased in response to the position of the planetary gear assembly 144. The increase in the housing interior space increases the length of the housing in the direction 288.

**Electric Traction Motor Configuration**

[0053] As shown in FIG. 13, the electric motor assembly 128 may be configured to function as an electric traction motor for the vehicle 100 in which it is positioned. As the term is used herein, a traction motor generates a drive torque for moving a vehicle. The electric motor assembly 128, in FIG. 13, is connected directly to the axle 124 to provide a drive torque for the traction member 104 without a transmission element being interposed between the electric motor assembly and the axle. Accordingly, the wheel 116 and tire 120 rotate with the same angular velocity as the output member of the planetary gear assembly 144. A large percentage of the torque generated by the electric motor assembly 128 is transmitted directly to the wheel 116.

[0054] In operation, the drive system 108 rotates a portion of the traction member 104 in order to move the vehicle 100. Specifically, the speed controller 132 sends a signal to the winding 204 of the stator 136 which causes the rotor 140 to rotate with a particular angular velocity. Rotation of the rotor 140 causes the output member of the planetary gear assembly 144 to rotate. The rotation of the output member is coupled directly to the traction member 104 in order to move the vehicle 100. The drive system 108 is suitable for use with any type of vehicle 100 including vehicles powered by both electric motors and internal combustion engines, commonly referred to as "hybrid" vehicles as well as fully electric vehicles. Accordingly, in
some embodiments the rotational output of the drive system 108 may be coupled to the traction member 104 via a transmission and/or a differential among other types of mechanical transmission devices.

[0055] As shown in FIG. 14, another embodiment of the vehicle 100' includes numerous drive systems 108' each being associated with one of numerous traction members 104'. The drive system 108' and traction members 104' are positioned within a chassis 112'. In this embodiment, each traction member 104' is independently driven and controlled by its associated drive system 108'. One or more of the drive systems 108' may be configured in a traction motor arrangement, as described above.

[0056] In another embodiment, as shown in FIG. 15, the chassis 112" is an element of a watercraft vehicle 100". Exemplary watercrafts 100" include boats, personal watercraft, and the like. In this embodiment the traction member 104" assembly includes an axle 124" and a propeller 292" configured to generate a traction force, which moves the watercraft 100" when rotated under water.

[0057] While the invention has been described with reference to exemplary embodiments, it will be understood by those skilled in the art that other implementations and adaptations are possible. For example, various changes may be made and equivalent elements may be substituted for elements thereof without departing from the scope of the invention. In addition, many modifications may be made to adapt a particular situation or material to the teachings of the invention without departing from the essential scope thereof. Also, there are advantages to individual advancements described herein that may be obtained without incorporating other aspects described herein. Therefore, it is intended that the invention not be
limited to the particular embodiment disclosed for carrying out this invention, but that the invention will include all embodiments falling within the scope of the appended claims.
**Claims**

What is claimed is:

1. A planetary gear assembly comprising:
   - a ring gear configured for connection to a rotor of an electric motor when in a first position and configured for connection to a housing of the electric motor when in a second position;
   - a sun gear configured for connection to the housing when the ring gear is in the first position and configured for connection to the rotor when the ring gear is in the second position;
   - and
   - a plurality of planet gears configured to mesh with the ring gear and the sun gear.

2. The planetary gear assembly of claim 1 further comprising a carrier connected to the plurality of planet gears.

3. The planetary gear assembly of claim 2 wherein an output portion of the carrier is at least partially positioned within a cavity defined by the sun gear.

4. The planetary gear assembly of claim 2 wherein the rotor rotates the carrier with a first gear ratio when the ring gear is in the first position, and the rotor rotates the carrier with a second gear ratio when the ring gear is in the second position.

5. The planetary gear assembly of claim 1 further comprising:
   - a first splined portion provided on the ring gear;
   - a second splined portion provided on the sun gear;
   - a third splined portion provided on the rotor; and
   - a fourth splined portion provided on the housing.
wherein (i) when the ring gear is in the first position the first splined portion meshes with the third splined portion and the second splined portion meshes with the fourth splined portion and (ii) when the ring gear is in the second position the first splined portion meshes the fourth splined portion and the second splined portion meshes with the third splined portion.

6. The planetary gear assembly of claim 5 further comprising:

   a carrier connected to the plurality of planet gears, the carrier including an output portion configured to provide a rotational output of the electric motor.

7. The planetary gear assembly of claim 6 wherein the housing defines an interior space and the planets gears are positioned within the interior space.

8. The planetary gear assembly of claim 6 wherein the electric motor is a traction motor, and the traction motor is positioned within a vehicle.

9. An electric motor assembly comprising:

   a stator defining a first interior space;

   a rotor positioned within the first interior space and configured for rotation relative to the stator, the rotor defining a second interior space; and

   a planetary gear assembly associated with the rotor and at least partially positioned within the second interior space.

10. The electric motor assembly of claim 9, the stator comprising:

    a first plurality of end turns extending from a first end of the stator; and

    a second plurality of end turns extending from a second end of the stator,

    wherein the planetary gear assembly is completely positioned between the first and the second plurality of end turns.
11. The electric motor assembly of claim 10, the planetary gear assembly comprising:
   a ring gear;
   a sun gear;
   a plurality of planet gears configured to engage meshingly the ring gear and the sun gear; and
   a carrier connected to the plurality of planet gears.

12. The electric motor assembly of claim 9, the rotor comprising:
   a plurality of permanent magnets.

13. The electric motor assembly of claim 9, the planetary gear assembly comprising:
   a ring gear;
   a sun gear; and
   a plurality of planet gears configured to engage meshingly the ring gear and the sun gear, wherein the plurality of planet gears is positioned completely within the second interior space.

14. The electric motor assembly of claim 13, the planetary gear assembly further comprising:
   a carrier connected to the plurality of planet gears and including an output connection portion of an electric motor assembly,
   wherein the carrier is positioned completely within the second interior space.

15. The electric motor assembly of claim 9, further comprising:
   a housing,
   wherein the stator, the rotor, and the planetary gear assembly are at least partially positioned within the housing.
16. The electric motor assembly of claim 15, the planetary gear assembly comprising:
   
a ring gear configured for connection to the rotor when in a first position and configured for connection to the housing when in a second position;

   a sun gear configured for connection to the housing when the ring gear is in the first position and configured for connection to the rotor when the ring gear is in the second position; and

   a plurality of planet gears configured to mesh with the ring gear and the sun gear.

17. The electric motor assembly of claim 9 wherein a rotational output of the planetary gear assembly provides a drive torque for moving a vehicle associated with the electric motor assembly.

18. A vehicle comprising:

   a chassis;

   a traction member associated with the chassis; and

   a drive system associated with the chassis and the traction member comprising

   an electric traction motor,

   a planetary gear assembly coupled to the electric traction motor, the planetary gear assembly comprising an output member coupled to the traction member,

   wherein rotation of the output member provides a drive torque for the traction member.

19. The vehicle of claim 18 wherein the output member is connected directly to the traction member, such that the output member and the traction member rotate with an equal angular velocity.
20. The vehicle of claim 18, the electric traction motor comprising:

   a housing;
   a stator; and
   a rotor,

   wherein the stator defines a first interior space, and the planetary gear assembly is positioned at least partially within the first interior space.
FIG. 3
FIG. 10
FIG. 15
INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER

IPC(8) - F16H 3/44 (201 1.01)
USPC - 475/149

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

IPC(8) - B60K 7/00, 17/12; F16H 3/44 (201 1.01)
USPC - 180/65.1, 337, 345, 372, 310/75R, 83; 475/149, 150, 269, 298, 331

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

PatBase

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>US 2006001 16233 A1 (GRADU) 01 June 2006 (01.06.2006) entire document</td>
<td>9, 18, 19</td>
</tr>
<tr>
<td>Y</td>
<td>US 6,428,442 B1 (TURGAY et al) 06 August 2002 (06.08.2002) entire document</td>
<td>1-20</td>
</tr>
<tr>
<td>A</td>
<td>US 5,195,389 A (ISOZUMI) 23 March 1993 (23.03.1993) entire document</td>
<td>1-20</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C.

* Special categories of cited documents:

"A" document defining the general state of the art which is not considered to be of particular relevance

"E" earlier application or patent but published on or after the international filing date

"L" document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)

"O" document referring to an oral disclosure, use, exhibition or other means

"P" document published prior to the international filing date but later than the priority date claimed

"V" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention

"X" document of particular relevance; the claimed invention cannot be considered without the disclosure of the invention in the cited document

"Y" document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is taken alone

"&" document member of the same patent family

Date of the actual completion of the international search: 01 February 2011

Date of mailing of the international search report: 07 FEB 2011

Name and mailing address of the ISA/US

Mail Stop PCT, Attn: ISA/US, Commissioner for Patents

P.O. Box 1450, Alexandria, Virginia 22313-1450

Facsimile No. 571-273-3201

Authorized officer: B. Blaine R. Copenhagen

PCT Helpdesk: 571-272-4300

PCT OSP: 571-272-7774

Form PCT/ISA/210 (second sheet) (July 2009)