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1. 
The present invention relates to control sys 

tems, and more particularly to a control system 
in which a press is opened and closed in accord 
ance with a predetermined schedule and in ac 
cordance with the temperature of the press. 

In the operation of moulding presses it is cus 
tomary to bring them up to temperature prior 
to the time they are closed. The presses are then 
closed and held in that position long enough for 
the moulding operation to take place. At the 
end of this time a cooling medium is introduced 
in the press to cool it down and the press is then 
opened. Thereafter the press is heated up in 
preparation for another cycle. 

It is an object of the present invention to pro 
vide a control system in which the above cycle 
of Operations may be accurately carried out with 
a minimum of simple equipment. It is a further 
object of the invention to provide a control sys 
tem in combination with a pneumatically oper 
ated press to control the temperature of the press 
as well as the opening and closing of the same. 
While the press is shown herein as being opened 
and closed by pneumatic means it will be obvious 
that hydraulic opening and closing means could 
also be used if desired. 
In some cases it is only necessary that the 

press be brought up to at least some predeter 
mined temperature while the moulding operation 
is taking place. In other cases it is necessary 
that the temperature of the press be maintained 
at Some predetermined temperature, while the 
moulding is taking place. The control system 
of my invention also contemplates the control of 
the temperature of the press as well as the main 
tenance of a maximum and of a minimum tem 
perature therein. 
The various features of novelty which charac 

terize this invention are pointed out with partic 
ularity in the claims annexed to and forming a 
part of this specification. For a better under 
standing of the invention, however, its advan 
tages and specific objects obtained with its use, 
reference should be had to the accompanying 
drawings and descriptive matter in which is ill 
lustrated and described a preferred embodiment 
of the invention. 
In the drawings: 
Figure i is a diagrammatic view of one embodi 

ment of the invention and 
Figure 2 is a view showing a second 

ment of the invention. 
Referring to the drawings, there is diagram 

matically shown a moulding press having a sta 
tionary part , and a moving part 2 that is raised 
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to these nozzles. 
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2 
and lowered with respect to the part by means 
of the plunger 3 which has a piston 4 formed on 
the upper end thereof. The piston is received 
in a cylinder 5 that has air under pressure Sup 
plied to either its upper end through a pipe 6 
or to its lower end through a pipe 7. The pipes 
have in them three-way solenoid valves 8 and 9, 
respectively, which valves are operated to either 
connect the air supply to the respective cylinder 
ends or to connect the ends of the cylinder With 
the atmosphere. The valve 8 in its normal un 
energized condition connects the upper end of 
the cvlinder with the atmosphere, while the valve 
9 in its normal unenergized condition connects 
the lower end of the cylinder with the air sup 
ply. So that normally the press is Open. . 
The press is supplied with a heating and with 

a croling medium, depending upon the portion 
of the cycle, throTigh a pipe it that connects 
directly with the lower portion of the press. 
The upper portion 2 of the press is supplied with 
the same medium through a flexible pipe 2 that 
joins with the pipe ff. The pipe 2 is sufficient 
ly flexible so that the portion 2 may be raised 
and lowered without breaking the connection. 
Steam or hot water is supplied to the pipe f 
through a pipe 3 and cooling water is supplied 
to the pipe f through a pipe 4. The junction 
of the pipes , 3 and 4 is controlled by a pneu 
matically operated three-way valve 5 which is 
spring operated in a direction to connect pipes 
i? and 4 and which may be moved by means of 
air pressure applied above its diaphragm to a 
position in which pipes and 3 are connected. 
Air is supplied to the valve 5 through a pipe 
which has in it a three-way solenoid valve f6. 
This valve in its normal deenergized position con 
nects the pipe 7 to the atmosphere. When the 
valve 6 is energized air is supplied through the 
pipe T to the valve 5. 
The temperature of the press is measured by 

any suitable means which is shown herein as be 
ing a thermometer bulb 8 that is placed in the 
stationary portion of the press . This bulb is 
connected by means of a capillary tube 9 to a 
Bourdon tube 2, the outer free end of which has 
mounted upon it a double flapper 22. As the 
temperature of the press increases or decreases 
the Bourdon tube Will unWind or Wind to move 
the flapper 22 back and forth between a pair of 
nozzles 20 and 20A, respectively, which are sup 
plied with air from a pipe 40 through a divided 
air line and through suitable restrictions leading 

As the air flowing through the 
nozzles is throttled, it serves to operate one or 
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the other of a pair of pressure operated switch 
units 23 or 24. These switch units are identical 
in that each consists of an expansible bellows 25 
that serves to move a switch supporting arm 26 
against the tension of a spring 29. The unit 23 
is provided with a switch 27 that is closed when 
the bellows expands and the unit 24 is provided 
with a switch 28 that closes when the bellows 
of that unit expands. The point at which the 
flapper 22 will cooperate with the nozzle 20 or 
20A, and therefore the temperature of the press 
at which the switches 27 and 28 will be closed, 
may be regulated by adjusting the nozzles closer 
together or further apart. 
Operation of the switches 27 and 28 serves to 

regulate either directly or indirectly the opera 
tion of a pair of relays A and B. The relay A is 
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operated in one direction by a coil 3 and in the 
opposite direction by a coll 32. As these coils are 
energized, a solenoid core 33 is moved to either 
close or open a switch 34, respectively. The Sec 
ond relay B consists of coils 35 and 36 which 
when operated serve to move a solenoid core 37 in 
a direction to open or close a switch 38, respec 
tively. It is noted that these relays are so de 
signed that the switches will remain closed after 
the coils 3 for 36 have once been energized, and 
will remain open after the coils 32 and 35 have 
once been energized, even though these coils may 
later become deemergized. 
There is also included in the control system a 

timer 39 which may be of any Suitable commers 
cial type, that will close one switch during the 
timing period and close another switch when the 
timing period is over and that will automatically 
reset itself at the end of a cycle. As shown here 
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in, the timer has a clutch coil. 4 that operates . 
a holding switch 42. The timer also has a motor 
43 which operates a switch arm 44 to move the 
latter into engagement with a contact 45 during 
the timing period and to move it into engagement. 
with a contact 46 when the timing period is ter- . 
minated. The timer is also provided with a man 
ually operated switch 47 to start the timing cycle. 
A signal light 48 is provided in the system to 

4. 
to energize the coil 3 of relay A through wires 
5, wire 54, switch 44, 45, coil 3 and wire 58 
to the line to close the switch 34. Closing of that 
switch forms a holding circuit for the clutch 4f 
through the timing contact 42 of the timer. The 
closing of Switch 34 also serves to energize the 
solenoids 8 and 9 by closing a circuit from one 
side of the line through switch 34, wire 55, the 
Solenoids 8 and 9 and wire 56 to the other side 
of the line, Energization of the Solenoid 9 discon 
nects the supply of air through pipe 7 and con 
nects the lower end of the cylinder 5 to the atmos 
phere. Energization of the Solenoid 8 connects 
the upper end of the cylinder 5 with the air sup 
ply through pipe 6 so that the press part 2 is 
lowered. This condition continues as long as the 
timer remains in its present condition. 
When the timing period has terminated the mo 

tor 43 of the timer Will move the Switch blade 44 
out of engagement with the contact 45 and move 
it into engagement with the contact 46. This 
serves to energize the coil 35 of relay B through a 
circuit consisting of wire 5, wire 54, blade 44, con 
tact 46, the wire 57, the coil 35 and wire 58 back 
to the other side of the line. The energization 
of this coil opens Switch 38 to deemergize Solenoid 
valve 6 thereby cutting off the supply of air 
through pipe f7 and connecting that pipe with 
the atmosphere. As a result of this the spring in 
valve f3 will move the valve plunger to a posi 
tion so, that the cooling water may be supplied 
to the press. 

After the press has cooled down sufficiently, the 
Bourden tube 2 will wind up enough to move 
flapper 22 into engagement with nozzle 20A. This 
stops the flow of air through the nozzle and causes 
the bellows 25 of switch unit 24 to expand suf 
ficiently to close switch 28, thereby closing a cir 
cuit which will energize solenoid coils 32 and 36. 
Energization of the coil 32 is completed through 
wire 5, switch 28, coil 32 and wire 58 to the other 
side of the line and serves to open the switch 34. 
Such operation breaks the holding circuit for 
timer switch 42 and deenergizes the timer 39 
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indicate when the apparatus is in condition to be Operated. 
In the operation of the system, at the termi 

nation of a cycle, the switch 38 is closed to ener 
gize the solenoid valve 6 so that air will be sup 50 
plied through the pipe 7 to the valve f3. In this. . 
way the steam or hot water supply to the press is 
turned on so that the press will be heated to its 
proper temperature before a new operation is per 
formed therewith. When the press has reached 
the temperature for which the system has been 
adjusted, the Bourdon tube 2 will expand enough 
to move the flapper 22 into engagement with the 
nozzle 20 and stop the flow of air therethrough. 
Bellows 25 will accordingly be expanded to close 
Switch 27. This closes a circuit from one side 
of the line through wire 5 f, switch 27, wire 52, 
signal light 48 and wire 58 to the other side of the 
line; the light indicating that the press is at the 
proper temperature. This circuit also sets up an 
energizing circuit for the timer push button 47. 
Thereafter. when the press has been placed in 
readiness for operation, the operator will push the 
button 47, energizing the clutch coil 4 through 
the previously mentioned circuit consisting of wire 
5, switch 27 and wire 52 to the push button and 
clutch coil and back to the line through wire 53. 
The motor 43 of the timer is also started by this 
operation bringing the switch arm 44 into en 
gagement with contact 45. This closes a circuit 
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which automatically resets itself in condition for 
another cycle to take place. Opening the switch 
34 also serves to deenergize solenoid valves 8 and 
9 thereby connecting the upper end of the cylinder 
5 with the atmosphere and the lower end of cyl 
inder 5 with the supply of air through pipe 7 
thereby raising the part 2 of the press out of en 
gagement with part . The energization of coil 
36 will cause the solenoid core 37 to move to the 
right and close Switch 38 to energize solenoid 
valve 6. This connects the pipe f7 with the sup 
ply of air so that valve 5 will be moved to a po 
sition to connect pipes 3 and if thereby permit 
ting a Supply of steam or hot water to go to the 
press So that the press will be heated up in readi 
neSS for another cycle of operation. 
From the above description it will be seen that 

a cycle of operation is started by pressing the 
starting button 47 of the timer and this may be 
done any time after the signal 48 is turned on to 
indicate that, the press is up to temperature. 
When a cycle of operation is started the press 
parts are moved together for the moulding opera 
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tion to take place at the proper temperature. A 
predetermined time after the press is closed the 
heat is turned off and the cooling water is turned 
on. When the press has cooled down to some pre 
determined degree it is automatically opened to 
complete the cycle. As the press opens the steam 
is turned on again to heat it up in preparation 
for another cycle. 
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In the system shown in Figure 1 and described 
above, the switch 27 was operated when the tem 
perature reached a predetermined maximum 
value and no means is provided to control this 
temperature, which may rise to the value of the 
temperature of the hot water or steam in pipe 
3. In some cases it may be desirable to control 
the temperatrue of the press to some given value 
rather than just keep it above a minimum value. 
When such a system is desired the construction 
shown in Figure 2 may be used in connection 
with that. of Figure 1. As shown in Figure 2, 
a steam valve 6 is placed in the pipe 3 ahead 
of the three way valve 5. This valve is of the 
type which closes with an increase of pres 
sure applied to its diaphragm and this pres 
sure is applied through a pipe 62 from a ten 
perature control instrument 63 that may take 
the form of the controller which is described in 
detail in Moore Patent 2,125,081 that issued On 
July 26, 1938. With this system the pressure op 
erated switch unit 23 is connected to the pipe 
62 and functions in exactly the Same manner aS 
it did in the previously described case. As a mat 
ter of fact the system of Figure 2 is exactly the 
same as that of Figure 1 with the addition of a 
control instrument and an air operated Valve. 
In the operation of this system the temperature 
of the press as measured from the responsive 
bulb 8 is controlled by the amount of steam 
which is supplied through pipe 3. As the ten 
perature of the press varies, the control instru 
ment 63 operates to vary the pressure of the air 
supplied to it by pipe 40 and from it through pipe 
62, to vary the opening of valve 6. 
responsive switch 23 is in this case responsive to 
the pressure in pipe 62, since when the temper 
ature of the press has reached some predeters 
mined point the pressure in the pipe 62 will have 
increased to a point where the switch 27 will be 
closed to initiate the operation described in 
connection with Figure 1. Thereafter the pres 
sure in the pipe 62 is varied in accordance with 
the temperature of the press to maintain that 
temperature at some predetermined value. The 
various pressures in the pipe 62 will not have any 
effect upon the operation of the remainder of 
the system, since after the timer 39 has been 
started and the switch 34 closed, a holding cir 
cuit, which is independent of the Switch 27 is ap 
plied through the switch 34. The minimum tem 
perature operated switch unit 24 can either be 
operated from an entirely separate temperature 
system from that which is used in connection 
with the controller 63 or, as would probably be 
the case in most commercial instruments, it may 
be combined with the mechanism in the instru 
ment 63 so that a single temperature responsive 
system can be used to control two air pressures, 
one which increases the pressure as the temper 
ature of the press increases to control the Valve 
6 and the Switch unit 23 and the other of which 
increases, the pressure in this System when the 
temperature of the press decreases in order to 
control the Switch unit 24. 
From the above description it will be seen that 

I have provided a control system to control the 
temperature and the operation of a moulding 
press which system is simple and completely auto 
matic to regulate the operation and temperature 
of the press. 
While in accordance with the provisions of the 

statutes, I have illustrated and described the best 
form of my invention now known to me, it will be 
apparent to those skilled in the art that changes 

The pressure : 
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may be made in the form of the apparatus dis 
closed without departing from the spirit of my 
invention as set forth in the appended claims, 
and that in Some cases certain features of my 
invention may sometimes be used to advantage 
without a corresponding use of other features. 

Having now described my invention, What I 
claim as new and desire to secure by Letters Pat 
ent, is: 

1. In a control system for a press, means op 
erative to supply alternately a cooling medium 

5 

20 

25 

30 

and a heating medium to the press, a timer, 
means operated upon the attainment of a pre 
determined temperature by said press to set up 
a circuit through which said timer may be oper 
ated, means to operate said timer thereafter, and 
means operated by said timer to produce ad 
justment of said supply means to turn off the 
Supply of heating medium and turn on a Supply 
of cooling medium a, predetermined tim2 after 
the timer has been operated. 

2. A control System for a press having a sta 
tionary part and a movable part nowable into 
and out of engagement With Said Stationary part, 
Supply means to supply alternately a heating 
and a cooling medium to said press, means to 
maintain the temperature of said press constant 
during the time the heating medium is supplied 
thereto, means operated upon the attainment of 
a predetermined temperature in said press, and 
mechanism operated by said last named means 
to control the movement of said movable part 
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into engagement With said stationary part. 
3. A control System for a press having a sta 

tionary part and a movable part movable into 
and out of engagement with said stationary part, 
Supply means to Supply alternately a heating and 
a Cooling mediurn to said press, a timer, means 
to Set up a circuit upon the attainment of a pre 
determined temperature of said press through 
which said timer may be operated, means to 
operate said timer thereafter, means operated by 
Said timer to control the movement of said mov 
able part into engagement with said stationary 
part, and means also operated by said timer after 
Said parts have been in engagement a predeter 
mined time to control the adjustment of said 
Supply means to turn off the supply of heating 
medium and turn on a supply of cooling me 
dium. 

4. In a control system for a press having a sta 
tionary part and a movable part movable into 
and out of engaganent with said stationary part, 
means to supply a heating medium to said press, 
means to be operated upon the attainment of a 
predetermined temperature of said press to move 
Said movable part of the press into engagement 
with the stationary part thereof, means operated 
after said parts have been in engagement a pre 
determined time to adjust said supply means to 
supply a cooling medium to said press, and means 
operated when said press reaches a predetermined 
minimum temperature to control the separation 
of said novable part from said stationary part 
and control the operation of said Supply means 
to again supply a heating medium to said press. 

5. A control system for a press having a sta 
tionary part and a movable part that may be 
moved into and Out of engagement with the 
Stationary part, moving means to move said nov 
able part, supply means to supply alternately a 
cooling and a heating medium to the parts, a 
timer, temperature responsive means responsive 
to the temperature of said preSS, means Operated 
by said temperature responsive means upon the 
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attainment of a predetermined maximum press 
temperature to set up a circuit through which 
said timer may be operated, means to Operate 
said timer thereafter, means operated by said 
timer to control the movement of Said press parts 
together, means also operated by Said timer after 
a predetermined period to control the adjustment 
of said supply means to supply a cooling medium 
to said press, and means Operated by Said tem 
perature responsive means after said press has 
attained a predetermined minimum temperature 
to control the operation of Said moving means to 
separate said press, parts. 

6. In a Bontrol system for a press having a sta 
tionary part and a movable part moved into and 
Out of engagement with Said stationary part, 
means to supply a heating and a cooling medium 
to said press, moving means to move said press 
parts together, means Operative after Said parts 
have been together a predetermined time to con 
trol the Operation of said supply means to Supply 
a cooling medium to the press, means responsive 
to the temperature of Said press and operative 
when the temperature thereof reaches a prede 
termined minimum to control the operation of 
Said moving means to separate the press parts and 
said supply means to supply a heating medium to 
said press. 

7. In a control system for a press having a sta 
tionary part and a movable part adapted to be 
moved into and out of engagement with said 
stationary part, supply means adjustable to sup 
ply alternately a heating and a cooling medium to 
said press, a timer, means operated by said timer 
to produce movement of said parts of the press 
together while said supply means is adjusted to 
Supply a heating medium to the press, means 
responsive to the temperature of said press, means 
Operated by said timer after a predetermined time 
to control the adjustment of said supply means 
to cut off said supply of heating medium and turn 
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On a supply of cooling medium, and means oper 
ated by said temperature responsive means when 
the press temperature has reached a predeter 
mined value to cause said press parts to open 
and to adjust said supply means to cut of the 
supply of cooling medium. 

8. A control System for a press having a sta 
tionary part, and a movable part to be moved 
into and out of engagement with said stationary 
part, means to move said movable part, mech 
anism to control said means to move, supply 
means adjustable to supply alternately a heating 
and a cooling medium to said press, means re 
Sponsive to the temperature of said press, means 
Operated by said responsive means when said 
preSS reached a predetermined temperature to 
place said mechanism in a condition to operate 
Said first means to move said movable part into 
engagement with said stationary part, means op 
erated a predetermined time after said parts have 
been in engagement to adjust said supply means 
to turn off the supply of heating medium and turn 
On a Supply of cooling medium, and means oper 
ated by said responsive means upon the attain 
ment by said press of a given minimum tem 
perature to produce operation of said means to 
move said movable part in a direction to separate 
Said parts. 

HENRY J. STOCKER. 
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