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(57) ABSTRACT 

Macroscopically manipulable nanoscale devices made from 
nanotube assemblies are disclosed. The article of manufac 
ture comprises a macroscopic mounting element capable of 
being manipulated or observed in a macroScale environ 
ment, and a nanoscale nanotube assembly attached to the 
mounting element. The article permits macroScale informa 
tion to be provided to or obtained from a nanoscale envi 
ronment. A method for making a macroscopically manipu 
lable nanoscale devices comprises the steps of (1) providing 
a nanotube-containing material. (2) preparing a nanotube 
assembly device having at least one carbon nanotube for 
attachment; and (3) attaching Said nanotube assembly to a 
Surface of a mounting element. 
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METHOD FOR FORMING AN ARRAY OF 
SINGLE-WALL CARBON NANOTUBES IN AN 
ELECTRIC FELD AND COMPOSITIONS 

THEREOF 

TECHNICAL FIELD OF THE INVENTION 

0001. This invention relates generally to the field of 
macroscopically manipulable nanoscale devices that permit 
information to be provided to or obtained form a nanoscale 
environment, and more particularly to the use of nanotubes 
attached to macroScale mounting members as nanoscale 
probes, fabricators and manipulators. 

BACKGROUND OF THE INVENTION 

0002 The development of mechanical, electrical, chemi 
cal and biological devices and Systems that include or 
comprise nanoscale components, Sometimes termed nano 
technology, has been slowed by the unavailability of or 
limitations inherent in devices that enable Sensing, measur 
ing, analyzing, and modifying objects with nanometer reso 
lution and Sensing, measuring, analyzing, moving, manipu 
lating, fabricating and modifying objects with nanometer 
dimensions. 

0003. One class of devices that have found some use in 
nanotechnology applications are proximity probes of Vari 
ous types including those used in Scanning tunneling micro 
Scopes (STM), atomic force microscopes (AFM) and mag 
netic force microscopes (MFM). While good progress has 
been made in controlling the position of the macroscopic 
probe to Sub-angstrom accuracy and in designing Sensitive 
detection Schemes, the tip designs to date have a number of 
problems. 
0004 One such problem arises from changes in the 
properties of the tip as atoms move about on the tip, or as the 
tip acquires an atom or molecule from the object being 
imaged. Another difficulty with existing probe microscope 
tips is that they typically are pyramidal in shape, and that 
they are notable to penetrate into small “holes” on the object 
being imaged, and they may give false image information 
around sharp vertical discontinuities (e.g., Steps) in the 
object being imaged, because the active portion of the “tip” 
may shift from the bottom atom to an atom on the tip's Side. 
Moreover, conducting conventional probe microScope tips 
have never been Successfully covered with an insulating 
material So that the only electrically-active element is the 
point of the tip itself. 
0005 Conventional probe microscope tips also are very 
rigid in comparison to many of the objects to be examined, 
and with “soft” samples (e.g., biomolecules like DNA) 
conventional AFM tips misrepresent the thickness of the 
object imaged, because that object is literally compressed by 
the action of the tip. 
0006 Thus, there is a need for macroscopically manipu 
lable nanoscale devices for observing, fabricating or other 
wise manipulating individual objects in a nanoscale envi 
ronment that address the foregoing and other disadvantages 
of the prior art. 

SUMMARY OF TH INVENTION 

0007. The present invention employs geometrically-regu 
lar molecular nanotubes (such as those made of carbon) to 
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fabricate devices that enable interaction between macro 
Scopic Systems and individual objects having nanometer 
dimensions. These devices may comprise one or more 
individual nanotubes, and/or an assembly of nanotubes 
affixed to a Suitable macroscopically manipulable mounting 
element whereby the device permits macroScale information 
to be provided to or obtained from a nanoscale environment. 
0008 Individual nanotubes or bundles of nanotubes can 
be recovered from a material (Such as the carbon nanotube 
“ropes”) grown by procedures described herein. ASsemblies 
of nanotubes can be fabricated by physical manipulation of 
nanotube-containing material, or by Self-assembly of groups 
of nanotubes, or by chemical, physical or biological behav 
ior of moieties attached to the ends or to the sides of the 
nanotubes or bundles of nanotubes. Individual nanotubes or 
assemblies of nanotubes can be grown to achieve Specific 
characteristics by methods described herein. 
0009 More particularly, the devices of the present inven 
tion can comprise probes with tips comprising one or more 
molecular nanotubes. When attached to an appropriate 
motion transducer (piezoelectric, magnetic, etc.) the probe is 
capable of Sensing, measuring, analyzing, and modifying 
objects with nanometer resolution and Sensing, measuring, 
analyzing, moving, manipulating, and modifying objects 
with nanometer dimensions. 

0010. A method for making such devices is disclosed, 
which includes the steps of (1) providing a nanotube 
containing material; (2) preparing a nanotube assembly 
comprising at least one nanotube from the nanotube-con 
taining material; and, (3) attaching the nanotube assembly to 
a macroscopically manipulably mounting element. 
0011. The nanoscale devices according to the present 
invention provide Strong, reliably mounted probe tips and 
other nanoscale fabricators and manipulators, that are gentle, 
hard to damage, even upon “crashing into the working 
Surface, that can be easily made electrically conductive, that 
can present a uniform diameter and precisely known atomic 
configuration, including precisely located derivitization with 
chemical moieties. 

0012. The devices of the present invention have a number 
of advantages over conventional microscopy probes (e.g. 
STM and AFM). A probe tip consisting of a single molecular 
nanotube or a few Such tubes has the advantage that all its 
constituent atoms are covalently bonded in place and are 
unlikely to move, even under eXtreme StreSS, Such as that 
occurring when the tip “crashes' into the object being 
imaged. Moreover, the known, Stable geometry of molecular 
nanotube tips allows one to more accurately interpret the 
data acquired by probe microScopes using Such tips. In 
addition, molecular nanotubes are very compliant, buckling 
in a gentle, predictable, and controllable fashion under 
forces that are Small enough to avoid Substantial deforma 
tion to delicate Sample objects. Unlike currently used pyra 
midal probe tips, molecular nanotubes are very long with 
respect to their diameter, and can therefore reliably image 
the bottom areas of holes and trenches in the items being 
imaged. 
0013 Electrically conducting nanotube tips can be coated 
with an insulating material to achieve localized electrical 
activity at the end of the probe element This geometry 
facilitates probing of electrochemical and biological envi 
rOnmentS. 
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0.014 Molecular nanoprobe elements have remarkably 
different chemical activity at their ends because the atomic 
configuration on the ends differs fundamentally from that of 
the Sides. Consequently, one can Selectively bond specific 
molecules to the tip end. This site specific bonding enables 
chemically-Sensitive probe microScopy, and a form of Sur 
face modification in which Some Superficial atoms or mol 
ecules of the object being imaged react chemically with the 
probe tip or Species attached or bonded to it. This delicate 
chemistry enables a form of Surface modification that is not 
possible with conventional tips. This Surface modification 
can Serve as a direct manipulation technique for nanometer 
Scale fabrication, or as a method of lithography in which a 
“resist’ is exposed by the chemical or electrochemical action 
of the tip. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0.015 For a more complete understanding of the present 
invention, the objects and advantages thereof, reference is 
now made to the following descriptions taken in connection 
with the accompanying drawings in which: 

0016 FIGS. 1a-e illustrate various embodiments of 
probe tips according to the present invention. 

0017 FIGS. 2a-c show a typical nanotube probe accord 
ing to one embodiment of the invention. 
0.018 FIG. 3a shows the frequency dependency of the 
amplitude of a SFM with an nanotube tip engaged in tapping 
mode. 

0019 FIG. 3b shows the result of a direct numerical 
Simulation using a buckling force equation. 

0020 FIGS. 4a-d illustrates the probing capabilities of 
nanotube tips. 
0021 FIGS. 5a-b show the frequency dependency of a 
cantilever having a nanotube probe immersed in water. 

0022 FIG. 6 shows an example of atomic-scale resolu 
tion STM using a carbon nanotube to image the charge 
density waves on a freshly cleaved 1T-TaS2 surface. 

0023 FIG. 7A is a TEM/SEM/Raman spec of purified 
SWNTs useful in the practice of the present invention. 

0024 FIG. 7B is a TEM/SEM/Raman spec of purified 
SWNTs useful in the practice of the present invention. 

0025 FIG. 7C is a TEM/SEM/Raman spec of purified 
SWNTs useful in the practice of the present invention. 
0.026 FIG. 8 is a schematic representation of a portion of 
an homogeneous SWNT molecular array useful in the prac 
tice of the present invention. 

0.027 FIG. 9 is a schematic representation of an hetero 
geneous SWNT molecular array useful in the practice of to 
the present invention. 

0028 FIG. 10 is a schematic representation of the growth 
chamber of the fiber apparatus useful in the practice of to the 
present invention. 

0029 FIG. 11 is a schematic representation of the pres 
Sure equalization and collection Zone of the fiber apparatus 
useful in the practice of to the present invention. 
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0030 FIG. 12 is a composite array useful in the practice 
of the present invention. 

0031 FIG. 13 is a composite array useful in the practice 
of the present invention. 

DETAILED DESCRIPTION OF THE 
INVENTION 

0032. The preferred embodiment of the present invention 
and its advantages are best understood by referring to FIGS. 
1 through 13 of the drawings, like numerals being used for 
like and corresponding parts of the various drawings. 

0033 Macroscopically Manipulable Nanoscale Devices 

0034 Broadly, the macroscopically manipulable nanos 
cale devices of the present invention comprise a nanotube 
assembly attached to a mounting element that permits mac 
roscopic manipulation or observation. In a preferred form 
this device comprises a nanotube probe tip assembly made 
up of one or more Single-wall and/or multi-wall nanotubes. 
This assembly is connected to a mounting element at one 
end, with the other end being free and capable of coming 
into direct contact or near proximity to the object being 
Sensed, measured, analyzed, moved, manipulated, and/or 
modified. The free “Sensing end has a transverse dimension 
in the nanometer range. The “Sensing end’ interacts with 
objects being Sensed, measured, analyzed, moved, manipu 
lated, and/or modified by means which are (either individu 
ally or in combination) physical, electrical, chemical, elec 
tromagnetic, or biological. These interactions produce 
forces, electrical currents, or chemical compounds which 
reveal information about the object and/or modify that 
object in Some way. 

0035) Mounting Element 

0036) The mounting element facilitates the transduction 
of information between the macroscopic and nanoscopic 
Worlds. The mounting element Supports and moves the 
probe, and may provide electrical connections to the probe. 
In addition, the mounting element may serve as a transducer 
that converts a physical, chemical, electrical, mechanical, or 
optical response of the probe itself to another form that is 
more readily detectable by instrumentation known to those 
skilled in the art of probe microScopy. The mounting ele 
ment also serves to enable the probe's motion and to 
facilitate its action in the Sensing, measuring, analyzing, 
moving, manipulating, and modifying other objects. 

0037 For many analytical applications, the currently 
employed mounting Systems can be employed in carrying 
out the present invention. In this regard, the cantilever or 
probe tip of various known proximity probes such as STM, 
AFM and MFM devices can serve as the mounting element 
of the present invention. These devices typically provide for 
observation of or activation by macroscopically manipulable 
forces, using Sensing methods that typically measure the 
deflection of the mounting element (e.g., cantilever) by 
electronic (e.g., tunneling current), optical (e.g., optical 
interferometry or beam deflection, or electro mechanical 
(e.g., piezoelectric) elements. For the structure and operation 
of Such conventional mounting elements, reference can be 
made to the following, all of which are hereby incorporated 
by reference in their entirety: 
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Marcus et al. U.S. Pat. No. 5,475,318 
Beha et al. U.S. Pat. No. 4,918,309 
Jain et al. U.S. Pat. No. 5,566,987 
Burnham et al. U.S. Pat. No. 5,193,383 

0.038. In the devices described in these references and 
others of Similar function and Stricture, the present invention 
contemplates replacing or augmenting the probe tip, or 
Surface interaction element, with a nanotube assembly as 
described below. 

0039 Nanotube Assembly 
0040. The nanotube assembly of the present invention 
can be formed from any geometrically regular molecular 
nanotubes, and is preferably prepared from isolated, purified 
carbon nanotubes produced by any of the methods described 
herein. The carbon nanotube can be multi-wall or Single 
wall, with Single-wall carbon nanotubes being preferred. 
The Single-wall carbon nanotube can be of the metallic type, 
i.e. arm chair or (n,n) in configuration or of the insulating 
type, i.e. (m,n) in configuration. For applications requiring 
electrical conductivity, the most preferred are (10,10) 
SWNTs. The carbon nanotubes may be substituted, i.e., have 
lattice atoms other than C (e.g. BN Systems) or externally 
derivitized by the addition of one or more chemical moieties 
at either a Side location, an end location, or combinations. 
The carbon nanotubes may also be endohedrally modified by 
including one or more internal species inside the tube 
Structure. Suitable endohedral Species include metals (e.g. 
Ni, Co, Yb), ions, Small molecules and fullerenes. Endohe 
dral Species may have magnetic properties (i.e. ferromag 
netic, paramagnetic), electrochemical properties, optical 
properties, or other Suitable properties. 
0041. The structure of the nanotube assembly can vary 
depending on the purpose for which the device is used. In 
many cases, a single nanotube will Serve as the nanotube 
assembly. Referring to FIG. 1a, such an assembly is shown. 
Nanotube assembly 100 consists of a mounting element 104 
with a single nanotube 102 attached thereto. Small bundles 
of generally parallel and coterminating nanotubes contain 
ing from about 2-100 nanotubes, preferably about 2 to about 
20 nanotubes and most preferably about 5 to about 10 
nanotubes, can also be employed. (See FIG. 1b). This 
assembly 120 consists of a bundle of nanotubes 122. This 
bundle 122 can be held together by van der Waals forces or 
otherwise bound together. 
0042. In one preferred embodiment shown in FIG. 1c, a 
bundle of nanotubes 142 forming the nanotube assembly 
140 includes at least one nanotube 144 that extends beyond 
the end of the other nanotubes in the bundle. This extension 
can result from employing at least one longer nanotube or 
bonding an extension length to the end of the bundle (i.e. to 
one of the bundle length nanotubes). Also, as shown in FIG. 
1d and described below, the nanotube assembly 160 may be 
coated (preferably after attachment to the mounting element) 
with a Suitable material 164. 

0043. The diameter of the nanotube assembly can be 
uniform along its length (as in the embodiment of FIG. 1(a) 
and 1(b) or non uniform along its length (as in the embodi 
ments of FIG. 1(c) and (d)). Even in the latter forms it is 
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preferred that the tip section of FIGS. 1(c) and (d) respec 
tively is of uniform diameter. Useful diameters can range 
from a few nm (for single tubes) up to about 100 nm for 
ropes or bundles. Preferred are bundles having diameters of 
about 2 nm to about 50 nm, and most preferred are diameters 
of about 5 nm to about 20 nm. 

0044) The total length of the nanotube assembly can be 
from about 1 to 100 times its diameter, preferably greater 
than 20 times its diameter. In general, lengths of from about 
50 to about 10,000 nm are employed, depending on the 
nature of the device and its intended environment of opera 
tion. For probes (e.g. STM, AFM) the nanotube assembly 
should be from about 50 nm to 5000 nm in length with about 
300 nm to about 500 nm being preferred. For structures of 
the type shown in FIG.1(c) the single nanotube tip portion 
can extend for up to /3 or more of the length of the total 
assembly. For example, a 550 nm long tip of the type shown 
in FIG. 1(c) has a body section 142 of about 300 nm and a 
tip section 144 of about 250 nm. 
0045 Method of Attaching a Nanotube Assembly to a 
Mounting Element 

0046. In another embodiment, a method for attaching a 
nanotube assembly (which can include a single nanotube or 
a bundle, e.g., a rope of nanotubes) to a mounting element 
is provided. Fundamental to the mounting process is the 
Surprising realization that the nanotubes, which in two 
dimensions are Substantially Smaller than the wavelength of 
visible light (even when several run alongside each other in 
a thicker bundle), may nevertheless be adequately perceived 
with an optical microScope to permit their observation and 
mounting. This observability under visible illumination is 
possible because, for the component of light which is 
polarized along the length of the nanotube (in which direc 
tion the nanotubes are longer than the wavelength of Visible 
light), where this component has adequate intensity and the 
Scattering from other objects is minimized to permit con 
trast, the nanotubes Scatter light with Sufficient efficiency to 
be rendered observable. 

0047. In the case of through the objective lens illumina 
tion utilizing unpolarized white light, the Source must be 
made So intense that even with high quality anti-reflection 
coated optics, reflections from optical component Surfaces 
and the Scattering of light from imperfections in the optical 
components renders the contrast too poor to permit obser 
vation of individual nanotubes or thin bundles. This limita 
tion is largely circumvented by application of the dark field 
technique; however, even with the advantages that this 
provides, confirmation that a very thin Sample, which 
appears to the dark adapted eye as the barest visible ghost of 
an image, requires a Sensitive camera capable of integrating 
the image (operationally, for quick assessment an electronic 
device such as a CCD camera, rather than film is desirable). 
Alternatively, a thin laser beam, polarized along the direc 
tion of the nanotube, is passed through an off axis portion of 
the objective lens where the back reflections from optical 
components are directed out of the field of View and imper 
fections in the components are avoided (as indicated by 
miming the degree of eXtraneous field illumination as the 
beam is moved around to different portions of the objective). 
Alternatively, light (white or laser) is trained on the sample 
from a Side perpendicular to the axis of the nanotube Such 
that light Scattering off the nanotube enters the microscope 
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objective. In all these cases the visibility of the sample is 
greatly enhanced when the orientation of the nanotube, 
relative to the propagation direction of the illumination and 
the optic axis of the microscope are arranged as if a mirror 
resides in the plane of the nanotube, oriented Such as to 
maximize the Specular reflection of the Source into the field 
of View of the microscope. 

0.048. The first step in the method of this invention is to 
provide a nanotube-containing material. AS discussed below, 
there are Several techniques for preparing these materials. 
The next Step in the process involves preparation of the 
nanotube assembly. For assemblies made of Single nano 
tubes or bundles of nanotubes this Step may comprise 
Separating an individual nanotube or bundle form a material 
containing these forms. For example, for raw arc grown 
boule, a Small piece of boule material can be ripped from the 
as grown deposit and attached to its mount using double 
sided tape. For oxygen purified material, a Small piece may 
similarly be ripped from the purified boule. Individual 
nanotubes and bundles which stick out from this piece of 
boule (outliers) are then available for attachment to the 
mounting device. Generally it is found that Such a Sample 
presents few outliers and they are often too well embedded 
in the dense piece of boule to permit pulling out. More 
opportunities are presented if the raw boule material is 
ground into roughly 10-100 um chunks which are then 
picked up by double-sided tape. In another embodiment, the 
nanotube assembly can comprise carbon fibers grown from 
SWNT molecular arrays as described below. Carbon fibers 
grown using the random growth of carbon fibers from 
SWNTs as described below, also may be used. 

0049. The next step in the method of this invention 
involves attaching to (mounting) the nanotube assembly to 
the mounting element. The mounting procedure requires at 
minimum two precision XYZ translation Stages, Stages. A 
and B. These Stages must be arranged Such that the Sharp 
point or edge of the mounting element to which the nanotube 
assembly (single or bundle) is to be mounted is Supported by 
one of the translation stages in the field of view of the 
microscope (stage A), while a mass of nanotubes from which 
the nanotube Sample is to be culled is similarly Supported in 
the microScope field of View by the Second translation Stage 
B. Manual actuators for these Stages are adequate for the 
mounting, however, for Some applications, additional final 
Sample preparation Steps require the use of electromechani 
cal actuators. 

0050. It is found that the number of outliers available for 
attachment is greatly enhanced if the Surface of the piece of 
boule has a piece of tape gently touched to it Such that 
nanotubes become embedded in the adhesive layer and the 
tape is then lifted off in a direction perpendicular to the 
Surface, pulling out a layer of nanotubes tens of microns 
thick The tug of war between the nanotubes on either side of 
the boundary layer Separating the two newly formed Sur 
faces (one on the remaining piece of boule and the other on 
the piece of tape) has the effect of orienting the exposed 
nanotubes perpendicular to each new Surface thus generating 
the numerous outliers. In an alternate embodiment, it may be 
desirable to mount the piece of tape on Stage B and then to 
cull the nanotube Sample from this material. 
0051. For mounting the nanotube sample onto the mount 
ing device, a Selected outlier is situated in the field of view 
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of the microScope while the appropriate tip or edge of the 
mounting device is brought up alongside the outlier Such 
that there is appreciable overlap. The mounting device or 
outlier is then translated in Such a manner that contact is 
made between the two over the length of the overlap. 
Attachment of the outlier to the mounting device tip with 
Sufficient bond strength to permit the nanotube Sample to be 
detached from the mass of nanotubes affixed on Stage B may 
be effected in several ways. 

0052. In a preferred embodiment, the force of attachment 
is provided by the van der Waals bonding between the 
nanotube Sample and the Surface of the mounting device. For 
this to be Sufficiently Strong to exract the Sample, the Surface 
of the mounting device must have large Sections which are 
Smooth and regular on an atomic Scale permitting intimate 
contact between the nanotube sample Surface(s) and the 
device Sure. A highly graphitized carbon fiber (commercially 
available) is an example of Such a device, which being 
electrically conducting, additionally provides for electrical 
connection to the nanotube. The graphitic nature of the 
Surface in this case makes the total bond strength particu 
larly Strong Since the atomic registration between the 
graphene Surface of nanotubes and the graphitic Surface of 
the fiber permits particularly intimate contact over more 
atoms per unit area than any other Surface. 

0053) Once intimate contact between the sample and the 
mounting device has been made, the mounting device is 
translated in a direction away from the nanotube layer. 
Often, when the bond strength of the nanotube sample to the 
mounting device tip Surface exceeds the Strength of its bonds 
to other nanotubes that it contacts on the tape Side layer, the 
nanotube Sample is extracted from the layer and now freely 
attached to the mounting device. 

0054 For some applications, it is necessary to have the 
tip of the nanotube sample extend farther from the point of 
attachment on the mounting device than the typical length of 
the extracted Sample yields. In Such cases a longer Sample is 
generated by attaching one nanotube Sample and then 
repeating the above procedures with the tip of this Sample 
treated as the tip of the mounting device. This may be 
repeated as often as desired. This procedure may also be 
applied when the nanotube Sample consists of a bundle of 
nanotubes which end close together but a Single nanotube tip 
Sample, of longer Single nanotube length, is desired. In that 
case the last outlier attached should be very faint and 
uniform in the intensity of its light Scattered indicating it to 
be a single nanotube. 

0055. In another preferred embodiment, the tip of the 
mounting device to which the nanotube Sample is to be 
attached is pretreated with a thin adhesive layer before 
contact to the nanotube sample is made. The adhesive can be 
one which must cure like an epoxy resin in order to form a 
bond or one which remains tacky. An example of the latter 
is provided by the adhesive layer on the double sided tape 
which is used to affix the nanotube mass to its mount on 
Stage B. This is particularly convenient because the thin 
adhesive layer can be applied to the tip of the mounting 
device, in situ, under microscopic observation, just prior to 
nanotube sample contact. To accomplish this, the mounting 
device tip is translated to a nanotube free region of the tape, 
where the tip is then driven a few microns into the adhesive 
layer and Subsequently withdrawn, pulling out with it a thin 
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layer of the adhesive which has coated the tip. Contact with 
an outlier is now made as above and the nanotube Sample 
Similarly extracted. In the case of an adhesive requiring a 
cure the appropriate conditions (e.g., UV light, heat, hard 
ener etc.) must be provided to effect the cure prior to 
attempting to extract the Sample. 
0056. In this implementation, if electrical connection to 
the nanotube Sample is required Such connection can be 
guaranteed (despite the use of insulating adhesives) by 
applying the adhesive to only the very tip of the mounting 
device and Selecting only the longest outliers to ensure that 
there is direct contact between the uncoated, electrically 
conducting portion of the mounting device tip (beyond the 
adhesive covered portion) and the nanotube sample. 
0057. In some applications, the mounted nanotube 
Sample may be Subjected to mechanical or environmental 
Stresses which make it desirable to make the attachment to 
the mounting device more robust. This is accomplished by 
the application of a coating over the nanotube Sample and 
mounting device tip. While this has been achieved by 
dipping the assembly in a fluid Solution of the coating 
material, it is found that delivery of the coating material 
from the vapor phase has Several distinct advantages. These 
include: a) stresses on the sample are minimized during the 
process ensuring that the sample Survives, b) the amount of 
the coating material applied may be controlled by Simple 
control over the time of deposition and is not Subject to more 
difficult to control Viscosity and Surface tension parameters 
encountered in the application of fluid media, and c) for 
Some coating materials (in particular, those which do not 
undergo a liquid phase upon condensing on the sample) it is 
possible to obtain a nanometer Scale coating thickness which 
is uniform over the whole of the nanotube sample. 
0.058 Coatings applied in this way can include 
cyanoacrylate, methacrylate (modified and pure, both in two 
part cure formulation and a UV cure formulation), Parylene2 
and polyimide. Other types of coatings that may be applied 
from the vapor phase include silicon from the UV decom 
position of Silanes in an inert atmosphere as well as Silicon 
dioxide from the decomposition of Silanes in an oxygen 
atmosphere. Finally, metals may be coated on the nanotube 
Samples from vapors of organometallic species (e.g., Fe 
from Fe(CO)). 
0059. In some applications, the coating has important 

utility beyond that of Securing the nanotube sample onto the 
mounting device tip. In the case of Some biological and 
electrochemical probing applications, it is necessary that the 
probe be electrically insulated from its fluid environment at 
all but its very tip. The polymeric coatings mentioned above 
each provide a uniform, insulating coating that adds little 
thickness to the probe diameter, are ideal for this application. 
The polymer for coatings may include a florescent Species 
for rendering nanotubes more visible, e.g., against the back 
ground of a cell. In other applications (e.g., for field emis 
Sion Sources) it is necessary that thermal vibrations of the 
nanotube Sample, fixed as it is at only one end, be mini 
mized. In Such cases, the coating thickneSS may be made as 
large as necessary to adequately Stabilize the tip. In both 
these instances, it may be necessary to remove the coating 
from the last few hundred nanometers at the tip of the 
nanotube Sample. 
0060) If the holder fixing the mounting element with its 
mounted nanotube Sample on Stage A and the holder fixing 
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an opposing Sharp tipped electrode on Stage B are electri 
cally isolated from the microscope base, and each other, an 
electrical potential can be applied between the nanotube 
Sample and opposing electrode. A consequence of this is that 
as Stage A is translated So as to bring the nanotube Sample 
tip into the proximity of the electrode tip, the oppositely 
charged objects attract each other causing the flexible nano 
tube Sample to bend into alignment with the electrode tip. 
One utility of this involves visibility of the attached sample. 
It was mentioned above that for thin tipped nanotube 
Samples (single or thin bundle), the visibility of the sample 
depends Strongly on the relative angles between the incident 
light, the nanotube axis, and the microScope optic axis. Thus, 
in an attempt to mount a nanotube sample, if the nanotube 
is not observed at the tip of the mounting device it may in 
fact be attached there, however, at an angle that does not 
permit its observation. By allowing the orientation of the 
nanotube to be modified to an angle allowing it to be 
observed, this technique provides a quick assay of whether 
or not a Sample has been attached. The opposing electrode 
can Simply be another outlier from the layer of nanotubes 
from which mounting is being attempted on Stage B. 
0061 Probes for Analytical Applications 
0062) The molecular nanotubes attached to a mounting 
element, according to the present invention, enable the 
fabrication of probes for various analytical applications on a 
nanoscale. The probe and its mounting element essentially 
provide a transducer for interacting with a nanoscale envi 
ronment. Conventional probe microScopy techniques are 
enabled and improved by the use of nanotube probe ele 
ments of this invention. 

0063 A molecular nanotube probe element is fundamen 
tally different from conventional probe microScopy tips in 
shape, and mechanical, electronic, chemical and electromag 
netic properties. These differences permit new modes of 
operation of probe microScopes, and new forms of probe 
microScopy. 
0064. Probes according to the present invention include 
those useful in imaging, at nanoscale resolution or greater, 
Surfaces and other Substrates including individual atoms or 
molecules Such as biomolecules. Examples of conventional 
probe microScopy of this type include Scanning tunneling 
microscopes (STM), atomic force microscopes (AFM), 
Scanning force microscopes (SM, magnetic force micro 
Scopes (MFM), and magnetic resonance force microscopes 
(MRFM). In this type of probe the conventional tip element 
can be replaced by the nanotube assembly and existing 
mounting Systems (e.g. the cantilever or a tip on a cantilever) 
form the mounting element 
0065 FIG. 1e shows a typical STM or AFM probe 
having a cantilever 180 which has a conventional tip 182 and 
a nanotube assembly 184 (in this case a single nanotube) 
extending from the tip. The nanotube assembly 184 may be 
attached to the tip 182 in the same fashion dished earlier. The 
cantilever 180 can be used as a part of a larger device in the 
known manner. A coating, as described above, may be 
applied to the probe and the mounting element. 
0066. In a preferred embodiment, the mounting devices 
may be pre-coated with a layer of conductive metal in order 
to produce a good electrical contact to the nanotube probe. 
0067. When used in tapping mode AFM (where the 
change in amplitude of an oscillating cantilever driven near 
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its resonant frequency is monitored as the tip taps the 
Surface; the Sharp frequency response of high-quality can 
tilevers make this technique exquisitely Sensitive. A carbon 
nanotube tip, such as that shown in FIG. 1(c), has the 
unusual advantage that it is both Stiff below a certain 
threshold force, but is compliant above that threshold force. 
The is no bending of the nanotube at all when it encounters 
a Surface at near normal incidence until the Euler bucking 
force, FEER is exceeded, which is given by the equation: 

FEULER=ngt. YIIL’ (1) 

0068 where n is a parameter determined by the tip 
mounting, Y is the Young's modulus, I is the moment of 
inertia of the tip croSS Section and L is the free length of the 
tip extending beyond the mounting assembly. The Euler 
buckling force for tips of the prefer embodiment described 
above is in the one nano-Newton range. Once the Euler 
bucking force is exceeded, the nanotube will bend easily 
through large amplitudes with little additional force. Euler 
buckling therefore Serves as a kind of insurance policy 
during SFM i: the maximum force that can be transmitted to 
the Sample is FEER. In addition, the nanotube tip is 
extremely gentle when touching an object laterally. The 
bending motion for Side-directed forces is harmonic with a 
force constant, k=3YI/L. For the nanotube tip of FIG. 
1(c), k=6.3 pN/nm. 
0069. The mechanism for reduction in the tapping ampli 
tude in operation is almost entirely elastic. The Spring force 
from the bending nanotube produces a de-excitation of the 
cantilever oscillation at driving frequencies below the criti 
cal frequency, co*. The result is that gentle reliable AFM 
imaging may be accomplished in the tapping mode with 
even extremely Stiff, high-resonant frequency cantilevers. In 
contrast to the hard Silicon pyramidal tip which can easily 
generate impact forces >100 nN per tap which may Sub 
Stantially modify the geometry of “Soft' Samples Such as 
large bio-molecules. The nanotube probe Serves as a com 
pliant Spring which moderates the impact of each tap on the 
Surface, the peak force never exceeding FEULER. 
0070 An example of a typical nanotube probe according 
to one embodiment of the invention is shown in FIGS. 2a-c. 
A Single nanotube was attached to the pyramidal tip of a 
Silicon cantilever for Scanning force microscopy. The major 
ity of the 5.5 micron length extending beyond the pyramidal 
Silicon tip was a bundle of 5-10 parallel nanotubes, arranged 
in Van der Waals contact along their length. AS evident in the 
TEM image of FIG.2c, this bundle narrows down to just a 
Single nanotube 5 nm in diameter, extending alone for the 
final 250 nm. 

0071. The nanotube tip shown in FIGS. 2a-c was oper 
ated in tapping mode SFM. FIG. 3a shows the frequency 
dependence of the amplitude of the cantilever as it engaged 
a freshly cleaved Surface of mica in air. AS Seen in the inset, 
the tapping amplitude when the cantilever was driven near 
its resonant frequency (253.8 kHz) dropped rapidly as Soon 
as the nanotube tip came in contact with the mica Surface. 
The amplitude dropped to near Zero when the nanotube hit 
the Surface at the midpoint of its oscillation, and then 
recovered to nearly the full in-air amplitude when the 
Surface was So close that the tip was always in contact, with 
the nanotube flexing throughout the oscillation. FIG. 3b 
shows the result of a direct numerical Simulation of this 
experiment using the buckling force expression of equation 
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(1). The sharpness of the recovery of oscillation amplitude 
near the critical frequency, (of 254.2 kHz is a Sensitive 
function of the buckling force. 
0072 Referring to FIGS. 4a-d, which show that long, 
narrow nanotube tips can reach into deep trenches previ 
ously inaccessible to high resolution Scanning probes. AS is 
evident in FIG. 4a, the normal pyramidal tip is simply too 
wide to reach the bottom of a 0.4 m wide 0.8 m deep trench, 
while the nanotube permits the roughness of the Silicon 
Surface at the bottom to be imaged easily. Also as shown in 
FIG. 4d, it is possible using a Voltage pulse on the nanotube 
to deposit a 40 nm dot of carbon at the bottom of the trench, 
and then to go back and image the dot. Due to the “spring 
loading” of the nanotube bundle to the cantilever and the 
high strength and flexibility of the carbon nanotubes, SFM 
imaging of tortuous Structures Such as the trenches shown in 
FIGS. 4a-d can be done without fear of damage either to the 
nanotube tip or the trench Structure itself. 
0073. One of the principal limits in SFM imaging in air 
has been that at normal humidity the surface is covered with 
layer of water, and the capillary adhesion forces produced 
when the tip makes contact are typically 10-100 nN. As a 
result one is forced to use high force constant cantilevers 
oscillating with Substantial amplitude to insure that the tip 
does not get caught by the Surface. Due to the Small diameter 
of the nanotube, the capillary adhesion force of nanotube 
tips is generally reduced to <5 nN and often as low as 0.05 
nN, permitting tapping mode imaging with cantilevers hav 
ing force constants as Small as 0.01 N/m at a peak-to-peak 
amplitude of 10 nm. 
0074. In order to get away entirely from the capillary 
adhesion force it is now conventional to place the entire 
AFM transducer assembly under some fluid-normally 
water. However, now that the cantilever must oscillate in 
water it is no longer possible to operate at high frequency 
and high Q. A nanotube tip similar to that of FIG. 2a, was 
immersed under the Surface of water, thus leaving the 
cantilever free to oscillate in air. FIG. 5a shows that the 
frequency dependence of the cantilever oscillation is only 
slightly affected when the lower 0.7 micrometer length of 
the nanotube is immersed in water within the trench. Also 
shown is the amplitude of the cantilever Oscillation as a 
function of distance from the meniscus at the top of the 
trench. FIGS. 5b and c show the amplitude change upon 
dipping a nanotube probe into the flooded trench. The first 
contact with the water Surface occurred at z=0. The nanotube 
tip encountered the bottom of the trench at z=-820 nm. The 
trace in FIG. 5b was done at the resonant frequency of the 
cantilever oscillating in air (234.74 kHz), and the trace in 
FIG. 5c was done at 235.65 kHz, where the oscillation 
amplitude is seen to Substantially increase when the tip of 
the nanotube extends under the water Surface. 

0075 Since the nanotubes can be electrically conductive, 
they may be used as probes for Scanning tunneling microS 
copy, STM, and in various Scanning electrochemical modes 
as well. FIG. 6 shows an example of atomic-scale resolution 
STM using a carbon nanotube to image the charge density 
waves on a freshly cleaved 1T-TaS surface. 
0076. The nanotube probe assemblies of this invention 
also enable the elicitation of other information from and/or 
about nanoscale objects or at nanoscale resolution Such as 
conventional friction force microscopy (FFM) which mea 
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Sures the atomic Scale friction of a Surface by observing the 
transverse deflection of a cantilever mounted probe tip. The 
compliance of a nanotube probe of the present invention 
above the Euler threshold as described above, provides for 
a totally new method of elastic force microscopy (EFM). By 
calibration of the Euler buckling force for an individual 
probe tip, and making appropriate AFM measurements with 
that tip, one can obtain direct information about the elastic 
properties of the object being imaged. 
0.077 Probe tips may also be used to perform nanoscale 
Surface topography measurement. The Vertical and horizon 
tal motions of the probe assembly can be calibrated by 
measurement of Surfaces having known geometries (e.g., 
pyrolytic graphite with Surface Steps). A thusly-calibrated 
probe assembly can provide precise measurement of the 
topography of Surfaces and fabricated elements Such as ViaS 
and trenches on integrated-circuit elements in Silicon, gal 
lium arsenide, and other electronic Substrates. 
0078. A number of other new probe microscopy tech 
niques for obtaining information at nanoscale resolution or 
about/from nanoscale objects is enabled by the present 
invention. For example, mechanical resonance microscopy 
(MRM can be facilitated by mechanical resonances in the 
nanotube probe element itself. These resonances may be 
utilize as a means of transduction of information about the 
object being Sensed or modified. Such resonances, as will be 
known by one skilled in the art can be Sensed by optical, 
piezoelectric, magnetic and/or electronic means. Interaction 
of a mechanically resonant probe tip with other objects may 
be facilitated by derivitization of the probe tip or inclusion 
of an endohedral Species (e.g., one which is optically- or 
magnetically-active) at or near the probe tip. Mechanically 
resonant tips can be employed to deliver or receive elec 
tronic or optical Signals between electronic or optical cir 
cuits. 

0079 Another novel method for transducing information 
about an object being Sensed or modified is based on the 
property of the nanotube probe assemblies of this invention 
to act as Sensitive "antenna' for electromagnetic radiation 
(particularly at optical frequencies). The probe's response to 
electromagnetic radiation may be Sensed by Scattering of 
that radiation by the probe itself detection and measurement 
of radio frequency (RF) or microwave frequency (MW) 
currents passing through the probe as it and the object being 
Sensed interact together in a nonlinear way with electromag 
netic radiation of two or more frequencies. Moreover, via its 
interaction with electromagnetic fields of Specified frequen 
cies, the probe may excite electronic, atomic, molecular or 
condensed-matter States in the object being examined, and 
the transduction of information about that object may occur 
by observation of the manifestations of these states. 
0080. In another embodiment, the devices of the present 
invention can facilitate the Storing of information in nanos 
cale objects and the retrieval of the stored information from 
those objects by Virtue of the electronic, mechanical, physi 
cal an/or optical response of the molecular nanotube probe 
elements in interaction with Said objects. 
0081. Of particular interest is the use of molecular nano 
tube probe devices according to the present invention in 
biological Systems. In one Such application, DNA sequenc 
ing can be performed, for example, by AFM imaging of 
DNA molecules with a nanotube probe element that, due to 
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its physical and chemical properties, permits the recognition 
of individual bases in the molecule. In another biological 
application, the probes may also be used as namelectrodes for 
electrochemical Studies of living cells. In another embodi 
ment, an ion-Selective nanotube may be fabricated from a 
open nanotube filled with water and covered with a selective 
membrane (e.g., ion-exchange resin, or even a biological 
membrane). This nanoelectrode can monitor Specific cyto 
plasmic ions with a spatial resolution far Superior to those 
presently available. In a preferred embodiment, a calcium 
Specific nanoelectrode may be used to provide high Spatial 
and temporal resolution in the measurement of changes in 
the cytosolic calcium concentrations, often the response to 
Stimuli, in various types of cells. 
0082 Derivatized probes can serve as sensors or sensor 
arrays that effect Selective binding to Substrates. Devices 
Such as these can be employed for rapid molecular-level 
Screening assays for pharmaceuticals and other bioactive 
materials. 

0083) Probes. As Nanoactuators 
0084. The molecular nanotube probe elements of the 
present invention can also be employed to effect manipula 
tion or modification of objects on a nanoscale to facilitate the 
fabrication of nanotechnology devices or elements. In gen 
eral, these techniques employ Some form of tip/sample 
interaction to effect this manipulation or modification. This 
interaction can be direct physical interaction (e.g., to push, 
pull or drag atoms, molecules, or Small objects to a specified 
location). Indirect interaction can be Supplied through forces 
Such as repulsion or attraction (atomic force or magnetic 
force). Emission from the nanotube tip (e.g. electrons, 
photons, magnetic forces and the like) may also effect the 
interaction by electromechanical or chemical means, as 
described more fully below. 
0085 Probe-like assemblies of molecular nanotubes can 
be used with or without d as tools to effect material handling 
and fabrication of nanoscale devices. Examples of nano 
structure fabrication are given in U.S. Pat. No. 5,126,574 to 
Gallagher and in U.S. Pat. No. 5,521,390 to Sato et al., both 
incorporated by reference in their entireties. 
0086 The nanoscale device of the present invention also 
may be used for nanolithography. A nanotube may be 
mounted on the tip of a device, Such as a STM In operation, 
the STM tip then produces a highly-localized beam of 
electrons which may be used to expose an electron-Sensitive 
resist or to directly modify the surface upon which it 
impinges. Such Surface modification or exposure of a resist 
is useful in fabrication of electronic and other devices 
having dimensions in the nanometer range, which are 
Smaller than those now available. 

0087 Addition of selected chemical species to the end of 
the nanotube probe tip permits the probe tip to participate in 
Specific chemical or electrochemical processes. The tip can 
then act as an agent for chemical modification of a Surface 
or object on a nanometer Scale. The pattern of this chemical 
modification is controlled by the collective action of the 
probe tip and its mounting mechanism. 
0088. The ability to precisely and reproducibly 
covalently bond a chemical moiety at the tip of the preferred 
carbon nanotube probe Structure facilitates another form of 
chemical interaction with a Surface that results in a powerful 
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nanofabrication technique. The (10,10) armchair carbon 
nanotube has, at its tip, a Single pentagon with reactive Sites 
for addition chemistry in its radiating double bonds. By 
dipping a probe (or array of probes) into a reactive medium, 
preferably a Solution, it is possible to add a chemical moiety 
that acts as a catalyst to the nanotube tip. This moiety can be 
a catalyst perse (e.g., an enzyme) or a linking moiety (e.g., 
a co-enzyme) that has an affinity for a second moiety that is 
the catalytic moiety, which can be added in a Second Step. 
The preferred System only creates a chemical reaction 
product when the catalyst containing probe tip, the Substrate 
Surface, and a reagent(s) flowing over the Substrate come 
into contact. An element formed by the catalyzed reaction 
product can be positioned discreetly or continuously by 
intermittent or continuous contact of the probe tip with the 
Surface of a SubS A complex nanostructure can be built up by 
performing the above-described probe/Surface reaction Step 
Sequentially with different probe catalyst/reagent Systems to 
deposit different pattern elements of the device being nano 
fabricated. Confirmation that the reaction product elements 
have in fact been formed on the Surface can be accomplished 
by employing a phosphorescent marker that is formed upon 
completion of the reaction. This System can produce a 
composite Structure wit extremely fine lines as well as 
elements of differing shape and composition. The reaction 
products forming the pattern(s) or device structure can be 
biomolecules, which facilitate the fabrication of nanoscale 
biostructures that may mimic the function of natural bio 
Systems. 

0089 Nanotube probes or probe arrays with attached 
therapeutic moieties can also be used in cell-based therapies 
to inject these therapeutic moieties directly into cells where 
they are needed. Release of bound moieties can be effected, 
for example, by a Voltage pulse or other bond destabilizing 
Signal. The nanotube probes of the present invention can 
also be employed to deliver genetic material (i.e., DNA) 
attached to the probe tip to cells by Similar injection tech 
niques (e.g., during embryonic development). 
0090. A nanotube mounted on a STM tip may also be 
used in desorption induced by electronic transitions, or 
DIET. Field emitted electrons from the STM tip may be used 
to bring about hydrogen desorption, giving rise to uses Such 
as nanolithography and material modification on the nanom 
eter and even on the atomic Scale. 

0.091 ASTM-tip attached nanotube may also be used in 
chemically-assisted field evaporation/desorption (CAFE). 
The accuracy of the nanotube provides the ability to acceSS 
a particular location on a Surface, break Strong chemical 
bonds, transfer one atom or cluster of atoms to the nanotube, 
and possibly redeposit the atom(s) at another location. Other 
interactions are also possible. 
0092. The nanotubes may also be used with scanned 
probe microscopy (SPM) to fabricate nanodevices. By 
attaching a nanotube to a tip of a SPM, a highly localized 
enhanced oxidation of a Substrate can be achieved, and this 
may be used as an etch mark to create freestanding Silicon 
nanowires. By further processing the nanowire, other con 
fined Structures may also be produced. 
0093. Manipulators, or “nanotools,” may be embodied by 
devices of the present invention. It is possible to create 
"nanoforcepts” which, through motion of one or more 
nanotube probe tips, can grip and move an object of nanom 
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eter dimensions. Specific chemical derivization of the probe 
end in this application can enhance, modify, or make chemi 
cally Specific the gripping action of the tip. Through elec 
trical or electrochemical action, the tip can etch an object, 
moving atoms or molecules in controlled patterns on a 
nanometer Scale. Through catalytic cation of an individual 
tip or catalytic action of chemical groups attached to the tip, 
one can achieve chemical modification of an object which 
can be carried out in a pattern which Serves to fabricate 
patterns or other nanometer Scale objects. Direct fabrication 
of individual Structures on an atom-by-atom or molecule 
by-molecule basis is possible using the nanoprobes dis 
closed in this invention. These nanotools may be used to 
manipulate other nanoobjects, and may also be used to 
fabricate MEMS (Micro Electro Mechanical Systems). 
0094. The following sections provide more detail on the 
preparation of carbon nanotubes for use in the devices of the 
present invention. 
0.095 Carbon Nanotubes 
0096. Fullerenes are molecules composed entirely of 
sp°-hybridized carbons, arranged in hexagons and penta 
gons. Fullerenes (e.g., Co) were first identified as closed 
Spheroidal cageS produced by condensation from vaporized 
carbon. 

0097 Fullerene tubes are produced in carbon deposits on 
the cathode in carbon arc methods of producing spheroidal 
fullerenes from vaporized carbon. Fullerene tubes may be 
closed at one or both ends with end caps or open at one or 
both ends. Ebbesen et al. (Ebbesen I), “Large-Scale Synthe 
sis Of Carbon Nanotubes."Nature, Vol. 358, p. 220 (Jul. 16, 
1992) and Ebbesen et al., (Ebbesen II), “Carbon Nanotubes, 
Annual Review of Materials Science, Vol. 24, p. 235 
(1994). Such tubes are referred to herein as carbon nano 
tubes. Many of the carbon nanotubes made by these pro 
ceSSes were multi-wall nanotubes, i.e., the carbon nanotubes 
resembled concentric cylinders. Carbon nanotubes having 
up to Seven walls have been described in the prior art. 
Ebbesen II; Iijima et al., “Helical Microtubules Of Graphitic 
Carbon."Nature, Vol. 354, p. 56 (Nov. 7, 1991). 
0098. Single-wall carbon nanotubes have been made in a 
DC arc discharge apparatus of the type used in fullerene 
production by Simultaneously evaporating carbon and a 
small percentage of Group VIII transition metal from the 
anode of the arc discharge apparatus See Iijima et al., 
“Single-Shell Carbon Nanotubes of 1 nm Diameter,’Nature, 
Vol. 363, p. 603 (1993); Bethune et al., “Cobalt Catalyzed 
Growth of Carbon Nanotubes with Single Atomic Layer 
Walls,” Nature, Vol. 63, p. 605 (1993); Ajayan et al., 
“Growth Morphologies During Cobalt Catalyzed Single 
Shell Carbon Nanotube Synthesis,'Chem. Phys. Lett., Vol. 
215, p. 509 (1993); Zhou et al., “Single-Walled Carbon 
Nanotubes Growing Radially From YC Particles, Appl. 
Phys. Lett, Vol. 65, p. 1593 (1994); Seraphin et al., “Single 
Walled Tubes and Encapsulation of Nanocrystals Into Car 
bon Clusters,”Electrochem. Soc., Vol. 142, p. 290 (1995); 
Saito et al., “Carbon Nanocapsules Encaging Metals and 
Carbides.J. Phys. Chem. Solids, Vol. 54, p. 1849 (1993); 
Saito et al., “Extrusion of Single-Wall Carbon Nanotubes 
Via Formation of Small Particles Condensed Near an Evapo 
ration Source,”Chem. Phys. Lett., Vol. 236, p. 419 (1995). It 
is also known that the use of mixtures of Such transition 
metals can Significantly enhance the yield of Single-wall 
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carbon nanotubes in the arc discharge apparatus. See Lam 
bert et al., “Improving Conditions Toward Isolating Single 
Shell Carbon Nanotubes,” Chem. Phys. Lett., Vol. 226, p. 
364 (1994). 
0099. An improved method of producing single-wall 
nanotubes is described in U.S. Ser. No. 08/687,665, entitled 
“Ropes of Single-Walled Carbon Nanotubes” incorporated 
herein by reference in its entirety. This method uses, inter 
alia, laser vaporization of a graphite Substrate doped with 
transition metal atoms, preferably nickel, cobalt, or a mix 
ture thereof, to produce Single-wall carbon nanotubes in 
yields of at least 50% of the condensed carbon. The single 
wall nanotubes produced by this method tend to be formed 
in clusters, termed “ropes,” of 10 to 1000 single-wail carbon 
nanotubes in parallel alignment, held together by Van der 
Waals forces in a triangular lattice. 
0100. The single wall tubular fullerenes are distinguished 
from each other by double index (nm) where n and m are 
integers that describe how to cut a single Strip of hexagonal 
"chicken-wire' graphite So that it makes the tube perfectly 
when it is wrapped onto the ice of a cylinder and the edges 
are Sealed together. When the two indices are the Same, m-n, 
the resultant tube is said to be of the “arm-chair” (or n,n) 
type, Since when the tube is cut perpendicular to the tube 
axis, only the Sides of the hexagons are exposed and their 
pattern around the periphery of the tube edge resembles the 
arm and Seat of an arm chair repeated n times. Arm-chair 
tubes are a preferred form of Single-wall carbon nanotubes 
Since they are metallic, and have extremely high electrical 
and thermal conductivity. In addition, all Single-wall nano 
tubes have extremely high tensile Strength. 

0101 Purification of Single-wall Nanotubes 
0102) The product of a typical process for making mix 
tures containing Single-wall carbon nanotubes is a tangled 
felt which can include deposits of amorphous carbon, graph 
ite, metal compounds (e.g., oxides), spherical fullerenes, 
catalyst particles (often coated with carbon or fullerenes) 
and possibly multi-wall carbon nanotubes. The Single-wall 
carbon nanotubes may be aggregated in "ropes' or bundles 
of essentially parallel nanotubes. 

0103) When material having a high proportion of single 
wall nanotubes is purified as described herein, the prepara 
tion produced will be enriched in Single-wall nanotubes, So 
that the Single-wall nanotubes are Substantially free of other 
material. In particular, Single-wall nanotubes will make up at 
least 80% of the preparation, preferably at least 90% A, more 
preferably at least 95% and most preferably over 99% of the 
material in the purified preparation. 

0104. One preferred purification process comprises heat 
ing the SWNT-containing felt under oxidizing conditions to 
remove the amorphous carbon deposits and other contami 
nating materials. In a preferred mode of this purification 
procedure, the felt is heated in an aqueous Solution of an 
inorganic oxidant, Such as nitric acid, a mix of hydrogen 
peroxide and Sulfuric acid, or potassium permanganate Pref 
erably, SWNT-containing felts are refluxed in an aqueous 
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Solution of an oxidizing acid at a concentration high enough 
to etch away amorphous carbon deposits within a practical 
time frame, but not So high that the Single-wall carbon 
nanotube material will be etched to a significant degree. 
Nitric acid at concentrations from 2.0 to 2.6 M have been 
found to be Suitable. At atmospheric pressure, the reflux 
temperature of Such an aqueous acid Solution is about 
101-102 C. 

0105. In a preferred process, the nanotube-containing 
felts can be refluxed in a nitric acid Solution at a concen 

tration of 2.6 M for 24 hours. Purified nanotubes may be 
recovered from the oxidizing acid by filtration through, e.g., 
a 5 micron pore size TEFLON filter, like Millipore Type LS. 
Preferably, a second 24 hour period of refluxing in a fresh 
nitric Solution of the same concentration is employed fol 
lowed by filtration as described above. 
0106 Refluxing under acidic oxidizing conditions may 
result in the esterification of Some of the nanotubes, or 
nanotube contaminants. The contaminating ester material 
may be removed by Saponification, for example, by using a 
Saturated Sodium hydroxide Solution in ethanol at room 
temperature for 12 hours. Other conditions suitable for 
Saponification of any ester linked polymers produced in the 
oxidizing acid treatment will be readily apparent to those 
skilled in the art. Typically the nanotube preparation will be 
neutralized after the Saponification Step. Refluxing the nano 
tubes in 6M acqueous hydrochloric acid for 12 hours has been 
found to be Suitable for neutralization, although other Suit 
able conditions will be apparent to the Skilled artisan. 

0107 After oxidation, and optionally saponification and 
neutralization, the purified nanotubes may be collected by 
settling or filtration preferably in the form of a thin mat of 
purified fibers made of ropes or bundles of SWNTs, referred 
to hereinafter as “bucky paper'. In a typical example, 
filtration of the purified and neutralized nanotubes on a 
TEFLON membrane with 5 micron pore size produced a 
black mat of purified nanotubes about 100 microns thick. 
The nanotubes in the bucky paper may be of varying lengths 
and may consists of individual nanotubes, or bundles or 
ropes of up to 10 single-wall nanotubes, or mixtures of 
individual Single-wall nanotubes and ropes of various thick 
nesses. Alternatively, bucky paper may be made up of 
nanotubes which are homogeneous in length or diameter 
and/or molecular Structure due to fractionation as described 
hereinafter. 

0108. The purified nanotubes or bucky paper are finally 
dried, for example, by baking at 850 C. in a hydrogen gas 
atmosphere, to produce dry, purified nanotube preparations. 

0109 When laser-produced single-wall nanotube mate 
rial, produced by the two-laser method of U.S. Ser. No. 
08/687,665, was subjected refluxing in 2.6 M aqueous nitric 
acid, with one Solvent exchange, followed by Sonication in 
saturated NaOH in ethanol at room temperature for 12 hours, 
then neutralization by refluxing in 6M acqueous HCl for 12 
hours, removal from the aqueous medium and baking in a 
hydrogen gas atmosphere at 850 C. in 1 atm Hgas (flowing 
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at 1-10 scem through a 1" quartz tube) for 2 hours, detailed 
TEM, SEM and Raman spectral examination showed it to be 
>99% pure, with the dominant impurity being a few carbon 
encapsulated Ni/Co particles. (See FIGS. 7A, 7B, and 7C). 
0110. In another embodiment, a slightly basic solution 
(e.g., pH of approximately 8-12) may also be used in the 
saponification step. The initial cleaning in 2.6 M HNO 
converts amorphous carbon in the raw material to various 
sizes of linked polycyclic compounds, Such as fulvic and 
humic acids, as well as larger polycyclic aromatics with 
various functional groups around the periphery, especially 
the carboxylic acid groups. The base Solution ionizes most 
of the polycyclic compounds, making them more Soluble in 
aqueous Solution. In a preferred process, the nanotube 
containing felts are refluxed in 2-5 M HNO for 6-15 hours 
at approximately 110-125 C. Purified nanotubes maybe 
filtered and washed with 10 mM NaOH solution on a 3 
micron pore size TSTP Isopore filter. Next, the filtered 
nanotubes polished by stirring them for 30 minutes at 60° C. 
in a S/N (Sulfuric acid/Nitric acid) solution. In a preferred 
embodiment, this is a 3:1 by volume mixture of concentrated 
Sulfuric acid and nitric acid. This Step removes essentially all 
the remaining material from the tubes that is produced 
during the nitric acid treatment. 
0111. Once the polishing is complete, a four-fold dilution 
in water is made, and the nanotubes are again fileted on the 
3 micron pore size TSTP Isopore filter. The nanotubes are 
again washed with a 10 mM NaOH solution. Finally, the 
nanotubes are Stored in water, because drying the nanotubes 
makes it difficult to resuspend them. 
0112 Cutting Single-wall Carbon Nanotubes 
0113. Single-wall carbon nanotubes produced by prior 
methods are So long and tangled that it is very difficult to 
purify them, or to manipulate them. They can be cut into 
Short enough lengths that they are no longer tangled and the 
open ends annealed closed. The short, closed tubular carbon 
molecules may be purified and Sorted very readily using 
techniques that are Similar to those used to Sort DNA or size 
polymers. 

0114 Preparation of homogeneous populations of short 
carbon nanotubes molecules may be accomplished by cut 
ting and annealing (reclosing) the nanotube pieces followed 
by fractionation. The cutting and annealing processes may 
be carried out on a purified nanotube bucky paper, on felts 
prior to purification of nanotubes or on any material that 
contains Single-wall nanotubes. When the cutting and 
annealing proceSS is performed on felts, it is preferably 
followed by oxidative purification, and optionally Saponifi 
cation, to remove amorphous carbon. Preferably, the Starting 
material for the cutting proceSS is purified Single-wall nano 
tubes, substantially free of other material. 

0115 The short nanotube pieces can be cut to a length or 
Selected from a range of lengths, that facilitates their 
intended use. The length can be from just greater than the 
diameter of the tube up to about 1,000 times the diameter of 
the tube. Typical tubular molecules will be in the range of 
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from about 5 to 1,000 nanometers or longer. For making 
template arrays useful in growing carbon fibers of SWNT as 
described below, lengths of from about 50 to 500 nm are 
preferred. 

0116. Any method of cutting that achieves the desired 
length of nanotube molecules without Substantially affecting 
the Structure of the remaining pieces can be employed. The 
preferred cutting method employs irradiation with high mass 
ions. In this method, a Sample is Subjected to a fastion beam, 
e.g., from a cyclotron, at energies of from about 0.1 to 10 
giga-electron volts. Suitable high mass ions include those 
over about 150 AMU's such as bismuth, gold, uranium and 
the like. 

0117 Preferably, populations of individual single-wall 
nanotube molecules having homogeneous length are pre 
pared Staring with a hetrogeneous bucky paper and cutting 
the nanotubes in the paper using a gold (Au) fast ion 
beam. In a typical procedure the bucky paper (about 100 
micron thick) is exposed to 10' fast ions per cm, which 
produces Severely damaged nanotubes in the paper, on 
average every 100 nanometers along the length of the 
nanotubes. The fast ions create damage to the bucky paper 
in a manner analogous to shooting 10-100 nm diameter 
“bullet holes” through the sample. The damaged nanotubes 
then can be annealed (closed) by heat Sealing of the tubes at 
the point where ion damage occurred, thus producing a 
multiplicity of shorter nanotube molecules. At these flux 
levels, the shorter tubular molecules produced will have a 
random distribution of cut sizes with a length peak near 
about 100 nm. Suitable annealing conditions are well know 
in the fullerene art, Such as for example, baking the tubes in 
vacuum or inert gas at 1200° C. for 1 hour. 

0118. The SWNTs may also be cut into shorter tubular 
molecules by intentionally incorporating defect-producing 
atoms into the structure of the SWNT during production. 
These defects can be exploited chemically (e.g., oxidatively 
attacked) to cut the SWNT into smaller pieces. For example, 
incorporation of I boron atom for every 1000 carbon atoms 
in the original carbon vapor source can produce SWNTs 
with built-in weak Spots for chemical attack. 

0119 Cutting may also be achieved by Sonicating a 
suspension of SWNTs in a suitable medium such as liquid or 
molten hydrocarbons. One Such preferred liquid is 1,2- 
dichloreothane. Any apparatus that produces Suitable acous 
tic energy can be employed. One Such apparatus is the 
Compact Cleaner (One Pint) manufactured by Cole-Parmer, 
Inc. This model operates at 40 KHZ and has an output of 20 
W. The Sonication cutting process should be continued at a 
Sufficient energy input and for a Sufficient time to Substan 
tially reduce the lengths of tubes, ropes or cables present in 
the original Suspension. Typically times of from about 10 
minutes to about 24 hours can be employed depending on 
the nature of the Starting material and degree of length 
reduction Sought. 

0120 In another embodiment, sonification may be used 
to create defects along the rope lengths, either by the high 
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temperatures and preSSures created in bubble collapse 
(-5000° C. and ~1000 atm), or by the attack of free radicals 
produced by Sonochemistry. These defects are attacked by 
S/N to cleanly cut the nanotube, exposing the tubes under 
neath for more damage and cutting. In a preferred process, 
the nanotubes are bath Sonocated while being Stirred in 
40-45 C. S/N for 24 hours. Next, the nanotubes are stirred 
with no Sonification in the S/N for 2 hours at 40-45 C. This 
is to attack, with the S/N, all the defects created by the 
Sonification without creating more defects. Then, the nano 
tubes are diluted four-fold with water, and then filtered using 
a 0.1 micron pore size VCTP filter. Next, the nanotubes are 
filtered and washed with a 10 mM NaOH solution on the 
VCTP filter. The nanotubes are polished by stirring them for 
30 minutes at 70° C. in a S/N solution. The polished 
nanotubes are diluted four-fold with water, filtered using the 
0.1 micron pore size VCTP filters, then filtered and washed 
with 10 mM NaOH on a 0.1 micron pore size VCTP filter, 
and then Stored in water. 

0121 Oxidative etching (e.g., with highly concentrated 
nitric acid) can also be employed to effect cutting of SWNTs 
into shorter lengths. For example, refluxing SWNT material 
in concentrated HNO for periods of several hours to I or 2 
days will result in significantly shorter SWNTs. The rate of 
cutting by this mechanism is dependent on the degree of 
helicity of the tubes. This fact may be utilized to facilitate 
Separation of tubes by type, i.e., (n,n) from (m,n). 
0122) In another embodiment, SWNTs can be cut using 
electron beam cutting apparatus in the known manner. 
Nanotubes may also be cut by the use of a plasma arc. 
Combination of the foregoing cutting techniques can also be 
employed. 

0123 Homogeneous populations of Single-walled nano 
tubes may be prepared by fractionating heterogeneuoS nano 
tube populations after annealing. The annealed nanotubes 
may be disbursed in an aqueous detergent Solution or an 
organic solvent for the fractionation Preferably the tubes 
will be disbursed by Sonication in benzene, toluene, Xylene 
or molten naphthalene. The primary function of this proce 
dure is to Separate nanotubes that are held together in the 
form of ropes or mats by van der Waals forces. Following 
Separation into individual nanotubes, the nanotubes may be 
fractionated by Size by using fractionation procedures which 
are well known, Such as procedures for fractionating DNA 
or polymer fractionation procedures. Fractionation also can 
be performed on tubes before annealing, particularly if the 
open ends have Substituents (carboxy, hydroxy, etc.), that 
facilitate the fractionation either by size or by type. Alter 
natively, the closed tubes can be opened and derivatized to 
provide Such Substituents. Closed tubes can also be deriva 
tized to facilitate fractionation, for example, by adding 
Solubilizing moieties to the end caps. 
0.124 Electrophoresis is one such technique well Suited to 
fractionation of SWNT molecules since they can easily be 
negatively charged. It is also possible to take advantage of 
the different polarization and electrical properties of SWNTs 
having different structure types (e.g., arm chair and Zig-Zag) 
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to Separate the nanotubes by type. Separation by type can 
also be facilitated by derivatizing the mixture of molecules 
with a moiety that preferentially bonds to one type of 
Structure. 

0.125. In a typical example, a 100 micron thick mat of 
black bucky paper, made of nanotubes purified by refluxing 
in nitric acid for 48 hours was exposed for 100 minutes to 
a 2 GeV beam of gold (Au) ions in the Texas A&M 
Superconducting Cyclotron Facility (net flux of up to 10' 
ions per cm). The irradiated paper was baked in a vacuum 
at 1200° C. for 1 hr to seal off the tubes at the “bullet holes', 
and then dispersed in toluene while Sonicating. The resultant 
tubular molecules were examined via SEM, AFM and TEM. 
0.126 The procedures described herein produce tubular 
molecules that are Single-wall nanotubes in which the cylin 
drical portion is formed from a substantially defect-free 
sheet of graphene (carbon in the form of attached hexagons) 
rolled up and joined at the two edges parallel to its long axis. 
The nanotube can have a fullerene cap (e.g., hemispheric) at 
one end of the cylinder and a Similar fullerene cap at the 
other end. One or both ends can also be open. Prepared as 
described herein, these SWNT molecules are substantially 
free of amorphous carbon. These purified nanotubes are 
effectively a whole new class of tubular molecules. 
0127. In general the length, diameter and helicity of these 
molecules can be controlled to any desired value. Preferred 
lengths are up to 10” hexagons; preferred diameters are 
about 5 to 50 hexagon circumference; and the preferred 
helical angle is 0° to 30°. 
0128 Preferably, the tubular molecules are produced by 
cutting and annealing nanotubes of predominately arm-chair 
(n,n) configuration, which may be obtained by purifying 
material produced according to the methods of U.S. Ser. No. 
08/687,665. These (n,n) carbon molecules, purified as 
described herein, are the first truly “metallic molecules.” 
The metallic carbon molecules are useful as probes for 
Scanning probe microscopy Such as are used in Sigtunneling 
microscopes (STM) and atomic force microscopes (AFM). 
0129 Derivitization of Carbon Nanotubes 
0130. The tubular carbon molecules (including the mul 
tiwall forms) produced as described above can be chemi 
cally derivatized at their ends (which may be made either 
open or closed with a hemi-fullerene dome). Derivatization 
at the fullerene cap structures is facilitated by the well 
known reactivity of these structures. See, “The Chemistry of 
Fullerenes' R Taylor ed., Vol. 4 of the advanced Series in 
Fullerenes, World Scientific Publishers, Singapore, 1995; A. 
Hirsch, “The Chemistry of the Fullerenes,” Thieme, 1994. 
Alternatively, the fullerene caps of the Single-walled nano 
tubes may be removed at one or both ends of the tubes by 
Short exposure to oxidizing conditions (e.g., with nitric acid 
or O/CO) sufficient to open the tubes but not etch them 
back too far, and the resulting open tube ends maybe 
derivatized using known reaction Schemes for the reactive 
Sites at the graphene sheet edge. 
0131. In general, the structure of such molecules can be 
shown as follows: 
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is a substantially defect-free cylindrical graphene sheet 
(which optionally can be doped with non-carbon atoms) 
having from about 10° to about 10 carbon atoms, and 
having a length of from about 5 to about 1000 nm, 
preferably about 5 to about 500 nm: 

R, R', R. R. R', and R each may be independently selected 
from the group consisting of 
hydrogen; alkyl, acyl, aryl, aralkyl, 
halogen; substituted or unsubstituted 
thiol; unsubstituted or substituted 
amino; hydroxy, and OR' wherein R' 
is selected from the group consisting 
of hydrogen; alkyl, acyl, aryl aralkyl 
unsubstituted or substituted amino; 
substituted or unsubstituted thiol: 
and halogen; and a linear or cyclic 
carbon chain optionally interrupted 
with one or more heteroatom, and 
optionally substituted with one or 
more =O, or =S, hydroxy, an 
aminoalkyl group, an amino acid, or 
a peptide of 2-8 amino acids. 

0132) The following definitions are used herein. 

0133. The term “alkyl” as employed herein includes both 
Straight and branched chain radicals, for example methyl, 
ethyl, propyl, isopropyl, butyl, t-butyl, isobutyl, pentyl, 
hexyl, isohexyl, heptyl, 4,4-dimethylpentyl, octyl, 2,2,4- 
trimethylpentyl, nonyl, decyl undecyl, dodecyl, the various 
branched chain isomers thereof. The chain may be linear or 
cyclic, Saturated or unsaturated, containing, for example, 
double and triple bonds. The ally chain may be interrupted 
or Substituted with, for example, one or more halogen, 
oxygen, hydroxy, Sillyl, amino, or other acceptable Substitu 
entS. 

0134) The term “acyl” as used herein refers to carbonyl 
groups of the formula -COR wherein R may be any 
Suitable Substituent Such as, for example, alkyl, aryl, aralkyl, 
halogen; Substituted or unsubstituted thiol, unsubstituted or 
Substituted amino, unsubstituted or Substituted oxygen, 
hydroxy, or hydrogen. 

0135 The term “aryl” as employed herein refers to 
monocyclic, bicyclic or tricyclic aromatic groups containing 
from 6 to 14 carbons in the ring portion, Such as phenyl, 
naphthyl, Substituted phenyl, or Substituted naphthyl, 

is a number from 0 to 30, preferably 0 to 12; and 

is a fullerene cap that fits perfectly on the cylindrical 
graphene sheet, has at least six pentagons and the remainder 
hexagons and typically has at least about 30 carbon atoms; 

wherein the substituent on either the phenyl or naphthyl may 
be for example C alkyl, halogen, C, alkoxy, hydroxy or 
nitro. 

0.136 The term “aralkyl” as used herein refers to alkyl 
groups as discussed above having an aryl Substituent, Such 
as benzyl, p-nitrobenzyl, phenylethyl, diphenylmethyl, and 
triphenylmethyl. 

0.137 The term “aromatic or non-aromatic ring” as used 
herein includes 5-8 membered aromatic and non-aromatic 

rings uninterrupted or interrupted with one or more heteroa 
tom, for example O, S, SO, SO and N, or the ring may be 
unsubstituted or Substituted with, for example, halogen, 
alkyl, acyl, hydroxy, aryl, and amino, Said heteroatom and 
Substituent may also be Substituted with, for example, alkyl, 
acyl, aryl, or aralkyl. 

0.138. The term “linear or cyclic” when used herein 
includes, for example, a linear chain which may optionally 
be interrupted by an aromatic or non-aromatic ring. Cyclic 
chain includes, for example, an aromatic or non-aromatic 
ring which may be connected to, for example, a carbon chain 
which either precedes or follows the ring. 
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0.139. The term “substituted amino” as used herein refers 
to an amino which may be Substituted with one or more 
Substituent, for example, alkyl, acyl, aryl, aralkyl, hydroxy, 
and hydrogen. 

0140. The term “substituted thiol” as used herein refers to 
a thiol which may be substituted with one or more substitu 
ent, for example, alkyl, acyl, aryl aralkyl, hydroxy, and 
hydrogen. 

0141 Typically, open ends may contain up to about 20 
Substituents and closed ends may contain up to about 30 
Substituents. It is preferred, due to Stearic hindrance, to 
employ up to about 12 Substituents per end. 

0142. In addition to the above described external deriva 
tization, the SWNT molecules of the present invention can 
be modified endohedrally, i.e., by including one or more 
metal atoms inside the Structure, as is known in the endohe 
dral fullerene art. It is also possible to “load” the SWNT 
molecule with one or more Smaller molecules that do not 
bond to the Structures, e.g., Co, to permit molecular Switch 
ing as the Co. bucky ball shuttles back and forth inside the 
SWNT molecule under the influence of external fields or 
forces. 

0143 To produce endohedral tubular carbon molecules, 
the internal species (e.g., metal atom, bucky ball molecules) 
can either be introduced during the SWNT formation pro 
ceSS or added after preparation of the tubular molecules. 
Incorporation of metals into the carbon Source that is evapo 
rated to form the SWNT material is accomplished in the 
manner described in the prior art for making endohedral 
metallofullerenes. Bucky balls, i.e., Spheroidal fullerene 
molecules, are preferably loaded into the tubular carbon 
molecules of this invention by removing one or both end 
caps of the tubes employing oxidation etching described 
above, and adding an excess of bucky ball molecules (e.g., 
Co, Czo) by heating the mixture (e.g., from about 500 to 
about 600 C.) in the presence of Co or Co containing 
vapor for an equilibration period (e.g., from about 12 to 
about 36 hours). A significant proportion (e.g., from a few 
tenths of a percent up to about 50 percent or more) of the 
tubes will capture a bucky ball molecule during this treat 
ment. By Selecting the relative geometry of the tube and ball 
this process can be facilitated. For example, Co and Co fit 
very nicely in a tubular carbon molecule cut from a (10,10) 
SWNT (I.D.s 1 nm). After the loading step, the tubes con 
taining bucky ball molecules can be closed (annealed shut) 
by heating under vacuum to about 1100° C. Bucky ball 
encapsulation can be confirmed by microscopic examina 
tion, e.g., by TEM. 

0144 Endohedrally loaded tubular carbon molecules can 
then be separated from empty tubes and any remaining 
loading materials by taking advantage of the new properties 
introduced into the loaded tubular molecules, for example, 
where the metal atom imparts magnetic or paramagnetic 
properties to the tubes, or the bucky ball imparts extra mass 
to the tubes. Separation and purification methods based on 
these properties and others will be readily apparent to those 
skilled in the art. 

0.145) Fullerene molecules like Co or C7 will remain 
inside the properly Selected tubular molecule (e.g., one 
based on (10,10) SWNTs) because from an electronic stand 
point (e.g., by van der Waals interaction) the tube provides 
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an environment with a more Stable energy configuration than 
that available outside the tube. 

0146 Molecular Arrays of Single-wall Carbon Nano 
tubes 

0147 An application of particular interest for a homoge 
neous population of SWNT molecules is production of a 
Substantially two-dimensional array made up of Single 
walled nanotubes aggregating (e.g., by van der Waals forces) 
in Substantially parallel orientation to form a monolayer 
extending in directions Substantially perpendicular to the 
orientation of the individual nanotubes. Such monolayer 
arrays can be formed by conventional techniques employing 
“self-assembled monolayers” (SAM) or Langmiur-Blodgett 
films, see Hirch, pp. 75-76. Such a molecular array is 
illustrated schematically in FIG.8. In this Figure nanotubes 
802 are bound to a substrate 804 having a reactive coating 
806 (e.g., gold). 
0.148 Typically, SAMs are created on a substrate which 
can be a metal (Such as gold, mercury or ITO (indium-tin 
oxide)). The molecules of interest, here the SWNT mol 
ecules, are linked (usually covalently) to the Substrate 
through a linker moiety such as-S-, -S(CH), NH-, 
-SiO(CH)NH- or the like. The linker moiety may be 
bound first to the substrate layer or first to the SWNT 
molecule (at an open or closed end) to provide for reactive 
Self-assembly. Langmiur-Blodgett films are formed at the 
interface between two phases, e.g., a hydrocarbon (e.g., 
benzene or toluene) and water. Orientation in the film is 
achieved by employing molecules or linkers that have 
hydrophilic and lipophilic moieties at opposite ends. 

0149 The configuration of the SWNT molecular array 
may be homogenous or heterogeneous depending on the use 
to which it will be put. Using SWNT molecules of the same 
type and structure provides a homogeneous array of the type 
shown in FIG. 8. By using different SWNT molecules, 
either a random or ordered heterogeneous Structure can be 
produced. An example of an ordered heterogeneous array is 
shown in FIG. 9 where tubes 902 are (n,n), i.e., metallic in 
structure and tubes 904 are (m,n), i.e., insulating. This 
configuration can be achieved by employing Successive 
reactions after removal of previously masked areas of the 
reactive Substrate. 

0150. One preferred use of the SWNT molecular arrays 
of the present invention is to provide a “seed” or template for 
growth of carbon fiber of Single-wall carbon nanotubes as 
described below. The use of this template is particularly 
useful for keeping the live (open) end of the nanotubes 
exposed to feedstock during growth of the fiber. The tem 
plate array of this invention can be used as formed on the 
original Substrate, cleaved from its original Substrate and 
used with no substrate (the van der Waals forces will hold it 
together) or transferred to a second Substrate more Suitable 
for the conditions of fiber growth. 

0151. Where the SWNT molecular array is to be used as 
a Seed or template for growing macroscopic carbon fiber as 
described below, the array need not be formed as a Substan 
tially two-dimensional array. Any form of array that presents 
at its upper Surface a two-dimensional array can be 
employed. In the preferred embodiment, the template 
molecular array is a manipulatable length of carbon fiber as 
produced below. 
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0152 Another method for forming a suitable template 
molecular array involves employing purified bucky paper as 
the Starting material. Upon oxidative treatment of the bucky 
paper surface (e.g., with O/CO at about 500° C), the sides 
as well as ends of SWNTs are attacked and many tube and/or 
rope ends protrude up from the Surface of the paper. Dis 
posing the resulting bucky paper in an electric field (e.g., 
100 V/cm results in the protruding tubes and or ropes 
aligning in a direction Substantially perpendicular to the 
paper Surface. These tubes tend to coalesce due to Van der 
Waals forces to form a molecular array. 
0153. Alternatively, a molecular array of SWNTs can be 
made by “combing the purified bucky paper Starting mate 
rial. “Combing involves the use of a Sharp microscopic tip 
Such as the Silicon pyramid on the cantilever of a Scanning 
force microscope (“SFM”) to align the nanotubes. Specifi 
cally, combing is the process whereby the tip of an SFM is 
Systematically dipped into, dragged through, and raised up 
from a Section of bucky paper. An entire Segment of bucky 
paper could be combed, for example, by: (i) Systematically 
dipping, dragging, raising and moving forward an SFM tip 
along a section of the bucky paper, (ii) repeating the 
Sequence in (i) until completion of a row, and (iii) reposi 
tioning the tip along another row and repeating (i) and (ii). 
In a preferred method of combing, the Section of bucky 
paper of interest is combed through as in steps (i)-(iii) above 
at a certain depth and then the entire proceSS is repeated at 
another depth. For example, a lithography Script can be 
written and run which could draw twenty fines with 0.5 tim 
Spacing in a 10x10 um Square of bucky paper. The Script can 
be run Seven times, changing the depth from Zero to three am 
in 0.5 um increments. 

0154) Growth of Carbon Fiber from SWNT Molecular 
ArrayS 

O155 The present invention provides methods for grow 
ing carbon fiber from SWNT molecular arrays to any desired 
length. The carbon fiber which comprises an aggregation of 
Substantially parallel carbon nanotubes may be produced 
according to this invention by growth (elongation) of a 
suitable seed molecular array. The preferred SWNT molecu 
lar array is produced as described above from a SAM of 
SWNT molecules of substantially uniform length. The diam 
eter of the fibers grown according to this method, which are 
useful in making nanoscale probes and manipulators, can be 
any value from a few (<10) nanotubes to ropes up to 10 
nanotubes. 

0156 The first step in the growth process is to open the 
growth end of the SWNTs in the molecular array. This can 
be accomplished as described above with an oxidative 
treatment. Next, a transition metal catalyst is added to the 
open-ended Seed array. The transition metal catalyst can be 
any transition metal that will cause conversion of the car 
bon-containing feedstock described below into highly 
mobile carbon radicals that can rearrange at the growing 
edge to the favored hexagon Structure. Suitable materials 
include transition metals, and particularly the Group VIII 
transition metals, i.e., iron (Fe), cobalt (Co), nickel (NM), 
ruthenium (Ru), rhodium (Rh), palladium (Pd), osmium 
(Os), iridium (Ir) and platinum (Pt). Metals from the lan 
thanide and actinide Series and molybdenum can also be 
used. Preferred are Fe, Ni, Co and mixtures thereof Most 
preferred is a 50/50 mixture (by weight) of Ni and Co. 
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0157. The catalyst should be present on the open SWNT 
ends as a metal cluster containing from about 10 metal atoms 
up to about 200 metal atoms (depending on the SWNT 
molecule diameter). Typically, the reaction proceeds most 
efficiently if the catalyst metal cluster sits on top of the open 
tube and does not bridge over more than one or two tubes. 
Preferred are metal clusters having a croSS-Section equal to 
from about 0.5 to about 1.0 times the tube diameter (e.g., 
about 0.7 to 1.5 nm). 
0158. In the preferred process, the catalyst is formed, in 
situ, on the open tube ends of the molecular array by a 
Vacuum deposition process. Any Suitable equipment, Such as 
that used in Molecular Beam Epitaxy (MBE) deposition, can 
be employed. One such device is a Kidsen Effusion Source 
Evaporator. It is also possible to effect Sufficient deposition 
of metal by simply heating a wire in the vicinity of the tube 
ends (e.g., a Ni/CO wire or separate Ni and CO wires) to a 
temperature below the melting point at which enough atoms 
evaporate from one wire surface (e.g., from about 900 to 
about 1300° C.). The deposition is preferably carried out in 
a vacuum with prior outgassing. Vacuums of about 10 to 
10 Torr are suitable. The evaporation temperature should 
be high enough to evaporate the metal catalyst Typically, 
temperatures in the range of 1500 to 2000 C. are suitable for 
the Ni/Co catalyst of the preferred embodiment In the 
evaporation process, the metal is typically deposited as 
monolayers of metal atoms. From about 1-10 monolayers 
will generally give the required amount of catalyst. The 
deposition of transition metal clusters on the open tube tops 
can also be accomplished by laser vaporization of metal 
targets in a catalyst deposition Zone. 

0159. The actual catalyst metal cluster formation at the 
open tube ends is carried out by heating the tube ends to a 
temperature high enough to provide Sufficient Species mobil 
ity to permit the metal atoms to find the open ends and 
assemble into clusters, but not So high as to effect closure of 
the tube ends. Typically, temperatures of up to about 500 C. 
are suitable. Temperatures in the range of about 400-500 C. 
are preferred for the Ni/Co catalysts system of one preferred 
embodiment. 

0160 In a preferred embodiment, the catalyst metal clus 
ter is deposited on the open nanotube end by a docking 
process that insures optimum location for the Subsequent 
growth reaction. In this process, the metal atoms are Sup 
plied as described above, but the conditions are modified to 
provide reductive conditions, e.g., at 800° C., 10 millitorr of 
He for 1 to 10 minutes. There conditions cause the metal 
atom clusters to migrate through the System in Search of a 
reactive Site. During the reductive heating the catalyst mate 
rial will ultimately find and settle on the open tube ends and 
begin to etch back the tube. The reduction period should be 
long enough for the catalyst particles to find and begin to 
etch back the nanotubes, but not So long as to Substantially 
etch away the tubes. By changing to the above-described 
growth conditions, the etch-back process is reversed. At this 
point, the catalyst particles are optimally located with 
respect to the tube ends Since they already were catalytically 
active at those sites (albeit in the reverse process). 
0.161 The catalyst can also be supplied in the form of 
catalyst precursors which convert to active form under 
growth conditions Such as oxides, other Salts or ligand 
Stabilized metal complexes. AS an example, transition metal 
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complexes with alkylamines (primary, Secondary or tertiary) 
can be employed. Similar alkylamine complexes of transi 
tion metal oxides also can be employed. 
0162. In an alternative embodiment, the catalyst may be 
Supplied as preformed nanoparticles (i.e., a few nanometers 
in diameter) as described in Dai et al., “Single-Wall Nano 
tubes Produced by Metal-Catalyzed Disproportionation of 
Carbon Monoxide,” Chem. Phys. Lett. 260 (1996), 471-475. 
0163. In the next step of the process, the SWNT molecu 
lar array with catalyst deposited on the open tube ends is 
Subjected to tube growth (extension) conditions. This may 
be in the same apparatus in which the catalyst is deposited 
or a different apparatus. The apparatus for carrying out this 
proceSS will require, at a minimum a Source of carbon 
containing feedstock and a means for maintaining the grow 
ing end of the continuous fiber at a growth and annealing 
temperature where carbon from the vapor can be added to 
the growing ends of the individual nanotubes under the 
direction of the transition metal catalyst Typically, the 
apparatus will also have means for continuously collecting 
the carbon fiber. The process will be described for illustra 
tion purposes with reference to the apparatus shown in 
FIGS. 10 and 11. 

0164. The carbon Supply necessary to grow the SWNT 
molecular array into a continuous fiber is Supplied to the 
reactor 1000, in gaseous form through inlet 1002. The gas 
stream should be directed towards the front Surface of the 
growing array 1004. The gaseous carbon-containing feed 
Stock can be any hydrocarbon or mixture of hydrocarbons 
including alkyls, acyls, aryls, aralkyls and the like, as 
defined above. Preferred are hydrocarbons having from 
about 1 to 7 carbon atoms. Particularly preferred are meth 
ane, ethane, ethylene, actylene, acetone, propane, propylene 
and the like. Most preferred is ethylene. Carbon monoxide 
may also be used and in Some reactions is preferred. Use of 
CO feedstock with preformed Mo-based nano-catalysts is 
believed to follow a different reaction mechanism than that 
proposed for in Situ-formed catalyst clusters. See Dai. 
0.165. The feedstock concentration is preferably as cho 
Sen to maximize the rate of reaction, with higher concen 
trations of hydrocarbon giving faster growth rates. In general 
the partial pressure of the feedstock material (e.g., ethylene) 
can be in the 0.001 to 10.0 Torr range, with values in the 
range of about 1.0 to 10 Torr being preferred. The growth 
rate is also a function of the temperature of the growing 
array tip as described below, and as a result growth tem 
peratures and feed Stock concentration can be balanced to 
provide the desired growth rates. 
0166 It is not necessary or preferred to preheat the 
carbon feedstock gas, Since unwanted pyrolysis at the reac 
tor walls can be minimized thereby. The only heat Supplied 
for the growth reaction should be focused at the growing tip 
of the fiber 1004. The rest of the fiber and the reaction 
apparatus can be kept at room temperature. Heat can be 
Supplied in a localized fashion by any Suitable means. For 
the Small fibers useful in making nanoscale probes and 
manipulators, a laser 1006 focused at the growing end is 
preferred (e.g., a C-W laser Such as an argon ion laser beam 
at 514 nm). For larger fibers, heat can be supplied by 
microwave energy or R-F energy, again localized at the 
growing fiber tip. Any other form of concentrated electro 
magnetic energy that can be focused on the growing tip can 

Aug. 1, 2002 

be employed (e.g., Solar energy). Care should be taken, 
however, to avoid electromagnetic radiation that will be 
absorbed to any appreciable extent by the feedstock gas. 

0167. The SWNT molecular array tip should be heated to 
a temperature Sufficient to cause growth and efficient anneal 
ing of defects in the growing fiber, thus forming a growth 
and annealing Zone at the tip. In general, the upper limit of 
this temperature is governed by the need to avoid pyrolysis 
of the feedstock and fouling of the reactor or evaporation of 
the deposited metal catalyst. For most feedstocks, this is 
below about 1300° C. The lower end of the acceptable 
temperature range is typically about 500 C., depending on 
the feedstock and catalyst efficiency. Preferred are tempera 
tures in the range of about 500° C. to about 1200° C. More 
preferred are temperatures in the range of from about 700C 
to about 1200C. Temperatures in the range of about 900 C. 
to about 1100 C. are the most preferred, since at these 
temperatures the best annealing of defects occurs. The 
temperature at the growing end of the cable is preferably 
monitored by, and controlled in response to, an optical 
pyrometer 1008, which measures the incandescence pro 
duced. While not preferred due to potential fouling prob 
lems, it is possible under Some circumstances to employ an 
inert Sweep gas Such as argon or helium. 
0.168. In general pressure in the growth chamber can be 
in the range of 1 millitorr to about 1 atmosphere. The total 
preSSure should be kept at 1 to 2 times the partial preSSure 
of the carbon feedstock. A vacuum pump 1010 may be 
provided as shown. It may be desirable to recycle the 
feedstock mixture to the growth chamber. AS the fiber grows 
it can be withdrawn from the growth chamber 1012 by a 
suitable transport mechanism such as drive roil 1014 and 
idler roll 1016. The growth chamber 1012 is in direct 
communication with a vacuum feed lock Zone. 

0169. The pressure in the growth chamber can be brought 
up to atmospheric, if necessary, in the vacuum feed lock by 
using a series of chambers 1100. Each of these chambers is 
separated by a loose TEFLONO-ring seal 1102 surrounding 
the moving fiber. Pumps 1104 effect the differential pressure 
equalization. A take-up roll 1106 continuously collects the 
room temperature carbon fiber cable. Product output of this 
process can be in the range of 10 to 10' feet per minute or 
more. By this process, it is possible to produce tons per day 
of continuous carbon fiber made up of SWNT molecules. 
0170 Growth of the fiber can be terminated at any stage 
(either to facilitate manufacture of a fiber of a particular 
length or when too many defects occur). To restart growth, 
the end may be cleaned (i.e., reopened) by oxidative etching 
(chemically or electrochemically). The catalyst particles can 
then be reformed on the open tube ends, and growth con 
tinued. 

0171 The molecular array (template) may be removed 
from the fiber before or after growth by macroscopic physi 
cal Separation means, for example by cutting the fiber with 
Scissors to the desired length. Any Section from the fiber may 
be used as the template to initiate production of Similar 
fibers. 

0172 The continuous carbon fiber of the present inven 
tion can also be grown from more than one separately 
prepared molecular array or template. The multiple arrayS 
can be the same or different with respect to the SWNT type 
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or geometric arrangement in the array. Cable-like Structures 
with enhanced tensile properties can be grown from a 
number of Smaller separate arrays as shown in FIG. 12. In 
addition to the masking and coating techniques described 
above, it is possible to prepare a composite Structure, for 
example, by Surrounding a central core array of metallic 
SWNTs with a series of Smaller circular nonmetallic SWNT 
arrays arranged in a ring around the core array as shown in 
FIG. 13. 

0173 The carbon nanotube structures useful according to 
this invention need not be round or even Symmetrical in 
two-dimensional croSS Section. It is even possible to align 
multiple molecular array Seed templates in a manner as to 
induce nonparallel. growth of SWNTs in some portions of 
the composite fiber, thus producing a twisted, helical rope, 
for example. It is also possible to catalytically grow carbon 
fiber in the presence of an electric field to aid in alignment 
of the SWNTs in the fibers, as described above in connection 
with the formation of template arrayS. 
0174 Random Growth of Carbon Fibers From SWNTs 
0.175. It is also possible to produce useful compositions 
comprising a randomly oriented mass of SWNTs, which can 
include individual tubes, ropes and/or cables. The random 
growth process has the ability to produce large quantities, 
i.e., tons per day, of SWNT material. 
0176). In general the random growth method comprises 
providing a plurality of SWNT seed molecules that are 
Supplied with a Suitable transition metal catalyst as 
described above, and Subjecting the Seed molecules to 
SWNT growth conditions that result in elongation of the 
seed molecule by several orders of magnitude, e.g., 10° to 
10 or more times its original length. 
0177. The seed SWNT molecules can be produced as 
described above, preferably in relatively short lengths, e.g., 
by cutting a continuous fiber or purified bucky paper. In a 
preferred embodiment, the Seed molecules can be obtained 
after one initial run from the SWNT felt produced by this 
random growth process (e.g., by cutting). The lengths do not 
need to be uniform and generally can range from about 5 nm 
to 10 um in length. 
0178. These SWNT seed molecules may be formed on 
nanoscale Supports that do not participate in the growth 
reaction. In another embodiment, SWNTs or SWNT struc 
tures can be employed as the Support material/seed. For 
example, the Self assembling techniques described below 
can be used to form a three-dimensional SWNT nanostruc 
ture. NanoScale powders produced by these technique have 
the advantage that the Support material can participate in the 
random growth process. 
0179 The supported or unsupported SWNT seed mate 

rials can be combined with a Suitable growth catalyst as 
described above, by opening SWNT molecule ends and 
depositing a metal atom cluster. Alternatively, the growth 
catalyst can be provided to the open end or ends of the Seed 
molecules by evaporating a Suspension of the Seeds in a 
Suitable liquid containing a Soluble or Suspended catalyst 
precursor. For example, when the liquid is water, Soluble 
metal salts such as Fe (NO), Ni (NO) or CO (NO) and 
the like may be employed as catalyst precursors. In order to 
ensure that the catalyst material is properly positioned on the 
open end(s) of the SWNT seed molecules, it may be 
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necessary in some circumstances to derivitize the SWNT 
ends with a moiety that binds the catalyst nanoparticle or 
more preferably a ligand-Stabilized catalyst nanoparticle. 

0180. In the first step of the random growth process the 
Suspension of Seed particles containing attached catalysts or 
asSociated with dissolved catalyst precursors is injected into 
an evaporation Zone where the mixture contacts a Sweep gas 
flow and is heated to a temperature in the range of 250-500 
C. to flash evaporate the liquid and provide an entrained 
reactive nanoparticle (i.e., seed/catalyst). Optionally this 
entrained particle Stream is Subjected to a reduction Step to 
further activate the catalyst (e.g., heating from 300-500 C. 
in H). A carbonaceous feedstock gas, of the type employed 
in the continuous growth method described above, is then 
introduced into the Sweep gas/active nanoparticle Stream and 
the mixture is carried by the Sweep gas into and through a 
growth Zone. 

0181. The reaction conditions for the growth Zone are as 
described above, i.e., 500-1000 C. and a total pressure of 
about one atmosphere. The partial pressure of the feedstock 
gas (e.g., ethylene, CO) can be in the range of about 1 to 100 
Torr. The reaction is preferably carried out in a tubular 
reactor through which a Sweep gas (e.g., argon) flows. 
0182. The growth Zone may be maintained at the appro 
priate growth temperature by 1) preheating the feedstock 
gas, 2) preheating the Sweep gas, 3) externally heating the 
growth Zone, 4) applying localized heating in the growth 
Zone, e.g., by laser or induction coil, or any combination of 
the foregoing. 
0183 Downstream recovery of the product produced by 
this proceSS can be effected by known means Such as 
filtration, centrifugation and the like. Purification may be 
accomplished as described above. 
0.184 The carbon nanotubes prepared by the above 
described process may also employ the hexaboronitride 
lattice. This material forms graphene-like sheets with the 
hexagons made of B and N atoms (e.g., B N or C BN). 
It is possible to provide an outer coating to a growing carbon 
fiber by Supplying a BN precursor (e.g., tri-chloroborazine a 
mixture of NH and BC1 or diborane) to the fiber which 
serves as a mandrel for the deposition of BN sheets. This 
outer BN layer can provide enhanced insulating properties to 
the metallic carbon fiber of the present invention: Outer 
layers of pyrolytic carbon polymers or polymer blends may 
also be employed to impart insulating properties. By chang 
ing the feedstock in the above described process from a 
hydrocarbon to a BN precursor and back again it is possible 
to grow a fiber made up of individual tubes that alternate 
between regions of all carbon lattice and regions of BN 
lattice. In another embodiment, an all BN fiber can be grown 
by starting with a SWNT template array topped with a 
Suitable catalyst and fed BN precursors. These graphene and 
BN systems can be mixed because of the very close match 
of Size to the two hexagonal units of Structure. In addition, 
they exhibit enhanced properties due to the close match of 
coefficients of thermal expansion and tensile properties. 
0185. While the invention has been particularly shown 
and described by the foregoing detailed description, it will 
be understood by those skilled in the art that various other 
changes in form and detail may be made without departing 
from the Spirit and Scope of the invention. 
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What is claimed is: 
1. An article of manufacture comprising a macroscopic 

mounting element capable of being manipulated or observed 
in a macroScale environment and a nanoscale nanotube 
assembly attached to Said mounting element, whereby said 
article permits macroScale information to be provided to or 
obtained from a nanoscale environment. 

2. The article of claim 1 wherein Said mounting element 
is adapted to Support and move Said nanotube assembly. 

3. The article of claim wherein Said mounting element is 
adapted to provide an electrical connection to Said nanotube 
assembly. 

4. The article of claim 1 additionally comprising detection 
means operatively associated with Said mounting element 
for detecting information obtained by Said nanotube assem 
bly in Said nanoscale environment. 

5. The article of claim 4 wherein said detection means is 
Selected from the group consisting of electronic, electrome 
chanical and optical means. 

6. The article of claim 5 wherein said electromechanical 
detection means is a piezoelectric deflection System. 

7. The article of claim 1 wherein said mounting element 
is a proximity probe cantilever. 

8. The article of claim 1 wherein said mounting element 
is a proximity probe tip. 

9. The method of claim 7 or 8 wherein said proximity 
probe is adapted for use in a microScopy System Selected 
from the group consisting of STM, AFM and MFM. 

10. The article of claim 1 wherein said nanoscale nano 
tube assembly comprises a single nanotube. 

11. The article of claim 10 wherein said single nanotube 
is a carbon nanotube. 

12. The article of claim 11 wherein said carbon nanotube 
is Selected from Single-wall carbon nanotubes and multi 
wall carbon nanotubes. 

13. The article of claim 11 wherein said carbon nanotube 
is a single-wall carbon nanotube. 

14. The article of claim 11 wherein said single-wall 
carbon nanotube has insulating properties. 

15. The article of claim 11 wherein said single-wall 
carbon nanotube has metallic properties. 

16. The article of claim 15 wherein said single-wall 
carbon nanotube has arm chair (n,n) configuration. 

17. The article of claim 15 wherein said single-wall 
carbon nanotube has a (10,10) configuration. 

18. The article of claim 11 wherein said carbon nanotube 
is doped with non-carbon atoms in the fullerene lattice. 

19. The article of claim 11 wherein said carbon nanotube 
contains an endohedrally located Species. 

20. The article of claim 19 wherein said endohedrally 
located Species is Selected from metals, ions, Small mol 
ecules and fullerenes. 

21. The article of claim 20 wherein said species is a 
paramagnetic material. 

22. The article of claim 20 wherein said species is a 
ferromagnetic material. 

23. The article of claim 20 wherein said carbon nanotube 
is derivitized with a chemical moiety. 

24. The article of claim 23 wherein said chemical moiety 
is bound to Said carbon nanotube at a position on the Side of 
Said nanotube. 

25. The article of claim 23 wherein said chemical moiety 
is bound to the end cap of Said nanotube. 
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26. The article of claim 1 wherein said nanotube assembly 
comprises a plurality of generally parallel nanotubes. 

27. The article of claim 26 wherein said nanotubes are 
carbon nanotubes. 

28. The article of claim 26 or 27 wherein said plurality of 
nanotubes is a bundle having from about 2 to about 10 
individual nanotubes. 

29. The article of claim 26 or 27 wherein said plurality of 
nanotubes is a rope having from about 10 to 10 individual 
nanotubes. 

30. The article of claim 26 or 27, wherein said nanotube 
assembly comprises a body Section and a tip Section com 
prising from about 1 to about 10 individual nanotubes 
projecting beyond Said body Section. 

31. The article of claim 1 wherein said nanotube assembly 
has a length of from about 20 to 100 times its diameter. 

32. The article of claim 1 wherein said nanotube assembly 
is attached to Said mounting element at one end and the other 
end of Said nanotube assembly freely projects from Said 
mounting element. 

33. The article of claim 1 which is a probe for providing 
information from a nanoscale environment. 

34. The article of claim 33 which is a probe adapted for 
use in a proximity probe microScopy System. 

35. The probe of claim 34 wherein said proximity probe 
microscopy system is STM. 

36. The probe of claim 34 wherein said proximity probe 
microscopy system is AFM. 

37. The probe of claim 34 wherein said proximity probe 
microscopy system is MFM. 

38. The article of claim 34 wherein said probe is adapted 
to image a Surface at nanoscale resolution. 

39. The article of claim 34 wherein said probe is adapted 
to measure properties of nanoscale objects. 

40. The article of claim 39 wherein said probe is adapted 
to measure the elasticity of nanoscale objects. 

41. The article of claim 39 wherein said probe is adapted 
to measure atomic Scale friction of nanoscale objects. 

42. The article of claim 39 wherein said probe is adapted 
to measure electronic properties of nanoscale objects. 

43. The article of claim 39 wherein said probe is adapted 
to measure magnetic properties of nanoscale objects. 

44. The article of claim 39 wherein said probe is adapted 
to measure electrochemical properties of nanoscale objects. 

45. The article of claim 39 wherein said probe is adapted 
to measure chemical properties of nanoscale objects. 

46. The article of claim 39 wherein said probe is adapted 
to measure biological properties of nanoscale objects. 

47. The article of claim 46 wherein said probe is adapted 
to analyze biomolecules and components thereof. 

48. The article of claim 47 wherein said probe is adapted 
to Sequence DNA molecules by recognizing individual base 
moieties. 

49. The article of claim 1 which is a probe for manipu 
lating or modifying a nanoscale object. 

50. The article of claim 49 wherein said probe is adapted 
to move a nanoscale object. 

51. The article of claim 49 wherein said probe is adapted 
to modify a nanoscale Surface by creating a pattern on the 
Surface of Said object. 

52. The article of claim 51 wherein said probe is adapted 
to perform nanolithography. 

53. The article of claim 49 wherein said probe is adapted 
to chemically modify Said nanoscale object. 
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54. The article of claim 53 wherein said probe contains a 
chemical moiety attached to its tip to induce Said chemical 
modification. 

55. The article of claim 53 wherein said probe is adapted 
to emit electrons to induce Said chemical modification. 

56. The article of claim 53 wherein said probe is adapted 
to emit electromagnetic radiation to induce Said chemical 
modification. 

57. The article of claim 54 wherein said chemical moiety 
is a species that reacts with Species on the Surface of Said 
nanoscale object. 

58. The article of claim 54 wherein said chemical moiety 
is a catalyst for a reaction that takes place on the Surface of 
Said nanoscale object. 

59. The article of claim 1 which is a tool for the fabrica 
tion of nanoscale devices. 

60. The article of claim 1 wherein at least a portion of said 
nanotube assembly is coated with a material Selected from 
the group consisting of thermosetting polymers, thermoplas 
tic polymers, UV curing polymers, Silicon and metals. 

61. The method of claim 60 wherein said coating also 
covers at least a portion of Said mounting element. 

62. The article of claim 1 comprising an array of nanotube 
assemblies attached to mounting elements. 

63. The article of claim 62 wherein said nanotube assem 
blies are each attached to Separate mounting elements. 

64. The article of claim 63 wherein said nanotube assem 
blies are attached to a common mounting element. 

65. A method for making a macroscopically manipulable 
nanoscale device comprising: 

providing a nanotube-containing material; 
preparing a nanotube assembly having at least one nano 

tube, and 
attaching Said nanotube assembly to a Surface of a mount 

ing element. 
66. The method of claim 65 wherein said nanotube is a 

carbon nanotube. 
67. The method of claim 65, further comprising coating a 

portion of Said nanotube assembly with a metal. 
68. The method of claim 65, wherein said step of prepar 

ing a nanotube assembly comprises: 
contacting Said nanotube-containing material with an 

adhesive member; and 
removing Said adhesive member from Said nanotube 

containing material, 
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whereby a plurality of nanotubes are oriented perpendicu 
lar to Said Surface of Said nanotube-containing material. 

69. The method of claim 65, wherein said step of attach 
ing Said nanotube assembly to a Surface of a mounting 
element comprises: 

translating Said mounting element toward Said nanotube 
assembly; 

contacting Said mounting element and Said nanotube 
assembly, and 

translating Said mounting element away from Said nano 
tube assembly. 

70. The method of claim 65, wherein nanotube assembly 
and Said mounting element are attached by Van der Waals 
forces. 

71. The method of claim 65, wherein said nanotube 
assembly and Said mounting element are attached by adhe 
Sive bonding. 

72. The method of claim 69 wherein a portion of said 
mounting element is coated with an adhesive prior to contact 
with Said nanotube assembly. 

73. The method of claim 72, wherein said adhesive is an 
acrylic adhesive. 

74. The method of claim 66, wherein said Surface of Said 
mounting device is highly 

graphitized carbon. 
75. The method of claim 65, further comprising 
coating the nanotube assembly attached to Said mounting 

element. 
76. The method of claim 75, wherein said coating is 

applied by dipping. 
77. The method of claim 75, wherein said coating is 

applied by vapor phase deposition. 
78. The method of claim 75, wherein said coating is 

Selected from the group consisting of cyanoacrylate, meth 
acrylate, Parylene(R), polyimide, Silicon, Silica and metals. 

79. The method of claim 65 wherein said attaching step is 
performed under observation using an optical microscope. 

80. A method for imaging an object at nanoscale resolu 
tion comprising Scanning the Surface of Said object with a 
proximity probe microscopy apparatus having a probe tip 
that comprises a nanoscale nanotube assembly. 

81. A method for manipulating or modifying nanoscale 
objects comprising bringing a probe tip comprising a nanos 
cale nanotube assembly into contract 
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