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My invention relates to a pistol holster particularly applicable for use by police 
officers and the like. 
An object of the invention is to provide 

a holster which will force the pistol handle 
against the body of the wearer when the 
pistol is contained thereon so that when the 
pistol is carried in a concealed position it 
will not project outwardly and thus suggest 
its presence. 
Another object of the invention is to pro 

vide a holster of the character destribed such that a pistol may be quickly and readily 
rémoved therefrom without 'tilting or dis 
placing the holster from the normal carry 
ing position. . . . . . . . . . . . 
The invention possesses other objects and 

features of advantage, some of which, with 
the foregoing, will be set forth in the follow 
ing description of the preferred form of 
my invention' which is illustrated in the 
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drawings accompanying and forming part 
of the specification. It is to be understood 
that I do not limit myself to the showing 
made by the said drawings and description, 
as I may adopt variations of the preferred 
form within the scope of my invention as 
set forth in the claims. . . . . . 

Referring to said drawings:- 
Figure 1 is a view showing the holster 

containing a pistol and supported on the 
wearer. . . . . . . . . . . . . . . . . . ; 

Figure 2 is a side view of the holster and 
contained revolver. . . . . . . . . . 

Figure 3 is a top 
contained revolver. 

Figure 4 is a sectional view of the holster 
taken on the line 4, 4 of Figure 2, the pis 
tol being withdrawn. . . . . . 

Figure 5 is a perspective 
member of the holster. 

Figure 6 is a rear view of the holster. Briefly expressed the holster in the pre 
ferred embodiment of the invention eon 
prises a casing haying an open side and 
Eyle with a spring which is arranged to 
hold the pistol in the holster with the co 
operation of a muzzle rest and handle en gaging strap and is adapted by reason of its peculiaishape to urge the pistol to rotate 
about an axis parallel to the axis of the bar 

view of the holster and 

view of a spring 
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rel and thereby force the butt of the pistol 
against the body of the wearer. Removal 
of the pistol from the holster may be in 
stantly effected by swinging the pistol out 
Wardly and downwardly through the open 
side of the holster. An inflexible reenforc 
ing member fixed in the casing prevents the 
bending of the holster' and holds the same 
from tilting while the pistol is being in 
serted therein or removed therefrom: 
A detailed description follows: 
The holster as illustrated comprises a 

casing or body member 2 preferably formed 
of a single strip of leather and composed of 
a back section 3 and front section 4, the 
leather strip being preferably doubled in 
forming the back strip so as to increase its 
stiffness. The body member is left open at 
the top and side 6, and is provided at the 
bottom of the section 3 with a pocket 7 in 
which the muzzle of the pistol is adapted to 
rest when the pistol is positioned in the 
holster. The top of the body member is 
relatively low so that when the muzzle is 
properly seated in the pocket 7, the handle 
8 of the pistol will protrude above said top. 
Arranged on the inside of the body mem 

ber and adjacent the top thereof is a spring 
9 Secured at its opposite ends. 11 and 12 to 
the sections 3 and 4 respectively, the end 11 
being formed straight and preferably riveted 
in position. The spring as a whole is shaped 
to conform with the transverse outline of 
an ordinary revolver at the cylinder. Thus 
it is formed with opposed curved portions 
13 and 14 which are adapted to engage the 
cylinder when the revolver is contained in 
the holster. Connecting the curved portions 
of the spring is an offset or recessed portion 
15 which is arranged to engage the frame 
top 17 of the revolver and thereby prevent 
the rotation of revolver in and respect to 
the Spring when properly positioned in the 
hoster. 

It will be noted by referring particularly 
to' Figures, 3 and 4 of the drawing that an imaginary line passing substantially through 
the center of the spring and the center of the offset 15 will be angularly disposed with 
respect to the plane of the back section 3. 
In this manner when the revolver is prop 
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erly positioned in the Spring, the handle or 
butt of the revolver will extend back over 
the section 3. The holster is adapted to 
be worn when the plate 3 held flat against 
the wearer's body. Consequently with the 
revolver and holster in proper position the 
spring will urge the former to rotate about 
some axis parallel to axis of the barrel of 
the revolver, and force the handle of the re 
volver against the body of the wearer. With 
the revolver, particularly the handle, thus 
pressed inwardly, there will be no likelihood 
of its detection from the outside when worn 
in a concealed position. - Upward displacement of the revolver 
when positioned in the holster is prevented 
by the strap 16 which is attached to the top 
of the rear section 3 and passes, over the 
handle of the revolver. One end 17 of the 
strap is adapted to be removably secured 
to the section by a Snap 18. . . . . 
The rear strip 19 of the back section 3 

is formed with slots or openings, 21 which 
enable a belt or other member, to be in 
serted between the strips and thereby per 
mit the holster to be supported. When the 
belt or other member is properly positioned 
on the section, it may be fixedly held in such 
position by means of a pair of Snaps 22. 

Figure I illustrates one mode of support 
ing the holster, on the wearer. As here 
shown it is positioned on the wearer's breast 
practically under the shoulder. In thus po 
sitioning the holster, a strap 23 is substitut 
ed for the belt and is arranged to fit around 
the shoulder, a cross strap 24 passing 
around the body and secured to the front 
and rear of the strap 23 serves to hold the 
latter in place. 

In inserting the revolver into the holster, 
the muzzle is slipped into the pocket, and 
the cylinder and top frame is pressed into 
the spring; the strap 16 is then fastened 
over the handle. To now withdraw the re 
volver, the operator grasps the handle, and 
fulcruming the revolver in the muzzle pock 
et he quickly swings it outwardly and down 
wardly through the open side of the body 
member, the strap 16 having been un 
Snapped by the outwardly movement of the 
revolver. It will be noted that the shape 
and size of the front section of the holster 
allows the trigger and trigger guard to be 
exposed thus enabling the operator to place 
his finger on the trigger while removino the 
revolver from the holster. As a means of insuring the rigidity of the 
holster at all times, and furthermore for 
preventing the tilting of the same while 
the pistol is being withdrawn, I insert an 
inflexible reenforcing bar 28 in the back sec 
tion 3 adjacent the closed side. The bar is 
held in position by suitable stitching in the 
leather at each side thereof. . . . . 

- and means on said 

gage the sides and frame top of the whereby the pistol Wilbeurged 
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vided for the spring 9 so that the revolver 
will not be marred thereby. 

I claim : 
1. A revolver holster comprising a body 

member, a muzzle receiving pocket adjacent 
the bottom of said member, a spring fixed to 
said member having a curved portion for 
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partially encircling the revolver cylinder . 
spring arranged to en 

gage the top of the revolver-frame to pre 
went rotation of the revolver in said spring. 
2. A revolver holster comprising a body 

imember, a muzzle receiving pocket ad 
jacent the bottom of said member, a spring 
fixed to said member having curved and 
recessed portions formed to closely fit the re 
volver cylinder and frame top respectively. 

3. A pistol holster comprising a body 
member, a substantially circular spring 
adapted to be attached at one end to the 
body member and provided with a recessed 
portion adapted to closely fit the opposite 
sides of the frame top of the revolver, said 
recess being so located with respect to the 
center of curvature, of the spring that a line 
through said center, and the center of said. 
recess will obliquely intersect, the plane of 
said body member. ...' ... 

4. A revolver hol 
; : : ster comprising : a body 

member having front and rear sections 
spaced from each other and connected at one edge, a muzzle receiving pocket fixed 
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adjacent the bottom of one of said sections, ... 
a spring enclosed by said body and secured 
to said rear section, said spring, being pro 
vided with curved and recessed portions 
adapted to respectively engage, the cylin 
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der and frame top of the revolver whereby 
the revolver will be urged to rotate about 
an axis. Substantially parallel to the axis, of 
the barrel and thereby, force and hold the 
butt of the revolver against the body of the 
Weae. . 

5. A . 
member having front and rear sections, con 
nected together at one side and open at the 
other to allow the pistol to be inserted there 
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pistol holster comprising a body ; : 
0 

between, said front section being of, such 
width and form as to cause the pistol trig 
ger to remain exposed when the pistol is 
properly engaged in the holster, both of 
said sections being of such height that the 
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handle of the pistol will protrude.from , 
above the Sections when the pistol is oper 
atively held therein, a muzzle receiving 
pocket carried adjacent; the base of one of 
said sections, a spring extending practically 
completely around the inner side of said 
sections and fixed to the rear section, said Spring being provided with curved and re 
cessed portions adapted to respectivelyen 

the pistol 
. . . . . . , t . . . . ... d to rotate 

about an axis substantially, parallel to the 
A soft leather covering is preferably pro- axis of the pistol barrel and thereby press 
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the butt of the pistol back over the top of 
the real' section, and means fixed to said 
body member arranged at the open side 
thereof to strap over the handle of the pis 

5 tol and prevent the pistol from moving up 
wardly in the holster, said means being re 
leasable by the pistol upon...fulcruming the 

pistol in said pocket and withdrawing it 
from the body member through the open 
side thereof. (h 
In testimony whereof, I have hereunto 

set my hand, at Oakland, this 9th day of 
February, 1923. 

ISIDOR ARTH 


