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To all uhom, it may concerni 
Beit known that I, ISABELLE CowLEs, of 

Syracuse, in the county of Onondaga, im the 
State of New York, have invented new and 
useful Improvements in Nursing-Bottle 
Supporting Frames, of which the following. 
taken in connection with the accompanying 
drawings, is a full, clear, and exact descrip 
tion. 
This invention relates to a combined bot 

te-holder and nipple clamp for nursingbot 
tles involving the use of a skeleton frame 
into which the bottle may be inserted and 
removed through the upper end thereof with 
means adiustable lengthwise of the frame 
for clamping and releasing the nipple upon 
and from the mouth of the bottle. 

Considerable difficulty is experienced by 
nursing children in the proper handling of 
the glass or analogous bottle commonly 
known as a “nursing bottle º by reason of 
their inability to obtain a firm hold upon 
the periphery thereof, resulting in the fall 
ing of the bottle beyond their reach and in 
many instances the breaking of the bottle 
and spilling of the contents, and the main 
object of my presenti invention is to provide 
a light and comparatively inexpensive bot 
tle-holder which may be more conveniently 
and firmly held in the hands of the nursing 
child without in any way interfering with 
the free use of the nipple and thereby to re 
lieve the nurse from the necessity of fre 
quenty restoring the bottle to the child and 
also reducing to a minimum the liability of 
breakage of the bottle. 
Another object is to provide a holder of 

this character into and from Which the 
empty or filled bottle may be easily and 
quickly inserted and removed for cleansing 
purposes or for refilling, and at the same 
time permitting the holder to be thoroughly 
cleansed and sterilized in all partsthereof 
when the bottles are removed therefrom. 
A further object is to utilize portions of 

the same holder for clamping the nippie 
upon the mouth of the bottle. 
Other objects and uses relating to specific p 

parts of the device will be brought out in 
the following description: 

In the drawings: 
Fig. 1isa side elevation of a bottle-hold 

er embodying the various features of my 
invention with a nursing bottle and nipple 
in operative position therein. 

Serial No. 460,018. 

Fig. 2 is a vertical sectional view of the 
Same device taken on line 2-2, Fig. 1. 

Fig. 3 is a perspective view of the maia 
body of the holder and cap detached there 
from. 
AS illustrated, the combined botte and 

nipple holder is adapted to be used for hold 
inga substantially cylindrical bottle - A 
having an annular bead -a-around the 
mouth thereof for coupling engagement 
with the larger end of a conical nipple – 
B- of elastic rubber orother suitable mate 
ria ha ving its Smaller end provided with 
the visual outlet-b– said bottle-holder and 
nipple clamp comprising a cup-shaped base 
-1- for receiving and supporting the bot 
tom of the bottle, a band-2- for encin'. 
cling the neck of the bottle, and a pair of tie 
bars or straps -3– connecting the base 
-1 - and band -2-at diametrically op 
posite sides thereof, thereby producing a 
skeleteon frame or structure forming the 
main body of the holder. 

Suitable outwardly bow-handles –4– are 
Secured at their ends to the opposite tie 
pieces or straps -3– So that their inter 
mediate portions may stand out Some dis 
tance from Said straps for convenient en 
gagement by the nursing child in holding 
and manipulating the bottle and its nipple 
to the desired position, the tie-pieces -3- 
and handles -4– being preferably fat and 
relatively narrow transversely for conven 
ience of support in the child'shand. 
The cup-shaped base –1– is relatively 

shallow vertically as compared with the 
height of the bottle, and its interior is made 
to conform closely to the peripheral con 
tour of said bottle with sufficient clearance 
to enable the bottle to be easily removed and 
reinserted from and into the base by up 
Ward or vertical displacement or movement. 
The band –2–is also of relatively nar 

row width vertically as compared with the 
vertical height of the bottle and is of sub 
stantially the same interior diameter as that 
of the base -1-to permit the bottle to be 
assed therethrough from the top down 

wardly and reversely without excessive fric 
tion therewith. 
The tie-bars or straps -3– may be se 

cured at their endsby rivets or spotwelding 
to the outer faces of the upper portion of the 
base -1– and lower portion of the band 
–2-to form rigid connections with those 
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parts and thereby to hold the band – 2-- 
and base –1- in fixed relation and also in 
coaxial alinement. 
The ends of the handles –4 - mayalso be 

secured by rivets or spot Welding to the in 
termediate portions of their respective bars 
or straps - 3-, andare therefore, rigidly 
connected therewith to enable the entire 
holder and bottle therein to be supported en 
tirely by the handles. 
A cap-ring -5- Which may also be 

termed a clamping-ringis adiustable length 
Wise of and upon the band –-2-– and for 
this purpose, the upper end of the band is 
threaded externally and engaged by inter 
mal threads on the lower end of the cap or 
clamping ring –5-, the upper end of said 
cap-ring being contracted or offset inwardly 
to forman annular flange -6–, the inner 
diameter of which is somewhat less than that 
of the band –2– to overlie the bead --a- 
of the mouth of the bottle and also to engage 
the outer face of the lower and larger end 
of the nipple –B– for clamping the same 
against the upper face of the bead ormouth 
of the bottle when the cap is properly ad 
justed, at which time the flange–6- al 
so serves to hold the bottle upon the bottom 
of the base -1- against vertical movement, 
it being understood that the Smaller portion 
of the nipple -B– projects upwardly 
through and above the cap-ring-5-la suf 
ficient distance for engagement with the 
mouth of the child without liability of con 
tact with any parts of the holder. 

It is obvious from the foregoing descrip 
tion that the bottle -A- with the nipple 
– B-thereon may be inserted into or re 
moved from the holder through the upper 
end thereof by simply removing the cap 
–5– and that when the bottle With the 
nipple thereon is placed in the holder, they 
may be firmlyheldthereinby simply screwing 
the cap-ring –5-upon the upper end of 
the band -2– until the flange -6– im 

1428,758 

pinges the base of the nipple -B- against 
the upper face of the bead –a– of the 
bottle. 
The operation of my invention Will now 

be readilly understood upon reference to the 
foregoing description and the accompanying 
drawing, and while the construction shown 
is preferable, it is evident that various 
changes may be made in the detail construc 
tion without departing from the spirit of 
this invention. 
What I claim is: 
1. A combined bottle-holder and nipple 

clamp for nursingbottles comprising a cup 
shaped base, a band above and in spaced re 
lation to said base, circumferentially spaced 
tie-pieces connecting saidbase andband to 
hold them in fixed relation one above the 
other, said band being of Sufficient size to 
pennit the bottle to pass endwise there 
through, and a cap-ring adjustable length 
Wise of and upon saidband and having its 
upper end contracted for engaging and 
amping a nipple to the mouth of the bot 

tle. L 

2. A combined bottle holder and nipple 
clamp for nursingbottles comprising a cup 
shaped base for receiving the bottom of the 
bottle, a band for encircling the neck of the 
bottle and of sufficient internal diameter to 
permit the bottle to pass endwise there 
through, relatively narrow tie-pieces con 
necting said base and band, and provided 
with handles, and a cap ring adjustable 
lengthwise of and upon the band and hav 
ing its upper end of less interior diameter 
than that of its lower end for clamping the 
nipple to the mouth of the bottle. 

In Witness whereof I have hereunto set 
my hand this 2nd day of April, 1921. 

SA BELLE COVVLES. 
Witnesses: 

H. E. CHIASE, 
M. R. CooKE. 
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