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(57) ABSTRACT 

A Semiconductor device has (a) a semiconductor compo 
nent; (b) a circuit Substrate; (c) a base material which is 
placed between the Semiconductor component and the cir 
cuit Substrate; and (d) a conductive paste, which is filled into 
a hole formed in the base material, for electrically connect 
ing between a terminal electrode of the Semiconductor 
component and an internal connection electrode of the 
circuit Substrate. 
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METHOD FOR FABRICATING A 
SEMCONDUCTOR PACKAGE WITH A 

SEMCONDUCTOR DEVICE ATTACHED TO A 
MULTILAYERED SUBSTRATE 

BACKGROUND OF THE INVENTION 

0001) 1. Field of the Invention 
0002 The present invention relates to a semiconductor 
device which is packaged for the mounting of a Semicon 
ductor component onto a circuit Substrate, and to a method 
of manufacturing the Same. 
0003 2. Description of the Related Art 
0004. There have been developed many types of pack 
aging technologies including, as a typical one, quad flat pack 
(QFP). These packaging techniques are used to provide, at 
the time of mounting a Semiconductor component onto a 
circuit Substrate, facilitation of the protection and the mount 
ing of Semiconductor components. Because of the increase 
in connection terminal count in Semiconductor components, 
the package size of Semiconductor components is on the 
increase. Accordingly, it is becoming difficult for Such 
conventional packaging technologies to deal effectively with 
demands for the reduction of mounting area. 
0005 With a view to meeting the demands, there has 
been devised a technique in which a bare Semiconductor 
component is directly mounted onto a circuit Substrate for 
the reduction and effective use of mounting area. For 
example, when a Semiconductor component is connected to 
a circuit Substrate, a layer of vapor-deposited adhesive metal 
or a layer of vapor-deposited diffusion protection metal is 
preformed on a terminal electrode of the Semiconductor 
component and a projecting electrode of Solder formed by 
plating is constructed overlying the layer. Subsequently, the 
Semiconductor component is faced down and heated up to a 
high temperature. As a result of Such application of heat, the 
Solder is fused to a connection electrode of the circuit 
Substrate. Such a mounting method is considered an effec 
tive technique because it can provide high post-connection 
mechanical Strength and establish connection in a Single 
process (“IC MOUNTING TECHNOLOGY", edited by 
Japan Microelectronics ASSociation, published on Jan. 15, 
1980, Institute for Industrial Research). 
0006. In addition to the above-described method, there 
have been proposed other methods. For instance, U.S. Pat. 
No. 5,121,190 and Japanese Patent Application (unexam 
ined) Pub. No. 6-61303 show mounting techniques and 
Semiconductor devices in which a molding compound is 
used to Secure the Stability of Solder joints. One Such 
conventional semiconductor device will be described below 
by reference to FIGS. 7 and 8. FIG. 7 shows a layout of 
terminal electrodes of a commonly-used Semiconductor 
component. FIG. 8 shows in croSS Section major parts of a 
conventional Semiconductor device with a Semiconductor 
component mounted face down. 
0007. In the terminal electrode layout of FIG.7, terminal 
electrodes 16 are laid out around the periphery of a Semi 
conductor component 15. In order to deal with an increase 
in the number of terminal electrodes 16, it is required to 
either reduce the gap between terminal electrodes 16 or 
increase the size of the Semiconductor component 15 for 
coping with Such an electrode number increase. 
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0008. The semiconductor device of FIG. 8, in which the 
Semiconductor component 15 is mounted face down, com 
prises, in addition to the Semiconductor component 15, a 
terminal electrode 16 of the semiconductor component 15, a 
circuit Substrate 17, a connection electrode 18 formed on a 
surface of the circuit substrate 17, a solder joint 19 which 
joints together the connection electrode 18 and the terminal 
electrode 16, a molding (Sealing) resin 20 which Seals the 
Semiconductor component 15, and other Structural elements. 
0009. A method of manufacturing a conventional semi 
conductor device having the above-described Structure will 
be described below. In the first place, a projecting electrode 
of solder is preformed on the terminal electrode 16 of the 
Semiconductor component 15. Thereafter, the Semiconduc 
tor component 15 is mounted, in face down fashion, onto the 
circuit Substrate 17. This is followed by alignment of the 
Solder projecting electrode with a given position of the 
connection electrode 18. Next, the solder is melted by 
application of high-temperature heat (from 200 to 300 
degrees centigrade), and the Solder projecting electrode and 
the connection electrode 18 are joined together. In this way, 
the semiconductor component 15 is fixed to the circuit 
substrate 17 by the solder joint 19. Thereafter, a gap, created 
between the Semiconductor component 15 and the circuit 
substrate 17, is filled with the molding resin 20 in the form 
of liquid. By heat hardening at about 120 degrees centigrade, 
the molding resin 20 is solidified. In this way, the mounting 
of the semiconductor component 15 onto the circuit Sub 
Strate 17 is completed to provide a Semiconductor device as 
shown in FIG. 8. 

0010. However, the above-described conventional semi 
conductor devices and associated manufacture methods 
have the following drawbacks. 
0011 Firstly, in order to protect the surface of the semi 
conductor component 15, it is required to fill a gap between 
the semiconductor component 15 and the circuit Substrate 17 
with the molding resin 20, and the mounting Size increases 
accordingly. Therefore, when used as a packaged Semicon 
ductor device, its size becomes greater than that of the 
Semiconductor component 15. 
0012 Secondly, if the number of terminal electrodes 16 
of the Semiconductor component 15 increases as the circuit 
Scale increases, then the gap between adjacent terminal 
electrodes 16 is made narrower, resulting in reducing the 
size and the pitch of the solder joint 19 and consequently the 
reliability of the solder joint 19 between the semiconductor 
component 15 and the circuit substrate 17 will drop. 
0013 Thirdly, in order to facilitate the mounting of the 
terminal electrodes 16 laid out around the periphery of the 
Semiconductor component 15 in face-down manner, it is 
required to use a multi-level wiring technique making use of 
a thin film technology for two-dimensionally placing the 
terminal electrodes 16 on the Semiconductor component 15, 
to increase the size and the pitch of the terminal electrodes 
16. However, Such arrangement produces Some problems, 
that is, Semiconductor device yield is decreased and manu 
facturing costs are increased. 

0014. In view of the above, there is the limit of down 
sizing Semiconductor devices, improving their reliability to 
a further extent, and reducing their production costs and 
therefore the foregoing prior art techniques are not very 
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practical. Particularly, in order to deal with the increase in 
the number of terminals in a Semiconductor component, the 
above-described problems become increasingly Serious. 

SUMMARY OF THE INVENTION 

0.015 The present invention was made with a view to 
providing Solutions to the foregoing problems with the prior 
art techniques. Accordingly, an object of the present inven 
tion is to provide a down-sized, thinned, highly-reliable 
Semiconductor device capable of dealing with higher termi 
nal count, and a method of manufacturing the Same. 
0016. The 1st invention of the present invention is a 
Semiconductor device comprising: 

0017 (a) a semiconductor component; 
0.018 (b) a circuit substrate; 
0019 (c) a base material which is placed between 
Said Semiconductor component and Said circuit Sub 
Strate; and 

0020 (d) a conductive paste, which is filled into a 
hole formed in Said base material, for electrically 
connecting between a terminal electrode of Said 
Semiconductor component and an internal connec 
tion electrode of Said circuit Substrate. 

0021. The 2nd invention of the present invention is a 
Semiconductor device comprising: 

0022 (a) a semiconductor component; 
0023) (b) a circuit substrate; and 
0024 (c) a conductive paste, which is filled into a 
hole formed in a Surface of Said circuit Substrate at 
the Side of Said Semiconductor component, for elec 
trically connecting between a terminal electrode of 
Said Semiconductor component and an external con 
nection electrode of Said circuit Substrate. 

0.025 The 3rd invention of the present invention is a 
method of manufacturing a Semiconductor device in which 
a Semiconductor component is mounted onto a circuit Sub 
Strate, Said Semiconductor device manufacture method com 
prising: 

0026 (a) a hole forming step of forming a hole in a 
base material; 

0027 (b) a paste filling step of filling a conductive 
paste into Said hole; and 

0028 (c) a connecting step of mechanically con 
necting Said Semiconductor component to Said cir 
cuit Substrate through Said base material while at the 
Same time electrically connecting between a terminal 
electrode of Said Semiconductor component and a 
connection electrode of Said circuit SubStrate by Said 
conductive paste. 

0029 Such arrangement eliminates the need for filling a 
gap between the Semiconductor component and the circuit 
board (or the base material) with a molding resin, whereby 
the mounting Size of Semiconductor components can be 
reduced down to the size of Semiconductor components. 
0030 Additionally, by the use of a multi-layered sub 
Strate for converting a layout of terminal electrodes placed 
around the periphery of a Semiconductor component into a 
two-dimensional layout, it becomes possible to provide a 
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Semiconductor device capable of easily dealing with an 
increase in the number of terminal electrodes in a Semicon 
ductor component. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0031 FIG. 1 illustrates in cross section successive steps 
of a method of manufacturing a Semiconductor device 
according to a first embodiment of the present invention. 
0032 FIG. 2 illustrates in cross section a structure of the 
semiconductor device of the first embodiment. 

0033 FIG. 3 is an illustration of a layout of external 
connection terminals of the Semiconductor device of the first 
embodiment. 

0034 FIG. 4 illustrates in cross section a structure of a 
Semiconductor device according to a Second embodiment of 
the present invention. 
0035 FIG. 5 illustrates in cross section a structure of a 
Semiconductor device according to a third embodiment of 
the present invention. 
0036 FIG. 6 illustrates in cross section a structure of a 
Semiconductor device according to a fourth embodiment of 
the present invention. 
0037 FIG. 7 is an illustration of a layout of terminal 
electrodes of a commonly-used Semiconductor component. 
0038 FIG. 8 illustrates in cross section major parts of a 
conventional Semiconductor device in which a Semiconduc 
tor component is mounted in face down manner. 

REFERENCE NUMERALS IN DRAWINGS 

0039) 1 ORGANIC FILM 
0040] 2 ADHESIVE LAYER 
0041) 3 RELEASABLE FILM 
0042. 4 PENETRATION HOLE 
0043) 5 CONDUCTIVE PASTE 
0044) 6 SEMICONDUCTOR COMPONENT 
0045 7 TERMINAL ELECTRODE 
0046) 8 MULTI-LAYERED SUBSTRATE 
0047 9 CONNECTION ELECTRODE 
0048) 10 COMPRESSED CONDUCTIVE PASTE 
0049) 11 EXTERNAL CONNECTION TERMINAL 
0050) 12 POROUS BASE MATERIAL 
0051) 13 PROJECTING ELECTRODE 
0052) 14 MULTI-LAYERED SUBSTRATE WITH A 
SURFACE LAYER OF CONDUCTIVE PASTE 

0053) 15 SEMICONDUCTOR COMPONENT 
0054) 16 TERMINAL ELECTRODE 
0055) 17 CIRCUIT SUBSTRATE 
0056] 18 CONNECTION ELECTRODE 
0057) 19 SOLDER JOINT 
0058) 20 MOLDING RESIN 
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DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

0059 Embodiments of the present invention will be 
described below by making reference to the attached draw 
ings. 

0060) (First Embodiment) 
0061 Referring to the drawings, a first embodiment of 
the present invention is now described below. 
0.062 FIG. 1 illustrates in cross section successive steps 
of a method of manufacturing a Semiconductor device in the 
first embodiment of the present invention. FIG. 2 is a cross 
Sectional view of a structure of the Semiconductor device of 
the first embodiment. FIG. 3 is an illustration of a layout of 
external connection terminals of the Semiconductor device 
of the first embodiment. It is to be noted that the dimensions 
of Structural elements depicted in these FIG.S are exagger 
ated for the Sake of convenience of the description of the 
present invention. 
0063 As shown in FIGS. 2 and 3, the semiconductor 
device of the present embodiment comprises the following: 
a Semiconductor component 6, a terminal electrode 7 formed 
on the Semiconductor component 6, a multi-layered Sub 
Strate 8, an external connection terminal 11 which is two 
dimensionally laid out on one of Surfaces of the multi 
layered substrate 8 opposite to the other surface thereof to 
which the Semiconductor component 6 is connected, an 
organic film 1 which has, on each of its Surfaces, an adhesive 
layer 2 for mechanically connecting between the Semicon 
ductor component 6 and the multi-layered Substrate 8, a 
conductive paste 5 for electrically connecting between the 
Semiconductor component 6 and the multi-layered Substrate 
8, and other components. In FIGS. 1(a) to 1(e), reference 
numeral 3 represents a releasable film. Reference numeral 4 
represents a penetration hole. Reference numeral 9 repre 
Sents a connection terminal. Reference numeral 10 repre 
sents a conductive paste compressed. FIG. 3 shows that the 
number of external connection terminals 11 formed on the 
multi-layered substrate's 8 surface is 10 by 10 (=100). 
However, in FIGS. 1 and 2, only sixteen (4 by 4) external 
connection terminals 11 are shown in croSS Section for the 
Sake of convenience. 

0064. Meanwhile the whole can be non-passed type. 
0065 Next, a method of manufacturing a semiconductor 
device in accordance with the present embodiment will be 
described below. 

0066. In the first place, the adhesive layer 2 (for example, 
an epoxy resin layer) is formed on both Surfaces of the 
organic film 1 which is a non-compressible base material 
(e.g., an aramide film), and a base material is prepared 
carrying on both surfaces thereof the releasable film 3 (FIG. 
1(a)). 
0067 Next, the penetration hole 4 is formed at a given 
position of the organic film 1 by laser-beam machining or 
the like technique (FIG. 1 (b)). This step corresponds to the 
Step of forming a penetration hole in the present invention. 
0068 Subsequently, the penetration hole 4 is filled with 
the conductive paste 5 (FIG. 1 (c)). The step of filling the 
penetration hole 4 with the conductive paste 5 is carried out 
as follows. The organic film 1 with the penetration hole 4 is 
placed on the table of a printer and the conductive paste 5 is 
printed directly from over the releasable film 3. At this time, 
the overlying releasable film 3 acts as a printing mask while 
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protecting the Surface of the adhesive layer 2 from being 
contaminated. This Step corresponds to the Step of filling a 
paste in the present invention. 
0069. Thereafter, the releasable films 3 are peeled off 
from the surfaces of the adhesive layer 2. One of the surfaces 
of the adhesive layer 2 is aligned with the terminal electrode 
7 of the semiconductor component 6 and the other of the 
Surfaces of the adhesive layer 2 is aligned with the connec 
tion electrode 9 of the multi-layered substrate 8 for lamina 
tion (FIG. 1(d)). This is followed by application of heat/ 
preSSure, So that the Semiconductor component 6 and the 
multi-layered Substrate 8 are mechanically connected 
together by the adhesive layer 2 (FIG. 1(e)). Further, in this 
Step, the conductive paste 5 is compressed, as a result of 
which a conductive Substance of the conductive paste 5 is 
densified at the same time that the conductive Substance 
hardens. The terminal electrode 7 of the semiconductor 
component 6 and the connection electrode 9 of the multi 
layered Substrate 8 are electrically connected together by a 
compressed conductive paste 10. A combination of the Step 
of FIG. 1(d) and the step of FIG. 1(e) corresponds to the 
connecting Step of the present invention. 
0070 Thereafter, the organic film 1, the adhesive layers 
2, and the multi-layered substrate 8 are cut to the size of the 
Semiconductor component 6. In this way, a Semiconductor 
device of the present embodiment, which is identical in 
plane size with the Semiconductor component 6 shown in 
FIG. 2, is obtained. In this semiconductor device, the 
terminal electrodes 7 placed around the periphery of the 
Semiconductor component 6 have the external connection 
terminals 11 converted into a 2D layout by the multi-layered 
substrate 8 (FIG. 3). 
0071 (Second Embodiment) 
0072 A second embodiment of the present invention will 
be described by reference to the drawings. The present 
embodiment relates to a Semiconductor device that is iden 
tical with the one disclosed in the first embodiment, with the 
exception that the present embodiment employs a base 
material layer which is composed mainly of a compressible 
base material. Accordingly, the same reference numerals 
have been used to indicate basically like elements in the 
present embodiment and the first embodiment and their 
description is omitted. Especially, as to the elements that are 
not described here, they are to be regarded as the same ones 
as described in the first embodiment. 

0073 FIG. 4 depicts in cross section a structure of the 
Semiconductor device in accordance with the Second 
embodiment. When compared with the first embodiment, the 
present embodiment has Substantially the same Structure as 
the first embodiment, with the exception that in the second 
embodiment, a porous base material 12 is used in place of 
the organic film 1. 
0074 The semiconductor device of the present embodi 
ment is manufactured using Substantially the same fabrica 
tion Steps as in the first embodiment. 
0075 The porous base material 12 (e.g., a composite 
material prepared by impregnating aromatic polyamide fiber 
with a thermosetting epoxy resin) is used as a base material 
for establishing mechanical and electrical connection 
between the Semiconductor component 6 and the multi 
layered substrate 8. The use of the porous base material 12 
provides, in addition to the effects of the first embodiment, 
the advantage that Since the porous base material 12 is easily 
compressed during application of heat and pressure in the 



US 2002/0017712 A1 

connecting Step of the present invention, the conductive 
substance of the conductive paste 5 is densified to a further 
eXtent. 

0076) (Third Embodiment) 
0077. A third embodiment of the present invention will 
be explained by reference to the drawings. The present 
embodiment relates to a Semiconductor device which is 
identical with the one disclosed in the first embodiment, with 
the exception that in the present embodiment, a Semicon 
ductor component of the Semiconductor device includes a 
projecting electrode. Accordingly, the same reference 
numerals have been used to indicate basically like elements 
in the present embodiment and the first embodiment and 
their description is omitted. Especially, as to the elements 
that are not described here, they are to be considered as the 
Same ones as described in the first embodiment. 

0078 Referring to FIG. 5, there is shown in cross section 
a structure of the Semiconductor device according to the 
third embodiment. When compared with the first embodi 
ment, the present embodiment has Substantially the same 
Structure as the first embodiment, with the exception that in 
the present embodiment, a projecting electrode 13 is formed, 
overlying the terminal electrode 7 of the semiconductor 
component 6. 

0079 A method of manufacturing a semiconductor 
device of the present embodiment will be described. This 
method employs Substantially the same StepS as in the first 
embodiment, with the exception that the present embodi 
ment includes, prior to the connecting Step of the Semicon 
ductor manufacture method of the first embodiment, a step 
of forming the projecting electrode 13 on the terminal 
electrode 7 of the Semiconductor component 6, and that in 
the connecting Step of the present embodiment, the terminal 
electrode 7 and the connection electrode 9 are electrically 
connected together by a conductive paste through the pro 
jecting electrode 13. 
0080. The formation of the projecting electrode 13 on the 
terminal electrode 7 of the semiconductor component 6 
provides, in addition to the effects of the first embodiment, 
the advantage that Since the conductive paste 5 is com 
pressed by an amount corresponding to the projecting elec 
trode 13 during application of heat and pressure in a step of 
the manufacture of the Semiconductor device, the conduc 
tive substance of the conductive paste 5 is densified to a 
further extent. 

0081. If a semiconductor component of the semiconduc 
tor device of the Second embodiment has a structure includ 
ing a projecting electrode of the present invention, this 
provides, in addition to the effects of the second embodi 
ment, the advantages that the conductive Substance of the 
conductive paste 5 is densified to a further extent, as in the 
above. 

0082 (Fourth Embodiment) 
0.083. A fourth embodiment of the present invention will 
be described by reference to the drawings. The present 
embodiment relates to a Semiconductor device which is 
identical with the one disclosed in the first embodiment, with 
the exception that in the Semiconductor device of the present 
embodiment, the circuit Substrate has an adhesive layer and 
a conductive paste of the present invention and that no base 
material of the present invention is used. Accordingly, the 
Same reference numerals have been used to indicate basi 
cally like elements in the present embodiment and the first 
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embodiment and their description is omitted. Especially, as 
to the elements that are not described here, they are to be 
regarded as the same ones as described in the first embodi 
ment. 

0084. Referring to FIG. 6, there is shown in cross section 
a structure of the Semiconductor device according to the 
fourth embodiment. When compared with the first embodi 
ment, the present embodiment has Substantially the same 
Structure as the first embodiment, with the exception that in 
the present embodiment, a multi-layered Substrate 14 is 
employed. Formed on a Surface layer of the multi-layered 
Substrate 14 that is connected to the Semiconductor compo 
nent 6 is the conductive paste 10 and the adhesive layer 2. 
0085. The use of the multi-layered substrate 14 (which 
carries, on its Surface layer that is connected to the Semi 
conductor component 6, the conductive paste 10 and the 
adhesive layer 2) provides, in addition to the effects of the 
first embodiment, the advantage that base materials, Such as 
the organic film 1 and the porous base material 12, are no 
longer needed therefore making it possible to provide a 
much thinner Semiconductor device. 

0086 Meanwhile the hole can be passed through type. 
0087. In each of the above-described embodiments of the 
present invention, resins (e.g., epoxy resin, Silicone resin, 
and phenol resin) containing fine powders of Ag, Au, Cu, Ni, 
or the like can be used as materials for the conductive paste 
10 as long as these resins have Satisfactory conductivity and 
are thermosettable. 

0088. Even if the circuit Substrate of the semiconductor 
device in the Second or third embodiment is constructed to 
include an adhesive layer and a conductive paste of the 
present invention and to have no base material of the present 
invention, Such arrangement provides, in addition to the 
effects of the Second or third embodiment, the Same advan 
tage as described above. 

0089. It has been described in the first to fourth embodi 
ments that the circuit Substrate of the present invention is 
implemented by a multi-layered Substrate that has, on one of 
Surfaces thereof facing the Semiconductor component as 
well as on the opposite Surface, external connection termi 
nals arranged two-dimensionally in a matrix. This is not 
considered to be restrictive. For instance, these external 
connection terminals can be arranged two-dimensionally at 
random. 

0090. Additionally, it has been described that the con 
ductive Substance of the conductive paste used in the present 
invention is densified by compression. This is not considered 
to be restrictive. Even if Such compaction by compression is 
omitted, it is possible to provide an effect of manufacturing 
a down-sized, thinned Semiconductor device. 

0091 AS can be seen from the above-description, the 
present invention is able to provide a down-sized, thinned, 
highly-reliable Semiconductor device capable of dealing 
with the increase in terminal count, and a method of manu 
facturing the Same. 

0092. In other words, by the use of a multi-layered 
Substrate capable of two-dimensional conversion of a layout 
of terminal electrodes placed around the periphery of a 
Semiconductor component in the present invention, it 
becomes possible to provide a Semiconductor device that is 
able to easily deal with an increase in the number of terminal 
electrodes in a Semiconductor component. 
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0093. In accordance with the semiconductor device 
manufacture method of the present invention, there is no 
need to fill a gap, created between the Semiconductor 
component and the circuit Substrate (or the base material) 
with a molding resin, and it becomes possible to reduce the 
mounting Size of Semiconductor component to the size of 
Semiconductor component. 

What is claimed is: 
1. A Semiconductor device comprising: 
(a) a Semiconductor component; 
(b) a circuit Substrate; 
(c) a base material which is placed between said semi 

conductor component and Said circuit Substrate; and 
(d) a conductive paste, which is filled into a hole formed 

in Said base material, for electrically connecting a 
terminal electrode of Said Semiconductor component 
and an internal connection electrode of Said circuit 
Substrate. 

2. The Semiconductor device according to claim 1 
wherein 

Said-hole is formed Such that Said hole does not pass 
through Said base material and Said conductive paste 
filled in Said hole is connected to Said internal connec 
tion electrode of said circuit substrate through an IVH 
(inner via hole) structure of Said base material. 

3. The Semiconductor device according to claim 1 
wherein 

Said base material has, on at least one of Surfaces thereof, 
an adhesive layer. 

4. The Semiconductor device according to claim 2 
wherein 

Said base material has, on at least one of Surfaces thereof, 
an adhesive layer. 

5. The Semiconductor device according to claim 3 
wherein 

Said hole is formed Such that Said hole passes through at 
least Said adhesive layer of Said base material at the Side 
of Said Semiconductor component. 

6. The Semiconductor device according to claim 4 
wherein 

Said hole is formed Such that Said hole passes through at 
least Said adhesive layer of Said base material at the Side 
of Said Semiconductor component. 

7. The Semiconductor device according to claim 1 
wherein 

at least one of Surfaces of Said base material is Self 
adhesive. 

8. The Semiconductor device according to claim 2 
wherein 

at least one of Surfaces of Said base material is Self 
adhesive. 

9. The Semiconductor device according to claim 1 
wherein 

Said hole is formed Such that Said hole passes through Said 
base material. 

10. The semiconductor device according to claim 1 
wherein 
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Said base material is a material composed mainly of either 
a non-compressible base material or a compressible 
base material. 

11. The Semiconductor device according to claim 1 
wherein 

Said Semiconductor component has a projecting electrode 
on Said terminal electrode and Said terminal electrode 
of Said Semiconductor component is electrically con 
nected to Said internal connection electrode through 
Said projecting electrode and Said conductive paste. 

12. The Semiconductor device according to claim 1 
wherein 

Said circuit Substrate has, on one of Surfaces of Said circuit 
Substrate opposite to the other Surface facing Said 
Semiconductor component, an external connection 
electrode arranged two-dimensionally and Said internal 
connection electrode and Said external connection elec 
trode are connected together electrically. 

13. A Semiconductor device comprising: 
(a) a semiconductor component; 
(b) a circuit Substrate; and 
(c) a conductive paste, which is filled into a hole formed 

in a Surface of Said circuit Substrate at the Side of Said 
Semiconductor component, for electrically connecting 
a terminal electrode of Said Semiconductor component 
and an external connection electrode of Said circuit 
Substrate. 

14. The Semiconductor device according to claim 13 
wherein 

Said hole is formed Such that said hole does not pass 
through Said circuit Substrate and Said conductive paste 
filled in Said hole is connected to Said external connec 
tion electrode of said circuit substrate through an IVH 
(inner via hole) structure of Said circuit Substrate. 

15. The semiconductor device according to claim 14 
wherein 

Said external connection electrode is arranged two-dimen 
Sionally and is electrically connected to Said conductive 
paste. 

16. The Semiconductor device according to claim 1 
wherein 

Said Semiconductor component has a projecting electrode 
on Said terminal electrode and wherein Said terminal 
electrode of Said Semiconductor component is electri 
cally connected to Said external connection electrode 
through Said projecting electrode and Said conductive 
paste. 

17. The semiconductor device according to claim 13 
wherein 

Said Semiconductor component has a projecting electrode 
on Said terminal electrode and wherein Said terminal 
electrode of Said Semiconductor component is electri 
cally connected to Said external connection electrode 
through Said projecting electrode and Said conductive 
paste. 

18. The semiconductor device according to claim 13 
wherein 

Said hole is formed Such that Said hole passes through Said 
circuit Substrate and Said terminal electrode of Said 
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Semiconductor component and Said external connection 
electrode of Said circuit Substrate are connected 
together directly by Said conductive paste. 

19. The semiconductor device according to claim 1 
wherein 

a conductive Substance of Said conductive paste is one 
densified by compression. 

20. The semiconductor device according to claim 13 
wherein 

a conductive Substance of Said conductive paste is one 
densified by compression. 

21. The Semiconductor device according to claim 1 
wherein 

Said Semiconductor component and Said circuit Substrate 
are Substantially identical with each other in at least 
plane shape and size. 

22. The Semiconductor device according to claim 13 
wherein 

Said Semiconductor component and Said circuit Substrate 
are Substantially identical with each other in at least 
plane shape and size. 

23. A method of manufacturing a Semiconductor device in 
which a Semiconductor component is mounted onto a circuit 
Substrate, Said Semiconductor device manufacture method 
comprising: 

(a) a hole forming step of forming a hole in a base 
material; 

(b) a paste filling step of filling a conductive paste into 
Said hole; and 

(c) a connecting step of mechanically connecting said 
Semiconductor component to Said circuit Substrate 
through said base material while at the same time 
electrically connecting between a terminal electrode of 
Said Semiconductor component and a connection elec 
trode of Said circuit Substrate by Said conductive paste. 

24. The Semiconductor device manufacture method 
according to claim 23, wherein 

in Said hole forming Step, Said hole is formed Such that 
Said hole does not pass through Said base material, and 

Said hole and a Surface of Said base material at the Side of 
Said circuit Substrate are connected together by an IVH 
(inner via hole) structure. 

25. The semiconductor device manufacture method 
according to claim 23, wherein 

Said base material has, on at least a Surface of Said base 
material at the Side of Said Semiconductor component, 
an adhesive layer, and 

in Said hole forming Step, Said hole is formed Such that 
Said hole passes through at least Said adhesive layer. 

26. The semiconductor device manufacture method 
according to claim 24, wherein 
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Said base material has, on at least a Surface of Said base 
material at the Side of Said Semiconductor component, 
an adhesive layer, and 

in Said hole forming Step, Said hole is formed Such that 
Said hole passes through at least Said adhesive layer. 

27. The semiconductor device manufacture method 
according to claim 25, wherein 

connection in Said connecting Step is established by 
making utilization of Said adhesive layer of Said base 
material. 

28. The semiconductor device manufacture method 
according to claim 26, wherein 

connection in Said connecting Step is established by 
making utilization of Said adhesive layer of Said base 
material. 

29. The semiconductor device manufacture method 
according to claim 23, wherein 

at least a Surface of Said base material at the Side of Said 
Semiconductor component is Self-adhesive, and 

in Said hole forming Step, said hole is formed in at least 
Said base material Surface at the Side of Said Semicon 
ductor component. 

30. The semiconductor device manufacture method 
according to claim 24, wherein 

at least a Surface of Said base material at the Side of Said 
Semiconductor component is Self-adhesive, and 

in Said hole forming Step, said hole is formed in at least 
Said base material Surface at the side of Said Semicon 
ductor component. 

31. The semiconductor device manufacture method 
according to claim 29, wherein 

connection in Said connecting Step is established by 
making utilization of the Self-adhesiveness of Said base 
material. 

32. The semiconductor device manufacture method 
according to claim 30, wherein 

connection in Said connecting Step is established by 
making utilization of the Self-adhesiveness of Said base 
material. 

33. The semiconductor device manufacture method 
according to claim 23, wherein 

Said Semiconductor component has a projecting electrode 
on Said terminal electrode, and 

in Said connecting Step, Said terminal electrode is electri 
cally connected to Said connection electrode through 
Said projecting electrode and Said conductive paste. 

34. The semiconductor device manufacture method 
according to claim 23, wherein 

in Said connecting Step, a conductive Substance contained 
in Said conductive paste is densified by compression. 
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