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To all, whom it may concern: 
Beit known that I, SAMUEL H. ARRELL, a 

citizen of the United States, residing at Guth 
rie, in the county of Logan and Territory of 
Oklahoma, have invented certain new and 
useful Improvements in Tobacco-Cutters, of 
which the following is a full and complete 
specification, such as will enable those skilled 
in the art to which it appertains to make and 
use the same. ... : " ' 

This invention relates to what are known as 
“tobacco-cutters,” and particularly to that 
class thereof employed for cutting plug-to 
bacco; and the object of the invention is to 
provide a tobacco-cutter of this class of the 
usual form which is provided with means for 
automatically cleaning the cutter-blade as the 
latter is operated. 
The invention is fully disclosed in the fol 

lowing specification, of which the accompany 
ing drawings form a part, in which the sepa 
rate parts of my improvement are designated 
by the same numerals of reference in each of 
the views, and in which- : 
Figure 1 is a side view of my improved to 

bacco-cutter, part of the frame of the device 
being broken away; and Fig. 2, a vertical sec 
tion on the line 22. - 

In the practice of my invention I provide a 
tobacco-cutter which comprises a base-plate 
5, to one end of which is secured a yoke-shaped 
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frame 6, in the upper portion of which is 
formed a central slot or opening 7, centrally 
of which is pivoted a lever 8, and adjacent to 
the rear side of the slot or opening 7 is piv 
oted a plate or link 9 of the form shown in 
Fig. 1, and pivotally connected with the link 
9 and with the lever 8 is a curved or segmen 
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tal coupling-link 10, and the cutting-blade 12 
is secured to a cross-head 13, which is pro 
vided with a shortarm14 and alonger arm15, 
and the short arm 14 is pivotally connected 
with the plate 9 and the longer arm 15 with 
the lever 8 below the connection of the link 10 
therewith. The opposite sides of the yoke 6 
are provided with vertical grooves 16,in which 
the cutting-blade 12 moves, and mounted 
at each side of the upright portions in the 
grooves 17, formed in the yoke 6, is a down 
Wardly and inwardly inclined blade 18. 
The blades 18 are held in proper position by 

screws or bolts 19, which pass through slots 

20, formed in said blades, and into the sides 
of the yoke 6, and said blades 18 are verti 
cally adjustable within certain limits, and are 
also sharpened at their lower edges and adapt 
ed to press upon the opposite sides of the cut 
ting-blade 12, and in the operation of the cut 
ting-blade 12, by means of the lever 8, said 
blade is caused to rise and fall in the usual 
manner, the plug or plugs of tobacco being 
passed beneath said cutting-blade over the 
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plate 5, and as the cutting-blade 12 is raised 
the blades 18 will remove from thesides there 
of all particles of tobacco that adhere thereto. 

It is a well-known fact that the cutting 
blades of tobacco-cutters of this class become 
quickly clogged or covered with tobacco, 
which is very hard to remove; but by means 
of my improvement the cutting-blade is kept 
clean, as will be readily understood, the to 
bacco adhering thereto being removed at each 
upward movement of said blade. 
This device is simple in construction and 

operation and is perfectly adapted to accom 
plish the result for which it is intended, and 
it will be apparent that changes in and modi 
fications of the construction herein described 
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may be made without departing from the 
spirit of my invention or sacrificing its ad 
Vantages. 
Having fully described my invention, I 

claim as new and desire to secure by Letters 
Patent 

1. The herein - described tobacco - cutter 
comprising a base 5, frame 6 having a slot 7, 
a lever 8, links 9 and 10, a cutting-blade 12, 
cross-head 13 provided with arms 14 and 15 
the sides of said frame being provided with 
grooves 16, and scraping-blades 18 held in 
place by screws 19, all combined substantially 90 
as shown and described and for the purpose 
set forth. 

2. As an improved article of manufacture, 
a tobacco-cutter, the same being provided 
with scraping-blades 18 mounted in grooves 
17, and held in place by screws 19, said blades 
being provided with slots 20 whereby the same 
may be adjusted, substantially as and for the 
purpose set forth. 

3. The herein - described tobacco - cutter 
comprising a base 5, frame 6, having a slot 7, 
a lever 8, links 9 and 10, a cutting-blade 12, 
cross-head 13 provided with arms 14 and 15, 
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the sides of said frame being provided with 
grooves 16, in which said cutting -blade is 
mounted and grooves 17 in which said scrap 
ing-blades are mounted, said scraping-blades of March, 1897. 
being provided with slots 20, and set-screws 
passed through said slots whereby the said 
scraping-blades may be adjusted, substan 
tially as shown and described. 

In testimony that I claim the foregoing as 
my invention I have signed my name, in pres- Io 
ence of the subscribing witnesses, this 2d day 

SAMUEL H. ARRELL. 
Witnesses: 

HENRY D. TODD, 
MARCUS T. CARLISLE. 

  


