


| 0 

20 

25 

30 

5 

UNITED STATES PATENTOFFICE. 
RICHARD D. BOWER, OF OAKVILLE, WASHINGTON. 

SAW-HANDLE. 

No. 930,035. 
Application filed December 30, 1908. 

To all whom i may concern.: 
Beit known that I, RICHARD D. BoWER, a 

Specification of Letters Patent. Patented Aug. 3, 1909. 
Serial No. 470,034. 

posite to the branches 16 and 17, is formed 
integra? with a collar 19, through which the 

citizen of the United States, and aresident of handle 10 extends, So as to hold the latter 
Oakville, in the county of Chehalis and State 
of Washington, haye invented a new and Im 
proved Saw-Handle, of which the following 
is a full, clear, and exact description. 

This invention relates to certain improve 
ments in the fastening means employed for 
securing saw handles to cross-cut saws, and 
the special object of the invention is to so 
construct the fastening means that the parts 
cannot become accidentaly loosened; which 
presents no obstructions or sharp points 
which mightinjure the hand of the workman; 
and which can be readily disassembled to 
permit the removal of the handle. 
The warious different elements going to 

make up my improved fastening means have 
been used heretofore in devices for Similar 
purposes, but by combining them in the par 
ticular manner herein described in detail, i 
produce a device possessing mamy adwan 
tages oyerany heretofore employed and With 
which i amfamiliar. 

Reference is to be had to the accompany 
ing drawings, forming a part of this specifica 
tion, im which similar characters of reference 
indicate corresponding parts in all the figures, 
and in which– 

Figure 1 is a perspective View of a frag 
ment of a saw blade, showing my improved 
fastening means employed for Securing the 
handle; Fig. 2 is a vertical section through 

š the fastening means and handle, Said Section 
being taken on the line 2–2 of Fig. 3; Fig. 3 
is a transverse section through the fastening 
means, a portion of Said section being taken 
on the line 3–3 of Fig. 2; and Fig: 4 is a 
transverse section on the line 4–4 of Fig. 2. 
My improved f?stening meansis employed 

forsecuring anordinary handle 10 to the blade 
of a saw 11, to hold the two rigid in respect 
to each other, and the fastening meansem 
bodies four separate elements, namely, a 
shank 12, a guard and back brace 13, a nut 
14, and a wedge or slide 15. The body of the 
shank constitutes a threaded bolt slit at its 
outer end to form two branches 16 and 17 
disposed upon oppositesides of the saw blade 
and rigidly Secured thereto by a rivet Orbolt 
18. The Outer surfaces of the two branches 
adjacent their free ends, are preferably cut 

| away, so that the ends of the bolt orriwet 18 
do not project beyond the plane of the Sur 
face of the bolt. The end of the shank op 

substantially paralel to the end of the Saw. 
The back brace or guard 13 is in the form of 
a collar 20 encircling the bolt closely adja 
cent the edge of the saw and having up 
Wardly and downwardy-extending arms 21 
and 22 disposed in diametrically opposite 
directions and grooved to receive ; S?W 
edge. The wedge b?ock 15 lies in the plane 
of the saw blade and in the slot through the 
bolt, and is novable longitudinally of said, 
slot toward and from the saw. The wedge 
block is formed of slightly greater thickness 
atits upper andlower ends than it is at the 
center portion, so that it cannot drop out of 
the slot, and can beinserted or removed Only 
when the shank orbolt is detached from the 
saw blade. The wedge blockengages within 
a vertical slot in the side of the collar oppo 
site to the saw, and thus prewents the collar 
from rotating, even though the arms 21 and 
22 connected to said collar be out ofengage 
ment with the saw. The nut. 14 is threaded 
on the bolt intermediate the wedge block and 
the handle, and is preferably a wing nut or 
butterfly nut, which may be readily turned 
with the fingers and without mecessitating the 
employment of a wrench orother tool. 
The main feature of my improved fastener 

is the block or slide 15, disposed intermediate 
the brace orguard 13 and the nut 14. If this 
slide were omitted, then the tightening of the 
nut, 14 into engagement with the collar 20, 
would tend to rotate the collar in the same 
direction as the nut, and this would tend to 
twist the saw blade in respect to the handle. 
Furthermore, as the collar engages with the 
saw only along a Vertical line, the tightening 
of the nut, would tend to istort the collar at 
the unsupported portions of the latter. By 
the use of the slide 15, the rotation of the nut 
produces no tendency to rotation On the part 
of the collar 20 of the brace; the pressure is 
applied to the brace alonga vertical line and 
directly opposite to the line of contact be 
tween the brace and the blade. 
Having thus described my inyention, I 

claim as new ani desire to secure by Letters 
Patent: 

1. The combination with a saw blade and 
a handle, of a fastening means including a 
bolt or shank provided with a slot to receive 
the blade, and a collar to receive the handle, 
a guard or brace encircling said, shank and 
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