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To all, who, it may concern: 
Be it known that we, MERRITT WESLEY 

PALMER and CHARLEs SEIGLE MUNRO, citi 
Zens of the United States, residing at Kenesaw, 

5 in the county of Adams and State of Nebraska, 
have invented a new and useful Improvement 
in Windows, of which the following is a speci 
fication. 
The invention relates to improvements in 

Windows, the main object being to attach a re 
movable Screen to a window and render both 
the screen and window proof against the en 
trance of flies and other troublesome insects; 
and it consists, mainly, in the construction and 

I5 arrangement of the screen and parts connected 
therewith or upon which the screen moves. 

It consists, further, in certain details of con 
struction and arrangement, hereinafter de 
Scribed, illustrated in the drawings, and pointed 
Out in the claims hereto appended. 
In the accompanying drawings, Figure 1 is 

a view of the inner side of a window frame and 
Sashes, the Screen occupying the upper part of 
the frame and the upper sash being lowered. 
Fig. 2 is a view of the outer side of the same, 
the parts being in the same relative positions 
as in Fig.1. Fig. 3 is a transverse section on 
the line at a of Fig. 2. - Fig. 4 is a transverse 
section on the line y y of the same. Fig. 5 is 
a central vertical section of the frame, sashes, 
and screen. Fig. 6 is a perspective view of 
the screen detached. Figs. 7 and 8 are detail 
views of the insect-guard strips. 

Referring to the drawings by letter, A des 
ignates the frame, provided with the parting 
strips act on its side rails, the beads or retain 
ing-strips a, secured to said side rails to keep 
the lower Sash in place, and the inwardly-ex 
tending strips or outside bead, a, for the up 

4o per Sash. 
BB are respectively the upper and lower 

Sashes, separated by the parting-strips at a in 
the usual manner, and C is the screen-frame, 
filled in with the finely-meshed wire cloth or 
gauze c, as shown. 
DD are metallic guide plates or ways se 

cured in pairs to the frame, respectively ad 
jacent to its upper and lower ends. The pair 
D at their upper ends are each bent longitudi 

So nally, so as to consist of a flanged edge, d, and 
an opposite edge bent twice upon and parallel 
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to itself, so as to make a beaded and hooked 
way, d, to engage the hooked edge e of one of 
the metallic plates E, secured to the edge of 
the screen - frame, so that by means of the 55 
guide-plates D and hooked plates E they may 
be slid up and down. 
The construction of the pair of guide-plates 

ID' at the lower part of the window is identi 
cal with that of the guide-plates D, and each 
is secured in place by securing the flanged edge 
d between the inner surface of the side rails 
of the frame and the retaining-strip at on the 
corresponding side of the frame, With the op 
posite beaded and hooked edges projecting to- 65 
ward each other and turned inward in relation 
to the Window. 
F is a thick strip of flexible rubber, felt, or 

cloth, secured at one edge upon the top of the 
upper rail, with its free edgef projecting in- 72 
ward, so as to come in contact with the inner 
surface of the screen, the said strip being pro 
vided on said edge, near its ends, with the 
shoulders f', to make close joints upon the 
plates D. 
G G are stop-bars secured in the lower part 

of the guide-grooves of the upper sash and 
limiting the descent of the latter, so that the 
strip F cannot be drawn below the screen 
frame. Thus the said strip, the screen, and 
the upper sash form a joint impervious to flies 
and similar insects. 
G'G' are stop-bars similar to the bars G, but 

secured in the upper part of the guide-grooves 
of the lower sash, so that the lower part of Said 
sash cannot be raised above the screen When 
the latter is engaged with the lower guide 
plates, D, and the said lower sash moves in 
contact with the side of the screen, making a 
close joint, therewith and preventing the en 
trance of flies. 
H is a strip of material similar to the strip 

F, secured near one edge to the lower rail of 
the upper sash, with its free edge h projecting 
against the surface of the glass in the lower 95 
sash, and provided with notches or shoulders 
h'to give clearance to the side rails of the lower 
sash. This strip H prevents the entrance of 
flies between the sashes, so that joints of the 
windows and screen are alike impervious to IOC 
flies and other similar insects. 
The strip His attached directly to the lower 
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rail of the upper sash; but the strip F is at 
tached to the upper rail thereof by the plate 
I, which is secured to the side of said rail, while 
the strip is secured to its flange i, which stands 
inward therefrom. 

Having described our invention, we claim 
l. The combination of the screen moving on 

Ways or director-plates secured to theside rails 
of the window-frame near their upper ends, 
With the upper sash carrying the plate I and 
the strip of rubber or equivalent material se 
cured to the said plate and having its free 
edge in contact with the surface of the screen, 
substantially as specified. 

2. The combination of the lower sash, the 
upper sash, the screen, the strip of rubber or 
equivalent material secured to the bottom rail 
of the upper sash and having its free edge in 
contact with the glass on the lower sash, and 
the strip of rubber or equivalent materialse 
cured to the upper rail of the upper sash and 
having its free edge in contact with the screen, 
substantially as specified. 

3. The combination, in a window, of the 
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frame provided with the parting-strips a and 
the retaining pieces or beads a'a, for the lower 
and upper sashes, respectively, the guide 
plates DD, having their flanged edges secured 
between the side rails of the frame and the 
beads a', and provided with the hooked inner 
edges, d", the screen, the hooked plates E, Se 
cured to the side rails of the screen-frame, the 
upper and lower sashes, BB, respectively, the 
stop - bars G. G' for said sash, and the rub 
ber strips F and H, secured, respectively, to 
the top and bottom rails of the upper sash and 
provided with clearance shoulders or notches 
on their free edges, all constructed and ar 
ranged substantially as described, for the pur 
poses specified. 
In testimony that we claim the foregoing as 

our own we have hereto affixed our signatures 
in presence of two witnesses. 

MERRITT WESLEY PALMER. 
CHARLES SEIGLE MUNRO. 

Witnesses: 
JAMES M. MILLER, 
S. W. WILSON. 
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