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UNITED STATES PATENT OFFICE. 
JOHN M. BL AIR, OF CINCIN N ATI, OHIO. 

METALLIC PAL LET FOR BRICK. 

SPECIFICATION forming part of Letters Patent No. 279,528, dated June 19, 1883. 
Application filed January 8, 1883, 

To all whon, it naily concern: 
Beit known that I, JOHN M. BLAIR, of Cin 

cinnati, in the county of Hamilton and State 
of Ohio, have invented a new and useful Im 
provementin Metallic Pallets for Brick, which 
improvement is fully set forth in the follow 
ing specification and accompanying drawings, 
in which- -- 

Figure 1 is a perspective view of my me 
tallic pallet for carrying and drying brick hav 
ing beaded edges; Fig. 2, a perspective view 
of same, having flanged or angled edges; Fig. 
3, aperspective view of plain pallet loaded with 
brick; Fig. 4, a view of form shown by Fig. 
2 with cross-flanges for stiffening. . 
The object of my invention is to provide a 

metallic pallet for carrying and drying brick; 
and it consists of a rectangular piece of sheet 
metal having perforations, and provided on 
the edges with flanges, angles, ribs, or beads, 
so as to stiffen the same and to slightly ele 
vate the plane of the pallet above the floor, so 
that it may readily be grasped by the hand, 
all of which will now be set forth in detail. 

In the accompanying drawings, A repre 
sents the pallet, composed of sheet metal, pref. 
erably ten by twenty-seven inches in dimen 
sions. This has a number of perforations, B, 
partly to lighten the weight of the pallet, and 
also to admit air from beneath in the drying 
process. The sheet metal is made as thin as 
possible, to decrease weight, and for the pur 
pose of strengthening the same the two long 
edges are provided with beads or corrugated 
ribs. C, as shown in Fig. 1, or have angles or 
flanges D running from end to end, as shown 
in Figs. 2 and 4. The ends also have upturned 

No model.) r 

flanges E to stiffen the same in cross-section, 
if necessary. Fig. 3 shows the plain rectan 
gular piece, but composed of much thicker ma 
terial since no ribs or flanges are provided. It 
is essential that these pallets be made of metal, 
for the reason that in use they are to be laid . 
flat on the hot floor of the drying-chamber, 
and if made of any other material would be 
apt to warp or burn, and thus injure the brick. 
I therefore contemplate using the pallet for 
carrying the brick to the drying-chamber and 
to hold the brick while in the process of dry 
ing, and in combination with the floor of the 
drying-chamber on which the pallet rests. 

It is obvious that other forms for strength 
ening the pallet other than the ribs or flanges 
may be employed, or that cleats or feet may 
be used to elevate the pallet from the floor. 

claim 
1. A metallic pallet having its sides and 

ends turned up, each in a direction opposite 
to the other, whereby the pallet is stiffened 
and convenient means are afforded for Sup 
porting the pallet above the ground or fioor, 
substantially as described. 

2. The metallic pallet A, having the perfo 
rations B, and on the sides the beads or cor 
rugated ribs C for stiffening the same and ele 
vating the pallet from the floor, substantially 
as and for the purpose specified. 
In testimony that I claim the foregoing I 

have hereunto set my hand, this 28th day of 
December, 1882, in the presence of witnesses. 

JOHN MI. BLAIR. 
Witnesses: - 

J. S. ZERBE, 
O. J. BAILEY. 
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