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PIXEL CIRCUIT, ACTIVE MATRIX 
APPARATUS AND DISPLAY APPARATUS 

BACKGROUND OF THE INVENTION 

This invention relates to a pixel circuit wherein a load 
element disposed for each pixel is driven by current and also 
to a matrix apparatus wherein a plurality of pixel circuits are 
disposed in a matrix and particularly to an active matrix 
apparatus wherein an amount of current to be supplied to a 
load element is controlled by an insulating gate type field 
effective transistor provided in each pixel circuit. The 
present invention further relates to a display apparatus of the 
active matrix type which includes an electro-optical element 
whose luminance is controlled by a value of current Such as 
an organic EL element as a load element. 

In an image display apparatus such as, for example, a 
liquid crystal display apparatus, a large number of liquid 
crystal elements are juxtaposed in a matrix and the trans 
mission intensity or reflection intensity of incoming light is 
controlled for each pixel in response to image information to 
be displayed thereby to display an image. Although this 
similarly applies to an organic EL display apparatus which 
uses an organic EL element for a pixel or a like apparatus, 
different from a liquid crystal element, an organic EL 
element is a self light emitting element. Therefore, the 
organic EL display apparatus is advantageous in that the 
image displayed thereon is higher in visibility than that on 
the liquid crystal display apparatus, that no backlight is 
required and that the responding speed is high. Further, the 
organic EL display apparatus is much different from the 
liquid crystal display apparatus in that the luminance level 
(gradation) of each light emitting element is of the current 
controlled type wherein it can be controlled by the value of 
current flowing therethrough. 

For the organic EL display apparatus, two different driv 
ing methods are available including a simple matrix type 
driving method and an active matrix type driving method 
similarly to the liquid crystal display apparatus. The former 
has a problem that implementation of a display apparatus of 
a large size and a high definition is difficult although it is 
simple in structure. Therefore, development of organic EL 
display apparatus which uses the active matrix type driving 
method is proceeding energetically. According to the active 
matrix type driving method, current to flow to a light 
emitting element in the inside of each pixel circuit is 
controlled by an active element (usually a thin film transis 
tor: TFT) provided in the pixel circuit. 

Organic EL display apparatus of the type described are 
disclosed, for example, in Japanese Patent Laid-Open Nos. 
2003-255856 and 2003-271,095. 

FIG. 10 shows a configuration of an exemplary organic 
EL display apparatus. Referring to FIG. 10, the display 
apparatus 100 shown includes a pixel array section 102 in 
which pixel circuits (PXLC) 101 are arranged in an mixin 
matrix, a horizontal selector (HSEL) 103, a write scanner 
(WSCN) 104, and a drive scanner (DSCN) 105. The display 
apparatus 100 further includes signal lines DTL101 to 
DTL10n for being selected by the horizontal selector 103 
Such that a signal based on luminance information is Sup 
plied thereto, scanning lines WSL101 to WSL10m for being 
selectively driven by the write scanner 104, and scanning 
lines DSL101 to DSL10m for being selectively driving by 
the drive Scanner 105. 

FIG. 11 shows an example of a configuration of a pixel 
circuit shown in FIG. 10. Referring to FIG. 11, the pixel 
circuit 101 shown is basically formed using a thin film field 
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2 
effect transistor (hereinafter referred to as TFT) of the 
p-channel type. In particular, the pixel circuit 101 includes 
a drive TFT 111, a switching TFT 112, a sampling TFT 115, 
an organic EL element 117, and a holding capacitor C111. 
The pixel circuit 101 formed from the elements mentioned 
is disclosed at an intersecting point of a signal line DTL101 
with a scanning line WSL101 and a signal line DTL101. The 
signal line DTL101 is connected to the drain of the sampling 
TFT 115 while the scanning line WSL101 is connected to 
the gate of the sampling TFT 115, and the other scanning 
line DSL101 is connected to the gate of the switching TFT 
112. 
The drive TFT 111, switching TFT 112 and organic EL 

element 117 are connected in series between a power supply 
potential Vcc and a ground potential GND. In particular, the 
source of the drive TFT 111 is connected to the power supply 
potential Vcc, and the cathode of the organic EL element 117 
(light emitting element) is connected to the ground potential 
GND. Since the organic EL element 117 generally has a 
rectifying action, it is represented by a mark of a diode. 
Meanwhile, the sampling TFT 115 and the holding capacitor 
C111 are connected to the gate of the drive TFT 111. The 
gate-source voltage of the drive TFT 111 is represented by 
Vgs. 

In operation of the pixel circuit 101, the scanning line 
WSL101 is first placed into a selection condition (here, the 
low level) and a signal is applied to the signal line DTL101. 
Thereupon, the sampling TFT 115 is rendered conducting so 
that the signal is written into the holding capacitor C111. The 
signal potential written in the holding capacitor C111 acts as 
the gate potential to the drive TFT 111. Then, the scanning 
line WSL101 is placed into a non-selection state (here, the 
high level). Consequently, the signal line DTL101 and the 
drive TFT 111 are electrically disconnected from each other. 
However, the gate potential Vgs of the drive TFT 111 is held 
stably by the holding capacitor C111. Thereafter, the other 
scanning line DSL101 is placed into a selection state (here, 
the low level). Consequently, the switching TFT 112 is 
rendered conducting, and driving current flows from the 
power Supply potential Vcc toward the ground potential 
GND through the TFTs 111 and 112 and light emitting 
element 117. Then, when the scanning line DSL101 is 
placed into a non-selection state, the switching TFT 112 is 
turned off, and the driving current does not flow any more. 
The switching TFT 112 is inserted in order to control the 
time of light emission of the light emitting element 117. 
The current flowing through the TFT 111 and the light 

emitting element 117 has a value corresponding to the 
gate-source voltage Vgs of the drive TFT 111, and the light 
emitting element 117 continues to emit light with a lumi 
nance corresponding to the current value. Such operation of 
selecting the scanning line WSL101 to transmit a signal 
applied to the signal line DTL101 to the inside of the pixel 
circuit 101 is hereinafter referred to as “writing. If writing 
of a signal is performed once as described above, then the 
light emitting element 117 continues to emit light with a 
fixed luminance for a period of time until writing into the 
organic EL element 117 is performed subsequently. 
As described above, the value of current to flow to the 

light emitting element 117 is controlled by adjusting the 
voltage to be applied to the gate of the TFT 111 serving as 
a drive transistor in response to an input signal. At this time, 
since the source of the p-channel drive transistor 111 is 
connected to the power supply potential Vcc, the TFT 111 
normally operates in a saturation region. Consequently, the 
drive transistor 111 serves as a current source having a 
current value given by the following expression (1): 

Ids=(1/2).L. (WL). Cox. (Vgs-Vih)2 (1) 
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where Ids is the current flowing between the drain-source of 
the transistor which operates in a Saturation region, LL the 
mobility, W the channel width, L the channel length, Cox the 
gate capacitance, and Vth the threshold value of the tran 
sistor. As apparent from the expression (1), in a Saturation 
region of the transistor, the drain current Ids of the transistor 
is controlled by the gate-source Voltage Vgs. Since the 
gate-source Voltage Vgs of the drive transistor 111 shown in 
FIG. 9 is held fixed, the drive transistor 111 operates as a 
constant current source and can cause the light emitting 
element 117 to emit light with a fixed luminance. 

FIG. 12 is a graph illustrating aged deterioration of the 
current-Voltage (I-V) characteristic of an organic EL ele 
ment. In the graph, a curve indicated by a solid line 
represents the characteristic in an initial state, and another 
curve which is indicated by a broken line represents the 
characteristic after aged deterioration. Usually, the I-V char 
acteristic of an organic EL element deteriorates with time as 
seen from the graph. However, in the pixel circuit shown in 
FIG. 11, since the drive transistor is driven by constant 
current, the drain current Ids continues to flow through the 
organic EL element, and even if the I-V characteristic of the 
organic EL element deteriorates, the luminance of emitted 
light of the organic EL element does not deteriorate with 
time. 

SUMMARY OF THE INVENTION 

While the pixel circuit shown in FIG. 11 is formed using 
a p-channel TFT, if it can be formed otherwise using an 
n-channel TFT, then a conventional amorphous silicon (a-Si) 
process can be applied to TFT production. This makes it 
possible to reduce the cost of a TFT substrate, and it is 
expected to develop a pixel circuit formed using an n-chan 
nel TFT. 

FIG. 13 is a circuit diagram showing a configuration 
wherein the p-channel TFTs of the pixel circuit shown in 
FIG. 11 are replaced by n-channel TFTs. Referring to FIG. 
13, the pixel circuit 101 shown includes n-channel TFTs 111, 
112 and 115, a holding capacitor C111 and an organic EL 
element 117 which is a light emitting element. The TFT 111 
is a drive transistor, and the TFT 112 is a switching transistor 
while the TFT 115 is a sampling transistor. Further, in FIG. 
13, reference character DTL101 denotes a signal line, and 
reference characters DSL101 and WSL101 denote each a 
scanning line. Further, in the pixel circuit 101, the drain of 
the TFT 111 as a drive transistor is connected to a power 
supply potential Vcc and the source of the TFT 111 is 
connected to the anode of the organic EL element 117 
thereby to form a source follower circuit. 

FIG. 14 is a timing chart illustrating operation of the pixel 
circuit shown in FIG. 13. Referring to FIG. 14, if a selection 
pulse is applied to the scanning line WSL101, then the 
sampling TFT 115 is rendered conducting and samples and 
writes a signal from the signal line DTL101 into the holding 
capacitor C111. Consequently, the gate potential of the drive 
TFT 111 is held at the sampled signal potential. This 
sampling operation is performed line sequentially. In par 
ticular, after a selection pulse is applied to the scanning line 
WSL101 of the first row, another selection pulse is applied 
to the scanning line WSL102 of the second row, and 
thereafter, pixels for one row are selected for each one 
horizontal period (1H). Since also the scanning line DSL101 
is selected simultaneously with the selection of the scanning 
line WSL101, the switching TFT 112 is turned on. Conse 
quently, driving current flows to the light emitting element 
117 through the drive TFT 111 and the switching TFT 112 
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4 
so that light is emitted from the light emitting element 117. 
Intermediately within one field period (if), the scanning line 
DSL101 is placed into a non-selection state, and the switch 
ing TFT 112 is turned off. Consequently, the emission of 
light is stopped. The scanning line DSL101 controls the 
period of time (duty) of light emission which occupies the 
one field period. 

FIG. 15A is a graph illustrating a working point of the 
drive transistor 111 and the EL element 117 in the initial 
state. Referring to FIG. 13a, the axis of abscissa indicates 
the drain-source voltage Vds of the drive transistor 111, and 
the axis of ordinate indicates the drain current Ids. As seen 
in FIG. 13a, the source potential depends upon the working 
point of the drive transistor 111 and the EL element 117, and 
the Voltage of the source potential has a value which is 
different depending upon the gate Voltage. Since the drive 
transistor 111 is driven in the Saturation region, the drain 
current Ids of the current value defined by the expression (1) 
given hereinabove with respect to the gate-source Voltage 
Vgs corresponding to the Source Voltage of the working 
point is Supplied. 

However, the I-V characteristic of the EL element dete 
riorates with time as described hereinabove. As seen in FIG. 
15B, the aged deterioration changes the working point, and 
even if an equal gate Voltage is applied, the Source Voltage 
of the transistor changes. Consequently, the gate-source 
Voltage Vgs of the drive transistor 111 changes, and the 
value of flowing current varies. Simultaneously, also the 
value of current flowing though the EL element 117 varies. 
In this manner, the pixel circuit of a source follower con 
figuration shown in FIG. 13 has a subject to be solved that, 
if the I-V characteristic of the organic EL element changes, 
then the luminance of light emission of the organic EL 
element varies with time. 

It is to be noted that also it is a possible idea to dispose 
the drive TFT 111 and the EL element 117 reversely in order 
to eliminate the subject described above. In particular, 
according to the possible circuit configuration just men 
tioned, the source of the drive transistor 111 is connected to 
the ground potential GND and the drain of the drive tran 
sistor 111 is connected to the cathode of the EL element 117 
while the anode of the EL element 117 is connected to the 
power Supply potential Vcc. In the circuit configuration 
described, the potential of the source of the drive transistor 
111 is fixed and the drive transistor 111 operates as a 
constant current source similarly as in the pixel circuit of the 
p-channel TFT configuration described hereinabove with 
reference to FIG. 11. Consequently, also a luminance varia 
tion by deterioration of the I-V characteristic of the EL 
element can be prevented. However, according to the circuit 
configuration, it is necessary to connect the drive transistor 
to the cathode side of the EL element. Such cathode con 
nection requires development of a novel anode electrode and 
cathode electrode, and it is considered that this is very 
difficult with the technique at present. From the foregoing 
situation, the conventional technique fails to place an 
organic EL display apparatus which uses an n-channel 
transistor and does not exhibit a luminance variation into 
practical use. 

In an organic EL display apparatus of the active matrix 
type, also the threshold voltage of n-channel TFTs which 
form the pixel circuit varies with time in addition to the 
characteristic variation of the EL element. As apparent from 
the expression (1) given hereinabove, if the threshold volt 
age Vth of the drive transistor varies, then the drain current 
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Ids changes. Consequently, there is a Subject to be solved 
that the luminance of emitted light varies by variation of the 
threshold voltage Vith. 

Therefor, it is desirable to provide a pixel circuit by which 
the luminance of light to be emitted can be kept fixed even 
if the I-V characteristic of a load element of the current 
driven type (an electro-optical element such as, for example, 
an organic EL element) Such as a light emitting element 
varies with time. 

It is also desirable to provide a pixel circuit wherein a load 
element can be driven stably even if the threshold voltage of 
a transistor which forms the pixel circuit varies with time. 

It is further desirable to provide a pixel circuit having a 
function of compensating for a characteristic variation of a 
load element and another function of compensating for a 
variation of the threshold voltage of a transistor wherein the 
number of circuit components necessary to provide the 
compensation functions is reduced to the utmost. 

In order to attain the desire described above, according to 
an embodiment of the present invention, there is provided a 
pixel circuit disposed at a point at which a scanning line and 
a signal line intersect with each other, including an electro 
optical element, a holding capacitor, and five N-channel thin 
film transistors including a sampling transistor, a drive 
transistor, a Switching transistor, a first detection transistor 
and a second detection transistor, wherein, the holding 
capacitor being connected between the Source and the gate 
of the drive transistor, the electro-optical element being 
connected between the source of the drive transistor and a 
predetermined cathode potential, the first detection transistor 
being connected between the source of the drive transistor 
and a first ground potential, the second detection transistor 
being connected between the gate of the drive transistor and 
a second ground potential, the sampling transistor being 
connected between the gate of the drive transistor and the 
signal line, the Switching transistor being connected between 
the drain of the drive transistor and a predetermined power 
Supply potential, the sampling transistor operating, when 
selected by the scanning line, to sample an input signal from 
the signal line and Supply the sampled input signal so as to 
be held into the holding capacitor, the drive transistor 
driving the electro-optical element with current in response 
to the signal potential held by the holding capacitor, the 
Switching transistor being rendered conducting, when 
selected by the scanning line, to supply current from the 
power supply potential to the drive transistor, and the first 
and second detection transistors operating, when selected by 
the scanning line, to detect a threshold Voltage of the drive 
transistor prior to the driving of the electro-optical element 
with the current and supply the detected potential so as to be 
held into the holding capacitor in order to cancel an influ 
ence of the threshold Voltage in advance. 

According to another embodiment of the present inven 
tion, there is provided an active matrix apparatus including 
a plurality of scanning lines extending along rows, a plu 
rality of signal lines extending along columns, and a plu 
rality of pixels disposed in a matrix at points at which the 
scanning lines and the signal lines intersect with each other, 
wherein, each of the pixels including a load element, a 
holding capacitor, and five N-channel thin film transistors 
including a sampling transistor, a drive transistor, a Switch 
ing transistor, a first detection transistor and a second 
detection transistor, the holding capacitor being connected 
between the source and the gate of the drive transistor, the 
load element being connected between the source of the 
drive transistor and a predetermined cathode potential, the 
first detection transistor being connected between the Source 
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6 
of the drive transistor and a first ground potential, the second 
detection transistor being connected between the gate of the 
drive transistor and a second ground potential, the sampling 
transistor being connected between the gate of the drive 
transistor and the signal line, the Switching transistor being 
connected between the drain of the drive transistor and a 
predetermined power Supply potential, the sampling transis 
tor operating, when selected by the scanning line, to sample 
an input signal from the signal line and Supply the sampled 
input signal So as to be held into the holding capacitor, the 
drive transistor driving the load element with current in 
response to the signal potential held by the holding capaci 
tor, the Switching transistor being rendered conducting, 
when selected by the scanning line, to Supply current from 
the power Supply potential to the drive transistor, and the 
first and second detection transistors operating, when 
selected by the Scanning line, to detect a threshold Voltage 
of the drive transistor prior to the driving of the load element 
with the current and supply the detected potential so as to be 
held into the holding capacitor in order to cancel an influ 
ence of the threshold Voltage in advance. 

According to a further embodiment of the present inven 
tion, there is provided a display apparatus including a 
plurality of scanning lines extending along rows, a plurality 
of signal lines extending along columns, and a plurality of 
pixels disposed in a matrix at points at which the scanning 
lines and the signal lines intersect with each other, wherein, 
each of the pixels including an organic electroluminescence 
element, a holding capacitor, and five N-channel thin film 
transistors including a sampling transistor, a drive transistor, 
a Switching transistor, a first detection transistor and a 
second detection transistor, the holding capacitor being 
connected between the source and the gate of the drive 
transistor, the organic electroluminescence element being 
connected between the source of the drive transistor and a 
predetermined cathode potential, the first detection transistor 
being connected between the source of the drive transistor 
and a first ground potential, the second detection transistor 
being connected between the gate of the drive transistor and 
a second ground potential, the sampling transistor being 
connected between the gate of the drive transistor and the 
signal line, the Switching transistor being connected between 
the drain of the drive transistor and a predetermined power 
Supply potential, the sampling transistor operating, when 
selected by the scanning line, to sample an input signal from 
the signal line and Supply the sampled input signal so as to 
be held into the holding capacitor, the drive transistor 
driving the organic electroluminescence element with cur 
rent in response to the signal potential held by the holding 
capacitor, the Switching transistor being rendered conduct 
ing, when selected by the scanning line, to Supply current 
from the power Supply potential to the drive transistor, and 
the first and second detection transistors operating, when 
selected by the Scanning line, to detect a threshold Voltage 
of the drive transistor prior to the driving of the organic 
electroluminescence element with the current and Supply the 
detected potential so as to be held into the holding capacitor 
in order to cancel an influence of the threshold voltage in 
advance. 

According to a still further embodiment of the present 
invention, there is provided a pixel circuit disposed at a point 
at which a scanning line and a signal line intersect with each 
other, including an electro-optical element, a holding capaci 
tor, and five N-channel thin film transistors including a 
sampling transistor, a drive transistor, a Switching transistor, 
a first detection transistor and a second detection transistor, 
wherein, the drive transistor being connected at the gate 
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thereof to an input node, at the source thereof to an output 
node and at the drain thereof to a predetermined power 
Supply Voltage, the electro-optical element being connected 
between the output node and a predetermined cathode 
potential, the holding capacitor being connected between the 
output node and the input node, the sampling transistor 
being connected to the input node and the signal line, the 
first detection transistor being connected between the output 
node and a first ground potential, the second detection 
transistor being connected between the input node and a 
second ground potential, the Switching transistor being 
interposed between the input node and the gate of the drive 
transistor, the sampling transistor operating, when selected 
by the Scanning line, to sample an input signal from the 
signal line and Supply the sampled input signal so as to be 
held into the holding capacitor, the Switching transistor 
being rendered conducting, when selected by the scanning 
line, to connect the holding capacitor to the gate of the drive 
transistor, the drive transistor driving the electro-optical 
element with current in response to the signal potential held 
by the holding capacitor, and the first and second detection 
transistors operating, when selected by the scanning line, to 
detect a threshold voltage of the drive transistor prior to the 
driving of the electro-optical element with the current and 
supply the detected potential so as to be held into the holding 
capacitor in order to cancel an influence of the threshold 
Voltage in advance. 

According to a yet further embodiment of the present 
invention, there is provided an active matrix apparatus 
including a plurality of scanning lines extending along rows, 
a plurality of signal lines extending along columns, and a 
plurality of pixels disposed in a matrix at points at which the 
scanning lines and the signal lines intersect with each other, 
wherein, each of the pixels including a load element, a 
holding capacitor, and five N-channel thin film transistors 
including a sampling transistor, a drive transistor, a Switch 
ing transistor, a first detection transistor and a second 
detection transistor, the drive transistor being connected at 
the gate thereof to an input node, at the source thereof to an 
output node and at the drain thereof to a predetermined 
power Supply Voltage, the load element being connected 
between the output node and a predetermined cathode 
potential, the holding capacitor being connected between the 
output node and the input node, the sampling transistor 
being connected to the input node and the signal line, the 
first detection transistor being connected between the output 
node and a first ground potential, the second detection 
transistor being connected between the input node and a 
second ground potential, the Switching transistor being 
interposed between the input node and the gate of the drive 
transistor, the sampling transistor operating, when selected 
by the Scanning line, to sample an input signal from the 
signal line and Supply the sampled input signal so as to be 
held into the holding capacitor, the Switching transistor 
being rendered conducting, when selected by the scanning 
line, to connect the holding capacitor to the gate of the drive 
transistor, the drive transistor driving the load element with 
current in response to the signal potential held by the holding 
capacitor, and the first and second detection transistors 
operating, when selected by the scanning line, to detect a 
threshold voltage of the drive transistor prior to the driving 
of the load element with the current and supply the detected 
potential so as to be held into the holding capacitor in order 
to cancel an influence of the threshold Voltage in advance. 

According to a yet further embodiment of the present 
invention, there is provided a display apparatus including a 
plurality of scanning lines extending along rows, a plurality 
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of signal lines extending along columns, and a plurality of 
pixels disposed in a matrix at points at which the scanning 
lines and the signal lines intersect with each other, wherein, 
each of the pixels including an organic electroluminescence 
element, a holding capacitor, and five N-channel thin film 
transistors including a sampling transistor, a drive transistor, 
a Switching transistor, a first detection transistor and a 
second detection transistor, the drive transistor being con 
nected at the gate thereof to an input node, at the source 
thereof to an output node and at the drain thereof to a 
predetermined power Supply Voltage, the organic electrolu 
minescence element being connected between the output 
node and a predetermined cathode potential, the holding 
capacitor being connected between the output node and the 
input node, the sampling transistor being connected to the 
input node and the signal line, the first detection transistor 
being connected between the output node and a first ground 
potential, the second detection transistor being connected 
between the input node and a second ground potential, the 
Switching transistor being interposed between the input node 
and the gate of the drive transistor, the sampling transistor 
operating, when selected by the scanning line, to sample an 
input signal from the signal line and Supply the sampled 
input signal So as to be held into the holding capacitor, the 
Switching transistor being rendered conducting, when 
selected by the scanning line, to connect the holding capaci 
tor to the gate of the drive transistor, the drive transistor 
driving the organic electroluminescence element with cur 
rent in response to the signal potential held by the holding 
capacitor, and the first and second detection transistors 
operating, when selected by the scanning line, to detect a 
threshold voltage of the drive transistor prior to the driving 
of the organic electroluminescence element with the current 
and supply the detected potential so as to be held into the 
holding capacitor in order to cancel an influence of the 
threshold Voltage in advance. 

According to the present invention, the pixel circuit 
includes an electro-optical element, a holding capacitor, and 
five N-channel thin film transistors including a sampling 
transistor, a drive transistor, a Switching transistor, a first 
detection transistor and a second detection transistor. The 
pixel circuit has a bootstrap function of the holding capaci 
tor, and therefore, even if the I-V characteristic of an 
electro-optical element of a current driven type such as a 
light emitting element varies with time, the luminance of 
light emission can be kept fixed. Further, the threshold 
voltage of the drive transistor is detected by the first and 
second detection transistors, and the variation of the thresh 
old voltage of the drive transistor is compensated for by the 
circuit means. Consequently, the electromagnetic element 
can be driven stably. Particularly, the pixel circuit is com 
posed of one holding capacitor and five transistors and has 
a reasonable configuration which includes a minimized 
number of circuit elements. As the number of component 
elements is Small, the yield is enhanced and reduction in cost 
can be anticipated. In addition, according to the present 
invention, the Switching transistor is connected between the 
input node and the gate of the drive transistor. Consequently, 
the drive transistor can be connected to the power Supply 
potential directly without the intervention of the switching 
transistor, and therefore, Surplus power consumption can be 
eliminated. Further, since the Switching transistor is con 
nected to the gate of the drive transistor, a high current 
Supplying capacity is not required, and consequently, min 
iaturization can be anticipated. 
The above and other objects, features and advantages of 

the present invention will become apparent from the fol 
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lowing description and the appended claims, taken in con 
junction with the accompanying drawings in which like 
parts or elements denoted by like reference symbols. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a block diagram showing an example of a pixel 
circuit; 

FIGS. 2A to 2F are circuit diagrams illustrating operation 
of the pixel circuit shown in FIG. 1; 

FIG. 3 is a timing chart illustrating operation of the pixel 
circuit shown in FIG. 1; 

FIG. 4 is a circuit diagram showing another example of a 
pixel circuit; 

FIG. 5 is a timing chart illustrating operation of the pixel 
circuit shown in FIG. 4; 

FIG. 6 is a circuit diagram showing a configuration of a 
pixel circuit to which the present invention is applied; 

FIG. 7 is a timing chart illustrating operation of the pixel 
circuit shown in FIG. 6; 

FIG. 8 is a circuit diagram showing a configuration of 
another pixel circuit to which the present invention is 
applied; 

FIG. 9 is a timing chart illustrating operation of the pixel 
circuit shown in FIG. 8: 

FIG. 10 is a block diagram showing a configuration of a 
conventional organic EL display apparatus; 

FIG. 11 is a circuit diagram showing an example of a 
conventional pixel circuit; 

FIG. 12 is a graph illustrating aged deterioration of a 
characteristic of an EL element; 

FIG. 13 is a circuit diagram showing another example of 
a conventional pixel circuit; 

FIG. 14 is a timing chart illustrating operation of the pixel 
circuit shown in FIG. 13; and 

FIGS. 15A and 15B are graphs illustrating a working 
point of a drive transistor and an EL element. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

Now, preferred embodiments of the present invention are 
described in detail with reference to the accompanying 
drawings. For the convenience of description, a pixel circuit 
which has a characteristic variation compensation function 
(bootstrap function) of a light emitting element serving as a 
load element is described first, and then, another pixel circuit 
which additionally has a threshold Voltage variation com 
pensation function of a drive transistor is described. There 
after, further pixel circuits which have such compensation 
functions as mentioned above while they are composed of a 
minimized number of circuit components are described. 
FIG. 1 shows a configuration of a display apparatus which 
includes a pixel circuit having a bootstrap function which is 
a compensation function for a characteristic variation of a 
light emitting element which is an electro-optical element. It 
is to be noted that the circuit configuration shown in FIG. 1 
is disclosed in Japanese Patent Application No. 2003 
146758 filed on May 23, 2003 in Japan, as well as corre 
sponding International Application No. PCT/JP2004/ 
007304 filed on May 21, 2004 and U.S. Appl. No. 10/557, 
800, filed on Nov. 18, 2005, all of which are commonly 
owned by the assignee of the present patent application. 

Referring to FIG. 1, the display apparatus 100 shown 
includes a pixel array section 102 in which pixel circuits 
(PXLC) 101 are arranged in a matrix, a horizontal selector 
(HSEL) 103, a write scanner (WSCN) 104, and a drive 
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10 
scanner (DSCN) 105. The display apparatus 100 further 
includes signal lines DTL101 to DTL10n for being selected 
by the horizontal selector 103 such that a signal based on 
luminance information is Supplied thereto, Scanning lines 
WSL101 to WSL10m for being selectively driven by the 
write scanner 104, and scanning lines DSL101 to DSL10m 
for being selectively driving by the drive scanner 105. It is 
to be noted that, for the simplified illustration, a particular 
configuration of one pixel circuit is shown in FIG. 1. 
The pixel circuit 101 includes n-channel TFTs 111 to 115, 

a capacitor C111, a light emitting element 117 formed from 
an organic EL element (OLED: Organic Light Emitting 
Diode), and nodes ND111 and ND112. Further, in FIG. 1, 
reference character DTL101 denotes a signal line, WSL101 
a scanning line, and DSL101 another scanning line. Of the 
components, the TFT 111 serves as a driving field effect 
transistor; the sampling TFT 115 serves as a first switch; the 
TFT 114 serves as a second switch; and the capacitor C111 
servers as a holding capacitance element. 

In the pixel circuit 101, the light emitting element 
(OLED) 117 is interposed between the source of the TFT 111 
and a ground potential GND. More particularly, the anode of 
the light emitting element 117 is connected to the source of 
the TFT 111, and the cathode side of the light emitting 
element 117 is connected to the ground potential GND. The 
node ND111 is formed from a connecting point between the 
anode of the light emitting element 117 and the source of the 
TFT 111. The source of the TFT 111 is connected to the drain 
of the TFT 114 and a first electrode of the capacitor C111, 
and the gate of the TFT 111 is connected to the node ND112. 
The source of the TFT 114 is connected to a fixed potential 
(in the present embodiment, the ground potential GND), and 
the gate of the TFT 114 is connected to the scanning line 
DSL101. The second electrode of the capacitor C111 is 
connected to the node ND112. The source and the drain of 
the sampling TFT 115 are connected to the signal line 
DTL101 and the node ND112, respectively. The gate of the 
TFT 115 is connected to the scanning line WSL101. 

In this manner, the pixel circuit 101 according to the 
present embodiment is configured such that the capacitor 
C111 is connected between the gate and the source of the 
TFT 111 serving as drive transistor so that the source 
potential of the TFT 111 is connected to the fixed potential 
through the TFT 114 serving as a switching transistor. 
Now, operation of the display apparatus 100 having the 

configuration described above is described with reference to 
FIGS. 2A to 2F and 3A to 3F principally in connection to 
operation of the pixel circuit. It is to be noted that FIG. 3A 
illustrates a scanning signal WS1 applied to the scanning 
line WSL101 of the first row of the pixel array: FIG. 3B 
illustrates another scanning signal WS2 applied to the 
scanning line WSL102 of the second row of the pixel array: 
FIG. 3C illustrates a driving signal ds 1 applied to the 
scanning line DSL101 of the first row of the pixel array: 
FIG. 3D illustrates another driving signal ds2 applied to 
the scanning line DSL102 of the second row of the pixel 
array: FIG. 3E illustrates a gate potential Vg (node ND112) 
of the TFT 111; and FIG. 3F illustrates the source potential 
Vs (node ND111) of the TFT 111. 

First, in an ordinary light emitting State of the EL light 
emitting element 117, the Scanning signals ws1, WS2, to 
the scanning lines WSL101, WSL102, are selectively set to 
the low level by the write scanner 104 and the driving 
signals ds1, ds2, to the scanning lines DSL101, DSL102. 
are selectively set to the low level by the drive scanner 105 
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as seen in FIGS. 3A to 3D. As a result, in the pixel circuit 
101, the TFT 115 and the TFT 114 are held in an off state as 
seen in FIG. 2A. 

Then, within a no-light emission period of the EL light 
emitting element 117, the Scanning signals ws1, WS2, to 
the scanning lines WSL101, WSL102, are held at the low 
level by the write scanner 104 and the driving signals ds1. 
ds2, to the scanning lines DSL101, DSL102, are selec 
tively set to the high level by the drive scanner 105 as seen 
in FIGS. 3A to 3D. As a result, in the pixel circuit 101, the 
TFT 114 is turned on while the TFT 115 is held in an off State 
as seen in FIG. 2B. Thereupon, current flows through the 
TFT 114, and the source potential Vs of the TFT 111 drops 
down to the ground potential GND as seen in FIG. 3F. 
Therefore, also the Voltage applied to the light emitting 
element 117 drops to 0 V, and the light emitting element 117 
is placed into a no-light emission state. 

Thereafter, while the driving signals ds1, ds2, to the 
scanning lines DSL101, DSL102, are kept at the high level 
by the drive scanner 105, the scanning signals ws1, WS2. 
to the scanning lines WSL101, WSL102, are selectively set 
to the high level by the write scanner 104 as seen in FIGS. 
3A to 3D. As a result, in the pixel circuit 101, while the TFT 
114 is held in an on state, the TFT 115 is placed into an on 
state as seen in FIG. 2C. Consequently, an input signal (Vin) 
propagating to the signal line DTL101 by the horizontal 
selector 103 is written into the capacitor C111 as a holding 
capacitor. At this time, since the source potential Vs of the 
TFT 111 as a drive transistor is equal to the ground potential 
level (GND level), the potential difference between the gate 
and the source of the TFT 111 is equal to the signal Vin of 
the input signal. 

Thereafter, within the no-light emission period of the light 
emitting element 117, while the driving signals ds(1), ds2. 
to the scanning lines DSL101, DSL102, are held at the high 
level by the drive scanner 105, the scanning signals ws1, 
ws2, to the scanning lines WSL101, WSL102, are selec 
tively set to the low level by the write scanner 104 as seen 
in FIGS. 3A to 3D. As a result, in the pixel circuit 101, the 
TFT 115 is placed into an off state as seen in FIG. 2D, and 
the writing of the input signal into the capacitor C111 as a 
holding capacitor is completed therewith. 

Thereafter, the Scanning signals ws1, WS2, to the 
scanning lines WSL101, WSL102, are held at the low level 
by the write scanner 104 and the driving signals ds1, ds2. 
to the scanning lines DSL101, DSL102, are selectively set to 
the low level by the drive scanner 105 as seen in FIGS. 3A 
to 3D. As a result, in the pixel circuit 101, the TFT 114 is 
placed into an off state as seen in FIG. 2E. After the TFT 114 
is placed into an off state, the source potential Vs of the TFT 
111 as a drive transistor rises, and current flows also to the 
light emitting element 117. 

Although the source potential Vs of the TFT 111 varies, 
the gate-source Voltage is normally held at the Voltage Vin 
as seen in FIGS. 3E and 3F. At this time, since the TFT 111 
as a drive transistor operates in a saturation region, the 
current value Ids flowing through the TFT 111 depends upon 
the voltage Vin which is the gate-source voltage of the TFT 
111. The current Ids flows also to the light emitting element 
117 similarly, and consequently, the light emitting element 
117 emits light. An equivalent circuit of the light emitting 
element 117 is shown in FIG. 2F, and consequently, the 
potential at the node ND111 rises up to the gate potential 
with which the current Ids flows through the EL light 
emitting element 117. As the potential rises in this manner, 
also the potential at the node ND112 rises similarly through 
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12 
the capacitor C111 (holding capacitor). Consequently, the 
gate-source voltage of the TFT 111 is held at the voltage Vin 
as described hereinabove. 

Usually, the I-V characteristic of an EL light emitting 
element deteriorates as the time of light emission therefrom 
increases. Therefore, even if the drive transistor supplies 
current of an equal value, the potential applied to the EL 
light emitting element varies and the potential at the node 
ND111 drops. However, in the present circuit, since the 
potential at the node ND111 drops while the gate-source 
voltage of the drive transistor is kept fixed, current to flow 
to the drive transistor (TFT 111) does not change. Conse 
quently, also the current flowing to the EL light emitting 
element does not change, and even if the I-V characteristic 
of the EL light emitting element deteriorates, current corre 
sponding to the input Voltage Vin continues to flow. 
As described above, in the present form for reference of 

the pixel circuit, the source of the TFT 111 as a drive 
transistor is connected to the anode of the light emitting 
element 117 while the drain of the TFT 111 is connected to 
the power supply potential Vcc, and the capacitor C111 is 
connected between the gate and the source of the TFT 111 
such that the source potential of the TFT 111 is connected to 
the fixed potential through the TFT 114 as a switch transis 
tor. Consequently, the following advantages can be antici 
pated. In particular, even if the I-V characteristic of the EL 
light emitting element varies with time, a source follower 
output free from deterioration in luminance can be obtained. 
Further, a source follower circuit of n-channel transistors 
can be implemented, and an n-channel transistor can be used 
as a driving element for the EL light emitting element while 
existing anode and cathode electrodes are used. Further, the 
transistors of the pixel circuit can be formed only from 
n-channel transistors, and consequently, the a-Si process can 
be used in TFT production. As a result, production of a TFT 
at a low cost can be anticipated. 

FIG. 4 shows a configuration of a pixel circuit wherein a 
threshold Voltage cancellation function is additionally pro 
vided for the pixel circuit having a bootstrap function 
described hereinabove with reference to FIG. 1. The pixel 
circuit shown in FIG. 4 is same as the pixel circuit disclosed 
in Japanese Patent Application No. 2003-159646 filed on 
Jun. 4, 2003 in Japan, as well as corresponding International 
Application No. PCT/JP2004/008055 filed on Jun. 3, 2004 
and U.S. Appl. No. 10/558,372, filed on Nov. 29, 2005, all 
of which are commonly owned by the assignee of the present 
patent application. The pixel circuit of FIG. 4 is basically 
formed from the pixel circuit of FIG. 1 to which a threshold 
Voltage cancellation circuit is added. However, the scanning 
line WSL101 is connected in place of the scanning line 
DSL101 to the gate of the TFT 114 included in the bootstrap 
circuit to simplify the circuit configuration. It is basically 
necessary only to control the TFT 114 included in the 
bootstrap circuit so as to be switched on and offin synchro 
nism with sampling of a video signal, and therefore, Such 
simplification as described above is permitted. Naturally, a 
scanning line DSL101 for exclusive use may be connected 
to the gate of the TFT 114 similarly as in the example of FIG. 
1. 

Referring to FIG. 4, the threshold voltage cancellation 
circuit is basically includes a drive transistor 111, a switch 
ing transistor 112, an additional Switching transistor 113, and 
a capacitor C111. In addition to the components of the 
threshold Voltage cancellation circuit, the pixel circuit 
shown in FIG. 4 includes a coupling capacitor C112 and a 
switching transistor 116. The source/drain of the addition 
ally provided switching transistor 113 are connected 
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between the gate and the drain of the TFT 111. Further, the 
drain of the switching transistor 116 is connected to the drain 
of the TFT 115, and an offset voltage Vofs is supplied to the 
Source of the Switching transistor 116. The coupling capaci 
tor C112 is interposed between a node ND114 on the TFT 
115 side and the node ND112 on the drive transistor 111 side. 
A scanning line AZL101 for the cancellation of a threshold 
Voltage (Vth) is connected to the gates of the Switching 
transistors 113 and 116. 

FIG. 5 illustrate operation of the pixel circuit shown in 
FIG. 4. The pixel circuit performs threshold voltage Vith 
correction, signal writing and bootstrap operation in order 
within a period of one field (1f). The threshold voltage Vith 
correction and the signal writing are performed within a 
no-light emission period of 1 f, and the boot strap operation 
is performed at the top of a light emission period. Further, 
within the threshold voltage Vth correction period, the 
scanning line AZL101 builds up to the high level while the 
scanning line DSL101 remains at the high level. Conse 
quently, the switching transistors 112 and 113 are turned on 
simultaneously, and therefore, current flows and the poten 
tial at the node ND112 connecting to the gate of the TFT 111 
rises. Thereafter, the scanning line DSL101 falls to the low 
level, and consequently, the light emitting element 117 is 
placed into a no-light emitting state. Consequently, charge 
accumulated at the node ND112 is discharged through the 
switching transistor 113, and the potential at the node 
ND112 drops gradually. Then, when the potential difference 
between the node ND112 and the node ND111 becomes 
equal to the threshold voltage Vith, the current through the 
TFT 111 stops. As can be seen apparently from FIG. 5, the 
potential difference between the node ND112 and the node 
ND111 corresponds to the gate-source Voltage Vgs, and 
from the expression (1), when Vgs=Vth is reached, the 
current value Ids becomes equal to 0. As a result, the 
threshold voltage Vth between the nodes ND112 and ND111 
is held by the capacitor C111. 

Then, the scanning line WSL101 exhibits the high level 
within a period of 1H, and within the period, the sampling 
transistor 115 conducts and writing of a signal is performed. 
In particular, a video signal Visig Supplied to the signal line 
DTL101 is sampled by the sampling transistor 115 and 
written into the capacitor C111 through the coupling capaci 
tor C112. As a result, the held potential Vin of the capacitor 
C111 becomes equal to the sum of the threshold voltage Vith 
written formerly and the video signal Vsig. However, the 
input gain of the video signal Visig is not 100% but exhibits 
Some loss. 

Thereafter, the scanning line DSL101 builds up to the 
high level and emission of light is started, and the bootstrap 
operation is performed. Consequently, the signal potential 
Vin applied to the gate of the drive transistor 111 rises by AV 
in accordance with the I-D characteristic of the EL light 
emitting element 117. In this manner, the pixel circuit of 
FIG. 4 adds the threshold voltage Vth and the voltage AV to 
the net signal component applied to the gate of the drive 
transistor 111. Even if the threshold voltage Vth and the 
voltage AV vary, since the influence of the variation can be 
cancelled, the light emitting element 117 can be driven 
stably. 

FIG. 6 shows a pixel circuit to which the present invention 
is applied and which is composed of a number of elements 
reduced from that of the pixel circuit described hereinabove 
with reference to FIG. 4. Referring to FIG. 6, the present 
pixel circuit 101 is disposed at each of points at which 
scanning lines and signal lines intersect with each other and 
can be applied to a display apparatus of the active matrix 
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14 
type. While the number of signal lines is only one which is 
the signal line DTL101, the number of scanning lines is four 
including scanning lines WSL101, DSL101, AZL101a and 
AZL101b disposed in parallel to each other. The pixel circuit 
101 is composed of five N-channel thin film transistors 
including an electro-optical element 117, a capacitor C111, 
a sampling transistor 115, a drive transistor 111, a Switching 
transistor 112, a first detection transistor 114 and a second 
detection transistor 113. In this manner, the pixel circuit 101 
is composed of one holding capacitor and five transistors, 
and when compared with the pixel circuit shown in FIG. 4. 
the number of capacitance elements is Smaller by one and 
also the number of transistors is smaller by one. Since the 
number of component elements is Smaller, the yield can be 
enhanced and the cost can be reduced as much. 
The holding capacitor C111 is connected at one terminal 

thereof to the source of the drive transistor 111 and at the 
other terminal thereof to the gate of the drive transistor 111 
similarly. In FIG. 6, the gate of the drive transistor 111 is 
represented by the node ND112, and the source of the drive 
transistor 111 is represented by the node ND111 similarly. 
Accordingly, the holding capacitor C111 is connected 
between the node ND111 and the node ND112. The electro 
optical element 117 is formed from, for example, an organic 
EL element of a diode structure and has an anode and a 
cathode. The organic EL element 117 is connected at the 
anode thereof to the source (node ND111) of the drive 
transistor 111 and at the cathode thereof to a predetermined 
cathode potential Vcath. It is to be noted that the organic EL 
element 117 includes a capacitance component between the 
anode and the cathode thereof, and the capacitance compo 
nent is represented by Cp. 
The first detection transistor 114 is connected at the 

source thereof to a first ground potential Vss 1 and at the 
drain thereof to the source (node ND111) of the drive 
transistor 111. The first detection transistor 114 is further 
connected at the gate thereof to a scanning line AZL101a. 
The second detection transistor 113 is connected at the 
Source thereof to a second ground potential VSS2 and at the 
drain thereof to the gate (node ND112) of the drive transistor 
111. Further, the second detection transistor 113 is connected 
at the gate thereof to a scanning line AZL101b. 
The sampling transistor 115 is connected at the source 

thereof to the signal line DTL101, at the drain thereof to the 
gate (node ND112) of the drive transistor 111 and at the gate 
thereof to the scanning line WSL101. The switching tran 
sistor 112 is connected at the drain thereof to the power 
supply potential Vcc, at the source thereof to the drain of the 
drive transistor 111, and at the gate thereof to the scanning 
line DSL101. The scanning lines AZL101a, AZL101b and 
DSL101 are disposed in parallel to the scanning line 
WSL101 and are scanned line sequentially at suitable tim 
ings by the peripheral scanners. 
The sampling transistor 115 operates when it is selected 

by the scanning line WSL101 to sample an input signal Vsig 
from the signal line DTL101 and place the sampled input 
signal Visig into the holding capacitor C111 through the node 
ND112. The drive transistor 111 drives the electro-optical 
element 117 with current in response to the signal potential 
Vin held in the holding capacitor C111. The switching 
transistor 112 is rendered conducting when it is selected by 
the scanning line DSL101 to supply current from the power 
supply potential Vcc to the drive transistor 111. The first 
detection transistor 114 and the second detection transistor 
113 operate when they are selected by the scanning lines 
AZL101a and AZL101b, respectively, to detect the thresh 
old voltage Vth of the drive transistor 111 prior to the current 
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driving of the electro-optical element 117 and place the 
detected potential into the holding capacitor C111 in order to 
cancel an influence of the threshold voltage Vith. 
As a condition for securing normal operation of the pixel 

circuit 101, the first ground potential Vss1 is set lower than 
a level calculated by subtracting the threshold voltage Vth of 
the drive transistor from the second ground potential Vss2. 
In other words, the first ground potential Vss1 is set so as to 
satisfy Vss1<Vss2-Vth. Further, a level calculated by add 
ing a threshold voltage V thEL of the organic EL element 117 
to the cathode potential Vcathis set higher than another level 
calculated by subtracting the threshold voltage Vth of the 
drive transistor 111 from the first ground potential Vss1. 
Where this is represented by an expression, Vcath 
VthEL>Vss1-Vth. Preferably, the level of the second 
ground potential VSS2 is set to a value in the proximity of the 
lowest level of the input signal Visig Supplied from the signal 
line DTL101. 

Operation of the pixel circuit shown in FIG. 6 is described 
in detail with reference to a timing chart of FIG. 7. The 
timing chart of FIG. 7 is represented such that one field (1F) 
starts at timing T1 and ends at another timing T6. At timing 
T0 before the field is entered, the scanning lines WSL101, 
AZL101a and AZL101b have the low level while the 
scanning line DSL101 has the high level. Accordingly, the 
Switching transistor 112 is in an on State while the sampling 
transistor 115 and the detection transistors 113 and 114 in 
pair are in an off state. At this time, the drive transistor 111 
Supplies driving current in response to the signal potential 
appearing at the node ND112 to energize the electro-optical 
element 117 to emit light. At this time, the source potential 
of the drive transistor 111 (potential at the node ND111) is 
held at a predetermined working point. The timing chart of 
FIG. 7 illustrates the potential at the node ND112 and the 
potential at the node ND111, which represent variation of the 
gate potential and the source potential of the drive transistor 
111, respectively. 
At timing T1, both of the scanning lines AZL101a and 

AZL101b build up from the low level to the high level. As 
a result, both of the first detection transistor 114 and the 
second detection transistor 113 change over from an off state 
to an on state. As a result, the potential at the node ND112 
drops to the second ground potential VSS2 quickly, and also 
the potential at the node ND111 drops to the first ground 
potential VSS1 quickly. At this time, since the first ground 
potential VSS1 and the second ground potential VSS2 are set 
so as to satisfy Vss1<Vss2-Vth as described hereinabove, 
the drive transistor 111 keeps the on state and drain current 
Ids flows. At this time, since the relationship of Vcath-i-Vth 
(EL)>Vss1-Vth is satisfied, the organic EL element 117 is 
in a reversely biased state and no current flows therethrough. 
Accordingly, the organic EL element 117 is placed into a 
no-light emission state. The drain current Ids of the drive 
transistor 111 flows to the first ground potential Vss 1 side 
through the first detection transistor 114 which is in an on 
State. 

Then at timing T2, the scanning line AZL101 a changes 
over from the high level to the low level, and consequently, 
the first detection transistor 114 changes over from an on 
state to an off state. As a result, the current path of the drain 
current Ids flowing through the drive transistor 111 is 
interrupted, and the potential at the node ND111 rises 
gradually. When the potential difference between the poten 
tial at the node ND111 and the potential at the node ND112 
becomes equal to the threshold voltage Vith, the drive 
transistor 111 changes over from an on state to an off State 
and the drain current Ids stops. The potential difference Vith 
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appearing between the node ND111 and the node ND112 is 
held by the holding capacitor C111. In this manner, the first 
and second detection transistors 114 and 113 operate when 
they are selected at Suitable timings by the Scanning lines 
AZL101a and AZL101b, respectively, and detect the thresh 
old voltage Vth of the drive transistor 111 and place the 
threshold voltage Vth into the holding capacitor C111. 

Thereafter, at timing T3, the scanning line AZL101b 
changes over from the high level to the low level, and also 
the scanning line DSL101 changes over from the high level 
to the low level at a Substantially same timing. As a result, 
the second detection transistor 113 and the switching tran 
sistor 112 change over from an on state to an off state. On 
the timing chart of FIG. 7, the period of time from timing T2 
to timing T3 is denoted by Vth correction period, and the 
detected threshold voltage Vth of the drive transistor 111 is 
held as a correction potential in the holding capacitor C111. 

Thereafter, at timing T4, the scanning line WSL101 builds 
up from the low level to the high level. Consequently, the 
sampling transistor 115 is rendered conducting, and the 
input potential Vin is written into the holding capacitor 
C111. The input potential Vin is held in such a form that it 
is added to the threshold voltage Vth of the driving transis 
tor. As a result, the variation of the threshold voltage Vth of 
the drive transistor 111 is always cancelled, and therefore, 
this signifies that Vth correction is performed. It is to be 
noted that the input potential Vin written into the holding 
capacitor C111 is represented by the following expression: 

where Cs is the capacitance value of the holding capacitor 
C111, and Cp the capacitance component of the organic EL 
element 117 as described hereinabove. Usually, the capaci 
tance component Cp of the organic EL element 117 is much 
higher than the capacitance value Cs of the holding capacitor 
C111. Accordingly, the input potential Vin is substantially 
equal to Vsig-VSS2. In this instance, if the second ground 
potential Vss2 is set to a value in the proximity of the black 
level of the input signal Visig, then the input signal Vin 
becomes Substantially equal to the input signal Visig. 

Thereafter, the scanning line WSL101 changes over from 
the high level back to the low level thereby to end the 
sampling of the input signal Visig. Then at timing T5, the 
scanning line DSL101 builds up from the low level to the 
high level and the Switching transistor 112 is placed into an 
on State. Consequently, driving current is Supplied from the 
power supply potential Vcc to the drive transistor 111 to start 
light emitting operation of the organic EL element 117. 
Since current flows through the organic EL element 117, a 
voltage drop appears and the potential at the node ND111 
rises. In response to the potential rise, also the potential at 
the node ND112 rises, and consequently, the gate potential 
Vgs of the drive transistor 111 is always kept at Vin--Vth 
irrespective of the potential rise at the node ND111. As a 
result, the organic EL element 117 continues to emit light 
with a luminance corresponding to the input voltage Vin. 
When the scanning lines AZL101a and AZL101b build up at 
timing T6 at the end of the one field, the threshold voltage 
Vth correction period of the next field is entered and also the 
emission of light from the electro-optical element 117 stops. 

FIG. 8 shows a pixel circuit according to another embodi 
ment of the present invention. Referring to FIG. 8, the 
present pixel circuit 101 is disposed at each of points at 
which scanning lines and signal lines intersect with each 
other and can be applied to a display apparatus of the active 
matrix type. While the number of signal lines is only one 
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which is the signal line DTL101, the number of scanning 
lines is four including scanning lines WSL101, DSL101, 
AZL101a and AZL101b disposed in parallel to each other. 
The pixel circuit 101 is basically composed of five N-chan 
nel thin film transistors including an electro-optical element 
117, a holding capacitor Cd11, a sampling transistor 115, a 
drive transistor 111, a switching transistor 112, a first detec 
tion transistor 114 and a second detection transistor 113. 
When compared with the pixel circuit shown in FIG. 1, the 
number of capacitance elements is Smaller by one and also 
the number of transistors is smaller by one. Since the pixel 
circuit implemented is composed of one capacitance element 
and five transistors, the yield can be enhanced and the cost 
can be reduced when compared with the conventional pixel 
circuit. 
The drive transistor 111 is connected at the gate thereof to 

the input node ND112, at the source thereof connected to the 
output node ND111, and at the drain thereof to the prede 
termined power supply potential Vcc. The electro-optical 
element 117 is formed from an organic EL element of a 
diode type and has an anode and a cathode. The electro 
optical element 117 is connected at the anode thereof to the 
output node ND111 and at the cathode thereof to a prede 
termined cathode potential Vcath. The organic EL element 
117 includes a capacitance component in parallel to a 
resistance component, and the capacitance component is 
represented by Cp. The holding capacitor C111 is connected 
between the output node ND111 and the input node ND112. 
The potential difference between the output node ND111 and 
the input node ND112 is just equal to the gate potential Vgs 
of the drive transistor 111. The sampling transistor 115 is 
connected at the source thereof to the signal line DTL101, 
at the drain thereof to the input node ND112, and at the gate 
thereof to the scanning line WSL101. 

The first detection transistor 114 is connected at the 
source thereof to the first ground potential Vss1, at the drain 
thereof to the output node ND111, and at the gate thereof to 
the Scanning line AZL101a. The second Switching transistor 
113 is connected at the source thereof to the second ground 
potential Vss2, at the drain thereof to the input node ND112, 
and at the gate thereof to the scanning line AZL101b. The 
Switching transistor 112 is connected at the source/drain 
thereof between the input node ND112 and the gate of the 
drive transistor 111. The switching transistor 112 is con 
nected at the gate thereof to the scanning line DSL101. 
While, in the example for reference shown in FIG. 4, the 
Switching transistor is connected between the power Supply 
potential Vcc and the drive transistor, in the present embodi 
ment, the switching transistor 112 is connected between the 
input node and the gate of the drive transistor. According to 
the present embodiment, since the drive transistor 111 can be 
connected directly to the power Supply potential Vcc, Sur 
plus power consumption can be avoided. Further, since the 
switching transistor 112 is connected to the gate of the drive 
transistor 111, it need not have a high current Supplying 
capacity and hence can be miniaturized. 
The sampling transistor 115 operates when it is selected 

by the scanning line WSL101 to sample the input signal 
Visig from the signal line DTL101 and place the sampled 
input signal Visig into the holding capacitor C111. The 
Switching transistor 112 is rendered conducting when it is 
selected by the scanning line DSL101 to connect the holding 
capacitor C111 to the gate of the drive transistor 111. The 
drive transistor 111 drives the electro-optical element 117 
with current in response to the signal potential Vin held in 
the holding capacitor C111. The first detection transistor 114 
and the second switching transistor 113 operate when they 
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are selected by the different scanning lines AZL101a and 
AZL101b, respectively, to detect the threshold voltage Vith 
of the drive transistor 111 prior to the current driving of the 
electro-optical element 117 and place the detected potential 
into the holding capacitor C111 in order to cancel an 
influence of the threshold voltage Vth in advance. Conse 
quently, even if the threshold voltage Vth varies, since the 
variation is always canceled, the drive transistor 111 can 
supply fixed drain current Ids to the organic EL element 117 
without being influenced by the variation of the threshold 
voltage Vith. 

In order to cause the pixel circuit 101 to operate normally, 
the potential relationship must be set correctly. To this end, 
the first ground potential Vss1 is set lower than a level 
calculated by subtracting the threshold voltage Vth of the 
drive transistor from the second ground potential Vss2. This 
can be represented by an expression as Vss1<Vss2-Vth. 
Further, a level calculated by adding the threshold voltage 
VthEL of the organic EL element 117 to the cathode 
potential Vcath is set higher than another level calculated by 
subtracting the threshold voltage Vth of the drive transistor 
from the first ground potential Vss1. Where this is repre 
sented by an expression, Vcath-i-VthEL>Vss1-Vth. The 
expression represents that the organic EL element 117 is 
placed into a reversely biased state. Preferably, the level of 
the second ground potential VSS2 is set to a value in the 
proximity of the lowest level of the input signal V sig 
supplied from the signal line DTL101. Where the capaci 
tance value of the holding capacitor C111 is represented by 
Cs, the signal potential Vin held by the holding capacitor 
C111 is represented by the following expression: 

The capacitance component Cp of the organic EL element 
117 is much higher than the value Cs of the holding 
capacitor, and the signal potential Vin is substantially equal 
to Vsig-VSS2. Here, since the second ground potential VSS2 
is set to a level in the proximity of the lowest level of the 
input signal Visig, the signal potential Vin held by the 
holding capacitor C111 is Substantially equal to the net value 
of the input signal Visig. 

Operation of the pixel circuit shown in FIG. 8 is described 
in detail with reference to FIG. 9. The timing chart of FIG. 
9 indicates level variation of the four scanning lines 
WSL101, DSL101, AZL101a and AZL101b within a period 
of one field (1F). The timing chart further indicates potential 
variation at the input node ND112 and the output node 
ND111 of the drive transistor 111 within a period of one 
field. One field (1F) starts at timing T1 and ends at another 
timing T6. 
At timing T0 before the field is entered, the scanning line 

DSL101 has the high level while the remaining scanning 
lines WSL101, AZL101a and AZL101b have the low level. 
Accordingly, the Switching transistor 112 is in an on State 
while the remaining sampling transistor 115, first detection 
transistor 114 and second detection transistor 113 are in an 
off state. In this state, the signal potential Vin held by the 
holding capacitor C111 is applied to the gate of the drive 
transistor 111 through the switching transistor 112 which is 
in a conducting State. Accordingly, the drive transistor 111 
Supplies drain current Ids in accordance with the signal 
potential Vinto the organic EL element 117. As a result, the 
organic EL element 117 emits light with a luminance cor 
responding to the video signal Visig. 
Then at timing T1, both of the scanning lines AZL101a 

and AZL101b change over from the low level to the high 
level at the same time. As a result, both of the first detection 
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transistor 114 and the second detection transistor 113 are 
turned on simultaneously. As the second detection transistor 
113 is turned on, the potential at the input node ND112 drops 
to the second ground potential VSS2 quickly. Further, as the 
first detection transistor 114 is turned on, the potential at the 
output node ND111 drops down to the first ground potential 
VSS1 quickly. As a result, while the gate potential Vgs of the 
drive transistor 111 is given by Vss2-Vss1, since this value 
is higher than the threshold voltage Vth of the drive tran 
sistor 111, the drive transistor 111 keeps the on state and the 
drain current Ids flows. On the other hand, since the potential 
at the output node ND111 drops to the first ground potential 
Vss1, the organic EL element 117 is placed into a reversely 
biased state and no current flows therethrough. Accordingly, 
the organic EL element 117 is placed into a no-light emission 
state. The drain current Ids of the drive transistor 111 flows 
to the first ground potential Vss1 through the first detection 
transistor 114 which is in an on state. 

Then at timing T2, the scanning line AZL101 a changes 
over from the high level to the low level, and consequently, 
the first detection transistor 114 is placed into an off state. As 
a result, the current path to the drive transistor 111 is 
interrupted, and the potential at the output node ND111 rises 
gradually. When the potential difference between the output 
node ND111 and the input node ND112 becomes equal to the 
threshold voltage Vth of the drive transistor 111, the current 
becomes equal to zero and the threshold voltage Vth is held 
by the holding capacitor C111 connected between the nodes 
ND112 and ND111. The threshold voltage Vth of the drive 
transistor 111 is detected by the pair of detection transistors 
113 and 114 and held by the holding capacitor C111 in this 
manner. The period of time from timing T2 to timing T3 
within which the operation described above is performed is 
represented by a Vth correction period. It is to be noted that 
the timing T3 represents a timing at which the Scanning line 
DSL101 and the scanning line AZL101b change over from 
the high level to the low level after the current reduces to 
Zero. As a result, the Switching transistor 112 is placed once 
into an off state and also the second detection transistor 113 
is placed into an off state. Consequently, the input node 
ND112 is disconnected from the gate of the drive transistor 
111 and also from the second ground potential Vss2 and 
therefore can thereafter perform sampling operation. 

At timing T4, the scanning line WSL101 builds up to the 
high level and the sampling transistor 115 is turned on. 
Consequently, the input signal Visig Supplied from the signal 
line DTL101 is sampled, and the input potential Vin which 
is Substantially equal to the net value of the input signal Visig 
is written into the holding capacitor C111. The input poten 
tial Vin is held in such a form that it is added to the threshold 
voltage Vth held formerly. 

At timing T5 after the sampling of the video signal Vsig 
comes to an end in this manner, the scanning line DSL101 
builds up to the high level again and the Switching transistor 
112 is placed into an on state so that emission of light from 
the organic EL element 117 is started. In particular, the input 
potential Vin held in the holding capacitor C111 is applied 
to the gate of the drive transistor 111 through the switching 
transistor 112. The drive transistor 111 supplies the drain 
current Ids in accordance with the input potential Vinto the 
organic EL element 117 to start emission of light from the 
organic EL element 117. After the current begins to flow 
through the organic EL element 117, a Voltage drop occurs, 
and the level at the output node ND111 begins to rise. 
Simultaneously, since also the level at the input node ND112 
begins to rise, the potential Vin--Vth held in the holding 
capacitor C111 remains fixed. By such a bootstrap operation 
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as described above, even if the level at the output node 
ND111 varies by variation of the working point of the 
organic EL element 117, the drive transistor 111 can supply 
normally fixed drain current Ids. At timing T6, the scanning 
lines AZL101a and AZL101b build up finally, and threshold 
voltage Vth detection operation for a next field is started. 

While preferred embodiments of the present invention 
have been described using specific terms, such description is 
for illustrative purpose only, and it is to be understood that 
changes and variations may be made without departing from 
the spirit or scope of the following claims. 
What is claimed is: 
1. A pixel circuit disposed at a point at which a scanning 

line and a signal line intersect with each other, comprising: 
an electro-optical element; 
a holding capacitor, and 
five N-channel thin film transistors including a sampling 

transistor, a drive transistor, a Switching transistor, a 
first detection transistor and a second detection tran 
sistor; wherein, 

said holding capacitor being connected between the 
Source and the gate of said drive transistor, 

said electro-optical element being connected between the 
Source of said drive transistor and a predetermined 
cathode potential; 

said first detection transistor being connected between the 
Source of said drive transistor and a first ground poten 
tial; 

said second detection transistor being connected between 
the gate of said drive transistor and a second ground 
potential; 

said sampling transistor being connected between said 
gate of said drive transistor and said signal line; 

said Switching transistor being connected between the 
drain of said drive transistor and a predetermined 
power Supply potential; 

said sampling transistor operating, when selected by said 
Scanning line, to sample an input signal from said 
signal line and Supply the sampled input signal So as to 
be held into said holding capacitor; 

said drive transistor driving said electro-optical element 
with current in response to the signal potential held by 
said holding capacitor, 

said Switching transistor being rendered conducting, when 
Selected by said scanning line, to Supply current from 
said power Supply potential to said drive transistor, and 

said first and second detection transistors operating, when 
Selected by said Scanning line, to detect a threshold 
voltage of said drive transistor prior to the driving of 
said electro-optical element with the current and Supply 
the detected potential so as to be held into said holding 
capacitor in order to cancel an influence of the thresh 
old Voltage in advance. 

2. The pixel circuit according to claim 1, wherein said first 
ground potential is set lower than a level calculated by 
subtracting the threshold voltage of said drive transistor 
from said second ground potential, and a level calculated by 
adding the threshold Voltage of said electro-optical element 
to said cathode potential is set higher than a level calculated 
by subtracting the threshold voltage of said drive transistor 
from said first ground potential. 

3. The pixel circuit according to claim 2, wherein the level 
of said second ground potential is set to a value in the 
proximity of the lowest level of the input signal supplied 
from said signal line. 

4. An active matrix apparatus, comprising: 
a plurality of scanning lines extending along rows; 
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a plurality of signal lines extending along columns; and 
a plurality of pixels disposed in a matrix at points at which 

said Scanning lines and said signal lines intersect with 
each other; wherein, 

each of said pixels including a load element, a holding 
capacitor, and five N-channel thin film transistors 
including a sampling transistor, a drive transistor, a 
Switching transistor, a first detection transistor and a 
second detection transistor, 

said holding capacitor being connected between the 
Source and the gate of said drive transistor, 

said load element being connected between the source of 
said drive transistor and a predetermined cathode 
potential; 

said first detection transistor being connected between the 
Source of said drive transistor and a first ground poten 
tial; 

said second detection transistor being connected between 
the gate of said drive transistor and a second ground 
potential; 

said sampling transistor being connected between said 
gate of said drive transistor and said signal line; 

said Switching transistor being connected between the 
drain of said drive transistor and a predetermined 
power Supply potential; 

said sampling transistor operating, when selected by said 
Scanning line, to sample an input signal from said 
signal line and Supply the sampled input signal so as to 
be held into said holding capacitor; 

said drive transistor driving said load element with current 
in response to the signal potential held by said holding 
capacitor, 

said Switching transistor being rendered conducting, when 
Selected by said scanning line, to Supply current from 
said power Supply potential to said drive transistor, and 

said first and second detection transistors operating, when 
Selected by said Scanning line, to detect a threshold 
voltage of said drive transistor prior to the driving of 
said load element with the current and supply the 
detected potential so as to be held into said holding 
capacitor in order to cancel an influence of the thresh 
old Voltage in advance. 

5. A display apparatus, comprising: 
a plurality of Scanning lines extending along rows; 
a plurality of signal lines extending along columns; and 
a plurality of pixels disposed in a matrix at points at which 

said Scanning lines and said signal lines intersect with 
each other; wherein, 

each of said pixels including an organic electrolumines 
cence element, a holding capacitor, and five N-channel 
thin film transistors including a sampling transistor, a 
drive transistor, a Switching transistor, a first detection 
transistor and a second detection transistor, 

said holding capacitor being connected between the 
Source and the gate of said drive transistor, 

said organic electroluminescence element being con 
nected between the source of said drive transistor and 
a predetermined cathode potential; 

said first detection transistor being connected between the 
Source of said drive transistor and a first ground poten 
tial; 

said second detection transistor being connected between 
the gate of said drive transistor and a second ground 
potential; 

said sampling transistor being connected between said 
gate of said drive transistor and said signal line; 
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said Switching transistor being connected between the 

drain of said drive transistor and a predetermined 
power Supply potential; 

said sampling transistor operating, when selected by said 
Scanning line, to sample an input signal from said 
signal line and Supply the sampled input signal So as to 
be held into said holding capacitor; 

said drive transistor driving said organic electrolumines 
cence element with current in response to the signal 
potential held by said holding capacitor; 

said Switching transistor being rendered conducting, when 
Selected by said scanning line, to Supply current from 
said power Supply potential to said drive transistor, and 

said first and second detection transistors operating, when 
Selected by said Scanning line, to detect a threshold 
voltage of said drive transistor prior to the driving of 
said organic electroluminescence element with the cur 
rent and supply the detected potential so as to be held 
into said holding capacitor in order to cancel an influ 
ence of the threshold Voltage in advance. 

6. A pixel circuit disposed at a point at which a scanning 
line and a signal line intersect with each other, comprising: 

an electro-optical element; 
a holding capacitor, and 
five N-channel thin film transistors including a sampling 

transistor, a drive transistor, a Switching transistor, a 
first detection transistor and a second detection tran 
sistor; wherein, 

said drive transistor being connected at the gate thereof to 
an input node, at the Source thereof to an output node 
and at the drain thereof to a predetermined power 
Supply Voltage; 

said electro-optical element being connected between said 
output node and a predetermined cathode potential; 

said holding capacitor being connected between said 
output node and said input node; 

said sampling transistor being connected to said input 
node and said signal line; 

said first detection transistor being connected between 
said output node and a first ground potential; 

said second detection transistor being connected between 
said input node and a second ground potential; 

said Switching transistor being interposed between said 
input node and the gate of said drive transistor, 

said sampling transistor operating, when selected by said 
Scanning line, to sample an input signal from said 
signal line and Supply the sampled input signal So as to 
be held into said holding capacitor; 

said Switching transistor being rendered conducting, when 
Selected by said scanning line, to connect said holding 
capacitor to the gate of said drive transistor; 

said drive transistor driving said electro-optical element 
with current in response to the signal potential held by 
said holding capacitor, and 

said first and second detection transistors operating, when 
Selected by said Scanning line, to detect a threshold 
voltage of said drive transistor prior to the driving of 
said electro-optical element with the current and Supply 
the detected potential so as to be held into said holding 
capacitor in order to cancel an influence of the thresh 
old Voltage in advance. 

7. The pixel circuit according to claim 6, wherein said first 
ground potential is set lower than a level calculated by 
subtracting the threshold voltage of said drive transistor 
from said second ground potential, and a level calculated by 
adding the threshold Voltage of said electro-optical element 
to said cathode potential is set higher than a level calculated 
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by subtracting the threshold voltage of said drive transistor 
from said first ground potential. 

8. The pixel circuit according to claim 7, wherein the level 
of said second ground potential is set to a value in the 
proximity of the lowest level of the input signal supplied 
from said signal line. 

9. An active matrix apparatus, comprising: 
a plurality of Scanning lines extending along rows; 
a plurality of signal lines extending along columns; and 
a plurality of pixels disposed in a matrix at points at which 

said Scanning lines and said signal lines intersect with 
each other; wherein, 

each of said pixels including a load element, a holding 
capacitor, and five N-channel thin film transistors 
including a sampling transistor, a drive transistor, a 
Switching transistor, a first detection transistor and a 
second detection transistor, 

said drive transistor being connected at the gate thereof to 
an input node, at the Source thereof to an output node 
and at the drain thereof to a predetermined power 
Supply Voltage; 

said load element being connected between said output 
node and a predetermined cathode potential; 

said holding capacitor being connected between said 
output node and said input node: 

said sampling transistor being connected to said input 
node and said signal line; 

said first detection transistor being connected between 
said output node and a first ground potential; 

said second detection transistor being connected between 
said input node and a second ground potential; 

said switching transistor being interposed between said 
input node and the gate of said drive transistor, 

said sampling transistor operating, when selected by said 
Scanning line, to sample an input signal from said 
signal line and Supply the sampled input signal so as to 
be held into said holding capacitor; 

said Switching transistor being rendered conducting, when 
Selected by said Scanning line, to connect said holding 
capacitor to the gate of said drive transistor, 

said drive transistor driving said load element with current 
in response to the signal potential held by said holding 
capacitor, and 

said first and second detection transistors operating, when 
Selected by said Scanning line, to detect a threshold 
voltage of said drive transistor prior to the driving of 
said load element with the current and supply the 
detected potential so as to be held into said holding 
capacitor in order to cancel an influence of the thresh 
old Voltage in advance. 
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10. A display apparatus, comprising: 
a plurality of scanning lines extending along rows; 
a plurality of signal lines extending along columns; and 
a plurality of pixels disposed in a matrix at points at which 

said Scanning lines and said signal lines intersect with 
each other; wherein, 

each of said pixels including an organic electrolumines 
cence element, a holding capacitor, and five N-channel 
thin film transistors including a sampling transistor, a 
drive transistor, a Switching transistor, a first detection 
transistor and a second detection transistor, 

said drive transistor being connected at the gate thereof to 
an input node, at the Source thereof to an output node 
and at the drain thereof to a predetermined power 
Supply Voltage; 

said organic electroluminescence element being con 
nected between said output node and a predetermined 
cathode potential; 

said holding capacitor being connected between said 
output node and said input node; 

said sampling transistor being connected to said input 
node and said signal line; 

said first detection transistor being connected between 
said output node and a first ground potential; 

said second detection transistor being connected between 
said input node and a second ground potential; 

said Switching transistor being interposed between said 
input node and the gate of said drive transistor, 

said sampling transistor operating, when selected by said 
scanning line, to sample an input signal from said 
signal line and Supply the sampled input signal So as to 
be held into said holding capacitor; 

said Switching transistor being rendered conducting, when 
Selected by said scanning line, to connect said holding 
capacitor to the gate of said drive transistor; 

said drive transistor driving said organic electrolumines 
cence element with current in response to the signal 
potential held by said holding capacitor; and 

said first and second detection transistors operating, when 
Selected by said Scanning line, to detect a threshold 
voltage of said drive transistor prior to the driving of 
said organic electroluminescence element with the cur 
rent and supply the detected potential so as to be held 
into said holding capacitor in order to cancel an influ 
ence of the threshold Voltage in advance. 


