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To all whom it may concern: 
Be it known that I, HARRY J. BAILEY, of Pittsburg, county of Allegheny, State of 

Pennsylvania, have invented or discovered a 
new and useful Improvement in Shower-Bath 
Apparatus; and I do hereby declare the fol. 
lowing to be a full clear, concise, and exact 
description thereof, reference being had to the 
accompanying drawing, making a part of this 
specification, in which-like letters indicating 
like parts 

Figure 1 is a perspective view of my int 
proved apparatus for shower-baths, the rose 
and its supporting-bracket being shown by 
aid of dotted lines in two positions. Figs. 2 
and 3 represent modifications in the construc 
tion of the rose, and Figs. 4, 5, and 6 are sec 
tional views of the combined cock used, rep 
resenting the same in different positions. 
A, Fig.1, represents a bath-tub; BB, the 

ordinary hot and cold water cocks; c, a ro 
tary Valve or case for combined bath and 
shower-cock, of which b b are the discharge 
nozzles; E, a hose; d, the rose for giving the 
shower; e, an adjustable bracket, to which the 
rose is clamped by means of a set-screw, d, 
and recessi, as shown in Fig. 2, or by an 
equivalent device. 
The bracket e may be of any construction, 

Such as Will allow of adjustment in one or 
more directions; but by preference I use one, 
which admits of being elevated or depressed, 
moved sidewise, and to and from the wall or 
support, as shown in Fig.1; and I also prefer 
to joint or hinge the several sections so that 
the Outer arm, to which I have shown the rose 
attached, may be placed in a horizontal po 
sition, as shown. 
By means of the screw-clamp d the rose may 

be adjusted on the bracket to direct the shower 
in any direction, and the adjustment of the 
bracket allows the rose to be set at any point 
desired within the range of the bracket, 
When the rose dis released from the bracket, 

the sharp angle made by its sides and face is 
liable to dent or mar the tub or furniture with 
Which it comes in contact. To prevent this I 
inclose or guard such angle by an elastic band, 
g, as shown. This band may be kept in place 
by overlapping the angle, as shown in Fig. 3, 
Or a recess or groove, 8, may be made in the 

Outer periphery of the rose at or near the an 
gle, and an elastic band seated therein, as 
shown in Fig. 2, the band being broken away 
in part in both figures to show the groove and 
angle. w 

The cocks. B B unite in or open into the 
pipe a, which pipe is provided with two ports 
or openings, r r", as shown in Figs. 4, 5, and 
6, one port, r, being placed, by preference, on 
the under side of the pipe, so as to discharge 
directly downward, as shown in Fig. 5, the 
other port r being placed on the upper side of 
such pipe, but not directly above the port r. 
The case 0 is also provided with two ports on 
its opposite sides, opening into the nozzles b 
b'. This case is fitted to the pipe a so as to 
Operate as a valve, and, by turning the same, 
to open or close the ports r r". When adjusted, 
as shown in Fig. 5, the port opens to the 
nozzle b and discharges directly downward, 
the port r being closed. By turning the noz 
zle b" to the left, as shown in Fig. 4, the port 
r will be closed and the port opened to the 
nozzle b for shower. 
The usual waste-port is shown at . By 

turning the nozzle b to that side, as shown in 
Fig. 6, both ports will be closed, and the 
contents of the hose EI drained off. If pre 
ferred, the waste-port may be extended up 
to the top of the pipe a, as shown, so as to 
drain the hose when the port r is open. By 
this arrangement either port may be opened, 
or both closed, by a slight movement of the 
case or valve c, whereas, as formerly con 
structed, a semi-rotation of the valve was 
necessary in order to change the discharge 
from one nozzle to the other. 

I do not. Wish to confine myself to a mova. 
ble valve or nozzle case, since the pipe a may 
be made to turn as a cock, and thus open 
either port to the proper discharge-nozzle. 
Also, the ports may be placed in line, one 
above the other, and the nozzles b b' so placed 
on the case or valve c as to open but one-port 
at a time; and such modifications iconsiderme 
chanical equivalents of the devices described. 

I claim herein as my invention 
1. In a shower-bath apparatus, the combi 

nation of a rose, an adjustable bracket, a hose 
pipe, and a Water-supply, substantially as de 
scribed. 
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2. A bath-shower nozzle, provided with a 
suitable clamp or device for attaching to and 
detaching the same from a bracket or support, 
substantially as described. 

3. In a shower-bath apparatus, the combi 
nation of rosed, having a clamp, d, or equiva 
lent device, and an adjustable bracket, sub 
stantially as set forth. 

4. In combination with a water-supply-pipe, 
a bath-discharge nozzle, b, a shower-discharge 
nozzle, b', a valve or case, c, and a pipe or cock, 

a, having two or more ports, r r", or openings, 
substantially as described, whereby either 
nozzle may be opened to its supply-port, or 
both closed by a slight movement of the valve. 

In testimony whereof I have hereunto set 
my hand. 

HARRY J. BAILEY. 
Witnesses: 

J. J. McCoRMICK, 
CLAUDIUS L. PARKER. 


