Proximity switches and circumferentially movable stator windings allow a motor-generator (2) to simultaneously sense and switch from a synchronous motor position to a synchronous generator position. The mechanism replaces the conventional separate sensing and switching of motor-generator functions. Automatic rotational repositioning of the stator (21) maintains constant voltage and prevents the generation of transient voltages or harmonics. The stator flux leads the rotor magnetic flux slightly in a motor position. As the stator field weakens due to a failure of the normal power supply, the counter torque also weakens and the stator windings are biased to begin to turn with the rotor (27) until the rotor and stator fields are in step, i.e., when virtually no current is generated or consumed or until a generator position is reached. The dynamic stator may also be used in electric motors or generators to filter or cushion variations in the power supply or in the load.
<table>
<thead>
<tr>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>AT</td>
<td>Austria</td>
<td>FR</td>
<td>France</td>
<td>MR</td>
<td>Mauritania</td>
</tr>
<tr>
<td>AU</td>
<td>Australia</td>
<td>GA</td>
<td>Gabon</td>
<td>MW</td>
<td>Malawi</td>
</tr>
<tr>
<td>BB</td>
<td>Barbados</td>
<td>GB</td>
<td>United Kingdom</td>
<td>NE</td>
<td>Niger</td>
</tr>
<tr>
<td>BE</td>
<td>Belgium</td>
<td>GN</td>
<td>Guinea</td>
<td>NL</td>
<td>Netherlands</td>
</tr>
<tr>
<td>BF</td>
<td>Burkina Faso</td>
<td>GR</td>
<td>Greece</td>
<td>NO</td>
<td>Norway</td>
</tr>
<tr>
<td>BG</td>
<td>Bulgaria</td>
<td>HU</td>
<td>Hungary</td>
<td>NZ</td>
<td>New Zealand</td>
</tr>
<tr>
<td>BJ</td>
<td>Benin</td>
<td>IE</td>
<td>Ireland</td>
<td>PL</td>
<td>Poland</td>
</tr>
<tr>
<td>BR</td>
<td>Brazil</td>
<td>IT</td>
<td>Italy</td>
<td>PT</td>
<td>Portugal</td>
</tr>
<tr>
<td>BY</td>
<td>Belarus</td>
<td>JP</td>
<td>Japan</td>
<td>RO</td>
<td>Romania</td>
</tr>
<tr>
<td>CA</td>
<td>Canada</td>
<td>KP</td>
<td>Democratic People's Republic of Korea</td>
<td></td>
<td></td>
</tr>
<tr>
<td>CF</td>
<td>Central African Republic</td>
<td></td>
<td></td>
<td>RU</td>
<td>Russian Federation</td>
</tr>
<tr>
<td>CG</td>
<td>Congo</td>
<td>KR</td>
<td>Republic of Korea</td>
<td>SD</td>
<td>Sudan</td>
</tr>
<tr>
<td>CH</td>
<td>Switzerland</td>
<td>KZ</td>
<td>Kazakhstan</td>
<td>SE</td>
<td>Sweden</td>
</tr>
<tr>
<td>CI</td>
<td>Côte d'Ivoire</td>
<td>LI</td>
<td>Liechtenstein</td>
<td>SI</td>
<td>Slovenia</td>
</tr>
<tr>
<td>CM</td>
<td>Cameroon</td>
<td>LK</td>
<td>Sri Lanka</td>
<td>SK</td>
<td>Slovak Republic</td>
</tr>
<tr>
<td>CN</td>
<td>China</td>
<td>LU</td>
<td>Luxembourg</td>
<td>SN</td>
<td>Senegal</td>
</tr>
<tr>
<td>CS</td>
<td>Czechoslovakia</td>
<td>LV</td>
<td>Latvia</td>
<td>TD</td>
<td>Chad</td>
</tr>
<tr>
<td>CZ</td>
<td>Czech Republic</td>
<td>MC</td>
<td>Monaco</td>
<td>TG</td>
<td>Togo</td>
</tr>
<tr>
<td>DE</td>
<td>Germany</td>
<td>MG</td>
<td>Madagascar</td>
<td>UA</td>
<td>Ukraine</td>
</tr>
<tr>
<td>DK</td>
<td>Denmark</td>
<td>ML</td>
<td>Mali</td>
<td>US</td>
<td>United States of America</td>
</tr>
<tr>
<td>ES</td>
<td>Spain</td>
<td>MN</td>
<td>Mongolia</td>
<td>UZ</td>
<td>Uzbekistan</td>
</tr>
<tr>
<td>FI</td>
<td>Finland</td>
<td></td>
<td></td>
<td>VN</td>
<td>Viet Nam</td>
</tr>
</tbody>
</table>
TRANSIENT-FREE SYNCHRONOUS ELECTRICAL POWER MACHINE

Field of the Invention

This invention relates to rotating electric machines and to electric power generation and use. More specifically the invention relates to a heavy-duty synchronous motors and synchronous generators.

Background of the Invention

Heavy duty electrical power motors and generators used to drive machinery as primary or back-up electrical power source, and particularly synchronous electrical motors and generators are subject to sudden variations in the magnetic flux between the rotor and stator windings every time there is a phase shift between the rotor armature flux and the stator armature flux. Such phase shift occurs upon sudden increase or decrease in the mechanical load or in the power fed to a synchronous motor, and sudden increase or decrease in the electrical load or the torque applied to a synchronous generator.

The sudden phase shift can produce substantial voltage transients that cannot be tolerated by a
critical load of a generator, or that can be fed back on the line power to a motor.

Sensitive loads such as data processing equipment and medical instruments must nowadays be protected by heavy, cumbersome and costly filtering and regulating devices. Utilities must protect their installations against power surges fed back by a motor suddenly turned into a generator by use of circuit breakers and other safety devices which increase the risk of blackouts.

The instant invention results from an attempt to limit these undesirable spurious lines transients by attacking the problem at its source, i.e. inside the synchronous power machinery.

Uninterruptible power supply systems are provided for switching from a normal line supply of electric power to a standby or backup power supply in the event of interruption, failure or inadequacy of the normal power supply. For true uninterruptible power, the switching must be virtually instantaneous, and for cyclic power, without any change in phase, frequency or voltage.
Uninterruptible power supplies may require a transitional supply of power, such as a flywheel, to carry the load until the standby source of power can be brought up to speed and switched on-line. The flywheel may have to be combined with fast acting power loss sensors and solid state switches in order to keep flywheel weight and size reasonable. An example of a fast acting switch is shown in U.S. Patent Number 4,827,152.

May of the current uninterruptible power supplies may accomplish the switching quickly, but not without a significant flywheel weight. Depending upon rotating mass requirements, the flywheel may be a separate structure or incorporated in the construction of the motor, shaft, or rotor. For critical loads where even a small change in frequency can cause problems, flywheel size requirement may become unpractical. The flywheel large spinning mass also creates problems in startup and performance when acceleration or deceleration of the spinning mass is required.
Even fairly massive flywheels and fast acting switches may have to be supplemented by spinning stand-by, dual drives and other devices. An example of additional devices required is shown in U.S. Patent Number 3,458,710.

Holding cyclic electric power frequency and phase within tolerances for these additional device for critical loads has also been a problem. Frequency changers (e.g., coupled rotating units at different phases at any one rotary position) and other complex devices have been used to control critical frequency and phase outputs from rotating electric machines for critical applications.

There is a need for a simpler and more effective power back-up system which can instantaneously detect any failure of the line power and synchronously switch to a stand-by power supply without resorting to massive kinetic energy storage device or complex phase and frequency maintenance circuitry.

**Summary of the Invention**

The principal and secondary objects of this
invention are:

to suppress spurious transients in synchronous motors and generators due to sudden changes in the power supply or load,

to automatically correct transitory phase shift between rotor and stator fluxes that may be caused by such changes,

to provide a quick reacting electric power sensor/switch to backup power supply; and

to provide backup power at virtually the same phase and frequency without the need for complex control circuitry or significant flywheel mass.

These and other objects are achieved by dynamic stator windings that are free to rotatively oscillate around the rotor over a limited range in response to variations and reversal of magnetic forces between the rotor and stator as a result of sudden changes in power supply or load. This allows the rotating electric machine to continuously adjust or filter transients in mechanical or electrical inputs. When combined with proximity switches the dynamic stator causes a synchronous motor to turn into a synchronous
generator upon loss of power. The repositioning of the stator windings signals changes in the operating conditions of the machinery; and simultaneously switches functions to maintain constant voltage and prevent the generation of transient voltages or harmonics.

In an import power position of the stator windings, the motor-generator acts as a motor driven by a normal electric power supply. The stator flux leads the rotor magnetic flux slightly, creating a torque on the rotor and a counter-torque on the stator. As the stator field weakens due to a loss or inadequacy of the line power, the counter torque also weakens, and the stator windings begins to turn with the rotor until the rotor and stator fields are in step, i.e., when virtually no current is generated or consumed to produce useful work. The motion of the stator can be used to trigger a switch to an alternate source of power without any transients being generated.

As the stator continues to rotate, the stator flux begins to lag the rotor magnetic flux
slightly, allowing the motor-generator to generate or export electric power. The dynamic or floating stator can be allowed to adjust itself automatically to the proper flux angle between the rotor and stator. This effectively isolates the output electric power from variations in the electric input. It also lets the apparatus automatically adjust the power factor.

Brief Description of the Drawing

Figure 1 is a schematic illustration of a floating stator motor-generator in a preferred uninterruptible power supply system;

Figure 2 is a perspective view of power back-up and regulating motor and generator installation;

Figure 3 is an end view of the motor-generator taken along line 3-3 of Figure 2;

Figure 4 is an end view of a motor-generator having an alternative floating stator mechanism;

Figure 5 is a detail section of the alternative floating stator mechanism shown in Figure 4;

Figure 6 is a schematic illustration of a
second uninterruptible power supply system for less critical electric loads; and

*Figure 7* is a schematic illustration of a third power supply system.

**Description of the Preferred Embodiments of the Invention**

Referring now to the drawing, there is illustrated in Figure 1 a synchronous motor-generator 2 which acts as the key component of a back-up power supply system 1 to critical load 10. One end of the shaft 3 of the motor-generator 2 is connected to a generator 4. A flywheel 6 is mounted on the opposite end of the shaft 3 which is engaged by a clutch 7 coupled to a thermal engine 5.

The motor-generator 2 is supported above ground at both ends of the shaft 3 by braces 13, 14. The casing 15 and the motor-generator stator mounted therein are allowed to partially rotate around the shaft 3 and rotor mounted upon it.

During non-critical periods of operation when the load 10 can tolerate variations in the power
supply or even temporary failures of the power source, only the utility switch 12 is closed and the load 10 receives its power from the utility power line 9 through the electrical governor unit 10a. Under more demanding conditions during which transients in the power supply to the load 10 must be avoided, the motor-generator switch 8 and the generator switch 11 are also closed. The motor-generator 2 is energized by the utility power source 9 and acts as a synchronous motor driving the generator 4. The generator supplies power to the electrical load 10 through the governor control unit 10a, either alternatively or concurrently with the power line. The load 10 an be completely immunized against transient on the power line 9 by opening the utility switch 12, and leaving the generator 4 to supply the necessary power.

In a critical situation where failure of the power supply to the load 10 must be avoided, the thermal engine 5 is kept running, and the clutch 7 is engaged upon failure of the utility power source 9. The motor-generator switch 8 is opened. The thermal engine 5 begins driving the motor-generator
2 and the generator 4, assures a continuous, transient-free supply of electrical power to the load 10. Due to the particular arrangement of the motor generator 2 according to the invention, the switch over from the electrical power derived from the line 9 to the mechanical power provided by the thermal engine is also free of transient, voltage drop, frequency change, or phase shift. The line power can be reinstated by closing the motor-generator switch 8 and disengaging the clutch 7. The embodiment of the invention accomplishes this reversal of power supply without any detrimental effect on the power supplied to the load 10 by the generator 4.

Even a failure of the generator 4 can be palliated without interruption or deterioration of the power supplied to the load 10 by opening the generator switch 11 and closing the motor-generator switch 33.

It can be seen that changes in the source of the power drawn by the load 10 is accomplished not by direct switching of the load but by driving the
motor-generator 2 either electrically from the power line 9 or mechanically with the thermal engine 5. Load 10 is insulated from this switch of power by the generator 4 and by the motor generator 2.

The thermal engine 5 may be an internal combustion engine, or a gas or steam turbine. An auxiliary hydraulic motor may be used to boost the power of the thermal engine to bring the flywheel to speed. The clutch 7 is preferably of the overrunning type which disengages immediately when the motor-generator over-runs the thermal engine. Allowing the stator of the motor-generator 2 to circumferentially move during power switch-over was found to yield many advantages. It is also advantageous to allow for a limited rotational movement of the stator in the generator 4 as well as in the motor-generator 2.

As previously disclosed in my U.S. Patent Number 4,827,152, the movement of a loosely supported stator of a synchronous motor-generator can be sensed as an indication of a change of the supply voltage. This change can be sensed by a
motion detector 32, and used to trigger a switch to an alternate power. The rotational movement of the stator may be allowed through diverse mounting schemes.

In an earlier described situation, when the load 10 is powered from both the utility power source 9 and by the generator 4, the load sharing controls of the electrical governor unit 10a are preferably set to draw about 90 percent of the necessary power from the generator 4 and the balance from the power line source 9. Upon failure of either the power line source 9 or the backup system, the switching from either or both power sources to the alternate, or to a single source, is also regulated by the dynamic mounting of the stator of the motor-generator 2 as will be explained below.

Figures 2 and 3 illustrate a convenient way for dynamically supporting the stator of the motor-generator 2, which way is particularly adapted for use with conventional types of motor-generators in which the stator is welded to the inside of the
casing.

While the casing of the generator 4 is bolted to the raised portion 16a of the slab 16, the casing 15 of the motor-generator 2 is floatingly suspended above the lower portion 16b of the slab. The forward end 3a of the shaft 3 which also supports the flywheel 6 and connects to the clutch 7, is supported by a first brace 13 through bearing 13a. The height H at which the shaft 3 is supported above the lower portion 16b of the slab substantially exceeds the distance from the shaft 3 to the underside of the casing 15. A second brace 14 supports through bearing 14a the opposite end 3b of the shaft 3 which connects to the shaft of the generator 4. This second brace may be omitted if the internal bearings of the generator 4 can withstand the added weight of the motor-generator 2.

The vertical clearance C between the casing 15 and the slab 16 must allow for rotational excursion of the casing around the shaft 3. A typical four-pole machine requires a rotational movement of the stator over 22.5 degrees in either direction. This
corresponds to a 90 degree electrical phase shift. Accordingly, the minimum arcuate travel A of the stator is based on the number N of poles according to the following formula:

\[ A = \frac{180}{N} \text{ degrees} \]

The maximum range of rotation allowed should be slightly shorter than a 180 phase shift, for instance: 350/N degrees. This limit is established by placing stop-bumpers 17, 18 at appropriate heights on the surface of the slab 16b below the outer edges 19, 20 of the motor-generator foot.

Another way to implement the dynamic suspension of the synchronous motor-generator stator is illustrated in Figures 4 and 5. Instead of welding the stator to the inside of the casing as is commonly done, the stator 21 is supported by a series of roller bearings 22. The armature 23 of each roller bearing is welded to the stator 21, and the rollers 24 ride against the inner wall 25 of the circular casing 26. The rotational excursion of the stator 21 around the rotor 27 is stopped by a projection 30 on one of the roller bearing
armatures 23 bumping against stops 28, 29 mounted on the inside surface 31 of the casing 26. In this embodiment, the casing 26 is bolted to the supporting slab in a conventional fashion.

The advantageous operation of the dynamic stator arrangement of the synchronous motor-generator can be best understood by considering the movement of the stator during the change from the motor to the generator mode and vice versa.

When the motor-generator 2 of Figure 1 is operating as a synchronous motor energized by the line power source 9, the stator magnetic flux leads the rotor magnetic flux. The resulting torque applied against the stator circumferentially forces the stator to its maximum allowed excursion opposite the rotational direction of the rotor.

Upon failure of the line power, the stator field disappears and the stator moves in the direction of the rotor. At this point, both stator and rotor fields are in step, and no current is generated. The sensor 32 detects the loss of power, and gives the signal to disconnect the line
and engage the clutch 7.

The progressive rotational movement of the stator during the metamorphosis of the machine from a synchronous motor to a synchronous generator delays the effect of the switch-over and consequently maintains, for a short time, the torque that the motor-generator applies to the generator 4 until the mechanical power of the thermal engine takes over. There is no abrupt drop of voltage or frequency, only a 90 degree phase shift in the power coming out of the generator. This phenomenon supplements the effect of the flywheel 6, therefore reducing its mass requirement, and in some applications, resulting in its complete elimination.

The reverse of the above-described phenomenon takes place in applications where the motor-generator 2 reverts from its role as a synchronous generator to a motor. When the machine is working as a synchronous generator, the stator magnetic flux lags the rotor magnetic flux. As the mechanical drive is being replaced by the electrical power from the power lines and the
progressive recoil movement of the stator maintains the power output allowing a smooth transition to the alternate power source.

Theoretically, the synchronous motor rotating magnetic field should speed up slightly in order to have a transition-free change-over from motor to generator but this is not possible because it is the stator magnetic flux that generates that field, and when the stator magnetic flux weakens or disappears, the field automatically slows down causing high transient voltages.

The free movement of the stator causes a corrective magnetic flux change between the stator and rotor fields. The stator movement is natural and is caused by the change of torque between the stator and the rotor. In the case of a motor, the stator torque is counter to the rotation field torque. In the case of a generator, the stator torque and the shaft torque are in the same direction. Due to the relationship between torque, power and supply voltage, any change in power supply voltage will have a direct effect in the
stator/rotor torque causing the stator movement to either absorb or generate a corrective amount of power.

An alternative uninterruptible power supply system for less critical loads is shown in Figure 6. The motor-generator 2 is brought up to speed by the thermal engine 5 and synchronized with the utility power 9. As the utility switch 12 and the motor-generator switch 8 are closed, the thermal engine 5 may be shut down and clutch 7 disengaged, allowing the motor-generator 2 to act as a synchronous condenser-filter. The spinning flywheel 6 and rotor within the motor-generator 2 filters or smooths utility power transients and stabilizes voltage. Excess power can be absorbed virtually instantly by a change in position of the dynamically mounted stator of the motor-generator 2. Conversely, a nearly instantaneous shift in stator position regulates the power as required by variations of the load 10. Upon a voltage drop beyond a threshold limit or loss of utility power 9, utility switch 12 opens, thermal engine 5 starts, and clutch 7 engages to supply the load 10.
If the load is more sensitive to loss of power than excess voltage such as utility power spikes, the thermal engine 5 may be kept running while line power 9 is being used to supply a portion of the load power continuously and to provide even faster and smoother switching of power sources.

Electrical switches can also be controlled by other devices in lieu or in addition to the one sensing the motion of the dynamic stator. Sensor 34 is shown as a tachometer which can also provide control signals for opening or closing electrical switches, in addition to or in lieu of a sensor tracking the motion of the stator of the motor-generator.

A conventional standby generator is normally isolated through a mechanically interlocked transfer switch. During utility failure, the load is switched from utility to standby; then switched back when normal power is restored. Each failure causes two interruptions to the load. Critical power users such as hospitals require that their emergency standby generators be exercised under full or partial loads at least once every two
weeks. This can only take place during non-critical times since normal power has to be interrupted to exercise the system.

A standby power system, according to the invention allows the user to exercise the backup power at any time. The motor generator 2 is brought up to synchronous speed via a thermal engine 5, and synchronized to the utility 9. Once the generator breaker 8 is closed the engine comes to a stop and is disengaged through an over-running clutch 7.

The synchronous machine 2 becomes a synchronous motor (or synchronous condenser), corrects power factor, and helps maintain constant voltage. To exercise the power backup system, it suffices to start the engine. When the over-running clutch mechanically engages the motor shaft, the stator no longer creates torque, and therefore it turns in the direction of the shaft rotation until it comes up to the stator-stop position at which time the machine becomes a generator. The utility breaker 12 is automatically
opened and the load 10 is now on emergency power. When the exercise period is over, a relay closes the utility breaker 12 at the proper synchronous time, the engine stops and as the stator flips back in a direction opposite the shaft rotation, the generator then becomes a synchronous condenser.

Figure 7 illustrates another embodiment for supplying uninterruptible mechanical power and/or electric power. The thermal engine 5 can be used to start (i.e., soft start) the mechanical load 35 until the rotational speed of shaft 3 allows the motor-generator 2 to be synchronized with the utility power 9. Normal operation would have the utility switch 36 and motor-generator switch 37 closed, the thermal engine 5 shutdown and the clutch 7 disengaged. The motor-generator dynamic stator provides a cushion, filtering out transients that might otherwise be transmitted to the mechanical load 35. The mechanical load 35 may be pump or compressor, such as one that must supply a constant stream of fluid to a critical process.

When utility power is lost or inadequate, the dynamic motion of the motor-generator stator
signals the power failure and simultaneously the motor generator 2 begins to generate power. The power failure indication triggers the start of the thermal engine 5 to fully supply mechanical power to the load 35. If the utility power 9 can be isolated, and the thermal engine 5 and motor-generator 2 sized accordingly, mechanical and electric power can be simultaneously supplied. The engine can also be kept running during the time line power 9 is available to completely protect the electrical load against any switch-over transient. The system can also provide peak shaving capability, that is, the mechanical load 35 may be driven in a cogeneration mode by the thermal engine 5 during peak time periods in order to reduce utility charges. The motor-generator 2 will correct for power factor and other unwanted electric power conditions.

The unique peak shaving ability is provided by the limited movement of the stator. For example, under normal conditions the motor-generator 2 driving a compressor 35 imports 300 amps at 600 volts. When the natural gas engine 5 is started
during peak periods it provides some of the required shaft-driving torque. During this time the stator will lose some of its counter torque and will move toward the transition or generation position depending on how much torque the engine is supplying. The engine power output can be preset through an electric governor import-export module. If the governor was set to 80% engine power, the synchronous motor would only import 60 amps during the peak shaving mode.

The many advantages of the present invention include providing cushioned motor to generator or generator to motor transitions, providing a synchronous motor-generator in a single machine, reducing or eliminating the need for reduced voltage or full voltage starters, eliminating electrical and mechanical transients, providing soft starts, providing a continuous transition between export and import electrical conditions, avoiding switching and switch transient, acting as a synchronous condenser to correct power factor and stabilize voltage, allowing two or more sources to drive the rotating unit, and supplying emergency,
peaking, and uninterruptible electrical and mechanical power.
CLAIMS

1. In a synchronous electrical power machine comprising:
   a casing, having a base shaped to rest on a
   supporting surface;
   a rotating shaft having first and second ends
   protruding from opposite sides of said casing;
   a first rotating armature of N poles fixedly
   mounted on said shaft inside said casing;
   a stator concentrically surrounding said
   armature and fixed within said casing;
   an improvement which comprises:
      a first structure supporting said first
      end of the shaft;
      a second structure supporting said second
      end of the shaft;
   said first and second structures being
   dimensioned to hold said casing above and spaced-
   apart from said supporting surface, and to allow
   unrestrained rotational movement of said casing and
   stator around said shaft over an arc of at least
   180/N degrees and no more than 350/N degrees.
2. An improved synchronous electrical power machine which comprises:
   a casing resting over a supporting surface;
   a rotating shaft;
   a first rotating armature of N poles fixedly mounted on said shaft; and
   a stator concentrically surrounding said armature;
   means for rotatively supporting said stator within said casing and for allowing unrestrained rotational movement of said stator around said shaft over an arc of at least 180/N degrees and no more than 350/N degrees.

3. The apparatus of Claim 1, which further comprises means for connecting and disconnecting an electrical power source applied to said power machine.

4. The apparatus of Claim 1, which further comprises means for connecting and disconnecting a mechanical power source applied to said machine.

5. The apparatus of Claim 1 in combination with a
backup electrical power system for supplying a
critical load, and including a generator driven by
said power machine.

6. The apparatus of Claim 5, which comprises a
thermal engine; and

means for selectively driving said power
machine mechanically with said engine or
electrically from an electrical power source.

7. The apparatus of Claim 6, which further
comprises means for sensing a rotational movement
of said stator; and

means for connecting and disconnecting said
electrical power source and engine in response to
said means for sensing.

8. An apparatus for regulating an alternating
electrical power source which comprises:

a synchronous motor having a stator winding
energized by said power source, an axial shaft and
a rotor winding mounted on said shaft;

a mechanical load driven by said shaft; and,
means for allowing rotational movement of the stator winding around the shaft in response to variations of said power source.

9. The apparatus of Claim 8, wherein said means for allowing comprises means for letting said stator windings rotate over an arc of no less than 180/N degrees and no more than 350/N degrees, where N is the number of poles of said motor windings.
AMENDED CLAIMS
[received by the International Bureau on 10 June 1993 (10.06.93);
original claims 4 and 5 cancelled; original claims 1-3
amended; claims 6 and 8 amended and renumbered as
claims 4 and 6; new claim 8 added; claims 7 and
9 unchanged but renumbered as claims 5 and 7
(4 pages)]

1. In an electrical alternating power unit wired
to maintain supply of power to at least one load
upon lapse of a utility power source, said unit
including a synchronous electrical power machine
comprising:

- a casing, having a base shaped to rest on
  a supporting surface;
- a rotating shaft having first and second
  ends supported along an rotational axis by
  said casing;
- a first rotating armature of N poles
  fixedly mounted on said shaft inside said
  casing;
- a stator concentrically surrounding said
  armature and fixed within said casing;

an improvement which comprises:

- a structure supporting said casing;
  said structure being dimensioned to hold
  said casing above and spaced-apart from said
  supporting surface, and to allow unrestrained
  rotational movement of said casing and stator
  about said rotational axis over an arc of at
least 180/N degrees and no more than 350/N degrees.

2. An improved synchronous electrical power machine which comprises:
   a casing resting over a supporting surface;
   a rotating shaft;
   a first rotating armature of N poles fixedly mounted on said shaft; and
   a stator concentrically surrounding said armature;
   means for rotatively supporting said stator within said casing and for allowing unrestrained rotational movement of said stator about an axis coincident with said shaft over an arc of at least 180/N degrees and no more than 350/N degrees during continuous, synchronous operation of said machine and in response to variations in torque between said rotating armature and said stator resulting from variations in electrical power and in loads applied to said machines.
3. The improvement of Claim 1, which further comprises means for connecting and disconnecting said electrical power source; and
   means for connecting and disconnecting a mechanical power source to and from said machine.

4. The apparatus of Claim 3, which comprises a thermal engine; and
   means for selectively driving said power machine mechanically with said engine or electrically from said electrical power source.

5. The apparatus of Claim 4, which further comprises means for sensing a rotational movement of said stator; and
   means for connecting and disconnecting said electrical power source and engine in response to said means for sensing.

6. A self-adjusting electrical load for regulating and filtering an alternating electrical power source which comprises:
a synchronous motor having a stator winding energized by said power source, an axial shaft and a rotor winding mounted on said shaft;

a mechanical load driven by said shaft;

and

means for allowing unrestrained rotational movement of the stator winding around the shaft in response to variations of said power source, over an arc limited to maintain synchronous operation of said motor.

7. The apparatus of Claim 6, wherein said means for allowing comprises means for letting said stator windings rotate over an arc of no less than 180/N degrees and no more than 350/N degrees, where N is the number of poles of said motor windings.

8. The apparatus of Claim 7 which further comprises an electrical generator driven by said synchronous motor.
## INTERNATIONAL SEARCH REPORT

### A. CLASSIFICATION OF SUBJECT MATTER

- **IPC(5)**: H02K 19/36  
- **US CL**: 310/115,116.117; 290/4R  
According to International Patent Classification (IPC) or to both national classification and IPC

### B. FIELDS SEARCHED

- **Minimum documentation searched**: (classification system followed by classification symbols)  
  - **U.S.**:  
- **Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched**:  
- **Electronic data base consulted during the international search**: (name of data base and, where practicable, search terms used)

### C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
</table>
| A        | US.A, 336,780 (BALL)  
23 FEBRUARY 1886  
See entire document |  |
| A        | US.A, 465,999 (SHAW)  
29 DECEMBER 1891  
See entire document |  |
| X        | US.A, 543,523 (FISKE)  
30 JULY 1895  
See entire document | 2 |
| A        | US.A, 2,002,793 (PARK)  
28 MAY 1935  
See entire document | 1,3-9 |

**[X]** Further documents are listed in the continuation of Box C.  
**[☐]** See patent family annex.

- **“A”**: Special categories of cited documents:  
  - **“T”**: later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention  
  - **“X”**: document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone  
  - **“Y”**: document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art  
  - **“L”**: document referring to an oral disclosure, use, exhibition or other means  
  - **“F”**: document published prior to the international filing date but later than the priority date claimed  

- **Date of the actual completion of the international search**: 26 MARCH 1993  
- **Date of mailing of the international search report**: 17 MAY 1993

**[Name and mailing address of the ISA/US Commissioner of Patents and Trademarks]**  
Box PCT  
Washington, D.C. 20231

**[Facsimile No.]** NOT APPLICABLE

**[Telephone No.]** (703) 308-3306

Form PCT/ISA/210 (second sheet)(July 1992)*
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>US,A, 3,029,374 (PICHON) 10 APRIL 1935  See entire document</td>
<td>1,3-9</td>
</tr>
<tr>
<td>Y</td>
<td>US,A, 4,827,152 (FARKAS) 02 MAY 1989  See entire document</td>
<td>4-9</td>
</tr>
</tbody>
</table>