Title of the Invention: A vehicle human interface assembly
Abstract Title: Vehicle human interface using flexible membrane

A human interface assembly for a vehicle having a frame defining an opening, a flexible membrane 30 extending over the opening such that the flexible surface is in tension, wherein the membrane is capable of being deformed by a user to form a depression 32 in the membrane in a range of locations within the opening. One or more sensors 50 determine the location at which the flexible sheet has been depressed by the user, and this information is used to control one or more systems of the vehicle. The membrane is substantially flush with a surrounding surface of an interior trim portion of the vehicle. The interface may interpret gestures entered by the user. The one or more sensors may be electrical conductors arranged across the membrane which interpret changes in resistance or capacitance, or may be an optical sensor which interprets observed distortions in the membrane.

Fig. 3b
A VEHICLE HUMAN INTERFACE ASSEMBLY

Technical Field

This disclosure relates generally to a vehicle human interface assembly and particularly, although not exclusively relates to a vehicle human interface assembly comprising a depressible flexible membrane that can control systems of the vehicle.

Background

The number and complexity of user controllable systems in a motor vehicles has increased. For example, many motor vehicles now have controllable audio systems, adjustable seats, adjustable mirrors, climate control systems, lighting, navigation systems, communication systems etc. Each of these systems requires a user interface device, e.g. in the form of switches, dials or knobs, and the number of such user interface devices has increased with the proliferation of user controllable systems. Furthermore, such controls are often individual to the particular occupant of the vehicle, thereby further exacerbating the proliferation of the user interface devices. This can present a cluttered and bewildering arrangement to the user. It is desirable to simplify and reduce this clutter.

Statements of Invention

According to an aspect of the present disclosure, there is provided a vehicle human interface assembly comprising:

an interior trim portion of a vehicle;

a flexible membrane;

a frame defining an opening, the flexible membrane extending over the opening such that the flexible membrane is in tension, wherein the flexible membrane is capable of being depressed by a user to form a depression in the membrane in a range of locations within the opening;

one or more flexible membrane sensors configured to determine the location at which the flexible membrane has been depressed by the user, the one or more flexible membrane sensors providing a signal indicating the location at which the flexible membrane has been depressed; and

a controller configured to control one or more systems of the vehicle based on the signal from the one or more flexible membrane sensors,
wherein the frame is provided in the interior trim portion such that the flexible membrane and a surrounding surface of the interior trim portion are substantially flush.

The one or more flexible membrane sensors may be further configured to determine the extent of the depression.

The vehicle system may be controlled or selected by one or more gestures generated by the user. The gestures may comprise changing the location of the depression in the membrane. The controller may be configured to interpret the one or more gestures. Characteristics or variables of the systems to be controlled may comprise values of an attribute of the system or sub-system or any other variable, such as a position in a menu tree.

A first gesture may control a first characteristic of the vehicle system. A second gesture may control a second characteristic of the vehicle system. A third gesture may select a different system of the vehicle to be controlled. The gestures may comprise curved, linear and/or multi-touch (pinch, expand etc.) movements on the membrane.

The flexible membrane may comprise a fabric, textile or cloth (whether woven or not), and may be made from leather, polymers or any other sheet or thin film material.

The flexible membrane may be resilient such that the flexible membrane may return to its original position after being depressed. The tension in the flexible membrane may be such that the membrane is substantially flat over the frame prior to being depressed. The tension in the flexible membrane may permit the user to depress the flexible membrane and feel a resistance, e.g. of the order of 1 to 10 N.

A cavity may be provided beneath the flexible membrane. The cavity may be at least partially filled with air. Additionally or alternatively, the cavity may be at least partially filled with a liquid or gel (e.g. provided in a sac) or a deformable solid situated beneath the flexible membrane. Such fillings may add to the resistance felt by the user when depressing the membrane and may damp movement of the membrane. The filling may be resilient, e.g. tending to return to its original shape. However, the filling may not be resilient with the flexible membrane providing the restoring force to return the membrane to a substantially flat pre-depressed position.
The flexible membrane may be wrapped around an edge of the frame, e.g. the flexible membrane may be separate from the surrounding surface of the interior trim portion. Alternatively, the flexible membrane may extend over the frame and may be integral with the surrounding surface of the interior trim portion. For example, the flexible membrane may be made from the same sheet of material that covers the surrounding trim portion.

The vehicle human interface device may comprise a plurality of flexible membrane sensors and a processor. The processor may be configured to determine the location of the depression based on a comparison of the signals from the plurality of flexible membrane sensors.

The flexible membrane sensors may comprise a plurality of electrical conductors extending across the membrane. For example, the flexible membrane sensors may be configured to determine changes in a resistance and/or capacitance associated with the electrical conductors when the membrane is depressed. A resistance or capacitance between or of the wires may change as the flexible membrane is deformed, e.g. due to changes in the spacing of the electrical conductors. Additionally or alternatively, the resistance or capacitance may change due to contact with the user and may change due to pressure exerted by user. The electrical conductors may be arranged in a grid. The electrical conductors may be woven into the flexible membrane.

The flexible membrane sensors may comprise one or more optical sensors provided beneath the membrane. The optical sensors may be configured to monitor an underside of the membrane to determine the location at which the flexible membrane has been depressed by the user. The extent of the depression may also be determined by monitoring the underside of the membrane. For example, an image may be provided on the underside of the membrane. The image may be distorted by the depression of the membrane. The distortion may be detectable by the optical sensor to determine the location and/or extent of the depression. The image may comprise a series of concentric circles, a grid pattern or any other pattern that would allow a processor to deduce the location (and optionally the extent) of the depression with data from the optical sensor.

The flexible membrane sensors may comprise one or more proximity sensors provided behind the membrane. The proximity sensors may be configured to detect the presence of the depression in the membrane, e.g. as the flexible membrane moves towards the proximity sensor. The proximity sensors may comprise an electromagnetic or acoustic emitter and a corresponding sensor that detects changes in the electromagnetic or acoustic field. A suitable layer of material on the underside of the flexible membrane may be provided to facilitate
reflection or diffusion of such an electromagnetic or acoustic field. The proximity sensors may be provided behind the flexible membrane, for example a plurality of proximity sensors may be distributed over a region behind the flexible membrane.

The frame may be circular. The frame may be fixed or rotatable relative to the surrounding surface of the interior trim portion. The vehicle human interface device may further comprise a frame sensor configured to determine the rotational position of the frame. The controller may be configured to control one or more further systems of the vehicle based on the signal from the one or more flexible membrane sensors. The vehicle system to be controlled may be determined by the rotational position of the frame.

The vehicle human interface device may further comprise a ring disposed around the frame. An edge of the ring may be substantially flush with the flexible membrane and a surrounding surface of the interior trim portion. The ring may be configured to be touch sensitive such that touching the ring may send a signal to the controller, e.g. to indicate that a variable of the system to be controlled may be changed or to change the system to be controlled. The ring may be rotatable. A ring sensor may be configured to determine the rotational position of the ring. The controller may be configured to control one or more further systems of the vehicle based on the signal from the one or more flexible membrane sensors. The vehicle system to be controlled may be determined by the rotational position of the ring.

The vehicle human interface device may further comprise one or more light emitters configured such that light from the light emitters may project from the flexible membrane and may be visible to the user. For example, the light emitters may be spaced apart from the flexible membrane and may project light onto an underside of the flexible membrane. The light emitters may be provided at a bottom of the cavity and project light through the cavity towards the flexible membrane. Alternatively, the light emitters may be provided on or within the flexible membrane.

The light emitters may indicate the system of the vehicle being controlled. The light emitters may indicate a setting value associated with the system of the vehicle being controlled. The light emitters may indicate the location of the depression in the membrane and/or extent of the depression in the membrane, e.g. light from the flexible membrane may be coincident with the location of the depression. The colour and/or intensity of the light may vary according to the pressure applied.
The light from the light emitters may generate a graphical representation of the vehicle system to be controlled. The graphical representation may be interactive such that the location and/or movement of the depression in the membrane corresponds to a location and/or movement of the vehicle system. The graphical representation of the vehicle system may change following such interaction. For example, the graphical representation may comprise an image of an adjustable seat to be controlled. Depressing the membrane where a seat back appears on the membrane may adjust the position of the seat back. Movement of the depression in the membrane may be in a direction corresponding to the direction the user wishes to move the seat back.

The vehicle human interface device may further comprise one or more further light emitters configured such that light from the further light emitters may project from the surrounding surface of the interior trim portion and may be visible to the user. For example, the further light emitters may be configured to project light onto an underside of the surrounding surface of the interior trim portion. The further light emitters may indicate the system of the vehicle being controlled or any other value.

A vehicle may comprise the above-mentioned human interface device assembly.

According to an aspect of the present disclosure, there is provided a vehicle human interface device comprising:

- a flexible membrane;
- a frame defining an opening, the flexible membrane extending over the opening such that the flexible membrane is in tension, wherein the flexible membrane is capable of being depressed by a user to form a depression in the membrane in a range of locations within the opening;
- one or more sensors configured to determine where the flexible membrane has been depressed by the user, the one or more sensors providing a signal indicating where the flexible membrane has been depressed; and
- a controller configured to control a system of the vehicle based on the signal from the one or more sensors.

To avoid unnecessary duplication of effort and repetition of text in the specification, certain features are described in relation to only one or several aspects or embodiments of the invention. However, it is to be understood that, where it is technically possible, features described in relation to any aspect or embodiment of the invention may also be used with any other aspect or embodiment of the invention.
Brief Description of the Drawings

For a better understanding of the present invention, and to show more clearly how it may be carried into effect, reference will now be made, by way of example, to the accompanying drawings, in which:

Figure 1 is a schematic perspective view of a human interface assembly according to an arrangement of the present disclosure;

Figure 2 is a schematic side sectional view of the human interface assembly according to the arrangement of the present disclosure;

Figures 3a, 3b and 3c are schematic side sectional views of the human interface assembly according to the arrangement of the present disclosure and depict movement of a depression in the flexible membrane during a gesture;

Figures 4a, 4b, 4c and 4d are plan views of the human interface assembly according to the arrangement of the present disclosure and depict a range of possible gestures;

Figures 5a, 5b and 5c are plan views of the human interface assembly according to the arrangement of the present disclosure and depict a range of further possible gestures;

Figures 6a, 6b, 6c, 6d and 6e are plan views of the human interface assembly according to the arrangement of the present disclosure and depict a scenario in which different parameters of a vehicle audio system may be controlled by the human interface assembly;

Figures 7a, 7b and 7c are plan views of the human interface assembly according to the arrangement of the present disclosure and depict a scenario in which different parameters of a vehicle seat may be controlled by the human interface assembly;

Figure 8 is a schematic perspective view of a human interface assembly according to an alternative arrangement of the present disclosure;

Figures 9a and 9b are underside views of a flexible membrane of a human interface assembly according to an alternative arrangement of the present disclosure, with Figure 9a showing the
flexible membrane in an undepressed state and Figure 9b showing the flexible membrane in a depressed state;

Figures 10a and 10b are underside views of a flexible membrane of a human interface assembly according to an alternative arrangement of the present disclosure, with Figure 10a showing the flexible membrane in an undepressed state and Figure 10b showing the flexible membrane in a depressed state; and

Figure 11 is a schematic view of a flexible membrane of a human interface assembly according to an alternative arrangement of the present disclosure.

Detailed Description

With reference to Figures 1 and 2, a vehicle human interface assembly 10 according to an arrangement of the present disclosure, comprises an interior trim portion 20 of a vehicle (such as an arm rest, central console, dashboard or any other trim portion), a flexible membrane 30 and a frame 40 over which the flexible membrane 30 extends. The frame 40 defines an opening 42 over which the flexible membrane 30 extends. The flexible membrane 30 is under tension and is capable of being depressed by a user. A depression may be formed in the membrane as the user depresses the membrane. The depression may occur in a range of locations across the opening 42. The frame 40 is provided in the interior trim portion 20 such that the flexible membrane 30 and a surrounding surface 22 of the interior trim portion are substantially flush.

The frame 40 may be substantially circular with a tubular side wall 44 and a bottom wall 45.

The opening 42 may be provided at the open end of the tubular side wall 44, whereas the bottom wall 45 may form a closed end of the tubular side wall 44. The flexible membrane 30 may extend over the open end of the frame 40. A cavity 46 may thus be formed between the bottom wall 45 and the flexible membrane 30.

The flexible membrane 30 may be resilient so that the flexible membrane may return to its original position after being depressed. The flexible membrane 30 may be substantially flat when it is not depressed by the user. An initial tension in the flexible membrane 30 may be sufficient to prevent an appreciable sag in the membrane, e.g. due to gravity. The flexible membrane 30 may have a resilience that permits the users to press the flexible membrane and feel a resistive restoring force. The restoring force felt by the user may be between 0 and 10 Newtons. The flexible membrane 30 may be made from a sheet or thin film material, such as a
fabric, textile or cloth (whether woven or not). For example, the flexible membrane 30 may be made from leather, faux leather, plastic or cloth. The flexible membrane 30 may be made from the same material as the surface 22 of the interior trim portion 20. The flexible membrane 30 may be translucent so that light from beneath the flexible membrane 30 of a certain intensity may be visible to the user.

As best depicted in Figure 2, the flexible membrane 30 may be wrapped around the frame 40. Edges of the flexible membrane 30 may be joined to the side walls 44 or the underside of the bottom wall 45. The flexible membrane 30 may be joined to the frame 40 in such a way so that the flexible membrane 30 is not puckered on its top surface.

The cavity 46 may be filled with air. Alternatively, the cavity 46 may at least partially be filled with a liquid or gel (either of which may be provided in a separate sac) or a deformable solid. Such fillings may add to the resistance felt by the user when depressing the membrane 30 and may damp movement of the membrane 30. The filling may be resilient such that it tends to return the flexible membrane 30 to its original flat shape. For example, the cavity 46 may be filled with a sponge type material that is depressable, but returns to its original shape. However, it will be appreciated that the cavity filling may not necessarily be resilient, e.g. in the case of the filling being liquid, and the flexible membrane 30 may provide the restoring force to return the membrane and filling to their substantially flat pre-depressed position. The filling may be translucent so that light from beneath the filling of a certain intensity may be visible to the user.

The cavity 46 may have a depth greater than the maximum anticipated depth of the depression formed in the flexible membrane 30. This may ensure that the user does not feel the bottom of the cavity 46. The tension in the flexible membrane 30 may also be such that under normal operating conditions (e.g. maximum anticipated force applied by user), a user could not form a depression reaching a floor of the cavity.

The human interface assembly 10 further comprises one or more flexible membrane sensors 50. The flexible membrane sensors 50 are configured to determine the location at which the flexible membrane 30 has been depressed by the user. The flexible membrane sensors 50 provide a signal to a controller 60. The signal indicates to the controller 60 the location at which the flexible membrane has been depressed. The controller 60 in turn controls one or more systems 70 of the vehicle depending on the signal received from the flexible membrane sensors. In addition to sensing the location of the depression in the flexible membrane 30, the flexible membrane sensors 50 may also determine the extent, e.g. depth, of the depression.
In the arrangement depicted in Figure 2, the human interface device 10 may comprise a plurality of flexible membrane sensors 50 in the form of proximity sensors. The proximity sensors may be configured to detect the presence of the depression in the membrane, e.g. when the depression is in the vicinity of a particular proximity sensor. The proximity sensors may be provided on the bottom wall 45 of the frame 40 and the proximity sensors may be distributed over the area defined by the bottom wall 45. Signals from the proximity sensors may be sent to the controller 60 and the controller 60 may determine the location of the depression based on which of the proximity sensors has sensed the presence of a depression in the flexible membrane 30. The proximity sensors may comprise an electromagnetic or acoustic emitter and a corresponding sensor that detects changes in the electromagnetic or acoustic field as the flexible membrane 30 is depressed. In the case of the cavity 46 being filled, the filling may be made from a material that does not significantly attenuate the electromagnetic or acoustic field. An optional layer may be provided on the underside of the flexible member 30 to reflect or diffuse such an electromagnetic or acoustic field to assist the proximity sensor in determining the presence of a depression.

The human interface device 10 may further comprise a ring 80 disposed about the frame 40. An edge 81 of the ring 80 may be substantially flush with the flexible membrane 30 and the surrounding surface 22 of the interior trim portion 20. The ring 80 may be touch sensitive such that when the user touches the edge 81 of the ring a signal is sent to the controller 60. Additionally or alternatively, the ring 80 may be rotatable with respect to the trim portion 20. A ring sensor 82 may determine the rotational position of the ring 80 and may send a signal to the controller 60 indicating a rotational position of the ring. Touching or rotating the ring 80 may control the vehicle system 70 or may switch between different vehicle systems 70 to be controlled.

The frame 40 may be movable, e.g. rotatable, relative to the surrounding surface 22 of the interior trim portion 20. A frame sensor (not shown) may determine the position of the frame 40. The vehicle system 70 may be controlled or selected by the position of the frame 40 relative to the trim portion 20. The frame 40 may however be fixed relative to the trim portion 20.

As depicted in Figure 2, the human interface assembly 10 may further comprise one or more light emitters 90. The light emitters 90 may be provided beneath the flexible membrane 30, e.g. in the cavity 46. In particular, the light emitters 90 may be provided on the bottom wall 45 of the frame 40. The light emitters 90 may project light onto the underside of the flexible
membrane 30. The light may pass through the flexible membrane 30 such that it is subsequently visible to the user. The flexible membrane 30 may have a transparency that permits light from the light emitters 90 to be visible to the user, but otherwise does not permit the user to see inside the cavity 46. Light from the light emitters 90 may also be directional and focused on a particular location on the underside of the membrane 30. The flexible membrane 30 may subsequently diffuse the directional light from the light emitters 90 so that the image on the flexible membrane may be viewed from a range of locations. As shown in Figure 2, a plurality of light emitters 90 may be provided and such light emitters may be distributed over the area of the bottom wall 45.

A transparent and substantially rigid intermediate layer may be provided above the light emitters 90 (and sensors 50) to provide a smooth surface in case the depression in the membrane 30 reaches the bottom of the cavity 46.

The light emitters 90 may each be capable of projecting an image to the underside of the flexible membrane 30. The image projected by each of the light emitters 90 may be fixed or the light emitter 90 may be capable of projecting a changing image. The light emitters may be configured so as to project light towards a particular location or a range of locations on the underside of the flexible membrane. The light emitters 90 may each emit a particular colour or they each may be capable of emitting one or more colours.

The light emitters 90 may indicate to the user the particular system or sub-system of the vehicle being controlled. Furthermore, the light emitters 90 may indicate a setting value associated with the particular system of the vehicle being controlled. The light emitters 90 may also indicate to the user the location of the depression in the membrane and/or the extent of the depression in the membrane. For example, light from the flexible membrane may be coincident with the location of the depression. The colour and/or intensity of the light may vary according to the pressure applied. Such light may provide useful feedback to the user.

The human interface assembly 10 may further comprise one or more further light emitters 92. The further light emitters 92 may be provided beneath the surface 22 of the surrounding trim portion 20. The further light emitters 92 may be provided in a recess 24 provided in the surrounding trim portion 20 and over which the surface 22 may extend. The further light emitters 92 may be capable of emitting an image which may vary in time. Alternatively, the further light emitters 92 may emit a fixed image or light that passes through a cut-out shape forming the image. The further light emitters 92 may emit directional light onto the surface 22.
The light projected onto the surface 22 may pass through the surface and may be diffused so that it is visible to the user from a range of locations. The further light emitters 92 may indicate to the user the particular system of the vehicle being controlled. A plurality of further light emitters 92 may be provided and they may be distributed about the circumference of the flexible membrane 30 or a portion of said circumference.

Referring now to Figures 3a, 3b and 3c, operation of a human interface device 10 will be described. As the user’s finger 2 depresses the flexible membrane 30 a depression 32 is formed in the membrane. As depicted in Figure 3a, the sensors 50₁ and 50₂ beneath the depression 32 may detect the presence of the depression 32 and thus send a signal to the controller 60. The controller 60 may interpolate the signals from the sensors 50₁ and 50₂ to determine where the depression 32 is between said sensors. The sensors 50₁ and 50₂ may also indicate the proximity of the depression 32 to the respective sensors. The controller 60 may thus be able to determine the depth of the depression 32 relative to the pre-depressed position of the flexible membrane 30. As depicted in Figure 3b, when the user’s finger 2 moves to a new location and continues to form a depression 32, the sensor 50₄ may send a signal to the controller 60. As the depression 32 is immediately above the sensor 50₄, the sensor 50₄ may send the strongest or only signal to the controller 60. As the user’s finger 2 continues to move, as shown in Figure 3c, other sensors 50₃ and 50₆ may detect the presence of the depression 32 and send appropriate signals to the controller 60. In this way the controller 60 may be able to determine where the flexible membrane 30 has been depressed. Although Figure 3 depicts sensors 50 in a single plane, it will be appreciated that additional sensors 50 may be provided out of the plane depicted in Figure 3 so that the controller can also determine movements of the user’s finger into and out of the plane depicted in Figure 3.

Referring now to Figures 4a to 4d, the vehicle system 70 may be controlled or selected by one or more gestures generated by the user. The gestures may comprise changing the location of the depression 32 in the membrane 30 and the controller 60 may interpret these changes and control or select the vehicle system accordingly. For example, with reference to Figure 4a, a first gesture may be substantially linear in a first direction. The first gesture may control a first characteristic of the vehicle system 70. As shown in Figure 4b, a second gesture may be substantially linear in a second direction, which may be perpendicular to the first direction. The second gesture may control a second characteristic of the vehicle system 70. Alternatively, the second gesture may select a different vehicle system, sub-system or parameter to be controlled.

As depicted in Figure 4c a third gesture may be curved, for example following a circumference of the flexible membrane 30. The third gesture may control a third characteristic of the vehicle
system 70 or select a different vehicle system, sub-system or parameter to be controlled. Turning now to Figure 4d, a fourth gesture may comprise a multi-touch gesture in which the user uses two or more fingers to create two or more depressions 32 in the flexible membrane. The multi-touch gesture may comprise a pinch or expand type movement or the depressions 32 may remain at substantially the same distance apart but moving relative to one another. The fourth gesture may control a fourth characteristic of the vehicle system 70 or select a different vehicle system, sub-system or parameter to be controlled. Any of the gestures may result in moving up or down a menu tree of a vehicle system. Although four gestures have been described it will be appreciated that other movements of the depression 32 in the flexible membrane 30 may be monitored by the controller 60 and used to control the vehicle systems 70.

Referring now to Figures 5a, 5b and 5c operation of the ring 80 will now be described. As previously mentioned, the ring 80 may be touch sensitive and merely touching the edge 81 of the ring 80 may send a signal to the controller 60, as depicted in Figure 5a. Touching the ring 80 may result in a variable of the system being controlled changing or may result in a different vehicle system, sub-system or parameter being selected. As depicted in Figure 5b, the ring 80 may be rotated by the user’s finger 2 by touching the edge 81 of the ring and rotating the ring accordingly. Again, the ring 80 may be used to select the vehicle system or sub-system to be controlled or vary a variable or parameter of the particular vehicle system currently being controlled. Additionally or alternatively, the flexible membrane 30 and the accompanying frame 40 may be rotated by the user as depicted in Figure 5c. For example, the user’s finger 2 may engage the side wall 44 of the frame 40 and in the case of the frame 40 being rotatable may rotate a frame. Rotation of the frame 40 and the flexible membrane 30 may control a variable of the vehicle system currently being controlled or select a different vehicle system or sub-system to control.

With reference to Figures 6 to 7, exemplary modes of operation will now be described. The volume of an audio sound system may be adjusted by moving the depression 32 in the membrane 30 in a first direction, for example from the position depicted in Figure 6a to the position depicted in Figure 6b. The light emitters 90 may display the vehicle system or subsystem that is being controlled, in this case the audio system volume, and the value of a particular variable, for example the volume level. The further light emitters 92 may also display the vehicle system being controlled, for example in the case of Figure 6, an image representing the audio sound system. The volume may be increased by moving the depression 32 in a vertical direction and the volume may be subsequently decreased by moving the depression 32 in the reverse direction. The subsystem to be controlled may be varied by moving the
depression 32 in a second direction, e.g. as depicted in Figures 6c, 6d and 6e. For example, by moving the depression 32 in the second direction, e.g. sideways, the equaliser or balance controls or any other control of the vehicle sound system may be selected. These subsystems may be selected by scrolling through a list of such subsystems. The light emitters 90, 92 may display the subsystem to be controlled. The value of the particular parameter within a subsystem may be changed by moving the depression 32 in the first direction, e.g. as depicted in Figures 6a to 6b. Although Figure 6 relates to an audio sound system of the vehicle, it will be appreciated that other systems of the vehicle may controlled in a similar manner, for example adjustable seats, adjustable mirrors, climate control systems, lighting, navigation systems, communication systems or any other system or sub-system of the vehicle.

With reference to Figures 7a, 7b and 7c, the light emitters 90 may generate a graphical representation of the vehicle system to be controlled. In particular, the graphical representation may be interactive such that the image generated by the light emitters 90 changes according to the selected value of the parameter. For example, in the case of the human interface device 10 controlling an adjustable seat, the light emitters 90 may project an image onto the flexible membrane 30 that represents the adjustable seat. As a parameter of the seat is varied by movement of the depression 32, the image of the seat may be adjusted accordingly, thereby giving the user useful feedback. For example, if the inclination of the seat back is changed by moving the depression, the image projected onto the flexible membrane 30 may be changed to show the new seat back inclination. Furthermore, the controller 60 may be configured to respond to movement of a depression 32 in the region of the illuminated component part that is to be controlled. The direction of movement of the user’s finger may correspond to the direction of the changed variable. For example, if the user generates a depression 32 in the region of where a seat back is displayed on the flexible membrane, movement of the depression 32 may adjust the seat back accordingly. Thus, as shown in Figure 7b if the depression is moved rearwards the seat back may recline. By contrast, if the depression 32 moves forwards, as depicted in Figure 7c, the seat back may move to a more upright position. In addition to depicting a graphical representation of the system being controlled, the light emitters 90 may also display a value that indicates to the user the value of the variable being controlled.

Although Figure 7 shows the human interface device 10 controlling a seat, it will be appreciated that an interactive graphical representation may also be used to control other systems of the vehicle, e.g. such as lighting zones, mirror positions etc.

With reference to Figure 8, in an alternative arrangement of the present disclosure, the flexible membrane 30 may be unitary with the surface 22 of the surrounding trim portion. Accordingly,
the flexible membrane portion 30 may not necessarily be wrapped around the frame 40, which may or may not be unitary with the trim portion 20. Having a unitary trim surface may present a smooth and seamless surface to the user. Markings on the flexible membrane 30 may indicate to the user where depressions may be applied to control the vehicle systems.

With reference to Figures 9 to 11, other sensor types may be used to determine the location and/or extent of the depression 32 in the flexible membrane 30. For example, the sensors may comprise one or more cameras that monitor the underside of the flexible membrane 30. The controller 60 may then be able to determine from images captured by the cameras the location and/or extent of the depression 32. To aid the determination of the location of the depression 32, the underside of the flexible membrane 30 may be provided with an image 130, 230 printed on the underside of the flexible membrane. As depicted in Figures 9a and 9b, the image 130 may comprise a series of concentric circles. Figure 9a shows the flexible membrane 30 in an unperturbed position in which the concentric circles appear concentric. Figure 9b shows a perturbed position of the flexible membrane 30 with a depression 32 having been formed. The distorted image captured by the camera sensors allows the controller 60 to determine the location and/or extent of the depression 32.

Referring to Figures 10a and 10b, an alternative image 230 on the underside of the flexible membrane 30 may be provided. In Figures 10a and 10b the image 230 comprises a grid pattern, which as shown in Figure 10a comprises a series of parallel straight lines in a first direction and a series of parallel straight lines in a second direction perpendicular to the first direction. Figure 10a represents the image captured by the camera sensors in an unperturbed state of the flexible membrane 30, whereas Figure 10b shows the distorted image when the flexible membrane has been depressed. The distortion of the image 230 allows the controller 60 to determine the extent and location of the depression 32.

In a further alternative arrangement, the sensors used to determine the location and/or extent of the depression may comprise one or more conductors 330 that extend across the membrane 30. The conductors 330 may be provided on one side of the flexible membrane 30 or they may pass through the flexible membrane, e.g. being threaded through the material forming the flexible membrane. The electrical conductors 330 may be arranged in a grid-like pattern and changes in the resistance and/or capacitance of the electrical conductors 330 may be measured to determine the location and/or extent of a depression in the membrane. In a similar fashion, lighting elements may also be provided in the flexible membrane 30 in addition to or instead of the light emitters 90.
It will be appreciated by those skilled in the art that although the invention has been described by way of example, with reference to one or more examples, it is not limited to the disclosed examples and alternative examples may be constructed without departing from the scope of the invention as defined by the appended claims.
Claims

1. A vehicle human interface assembly comprising:
   an interior trim portion of a vehicle;
   a flexible membrane;
   a frame defining an opening, the flexible membrane extending over the opening such that the flexible membrane is in tension, wherein the flexible membrane is capable of being depressed by a user to form a depression in the membrane in a range of locations within the opening;
   one or more flexible membrane sensors configured to determine the location at which the flexible membrane has been depressed by the user, the one or more flexible membrane sensors providing a signal indicating the location at which the flexible membrane has been depressed; and
   a controller configured to control one or more systems of the vehicle based on the signal from the one or more flexible membrane sensors,
   wherein the frame is provided in the interior trim portion such that the flexible membrane and a surrounding surface of the interior trim portion are substantially flush.

2. The vehicle human interface assembly of claim 1, wherein the one or more flexible membrane sensors are further configured to determine the extent of the depression.

3. The vehicle human interface assembly of any of the preceding claims, wherein the vehicle system is controlled or selected by one or more gestures generated by the user changing the location of the depression in the membrane, the controller being configured to interpret the one or more gestures.

4. The vehicle human interface assembly of claim 3, wherein a first gesture controls a first characteristic of the vehicle system.

5. The vehicle human interface assembly of claim 4, wherein a second gesture controls a second characteristic of the vehicle system.

6. The vehicle human interface assembly of any of claims 3 to 5, wherein a third gesture selects a different system of the vehicle system to be controlled.
7. The vehicle human interface assembly of any of the preceding claims, wherein the flexible membrane comprises a fabric.

8. The vehicle human interface assembly of any of the preceding claims, wherein the flexible membrane is resilient such that the flexible membrane returns to its original position after being depressed.

9. The vehicle human interface assembly of any of the preceding claims, wherein a cavity is provided beneath the flexible membrane, the cavity being at least partially filled with a deformable fluid or solid.

10. The vehicle human interface assembly of any of the preceding claims, wherein the flexible membrane is wrapped around an edge of the frame.

11. The vehicle human interface assembly of any of claims 1 to 9, wherein the flexible membrane extends over the frame and is integral with the surrounding surface of the interior trim portion.

12. The vehicle human interface assembly of any of the preceding claims, wherein the vehicle human interface device comprises a plurality of flexible membrane sensors and a processor, the processor being configured to determine the location of the depression based on a comparison of the signals from the plurality of flexible membrane sensors.

13. The vehicle human interface assembly of any of the preceding claims, wherein the flexible membrane sensors comprises a plurality of electrical conductors extending across the membrane, the flexible membrane sensors being configured to determine changes in a resistance and/or capacitance associated with the electrical conductors when the membrane is depressed.

14. The vehicle human interface assembly of any of the preceding claims, wherein the flexible membrane sensors comprise an optical sensor provided beneath the membrane, the optical sensor being configured to monitor an underside of the membrane to determine the location at which the flexible membrane has been depressed by the user.

15. The vehicle human interface assembly of claim 14, wherein an image is provided on the underside of the membrane and the image is distorted by the depression of the membrane, the
distortion being detectable by the optical sensor to determine the location and/or extent of the depression.

16. The vehicle human interface assembly of any of the preceding claims, wherein the flexible membrane sensors comprise one or more proximity sensors provided beneath the membrane, the proximity sensors being configured to detect the presence of the depression in the membrane.

17. The vehicle human interface assembly of any of the preceding claims, wherein the frame is rotatable relative to the surrounding surface of the interior trim portion, the vehicle human interface device further comprising a frame sensor configured to determine the rotational position of the frame.

18. The vehicle human interface assembly of claim 17, wherein the controller is configured to control one or more further systems of the vehicle based on the signal from the one or more flexible membrane sensors, the system to be controlled being determined by the rotational position of the frame.

19. The vehicle human interface assembly of any of the preceding claims, wherein the vehicle human interface device further comprises:
   a rotatable ring disposed around the frame, an edge of the ring being substantially flush with the flexible membrane and a surrounding surface of the interior trim portion; and
   a ring sensor configured to determine the rotational position of the ring.

20. The vehicle human interface assembly of claim 19, wherein the controller is configured to control one or more further systems of the vehicle based on the signal from the one or more flexible membrane sensors, the system to be controlled being determined by the rotational position of the ring.

21. The vehicle human interface assembly of any of the preceding claims, wherein the vehicle human interface device further comprises one or more light emitters configured such that light from the light emitters projects from the flexible membrane and is visible to the user.

22. The vehicle human interface assembly of claim 21, wherein the light emitters indicate the system of the vehicle being controlled.
23. The vehicle human interface assembly of claim 22, wherein the light emitters indicate a setting value associated with the system of the vehicle being controlled.

24. The vehicle human interface assembly of any of claims 21 to 23, wherein the light emitters indicate the location of the depression in the membrane and/or extent of the depression in the membrane.

25. The vehicle human interface assembly of any of claims 21 to 24, wherein the light from the light emitters generates a graphical representation of the vehicle system to be controlled, the graphical representation being interactive such that the location and/or movement of the depression in the membrane corresponds to a location and/or movement of the vehicle system and causes the graphical representation of the vehicle system to change.

26. The vehicle human interface assembly of any of the preceding claims, wherein the vehicle human interface device further comprises one or more further light emitters configured such that light from the further light emitters projects from the surrounding surface of the interior trim portion and is visible to the user.

27. The vehicle human interface assembly of claim 26, wherein the further light emitters indicate the system of the vehicle being controlled.

28. A vehicle comprising the human interface device assembly of any of the preceding claims.

29. A human interface device assembly or vehicle substantially as described herein, with reference to and as shown in the accompanying drawings.
Amendment to Claims have been filed as follows

Claims

1. A motor vehicle human interface assembly comprising:
   an interior trim portion of a motor vehicle;
   a flexible membrane;
   a frame defining an opening, the flexible membrane extending over the opening such that
   the flexible membrane is initially in tension, wherein the flexible membrane is capable of being
   depressed by a user to form a depression in the membrane in a range of locations within the
   opening;
   one or more flexible membrane sensors configured to determine the location at which the
   flexible membrane has been depressed by the user, the one or more flexible membrane sensors
   providing a signal indicating the location at which the flexible membrane has been depressed;
   and
   a controller configured to control one or more systems of the motor vehicle based on the
   signal from the one or more flexible membrane sensors,
   wherein the frame is provided in the interior trim portion such that the flexible membrane
   and a surrounding surface of the interior trim portion are substantially flush.

2. The motor vehicle human interface assembly of claim 1, wherein the one or more flexible
   membrane sensors are further configured to determine the extent of the depression.

3. The motor vehicle human interface assembly of any of the preceding claims, wherein the
   motor vehicle system is controlled or selected by one or more gestures generated by the user
   changing the location of the depression in the membrane, the controller being configured to
   interpret the one or more gestures.

4. The motor vehicle human interface assembly of claim 3, wherein a first gesture controls a
   first characteristic of the motor vehicle system.

5. The motor vehicle human interface assembly of claim 4, wherein a second gesture
   controls a second characteristic of the motor vehicle system.

6. The motor vehicle human interface assembly of any of claims 3 to 5, wherein a third
   gesture selects a different system of the motor vehicle to be controlled.
7. The motor vehicle human interface assembly of any of the preceding claims, wherein the flexible membrane comprises a fabric.

8. The motor vehicle human interface assembly of any of the preceding claims, wherein the flexible membrane is resilient such that the flexible membrane returns to its original position after being depressed.

9. The motor vehicle human interface assembly of any of the preceding claims, wherein a cavity is provided beneath the flexible membrane, the cavity being at least partially filled with a deformable fluid or solid.

10. The motor vehicle human interface assembly of any of the preceding claims, wherein the flexible membrane is wrapped around an edge of the frame.

11. The motor vehicle human interface assembly of any of claims 1 to 9, wherein the flexible membrane extends over the frame and is integral with the surrounding surface of the interior trim portion.

12. The motor vehicle human interface assembly of any of the preceding claims, wherein the motor vehicle human interface assembly comprises a plurality of flexible membrane sensors and a processor, the processor being configured to determine the location of the depression based on a comparison of the signals from the plurality of flexible membrane sensors.

13. The motor vehicle human interface assembly of any of the preceding claims, wherein the flexible membrane sensors comprises a plurality of electrical conductors extending across the membrane, the flexible membrane sensors being configured to determine changes in a resistance and/or capacitance associated with the electrical conductors when the membrane is depressed.

14. The motor vehicle human interface assembly of any of the preceding claims, wherein the flexible membrane sensors comprise an optical sensor provided beneath the membrane, the optical sensor being configured to monitor an underside of the membrane to determine the location at which the flexible membrane has been depressed by the user.

15. The motor vehicle human interface assembly of claim 14, wherein an image is provided on the underside of the membrane and the image is distorted by the depression of the
membrane, the distortion being detectable by the optical sensor to determine the location and/or extent of the depression.

16. The motor vehicle human interface assembly of any of the preceding claims, wherein the flexible membrane sensors comprise one or more proximity sensors provided beneath the membrane, the proximity sensors being configured to detect the presence of the depression in the membrane.

17. The motor vehicle human interface assembly of any of the preceding claims, wherein the frame is rotatable relative to the surrounding surface of the interior trim portion, the motor vehicle human interface assembly further comprising a frame sensor configured to determine the rotational position of the frame.

18. The motor vehicle human interface assembly of claim 17, wherein the controller is configured to control one or more further systems of the motor vehicle based on the signal from the one or more flexible membrane sensors, the system to be controlled being determined by the rotational position of the frame.

19. The motor vehicle human interface assembly of any of the preceding claims, wherein the motor vehicle human interface assembly further comprises:
   a rotatable ring disposed around the frame, an edge of the ring being substantially flush with the flexible membrane and a surrounding surface of the interior trim portion; and
   a ring sensor configured to determine the rotational position of the ring.

20. The motor vehicle human interface assembly of claim 19, wherein the controller is configured to control one or more further systems of the motor vehicle based on the signal from the one or more flexible membrane sensors, the system to be controlled being determined by the rotational position of the ring.

21. The motor vehicle human interface assembly of any of the preceding claims, wherein the motor vehicle human interface assembly further comprises one or more light emitters configured such that light from the light emitters projects from the flexible membrane and is visible to the user.

22. The motor vehicle human interface assembly of claim 21, wherein the light emitters indicate the system of the motor vehicle being controlled.
23. The motor vehicle human interface assembly of claim 22, wherein the light emitters indicate a setting value associated with the system of the motor vehicle being controlled.

24. The motor vehicle human interface assembly of any of claims 21 to 23, wherein the light emitters indicate the location of the depression in the membrane and/or extent of the depression in the membrane.

25. The motor vehicle human interface assembly of any of claims 21 to 24, wherein the light from the light emitters generates a graphical representation of the motor vehicle system to be controlled, the graphical representation being interactive such that the location and/or movement of the depression in the membrane corresponds to a location and/or movement of the motor vehicle system and causes the graphical representation of the motor vehicle system to change.

26. The motor vehicle human interface assembly of any of the preceding claims, wherein the motor vehicle human interface assembly further comprises one or more further light emitters configured such that light from the further light emitters projects from the surrounding surface of the interior trim portion and is visible to the user.

27. The motor vehicle human interface assembly of claim 26, wherein the further light emitters indicate the system of the motor vehicle being controlled.

28. A motor vehicle comprising the human interface assembly of any of the preceding claims.

29. A motor vehicle human interface assembly or motor vehicle substantially as described herein, with reference to and as shown in the accompanying drawings.
Patents Act 1977: Search Report under Section 17

Documents considered to be relevant:

<table>
<thead>
<tr>
<th>Category</th>
<th>Relevant to claims</th>
<th>Identity of document and passage or figure of particular relevance</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>1-6, 8-14, 17-28</td>
<td>US2003/0026971 A1 (INKSTER et al.) Fig. 4B, 5, 7C, paragraphs 0018, 0022, 0024</td>
</tr>
<tr>
<td>X</td>
<td>1-6, 8-13, 16-28</td>
<td>US2011/0018826 A1 (SHOJI) Fig. 5C, paragraph 0070</td>
</tr>
<tr>
<td>X</td>
<td>1-12, 14-20, 26-28</td>
<td>US2007/0051591 A1 (OTSUKA et al.) Fig. 1, 3A, 3B, 15B, paragraphs 0037, 0044, 0045, 0071</td>
</tr>
<tr>
<td>X</td>
<td>1, 3-13, 17-20, 26-28</td>
<td>CA1306777 C (TOPPAN MOORE KK) Fig. 1, 3, 4A-D, page 7 line 20 to page 9 line 12, page 9 line 26 to page 10 line 26</td>
</tr>
<tr>
<td>X</td>
<td>1, 3-11, 13, 17-20, 26-28</td>
<td>US4934470 A (BERTHOLD et al.) Fig. 1, 2, column 2 lines 37-53</td>
</tr>
<tr>
<td>X</td>
<td>1, 3-6, 8-11, 13, 17-20, 26-28</td>
<td>EP0005996 A1 (QUEST AUTOMATION) Fig. 1, page 3 lines 19-31, page 4 lines 6-9, claim 1</td>
</tr>
</tbody>
</table>

Categories:

<table>
<thead>
<tr>
<th>Category</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>Document indicating lack of novelty or inventive step</td>
</tr>
<tr>
<td>Y</td>
<td>Document indicating lack of inventive step if combined with one or more other documents of same category.</td>
</tr>
<tr>
<td>&amp;</td>
<td>Member of the same patent family</td>
</tr>
<tr>
<td>A</td>
<td>Document indicating technological background and/or state of the art.</td>
</tr>
<tr>
<td>P</td>
<td>Document published on or after the declared priority date but before the filing date of this invention.</td>
</tr>
<tr>
<td>E</td>
<td>Patent document published on or after, but with priority date earlier than, the filing date of this application.</td>
</tr>
</tbody>
</table>

Field of Search:

Search of GB, EP, WO & US patent documents classified in the following areas of the UKC:

Worldwide search of patent documents classified in the following areas of the IPC:

G06F; H03K

The following online and other databases have been used in the preparation of this search report:

EPODOC, WPI
# International Classification:

<table>
<thead>
<tr>
<th>Subclass</th>
<th>Subgroup</th>
<th>Valid From</th>
</tr>
</thead>
<tbody>
<tr>
<td>G06F</td>
<td>0003/02</td>
<td>01/01/2006</td>
</tr>
<tr>
<td>G06F</td>
<td>0003/041</td>
<td>01/01/2006</td>
</tr>
<tr>
<td>G06F</td>
<td>0003/044</td>
<td>01/01/2006</td>
</tr>
<tr>
<td>G06F</td>
<td>0003/045</td>
<td>01/01/2006</td>
</tr>
</tbody>
</table>