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This invention relates to electromagnetic Wave 
transmission and more particularly to impedance 
transformers for wave guides. 
The object of the invention is to interconnect 

Without impedance mismatch an air-filled wave 
guide and a, Solid-cored wave guide. 
A unifornin metallic. Sheath. With or Without a 

dielectric filler will serve as a guide for Suitable 
electromagnetic waves. In cross-section the 
sheath may be circular, rectangular, or of other 
shape. For all frequencies above a minimum, 
known as the cut-off frequency, the guide acts 
like a transmission line and has a specific propa 
gation constant and characteristic impedance. 
For any particular frequency there are an in 
finite number of cross-sectional sizes and shapes 
of guide which will have the same characteristic 
impedance. 
In accordance with the present invention, 

means are provided for matching an air-filled 
Wave guide and a solid-cored wave guide which 
differ in characteristic impedance. The sheaths 
of the guides are connected by an apertured end 
plate, the solid core extends through the aper 
ture into the air-filled guide, and a metallic an 
nulus is connected to the junction between the 
end plate and the sheath of the solid-cored guide. 
the length of the solid core extending into the 
air-filed guide and a dimension of the annulus 
are chosen to provide an impedance match at the 
junction of the guides. In one form the annulus 
is a cylinder extending for a distance along the 
portion of the core within the air-filled guide. 
In this case the Critical dimension is the longi 
tdinal length of the annulus. In another form : 
the annulus is a radial extension of the end plate 
Which fitS into an annular groove in the solid 
core. In this case the critical dimension is the 
radial length of the annulus. 
The nature of the invention will be more fully 

understood from the following detailed descrip 
tion and by reference to the accompanying draw 
ing, in Which like reference characters refer to 
sinnilar parts and in which: 

Fig. 1. ShoWs in longitudinal cross-section an 
in pedance transformer for interconnecting an 
air-filled Wave guide and a solid-cored wave 
guide; and 

Fig. 2 is a similar view of a modified form of 
the transformer shown in Fig. 1. 

Fig. 1 is a COSS-Sectional side view of one form 
of ti'ansformer in accordance with the invention 
fol' connecting a wave guide having a cylindrical 
sheath 55 filled with a solid dielectric core 56 to 
a Wave guide having a cylindrical sheath, 57 filled 
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with a material of lower dielectric constant such, 
for example, as air. The sheath 55 and core 56 
pass through the end plate 52 and extend into 
the sheath 57 for a distance H. The core 56 alone 
extends beyond the sheath 55 for a further dis 
tance J. 
In order to match. One Wave guide to another 

one, or to any other wave medium, it is, in gen 
eral, necessary to have two independent tuning 
controls. In the system shown in Fig. 1 these 
controls are the distances H and J. The proper 
adjustment may be determined as follows. One 
of the guides is terminated in its characteristic 
impedance and wave energy is supplied to the 
transformer in Such a way that it passes through 
a standing Wave detector located in the other 
guide. Then the distances H and J are adjusted 
alternately to minimize the standing Wave. The 
desired adjustment is attained When the detector 
indicates an absence of any standing Wave. 

Fig. 2 is a cross-sectional side view showing an 
alternative form of the transformer of Fig. 1. 
The portion H of the sheath 55 internal to the 
sheath 57 has been omitted and the core 56 has 
an annular groove 58 with an internal diameter 
into which fits the end plate 52 to form a shunt 

impedance element. The core 56 extends into the 
sheath 57 for a distance K and, to facilitate as 
sembly, this internal portion 59 may be a separate 
part which is attached in some suitable manner 
to the remainder of the core 56 after the portion 
having the groove 58 has been inserted into the 
circular hole in the end plate 52. The two vari 
ables in this transformer are the distance K and 
the diameter . These are adjusted, as already 
explained, for no standing Wave. 
Although Figs. 1 and 2 show Wave guide struc 

tures of circular cross-section, it is to be under 
stood that, with suitable modification, the trans 
formers may be applied to rectangular or other 
forms of wave guides. 
This is a division of my copending application. 

Serial No. 452,85, filed July 30, 1942. 
What is claimed is: 
1. In combination, a wave guide comprising an 

air-filled sheath, a second wave guide of different 
characteristic impedance comprising a second 
sheath and a Solid dielectric core, an end plate 
having an aperture electrically connecting said 
sheaths, an end portion of said core extending 
through said aperture into said air-filled sheath, 
and a metallic annulus connected to the junction 
between said end plate and said Second sheath, 
the length of said end portion of core and a 
dimension of said annulus being chosen to provide 
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an impedance match at the junction of Said 
guides. 

2. The combination in accordance with claim 1 
in which said core completely fills said Second 
sheath. 

3. The combination in accordance with claim I 
in which said annulus is a cylinder extending for 
a distance along said end portion of Core. 

4. The combination in accordance with claim 1 
in which said annulus is a cylinder extending for 
a distance along said end portion of COre, the 
longitudinal length of said cylinder being the di 
mension chosen for impedance matching... 

5. The combination in accordance With claim 1. 
in which said core has an annular groove and Said 
annulus is a radial extension of said end plate 
fitting into said groove. 

6. The combination in accordance With claim 
in which said core has an annular groove and Said 
annulus is a radial extension of Said end plate 
fitting into said groove, the radial length of Said 
annulus being the dimension chosen for imped 
ance matching. 

7. In a Wave-guide System, an air-filled wave 
guide, a second wave guide of different character 
istic impedance comprising a sheath and a solid 
dielectric core, and impedance-matching means 
for interconnecting said guides comprising an 
end portion of said core and an end portion of 
said sheath both extending into the end of said 
air-filed guide. 
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4. 
8. The combination in accordance with claim 7 

in which said core completely fills said sheath, 
9. The combination in accordance with claim 7 

in which said sheath extends into Said air-filled 
guide for a distance less than the length of said 
endportion of Said core. 

10. The combination in accordance With claim 
7 in which said sheath extends into said air-filled 
guide for a certain distance and said core extends 
into said air-filled guide for a certain distance 
beyond the end of Said. Sheath, Said distances 
being adjusted to minimize the standing wave in 
Said guides in the Vicinity of their junction. 

11. In a wave-guide system, an air-filled wave 
guide, a Second Waveguide of different character 
istic impedance comprising a sheath and a solid 
dielectric core, and impedance-matching means 
for interconnecting said guides comprising an end 
portion of said core extending into the end of said 
air-filled guide, Said core having an annular 
groove and said air-filled guide including an end 
plate apertured to fit into Said groove. - 

2. The combination in accordance With claim 
11 in which said core completely fills said sheath. 

13. The combination in accordance with claim 
11 in which the internal diameter of said groove 
and the length of Said end portion of said core 
are adjusted to minimize the standing wave in 
said guides in the Vicinity of their junction, 

ARTHUR GARDNER FOX. 


