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The invention relates to aeroplanes. 
The object of the invention is to provide an 

aeroplane provided with wings which can be 
operated to provide, when required in navigation, 
lateral, longitudinal and vertical stabilities to 
prevent spinning or auto-rotation, nose diving, 
and Side slipping. y 
Another object of the invention is to provide 

means for automatically shifting the wings to 
prevent loss of control of the plane when it stalls 
in flight or the speed is reduced below a prede 
termined rate. . . . . . . 

A further object of the invention is to provide 
an aeroplane which is adapted to land in a re 
Stricted area. 
Other objects of the invention and the various 

advantages and characteristics of the present 
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aeroplane construction will be apparent from a 
consideration of the following detailed descrip 
tion. 
The invention consists in the several novel 

features which are hereinafter set forth and are 
more particularly defined by claims at the con 
clusion hereof. 

In the drawings which accpmpany and form 
a part of this specification or disclosure and in 
which like numerals of reference denote corre 
sponding parts throughout the several views: 
Fig. 1 is a plan of an aeroplane embodying the 
invention. Fig. 2 is a front view. Fig. 3 is a 
detail side elevation. Fig. 4 is a plan, showing 
the hinged connections between the wings and 
the fixed section of the Supporting structure. 
Fig. 4a is a detail plan of One of the hinges of 
said connections. Fig. 4b is an end view of the 
hinge shown in Fig. 4. Fig. 5 is a plan of one 
of the ailerons. Fig. 5 is a vertical section 
through one of the ailerons when it is in normal 
position. Fig. 5b is a section through the aileron 
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of Fig. 5a when it has been swung upwardly. 
Fig. 50 is a similar Section showing the aileron 
swung downwardly. Fig. 6 is a diagrammatic 
view of the mechanism for controlling. the set 
ting of the WingS. 
showing one of the connections for shifting the 
wings. Fig. 8 is a front elevation of said con 
nection. . 
The invention is exemplified in an aeroplane 

comprising a fuselage 20, a motor 21, a propeller 
22 driven by the motor, and a cock-pit 23 for 
the pilot, all of which may be of any suitable or 
well known construction or design. A counter 
balanced elevator 11 is mounted at the tail of the 
fuselage and its side portions are sloped up 
wardly to dispense with the use of stabilizers. 
A counter-balanced rudder 19 is also provided 
at the tail of the fuselage and may be controlled 
by any suitable means, as well understood in 
the art. . . . . . . . . " , V 

The wing structure comprises a central section 

Fig. 7 is a vertical section 

(C. 244-29) 

24 which is rigid with the fuselage or body and 
is generally in the form of an isosceles triangle 
having its base at the rear or trailing edge. In 
addition to the central section 24, the wing struc 
ture comprises a pair of wings 25 which wings 
25 extend laterally from and are pivoted to the 
sides respectively of the fixed section 24. The 
inner ends of the wings 25 are inclined rear 
wardly correspondingly to the sides of section 24 
and are pivoted to SWing upWardly and rear 
Wardly on axes at the meeting-edges of the sec 
tion 24 and the inner side margins of the Wings 
25. The axes of these pivots diverge earwardly 
from a point at the font edge of the wings to 
their rear edges and extend approximately at 
angles of 20° from the transverse center of the 
wing structure. 

Normally, the Wings and fixed Section are Sub 
stantially coplanar and are properly inclined with 
respect to the longitudinal axis of the aeroplane 
for the desired angle of incidence at flying speed. 
The axes of these pivots are in a plane substan 
tially parallel with the plane of the wings. The 
rearward divergence of the axes of these pivots 
causes the Wings, when raised, to Swing upwardly 
and rearwardly into oblique positions, as shown 
by dotted lines in Figs. 1, 2 and 3. This setting 
Of the Wings increases the angle of incidence and 
positions the wings so they will be upwardly di 
vergent and inclined rearwardly. When the 
wings are thus set, the lateral stability is in 
creased by the increased dihedral position of the 
wings; and the center of gravity of the aero 
plane is lowered relatively to the point of lift to 
counteract' auto-rotation and is moved forwardly 
to give greater longitudinal and vertical stability 
to the plane and prevent nose diving. The in 
crease in the angle of incidence of the wings in 
creases the lift. This change in the setting of 
the wings therefore results in an increase of lat 
eral, longitudinal, and vertical stability which 
substantially eliminates the spin, side slip, and 
nose dive, and makes it possible to gain altitude 
at a steeper rate of climb when rising, and to land 
in a short Space and at a slow speed. By means 
of the automatic setting of the wings hereinafter 
pointed out, the aeroplane will be rendered safe 
in Operation and have a great factor of safety 
whenever the speed of the plane falls below nor 
mal flying speed. By eliminating spin, nose 
dive, and side-slipping, as aforesaid, the plane 
can be safely landed when it goes into a stall with 
out the likelihood of a spin or sideslip. When the 
wings are set in their raised position, their action 
resembles that of a parachute when speed is re 
duced or the motor fails thus making it possible 
to drop substantially vertically and safely, with 
out nose-diving or spinning. 
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The pivotal connections between each wing 25 
and the fixed section 24 comprise hinge-members 120 
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1945,254 
switch 86 is included in the circuits 80 and 83 
which are connected to battery 87 to control 
manually said circuits. This exemplifies mech 
anism for automatically controlling the setting 
of the wings responsively to the slowing up of 
the plane so that the wings will be lifted to 
shift them upwardly and rearwardly to give 
them a greater angle of incidence and to give 
the aeroplane greater lateral, longitudinal and 
vertical stability and to prevent the tail Spin, 
side-slip and nose diving. 

Ailerons are pivotally connected to the wings 
and are disposed at the outer rear corners there 
of, Each aileron is provided with a longitudi 
nally extending slot or opening 16. This open 
ing terminates in the front of the aileron So it 
will be closed when the aileron is in its normal 
position and in its lowered position. This slot 
is curved to scoop the stream flow below the wing 
when the aileron is lifted and the front end of 
the slot is brought below the lower wing surface 
and into the stream flow. The slot extends from 
the front of the aileron backwardly and upward 
ly to the top face of the rear portion of the aile 
ron. When the aileron is lifted, as shown in Fig. 
5b, its front edge will pick up the streamflow at . 
the bottom of the wing and discharge it at the 
top of the aileron to render the aileron more 
effective and counteract the drag of both ailerons. 
The inner end of each aileron shaft 16 (Fig. 4) is 
connected by a universal joint 16, which is co 
axial with one of the wing-hinges, to a shaft Sec 
tion 16d which is mounted in bearing 16 on the 
rigid section 24 of the wing structure. Any suit 
able connections may be employed for operating 
the shafts 16a by the control lever 68. The uni 
versal joint 160 maintains the connection be 
tween shaft-section 16d and shaft 16 in the dif 
ferent angular settings of the wing. - Wing over 
laps 25 extend shortly below the wings from the 
leading edge of the wings to the trailing edge of 
the ailerons. 
The operation of the aeroplane will be as fol 

lows: 
Intaking off, the pilot will depress the button 70 

to operate valve 67 to deliver air under pressure 
from tank 62 into the upper ends of the cylinders 
34. This air under pressure will operate the pists 
tons 35 downwardly in the cylinders and Swing 
the wings downwardly to their normal or trans 
versely coplanar position. The air pressure will 
be kept in the cylinders 34 during normal flying 
conditions. During normal flight, the wings will 
remain in their lowered or normal position to 
enable the plane to travel at its maximum speed. 
When in flight, either through stalling or other 
causes, the wings begin to lose their lifting force, 
the center of gravity of the plane changes, and 
the aeroplane loses its stability. After the maxi 
mum angle of incidence has been reached, any 
further increase of the angle of attack develops 
a nose heavy moment and lacking the necessary 
lateral and longitudinal stability, auto-rotation 
moments or spinning sets in. Under any of these 
abnormal conditions, the pilot will shift the 
hand-lever 72 to operate the valve 71 to release 
the air pressure in the cylinders 34 so that the 
air pressure against the underside of the wings 
will lift them to their raised position. When 
thus shifted, the wing-setting will be upwardly 
and rearwardly divergent, and the pressure 
against them will be counteracting. This will 
prevent spinning or auto-rotation, and an un 
equal drag on either of the main air foils. The 
sweep-back and increased angle of incidence, to 

3 
gether with the counteracting forces on the 
wings, will cause the plane to right itself or main 
tain its proper position, and eliminate the spin, 
side-slip and nose dive. In event the plane 
slackens near the minimum cruising or stalling 
speed and the pilot fails to operate the manual 
control to Set the Wings in their safety position, 
the valve 85, which is controlled by the speed 
indicator 79, will be automatically operated to 
release the air from the upper ends of the cyl 
inders 34 so that the wings will be set to their 
angular or safety position independently of the 
pilot. In landing the pilot can also set the wings 
in their raised position to increase the angle of 
incidence, and sweepback, so they will act, simi 
larly to a parachute in preventing the plane from 
entering a sideslip, spin or nose dive, and to 
cause the plane to make a landing in a com 
paratively short distance. 
The invention is not to be understood as re 

stricted to the details set forth, since these may 
be modified within the Scope of the appended 
claims, without departing from the spirit and 
scope of the invention. 

Having thus described the invention, what I 
claim as new and desire to secure by Letters Pat 
ent, is: 

i. In an aeroplane, the combination of a fuse 
lage, wings pivoted to Swing dihedrally and ver 
tically on rearwardly divergent axes, and means 
controlled by the speed of travel for retaining the 
wings in different positions. 

2. In an aeroplane, the combination of a motor 
propelled fuselage, a pair of wings projecting out 
wardly from the fuselage sides and pivoted on 
rearwardly divergent axes and adjacent said fuse 
lage to Swing upwardly and rearwardly from a 
normal flying position into a predetermined safety 
position wherein the dihedral and angles of 
Sweep-back and incidence of the wings are in 
creased to conteract auto-rotation, means for 
holding the wings in their normal flying posi 
tion, and means for releasing the holding means 
so the wings are free to swing upwardly and 
rearwardly into their safety position in response 
to the air pressure exerted on the under faces of 
the wings. 

3. In an aeroplane, the combination of a mo 
tor-propelled fuselage having a cock-pit there 
in, a pair of Wings projecting outwardly from 
the fuselage sides and pivoted on rearwardly 
divergent axes and adjacent said fuselage to 
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swing upwardly and rearwardly from a normal 
flying position into a predetermined safety posi 
tion wherein the dihedral and angles of sweep 
back and incidence of the wings are increased 
to counteract auto-rotation, means for yieldingly 
holding the wings in their normal flying position, 
and means controlled from the cock-pit for re 
leasing the holding means so the wings are free 
to swing upwardly and rearwardly into their 
safety position in response to the air pressure 
exerted on the under faces of the wings, 

4. In an aeroplane, the combination of a no 
tor-propelled fuselage, a pair of wings projecting 
outwardly from the fuselage sides and pivoted on 
rearwardly divergent axes and adjacent said 
fuselage to Swing upwardly and rearwardly from 
a normal flying position into a predetermined 
safety position wherein the dihedral and angles 
of sweep-back and incidence of the wings are 
increased to counteract auto-rotation, means for 
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holding the wings in their normal flying posi 
tion, and means controlled by the speed of travel 
of the aeroplane for releasing the holding means. 150 
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4. 

5. In an aeroplane, the combination of a mo 
tor-propelled fuselage, a pair of wings project 
ing OutWardly from the fuselage sides and piv 
oted on rearwardly divergent axes and adjacent 
Said fuselage to swing upwardly and rearwardly 
from a normal flying position into a predeter 
mined safety position wherein the dihedral and 
angles of sweep-back and incidence of the wings 
are increased to counteract auto-rotation, means 
operable by fluid under pressure for yieldingly 
holding the wings in their normal flying posi 
tion, and means for controlling the fluid so as 
to render the holding means inoperative and free 
the Wings so that they are caused during flight 
to Swing upwardly and rearwardly into their 
Safety position in response to the fluid pressure 
exerted on the under faces of the Wings. 

6. In an aeroplane, the combination of a mo 
tor-propelled fuselage, a pair of wings project 
ing outwardly from the fuselage sides and piv 
oted on rearwardly divergent axes and adjacent 
Said fuselage to Swing upwardly and rearwardly 
from a normal flying position into a predeter 
mined safety position wherein the dihedral and 
angles of sweep-back and incidence of the Wings 
are increased to counteract auto-rotation, struts 
for Supporting the wings having pistons attached 
thereto, cylinders wherein the pistons are slid 
able, means for supplying fluid under pressure, 
to the cylinders to cause the pistons to move in a 
direction wherein they operate to swing the wings 
into their normal flying position, and means for 
cutting off the supply of fluid under pressure to 
the cylinders and releasing the fluid in said cyl 
inders in order to release the pistons so that they 
are free to shift in the opposite direction) and the 
Wings are free to Swing upwardly and outwardly 
into their safety position in response to the fluid 
pressure exerted on the under faces of the wings. 

7. In an aeroplane, the combination of a mo 
tor-propelled fuselage having a cockpit therein, 
a pair of wings projecting outwardly from the 
fuselage sides and pivoted on rearwardly diver 
gent axes and adjacent said fuselage to swing 
upwardly and rearwardly from a normal flying 
position into a predetermined safety position 
wherein the dihedral and angles of sweep-back 
and incidence of the wings are increased to coun 
teract auto-rotation, struts for supporting the 
wings having pistons attached thereto, cylinders 
wherein the pistons are slidable, means controlled 
from the cock-pit for Supplying air under pres 
Sure to the cylinders to cause the pistons to move 
in a direction wherein they operate to swing the 
wings into their normal flying position, and means 
also controlled from the cock-pit for cutting off 
the supply of air to the cylinders and releasing 
the air in the cylinders in order to release the 
pistons so that they are free to shift in the op 
posite direction and the Wings are free to Swing 
upwardly and outwardly into their safety posi 
tion in response to the air pressure exerted on the 
under faces of the wings. 

8. In an aeroplane, the combination of a mo 
tor-propelled fuselage having a cock-pit therein 
and a control-stick in the cock-pit, a pair of 
wings projecting outwardly from the fuselage 
sides and pivoted on rearwardly divergent axes 
and adjacent said fuselages to Swing upwardly 
and rearwardly from a normal flying position into 
a predetermined safety position wherein the di 
hedral and angles of sweep-back and incidence 

1,945,254 
Of the wings are increased to counteract auto 
rotation, and means for controlling Swinging of 
the Wings into and out of their safety position 
comprising a control-element mounted. On the . 
stick in the cock-pit. 80 

9. In an aeroplane, the combination of a mo 
tor-propelled fuselage, a pair of wings projecting . 
Outwardly from the fuselage sides and pivoted 
On rearwardly divergent axes which extend at 
approximately 20° angles with respect to the 
transverse center line df the wing structure and 
permit the wings to Swing upwardly and rear 
Wardly from a Substantially coplanar normal 
flying position, means for preventing the Wings 
from Swinging upwardly and rearwardly beyond 90 
a safety position wherein the dihedral angle is 
Substantially 20, and means for controlling 
Swinging of the wings from their normal flying 
position to their safety position. . . 

10. In an aeroplane, the combination of a no 
tor-propelled fuselage, a pair of wings projecting 
outwardly from the fuselage sides and pivoted on 
rearwardly divergent axes which extend at no 
greater than 20° angles with respect to the trans 
verse center line of the wing structure and per 
mit the wings to Swing upwardly and rearwardly 
from a substantially coplanar normal flying po 
sition, means for preventing the wings from 
Swinging upwardly and rearwardly beyond a safe 
ty position wherein the dihedral angle of the 
wings is substantially equal to the pivot angle 
of each wing, and means for controlling swing 
ing of the wings from their normal flying posi 
tion to their safety position. 

11. In an aeroplane, the combination of a mo 
tor-propelled fuselage, a wing structure compris 
ing a fixed wing Section in the form of an isos 
celes triangle and with substantially straight side 
margins which diverge rearwardly, a pair of end 
wing Sections extending outwardly from the fixed 115 
Wing Section and having the inner ends thereof 
angled correspondingly to the side margins of the 
fixed wing section and pivoted to said margins so 
that the end wing sections may be swung upward 
ly and rearwardly from a normal flying position 120 
Wherein they are substantially coplanar, means 
for preventing the end wing sections from swing 
ing upwardly and rearwardly beyond a safety po 
sition wherein the dihedral angle is the same as 
the angle at which each side margin of the fixed 125 
wing section extends with respect to the trans 
Verse center line of the wing structure, and means 
for controlling upward swinging of the end wing 
Section from Said normal flying position to their 
aforesaid safety position. 

12. In an aeroplane, the combination of a mo 
tor-propelled fuselage, a pair of wings projecting 
outwardly from the fuselage and pivoted on rear 
wardly divergent axes which extend at no greater 
than 20 angles with respect to the transverse 135 
center line of the wing structure to permit the 
wings to Swing upwardly and rearwardly from a 
Substantially coplanar normal flying position, 
means for preventing the wings from Swinging 
upwardly and rearwardly beyond a safety position 140 
wherein the dihedral angle does not exceed 20° 
and the angles of Sweep-back and incidence are 
increased to the proper degree for effective coun 
teraction of auto-rotation, and means for control 
ling Swinging of the wings from their normal fly- 145 
ing position to their safety position. 
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