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4 Claims. 

This invention relates to a paint bucket and 
brush holder designed to Suspend a paint bucket 
from a rung of a ladder to render the bucket rigid 
with the suspending member so that the bucket 
will be steady, to facilitate dipping the brush into 
the paint instead of allowing the bucket to swing 
as from the usual pivoted bail ordinarily provid 
ed on paint buckets, and provided with means for 
holding a brush in convenient position adjacent 
the ladder and over the bucket, so that any Sur 
plus paint on the brush, Will drip into the bucket, 
thereby greatly facilitating the work of the 
painter. 
Another object of the invention is to provide a 

paint bucket and brush hanger or holder which 
may be readily applied to the rungs of a ladder 
and conveniently changed from One rung to 
another as the painting proceeds at different 
heights, especially of a vertical Wall surface, the 
device being used to hang or suspend a bucket 
on the rungs of a ladder and adapted to clamp 
the bucket adjacent the rim thereof, whether 
provided With a rim bead or not, so as to hold the 
bucket rigid with the hanger whereby in dipping 
Or Scraping the brush in the paint and on the 
inside of the bucket, the bucket will be rigid or 
Steady So as to facilitate same, the hanger being 
provided With means to suspend the bucket of 
paint in a Substantially upright position until the 
Supply of paint nears the bottom of the bucket, or 
container, when the same may be held in a tilted 
position to facilitate complete use of the paint in 
the bucket and dipping of the paint brush there 
in to acquire the necessary paint on the brush 
head or bristles. 
An additional object, is to provide the hanger 

With simple and efficient means for clamping the 
handle of a brush. So that the latter will be in an 
upright position over the bucket convenient. to 
grasp and move the same from its Suspended posi 
tion for use and for placing the same in a Sup 
porting position. Without interference by the lad 
der or rungs thereof, so that when not in use, the 
paint from the brush will drip into the bucket for 
obvious reasons. 
Another object of the invention is to provide a 

paint bucket and brush hanger for ladders and 
the like, which is of simple construction and can 
be economically manufactured, as well as easily 
applied to a bucket and conveniently changed in 
this position on the rungs of a ladder as the paint 
ing proceeds, and which will readily support a 
paint brush over the bucket in convenient posi 
tion to be grasped, for removal or supported so 
that surplus paint Will drip into the bucket in 
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stead of dripping onto the ground or floor Surface 
or permitting the brush to fall to the ground, 
Other objects and advantages reside in the de 

tails of construction and operation as more fully 
hereinafter described and claimed, reference be 
ing had to the accompanying drawings forming 
part hereof, wherein like numerals refer to like 
parts throughout, and in which: 

Figure 1 is a side elevation of a paint bucket 
and brush hanger applied to a bucket for sus 
pending the latter from the rung of a ladder, the 
bucket being shown partly broken away and in 
Section to Show the hanger attached thereto. 

Figure 2 is an enlarged fragmentary plan view 
taken on the plane of the line 2-2 of Figure 1. 
With the brush in position. 
Figure 3 is a fragmentary perspective view 

showing the paint brush holder applied to the 
hanger. 
Figure 4 is an enlarged fragmentary sectional 

View taken on the plane of the line 4-4 of Figure 
1, and 

Figure 5 is a detail side elevation of a special 
bolt or clamping member for attaching the hang 
er to the paint bucket. 

Referring to the drawings in detail, in which 
like reference characters designate correspond 
ing parts throughout the several views, O desig 
nates a paint bucket With or without a bead or 
rim f , which may be in the form of a reinforced 
Wire bead or inWardly extending flange as usually 
provided on pails of this character. The bucket 
is provided with the usual handle or bail 2 piv 
oted thereto at its ends in sockets or ears 3, said 
bail or handle being of the usually semi-circular 
or U-shaped form. The hanger of the present 
invention consists of a comparatively rigid steel 
or Spring metal strip, or even an unbendable bar 
Without appreciable resiliency or springing char 
acter, 4 having a rectilinear portion 5 at the 
lower end thereof preferably roughened or 
knurled at the inside, as indicated at 6 to fit and 
grip against the external face of the lateral wall 
of the pail or bucket fo at its upper portion and 
extending upwardly therefrom in an outwardly 
curved formation as indicated at 7 to extend 
above the Open top of the pail or bucket and then 
inwardly as indicated at 8, which portion may 
be curved or rectilinear as shown, that is flat. At 
the top of the curved portion f7, the bar or strip 
of the hanger is provided with an outwardly 
curved short bend 9 providing an open ear, eye 
or loop, and at the extremity of the portion 8 of 
the top with a similar eye or loop 20 also formed 
by a bent portion, which may have a depending 
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extremity or bill 2 directed rearwardly at an in 
cline forming a hook. The eye or loop 20 is de 
signed to engage any one of the rungs 22 of a lad 
der 23 to support the bucket or pail 0 in a Sub 
stantially upright or vertical position beneath the 
same, so that the top of the bucket will be above 
the rung 22 beneath the one engaged thereby for 
convenient access to the open top of the bucket or 
pail between the rungs and Sides of the ladder 23. 
This is for use When the bucket or pail contains 
considerable paint, although the device is not nec 
essarily used for a paint bucket, but may be used 
for other liquids, such as cleaning fluids for treat 
ing a Wall of a building or interior Walls, such as 
an enameled or tiled surface or otherwise. When 
the level of the paint or other liquid nears the 
bottom of the container and the supply is nearly 
exhausted, the bucket may be supported so as to 
be inclined toward a lower corner, by supporting 
the same on the ear or loop 9 over one of the 
rungs 22, so that a Supply of paint or the like may 
be obtained on the brush head or bristles until 
the Supply is exhausted. 
The hanger 4 is adapted to be readily attached 

or clamped to the bucket with the roughened 
portion 6 of the rectilinear straight and flat or 
conforming curved portion 5 against the outer 
Surface of the lateral wall of the bucket or pail 
as shown in Figure 1 of the drawings and as pre 
viously Set forth, by providing the portion i5 
above the rim of the bucket with a hole 24 
designed to receive the shank of a bolt 25 there 
through. The inner end of the bolt is provided 
With a laterally extending head 26 adapted to 
extend downwardly within the lateral Wall of 
the can, bucket or pail 0 in spaced relation to 
the portion 5, and is preferably provided with 
an offset portion or shoulder 27 to extend under 
the rim or bead and provided with a rough 
ened Sulface or cushion 28 of suitable soft mate 
rial Such as leather, felt or other fabric pack 
ing Such as used in brake linings or otherwise, 
in order to grip the interior surface of the bucket 
SO as to effectively clamp the lateral wall there 
of between the same and the portion 5 by dis 
posing the bolt 25 upwardly over the top edge or 
rim of the bucket and Screwing a wing nut or 
the like 29 thereon, So as to rigidly secure the 
bucket to the hanger. This device is used in 
lieu of the bail 2 and an ordinary S-shaped hook, , 
commonly employed to Suspend a bucket from 
a ladder rung, and which permits the bucket to 
SWing and therefore render the same inconven 
ient in dipping the brush into the paint or other 
liquid in the bucket inasmuch as the bucket 
SWingS or tilts and is always Subject to the pos 
Sibility of tilting over and spilling the contents 
of the bucket. By having the bucket rigid with 
the hanger, a steady handle is provided on the 
bucket or can and the possibility of spilling is 
avoided. 
In Order to Support a paint brush from the 

hanger or handle, which Suspends the bucket 
or pail, the horizontal or inWardly extending 
portion f8 is provided with a brush holder 3) 
consisting of Spring gripping jaws designed to 
grip and hold the brush or the like 3, the head 
or bristles of which are provided with the usual 
handle 32, by receiving the handle vertically 
therein with the brush head downwardly over 
the open top of the bucket, so as to permit any 
Surplus paint or liquid on the brush to drip into 
the bucket instead of dripping to the floor or 
ground, in addition to the rigid non-tilting or 
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4 
ner previously described. As shown, the holder 
38 is formed of a length of Wire or other Spring 
metal bent to provide opposed vertical loops or 
jaws 33 of reversely curved or ogee formation 
and crossing each other at the intermediate or 
shank portions as indicated at 34 to provide an 
eye or loop 35 at both the top and bottom in 
spaced relation to extend above and below or 
Straddle one edge and the upper and lower Sur 
faces of the inwardly extending portion 8 of 
the hanger where it may be held by a pin or 
bolt 36 extending through a hole in said portion 
8, so as to extend laterally over the bucket. The 
portions 33 have divergent entrance portions 37 
bent outwardly in opposite directions to provide 
a wide entrance or throat portion 38 into Which 
a handle is readily inserted and frictionally 
gripped by the opposed spring jaWS of the re 
silient Wire or other material forming the holder 
30, so as to conveniently support or Suspend the 
brush with the head downwardly over the bucket, 
When not in use. The tip of the brush head pref 
erably extends slightly inside of the bucket to 
greater assurance of preventing the paint or 
other liquids dripping from the brush being blown 
outwardly of the bucket or over the rim thereof, 
and insuring that the same will drip into the 
bucket. By applying proper tension to the por 
tions f 5 and 23 against the lateral Wall of the 
bucket or pail on opposite sides thereof by turn 
iing the nut 29, the device can be firmly attached 
to the bucket Without the use of a Wrench Ol' 
tool, especially by means of a Winged nut as 
shown and described. 

It will thus be seen that I have provided a 
very simple paint bucket or pail and brush hanger 
for suspending a bucket from the rung of a lad 
der and for holding the brush in position over and 
to extend down above and into a bucket, which 
can be cheaply and expeditiously manufactured 
and which will admirably Serve the purposes in 
tended and as explained, to the various advan 
tages set forth. Also, it is to be understood that 
the device is not limited to use in Connection 
with painting or a paint bucket and brush and 
that the device may be applied to a bucket or 
pail for holding other liquids, such as cleaning 
fluids or the like, and for holding and Suspend 
ing instruments other than a brush, providing 
the same has a handle, or even without a handle, 
between the Spring jaws of the holder 30 as de 
scribed. 

In view of the foregoing description taken in 
conjunction. With the accompanying drawings it 
is believed that a clear understanding of the de 
Vice will be quite apparent to those skilled in this 
art. A more detailed description is accordingly 
deemed unnecessary. 

It is to be understood, however, that even 
though there is herein shown and described a 
preferred embodiment of the invention the same 
is Susceptible to certain changes fully compre 
hended by the spirit of the invention as herein 
described and the Scope of the appended claims. 
I claim: 
1. A hanger of the class described comprising 

a bar having a portion adapted to engage against 
the periphery of a bucket or pail vertically, a 
clamping member carried thereby adapted to en 
gage the inner surface of the bucket to tightly 
grip the Same, said bar extending upwardly and 
having a plurality of short rebent portions form 
ing Open loops to engage the rung of a ladder, 
including one at the free end of the arm adapted 

tipping Support of the bucket or pail in a man- 76 "to support the bucket in a substantially upright 
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position, and one spaced therefrom designed to 
Suspend the bucket in a tilted position. 

2. A bucket or pail hanger comprising a bar 
having the lower portion designed to fit the ex 
ternal Surface of a bucket near the top vertically 
thereof and having an offset and an upwardly 
extending curved arm portion provided with lung 
engaging open loops at the end and Spaced there 
from adapted to respectively suspend the bucket 
in an upright and a tilting position, a bolt ex 
tending through said lower named portion and 
having a depending jaw at the inner end thereof 
adapted to grip the inner surface of the bucket 
Wall, a nut on the bolt externally of the first 
named portion to clamp the Wall and means on 
the arm to resiliently grip and Suspend the 
handle of a brush over the bucket depending 
therefron. 

3. A bucket or pail hanger comprising a bar 
having the lower portion designed to fit the ex 
ternal surface of a bucket near the top vertically 
thereof and having an aperture and an upwardly 
extending arm having a forwardly extending 
horizontal portion provided with rung engaging 
open loops at the end and Spaced therefrom to 
respectively suspend the bucket in an upright 
and a tilting position, the end loop terminating 
in a rearwardly directed bill forming a hook, a 
clamping member extending through the aper 
ture of said lower portion and having a depend 
ing jaw at the inner end thereof adapted to grip 
the inner surface of the bucket wall, said de 
pending portion having a shoulder adapted to 
extend beneath the rim of the bucket and a grip 
ping surface to clamp the bucket Wall between 
the first portion and the depending portion for 
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6 
rigidly attaching the hanger thereto, and means 
on the clamping member externally of the first 
named portion for clamping said parts together. 

4. A bucket or pail hanger comprising a bar 
having the lower portion designed to fit the ex 
ternal surface of a bucket near the top vertically 
thereof and having an offset and an upwardly 
extending curved arm portion provided with rung 
engaging open loops at the end and spaced there 
from to Selectively suspend the bucket in an up 
right and a tilting position, a bolt extending 
through Said lower portion and having a depend 
ing jaw at the inner end thereof adapted to grip 
the inner Surface of the bucket wall, and a nut 
On the bolt externally of the first-named portion 
to clamp the lower portion of said bar against 
the wall. 

LAWRENCE. G. SAGEN. 
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