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(57) ABSTRACT 

Disclosed herein is an improved optical interface System for 
a DMD array. One embodiment of the disclosed invention 

comprises an optical beam module that has an integral 
optical waveguide with waveguide ports at each end. The 
optical waveguide receives an input light beam through a 
first waveguide port. The input light beam passes through 
the waveguide and is emitted from the Second waveguide 
port, where it is reflected by the reflective surface. The 
reflective Surface can be integral to the optical beam module, 
or it can be mounted onto the module. After being reflected 
by the reflective Surface, the input light beam can be directed 
onto the surface of a DMD array, where some or all of the 
input light beam can be Selectively reflected in a particular 
direction. The reflective Surface may also comprise a dif 
fractive grating, which reflects the various wavelengths 
components of the input light beam at varying angles, 
thereby enabling wavelength Selective Switching. In addi 
tion, the reflective Surface may comprise a generally con 
cave Surface that converts a diverging input light beam into 
a generally collimated light beam, thereby facilitating more 
accurate Selection and Switching by the DMD array. Accord 
ing to one embodiment, the optical beam module has a Small 
profile and may be directly attached to a DMD array. Other 
embodiments are contemplated, however, in which a DMD 
array is mounted to the optical beam module at a predeter 
mined distance and angle. 
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COMPACT DMD-BASED OPTICAL MODULE 

BACKGROUND 

0001 Micromechanical devices are small structures typi 
cally fabricated on a Semiconductor wafer using techniques 
Such as optical lithography, metal Sputtering, oxide deposi 
tion, and etching that have been developed for the fabrica 
tion of integrated circuits. Digital micromirror devices 
(DMDs), sometimes referred to as deformable mirror 
devices, are a type of micromechanical device. Digital 
micromirror devices can be used in a variety of applications 
Such as optical display Systems or optical Switching Systems. 
0002 DMD arrays have many advantages when used in 
optical Switching Systems. Specifically, a DMD array has the 
ability to selectively reflect portions of a light beam that is 
directed onto its Surface. This feature can be used to imple 
ment a variety of functions Such as Signal monitoring, or 
wavelength-based switching. U.S. Pat. No. 6,295,154 
entitled “Optical Switching Apparatus,” which is hereby 
incorporated by reference, describes the use of DMD arrays 
for these kinds of optical Switching applications. The present 
application describes the use of lenses, polarizers, mirrors, 
and other Such components to interface a free-space-oper 
ating DMD array with a waveguide-based optical System. 
One example of a set of optical interface equipment 
employed in a DMD array is disclosed in U.S. Pat. No. 
6,398,389 entitled “Solid State Light Source Augmentation 
for SLM Display Systems,” which is also hereby incorpo 
rated by reference. 
0003. There are several difficulties that may be associated 
with the use of lenses, polarizers, mirrors and other Such 
components in a free-space optical System. First, the optical 
components are often physically and manually aligned for 
optimal performance. Second, the operation of a free-space 
optical System employing Such components can be affected 
by movement, Vibration, or mechanical StreSS. Third, free 
Space optical Systems may be relatively large in Size com 
pared to other types of optical Systems. Fourth, given their 
relatively large size, free-space optical Systems may be 
especially Susceptible to thermal Stresses; in particular, if 
one portion of the System is heated to a greater extent than 
the rest of the System, this can affect the alignment and 
performance of the entire System. 

BRIEF SUMMARY 

0004 Disclosed herein is an improved optical interface 
system for a DMD array. The embodiments described herein 
provide for an improved optical interface System that is leSS 
Sensitive to movement, Vibration or mechanical Stresses. The 
described embodiments further provide an optical interface 
System that occupies leSS space than conventional free-space 
optical interface Systems. Also described herein is an optical 
interface System that can add optical functionality Such as 
wavelength demultiplexing in close proximity to a DMD 
array in a compact footprint as a replacement to discrete 
free-space optical components. The above features are 
described in certain embodiments as incorporating all of the 
components of an optical interface System into a Single, 
integral component. 

0005 One embodiment of the disclosed invention com 
prises an optical beam module that has an integral optical 
waveguide with waveguide ports at each end. The optical 
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beam module also comprises a reflecting Surface that is 
adapted to reflect light emitted from one of the waveguide 
ports. At one end, the optical waveguide receives an input 
light beam through a first waveguide port. The input light 
beam passes through the waveguide and is emitted from the 
Second waveguide port, where it is reflected by the reflective 
Surface. The reflective Surface can be integral to the optical 
beam module, or it can be mounted onto the module. After 
being reflected by the reflective Surface, the input light beam 
is directed onto the surface of a DMD array, where some or 
all of the input light beam can be Selectively reflected in a 
particular direction. The reflective Surface may also com 
prise a diffractive grating, which reflects the various wave 
lengths of the input light beam at varying angles, thereby 
enabling wavelength Selective Switching. In addition, the 
reflective Surface may comprise a generally concave Surface 
that converts a diverging input light beam into a generally 
collimated light beam, thereby facilitating more accurate 
Selection and Switching by the DMD array. According to one 
embodiment, the optical beam module has a Small profile 
and may be directly attached to a DMD array. Other embodi 
ments are contemplated, however, in which a DMD array is 
mounted to the optical beam module at a predetermined 
distance and angle. 
0006 Other embodiments of the invention are contem 
plated in which the optical beam module comprises more 
than one integral waveguide. For example, the optical beam 
module may comprise two integral waveguides correspond 
ing to an input light beam and an output light beam, 
respectively. The reflective Surface may comprise two cor 
responding reflective portions that reflect light beams to and 
from the first and Second waveguides, respectively. Accord 
ing to this embodiment, a DMD array can be used to select 
portions of the input light beam to be directed to the output 
waveguide. Another embodiment of the optical module 
utilizes four integral waveguides corresponding to an input 
port, an add port, a drop port, and an express port. Four 
reflective portions are utilized in this embodiment, each of 
which corresponds to a particular waveguide. By utilizing 
four waveguides and four reflective portions, optical net 
working operations can be performed Such as adding and 
dropping particular wavelengths from a multiplexed light 
beam. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0007 FIG. 1 is a perspective view of one embodiment of 
an optical System having an optical beam module interfacing 
with a single input/output waveguide. 
0008 FIG. 2 is a perspective view of another embodi 
ment of an optical System having an optical beam module 
interfacing with a single input/output waveguide. 
0009 FIG. 3 is a perspective view of an embodiment of 
an optical System having an optical beam module in which 
a reflective Surface of the module further comprises a 
diffractive grating. 
0010 FIG. 4 is a perspective view of an alternative 
embodiment of an optical beam module suitable for use with 
the described invention in which two integral waveguides 
are utilized. 

0011 FIG. 5 is a perspective view of an embodiment of 
an optical System having an optical beam module in which 
a reflective Surface is provided which is not integral to the 
optical beam module. 
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0012 FIG. 6 is a perspective view of another embodi 
ment of an optical System in which two reflective Surfaces 
are provided which are not integral to the optical beam 
module. 

0013 FIG. 7 is a perspective view of an alternative 
embodiment of an optical System having an optical beam 
module Suitable for use with the described invention in 
which two integral reflective Surfaces are utilized. 
0.014 FIG. 8 is a perspective view of an alternative 
embodiment of an optical beam module Suitable for use with 
the described invention in which four waveguides and two 
reflective Surfaces are utilized. 

0.015 All of these drawings are drawings of certain 
embodiments. The scope of the claims is not to be limited to 
the Specific embodiments illustrated in the drawing and 
described below. 

DETAILED DESCRIPTION 

0016 One embodiment of an improved optical interface 
system is depicted in FIG. 1. In FIG. 1, an optical module 
100 is depicted as comprising a unitary piece that includes 
a waveguide 115 that passes from a first waveguide port 110 
to a Second waveguide port 120, which is located on an 
inside face 125 of the module 100. The optical module 100 
may comprise a variety of materials, including Silicon (Si), 
Silicon Dioxide (SiO2), III-V semiconductor materials (e.g., 
InP, GaAS, AlGaAS, or Some other combination of one or 
more Group III elements with one or more Group V ele 
ments), and II-VI Semiconductor materials (e.g., ZnSe, 
ZnMgSSe, or some other of one or more Group II elements 
with one or more Group VI elements). The optical module 
100 also comprises a reflective surface 130 that can reflect 
light emitted from the second waveguide port 120 onto a 
DMD array 135. The reflective surface 130 may comprise a 
variety of Surfaces and Substances that reflect light, includ 
ing, for example, a reflective metal Such as aluminum; or a 
reflective grating. Also depicted in FIG. 1 is an optional 
optical dump 140 that can be used to terminate an optical 
beam. According to another embodiment, an optical Sensor 
can be placed in the location of the optical dump 140. In this 
arrangement, a portion of the light reflected by the DMD 
array 135 can be reflected onto the optical sensor so that the 
input light signal 107 can be monitored. The reflective 
Surface 130 may also contain conveX or concave features to 
focus or shape the reflected optical signal onto the Surface of 
the DMD array 135. Alternatively, the reflective surface 130 
may contain a Series of reflective micro-lenses. Further, a 
micro-lens element can be added between the optical 
waveguide 115 and DMD array 135. 
0017. The optical module 100 operates in the following 
manner. First, an input/output waveguide 105, Such as a fiber 
optic cable, provides an input light beam 107 to the first 
waveguide port 110. The input light beam 107 passes 
through the optical module 100 via the optical waveguide 
115 to the second waveguide port 120. The optical 
waveguide 115 can do more than pass an optical Signal 
through; it can include functions Such as multiplexing/ 
demultiplexing using an arrayed Waveguide grating, or 
Switching using, for example, a Mach-Zehnder configura 
tion. In the illustrated embodiment of FIG. 1, the input beam 
107 diverges as it passes out of the Second waveguide port 
120. This divergence is useful because it allows the input 
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beam 107 to be directed to impinge upon multiple DMD 
pixels of the DMD array 135, thereby allowing for higher 
resolution control of the light beam 107. To prevent the light 
beam 107 from continuously diverging, a curved Surface, 
Such as a concave reflector, can be used as the reflecting 
surface 130. The input light beam 107 is reflected by the 
reflecting surface 130 onto the surface of a DMD array 135, 
which is comprised of hundreds, thousands, or millions of 
micromirrors. The DMD array 135 can be directly mounted 
onto the optical module 100 or placed at a distance from the 
module 100, depending upon design considerations. The 
multiple micromirrors comprising the surface of the DMD 
array 135 generally form a planar Surface. By controlling the 
position of the micromirrors in the DMD array 135, the 
direction of the beam of light reflected by the surface of the 
DMD array 135 (i.e. the output light beam 132) can be 
controlled. Some portions or all of the input light beam 107 
can be directed by the DMD array 135 into an optical dump 
140 so that those portions or all of the light beam is 
terminated there. Similarly, Some or all of the input light 
beam 107 can be monitored by an optical sensor which may 
be located in place of the optical dump 140 illustrated in 
FIG. 1. 

0018. According to one embodiment, it is desirable to 
reflect the input light beam 107 directly back in the direction 
of the reflective surface 130. This creates an output light 
beam 132. After being reflected by the surface of the DMD 
array 135, the output light beam 132 is directed onto the 
reflecting surface 130, where it is reflected back into the 
waveguide 115 through the second waveguide port 120. As 
stated earlier, the reflective surface 130 may comprise a 
concave shape So that the output light beam 132 converges 
at the interface of the waveguide 115. Because the 
waveguide 115 is bi-directional, it can transmit input and 
output light beams at the same time. The output light beam 
132 then passes through the waveguide 115 back into the 
input/output waveguide 105. 

0019. The input/output waveguide 105 provides an input 
light beam 107 and receives an output light beam 132 that 
are horizontal relative to the figure. It should also be noted 
that the DMD array 135 can also be positioned horizontally 
Such that the entire optical System is more compact than a 
conventional free-space optical Switching apparatus. Fur 
thermore, the optical module 100 depicted in FIG. 1 is less 
Sensitive to vibration and mechanical StreSS because it is 
comprised of a small, unitary optical module 100. Moreover, 
the optical module 100 is less sensitive to misalignment due 
to thermal StreSS because all of the components of the optical 
module are likely to be Subjected to Similar thermal loads. 

0020. Another embodiment of the optical module 200 is 
depicted in FIG. 2. Like the module depicted in FIG. 1, the 
optical module 200 of FIG.2 includes a first waveguide port 
110, a waveguide 115, a second waveguide port 120, an 
inside face 125, and an optional optical absorber 140. 
However, the optical module 200 of FIG. 2 does not include 
a reflective surface that is integral to the module 200, but 
instead includes a reflective surface 230 that is independent 
of the module 200. The reflective surface 230 may be rigidly 
attached to the optical module 200, or the reflective surface 
230 and optical module may be fixed relative to each other 
but not directly attached. Much like the embodiment 
described previously, the reflective surface 230 may com 



US 2004/O184717 A1 

prise a variety of optically reflective Substances, Such as 
aluminum, or an optically reflective grating. 
0021. Yet another embodiment of the optical module 300 

is depicted in FIG. 3. In FIG. 3, the reflective surface 330 
comprises a diffractive Surface capable of reflecting various 
wavelengths of the light beam at varying angles. Accord 
ingly, when an input light beam 307 is reflected/diffracted by 
the reflective surface 330, each wavelength component of 
the input light beam will be reflected at a different angle. 
This is illustrated in FIG. 3 by the four beams ( , , , 
and wa), which correspond to four different wavelength 
components of the input light beam 307. In this example, 
each of these wavelengths may be Selectively added or 
removed from the output light signal by turning on or off 
certain groups of micromirrors in the DMD array 335. In this 
manner, Selective wavelength Switching operations can be 
performed by a DMD array 335. 
0022. A further alternative embodiment of an optical 
module is depicted in FIG. 4. In FIG. 4, an optical module 
400 is connected to an input waveguide 405 and to an output 
waveguide 410, both or either of which can comprise a fiber 
optic cable. The input waveguide 405 and the output 
waveguide 410 are connected to an input port 414 and an 
output port 420, respectively. The input port 414 and the 
output port 420 are connected to optical waveguides 415 that 
pass through the optical module 400 and terminate at an 
inside face 425 of the optical module 400. The optical 
waveguides within the optical module 400 may be com 
prised of a variety of waveguide Substances including, for 
example, Semiconductor waveguide materials or optical 
waveguide materials. Such as Silicon, Silicon Dioxide 
(SiO2), Germanium, and Germanium Dioxide (GeO). The 
input waveguide 405 provides an input signal 407 to the 
input port 414 of the optical module 400. After exiting the 
optical waveguide, the diverging input beam 407 is directed 
onto a reflective surface 430, which directs the input signal 
407 onto the surface of the DMD array 435. As described 
earlier, the micromirrors on the surface of the DMD array 
435 may be selectively turned on or off, thereby controlling 
the direction that the output beam 407 will be reflected. 
According to one embodiment, the input beam 407 may be 
reflected back towards the reflective surface 430, thereby 
forming an output beam 432. According to another embodi 
ment, the DMD array 435 may reflect the input beam 407 
towards an optical dump 440, thereby terminating the input 
signal 407. Much like the previously described embodi 
ments, an optical Sensor can also be mounted onto the 
optical module 400 to monitor the input beam 407. Alter 
natively, the output signal 432 can be reflected back onto the 
reflective surface 430 by the DMD array 435. The output 
signal 432 is then reflected back towards the inside face 425 
of the optical module 400. In the embodiment depicted in 
FIG. 4, the output signal 432 is reflected back to a location 
on an inside face 425 where the optical waveguide 415 
transfers the output beam to the output port 420. Upon 
arriving at the output port 420, the output Signal is provided 
to the output waveguide 410 where it may be transmitted to 
a desired location. 

0023 Yet another embodiment is depicted in FIG. 5. 
Much like the embodiment depicted in FIG. 4, the optical 
module 500 depicted in FIG. 5 incorporates an input port 
514, an output port 520, two optical waveguides 515 pass 
through the optical module 500, and an inside face 525. 
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However, the optical module 500 incorporates a reflective 
surface 530 that is not integral to the module 500. Instead, 
the reflective surface 530 can be attached directly to the 
DMD array 535 or to a rigid mount (not shown). The 
reflective surface 530 may be comprised of a variety of 
reflective Substances, Such as reflective aluminum or a 
reflective grating surface. The optical module 500 may also 
comprise an optical dump 540 onto which an input Signal 
507 may be directed to terminate the signal. The optical 
module 500 and the reflective surface 530 depicted in FIG. 
5 will operate in the same way as the optical module 400 
depicted in FIG. 4. Specifically, an input signal 507 pro 
vided by an input waveguide 505 will pass through an 
optical waveguide 515 within the optical module 500. After 
exiting the optical module 500, the input signal is reflected 
by the reflective surface 530 onto the DMD array 535 where 
it may be either reflected back onto the reflective surface 530 
or onto the optical dump 540. If the input signal is reflected 
back onto the reflective Surface 530 then it will form an 
output signal 532 that passes through the optical waveguide 
515 in the optical module 500 and into the output waveguide 
510 from the output port 520. 

0024. Another embodiment is depicted in FIG. 6. The 
embodiment depicted in FIG. 6 is distinguished from the 
embodiment depicted in FIG. 5 because it incorporates two 
angled reflectors 630 rather than a single reflective surface 
530. Because the angled reflectors 630 are independent of 
each other, they may be used to reflect the light in a 
customized direction. Otherwise, the operations of the opti 
cal module 600 depicted in FIG. 6 are very similar to the 
operations of the embodiment depicted in FIG. 5. 

0025 A further embodiment of the invention is depicted 
in FIG. 7. The optical module 700 depicted in FIG. 7 is a 
unitary device that incorporates angled reflective Surfaces 
730 rather than a single reflective surface as depicted in 
FIG. 4. Much like the embodiment depicted in FIG. 6, the 
light reflected from reflective surfaces 730 may be reflected 
in a customized direction based upon the Specific needs and 
requirements of the optical device 700. 

0026. As described previously, the reflective surfaces and 
reflectors (430, 530, 630 and 730) may be replaced with a 
diffractive grating that can Separate or recombine a light 
beam into its constituent wavelength components. In this 
manner, different regions of the DMD array may be illumi 
nated with a Specific wavelength component of the input 
Signal. By doing this, certain wavelength components of the 
input signal may be Selectively added to or removed from 
the output signal. 

0027. Another embodiment of the optical module is 
shown in FIG. 8A. In FIG. 8A, four waveguides 805, 810, 
815 & 820 are aligned and stacked vertically either through 
photolithographic processing or by assembly. Similarly, a 
reflective element 825, possibly containing a lens or lens 
array, is placed between two Stacked waveguides to form a 
multi-guide optical module. The optical module 800 
depicted in FIG.8 operates as follows. An input light beam 
is provided to the input waveguide 810 where it is directed 
to the reflective Surface 825. The reflective Surface 825 can 
demultiplex the input light beam into its constituent wave 
length components. The demultiplexed beam may be reim 
aged on the surface of a DMD array 830 thereby arranging 
the various wavelengths in a linear pattern along the DMD, 
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with each channel having Some Separation between them. 
This is depicted in FIG. 8 by the multiple (“N”) wavelength 
beams (0.1, W2, W, . . . , WN), Such that a plurality of 
wavelengths may be Similarly arranged along the Surface of 
the DMD array 830. By turning the micromirrors of the 
DMD array 830 to one state, the light is guided to the 
“express waveguide'805. If the mirrors are turned to the 
opposite State, the light is Switched to the “drop 
waveguide'820. Since each wavelength may be optically 
separated and arranged along the DMD array 830, individual 
wavelengths or any combination of wavelengths may be 
selectively sent to either the “drop” or “express” waveguide. 
For any dropped channel, it follows that a similar wave 
length channel may be added from the “add waveguide'815 
and directed to the DMD array 830 which will be in the 
correct State to Switch the particular wavelength to the 
“express waveguide'805, which is then recombined in the 
waveguide 805 with the other channels. 
0028. Although certain embodiments and aspects of the 
present inventions have been illustrated in the accompany 
ing drawings and described in the foregoing detailed 
description, it will be understood that the inventions are not 
limited to the embodiments disclosed, but are capable of 
numerous rearrangements, modifications and Substitutions 
without departing from the Spirit of the invention as Set forth 
and defined by the following claims and equivalents thereof. 
Applicants intend that the claims shall not invoke the 
application of 35 U.S.C S 112, 6 unless the claim is 
explicitly written in means-plus-function or step-plus-func 
tion format. 

We claim: 
1. An optical beam module adapted to be operated with a 

micromirror array, the optical beam module comprising: 
a first waveguide port positioned on a first face of the 

optical beam module and adapted to receive an input 
light Signal; 

a Second waveguide port positioned on a Second face of 
the optical beam module and adapted to emit the input 
light Signal; 

an integral optical waveguide connecting the first 
waveguide port to the Second waveguide port; and 

a reflective Surface adapted to reflect the input light beam 
emitted from the Second waveguide port toward the 
micromirror array. 

2. An optical beam module according to claim 1, wherein 
the reflective Surface is further adapted to receive an output 
light beam reflected by the micromirror array and reflect the 
output light beam toward the Second waveguide port, and 
wherein the Second waveguide port is further adapted to 
receive the output light beam reflected by the reflective 
Surface and provide the output light beam to the integral 
optical waveguide, and wherein the first waveguide port is 
further adapted to emit the output light beam. 

3. An optical beam module according to claim 1, further 
comprising an optical dump adapted to Substantially absorb 
a light beam reflected by the micromirror array. 

4. An optical beam module according to claim 1, wherein 
the first integral optical waveguide is disposed in a plane that 
is Substantially parallel to the micromirror array. 
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5. An optical beam module according to claim 1, wherein 
the reflective Surface comprises a diffractive Surface adapted 
to reflect various wavelengths of the input light beam at 
Varying angles. 

6. An optical beam module according to claim 1, wherein 
the reflective Surface comprises a generally concave Surface. 

7. An optical beam module according to claim 1, wherein 
the reflective Surface is integral to the optical beam module. 

8. An optical beam module according to claim 1, wherein 
the reflective Surface is mounted to the optical beam module. 

9. An optical beam module adapted to be operated with a 
micromirror array, the optical beam module comprising: 

a first waveguide port positioned on a first face of the 
optical beam module and adapted to receive an input 
light Signal; 

a Second waveguide port positioned on a Second face of 
the optical beam module and adapted to emit the input 
light Signal; 

a first integral optical waveguide connecting the first 
waveguide port to the Second waveguide port; 

a first reflective Surface adapted to reflect the input light 
beam emitted from the Second waveguide port toward 
the micromirror array, 

a Second reflective Surface adapted to reflect the output 
light beam received from the micromirror array; 

a third waveguide port positioned on a third face of the 
optical beam module and adapted to receive an output 
light signal reflected by the Second reflective Surface; 

a fourth waveguide port positioned on a fourth face of the 
optical beam module and adapted to provide an output 
light signal; and 

a Second integral optical waveguide connecting the third 
waveguide port to the fourth waveguide port. 

10. An optical beam module according to claim 9 wherein 
the first face and the fourth face are the same face. 

11. An optical beam module according to claim 9 wherein 
the Second face and the third face are the same face. 

12. The optical beam module according to claim 9 
wherein the first reflective Surface and the second reflective 
Surface are the Same reflective Surface. 

13. An optical beam module according to claim 9, further 
comprising an optical dump adapted to Substantially absorb 
a light beam reflected by the micromirror array. 

14. An optical beam module according to claim 9, 
wherein the first and Second integral optical waveguides are 
disposed in a plane that is Substantially parallel to the 
micromirror array. 

15. An optical beam module according to claim 9, 
wherein the first reflective surface comprises a diffractive 
Surface adapted to Separate the input light beam into a 
plurality of input light beams, each having a unique wave 
length and angle of reflection, and wherein the Second 
reflective Surface comprises a diffractive Surface adapted to 
combine a plurality of output light beams, each having a 
unique wavelength and angle of incidence, into an output 
light beam. 

16. An optical beam module according to claim 9, 
wherein the first and Second reflective Surfaces comprise a 
generally concave Surface. 
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17. An optical beam module according to claim 9, 
wherein the first and Second reflective Surfaces are integral 
to the optical beam module. 

18. An optical beam module according to claim 9, 
wherein the first and Second reflective Surfaces are mounted 
to the optical beam module. 

19. An optical beam module adapted to be mounted to a 
micromirror array, the optical beam module comprising: 

a first input port positioned on a first face of the optical 
beam module and adapted to receive an input light 
Signal; 

a Second input port positioned on a Second face of the 
optical beam module and adapted to emit the input light 
Signal; 

a input waveguide connecting the first input port to the 
Second input port; 

a first add port positioned on a third face of the optical 
beam module and adapted to receive an additive light 
Signal; 

a Second add port positioned on a fourth face of the optical 
beam module and adapted to emit the additive light 
Signal; 

an add waveguide connecting the first add port to the 
Second add port; 

a first drop port positioned on a fifth face of the optical 
beam module and adapted to provide a Subtractive light 
Signal; 

a Second drop port positioned on a sixth face of the optical 
beam module and adapted to receive the Subtractive 
light Signal; 

a drop waveguide connecting the first drop port to the 
Second drop port; 

a first express port positioned on a Seventh face of the 
optical beam module and adapted to provide an expres 
Sive light Signal; 

a Second express port positioned on an eighth face of the 
optical beam module and adapted to receive the expres 
Sive light Signal; 

an express waveguide connecting the first express port to 
the Second express port; 
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a first reflective Surface adapted to reflect the input light 
Signal emitted by the Second input port toward the 
micromirror array and adapted to reflect the express 
light Signal from the micromirror array toward the 
Second express port; 

wherein the first reflective surface comprises a diffractive 
Surface adapted to receive and Separate the input light 
Signal into a plurality of input light beams, each having 
a unique wavelength and angle of reflectance, the 
diffractive Surface being further adapted to receive and 
combine a plurality of output light beams from the 
micromirror array into an output light beam, wherein 
each of the plurality of output light beams has a unique 
wavelength and angle of incidence; 

a Second reflective Surface adapted to reflect the additive 
light Signal emitted by the Second add port toward the 
micromirror array and adapted to reflect a Subtractive 
light signal from the micromirror array in the direction 
of the Second drop port; and 

wherein the Second reflective Surface comprises a diffrac 
tive Surface adapted to receive and Separate the additive 
light Signal into a plurality of additive light beams, each 
having a unique wavelength and angle of reflectance, 
the diffractive Surface being further adapted to receive 
and combine a plurality of Subtractive light beams from 
the micromirror array into a Subtractive light Signal, 
wherein each of the plurality of subtractive light beams 
has a unique wavelength and angle of incidence. 

20. An optical beam module according to claim 19 
wherein at least two of the first, second, third, fourth, fifth, 
Sixth, Seventh and eighth faces are the same face. 

21. An optical beam module according to claim 19, 
wherein each of the waveguides is disposed in a plane that 
is Substantially parallel to the micromirror array. 

22. An optical beam module according to claim 19 
wherein the first reflective Surface and the second reflective 
Surface are the Same reflective Surface. 

23. An optical beam module according to claim 22, 
wherein the reflective Surface comprises a generally concave 
Surface. 

24. An optical beam module according to claim 22, 
wherein the reflective Surface is integral to the optical beam 
module. 


