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io (22 tuition it. Tolf conce77. 
Beit known that, DANIEL E. HUGHES, a 

citizen of the United States, residing at Espy, 
in the county of Columbia and State of Penn 
sylvania, have invented new and useful Im 
provements in Bevels, of which the following 
is a specification. 
This invention relates to certain new and 

useful improvements in bevels; and it consists 
in the construction and combination of the 
parts, as will be hereinafter set forth, which 
construction includes a bifurcated stock 
which is provided on one side with a longi 
tudinal slot and at one end with a set-bolt, 
which pivotally connects to the stock slotted 
blades, the blades being adapted for use with 
a combined protractor and square which is 
adjustably and removably attached to the 
stock, the construction also embodying a slide 
which coacts with the blades for simultane 
ously adjusting the blades at equal angles 
to the stock. The stock is also provided at 
one end with a level-glass and with plumb 
glasses, the whole providing an implement 
for several characters of work and for use in 
determining angles, pitches, and levels and 
in drafting the same. 
In the accompanying drawings, Figure 1 is 

a side elevation of a bevel, showing the pro 
tractor and square applied in one manner 
thereto. Fig. 2 is a plan view showing an 
other application of the protractor and square. 
Fig. 3 is a sectional view through the bifur 
cated portion of the stock, showing the pro 
tractor and Square attached. Fig. 4 is a plan 
view showing one application of the slide to 
the stock, and Fig. 5 is an end view of the 
stock and slide. 
The Stock A is bifurcated to receive the 

slotted blades B B', which are pivoted to the 
end of the stock, the slots through the blades 
being intersected by the set-bolt b. Through 
one of the side portions of the stock there is 
formed a longitudinal slot A", which provides 
an opening, through which passes the stem or 
body of a bolt c, the bolt having a head of a 
size adapted to be passed through the open 
ing a', so that the head of the bolt may over 
lie the side walls of the slot A', the body por 
tion of the bolt abutting against the side 
walls to prevent the bolt turning, and such 
bolt is used to attach to the stock either a 

combined protractor and square C or a slide 
D, so that such parts may be adjustable upon 
the stock. The stock is provided at its solid 
end, which is farthest from the set-screw l, 
with spirit-levels de, and with one arranged 
at right angles thereto for the purpose of a 
level. The glasses or spirit-levels d and e 
may be used as plumb-levels and the other 
glassif as a horizontal level. . 
The slide D has depending sides d', which 

overlie the open-ended slot or bifurcated por 
tion of the stock which receives the blades B 
and B", and it may be adjustably held upon 
the stock by means of a bolt c, having a 
thumb-nut, the bolt passing through an ap 
erture in the slide. The depending side pieces 
of the slide may be used to retain the blades 
within the bifurcated portion of the stock, 
or said slide may be used to provide means 
whereby each blade can be adjusted to the 
same angle with respect to the stock or at 
right angles or to hold the blades in line with 
the stock when extended. The slide may also 
be attached to the stock when the protractor 
and square is carried thereby, especially when 
the protractor and Square is used as shown 
in Fig. 1. 
The face of the stock, through which is 

formed the slot A', has a scale of inches, the 
first gage-mark being on a line with the cen 
ter of the bolt b, and each of the blades B 
and B' is provided with center lines g g', and 
one of the blades, as B, has a scale of inches, 
which is laid off with the bolt as the com 
mencing-point, the length of the slot being 
about four inches when the length of the blade 
is slightly over twelve inches. 
The protractor and square C is adjustably 

connected to the stock in the same manner 
as the slide D, and the arc member C is laid 
off in degrees, the first degree being on a line 
with the center of the slot A. The right 
angled member of the protractor, which ex 
tends beyond the arc and provides with the 
stocka Square, is laid off with a scale Ofinches, 
which commences with a line above the cen 
ter of the slot A and extends at right angles 
there from preferably for a distance of eight 
inches. 
The are C has on its outer edge a portion 

which is at right angles with the face having 
the gage-marks, and such part is lined and 
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marked to correspond with the marks on the 
face of said arc, the depending portion ex 
tending from the stock to the depending por 
tion on the part A, which forms the square. 
The square has a depending portion a, Fig. 
3, which extends from the side of the stock 
to the outer end of the straight member A, 
and said depending portion is provided with 
gage-marks corresponding with those on the 
face of the right-angled extending part, and 
it will be noted that the part A extends con 
siderably beyond the arc and that the ends 
of the depending portions provide shoulders 
which will abut against the side of the stock 
to assist in holding the protractor and square 
in true a linement upon the stock. In mak 
ing certain measurements or laying off cer 
tain characters of work when the parts are 
used as shown in Fig. 1 the scale a' is used 
with the line g on the blade B, and the de 
grees can be read from the depending edge of 
the arc to the scale of inches. . 
When the protractor and square is attached 

as shown in Fig. 2, the center line of the 
blade will denote the angle which is read off 
from the protractor. 
In Fig. 4 the blades are shown as held at 

equal angles with the stock by the slide and 
in dotted lines at equal opposite angles. 
A tool of the character shown is useful for 

innumerable purposes. In taking measure 
ments where it is desired that the stock should 
be horizontal the level-glass f is used, and 
when vertical the glasses or levels d or e are 
employed, in accord with the vertical or in 
verted position of the stock. 
Having thus described the invention, what 

I claim as new, and desire to secure by Letters 
Patent, is 

1. In combination with the bifurcated stock, 
blades pivoted to one end thereof, of a pro 
tractor and square connected to the stock to 
be adjustable longitudinally thereon, sub 
stantially as shown. 

2. In combination with a bifurcated and 
slotted stock, slotted blades pivoted to one end 
thereof, so as to be slidable on the pivot, a 
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protractor and square adjustably connected 
to the stock, said protractor and square hav 
ing flanges at right angles to the faces there 
of, substantially as set forth. 

3. In combination with a bifurcated and 
slotted stock, of slotted blades pivotally at 
tached to the stock, the blades having cen 
tral gage-lines, one of the blades having in 
addition to the center gage-line a scale of 
inches, a scale of inches on the stock, and a 
combined protractor and square, the pro 
tractor having degree-marks and the square 
an inch-scale, the marks commencing on a 
line with the center of the slot through the 
stock, substantially as shown. 

4. In a bevel, the combination with a bi 
furcated stock having a longitudinal slot, a 
pivot and clamping means at the end beyond 
the slot, a pair of slotted blades which are ad 
justable upon the pivot, a slide mounted on 
the stock and provided with depending sides 
which extend beyond the blades, substan 
tially as shown. 

5. In combination with a bevel having 
blades as shown, of a combined protractor and 
square which is adjustably attached to the 
stock of the bevel, the protractor having a 
scale indicative of degrees, the first degree 
being marked to register with the center of 
the stock and on a line with the center of the 
pivot which connects the blades to the stock, 
a flange depending from the outer edge of the 
protractor and marked to correspond with the 
mark indicative of degrees on said protractor, 
a member projecting at right angles and pro 
vided with a scale of inches and a depending 
portion with a corresponding scale, the de 
pending portions of the protractor and square 
being adapted to abut against the side of the 
stock, substantially as shown. 
Signed at Espy, Pennsylvania, this 22d day 

of April, 1902. 
DANIEL E. HUGHES. 

Witnesses: 
M. R. MILLER, 
WM. BOGERT. 
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