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UNITED STATES PATENT OFFICE. 
CHARLES H. WAN ORTHWICK, OF QUINCY, MICHIGAN. 

HAM E. 

SPECIFICATION forming part of Letters Patent No. 461,003, dated October 13, 1891. 
Serial No. 397,316, (No model.) Application filed June 24, 1891, 

To all, whon, it may concern: 
Be it known that I, CHARLES II. WAN ORTH 

WICK, a citizen of the United States, residing 
at Quincy, in the county of Branch and State 
of Michigan, have invented a new and useful 
Halme, of which the following is a specifica 
tion. 
The invention relates to improvements in 

hames. 
The object of the present invention is to 

simplify and improve the construction of 
hames and enable them to be adjusted to in 
crease and diminish their length to fit large 
or small collars and to avoid projecting up 
Ward beyond the same and presenting pro 
jections with which reins might becomeen 
tangled. 
The invention consists in the construction 

and novel combination and arrangement of 
parts hereinafter fully described, illustrated 
in the accompanying drawings, and pointed 
Out in the claims hereto appended. 

In the drawings, Figure 1 is a perspective 
view of a hame embodying the invention. 
Fig. 2 is a longitudinal sectional view. Fig. 
Fig. 3 is a transverse sectional view. Fig. 4 
is a detail perspective view of a casting. Fig. 
5 is a rear elevation of the hame. 

Referring to the accompanying drawings, 
1 designates a casting adapted to be adjusted 
longitudinally on a hame 2 and consisting of 
a plate 3, arralnged in the inner face of the 
hame, and having secured to it a spring-plate 
4, arranged on the outer face of the hame. 
The plate 3 or casting proper is L-shaped or 
angular in transverse section and conforms 
to the configuration of the inner and side 
faces of the hame, and is provided at its up 
per or Outer end with an eye and near its in 
ner or lower end with a series of perforations 
5, through which passes a pin 6, which pro 
jects from the hame and secures the casting 
to the same and prevents longitudinal move 
ment of the casting, and the pin 6 is adapted 
to engage any one of the perforations 5. The 
spring-plate 4 has its upper end secured to 
the casting, and it extends along the outer 
face of the hame, and its lower end is pro 
vided at one side with projections 7, forming 
a recess to prevent a clip S moving inde 
pendently of it, and the clip S encircles the 
hame and casting and secures the latter 
thereto and prevents lateral movement of the 
same. The clip S is arranged in the recess, 
and is adjusted along the hame with the cast 

ing and may be secured to the latter, and is 
arranged between the projections 7, and is 
secured, when adjusted, by a slide 9, which 
has its upper portion 10 thickened by a plate 
11, and is adapted to wedge the parts, and its 
lower portion 12 is thin to permit a move 
ment of the parts. The slide is provided at 
its ends with lips 13 to prevent displacement 
and loss, and the spring-plate 4 is adapted 
when the slide is raised, to spring outward 
and free the parts from the hame and enable 
the casting to be readily adjusted longitudi 
nally. 
The casting and its means of Securement 

are adapted for both wooden and irou hames. 
It will be seen that the hame is simple and 

inexpensive and adapted to be readily ad 
justed longitudinally to increase or diminish 
its length to enable it to fit large and small 
collars and to avoid projecting above the 
same and presenting ends with which reins 
might become entangled. 
What I claim is 
1. The combination of the hame, the longi 

tudinally-adjustable casting arranged on the 
inner face of the hame and provided with a 
spring-plate having its lower end free and 
provided at one side with lugs which form a 
recess, means for securing the casting in its 
longitudinal adjustment, the clip encircling 
the casting and the hame and lying within 
said recess, and the slide arranged between 
the spring-plate and the clip and provided 
with an enlarged portion adapted to Wedge 
the parts, substantially as described. 

2. The combination of the hame, the cast 
ing provided with a series of perforations, 
the pin 6, projecting from the hames and ar 
ranged to engage the perforations, the spring 
plate secured to the casting and arranged on 
the outer face of the hame and having its 
lower end free and provided with projec 
tions 7, the clip encircling the hame and the 
casting and the spring-plate, and the slide 
arranged between the Spring-plate and the 
clip and provided at its ends with lips and 
having a thickened portion arranged to Wedge 
the parts, substantially as described. 

In testimony that I claim the foregoing as 
my own I have hereto affixed my signature in 
presence of two witnesses. - 

CHAS. H. WAN ORTHWICK. 
Witnesses: 

H. W. AYERS, 
M. M. BROWN. 
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