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(54) Vehicle lamp unit

(57)  Avehicle lamp unitis provided. The vehicle lamp
unit includes a projection lens which is disposed on an
optical axis extending in a vehicle longitudinal direction;
a first semiconductor light emitting element which is dis-
posed on the optical axis behind a rear focal point of the
projection lens; a center reflector which comprises a re-
flection surface which reflects light emitted from the first
semiconductor light emitting element in a forward direc-
tion toward the optical axis; a plurality of second semi-
conductor light emitting elements which are disposed,
respectively, on a pair of reference axes and behind the
rear focal point of the projection lens, the pair of reference
axes each extending in a direction tiled with respect to
the optical axis; and a plurality of side reflector reflectors,
which correspond to respective ones of the plurality of
second semiconductor light emitting elements. Each of
the side reflectors comprises a reflection surface which
reflects light emitted from the corresponding second
semiconductor light emitting elements element in the for-
ward direction toward the corresponding reference axis.
The reflection surface of each of the side reflectors com-
prises an inner reflection surface and an outer reflection
surface. The inner reflection surface on a side of the cor-
responding reference axis closest to the optical axis of
the reflection surface of the side reflector on the side of
the optical axis is formed as a connection reflection region
having light collecting power smaller than that of the re-
flection surface of the center reflector. The outer reflec-
tion surface on a side of the corresponding reference axis
opposite from the optical axis of the reflection surface of
the side reflector on the opposite side of the optical axis
is formed as a diffusion reflection region having light col-
lecting power smaller than that of the connection reflec-

tion region.
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Description
BACKGROUND OF THE INVENTION
Technical Field

[0001] The presentdisclosure relatesto a vehicle lamp
unit which uses a semiconductor light emitting element
as a light source.

Related Art

[0002] Inrecentyears,avehicle lamp unitusing a sem-
iconductor light emitting element such as a light emitting
diode as a light source has been widely used. However,
the light-source light flux of the semiconductor light emit-
ting element is very small compared with a discharge
bulb, a halogen bulb, or the like. Accordingly, a vehicle
illumination lamp having a plurality of lamp units has been
proposed and described in JP-A-2005-317226.

[0003] The related art vehicle illumination lamp de-
scribed in JP-A-2005-317226 includes a projection lens
which is disposed on an optical axis extending in a lamp
longitudinal direction and a plurality of light source units
which are disposed behind a rear focal point of the pro-
jection lens with a predetermined gap therebetween in a
substantially transverse direction. Each light source unit
includes a light emitting element which is disposed on a
reference axis extending in a direction tilted toward the
optical axis in a forward direction of the lamp, and a re-
flector which reflects light emitted from the light emitting
element in a forward direction toward the reference axis
in at least a perpendicular plane.

Accordingly, itis possible to efficiently allow the light emit-
ted from the light emitting elements of the plurality of light
source units to be incident to the projection lens, and thus
to ensure sufficient irradiation light intensity.

[0004] However, with the configuration described in
JP-A-2005-317226, it is difficult to obtain uniform illumi-
nation in a light distribution pattern by using the light emit-
ted from the projection lens of the vehicle lamp unit pro-
vided with the plurality of light source units.

[0005] For example, in a case where a light collecting
region corresponding to a so-called hot zone is irradiated
by a light collecting light source unit disposed on the op-
tical axis, and a diffusion region is irradiated by a pair of
diffusion light source units symmetrically disposed on
both sides thereof, it is difficult to overlap the collected
light reflected by the reflector of the light collecting light
source unitwith the diffused lightreflected by the reflector
of the diffusion light source unit when the light is emitted
from the projection lens. For this reason, illumination in
a synthesized light distribution pattern formed by the light
collecting light source unit and the diffusion light source
unit becomes non-uniform.
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SUMMARY OF THE INVENTION

[0006] Accordingly, it is an aspect of the present in-
vention to provide a vehicle lamp unit that allows illumi-
nation in a light distribution pattern to be uniform and
ensures sufficient irradiation light intensity by using a
semiconductor light emitting element as a light source.
[0007] According to an aspect of the invention, there
is provided avehicle lamp unitwhich includes a projection
lens which is disposed on an optical axis extending in a
vehicle longitudinal direction; a first semiconductor light
emitting element which is disposed on the optical axis
behind a rear focal point of the projection lens; a center
reflector which comprises a reflection surface which re-
flects light emitted from the first semiconductor light emit-
ting elementin a forward direction toward the optical axis;
a plurality of second semiconductor light emitting ele-
ments which are disposed, respectively, on a pair of ref-
erence axes and behind the rear focal point of the pro-
jection lens, the pair of reference axes each extending
in a direction tiled with respect to the optical axis; and a
plurality of side reflector reflectors, which correspond to
respective ones of the plurality of second semiconductor
light emitting elements. Each of the side reflectors com-
prises a reflection surface which reflects light emitted
from the corresponding second semiconductor light emit-
ting elements element in the forward direction toward the
corresponding reference axis. The reflection surface of
each of the side reflectors comprises an inner reflection
surface and an outer reflection surface. The inner reflec-
tion surface on a side of the corresponding reference axis
closest to the optical axis of the reflection surface of the
side reflector on the side of the optical axis is formed as
a connection reflection region having light collecting pow-
er smaller than that of the reflection surface of the center
reflector. The outer reflection surface on a side of the
corresponding reference axis opposite from the optical
axis of the reflection surface of the side reflector on the
opposite side of the optical axis is formed as a diffusion
reflection region having light collecting power smaller
than that of the connection reflection region..

[0008] According to the vehicle lamp unit having the
above-described configuration, since the light reflected
by the reflection surface of the center reflector and the
lightreflected by the reflection surface of the side reflector
are allowed to be irradiated in the forward direction via
the projection lens, it is possible to efficiently allow the
light emitted from the first semiconductor light emitting
element and the light emitted from the plurality of second
semiconductor light emitting elements to be incident to
the projection lens, and thus to ensure sufficient irradia-
tion light intensity.

[0009] In addition, the light reflected by the reflection
surface of the center reflector is irradiated to a light col-
lecting region, and the light reflected by a diffusion re-
flection region of the reflection surface of the side reflector
is irradiated to a diffusion region. Further, the light reflect-
ed by a connection reflection region of the reflection sur-
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face of the side reflector is irradiated to a connection re-
gion between the light collecting region and the diffusion
region such that the regions do not overlap with each
other. Thus, it is possible to obtain the uniform illumina-
tion in the synthesized light distribution pattern formed
by the center reflector and the side reflector.

[0010] In the vehicle lamp unit having the above-de-
scribed configuration, the first and second semiconduc-
tor light emitting elements may be controlled to be indi-
vidually turned on or off.

According to the vehicle lamp unit having the above-de-
scribed configuration, when the first semiconductor light
emitting element and the plurality of second semiconduc-
tor light emitting elements are selectively turned on or off
or each light intensity is adjusted, it is possible to form,
for example, an AFS (Adaptive Front Lighting System)
which changes a light distribution pattern in accordance
with a steering rudder angle or a vehicle speed upon
driving the vehicle on a curve road without rotatably driv-
ing the entire part of the lamp unit.

[0011] In the vehicle lamp unit having the above-de-
scribed configuration, the pair of second semiconductor
light emitting elements may be disposed on the pair of
reference axes extending in a direction tilted by about 15
to about 35° toward the optical axis.

According to the vehicle lamp unit having the above-de-
scribed configuration, it is possible to form a compact
vehicle lamp unit capable of making the illumination in
the light distribution pattern uniform.

[0012] In the vehicle lamp unit having the above-de-
scribed configuration, a shade may be disposed between
the projection lens and the first and second semiconduc-
tor light emitting elements so as to shield a part of light
reflected by the center reflector and the side reflector so
as to form a cutoff line of a light distribution pattern.
According to the vehicle lamp unit having the above-de-
scribed configuration, for example, it is possible to form
a light distribution pattern having a cutoff line such as a
low-beam light distribution pattern of a head lamp.
Further, it is possible to provide an auxiliary reflection
surface that is formed so as to extend backward in the
optical axis direction from a light shielding edge of the
shade, and a part of light reflected by the reflection sur-
face is reflected upward by the auxiliary reflection sur-
face. According to this configuration, it is possible to ef-
ficiently use the light to be shielded by the shade as ir-
radiation light, and thus to improve the light flux availa-
bility of the light emitted from the semiconductor light
emitting elements.

BRIEF DESCRIPTION OF THE DRAWINGS

[0013]
Fig. 1 is a longitudinal sectional view showing a ve-
hicle lamp provided with a vehicle lamp unit accord-

ing to an exemplary embodiment of the invention;
Fig. 2 is a longitudinal sectional view showing a con-
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figuration of the vehicle lamp unit of Fig. 1;

Fig. 3 is a bottom view of the vehicle lamp unit of Fig.
2;

Fig. 4 is a horizontal cross-sectional view illustrating
a configuration of the vehicle lamp unit of Fig. 1;
Fig. 5 is another horizontal cross-sectional view il-
lustrating the configuration of the vehicle lamp unit
of Fig. 1; and

Fig. 6 is another horizontal cross-sectional view il-
lustrating the configuration of the vehicle lamp unit
of Fig. 1.

DETAILED DESCRIPTION OF EXEMPLARY EMBOD-
IMENTS

[0014] Hereinafter, a vehicle lamp unit according to an
exemplary embodiment of the present invention will be
described in detail with reference to the drawings.

Fig. 1 is a longitudinal sectional view showing a vehicle
lamp provided with a vehicle lamp unit according to an
exemplary embodiment of the invention. Fig. 2 is a lon-
gitudinal sectional view showing a configuration of the
vehicle lamp unit shown in Fig. 1. Fig. 3 is a bottom view
showing a reflector shown in Fig. 2. Figs. 4 to 6 are hor-
izontal cross-sectional views illustrating a configuration
of the vehicle lamp unit shown in Fig. 1.

[0015] As shown in Fig. 1, a vehicle lamp unit 100 ac-
cording to an exemplary embodiment is, for example, a
low-beam head lamp, and has a structure in which a lamp
unit (vehicle lamp unit) 20 is accommodated in a lamp
chamber formed by a lamp body 13 and a transparent
light transmitting cover 11.

[0016] The lamp unit 20 which forms a low-beam light
distribution pattern is disposed such that an optical axis
Ax thereof extends in a vehicle longitudinal direction.
Specifically, the optical axis Ax of the lamp unit 20 ex-
tends in a direction tilted downward by about 0.5 to about
0.6° with respect to a horizontal direction.

[0017] In addition, as shown in Figs. 1 and 2, the lamp
unit 20 according to the embodiment is formed as, for
example, a projector-type lamp unit. The lamp unit 20
includes a projection lens 35 which is disposed on the
optical axis Ax; a Light Emitting Diode (LED) 25 which is
a first semiconductor light emitting element disposed on
the optical axis Ax behind a rear focal point F of the pro-
jection lens 35; a center reflector 30 which includes a
reflection surface 31 used to reflect light emitted from the
LED 25 in a forward direction toward the optical axis Ax;
a plurality of LEDs (in this exemplary embodiment, two
LEDs 26 and 27 are provided) as second semiconductor
light emitting elements respectively disposed on left and
right reference axes Bx and Cx, respectively, extending
in a direction tilted toward the optical axis Ax at both sides
of the LED 25 (see Fig. 3); a side reflector 40 which in-
cludes a reflection surface 41 used to reflect light emitted
from the LED 26 in the forward direction toward the ref-
erence axis Bx; a side reflector 50 which includes a re-
flection surface 51 used to reflect light emitted from the
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LED 27 in the forward direction toward the reference axis
Cx; and a shade 29 which is disposed between the pro-
jection lens 35 and the LEDs 25, 26, and 27 and shields
a part of the light which is reflected by the center reflector
30 and the side reflectors 40 and 50 so as to form a cutoff
line of a light distribution pattern. The light distribution
pattern may be predetermined.

[0018] In addition, the lamp unit 20 is supported by the
lamp body 13 via a frame (not shown), and the frame is
supported by the lamp body 13 via an aiming mechanism
(not shown).

[0019] The LEDs 25, 26, and 27 are, for example,
white-emitting LEDs in which the light emitting chip has,
for example, a rectangular light emitting surface of about
1 x 4 mm, where the LEDs 25, 26, and 27 are disposed
behind the rear focal point F of the projection lens 35 and
are supported by respective substrates 33 so as to re-
spectively face upward in directions perpendicular to the
optical axis Ax and the reference axes Bx and Cx.
[0020] The center reflector 30 is a substantially dome-
shaped member which is provided on the upper side of
the LED 25, and includes a reflection surface 31 which
collects and reflects the light emitted from the LED 25 in
the forward direction toward the optical axis Ax.

The reflection surface 31 is formed in a substantially oval
spherical surface shape about the optical axis Ax serving
as a central axis. In detail, in the reflection surface 31,
the sectional shape including the optical axis Ax is set to
a substantially oval shape, and the eccentricity is config-
ured to gradually increase in a direction from a perpen-
dicular section to a horizontal section.

[0021] However, the rear focal points of the ovals form-
ing the sections are set to the same position, and the
LED 25 is disposed at the first focal point of the oval
forming the perpendicular section of the reflection sur-
face 31. Accordingly, as shown in Fig. 4, the reflection
surface 31 collects and reflects the light emitted from the
LED 25 in the forward direction toward the optical axis
Ax. At this time, in the perpendicular section including
the optical axis Ax, the light is allowed to be substantially
converged at the second focal point (the rear focal point
F of the projection lens 35) of the oval.

[0022] The side reflector 40 located on the left side of
the center reflector 30 is a substantially dome-shaped
member which is provided on the upper side of the LED
26, and includes a reflection surface 41 which diffuses
and reflects the light emitted from the LED 26 in the for-
ward direction toward the optical axis Bx (see Fig. 5).
In addition, the reflection surface 41 is formed in a sub-
stantially oval spherical surface shape about the optical
axis Bx serving as a central axis. However, an inner re-
flection surface 41a on the side of the optical axis Ax is
formed as a connection reflection region having light col-
lecting power smaller than that of the reflection surface
31 of the center reflector 30, and an outer reflection sur-
face 41b on the opposite side of the LED 26 from the
optical axis Ax is formed as a diffusion reflection region
having light collecting power smaller than that of the con-
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nection reflection region.

[0023] Indetail, in the inner reflection surface 41 a, the
sectional shape including the reference axis Bx is formed
into a substantially oval shape, and the eccentricity is
configured to gradually increase more than that of the
reflection surface 31 of the center reflector 30 in a direc-
tion from the perpendicular section to the horizontal sec-
tion (see Fig. 5). In addition, in the outer reflection surface
41b, the sectional shape including the reference axis Bx
is set to a substantially oval shape, and the eccentricity
is configured to gradually increase more than that of the
inner reflection surface 41a in a direction from the per-
pendicular section to the horizontal section (see Fig. 6).
[0024] The side reflector 50 located on the right side
of the center reflector 30 is a substantially dome-shaped
member which is provided on the upper side of the LED
27, and includes the reflection surface 51 which diffuses
and reflects the light emitted from the LED 27 in the for-
ward direction toward the reference axis Cx (see Fig. 4).
In addition, the reflection surface 51 is formed in a sub-
stantially oval spherical surface shape about the refer-
ence axis Cx serving as a central axis. However, an inner
reflection surface 51a on the side of the optical axis Ax
is formed as a connection reflection region having light
collecting power smaller than that of the reflection surface
31 of the center reflector 30, and an outer reflection sur-
face 51b on the opposite side of the LED 27 from the
optical axis Ax is formed as a diffusion reflection region
having light collecting power smaller than that of the con-
nection reflection region.

[0025] In detail, in the inner reflection surface 51a, the
sectional shape including the reference axis Cx is set to
a substantially oval shape, and the eccentricity is config-
ured to gradually increase more than that of the reflection
surface 31 of the center reflector 30 in a direction from
the perpendicular section to the horizontal section. In ad-
dition, in the outer reflection surface 51b, the sectional
shape including the reference axis Cx s set to a substan-
tially oval shape, and the eccentricity is configured to
gradually increase more than that of the inner reflection
surface 51ain a direction from the perpendicular section
to the horizontal section.

Further, the center reflector 30 and the side reflectors 40
and 50 are integrally formed with each other, and the
respective reflection surfaces 31, 41, and 51 are formed
by aluminum deposition or the like.

[0026] The projection lens 35 is formed as a plane-
convex lens of which the front surface is a convex surface
and the rear surface is a flat surface. As shown in Fig. 2,
in the projection lens 35, the rear focal point F is disposed
on the optical axis Ax so as to be located at the second
focal point of the reflection surface 31 of the reflector 30.
Accordingly, an image formed on a focal point surface
including the rear focal point F is projected in the forward
direction as an inverse image.

[0027] The shade 29 according to the exemplary em-
bodiment is formed in a block (lump) shape so as to be
simultaneously used as a holder for the projection lens
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35 and the LEDs 25, 26, and 27, and the center reflector
30 and the side reflectors 40 and 50 which are integrally
formed with each other are placed thereon.

In addition, the shade 29 forms a cutoff line of a light
distribution pattern in such a manner that a light shielding
edge 29c is located near the rear focal point F of the
projection lens 35 so as to shield a part of light reflected
by the center reflector 30 and the side reflectors 40 and
50.

[0028] Further, in the shade 29, an upper surface 29a
extending backward in the direction of the optical axis Ax
from the light shielding edge 29c reflects upward a part
of light reflected by the center reflector 30 and the side
reflectors 40 and 50. The upper surface 29a is provided
with an auxiliary reflection surface 36 subjected to a re-
flection surface process.

That is, the shade 29 is formed so that the light shielding
edge 29c (i.e., a ridge between the auxiliary reflection
surface 36 and a front end surface 29b of the shade 29)
passes through the rear focal point F of the projection
lens 35.

In addition, when a part of light is reflected upward by
the auxiliary reflection surface 36, it is possible to effi-
ciently use the light to be shielded by the shade 29 as
irradiation light, and thus to improve the light flux availa-
bility of the light emitted from the LEDs 25, 26, and 27.
[0029] Further, the light shielding edge 29c of the
shade 29 is formed in a curved shape, in which both left
and right sides thereof protrude forward in a top view
(see Fig. 4), so as to correspond to the curvature of the
image surface of the projection lens 35. The curved light
shielding edge 29c aligns with a focal point group of the
projection lens 35. That is, the shade 29 has a structure
in which the light shielding edge 29c is formed along the
focal point group of the projection lens 35, and the shape
of the light shielding edge 29c is directly used as the
shape of the cutoff line.

[0030] Asdescribed above, inthe lamp unit 20 accord-
ing to the exemplary embodiment, since the light reflect-
ed by the reflection surface 31 of the center reflector 30
and the light reflected by the reflection surfaces 41 and
51 of the side reflectors 40 and 50 are allowed to be
irradiated in the forward direction via the projection lens
35, it is possible to efficiently allow the light emitted from
one LED 25 and the light emitted from two LEDs 26 and
27 to be incident to the projection lens 35, and thus to
ensure sufficient irradiation light intensity.

[0031] In addition, as shown in Fig. 4, the collected
light reflected by the reflection surface 31 of the center
reflector 30 is irradiated to a light collecting region in the
light distribution pattern. As shown in Fig. 5, the diffused
light reflected by the outer reflection surfaces 41b and
51b corresponding to the diffusion reflection regions of
the reflection surfaces 41 and 51 of the side reflectors
40 and 50 is irradiated to a diffusion region.

[0032] Further, as shown in Fig. 6, the light reflected
by the inner reflection surfaces 41a and 51a correspond-
ing to the connection reflection regions of the reflection
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surfaces 41 and 51 of the side reflectors 40 and 50 is
irradiated to the connection region between the light col-
lecting region and the diffusion region which cannot over-
lap with each other. Thus, it is possible to obtain the uni-
form illumination in the synthesized light distribution pat-
tern formed by the center reflector 30 and the side re-
flectors 40 and 50.

[0033] Furthermore, the lamp unit 20 according to the
exemplary embodiment is controlled to individually turn
on or off the LEDs 25, 26, and 27.

Thus, when the LEDs 25, 26, and 27 are selectively
turned on or off or each light intensity thereof is adjusted,
itis possible to form, for example, an AFS which changes
a light distribution pattern to the left or right in accordance
with a steering rudder angle or a vehicle speed upon
driving the vehiclein a curve road without rotatably driving
the entire part of the lamp unit 20.

That is, for example, when the light intensity of the LED
26isincreasedforaright curve road and the lightintensity
of the LED 27 is increased for a left curve road, it is pos-
sible to improve a visualizing performance in a vehicle
moving direction. Additionally, when the light intensity of
the opposite-side LED is decreased at this time, it is pos-
sible to improve the visualizing performance without in-
creasing the entire output of the lamp unit 20.

[0034] Furthermore, in the lamp unit 20 according to
the exemplary embodiment, since the shade 29 is simul-
taneously used as the holder for the projection lens 35
and the center reflector 30 and the side reflectors 40 and
50, itis possible to highly precisely set the positional re-
lationship of the projection lens 35, the center reflector
30, the side reflectors 40 and 50, and the shade 29 before
assembling the vehicle lamp 100. Accordingly, it is pos-
sible to easily assemble the vehicle lamp 100.

[0035] Inthe exemplary embodiment, since the LEDs
26 and 27 are respectively disposed on the reference
axes Bx and Cx extending in a direction tilted by about
15° to about 35° toward the optical axis A, it is possible
to obtain a compact lamp unit 20.

[0036] While the present invention has been shown
and described with reference to certain exemplary em-
bodiments thereof, other implementations are within the
scope of the claims. It will be understood by those skilled
in the art that various changes in form and details may
be made therein without departing from the spirit and
scope of the invention as defined by the appended
claims.

[0037] For example, in the above-described exempla-
ry embodiment, the vehicle lamp unit is used as the low-
beam head lamp, but the vehicle lamp unit can be used
as various vehicle lamp units such as a fog lamp or a
bending lamp in such a manner that the shade is omitted
or a plurality of pairs of side reflectors and a plurality of
pairs of semiconductor light emitting elements are used
in combination. Even in this case, it is possible to obtain
the same advantage as that of the above-described ex-
emplary embodiment. Further, the semiconductor light
emitting element as the light source is not limited to the
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light emitting diode, but an LD (semiconductor laser) or 4. The vehicle lamp unit according to any one of claims
the like may be adopted. 1 to 3, further comprising:

a shade which is disposed between the projec-

Claims 5 tion lens and the first semiconductor light emit-
ting element and plurality of second semicon-
1. A vehicle lamp unit comprising: ductor light emitting elements, and which shields
a part of light reflected by the center reflector
a projection lens which is disposed on an optical and the side reflectors so as to form a cutoff line

axis extending in a vehicle longitudinal direction; 10 of a light distribution pattern.

a first semiconductor light emitting element
which is disposed on the optical axis behind a
rear focal point of the projection lens;

a center reflector which comprises a reflection
surface which reflects light emitted from the first 15
semiconductor light emitting element in a for-
ward direction toward the optical axis;

a plurality of second semiconductor light emit-

ting elements which are disposed, respectively,

on reference axes and behind the rear focal 20
point of the projection lens, the reference axes
each extending in a direction tiled with respect

to the optical axis; and

a plurality of side reflectors, which correspond
torespective ones of the plurality of secondsem- 25
iconductor light emitting elements, each of the
side reflectors comprising a reflection surface
which reflects light emitted from the correspond-

ing second semiconductor light emitting element

in the forward direction toward the correspond- 30
ing reference axis,

wherein the reflection surface of each of the side
reflectors comprises an inner reflection surface
which is disposed on a side of the corresponding
reference axis closest to the optical axis and 35
whichis formed as a connection reflection region
having light collecting power smaller than that

of the reflection surface of the center reflector,

and

an outer reflection surface which is disposed on 40
a side of the corresponding reference axis op-
posite from the optical axis and which is formed

as a diffusion reflection region having light col-
lecting power smaller than that of the connection
reflection region. 45

2. The vehicle lamp unit according to claim 1,
wherein each of the first semiconductor light emitting
element and the plurality of second semiconductor
light emitting elements are controlled to be individu- 50
ally turned on or off.

3. The vehicle lamp unit according to claim 1 or 2,
wherein two second semiconductor light emitting el-
ements are disposed on two reference axes, respec- 55
tively, each of the two reference axes extending in
a direction tilted about 15 to about 35° with respect
to the optical axis.
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