Title: IMPROVED FOAM FORMING UNIT

Abstract: The invention provides a foam-forming unit, comprising: a mixing chamber (12) communicating with the outlet (14) of a pump (6, 8) for the purpose of mixing liquid and air, a dispensing part (22) provided with an outflow channel (24) with a foam opening (26) for dispensing foam, wherein the outflow channel is in communication with the mixing chamber (12), and a first foam-forming element (28) arranged in the outflow channel such that the foam flowing through the outflow channel passes through the foam-forming element (28) at least twice, wherein the dispensing part is further provided with a spout element (51) in which is located the final part of the outflow channel and the foam opening, and wherein the outflow channel comprises a cavity (32) after the first passage through the first foam-forming element, which cavity lies before the spout element as seen in flow direction.
— before the expiration of the time limit for amending the claims and to be republished in the event of receipt of amendments

For two-letter codes and other abbreviations, refer to the "Guidance Notes on Codes and Abbreviations" appearing at the beginning of each regular issue of the PCT Gazette.
IMPROVED FOAM-FORMING UNIT

The invention relates to a foam-forming unit which comprises a mixing chamber for mixing liquid and air, a dispensing part provided with an outflow channel with a foam opening for dispensing foam, wherein the outflow channel is in communication with the mixing chamber, and a first foam-forming element arranged in the outflow channel such that the foam flowing through the outflow channel passes through the foam-forming element at least twice, wherein the dispensing part is further provided with a spout element in which is located the final part of the outflow channel and the foam opening.

Such a foam-forming unit is known from EP 1 199 105. Arranged in the spout element is the foam-forming element through which the foam passes twice on its way to the foam opening in the spout element. The dimensions of the foam-forming element are limited by the limited internal dimensions of the spout element.

The invention has for its object to provide an improved foam-forming unit. A further object of the invention is to provide a foam-forming unit with which a foam of the highest possible quality can be produced, i.e. air bubbles in the foam being as fine and as uniform as possible.

The present invention provides for this purpose a foam-forming unit of the type described in the introduction, wherein the outflow channel comprises a cavity after the first passage through the first foam-forming element, which cavity lies before the spout element as seen in flow direction.

The space in the cavity, which the foam enters when it has passed through the first foam-forming element for a
first time, can be readily adjusted in respect of dimensions. The cavity lies under the cap of the dispensing part which, from a production engineering viewpoint, can be easily adapted to the desired situation. The cavity, and thereby the counter-pressure, is important in creating a resistance whereby the foam is as it were forced to pass through the foam-forming element at a determined speed. The ability to vary the counter-pressure is important in respect of the application of diverse liquids for pumping. The quality of the foam can therefore be further influenced in a simple manner by the correct choice of the dimensions of the cavity.

Because the foam flowing through the outflow channel passes through the foam-forming element twice, a finer and more uniform foam is found to result. In addition, the production process is relatively simple, since only one foam-forming element is arranged for two passages, which has the effect of saving costs.

In a preferred embodiment a screen foam-forming element is arranged in the outflow channel before the first foam-forming element. This is found to further improve the quality of the dispensed foam.

In a preferred embodiment the foam-forming element comprises a screen. A screen is found to produce the desired foam-forming effect.

In a further embodiment the foam-forming element comprises a mixing element in addition to or instead of a screen. A screen has the object of reducing the particle size, while a mixing element brings about a mixing or swirling of the foam.

In a preferred embodiment the openings in the second screen have a dimension between 0.1 mm and 0.4 mm, and preferably in the order of 0.2 mm. Tests have shown that these dimensions produce the desired results.
In a preferred embodiment the first screen has openings with a dimension between 10 µm and 150 µm, and preferably in the order of 50 µm. Tests have shown that these dimensions produce the desired results.

The foam-forming unit further comprises a pump for liquid and a pump for air, which are each provided with an inlet and an outlet.

In a preferred embodiment the foam-forming unit comprises valves in the inlet and the outlet of each pump for drawing in respectively expelling air and liquid, wherein one or more valves are formed integrally with the air pump or liquid pump into a single construction element. Integral forming of the valves reduces the number of components and production steps and saves costs.

In a preferred embodiment the outflow channel comprises, after the first passage through the first screen, a cavity comprising side walls and an upper wall with a predetermined height relative to the first screen. As explained above, the dimension of the cavity is found in practice to be important in producing foam of a higher quality.

In a further preferred embodiment the predetermined height is between 1 mm and 4 mm, and preferably in the order of 2 mm. With such dimensions the foam-forming unit is found in practice to produce finer and more uniform foam.

In a further preferred embodiment a cap forms the walls of the cavity. The cap is simple to arrange and enables a greater variety in the product, including variation in colour and material choice.

In a further preferred embodiment the inlet of the pump for air comprises at least one opening for drawing in air in an outer wall of the foam-forming unit. Owing to this location of the air opening the foam-forming unit can also be
used in a wet environment, such as a shower, without water interfering with the operation.

In a further preferred embodiment the above mentioned opening communicates with a space in which a tube, which communicates with an air reservoir of the air pump, protrudes over a predetermined length. Owing to such an air inlet the foam-forming unit will continue to function in a wet environment such as a shower. The opening can also be relatively small and therefore inconspicuous.

According to a further aspect, the present invention provides a foam dispensing assembly consisting of a liquid container and a foam-forming unit, wherein the foam-forming unit is formed by a foam-forming unit as described above.

The invention will now be further elucidated with reference to the annexed drawings. In the drawings:

figure 1 shows a perspective, partly cut-away foam dispensing assembly according to the invention;
figure 2 shows a perspective view in cross-section of a detail of a foam-forming unit according to the present invention;
figure 3 is a partly cut-away detail view of the foam-forming unit of figure 2, and

figure 4 is a perspective view in cross-section of a detail of a foam-forming unit according to a second embodiment.

A foam dispensing assembly 1 according to the present invention comprises a cylindrical liquid container 2 which has therein a liquid 3 for foaming and on which is arranged a foam-forming unit 4 (fig. 1). Foam-forming unit 4 comprises a pump 6 for air and a pump 8 for liquid, which are each provided with an inlet and outlet. Inlet 9 of air pump 6 is in communication with the environment (fig. 2), while the
inlet of liquid pump 8 is in communication with the content 3 of liquid container 2 via hose 10. Foam-forming unit 4 further comprises a mixing chamber 12 which is in communication with outlet 14 of air pump 6 and the outlet of liquid pump 8 comprising valve 16. Valve 18 is further arranged close to the outlet of the air pump.

The top part of the assembly comprises a dispensing part 22, comprising an outflow channel 24 with a foam opening 26 (fig. 2). Outflow channel 24 runs from mixing chamber 12 to foam opening 26. In this channel 24 are arranged foam-forming elements, in the embodiment shown in figure 2 in the form of relatively fine-mesh screens 34, 28.

A first screen 28 is arranged by means of ultrasonic welding such that the foam passes through screen 28 twice. Arranged for this purpose above screen 28 is a cap 30 which forms a cavity 32 above screen 28. As seen in the flow direction, cavity 32 is located before spout element 51. The upper wall of cap 30 is curved for the purpose of simple and ergonomic operation. The minimum height, i.e. the distance between cap 30 and screen 28, is about 2 mm, which tests have shown to be an advantageous height for finer and more uniform foam. Screen 28 has openings with a dimension between 10 µm and 150 µm, and preferably in the order of 50 µm. Cap 30 is a separate component of the foam-forming unit, which makes possible a variation in colour and material thereof.

In the shown preferred embodiment a second screen 34 is further arranged in the outflow channel before the first screen, which has openings with a dimension between 0.1 mm and 0.4 mm, and preferably in the order of 0.2 mm. The second screen 34 is arranged by injection moulding and is formed integrally with a ring 35 which forms part of construction component 61. Two components of the foam-forming
unit are thus integrated, thereby reducing the cost price and assembly time.

The mixture of liquid and air leaves the mixing chamber 12 via second screen 34, wherein foam is formed with a relatively coarse structure. The coarse foam then passes through the first screen 28 and enters cavity 32, wherein the structure of the foam becomes finer and more uniform, i.e. air bubbles in the foam are of smaller and more uniform size. The foam then passes through screen 28 a second time and approaches outflow opening 26, wherein the foam becomes even finer and more uniform.

The quality of the foam is higher than in known foam-forming units, which often also comprise two screens. In addition, only one production step is necessary to arrange the first screen, so that production costs are still about the same as for known foam-forming units. For a further improvement in the foam quality, a third screen (not shown) can be arranged on edge 36.

In a further preferred embodiment the air inlet of the air pump is formed by a gap 37 arranged between cap 30 and wall 38 (fig. 3). Air is drawn in and enters space 40 into which debouches a tube 42, which serves as a chimney and allows the air through to air chamber 44 for the air pump. The upper end 46 of tube 42 is preferably angled, wherein the angle with the longitudinal axis of the tube is about 30°. Tube 42 protrudes over a predetermined length of about 4 mm into space 40. The construction thus acts as an enclosed chimney. This air inlet has the advantage that in a wet environment hardly any water is drawn in, so that the foam-forming unit also continues to function under the shower.

Figure 4 shows a second embodiment of a foam-forming unit according to the invention. The embodiment is largely identical to the first embodiment shown in figure 2,
with the difference that a further foam-forming element in
the form of a mixing element 50 is placed in outflow channel
24. Mixing element 50 is arranged between first foam-forming
5 element 28 and second foam-forming element 34a. Mixing
element 50 consists of a plate-like element which is co-
moulded with construction component 60 and which is provided
with four circular holes with a cross-section of about 1.5
mm. The pattern and dimensions of the openings in mixing
element 50 can be varied subject to the product for pumping.
10 An additional second foam-forming element 34b can be further
provided (location of this element is shown in figure 4).

It is noted that the second foam-forming element
34a is preferably co-moulded with construction component 61.
The additional second foam-forming element 34b is preferably
15 welded to the upper side of construction component 61. The
first foam-forming element 28 is preferably also welded to
the upper edge 36 of construction component 60. The foam-
forming unit consists substantially of only three
construction components 60, 61 and 32.

The further operation of the above described foam-
forming unit 4 and assembly 1 is described in the
international patent application 0 242 005 of applicant. The
content thereof is incorporated herein.

The system has a variable arrangement, wherein a
25 number of options are available for adapting the foam-forming
unit to a specific liquid. Because there are very diverse
liquids (viscosity, tixotropic behaviour, chemical
composition, the presence of particles etc.), there is a
system arrangement wherein the construction can be modified
relatively easily to the liquid for pumping. The variables
are, among others, number, pattern and size of the openings
in the or each foam-forming element, the number of foam-
forming elements, which foam-forming elements (screen or
mixing element), dimensions of cavity 32 and so on.

The present invention is not limited to the above described preferred embodiments thereof, in which many modifications can be envisaged, but is defined by the scope of the appended claims.
CLAIMS

1. Foam-forming unit, comprising:
   - a mixing chamber communicating with the outlet of a pump for the purpose of mixing liquid and air,
   - a dispensing part provided with an outflow channel with a foam opening for dispensing foam, wherein the outflow channel is in communication with the mixing chamber, and
   - a first foam-forming element arranged in the outflow channel such that the foam flowing through the outflow channel passes through the foam-forming element at least twice, wherein the dispensing part is further provided with a spout element in which is located the final part of the outflow channel and the foam opening, characterized in that the outflow channel comprises a cavity after the first passage through the first foam-forming element, which cavity lies before the spout element as seen in flow direction.

2. Foam-forming unit as claimed in claim 1, wherein a second foam-forming element is arranged in the outflow channel.

3. Foam-forming unit as claimed in either of the foregoing claims, wherein the foam-forming element comprises a screen.

4. Foam-forming unit as claimed in any of the foregoing claims, wherein the foam-forming element comprises a mixing element.

5. Foam-forming unit as claimed in any of the foregoing claims, also comprising a pump for liquid and a pump for air, which are each provided with an inlet and an outlet.

6. Foam-forming unit as claimed in claim 5, comprising valves in the inlet and the outlet of each pump.
for drawing in respectively expelling air and liquid, wherein
one or more valves are formed integrally with the air pump or
liquid pump into a single construction element.

7. Foam-forming unit as claimed in claim 3, wherein
the screen of the first foam-forming element has openings
with a dimension between 10 \( \mu \text{m} \) and 150 \( \mu \text{m} \), and preferably in
the order of 50 \( \mu \text{m} \).

8. Foam-forming unit as claimed in claim 3 or 7,
wherein the openings in the screen of the second foam-forming
element have a dimension between 0.1 mm and 0.4 mm, and
preferably in the order of 0.2 mm.

9. Foam-forming unit as claimed in any of the
foregoing claims, wherein the outflow channel comprises after
the first passage through the first foam-forming element a
cavity comprising side walls and an upper wall with a
predetermined height relative to the first foam-forming
element.

10. Foam-forming unit as claimed in claim 9,
wherein the predetermined height is between 1 mm and 4 mm,
and preferably in the order of 2 mm.

11. Foam-forming unit as claimed in claim 9 or 10,
wherein a cap forms the walls of the cavity and wherein the
upper wall is curved.

12. Foam-forming unit as claimed in claim 11,
wherein the cap is arranged on inner walls of the foam-
forming unit in order to form the cavity.

13. Foam-forming unit as claimed in claim 5 or 6,
wherein the inlet of the pump for air comprises at least one
opening for drawing in air in an outer wall of the foam-
forming unit.

14. Foam-forming unit as claimed in claim 13,
wherein the opening for drawing in air is in communication
with a space in which a tube, which communicates with an air
reservoir of the air pump, protrudes over a predetermined length.

15. Foam dispensing assembly consisting of a liquid container and a foam-forming unit, wherein the foam-forming unit is formed by a foam-forming unit as claimed in any of the claims 1-14.

16. Method for manufacturing a foam-forming unit as claimed in any of the claims 1-14 and/or a foam dispensing assembly as claimed in claim 15.

17. Method for the use of a foam-forming unit as claimed in any of the claims 1-14 and/or a foam dispensing assembly as claimed in claim 15.
INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER

IPC 7 B05B7/00 B05B11/00

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

IPC 7 B05B

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practical, search terms used)

EPO-Internal

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>EP 1199 105 A (GUALA DISPENSING S P A) 24 April 2002 (2002-04-24) paragraph '0064'; figures</td>
<td>1,3,6, 9-17</td>
</tr>
<tr>
<td>A</td>
<td>EP 0 613 728 A (DAIWA CAN CO LTD) 7 September 1994 (1994-09-07) column 17, line 54 - column 18, line 5</td>
<td>1,2,6-8</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of box C. Patent family members are listed in annex.

* Special categories of cited documents:
* document defining the general state of the art which is not considered to be of particular relevance
* earlier document but published on or after the international filing date
* document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason as specified
* document referring to an oral disclosure, use, exhibition or other means
* document published prior to the international filing date but later than the priority date claimed

Date of the actual completion of the international search: 22 June 2004

Date of mailing of the international search report: 05/07/2004

Name and mailing address of the ISA

European Patent Office, P.B. 5818 Patentboulevard 2 NL - 2280 HV Rijswijk
Tel. (+31-70) 340-3040, Tx. 31 651 epo nl, Fax (+31-70) 340-3016

Authorized officer

Barré, V
<table>
<thead>
<tr>
<th>Patent document</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td>DE 60100013 D1</td>
<td>19-09-2002</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 60100013 T2</td>
<td>03-04-2003</td>
</tr>
<tr>
<td></td>
<td></td>
<td>ES 2182815 T3</td>
<td>16-03-2003</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2003015552 A1</td>
<td>23-01-2003</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 663434 B2</td>
<td>05-10-1995</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 5644294 A</td>
<td>15-09-1994</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2117054 A1</td>
<td>06-09-1994</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 69405124 D1</td>
<td>02-10-1997</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 69405124 T2</td>
<td>09-04-1998</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 0613728 A2</td>
<td>07-09-1994</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 5443569 A</td>
<td>22-08-1995</td>
</tr>
</tbody>
</table>