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1. 

The breathing apparatus used heretofore at 
high altitudes and generally where air is rarefied 
are not very rational because they do not allow 
a sufficient increase in the breathing mixture, 
and because not all the whole amount of oxygen 
supplied is utilized for breathing. 

Recently Boothby and Lovelace (see the re 
view "Aviation Médicine” No. 9 of the year 1938, 
page 172) have described a type of breathing 
mask, answering rather well to its object, but 
having yet the drawback of allowing the respira 
tion of a part of the expired air, which should be 
useful to increase the resistance to "anoxaemia.' 
As one of the applicants has shown (R. Mar 

garia, in Giornale di Medicina Aeronautica, 
1939-2) it has been finally established that such 
a practice instead of being an advantage is use 
less and altogether harmful. 
The object of the present invention is an ap 

paratus for supplying oxygen for breathing in 
rarefied air, according to which the supply of 
this gas to the lungs is adjusted So as to obtain 
the best possible utilization of the oxygen sup 
plied. 
The apparatus is characterized by means Sup 

plying first directly to the alveoli of lungs an 
amount of gas O2 pure, which in said alveoli is 
mixed with already enriched air, driven out of the 
Said alveoli to occupy the respiratory channels 
during each expiration for returning during the 
Subsequent inspiration in said alveoli and by 
means which subsequently supply the atmcs 
pheric air poor in oxygen to the respiratory chan 
nels, driving it out in the atmospheric air dur 
ing the subsequent expiration. 
This apparatus allows to supply to the lungs 

first a suitable amount of pure oxygen and sub 
Sequently, the outer atmospheric air poor in oxy 
gen: thus the oxygen enters entirely in the alveoli 
of the lungs, where it mixes with the inspired 
surplus of air, whilst in the respiratory channels, 
Where no gaseous exchanges with the blood take 
place there is only the outer atmospheric air, 
poor in Oxygen. 
During the subsequent expiration this poor air 

of the respiratory channels is immediately driven 
out and at the end of the expiration there will 
remain in said channels the rich air formerly 
contained in the alveoli so that this air, in the 
Subsequent inspiration, will be again drawn into 
the alveoli and will therefore be utilized. 
The calculations of the amount of oxygen to be 

Supplied, may therefore be based on the alveolar 
ventilation, instead. of being based on the whole 
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lung ventilation so that there is a great saving in 
the supplied oxygen. 
The invention is illustrated in a practical emi 

bodiment thereof in Fig. 1 of the accompanying 
drawing. While Fig.2 shows a diagram permitting 
the supplying regulation, in relation to the dif 
ferent altitude conditions, and consequently of 
air rarefaction. 
The apparatus consists in two parts: one A of 

a reduced capacity, has preferably the form of a 
cylinder, closed at the top and open at the bot 
tom base and is formed of rigid materials, for 
instance with metal, ebonite, synthetic resins or 
the like: it is divided by a diaphragm C into 
two superposed chambers A-A'. The dia 
phragm C presents. a valve M. controlling the 
passage between the two chambers A and A' as 
Will be disclosed hereinafter. 
On the lower chamber A', open at the bottom, 

is fitted, perfectly tight, a bag B, preferably in 
rubber, whilst chamber A' is connected by pipes 
D, E which enter into tubes F, G of a rubber nose 
COver H, provided with fixture straps I, said cover 
tting onto the nose of the operator so that the 

supply of the gases for breathing is provided sole 
ly through the nose cavities. The mouth remains 
entirely free, so that the pilot or the airplane 
passenger may talk, eat, vomit, without requir 
ing any removal of the mask and without any 
interruption in the supply of the oxygen. 
The chamber 'A' of member A communicates 

by means of an inhalation check-valve M, with 
chamber A' and therefore with bag B, there be 
ing thus two chambers of a very different volume 
capacity, since normally the volume capacity of 
the bag is about 1% liters. 

Pure oxygen flows constantly into said capacity 
formed by bag B and by chamber A' from a tube 
N traversing the wall of A' out of a bottle (not 
represented in the drawing), provided with a 
pressure reducing Valve and with a fux-meter 
(also not shown in the drawing). 
On the side-Wall of chamber A' is provided an 

inhalation valve O allowing outside air to enter 
the bag B, but preventing the oxygen contained 
in said bag from leaking out. 
When the user commences an air inspiration, 

first only valve M opens, and the oxygen con 
tained in the bag B flows into the lungs; only 
afterwards, it can overcome the resistance of 
valve O which opens and outside atmospheric air, 
poor in Oxygen, is drawn in. Walve L will nor 
mally remain closed. 
In this manner the oxygen collecting in bag B 

enters directly in the alveoli of the lungs and 



2,432,627 
3 

will be entirely utilized, being mixed only at the 
end of the inspiration and only partially with 
the rarefied air, so that a smaller OXygen quan 
tity can be Supplied than in the case that the 
mixing would be effected and utilized for breath 
ing; effectively oxygen enters in all alveoli and 
the respiratory channels are only occupied by the 
very poor atmospheric air. 

In exhaling, the air passes from the nostrils to 
tubes FGDE into chamber A. Valve M closes 
and valve I opens, and out of said valve L flows 
the whole air occupying the respiratory channels, 
then the enriched air which flows out of the lungs 
occupies the respiratory channels. In the subse 
quent inspiration this formerly enriched air, re 
turns to the lungs with a fresh quantity of oxy 
gen, so that a new utilization takes place. s 
Walves L., M., O are formed with rubber or mica, 

membranes and may have any suitable struc 
ture. 
In Order to better show the advantages of the 

present invention, in Fig. 2 a diagram is given 
showing the amount (in liters, at 0° cent. tem 
perature and 760 mm, mercury pressure) of oxy 
gen to be supplied, in relation to the altitude in 
kilometers above the level of the sea, which is 
the most important application for the living in 
aeroplanes flying at high altitude; similar con 
siderations could naturally be made for air rare 
fied for any other reason. The amount of oxygen 
Supply to maintain a high partial pressure of 
Oxygen in the alveoli, namely a pressure equal to 
that obtaining at sea level-varies of course with 
the ventilation of the lungs (or of the alveoli). 
It is well known that the latter varies in linear 
proportion With individual metabolism, at least 
up to values of the same which are not exces 
sive and that each liter of expired air corresponds 
to an energy consumption of about 0.25 calory 
(See R. Margaria Transactions of the Reale Ac 
cademia dei Lincei Series VI, vol. VII, part W, 
1938 at page 359). 
A man resting in a chair, consumes 1 calory 

per minute; When he moves now and then the 
arms or the legs as a pilot does in usual practice, 
the metabolism or energy consumption does not 
exceed tWO calories per minute. The ventilation 
of the lungs, viz. the amount of air inhaled and 
exhaled every minute, for the case considered of 
an energetic consumption of two calories per min 
ute, Will be 8 liters, as every 0.25 calory consumed 
Corresponds to 1 liter of exhalled air. 
Supposing the frequency of respiration, namely 

the number of inspirations per minute, to be 15, 
the depth of respiration will amount to 533 cubic 
centimeters and, Supposing the clearance volume 
for respiration to be 150 cubic centimeters the 
alveolar respiration will amount to 5.75 liters, as 
obtained by subtracting said clearance volume 
from the breathing depth and then by multiplying 
the result by the breathing frequency. 
The amount of oxygen to be supplied in order 

that, in addition with air, it should provide such a 
dose as would maintain the partial pressure of 
OXygen as obtained at sea-level, is shown, for the 
case in consideration, in the diagram Fig. 2. 
Said diagram has been plotted, taking into con 

sideration the increase in volume of the gas due 
to the decrease of atmospheric pressure and con 
Sidering also that said gas within the lungs is 
at 37' cent. and Saturated with water vapour, 
wherein the partial pressure is 47 mm. mercury 
Column. 

It is apparent that with the breath apparatus 
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Specified above, both pilot and passengers of a 75 

4. 
civil aircraft, on using only 1.3 liters of oxy 
gen per minute, can fly up to 10,000 meters alti 
tude, remaining exactly in the same condition, 
concerning respiration exchanges, as if they were 
at sea-level. If on the contrary the calculation 
should be based on lung ventilation (8 liters in 
stead of 5.75 in the above case) the amount of 
oxygen required in the same conditions would 
rise to 1.7 liters. 
As mentioned above, the apparatus Specified is 

shown merely as an example of embodiment of 
the invention. It may be varied in dimensions, 
in the shape of its various parts, provided it 
shculd achieve the method for supplying Oxygen 
as claimed in the present invention. 

So, for instance, pipe N supplying oxygen, might 
be extended further downward-towards the bot 
tom of bag. B; the expiration valve L, instead of 
being placed sideways, might be placed in front 
of chamber A' etc. Also the apparatus might be 
provided, with some accessory, as for instance a 
COrrugated pipe to be inserted between part A car 
rying the valves and the nose attachment (or 
any other suitable point) thus allowing the pilot 
more freedom in the movements. Also the straps 
for holding the nose-cover applied to the face 
might be of any proper shape. 
What I claim is: 
1. A breathing apparatus of the character de 

Scribed comprising a rigid chamber, a partition 
dividing said chamber into two compartments, a 
flexible lung bag connected in permanent com 
munication. With one compartment, means for 
continually supplying oxygen to said bag and the 
Compartment in communication therewith, a 
nasal mask connected in communication with the 
other compartment, a check valve in the parti 
tion for preventing flow of gas from the compart 
ment in communication with the nasal mask to 
the other compartment and permitting the re 
verse flow, a check valve associated with the com 
partment communicating With the nasal mask to 
enable discharge of gas from said compartment 
to the atmosphere and prevent inflow of air from 
the atmosphere, and a check valve associated with 
the compartment in Communication with the bag 
to prevent discharge of gas from the compart 
ment and enable the intake of air from the at 
noSphere. 

2. In a breathing device for supplying a mix 
ture of air and OXygen for breathing by a user 
of the device, the cornbination of a nasal mask; a 
chainber communicating with said mask; a sec 
Cnd chanber; means to supply oxygen to said 
Second Chamber; a check valve in said first cham 
ber, preventing ingress of air and permitting 
reverse flow; a check valve in said second cham 
ber, permitting ingress of air and preventing 
egreSS of oxygen; and a check valve connecting 
Said chambers, permitting flow of oxygen and air 
from Said Second chamber to said first chamber, 
and preventing reverse flow. 

3. In a breathing device for supplying a mix 
ture of air and oxygen for breathing by a user of 
the device, the combination of a tubular element 
of rigid material, closed at one end and open at 
the other end; a collapsible bag of a flexible ma 
terial impervious to gases, attached to said tubular 
element about Said open end by a gas-tight joint; 
a rigid diaphragm disposed in said tubular ele 
ment transverse of the longitudinal axis of said 
element intermediate its ends and dividing said 
element into two chambers, adjacent to and re 
note from said bag, respectively; a rigid pipe for 
Supplying Oxygen to the device, said pipe pass 
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ing through the wall of Said element in a gas 
tight joint, through said chamber adjacent said 
bag, and outwards from said element through its 
open end and into said bag; the Said chamber 
adjacent the bag being connected with the atmoS 
phere by a port, a check-valve disposed in said 
ported chamber and Cooperating with Said port to 
admit air into said chamber and prevent reverse 
flow; the said chamber remote from said bag 
being connected with the atmosphere by a port, 
a second check-valve co-Operating with the last 
mentioned port to permit discharge of air from 
the last mentioned ported chamber and prevent 
reverse flow; the diaphragm being provided with 
a port affording communication between said 
two chambers; a third check-valve co-operating 
With the diaphragm port to permit passage of 
oxygen and air from the chamber adjacent the 
bag to the other chamber and prevent reverse 
flow; and a pair of pipes communicating with 
the chamber remote from the bag and connected 

6 
with the nostrils of the user of the device, respec 
tively. 

ROOOLFO MARG-ARIA. 
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