
April 5, 1927. 1,623,523 
L. L. BOURKE... 

GOLF CLUB 

Filed June 18, 1926 

  

  



0. 

5 

2 5 

30 

3 5 

40 

45 

Patented Apr. 5, 1927. 
UNITED STATES 

1,623,523 
PATENT OFFICE. 

LESTER L. BouBKE, OF LEwBEACH, NEW YORK. 
GOLF CLUB. 

Application filed June 18, 1926, serial No. 116,952. 
This invention, relates to golf clubs and its 

primary object is to provide a golf club hav: 
ing interchangeable heads whereby heads of 
different types and shapes can be detach 
ably associated with a single shaft, and 
thereby overcome the necessity of carrying 
a multiplicity of clubs. . 
A further object of the invention is to 

provide a golf club having a detachable 
head and being so constructed that the joint 
between the head and shaft of the club 
rigidly holds the head to the shaft but the 
head can be associated or detached from the 
shaft in an expeditious manner with very 
little effort on the part of the operator. 
This invention also consists in certain 

other features of construction and in the 
combination and arrangement of the several 
parts, to be hereinafter fully described, 

20 e illustrated in the accompanying drawings 
and specifically pointed out in the appended 
claims. 

In describing my invention in detail, ref 
erence will be had to the accompanying 
drawings wherein like characters denote like 
or corresponding parts throughout the 
several views, and in which: Figure 1 is a fragmentary perspective 
view showing a “driver' or “brassie' asso 
ciated with a shaft in full lines, and an iron 
head in dotted lines by my novel joint. 

Figure 2 is a fragmentary side elevation 
of the joint perse. 

Figure 3 is a vertical sectional view taken 
5 through, the joint and showing parts in ele 

vation. 
Figure 4 is a sectional view taken on line 

4- 4 of Figure 2. 
Referring to the drawings in detail the 

reference numeral 1 indicates a shaft of the 
golf club as shown and which is received 
and secured in a sleeve 2 having a slightly 
tapered solid restricted portion 3 depending 
therefrom, as best shown in Figure 3 of the 
drawings. r 
Extending from diametrically opposite 

sides of the restricted portion 3, approxi 
mately midway its ends are studs 4 which 
are formed with one flat beveled side wall. 
5 while the remaining walls are also beveled 
at 6, and the studs are also tapered to a 
rounded end 7 as suggested in Figure 2 of the 
drawings. The necks 8 of the wooden heads 
9 are each provided with a ferrule 10, but in 

5 5 forming the iron heads, the necks 1 there 
of are formed each with a socket, and in any 

event the ferrules 10 or sockets are each pro 
vided with bayonet slots 12 diametrically ar 
ranged therein as suggested in Figure 4, and 
these bayonet slots are formed with beveled 
walls 13 to accommodate the studs 5 and the 
inner ends of the horizontal portions 14 of the 
slots are reduced and rounded so as to con 
form to the rounded ends 7 of the studs. 
As shown in the drawings, the horizontal 

portions 14 of the bayonet slots 12 extend 
toward the right for providing a club for 
right handed players, but of course the hori 
Zontal portions 14 should extend toward the 
left in clubs for left handed players, as this 
construction will prevent the studs from be 
coming loose or being casually removed from 
the slots as will be readily apparent. 
To provide different length clubs, the necks 

of the clubs are to be constructed of differ 
ent lengths, for example a putter will have 
a short neck, and the necks of the other 
clubs will be made of a length to correspond 
to the club for the particular purpose for 
which it is intended. The recess 15 of the 
ferrule 10 for the wooden clubs receives the 
depending portion 3 which terminates above 
the bottom thereof as shown in Figure 3 
and a coil spring 16 having a small convo 
lution 17 on its lower end is arranged in 
this recess 15. A screw bolt 18 passes 
through the small convolution for securing 
the spring to the bottom wall of the recess. 
A follower 19 is arranged on the top con 
volution of the spring between the same and 
the long end of the portion 3. The ferrule 
10 is also provided with a recess 20 to ac 
commodate the reduced end of the necks of 
the wooden heads. 
The spring 16 will of course be secured to 

the bottom wall of the sockets of the necks 
of the iron heads and a follower will also 
be employed as will be readily apparent. 
From the above description and disclosure 

of the drawings, it will be obvious that this 
invention provides a golf club which has 
detachable heads secured to the shaft in such 
a manner whereby a shock caused by hitting 
a golf ball will result in causing the parts 
of the joint to wedge themselves together 
in operative position, but the heads can be 
detached from the shaft in an expeditious 
manner by merely turning the head or shaft 
so as to align the stud 4 with the vertical 
portion of the bayonet slots and separating 
the shaft and head by pulling them apart. It is thought from the foregoing descrip 
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tion that the advantages and novel features 
of my invention will be readily apparent. 
I desire it to be understood that I may 

make changes in the construction and in 
the combination and arrangement of the 
several parts, provided that such changes 
fall within the scope of the appended claims. 
What I claim is: a 
1. A golf club of the character described 

comprising a shaft, a sleeve secured to said 
shaft, a depending portion secured to sail 
sleeve, studs extending from diametrically 
opposite sides of said depending portion and 
being provided with beveled walls, a head, 
and means on said head formed with bayo 
net slots having beveled walls to accommo 
date the walls of the stud whereby the head 
is detachably associated with the shaft. 

2. A golf club of the character described 
comprising a shaft, a sleeve secured to said 
shaft, a restricted portion depending from 
said sleeve, studs having beveled walls and 
being tapered toward one end, said studs projecting from diametrically opposite sides 
of the restricted portion, a head, a neck 
formed on said head, a ferrule secured to 

1,623,528 

Said neck and being provided with a recess 
to accommodate the restricted depending 
portion, bayonet slots formed in said ferrule 
to receive the studs and having beveled walls 
and restricted ends to accommodate the 
walls of the studs and ends thereof for the 
purpose specified. 

3. A golf club of the character described 
comprising a shaft, a sleeve secured to said 
shaft, a restricted portion centrally depend 
ing from said sleeve, studs extending from diametrically opposite sides of said re 
stricted portion and having beveled walls 
tapered toward one end, a club head, a neck 
formed on said head, a ferrule secured to 
said neck and being provided with a recess 
to accommodate the restricted depending 
portion, a bayonet slot formed in said fer. 
rule to accommodate the studs, a follower, 
l'esilient aeans for forcing the follower in 
contacting engagement with the bottom of 
the depending portion and being secured to 
the bottom of the recess. 
In testimony whereof I affix my signature. 

LESTER L. BOURKE. 
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