A method and a device for non-invasive blood pressure measurement

**Abstract:** A system for measuring blood pressure of a user that comprises an ElectroCardioGram (ECG) circuit with at least two ECG electrodes configured to obtain an electrical activity of a heart of the user by measuring the electrical signals detected at the at least two ECG electrodes as an electrocardiogram waveform, and a pulse oximeter circuit configured to obtain a pulse waveform corresponding to a blood flow on user's vessels. The system further comprises a processor that is in electrical contact with the electrocardiogram circuit and the pulse oximeter circuit. The processor is configured to simultaneously analyze the electrocardiogram waveform and the pulse waveform. The processor is further configured to identify a “Zero Voltage Crossing” point on the electrocardiogram waveform and to determine time delays from this point to respective different determined points of the pulse waveform; and to use the time delays to compute the blood pressure values.

**Figure 1**

[Diagram showing ECG electrode placement and pulse oximeter device back side]
A Method and a Device for Non Invasive Blood Pressure Measurement

Field of the invention

The invention relates to determining blood pressure by analyzing the ElectroCardioGram (ECG) and pulse waveforms.

1 INTRODUCTION

There is a strong need for Non-Invasive continuous measurement of Blood Pressure (NIBP) to monitor, diagnose and follow-up patients and healthy persons as well. Most common NIBP methods are based on mechanical or oscillometric recordings: they require a cuff to be placed on the upper arm or wrist and involve application of pressure on the cuff. Moreover, they cannot be used to obtain continuous beat-to-beat (heart of pulse beat) recording of blood pressure changes, as there is a gap of 2-3 minutes required between subsequent recordings. Recently, novel ways of measuring the blood pressure from a combination of multiple sensors have been developed. The most promising ones use a combination of readings from at least three sensing systems: ElectroCardioGram (ECG), Pulse Oximeter or PhotoPlethysmoGram (PPG, or Pleth), and either phonocardiogram or Impedance Cardiogram (ICG). Most of these methods are based on measuring the time differences between the different waveforms of ECG, PPG and ICG or phonocardiogram and relating them to the blood pressure changes.

The ECG device records the electrical activity of the heart that is detected by two or more electrodes on the device. It records the electrical impulses produced by the polarization and depolarization of tissues in the heart.

The pulse oximeter measures the oxygen saturation level (Sp02). A PPG device is a pulse oximeter that uses optical technique to measure the change in the volume of arterial blood with the pulse beat. The device usually measures the change in blood volume at peripheral body parts, typically on fingertips.

In ICG, current is transmitted through the chest of the subject and the change in impedance of current passing through the heart, based on the blood flow changes in the aorta, is measured. In phonocardiogram, the sound from the heartbeats is recorded. While ECG and PPG can be measured at different parts of the body (such as the chest, hands, ears, etc), in order to accurately track the ICG or phonocardiogram, the recordings need to be performed close to the chest.

From the sensor recordings, the Pulse Transit Time (PTT): the time difference between the R peak of the ECG and the peak of pulse wave, and the Pre-
ejection Period (PEP): the time difference between the R peak of the ECG and the peak of ICG or phonocardiogram are measured. The blood pressure changes are then estimated from the PTT and PEP values for each beat.

One goal of the present invention is to provide a method and a device to measure continuously non-invasively blood pressure from advanced features of the ECG and PPG only. We also present a wrist worn device for acquiring the ECG and PPG, which further computes the blood pressure.

Summary of the invention

In a first aspect, the invention provides a wrist-worn device for measuring blood pressure of a user, intended to be wrist worn. The wrist-worn device comprises a back dial and/or a back side of a strap of the wrist-worn device configured to be in contact with a user's arm on which the device is intended to be worn. The wrist-worn device further comprises at least an ElectroCardioGram (ECG) circuit with at least two electrodes configured to obtain an electrical activity of a heart of the user by measuring electrical signals detected at the at least two electrodes, and a pulse oximeter circuit configured to obtain a pulse waveform corresponding to a blood flow on user's vessels. One or more of the at least two ECG electrodes is placed on the back dial and/or on the back side of the strap, and one or more of the at least two ECG electrodes is placed on a front side of the device or on a front side of the strap and is configured to be touched. The pulse oximeter further comprises an optical sensor functionally connected to the pulse oximeter, the optical sensor being placed either on the back dial and/or the back side of the strap, or on the front side of the device or on the front side of the strap in a proximity of the one or more of the at least two ECG electrodes. The proximity is configured such that an intended touch by the user of the one or more of the at least two ECG electrodes causes the corresponding optical sensor to be also touched, and whereby the Electrocardiogram circuit and the pulse oximeter are configured to simultaneously measure the ECG waveform and pulse oximeter waveform and the device comprises computing means configured to use the waveforms and compute blood pressure.

In a second aspect, the invention provides a system for measuring blood pressure of a user that comprises an ElectroCardioGram (ECG) circuit with at least two ECG electrodes configured to obtain an electrical activity of a heart of the user by measuring the electrical signals detected at the at least two ECG electrodes as an electrocardiogram waveform, and a pulse oximeter circuit configured to obtain a pulse waveform corresponding to a blood flow on user's vessels. The system further comprises a processor that is in electrical contact with the electrocardiogram circuit and the pulse oximeter circuit. The processor is configured to simultaneously analyze the electrocardiogram waveform and the pulse waveform. The processor is further configured to
identify a "Zero Voltage Crossing" point on the electrocardiogram waveform and to determine time delays from this point to respective different determined points of the pulse waveform; and to use the time delays to compute the blood pressure values.

In a third aspect, the invention provides a method for measuring blood pressure. The method comprises steps of analyzing an electrocardiogram waveform and a pulse waveform obtained from an electrocardiogram circuit and a pulse oximeter circuit; identifying a "Zero Voltage Crossing" point on the electrocardiogram waveform and determining time delays from this point to different determined points of the pulse waveform; and calculating the blood pressure based on a function of the time delays.

In a preferred embodiment, an effective time delay $T_{eff}$ is measured from the "Zero Voltage Crossing" point to a steepest point of the pulse wave.

In a further preferred embodiment an effective time delay $T_{eff}$ is measured from the "Zero Voltage Crossing" point to a peak of the pulse wave.

In a further preferred embodiment the electrocardiogram waveform and the pulse waveform are offset by one or more electrocardiogram beats from each other.

In a further preferred embodiment the electrocardiogram waveform and the pulse waveform are offset by one or more electrocardiogram beats from each other.

In a further preferred embodiment the electrocardiogram waveform and the pulse waveform are offset by one or more electrocardiogram beats from each other.

In a further preferred embodiment multiple electrocardiogram waveform beats are merged into a single beat for analysis, and wherein the merging is an ensemble average of the beats.

In a further preferred embodiment multiple pulse waveform beats are merged into a single beat for analysis, wherein the merging is an ensemble average of the beats.

In a further preferred embodiment computing the "Zero Voltage Crossing" point involves using wavelets as follows: computing a dyadic discrete wavelet transform of the electrocardiogram for different wavelet scales; determining a peak of an R waveform by searching for pairs of maximum moduli of opposite signals across all considered scales that exceed predefined thresholds; determining a peak of an S waveform by searching for pairs of
maximum moduli of opposite signals at a chosen scale, chronologically after the peak of the R waveform, but in its neighborhood; and determining the zero-voltage crossing point by searching after a maximum modulus associated to a last slope of a QRS complex at a chosen scale for a value that is lower than a predefined threshold.

In a further preferred embodiment "Zero Voltage Crossing" point is computed using Multiscale Morphological Derivative (MMD) as follows: computing an MMD transform of the electrocardiogram waveform; detecting peaks of R waveforms by searching for minima that exceed a predefined threshold value; determining peaks of S waveforms by searching for a first maximum chronologically after the peaks of the R waveforms; and defining the zero-voltage crossing point as a first local minimum chronologically after the peaks of the S waveforms.

In a further preferred embodiment the step of calculating the blood pressure values involves computing based on multiple functions of the time delays from the "Zero Voltage Crossing" point to the pulse waveforms, each one for a specific range of RR intervals of the electrocardiogram waveform, with a particular function chosen based on the corresponding RR interval of the electrocardiogram waveform.

In a further preferred embodiment the method further comprises performing a pre-calibration step of computing the blood pressure values using an existing blood pressure device, along with a simultaneous measurement of the time delays from the "Zero Voltage Crossing" point to the pulse waves, and building an offset function that relates the values, and the offset function is further used to adjust the function mapping the time values and the blood pressure calculations.

In a further preferred embodiment multiple offset functions are computed, each one for a specific range of RR intervals of the electrocardiogram waveform, with a particular function chosen based on the corresponding RR interval of the electrocardiogram waveform.

In a further preferred embodiment the method is applied to more than one lead of the electrocardiogram waveform and the time values are computed as an average of the different values across the different leads.

In a further preferred embodiment the method is applied to a combination of more than one lead of electrocardiogram waveform, with the different leads combined by an averaging function.

In a further preferred embodiment the method is applied to a combination of more than one lead of the electrocardiogram waveform, with the different leads combined by performing a Root Mean Square (RMS) of the leads.
In a further preferred embodiment the electrocardiogram waveform single beat is discarded if the RR interval of the electrocardiogram waveform is outside a pre-defined threshold value.

In a further preferred embodiment the pulse waveform single beat is discarded if the RR interval of the electrocardiogram waveform is outside a pre-defined threshold value.

In a further preferred embodiment, if more than R or S waveform of electrocardiogram waveform is detected at any beat, the beat and corresponding pulse waveforms are discarded when computing the ensemble average.

In a further preferred embodiment, in the intervals between the R peaks, S peaks and the Zero-Voltage Crossing points are also checked to see if they fall within a predefine range, and if not, the corresponding ECG beat and pulse waveforms are discarded when computing the ensemble average.

In a further preferred embodiment, if the time intervals between the Zero-Voltage Crossing point and the different determined points of the pulse waveform do not fall within predefined ranges, the blood pressure computation is not performed and postponed until the processing of a valid window.

In a further preferred embodiment, if the time intervals between the Zero-Voltage Crossing point and the different determined points of the pulse waveform do not fall within predefined ranges, the corresponding ECG beat and pulse waveforms are discarded when computing the ensemble average.

**Brief description of the drawings**

The invention will be better understood from the description of example embodiments and in light of the figures, wherein

Figure 1 shows a back side of the wrist worn device. This will be contact with the hand when worn. In one configuration (Figure (a)), only the ECG electrode is placed. In another configuration, along with the ECG electrode, an optical sensor for pulse oximeter measurement is placed as well;

Figure 2 shows a front side of the wrist worn device. In Figure (a), we show a configuration where only an ECG electrode is used on the front side. In Figures (b)-(e), different configurations are shown when the ECG electrode along with the optical sensor is used;

Figure 3 illustrates an overview of the method according to the invention;

Figure 4 shows a graph of ECG and pulse signal characteristic points;

Figure 5 contains a graph illustrating intervals used in the ABP model;
Figure 6 contains a graph illustrating blood pressure estimation using univariable single hypothesis one-point calibration model;

Figure 7 contains a graph illustrating blood pressure estimation using multivariable single hypothesis one-point calibration model;

Figure 8 contains a graph illustrating blood pressure estimation using multivariable multi-hypothesis model;

Figure 9 contains a graph illustrating blood pressure estimation using the univariable single hypothesis multi-point calibration model;

Figure 10 contains a graph illustrating blood pressure estimation using the multivariable single hypothesis multi-point calibration model; and

Figure 11 gives an overview of the complete inventive method.

2. WRIST WORN DEVICE FOR BLOOD PRESSURE MEASUREMENT

In this patent, we present a wrist worn device and a method for measurement of blood pressure. The wrist-worn device has the following components: two or more electrodes for ECG measurement and one or more optical sensor for pulse oximeter measurement. One or more of the ECG electrodes is placed either on the back dial of the device or on the strap, such that it's in contact with the arm in which the device is worn. The strap itself could be made of the material of ECG electrode, so that the entire strap (back side - in contact with the arm) can even be used for acquisition. The optical sensor could be placed either on the back side of the device, or could be placed on the front face as well. In the former case, the optical measurement is done on the arm on which the device is worn, while in the latter case, the measurement is through the other arm by which the device is touched. In Figure 1, we show some of the configurations in which the ECG electrode and the optical sensor can be placed on the back side of the device. Please note that the optical sensor need not be placed together with the ECG electrode. The only requirement is that both of them have contact with the arm, for the purpose of signal acquisition.

On the front side of the device, one or more of the ECG electrodes are placed. The user touches the electrode from the other arm (than the one where the device is worn). This allows the ECG signal acquisition across the two different hands, thereby allowing measuring the electrical conduction across the heart. The optical sensor is placed on the front face, such that the user only needs to use one or few fingers to touch both the ECG electrode and the optical sensor at the same time. This allows for a single touch acquisition of ECG and SP02, which are further used to compute the blood pressure. In Figure 2, we present the front face of the device. The ECG electrode and/or the optical
sensor can be placed either on the front face of the device or on the front face of the strap as well.

3. METHOD FOR CALCULATING BLOOD PRESSURE BEAT-TO-BEAT

In this section, we present a method for measuring the blood pressure from a simultaneous recording of ECG and pulse wave. The ECG and pulse waves can be measured at the wrist, as explained in the previous section. Alternately, for the method to work, the ECG and pulse waves can be measured at different parts of the body as well, such as the chest, fingers, ears, etc.

Please note that even if the ECG is measured at the hand, no significant impact will be perceived on the data acquisition since the transit time of the electrical signal is very fast when compared to the actual flow of blood from the heart to the fingers in the arm.

The ECG wave for a normal sinus rhythm (healthy person) for a single heartbeat is shown in Figure 4. The P-wave of ECG corresponds to atrial depolarization (beginning of atrial contraction), QRS complex corresponds to ventricular depolarization (ventricular contraction) and the T-wave corresponds to ventricular repolarization (beginning of ventricular relaxation). After the completion of the QRS complex, we mark the point when the ECG signal crosses the zero voltage as "Zero-voltage Crossing Point", that is associated with the time when the wave of depolarization has completed its passage through the heart. This also marks the time that the blood has left the heart.

In this patent, we determine this Zero-voltage Crossing Point on the ECG and use it to determine the systolic and diastolic blood pressure. We also present a method to determine the point in real-time on the device itself and use it to obtain the blood pressure.

In a beat-to-beat blood pressure estimation scheme, a new ABP value is provided by the system for every complete cardiac period. An internal buffer is used to accumulate samples until a complete cardiac cycle is identified. This signal window is then analyzed in order to obtain an estimation of the ABP.

From the signal processing perspective, the ABP calculation method can be better described if divided into 3 major steps, as depicted in Figure 3. After the acquisition of the involved signals, a preprocessing step is performed on the signal window in order to obtain a better quality signal (first step). This preprocessing step is basically composed of filtering algorithms, notably:

a) Forward-Backward low-pass filtering, for removing high frequency noise;

b) Forward-Backward high-pass filtering, for removing low frequency noise and offset;
c) Morphological filtering, for enhancing the signal characteristic points.

ECG signals are particularly sensitive to different types of noises like motion artifacts, 50/60 Hz interference, and base-line drift caused by respiration [1]. The morphological filtering approach is, therefore, essential to obtain a high quality measurement of the ECG signal characteristic points used to estimate the ABP value.

After the preprocessing step, the characteristic points of the involved signals can be extracted. This is done in the second step of Figure 3. Figure 4 graphically shows the Pleth and ECG characteristic points considered for the purposes of this invention. For each one of the characteristic points presented in Figure 4, both the sample number (x axis) and the amplitude value (y axis) are recorded for future analysis.

In the third step of the method, the ABP model determines the ABP value. The model uses the characteristic points extracted in the second step, in special the Zero-voltage crossing point of the ECG signal and a fixed point on the Pleth wave, to provide an estimation of the actual ABP. To improve the estimation accuracy, an ABP calibration value can be fed to the ABP model. This calibration value is established by means of a one-time ABP determination using conventional methods and should preferably be acquired and provided concomitantly with the acquisition of the ECG and Pleth. After calibrated once, the system does not need to be calibrated for the same person again. However, due to physiological changes, periodic calibrations are recommended.

In the following sections, each of the processes of Figure 3 are explained in detail.

3.1 Forward-Backward Filters

Filtering the acquired signals is fundamental for correctly extracting the characteristic points depicted in Figure 4, in special the Zero-voltage Crossing Point of the ECG signal. However, filtering a signal usually incurs in a phase difference between the input and output signals. Sometimes, the filter phase response is non-linear (the phase shift is not directly proportional to the frequency) which may result in distortions that have an impact on the accuracy of the measurement of the characteristic points.

It is possible to create a filter with zero-phase distortions simply by applying the filter over the signal in both the forward and reverse directions [2]. This forward-backward filter scheme has the following characteristics:

a) Zero-phase response;

b) Squared amplitude response with respect to the original filter.
Low-pass and high-pass Forward-backward digital filters are employed in the preprocessing step (first step) of both ECG and Pleth signals. The filters are designed using conventional filter design techniques.

3.2 Morphological Filters

Conventional filters can be used to remove noise that present frequency components different from those present in the actual signal, but have difficulties in removing noise with frequency components similar to the signal being filtered. The morphological filtering, on the other hand, provide an effective non-linear way of filtering the signal while keeping its shape good [1]. Morphological filters based on the ones presented in [1] are used in the preprocessing step (first step) of Figure 3 to remove noise from the ECG signal only. Morphological filters are not applied to the Pleth signal.

3.3 ECG Signal Characteristic Points Extraction

Since the R peak of the ECG is the most prominent feature of the signal waves, the features extractions start with the ECG signal. Once the R peaks are detected, the period of the signals (both ECG and Pleth) is easily determined.

Two techniques were employed to extract the features of the ECG signal, with comparable degrees of success. The first one is a dyadic Discrete Wavelet Transform (DWT) based analysis [3] and the second one is a Multiscale Morphological Derivative (MMD) transform based analysis [4]. For both techniques, the processing is performed over a signal window composed of a small number of heartbeats. Since the thresholds are calculated over a limited amount of time, the locality of the signal is inherently considered for the computations.

3.3.1 Dyadic Wavelet Transform Based Analysis

According to Mallat [5], for discrete-time signals, the dyadic DWT is equivalent to an octave filter bank. Therefore, in the DWT based analysis, we employ the filter-bank implementation using the \( \text{algorithme à trous} \) presented by [6]. Using this filter-bank, we obtain the DWT representation of the first four wavelet scales (wavelet scale \( 2^4 \) to wavelet scale \( 2^1 \)) of the signal. These representations are used to extract the characteristic points of the ECG signal wave.

In order to detect the peak of the R wave, similarly to [7], we search for a pair of maximum moduli lines of opposite signs present across all the wavelet scales and exceeding the predefined thresholds \( \varepsilon^4 \) to \( \varepsilon^1 \), starting at wavelet scale \( 2^4 \). If a maximum modulus is found at wavelet scale \( 2^4 \), then we look for one maximum modulus in its neighborhood at scale \( 2^3 \), and so on for the
lower scales. A maximum modulus in wavelet scale $2^k$ is considered to be in the neighborhood of one in wavelet scale $2^{k-1}$ if the interval between them is less than 40ms. The rules in [3] are used to eliminate redundant lines and to select the most significant pair of maximum moduli. The peak of the R wave is detected as the zero crossing between the two maximum moduli at wavelet scale $2^1$.

Additionally to the said procedures, we also check the consistence of the detection. If the R peak is positive, then the maximum lines at wavelet scale $2^1$ should be a positive peak followed by a negative peak. Conversely, if the R peak is negative, then the maximum lines should be a negative peak followed by a positive peak. If this is not the case, the detected peak is discarded.

The threshold detection values $\epsilon^4$ to $\epsilon^1$ are calculated according to equations 1 and 2.

$$\epsilon^i = \sqrt{\frac{1}{N} \sum_{n=1}^{N} w_{2^i}(n) } , i = 1, 2, 3$$

$$\epsilon^4 = \frac{1}{2} \sqrt{\frac{1}{N} \sum_{n=1}^{N} w_{2^4}(n) } , i = 1, 2, 3$$

After the main peak of the QRS complex has been detected, the secondary waves around it can be similarly determined. Likewise, the secondary waves peaks are associated with a pair of absolute maximum moduli with opposite signs across the scales. For the purposes of this invention, only the peak of the S wave is taken into consideration. This peak is detected by searching for a pair of maximum moduli lines at wavelet scale $2^2$ exceeding the threshold, $\gamma$, given by equation 3, in a window starting at the R peak and ending 160ms after it.

$$\gamma = 0.20 \times \max( |w_{2^2}(n)| )$$

The peak of the S wave is used to detect the zero-voltage crossing point presented in Figure 4. Let $n_{Last}$ be the maximum modulus at wavelet scale $2^4$ associated to the last significant slope of the QRS complex (usually the last maximum modulus identified during the search for the S wave peak at wavelet scale $2^2$). Looking at the wavelet scale $2^4$, the zero-voltage crossing point is the first sample after $n_{Last}$ whose value is lower than $\alpha_2$. The threshold $\alpha_2$ is calculated according to the Equation 4.
\[ \alpha_z = 0.7 \times |w_{24}(n_{\text{max}})| \]  

(4)

where \( n_{\text{max}} = \arg \max |w_{24}(n)|, \quad n \in [n_{i\alpha t} + 1; n_{i\alpha t} + s] \) and \( s \) is the number of samples corresponding to 40ms.

When the S wave is missing or is not detected for some reason, the last slope of the R wave is used for determining \( n_{\text{Last}} \).

3.3.2 Multiscale Morphological Derivative Transform Based Analysis

An alternative way of determining the characteristic points depicted in Figure 4 is to use Multiscale Morphological Derivative Transform. MMD based analysis is more robust than DWT based analysis with respect to the value of the constants used to calculate the thresholds. Besides, due to the nonlinearity of the morphological transform, the problem of position deviation faced by DWT based techniques can be avoided [4] and, as a result, crossing across the scales is not required. On the other hand, the MMD transform approach requires the morphology of the ECG signal to be known \textit{a priori}. This limitation makes it difficult to use MMD transform in ECG signals from patients affected by arrhythmias, but it is not a problem in processing ECG signals from healthy subjects.

The formula presented in equation 5 [4] was used to calculate the MMD transform of the signals.

\[
M^d_f(x) = \max_{t \in [x-s,x+s]}(f^{'}(t)) + \min_{t \in [x-s,x+s]}(f^{'}(t)) - 2 
\times f(x)
\]

(5)

Where \( f(x) \) is the signal being transform, \( s \) is the MMD scale value, and \( M^d_f(x) \) is the value of the MMD transform of \( f(x) \) at MMD scale \( s \).

In this text, we only describe the procedure to extract the features of the ECG lead II. Similar analysis can be done to the other leads. The peaks of the R waves are detected by searching for minima in \( M^d_{f_{ECG}}(x) \) that exceed the threshold value defined by equation 6. The histogram approach for calculating the threshold proposed in [4] is not necessary in this case, due to the limited length of the analysis window.

\[
\theta_R = 0.8 \times \min(A \frac{A^c}{c}(x))
\]

(6)

After the detection of the R wave peak, the S wave peak is detected. The first maximum to the right of the point in \( M^o_{f_{ECG}}(x) \) associated to the peak of the R wave is the marked as the peak of the S wave. The next local minimum to the right of the point in \( M^d_{f_{ECG}}(x) \) associated to the peak of the S wave is the Zero-voltage crossing point depicted in Figure 4.
3.4 Pleth Signal Characteristic Points Extraction

The extraction of the Pleth characteristics in the beat-to-beat ABP estimation scenario uses the MMD transform, described by equation 5. The Pleth wave steepest points depicted in Figure 4 are detected by searching for zero crossing points in $M_{P_{pleth}}^{d_{2o}}(x)$. The peak of the pleth wave is the minimum point between two zero-crossing points of $M_{P_{pleth}}^{d_{30}}(x)$ and the foot of the pleth wave is the maximum point between two zero-crossing points of $M_{P_{pleth}}^{d_{30}}(x)$.

3.5 ABP Estimation Model

The ABP estimation model of the third step of Figure 3 takes as inputs the characteristic points extracted during the features extraction process of the second step of the method. These characteristic points are used to calculate the intervals used by the model to determine the current value of the arterial blood pressure. The intervals used in this invention are:

a) $T_{eff}$ - The interval between the Zero-voltage crossing point of the ECG signal and a fixed point of the corresponding Pleth wave;

b) $RR$ - The interval between the R peaks of two consecutive heartbeats;

A graphical representation of these intervals is given in Figure 5. As examples, two possibilities are considered for the calculation of $T_{eff}$ in the figure: the interval between the zero-voltage crossing point and the peak of the Pleth wave ($T$); and the interval between the zero-voltage crossing point and the steepest point of the Pleth wave ($T'$). Any other well defined characteristic point on the Pleth wave may be used to calculate this interval.

During the research, each of the aforementioned intervals have shown a significant crossed-correlation with the values of the systolic, diastolic and mean arterial blood pressure (MAP) and can be used to create a model to calculate any of these three variables. Three approaches were considered to construct the ABP estimation models.

The first one is a univariable one-time calibration method that works on a single hypothesis over the relationship between the calculated intervals and the values of the ABP. Experimental data obtained from several subjects that were submitted to different levels of activity is used to create a regression model, $f^T_{e^T}y^p_{e^T}$. The model itself can be created using any regression technique described in the literature, in special polynomial curve fitting and exponential curve fitting. This model represents the general relationship between the pressure value and the considered time interval ($T_{eff}$). The uncalibrated pressure values are determined as presented in equations 7 to 9.
In order to obtain the actual pressure value for an individual, given the $T_{eff}$ interval, it is executed a one-time calibration step. The calibration step is performed only once by acquiring concomitantly the ECG, Pleth and pressure value. The pressure value can be determined using any conventional pressure determination method. After the calibration procedure, an offset value is obtained and the actual blood pressure values of future measurements can be determined as presented in equations 10 to 12.

$$p^{Syst}_{unc} = f^{Syst}(T_{eff}) + offset^{Syst}$$

$$p^{Diast}_{unc} = f^{Diast}(T_{eff}) + offset^{Diast}$$

$$p^{Map}_{unc} = f^{Map}(T_{eff}) + offset^{Map}$$

Figure 6 qualitatively shows the pressure estimation method based on the one-point calibration single hypothesis model using the offset obtained by the calibration procedure.

The second approach is a multivariable one-point calibration method that works on a single hypothesis over the relationship between the calculated intervals and the values of the ABP. Experimental data, obtained from several subjects that were submitted to different levels of activity, is used to create a regression model, $g^{type}$. The model itself can be created using any regression technique described in the literature, in special polynomial curve fitting and exponential curve fitting. This model represents the general relationship between the pressure value and the considered time intervals ($T_{eff}$ and RR). The uncalibrated pressure values are determined as presented in equations 13 to 15.

$$p^{Syst}_{unc} = g^{Syst}(T_{eff}, RR)$$
\[ p_{\text{Diast}}^{\text{unc}} = g_{\text{Diast}}^{\text{unc}}(T_{\text{eff}}, \text{RR}) \]  

(14)

\[ p_{\text{Map}}^{\text{unc}} = g_{\text{Map}}^{\text{unc}}(T_{\text{eff}}, \text{RR}) \]  

(15)

In order to obtain the actual pressure value for an individual, given the RR and \( T_{\text{eff}} \) intervals, it is executed a one-point calibration step. The calibration step is performed only once by acquiring concomitantly the ECG, Pleth and pressure value. The pressure value can be determined using any conventional pressure determination method. After the calibration procedure, an offset value is obtained and the actual blood pressure values of future measurements can be determined as presented in equations 10 to 12.

Figure 7 qualitatively shows the pressure estimation method based on the multivariable one-point calibration single hypothesis model using the offset obtained by the calibration procedure.

The third approach considers a dynamic model, where several hypothesis are used to determine the ABP according to the values of the RR interval. This approach is based on results presented by studies showing that the mechanical characteristics of blood vessels depend on the frequency [8]. In this case, the \( T_{\text{eff}} \) interval is used for the model fitting, as in the first approach, whereas the RR interval is used to change the model itself. Figure 8 depicts this multi-hypothesis method where the curve used for the ABP estimation changes depending on the value of the RR interval.

For all the aforementioned approaches, it was also considered a multi-point calibration. In this case, the offset is not a constant, but a function of the involved variables. The behavior of this modification is qualitatively depicted in Figures 9 and 10.

4. MULTIPLE BEATS SIGNAL PROCESSING AND FEATURES EXTRACTION

In ambulatory scenarios, the noise can make it difficult to extract the characteristic points of the signal waves correctly, even after filtering and heavy signal processing. One approach that can increase the accuracy of the method in these circumstances is combining the signals of several heartbeats into one representative heartbeat that is, then, analyzed. This extra preprocessing step is appended just after the first step of Figure 3. The new flow of the method, with this extra step, is presented in Figure 11.

In the first step, the system accumulates samples from both the Electrocardiogram (ECG) and Plethysmography (Pleth) signals for a predefined period, usually longer than five heartbeats. The preprocessing occurs as
described, using morphological and forward-backward filters to remove some of the noise.

After the first step, a preliminary analysis is performed over the acquired ECG signal window to extract the period of the signal \( P \) in samples) and to define characteristic points that can be used as trigger points in the next step. Usually, the peaks of the R wave are selected as these trigger points and are used to identify the period, but any well-defined point in the ECG signal may be selected. This preliminary analysis employs MMD transform-based analysis [4] or wavelet transforms [3] to identify the ECG trigger points.

After the trigger points are identified, the ensemble average technique is employed to reduce even more the noise from the signals and, at the same time, enhance their characteristic points. The ensemble average works as follows. For each one of the \( N \) trigger points identified, we define a frame, \( x_i \), comprising \( P \) adjacent samples of the signal window, centered on the \( j^{th} \) trigger point. \( N \) frames can be defined this way, each one with \( P \) samples.

The ensemble average window, \( y \), of length \( P \) is created from the \( N \) frames using the form presented in equation 16.

\[
y[k] = \frac{1}{N} \sum_{i=1}^{N} x_i[k], \quad k \in [i, P]
\]

Since the Pleth and the ECG signals are synchronized the trigger points and the ECG period \( P \) samples), previously identified, can be used for both the ECG and the Pleth signals.

The Features Extraction process (second step of Figure 11) is performed as described before. However, instead of using the processed signal windows, the calculations are performed over the condensed versions of the Pleth \( y_{\text{pleth}} \) and the ECG \( y_{\text{ECG}} \) signals, created using the ensemble average technique (Equation 16).

5. Bounds on Signal Features

In non-controlled environments, even after all the already described processing, the results provided by the second step of Figures 3 and 11 may not be useful to the ABP model. This happens especially in ambulatory scenarios, when the characteristics of the noises the system would be subject to are difficult to predict.

To reduce the incidence of these wrong values in the calculations, a simple check was designed for each of the extracted features. Using these sanity checks, the results presented by the system are more reliable.

With respect to the ECG, the \( RR \) interval value is bounded to the range \([RR_{\text{Min}}, \ RR_{\text{Max}}]\), where both \( RR_{\text{Min}} \) and \( RR_{\text{Max}} \) are configurable. If the extracted value is
outside this range, the signal is considered to be corrupted and the analysis window is discarded. When the ensemble average technique is used, it is expected that the window analyzed on the third step of figure 11 contains only one heartbeat. Therefore, if more than one R wave peak or S peak is detected, the window is also discarded. The intervals between the R peaks, S peaks and the zero-voltage crossing points are also checked to assure they are into proper range. The interval between the foot and the peak of the Pleth signal is also checked. If this interval is too long, the window is discarded.

Last, the interval between the zero-voltage crossing point and the Pleth wave is checked. If such interval is too long or too short, the window is discarded and the calculation of the ABP value is postponed until the processing of a valid window.
References


Claims

1. A wrist-worn device for measuring blood pressure of a user, intended to be wrist worn, comprising

   a back dial and/or a back side of a strap of the wrist-worn device configured to be in contact with a user's arm on which the device is intended to be worn,

   the wrist-worn device further comprising at least

   an ElectroCardioGram (ECG) circuit with at least two electrodes configured to obtain an electrical activity of a heart of the user by measuring electrical signals detected at the at least two electrodes, and

   a pulse oximeter circuit configured to obtain a pulse waveform corresponding to a blood flow on user's vessels;

   whereby one or more of the at least two ECG electrodes is placed on the back dial and/or on the back side of the strap, and one or more of the at least two ECG electrodes is placed on a front side of the device or on a front side of the strap and is configured to be touched;

   whereby the pulse oximeter further comprises an optical sensor functionally connected to the pulse oximeter, the optical sensor being placed either on the back dial and/or the back side of the strap, or on the front side of the device or on the front side of the strap in a proximity of the one or more of the at least two ECG electrodes;

   whereby the proximity is configured such that an intended touch by the user of the one or more of the at least two ECG electrodes causes the corresponding optical sensor to be also touched, and whereby the Electrocardiogram circuit and the pulse oximeter are configured to simultaneously measure the ECG waveform and pulse oximeter waveform and the device comprises computing means configured to use the waveforms and compute blood pressure.

2. A system for measuring blood pressure of a user that comprises

   an ElectroCardioGram (ECG) circuit with at least two ECG electrodes configured to obtain an electrical activity of a heart of the user by measuring the electrical signals detected at the at least two ECG electrodes as an electrocardiogram waveform, and
a pulse oximeter circuit configured to obtain a pulse waveform corresponding to a blood flow on user's vessels, and

a processor that is in electrical contact with the electrocardiogram circuit and the pulse oximeter circuit;

whereby

the processor is configured to simultaneously analyze the electrocardiogram waveform and the pulse waveform;

and whereby

the processor is further configured to identify a "Zero Voltage Crossing" point on the electrocardiogram waveform and to determine time delays from this point to respective different determined points of the pulse waveform; and
to use the time delays to compute the blood pressure values.

3. A method for measuring blood pressure, comprising steps of

analyzing an electrocardiogram waveform and a pulse waveform obtained from an electrocardiogram circuit and a pulse oximeter circuit;

identifying a "Zero Voltage Crossing" point on the electrocardiogram waveform and determining time delays from this point to different determined points of the pulse waveform; and
calculating the blood pressure based on a function of the time delays.

4. The method of Claim 3, wherein an effective time delay $T_{ef}$ is measured from the "Zero Voltage Crossing" point to a steepest point of the pulse wave.

5. The method of Claim 3, wherein an effective time delay $T_{ef}$ is measured from the "Zero Voltage Crossing" point to a peak of the pulse wave.

6. The method of Claim 3, where the electrocardiogram waveform and the pulse waveform are offset by one or more electrocardiogram beats from each other.

7. The method of Claim 4, where the electrocardiogram waveform and the pulse waveform are offset by one or more electrocardiogram beats from each other.
8. The method of Claim 3, where the electrocardiogram waveform and the pulse waveform are offset by one or more electrocardiogram beats from each other.

9. The method of Claim 5, where the electrocardiogram waveform and the pulse waveform are offset by one or more electrocardiogram beats from each other.

10. The method of Claim 3, wherein multiple electrocardiogram waveform beats are merged into a single beat for analysis, and wherein the merging is an ensemble average of the beats.

11. The method of Claim 3, wherein multiple pulse waveform beats are merged into a single beat for analysis, wherein the merging is an ensemble average of the beats.

12. The method of Claim 3, wherein computing the "Zero Voltage Crossing" point involves using wavelets as follows:
   computing a dyadic discrete wavelet transform of the electrocardiogram for different wavelet scales; 
determining a peak of an R waveform by searching for pairs of maximum moduli of opposite signals across all considered scales that exceed predefined thresholds; 
determining a peak of an S waveform by searching for pairs of maximum moduli of opposite signals at a chosen scale, chronologically after the peak of the R waveform, but in its neighborhood; and 
determining the zero-voltage crossing point by searching after a maximum modulus associated to a last slope of a QRS complex at a chosen scale for a value that is lower than a predefined threshold.

13. The method of Claim 3, wherein the "Zero Voltage Crossing" point is computed using Multiscale Morphological Derivative (MMD) as follows:
   computing an MMD transform of the electrocardiogram waveform; 
detecting peaks of R waveforms by searching for minima that exceed a predefined threshold value; 
determining peaks of S waveforms by searching for a first maximum chronologically after the peaks of the R waveforms; and
defining the zero-voltage crossing point as a first local minimum chronologically after the peaks of the S waves.

14. The method of Claim 3, wherein the step of calculating the blood pressure values involves computing based on multiple functions of the time delays from the "Zero Voltage Crossing" point to the pulse waveforms, each one for a specific range of RR intervals of the electrocardiogram waveform, with a particular function chosen based on the corresponding RR interval of the electrocardiogram waveform.

15. The method of Claim 3, further comprising performing a pre-calibration step of computing the blood pressure values using an existing blood pressure device, along with a simultaneous measurement of the time delays from the "Zero Voltage Crossing" point to the pulse waves, and building an offset function that relates the values, and the offset function is further used to adjust the function mapping the time values and the blood pressure calculations.

16. The method of Claim 13, wherein multiple offset functions are computed, each one for a specific range of RR intervals of the electrocardiogram waveform, with a particular function chosen based on the corresponding RR interval of the electrocardiogram waveform.

17. The method of Claim 3, applied to more than one lead of the electrocardiogram waveform and the time values are computed as an average of the different values across the different leads.

18. The method of Claim 3, applied to a combination of more than one lead of electrocardiogram waveform, with the different leads combined by an averaging function.

19. The method of Claim 3, applied to a combination of more than one lead of the electrocardiogram waveform, with the different leads combined by performing a Root Mean Square (RMS) of the leads.

20. The method of Claim 10, where the electrocardiogram waveform single beat is discarded if the RR interval of the electrocardiogram waveform is outside a pre-defined threshold value.
21. The method of Claim 11, where the pulse waveform single beat is discarded if the RR interval of the electrocardiogram waveform is outside a pre-defined threshold value.

22. The method of Claim 10, wherein if more than R or S waveform of electrocardiogram waveform is detected at any beat, the beat and corresponding pulse waveforms are discarded when computing the ensemble average.

23. The method of Claim 10, where in the intervals between the R peaks, S peaks and the Zero-Voltage Crossing points are also checked to see if they fall within a predefined range, and if not, the corresponding ECG beat and pulse waveforms are discarded when computing the ensemble average.

24. The method of Claim 3, wherein if the time intervals between the Zero-Voltage Crossing point and the different determined points of the pulse waveform do not fall within predefined ranges, the blood pressure computation is not performed and postponed until the processing of a valid window.

25. The method of Claim 10, wherein if the time intervals between the Zero-Voltage Crossing point and the different determined points of the pulse waveform do not fall within predefined ranges, the corresponding ECG beat and pulse waveforms are discarded when computing the ensemble average.
Fig. 1

(a) Only ECG electrode
(b) ECG electrode, with optical sensor for pulse oximeter measurement

Fig. 4
Fig. 2
Fig. 3
Fig. 11
A. CLASSIFICATION OF SUBJECT MATTER

According to International Patent Classification (IPC) or to both national classification and IPC:

A61B

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

A61B

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronis database consulted during the international search (name of database and, where practicable, search terms used)

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category*</th>
<th>Station of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>US 5 316 008 A (SUGA FUSAO [JP] ET AL) 31 May 1994 (1994-05-31) claims 1-4; figures 1-3</td>
<td>1</td>
</tr>
<tr>
<td>X</td>
<td>US 2009/2 16132 AI (ORBACH TUVI [GB]) 27 August 2009 (2009-08-27) paragraph [0062] - [0064], [0072], [0074], [0077], [0082], [0084]; figure 4</td>
<td>1</td>
</tr>
<tr>
<td>X</td>
<td>WO 85/032 11 AI (JOHNSON MATTHEY PLC [GB]) 1 August 1985 (1985-08-01) page 3, line 3 - page 4, line 27 page 6, lines 7-9; figure 1</td>
<td>2-25</td>
</tr>
</tbody>
</table>

* Special categories of cited documents:

"A" document defining the general state of the art which is not considered to be of particular relevance

"E" earlier application or patent but published on or after the international filing date

"L" document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another document or other special reason (as specified)

"O" document referring to an oral disclosure, use, exhibition or other means

"P" document published prior to the international filing date but later than the priority date claimed

"T" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention

"X" document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone

"Y" document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art

"*" document member of the same patent family

DATE OF ACTUAL COMPLETION OF THE INTERNATIONAL SEARCH

15 July 2015

DATE OF MAILING OF THE INTERNATIONAL SEARCH REPORT

22/07/2015

Name and mailing address of the ISA/Authorized officer:

Lommel, Andre

European Patent Office, P.B. 5618 Patentlaan 2 NL-2280 HV Rijswijk
Tel (+31-70) 340-2040, Fax (+31-70) 340-3016

Form PCT/ISA/210 (second sheet) (April 2000)
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>YOUNGZ00N Y00N ET AL: &quot;Non-constrained Blood Pressure Monitoring Using ECG and PPG for Personal Healthcare&quot; , JOURNAL OF MEDICAL SYSTEMS, KLUWER ACADEMIC PUBLISHERS-PLENUM PUBLISHERS, NE, vol . 33, no. 4, 8 July 2008 (2008-07-08) , pages 261-266 , XP019681731 , ISSN : 1573-689X figures 1,2</td>
<td>1-25</td>
</tr>
<tr>
<td>Patent document cited in search report</td>
<td>Publication date</td>
<td>Patent family member(s)</td>
</tr>
<tr>
<td>----------------------------------------</td>
<td>-----------------</td>
<td>-------------------------</td>
</tr>
<tr>
<td>US 5316008</td>
<td>31-05-1994</td>
<td>NON E</td>
</tr>
<tr>
<td>US 2009216132</td>
<td>27-08-2009</td>
<td>AU 2006225980 Al</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2602899 Al</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 101193598 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1863381 A2</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2008536545 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2009216132 Al</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2006100676 A2</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 8503211 Al</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2007021676 Al</td>
</tr>
<tr>
<td>US 2008249382</td>
<td>09-10-2008</td>
<td>EP 1977688 A2</td>
</tr>
<tr>
<td></td>
<td></td>
<td>KR 20080090194 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2008249382 Al</td>
</tr>
<tr>
<td></td>
<td></td>
<td>TW 201347729 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2013310677 Al</td>
</tr>
</tbody>
</table>