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To all whom it may concern 
Be it known that I, CHARLES F. PIKE, a 

citizen of the United States, residing at Phila 
delphia, in the county of Philadelphia and 
State of Pennsylvania, have invented certain 
new and useful Improvements in Amalgama 
tors, of which the following is a specification. 
My invention has relation to amalgamat 

ing apparatus wherein the gangue is first 
caused to rise through a body of mercury and 
then travel in contact with amalgamating 
plates before being discharged from the ap 
paratiis; and it has for its object simplicity 
of construction and efficiency of operation, 
for rapidly and economically working large 
quantities of gangue in a given time, to make 
the apparatus especially available for use in 
placer mining, and for Working dredged or 
raised river-bottom material, particularly so 
when the same contains low-grade float gold 
Oi Ore. 
My invention accordingly consists of the 

combinations, constructions, and arrange 
ments of parts, as hereinafter more particu 
larly described in the specification, and 
pointed out in the claims. 
Reference is had to the accompanying draw 

ings, wherein 
Figure 1 is an elevation, partly in section. 

Fig. 2 is a section on the line 11, Fig. 1. Fig. 
3 is a like view on the line 22, Fig. 1. Fig. 
4 is a plan of one form of grate or screening 
box, and Fig. 5 is an elevation of another 
form of the same. 
A represents a grate or screening box hav 

ing an inclined grate or Screen C, with open 
or delivery end a for the discharge of all the 
waste or débris of a solid or bulky nature, and 
an open botton a, having a pipe connection 
b with a suction and force pump B, which 
has a pipe connection b’ with the bottom c of 
the amalgamator C. The latter consists pref 
erably of an upright chamber having within 
it projecting from one side above and adja 
cent to the opening c' for pipe l' a plate or 
spreader c, above which are located side lugs 
c, supporting an inner casing or sleeve D, 
having at its lower edge inwardly-projecting 
flanges did, which support a series of alter 
nately-inclining plates d' d', which are prefer 
ably amalgamating-plates removable from the 
casing D. The upper plate d' is formed with 

a mercury-containing pockete, having outlet 
cock e, and the upper plate d' is provided 
With a pipe connection e', which leads to an 
opening c" on the lid or cover c of the amal 
gamator C, having inlete, closed by a cock 
e'. From the exit-opening c" may lead a flexi 
ble siphoning-pipef. At the bottom of the 
amalgamator in the well c is located a body 
of mercury ac, which is balanced therein by 
the pressure from the pump B, which press 
ure is high enough to not only balance such 
mercury, but also to force the gangue there 
through and elevate it through the amalga 
nator. 
The operation is as follows: The gangue 

and Water Supplied to the grate-box A is 
screened of its waste and forced by the pump 
B into the mercury ac, being spread in the 
same by the plate c, thence raised through 
the same and through the channel between 
the amalgamating-plates d' d' and discharged 
through the pipef. By using the latter as a 
siphon - leg and adjusting it the rate of dis 
charge from the amalgamator may be varied 
as desired. As the gangue passes through 
the mercury ac, more or less of the float-gold 
is concentrated therein, and such of it as es 
capes such action is correspondingly treated 
by contact with the plates d' d'. The mer 
cury-pocket e is provided to catch any gold 
or mercury that may remain on the gangue 
previous to being discharged from the amal 
gamator. If desired, a rotating cylindrical 
grate or screen may be substituted for the 
flat-grate in box A. (See more plainly Fig. 5.) 
An apparatus constructed and operated as 

above described will rapidly and economically 
concentrate the ore from large quantities of 
gangue in a given time, and is adapted for 
use alone or in connection with other forms 
of amalgamators or concentrators, described 
and shown by me in two other pending ap 
plications, filed by me of an even date here 
with, Serial Nos. 375,312 and 375,313. 
What I claim is 
1. The combination of the outer casing C, 

having a mercury-pocket at its lower end, and 
a force-pump communicating with said mer 
cury-pocket to Support the mercury in said 
pocket, the removable inner casing D, sup 
ported within said outer casing above the in 
let from the pump and provided with a series 
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of inclined plates, and a removable cover at ing a pipe e', leading to the discharge end of Io 
the upper end of the casing, having a siphon the amalgamator, as set forth. 
secured thereto, substantially as set forth. In testimony whereof I affix my signature in 

2. The casing C, having mercury-pocket c' presence of two witnesses. 
at its lower end, lugs cabove said pocket, re movable inner easing D, resting on said figs, CHARLES F. PIKE, 
distributer c in pocket c', and alternately-in- Witnesses:. 
clined plates d' d' in casing D, the top plate GEO. R. BYINGTON, 
d' having pocket e and the top plated hav- S. J. WAN STAVOREN. 

  


