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United States Patent Office 
s: 
i. 

2,837,216 
BOTTLE DISPLAY STAND 

Richard E. Paige, New York, N.Y. 
Application May 7, 1954, Serial No. 428,264 

1. Claim. (Cl. 2.11-72) 

This invention relates to display partitions for bottle 
CaSES 
For many years the glass industry has shipped bottles 

and jars in partitioned cases to prevent breakage. The 

O 

5 
same type of interlocked corrugated cardboard partitions 
have been used for years without any thought of making 
further use of them once the bottles or jars have been 
removed from the bottle case or carton. The liquor 
industry spends millions of dollars each year on Such 20 
corrugated cases in which the liquor bottles are carried 
empty from the glass manufacturer to the distillery. The 
distiller in turn removes the bottles from the corrugated 
case or carton, fills them, labels them and puts them 
back into the same case and seals it. The filled cases are 
sent to the dealer, who, either takes the bottles out and 
puts them on the shelf, or takes the case and places the 
same in the basement or other storage space, until the 
bottles are needed for the shelf. 

Occasionally, the dealer will rip open the front of a 
case and expose certain of the bottles, but other than 
this, no use is ever made of the case or of the partitions 
for furthering the sales for the dealer. The smaller dealer 
is usually left to his own ingenuity to display and bring 
attention to the bottle goods. Such dealers are not given 
any display means with the delivery of the goods to him. 
Because of his small orders the distiller has not seen fit 
to supply such small dealer with the needed advertising, 
as his sales do not warrant the additional expense to which 
the distiller would be put for this additional display and 
advertising. 

It is thus an object of the present invention to provide 
the small dealer with display means without too great 
additional expense with an advertising display stand made 
out of the partitions so that the small dealer's bottles can 
be displayed in an effective and business-getting manner. 

It is another object of the invention to prepare the 
partitions with the addition of certain score lines so that 
these partitions can be bent and built into any number 
of different types of displays suitable to the dealer and 
according to his fancy and without need for additional 
pieces or further advertising matter or display. 

It is another object of the invention to make a display 
kit out of the partitions and rectangular corrugated top 
and bottom pieces of the corrugated bottle case or carton 
from which the different displays can be made in an erec 
to Set anner. 

Other objects of the invention are to provide a display 
stand formed of the partitions of bottle cases without 
additional expense other than for the mere scoring and 
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detailed description taken in connection with the accom 
panying drawing, in which: • 

Figure 1 is a perspective view of a display made from 
two of the bottle case parts, one of the slotted partitions 
being folded in the center along a score line and serving 
as the support for a piece bearing advertising matter; 

Fig. 2 is a perspective view of the partitions, top and 
bottom pieces of a bottle case or carton assembled in the 
manner in which the bottles are shipped, the top piece 
being broken away to show the upper edges of the inter 
locked partitions; 

Fig. 3 is a plan 
tions; . 

Fig. 4 is a plan view of the top piece; 
Fig. 5 is a perspective view of a still further display 

similar to the display in Fig. 1 but with other slotted 
portions being used to provide a forwardly extending 
supporting structure to support certain of the bottles in 
elevated positions; 

Fig. 6 is a plan view of a top piece such as used in the 
display of Fig. 5 and bearing different printed advertis 
ing matter thereon; 

Fig. 7 is an elevational view of one of the long parti 
tions having decorative matter thereon and scorings 
aligned with the respective slots thereof; 

Fig. 8 is an elevationai view of one of the transverse 
partitions having the scorings aligned with the respective 
slots thereof; 

Fig. 9 is a perspective view of a still further display 
wherein use is made of all of the long partitions of the 
carton to retain the top and bottom pieces to provide a 
more elevated display than the other displays; 

Fig. 10 is an elevated view of the top piece bearing the 
advertising matter; 

Fig. 11 is a plan view of one of the long partition 
pieces having coloring matter thereon separated by con 
verging diagonals. 

Referring now particularly to Fig. 2, there is shown 
the partitions of a standard bottle case or carton for 
containing liquor bottles. These partitions include two 
long slotted partitions 15 and 16 of similar shape and 
design and three transverse slotted partitions 17, 18 and 
19 adapted to interlock with the long partitions 5 and 
16 in order to provide spaces 20 suitable to retain bottles 
2. 

In Fig. 3 one of the long partitions is shown, and this 
partition may be colored red to lend color to the display. 
This long partition 15 has a plurality of slots 22, 23 and 
24 adapted to respectively receive the respective trans 
verse partition members 17, 18 and 19. The long parti 
tions. 15 and 16 are made of greater height than the 
transverse partition so that these spaces 20 are open at 
the top of the box adjacent to the necks of the bottles 
and to permit the easy insertion of the hand into the 
carton to remove the bottle from a space 20. 
A transverse partition is shown in full in Fig. 8 and 

has slots 25 and 26 for receiving the long partitions 15 

view of one of the long slotted parti 

and 16. The slots of the long and transverse partitions 

30 
printing of the already provided partitions, displays which 
are easy to construct, rigid and with certain of the parti 
tions locked together to provide a supporting base for 
the piece bearing the advertising matter, displays of pleas 
ing appearance, effective in use, requiring no additional 
cost for shipping, packaging, labeling or handling, and 
arrives with the merchandise correctly timed for its im 
mediate use, permits designs adapted for either simple 
counter display or an elaborate window or ledge display 
and thus adapted to fit into the store pattern or layout. 

For other objects and for a better understanding of 
the invention, reference may be had to the following 

65 
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are aligned upon assembling the partitions together in 
the usual manner. The lower edges of all of the portions 
will be aligned in the same horizontal bottom plane. The 
lower edges of the partitions, are supported on a bottom 
piece 27that covers the bottom of the bottle case. This 
bottom piece 27 will protect the bottoms of the bottles. 
A top piece 28 of similar size is provided over the top 
edges of the long partitions 16 and 15 so as to protect 
the tops of the bottles. These seven pieces make for the 
standard partitions in corrugated cases or cartons used 
for the shipment of bottle goods. The carton is illustrated 
at 29 and surrounds the partitions. These partitions and 
top and bottom pieces are usually thrown away by the 
dealer along with the box after the bottles have been 



3 
placed on the shelves for display. The dealer is thus 
usually left withdut any display means from the shipper, 
and the partitions and boxes become waste. The parti 
tions of standard form, as they now come, are inflexible 
and cannot be used to provide any satisfactory or suitable 
display. 
According to the present invention by the addition of a 

few scoring lines to the partitions so that the partitions 
are made flexible and by the addition of printed matter 
to the top and bottom pieces, it becomes possible to erect 
the partitions and the top and bottom pieces in such a 
manner as to provide display stands for supporting the 
bottles and for display advertising matter which will at 
tract the eye of a prospective customer entering the 
dealer's place of business. 

Referring now back to Fig. 3, it will be noted that the 
present long or longitudinally-extending partition has 
scoring lines 30, 31 and 32 which lie respectively co 
extensively with the respective slots 22, 23 and 24. This 
partition may also be colored, as indicated on the face 
of the member, in red, or in any other color. Thus, a 
partition which can be flexed intermediate its length has 
been provided. The partition can be bent along the 
scoring lines, either in halves or in quarters. 
As shown in Fig. 8, a transverse partition 17, 18 or 

19 is provided with scorings 33 and 34 respectively co 
extensive with the respective slots 25 and 26. This makes 
it possible for the transverse partition to be flexed, if 
desired, into thirds. These scorings of the partitions 
render them adaptable for use in a display in a manner 
to be presently described and in numerous other ways 
to make different displays. 
As shown in Fig. 4, a top piece 28 is provided with 

advertising matter indicated generally at 35 and with a 
red inked area 36 to conform with the red ink on the face 
of the long partition 15 or 16. 
A simple display arrangement is shown in Fig. 1, 

wherein only the top piece 28 and one of the long parti 
tions 15 or 16 is used. The long partition 15 is flexed or 
bent about the intermediate score line 31 so that one-half 
is angled relative to the other half. This will arrange 
the slots 22 and 24 opposite one another so as to accom 
modate red bottom edge portion 36 of the top piece 28 
having the advertising matter 35 thereon. The partition : 
15 thus provides adequate footing for the support of the 
top piece 28 and the botton coloring 36 will blend into 
the coloring of the piece 15 or 16. The advertising mat 
ter 35 will lie above the upper edge of the bent or flexed 
piece 15. The bottles 21 will lie in front of the piece 28 
and at the opposite sides of the bent ends of the partition 
5. 
By the use of the transverse partitions, slightly different 

forms of the display can be made as shown in Fig. 5. A 
long partition (Fig. 7) having designs thereon, as indi 
cated at 37 and 38, has slots 22", 23 and 24 with the 
respective co-extensive scoring lines 30', 31 and 32. 
The top piece 28’ has a decorative pattern or design 39 
different from the pattern shown on the top piece 28 of 
Fig. 4. This top piece 28 is inserted by its lower edge 
into the slots 22 and 24 of the piece 15, bent along the 
scoring line 23 in halves, as shown in Fig. 5. 
The transverse partitions 7, 8 and 19 are interlocked 

with the partition 17 extending transversely and the par 
titions 18 and 19 running parallel in a forward direction 
and the slots 26 of the respective partitions 18 and 19 
receiving the lower edge of the flexed long partition mem 
ber 15 so that it will be elevated and support is received 
from the transverse partitions that are interlocked to 
gether. It will be seen that with this display the transverse 
partitions not only provide spaces into which the bottles 
21 may be placed but also provide at their intersections 
a support to retain the bottles in elevated positions above 
the bottles on the supporting Surface. By this arrange 
ment a larger and elevated display of bottles can be ob 
tained. 
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co-extensively with the interlocking slots. 

4. 
Referring now to Figs... 9, 10 and 11, there is shown 

a still further arrangement of the partitions and top and 
bottom pieces to provide a still larger display. In this 
arrangement, both of the long partitions and both the top 
and bottom pieces are employed. The transverse parti 
tions are also employed, and in fact all of the parts are 
used. 

According to this arrangement the bottom piece 27 
is assembled in an overlapping manner with top piece 
28'. The two long partitions 5' and 16' are employed 
to secure the bottom and top pieces together. The top 
piece 23' has a different pattern or display from the 
other top pieces as indicated at 40. This long partition 
5'' is given a color design, Fig. 11, including red end 

areas 41 and 42 with a gold or yellow area 43 bounded 
by converging diagonal lines 44 and 45. Each of the 
long partitions 5' and 16' are bent along the inter 
Imediate scoring line 31' and slot 23', and the two slots 
22' and 24' receive the joined portions of the bottom 
and top pieces 28 and 28'. 
The transverse partitions 7, 8 and 9 are interlocked 

and the lower edges of the bottom piece 27 is fitted into 
the slots 26 in the upper edges of the fore and aft ex 
tending partitions 8 and 19. The bottles 2E can be 
arranged in the spaces between the transverse partitions 
and upon the interlocked edges thereof so that the bottles 
may also lie in an elevated position to give an extended 
and greater display of the bottles. 

While only three examples have been made of the 
ianner in which the partitions and top and bottom pieces 
of a corrugated carton can be utilized to form displays, 
it will be apparent that many other displays could be 
made with the same members. It should be apparent 
that this manner of providing these displays has been . 
made possible by the provision of scoring lines running 

it will also 
be apparent that any type of display matter data can 
be disposed on the top and bottom pieces or partitions. 
The partitions can be bent either singly or at three loca 
tions, as may be desired, for the particular display ar 
rangement to be made. 
While various changes may be made in the detail con 

struction, it shall be understood that such changes shall 
be within the spirit and scope of the present invention 
as glefined by the appended claim. 
What is claimed is: 
A bottle display stand formed of the top and bottom 

members and the partitions of a bottle case, one of said 
members having advertising matter tiereon and over 
apping the other member, certain of said partition mem 
bers each having a transverse score intermediate the length 
thereof and bent on said score to provide portions lying 
at an angle relative to each other, said certain of the 
partitions each having a slot on each side of said trans 
verse score, said slots extending inwardly from one edge 
thereof so that they are aligned with one another when 
the partitions are so bent, said certain of the partitions 
arranged as wing pieces and frictionally receiving the 
overlapped portions of the top and bottom members on 
each side edge thereof to hold them in said overlapped 
position and other of the partitions being interlocked 
and certain of said other partitions having parallel slots 
in their upper edges receiving the lower edge of one of 
said members to provide a support for the members and 
for the bottles to be displayed. 
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