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This invention relates to the manufacture of 
shoes and is herein illustrated with reference to 
improvements in shoes of the open-shank type, 
often called sandals, and to improvements in 
methods of making such shoes. 
In an open-shank shoe the means Securing the 

lasting margin of the forepart or vamp portion of 
the upper to the bottom of the Shoe is quite likely 
to give Way in the immediate vicinity of the 
junction of the shank and forepart as a result of 
the excessive strains to which the upper is sub 
jected in that locality as the shoe is being worn. 
An object of the present invention is to over 

come this liability and to that end novel provision 
has been made for insuring additional Security in 
the attachment of uppers to the bottoms of shoes 
in the region near the junction of their shank and 
forepart portions. As herein illustrated, this ad 
ditional security is insured by forming a vamp for 
an open-shank sandal with tab-like portions 
which extend beyond the opposite lateral edges 
of the rear extremities of the lasting allowance 
or lasting margin of the vamp, and firmly an 
choring these extending portions to the insole 
by means of lasting fastenings or otherwise after 
the lasting margin has been secured in overlasted 
position upon the insole. - 
The invention will be explained with referenc 

to the accompanying dra Wing, in Which 
Fig. 1 is a perspective view of an upper assembly 

for an open-shank sandal, showing particularly 
the reinforcing tabs or extensions by means of 
which the vamp portion of the upper is adapted 
to be securely attached to the insole; 

Fig. 2 is a perspective view of an open-Shank 
Sandal in course of construction showing the 
upper assembly as it appears after its marginal 
portion has been secured in over-lasted position 
upon an insole on a last and after the reinforc 
ing tabs have been anchored to the insole; and 

Fig. 3 is a sectional view of that portion of the 
bottom of a finished shoe which is located near 
the junction of the shank and forepart, the plane 
of the section being indicated by the line III-III 
of Fig. 2. 

Referring to the drawing, the upper aSSembly 
shown in Fig. 1 comprises an open-shank forepart 
or vamp (), a quarter 2 and a one-piece lining 
f4 for both the vamp and the quarter. As shown, 
the quarter is shaped to extend forwardly only a 
short distance beyond the heel portion of the shoe 
and it is provided with an ankle Strap 6. The 
vamp is cut short so as not to extend rearward 
ly beyond the ball portion of the shoe. The one 
piece vamp and quarter lining 4 is coextensive 

(C. 12-42) 
with the vamp and the quarter and it also ex 
tends along the opposite sides of the shank, 
although the shank portions of the lining are to 
be cut away just prior to the completion of the 
shoe so that no upper material will be present 
in the Shank of the finished shoe. The illus 
trated vamp 10 consists of a toe portion 8 and 
a rear portion comprising a plurality of CrOSS 
straps 29. The cross-straps 20 which, as shown, 
are stitched to and connected by the lining 4 
will later be separated from each other at op 
posite sides of the forepart of the shoe by the 
trimming away of those portions of the lining 
which lie between them. 

For the purpose of reinforcing the attachment 
of the vamp to the insole of the sandal at the 
rear extremities of the lasting margin of the 
vamp, those portions are provided with lateral 
tab-like extensions 22 which, as indicated here 
in, consist of tabs which may, conveniently, be 
cut from a strip or tape of closely Woven fabric 
and stitched to the vamp O. The illustrated 
tabs or extensions 22 are each of a width such 
as to overlie the two rearmost croSS-Straps 20 
and conveniently they are interposed between 
these straps and the lining 4 and are Secured 
to the vamp by the stitches which also secure the 
straps to the lining. The tabs 22 extend beyond 
the edges of the lasting margin sufficiently to 
enable the free ends of the tabs to be overlapped 
upon each other upon the center of the ball 
portion of the insole of the Sandal. 
In making a sandal embodying an upper Such 

as that above described, the upper is assembled 
with an insole 24 upon a last 26 (Fig. 2), the up 
per is lasted, and the lasting margins of the 
vamp and the quarter are secured in overlasted 
positions upon the insole in any Well-known man 
ner. As shown, these margins are secured to the 
insole at the opposite sides of the vamp by means 
of Wire staples 28, while at the toe the Vamp 
may be cement lasted to the insole. The lasting 
margins of the quarter, as shown, are secured by 
neans of tacks 30 at the heel seat and by means 
of staples 32 forwardly of the heel Seat. 

After the lasting margins of the vamp and 
quarter have been secured to the insole the tabs 
22 are laid with their free end portions over 
lapped upon the ball of the insole and prefer 
ably, but not necessarily, they are secured to each 
other and to the insole by means of adhesive such 
as pyroxylin cement. It may be found desirable 
to form the tabs 22 from pieces of adhesive tape 
in which case the adhesive carried by the tabs 
will serve to secure them to each other and to 
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the insole when the tabs are overlapped and 
pressed against the insole. After the tabs 22 have 
been properly positioned upon the insole, a metal 
shank stiffener 34 is applied to the sandal and 
located with its forward end portion overlying the 
overlapped ends of the tabs 22 and the forward 
end portion of the shank stiffener is secured by 
a fastener such as the tack 36 to the insole, the 
tack passing through the overlapped end por 
tions of the tabs 22. The fastener 36 and the 
clamping action of the shank Stiffener firmly 
anchor both tabs to the insole. The anchorage 
is made even more secure if cement is used for 
securing the tabs in place. Other fastening 
means, such for example as a Wire Staple or a 
rivet, may be employed if desired. It is prefer 
able to employ a last having a metal bottom for 
the purpose of clenching the inner end of the 
tack or other fastener which is employed at the 
forward end of the Shank stiffener. If no metal 
plate is employed upon the last, however, the 
tabs 22 may be secured to each other and to 
the insole by means of cement, for example, py 
roxylin cement. As shown, a tack 38 secures the 
rear portion of the shank stiffener 34 in place. 
The space within the overlasted margins of the 
wamp may be filled by means of a suitable filler, 
as indicated at 40 in Fig. 3, after which an out 
sole 42 may be applied and secured by means of 
cement or otherwise to the overlasted margins of 
the upper and to the tabs 22. By thus forming 
a cement bond between the tabs 22 and the Out 
sole the attachment of the vamp to the shoe is 
still further strengthened. 
The tabs 22 being firmly secured to the insole 

by means independent of the lasting fastenings, 
the tabs serve effectively to reinforce the lasting 
fastenings in the vicinity of the break between 
the shank and the forepart of the shoe bottom 
and thus insure against any tendency of the 
vamp to pull or break away from the insole in 
that locality. 
Having thus described my invention, what I 

claim as new and desire to Secure by Letters 
Patent of the United States is: 

1. That improvement in methods of making 
open-shank shoes which consists in forming 
an open-shank vamp with portions extending 
beyond the opposite lateral edges of the rear 
extremities only of its lasting allowance, assemi 
bling the vamp with an insole on a last, lasting 
the vamp and Securing its lasting allowance to 
the insole, and thereafter Securing said extend 
ing portions to the insole to reinforce the shoe 
against strains tending to Separate the rear por 
tions of the vamp from the insole. 

2. That improvement in methods of making 
open-shank shoes which consists in securing lat 
erally extending tabs to the lasting margin at 
opposite sides of the rear portion only of an 
open-shank vamp, assembling the vamp with an 
insole on a last, lasting the Vamp and Securing 
its margins in overlasted position upon the in 
Sole, and securing said tabs in overlapped relation 
to the insole to reinforce the shoe against Strains 
tending to separate the rear portions of the vamp 
from the insole. 

3. That improvement in methods of making 
open-shank shoes which consists in stitching to 
the rear portions of the lasting margins of an 
open-shank Vamp a pair of tabs which extend 
outwardly along the edge of the lasting margin, 
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assembling the vamp with an insole on a last, 
lasting the vamp and securing its marginal pOr 
tions in overlasted position to the insole, Over 
lapping the extending portions of said tabs upon 
the ball portion of the insole, locating a shank 
stiffener upon the insole with its forward end 
portion overlying said overlapped portions of the 
tabs, and attaching said Shank Stifener to the 
insole by means of a fastening extending through 
said overlapped portions of the tabs and anchor 
ing them to the insole. 

4. That improvement in methods of making 
open-shank shoes which consists in stitching to 
the rear portions of the lasting margins of an 
open-shank vamp a pair of tabs which extend 
outwardly along the edge of the lasting margin, 
assembling the vamp with an insole on a last, 
lasting the vamp and securing its marginal por 
tions in overlasted position to the insole, Over 
lapping the extending portions of said tabs upon 
the ball portion of the insole and securing them 
to the insole, and securing an outsole to the over 
lasted margins of the upper and to said tabs. 

5. An open-shank shoe comprising an insole, an 
outsole, a vamp having its lasting margin secured 
in overlasted position on the insole and having 
the rear portions of Said margin terminating in 
the immediate vicinity of the break between the 
Shank and the forward portions of the soles, and 
portions extending beyond the opposite lateral 
edges of the rear extremities of the lasting allow 
ance of the vamp Secured to the insole by means 
independent of the lasting fastenings for rein 
forcing the attachment of the vamp to the insole. 

6. An open-shank shoe comprising an insole, 
an outsole, a vamp having its lasting margin 
Secured in overlasted position on the insole and 
having the rear portions of said margin termi 
nating in the immediate vicinity of the break 
between the shank and the forward portions of 
the Soles, a pair of reinforcing tabs secured to 
the rear extremities of the lasting margin of the 
wamp and having their free end portions an 
chored to the insole for reinforcing the attach 
ment of the vamp to the insole in the vicinity of 
the break between the shank and the forepart of 
the sole. 

7. An open-shank Sandal comprising an insole, 
an outsole, a vamp comprising a plurality of 
cross-straps having their end portions secured in 
overlasted relation to the insole, and tabs stitched 
to the rearmost cross-straps and extending be 
yond the ends of said. Straps, said tabs having 
their free extremities secured in overlapped rela 
tion to the insole. 

8. An open-shank shoe comprising an insole, 
an outsole, a vamp having its lasting margin 
Secured in overlasted position. On the insole and 
having the rear portions of said margin termi 
nating in the immediate vicinity of the break 
between the Shank and the forward portions . Of 
the soles, tab portions extending beyond the op 
posite lateral edges of the rear extremities of the 
lasting allowance of the vamp secured to the 
insole by means independent of the lasting fas 
tenings for reinforcing the attachment of the 
vamp to the insole, and a shank stiffener having 
its forward end portion overlapping said tabs and 
Secured to said insole by means of a fastening 
extending also through said tabs and thereby 
anchoring the tabs to the insole. 

CHESTER, D. TURNER. 
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