## INTERNATIONAL APPLICATION PUBLISHED UNDER THE PATENT COOPERATION TREATY (PCT)

<table>
<thead>
<tr>
<th>(51) International Patent Classification</th>
<th>A1</th>
</tr>
</thead>
<tbody>
<tr>
<td>G11B 21/22</td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>(11) International Publication Number</th>
<th>WO 94/11875</th>
</tr>
</thead>
<tbody>
<tr>
<td>(43) International Publication Date</td>
<td>26 May 1994 (26.05.94)</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>(21) International Application Number</th>
<th>PCT/US93/09876</th>
</tr>
</thead>
<tbody>
<tr>
<td>(22) International Filing Date</td>
<td>13 October 1993 (13.10.93)</td>
</tr>
<tr>
<td>(30) Priority data:</td>
<td>07/975,656</td>
</tr>
<tr>
<td></td>
<td>13 November 1992 (13.11.92) US</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>(71) Applicant:</th>
<th>MAXTOR CORPORATION [US/US]; 211 River Oaks Parkway, San Jose, CA 95134 (US)</th>
</tr>
</thead>
<tbody>
<tr>
<td>(72) Inventor:</td>
<td>DION, F., Eugene ; 104 Vivian, Longmont, CO 80501 (US)</td>
</tr>
<tr>
<td>(74) Agents:</td>
<td>BEREZNAK, Bradley, J. et al.; Blakely, Sokoloff, Taylor &amp; Zafman, 12400 Wilshire Boulevard, 7th floor, Los Angeles, CA 90025 (US)</td>
</tr>
</tbody>
</table>


### Published

*With international search report.*

---

**Title:** LOCKING ASSEMBLY FOR THE ACTUATOR ARM OF A HARD DISK DRIVE

**Abstract**

A detent mechanism for securing the magnetic head (20) of a hard disk drive unit (10) above a landing zone (24) of a magnetic disk (16) when power to the disk drive unit (10) is terminated. The detent mechanism includes a first detent (74) which is attached to the actuator arm (26) and a second detent (76) that is mounted to the housing (12) of the disk drive unit (10). The detents (74, 76) have a pair of teeth (78, 80) that become locked when the actuator arm (26) rotates above the landing zone (24) of the disk (16). The detents (74, 76) are constructed to be flexible enough, so that the teeth (78, 80) may be separated when power is supplied to the drive unit (10) and the actuator arm (26) is rotated away from the landing zone (24).
FOR THE PURPOSES OF INFORMATION ONLY

Codes used to identify States party to the PCT on the front pages of pamphlets publishing international applications under the PCT.

| AT | Austria       | GB | United Kingdom       | MR | Mauritania     |
| AU | Australia     | GE | Georgia              | MW | Malawi        |
| BB | Barbados      | GN | Guinea               | NE | Niger         |
| BE | Belgium       | GR | Greece               | NL | Netherlands   |
| BF | Burkina Faso  | HU | Hungary              | NO | Norway        |
| BG | Bulgaria      | IE | Ireland              | NZ | New Zealand   |
| BJ | Benin         | IT | Italy                | PL | Poland        |
| BR | Brazil        | JP | Japan                | PT | Portugal      |
| BY | Belarus       | KE | Kenya                | RO | Romania       |
| CA | Canada        | KG | Kyrgyzstan           | RU | Russian Federation |
| CF | Central African Republic | KP | Democratic People’s Republic of Korea |
| CG | Congo         | KR | Republic of Korea    | SD | Sudan         |
| CH | Switzerland   | KZ | Kazakhstan           | SE | Sweden        |
| CI | Côte d’Ivoire | LI | Liechtenstein        | SI | Slovenia      |
| CM | Cameroon      | LK | Sri Lanka            | SK | Slovakia      |
| CN | China         | LU | Luxembourg           | SN | Senegal       |
| CS | Czechoslovakia | LV | Latvia               | TD | Chad         |
| CZ | Czech Republic | MC | Monaco               | TG | Togo         |
| DE | Germany       | MD | Republic of Moldova  | TJ | Tajikistan    |
| DK | Denmark       | MG | Madagascar           | TT | Trinidad and Tobago |
| ES | Spain         | ML | Mali                 | UA | Ukraine       |
| FI | Finland       | MN | Mongolia             | US | United States of America |
| FR | France        |    |                      | UZ | Uzbekistan    |
| GA | Gabon         |    |                      | VN | Viet Nam      |
LOCKING ASSEMBLY FOR THE ACTUATOR ARM
OF A HARD DISK DRIVE

BACKGROUND OF THE INVENTION

1. FIELD OF THE INVENTION

The present invention relates to a mechanism which locks the actuator arm of a hard disk drive assembly.

2. DESCRIPTION OF RELATED ART

Hard disk drives typically have an actuator arm which can move relative to a magnetic disk that is rotated by an electric motor. At the end of the actuator arm is a magnetic head which can magnetize or sense the magnetic field of the disk. The magnetic head is typically separated from the surface of the disk by an air gap that is on the order of 0.06 microns in length. Any contact between the head and the magnetic disk may result in a loss of data or possible damage to the disk.

Hard disk drive units that are used in portable computers are more likely to be subjected to external shock or vibrational loads. For example, the user may drop the computer, or the computer may be transported within a vehicle that applies a vibrational load to the disk drive unit. The application of an external force to the drive unit may cause the magnetic head to strike or otherwise come into contact with the disk when the
disk is not spinning. It is therefore desirable to have a hard disk drive which reduces the likelihood of damage to the magnetic disk when the drive unit is subjected to an external load.

Some magnetic disk contain a landing zone where the magnetic head is positioned when no power is supplied to the drive unit and the disk is not spinning. The landing zone is a blank area of the disk where data is not normally stored. Thus any shock or vibrationally induced contact between the head and magnetic disk surface will not damage the disk.

When the disk is spinning, the actuator arm and head are located adjacent to a read/write zone of the magnetic disk. When power to the drive unit is terminated, such as when the computer is turned off, the control logic of the hard disk drive rotates the magnetic head above the landing zone. The motor is sometimes used as a generator that supplies power to the actuator arm during the power down cycle of the drive unit.

As the motor reduces speed, less power is supplied to the coils of the actuator arm. Consequently, the magnetic head can skew off of the landing zone of the disk. Additionally, the actuator arm may rotate away from the landing zone if the disk drive is subjected to an external load. It would therefore be desirable to have a hard disk drive which locks the magnetic head above the landing zone when power to the drive unit is terminated.
SUMMARY OF THE INVENTION

The present invention is a detent mechanism for securing the magnetic head of hard disk drive above a landing zone of a magnetic disk, when power to the disk drive is terminated. The detent mechanism includes a first detent which is attached to the actuator arm and a second detent that is mounted to the housing of the disk drive unit. The detent have a pair of teeth that become locked when the actuator arm rotates above the landing zone of the disk. The detents are constructed to be flexible enough, so that the teeth may be separated when power is supplied to the drive unit and the actuator arm is rotated away from the landing zone.

The detent mechanism is preferable used in a portable hard disk drive card unit which can be plugged into a computer. When power to the hard drive is terminated, either by unplugging the card or turning off the computer, the control logic of the drive unit rotates the actuator arm above the landing zone until the detents engage and secure the arm to the housing. When power is supplied to the disk drive, the coil of the actuator arm is energized. Energizing the coil creates a torque on the actuator arm and disengages the detents. The arm is then free to be rotated into the read/write zone of the disk.

Therefore it is an object of the present invention to provide a hard disk drive that secures the actuator arm above a landing zone of the magnetic disk when power to the disk drive is terminated.

It is also an object of the present invention to provide an actuator arm locking mechanism which can be used in a portable disk drive.
BRIEF DESCRIPTION OF THE DRAWINGS

The objects and advantages of the present invention will become more readily apparent to those ordinarily skilled in the art after reviewing the following detailed description and accompanying drawings, wherein:

Figure 1 is a perspective of a hard disk drive of the present invention;

Figure 2 is a cross-sectional top view of the hard disk of Fig. 1;

Figure 3 is a cross-sectional bottom view of the hard disk of Fig. 1;

Figure 4 is a view similar to Fig. 2 showing the disk drive being inserted into a computer;

Figure 5 is a view similar to Fig. 4 showing the disk drive completely inserted into the computer;

Figure 6 is cross-sectional view showing a detent assembly that locks the actuator arm of the disk drive;

Figure 7 is an enlarged view of the detent assembly of Fig. 6.
DETAILED DESCRIPTION OF THE INVENTION

Referring to the drawings more particularly by reference numbers. Figure 1 shows a hard disk drive card unit 10 of the present invention. The hard disk unit 10 typically has a pocket size outer housing 12 with an electrical female connector 14 located at one end of the card 10. The hard disk drive card unit 10 can be plugged into a slot within a computer chassis and mated with a corresponding male connector, to couple the hard disk with the computer.

Figures 2 and 3 show the inner components of the card unit 10. The card unit 10 has one or more magnetic disk 16 which are typically coupled to an electric motor (not shown) which rotates the disk 16 relative to an actuator arm assembly 18. The actuator arm assembly 18 contains magnetic heads 20 which can magnetize and sense the magnetic field of the disk 16. The magnetic disks 16 store digital information in a read/write zone 22 of the disk 16. Most magnetic disk are constructed to also have a landing zone 24 located adjacent to the center of the disk 16. The landing zone 24 is typically not magnetized and provides an area of the disk 16 where the actuator arm assembly 18 is positioned when the disk 16 is not spinning. Placing the magnetic heads 20 within the landing zone 24, prevents data from being lost if the heads 20 damage the stationary disk 16, which may occur if the unit 10 is subjected to an external shock or vibrational load.

The actuator arm assembly 18 includes an actuator arm 26 which is pivotally connected to the housing by a bearing assembly 28. At the end of the arm 26 is a coil 30 that is adjacent to a magnetic plate 32. The
coil 30 is connected to a control circuit (not shown) which can energize the coil 30 to induce movement between the actuator arm 26 and magnet 32. Movement of the actuator arm 26 moves the magnetic heads 20 relative to the surface of the disk 16. The control circuit can move the actuator arm 26 within and between the read/write zone 22 and landing zone 24 of the disk 16.

The card unit 10 has a latch assembly 34 that can move the actuator arm 26 from the read/write zone 22 to the landing zone 24, when the card 10 is detached from the computer. The latch assembly 34 includes a first latch 36 which is pivotally connected to the housing 12 by pin 35. The first latch 36 has a pawl 37 and is adapted to move between a locked position and an unlocked position. As shown in Fig. 3, the first latch 36 rotates through a first channel 38 within the housing 12. The housing 12 has a pair of stop surfaces 40 which limit the travel of the first latch 36.

The latch assembly 34 further includes a push rod 42 that couples the first latch 36 to a second latch 44. The push rod 42 can move along a second channel 46 within the housing 12. The push rod 42 has a sliding contact surface 48 which engages the first latch 36 and moves the latch 36 from the unlocked position to the locked position. The latch 36 preferably has a landing portion 50 which provides a flat surface for the roller 48. The pin 52 rotates relative to the housing 12 and typically has a seal (not shown) which prevents contaminants from entering the drive unit.

The second latch 44 is pivotally connected to the housing 12 by pin 52. The second latch 44 has a roller 54 which can engage the actuator
arm 26 and move the magnetic heads 20 from the read/write zone 22 to
the landing zone 24 of the disk 16. The second latch 44 is also coupled
to a bell crank 56 which is pivotally connected to the housing 12 by pin
52. The bell crank 56 has a cam follower 58 which moves within a cam
slot 60 in the push rod 42. The bell crank 56 is preferably coupled to
the second latch 44 by an elliptical stud (not shown) that extends into an
elliptical slot (not shown) in the crank 56, such that the second latch 44
rotates in conjunction with the movement of the bell crank 56.

The cam follower 58 is adapted to follow the cam slot 60 and rotate
the bell crank 56 and second latch 44 when the push rod 42 moves
within the second channel 46. Located between the end of the push rod
42 and the end of the second channel 46 is a compression spring 66
which biases the rod 42 and first latch 36 into the locked position. The
push rod 42 has a clearance slot 68 which allows the rod 42 to the move
relative to the pin 52.

As shown in Figure 4, when the card unit 10 is plugged into a
computer, the pawl 37 engages a stationary member 68 within the
computer. In the preferred embodiment, the stationary member 68 is a
keying feature of the mating computer connector. Pushing the card 10
closer to the mating connector moves the first latch 36 into the unlocked
position. As shown in Figure 5, movement of the first latch 36 pushes
the rod 42, which causes the cam roller 50 to move within the cam slot
60. As the cam roller 58 follows the cam slot 60, the bell crank 56
rotates the second latch 44 away from the actuator arm 26. The actuator
arm 26 may then rotate into the read/write zone 22 of the disk 16 by the
coil 30.
When the card unit 10 is pulled out of the computer, the first latch 36 is released from the stationary member 68. Releasing the first latch 36 causes the compression spring 66 to move the push rod 42 and latch 36 back into the locked positions. Movement of the push rod 42 induces a rotation of the bell crank 56 and second latch 44, so that the latch 44 engages the actuator arm 26 and moves the magnetic heads 20 from the read/write zone 22 to the landing zone 24 of the disk 16. The force of the compression spring 66 prevents the latch 44 from moving, so that the actuator arm 22 and heads 20 do not move into the read/write zone 22 of the drive 16, if the unit 10 is subjected to an external shock or vibrational load.

As shown in Figure 6, the card unit 10 has a detent assembly 70. The detent assembly 72 includes a first detent 74 that is attached to the actuator arm 26 and a second detent 76 which is mounted to the housing 12. If power to the card unit 10 is terminated while the card is plugged into the computer, the disk 16 will spin down and the control circuit will cause the actuator arm 26 to move the magnetic heads 20 into the landing zone 24 of the disk 16. When the actuator arm 26 moves the heads 20 into the landing zone 24, the detents 74 and 76 become attached and prevent further movement of the actuator arm assembly 18. The detent assembly 70 prevents damage to the disk 16 when the card unit 10 is plugged into a portable computer, which may be exposed to external shock loads when the latch assembly is not constraining the actuator arm 26 to the landing zone 24. The detent assembly 72 secures the actuator arm 26 when the card is detached from the computer, and
when the card is plugged into the computer and power to the drive unit 10 is terminated.

As shown in Fig. 7, the first detent latch 74 has a first tooth 78 which becomes locked with a second tooth 80 of the second detent latch 76 when the actuator arm 26 is rotated into the landing zone 24 of the disk 16. The detent latches are typically constructed from a plastic material which is flexible enough to bend so that the teeth become engaged when the actuator arm 26 is rotated into the landing zone 24. When power is supplied to the card unit, the control circuit energizes the coil 30, which pulls the actuator arm 26 away from the second detent latch 76. The detent latches 74 and 76 are flexible enough so that the latches become detached when the coil 30 is energized.

The present invention thus provides a pair of latching assemblies which lock the actuator arm of a portable hard disk drive that is not receiving power, either when the card is detached, or plugged into the computer.

While certain exemplary embodiments have been described and shown in the accompanying drawings, it is to be understood that such embodiments are merely illustrative of and not restrictive on the broad invention, and that this invention not be limited to the specific constructions and arrangements shown and described, since various other modifications may occur to those ordinarily skilled in the art.
What is claimed is:

1. A hard disk drive assembly, comprising:
   a housing;
   a magnetic disk operatively connected to said housing, said magnetic disk having a read/write zone and a landing zone;
   an actuator arm assembly pivotally connected to said housing, said actuator arm assembly having a magnetic head which can be moved between said read/write zone and landing zone of said magnetic disk; and,
   detent means for securing said magnetic head above said landing zone of said magnetic disk.

2. The assembly as recited in claim 1, wherein said locking means includes a first detent attached to said actuator arm assembly and a second detent mounted to said housing.

3. The assembly as recited in claim 2, wherein said detents have teeth that become engaged when said actuator arm assembly moves from said read/write zone to said landing zone of said magnetic disk.

4. The assembly as recited in claim 3, wherein said detent are constructed to be flexible enough so that said teeth deflect and unlock when said actuator arm assembly moves said magnetic head from said landing zone to said read/write zone of said magnetic disk.
5. A method of securing an actuator arm of a hard disk drive assembly, when power to the hard disk drive assembly is terminated, comprising the steps of:

   a) rotating an actuator arm such that a magnetic head is adjacent to a landing zone of a magnetic disk; and,

   b) securing said actuator arm to a detent latch.
INTERNATIONAL SEARCH REPORT

International application No.
PCT/US93/09876

A. CLASSIFICATION OF SUBJECT MATTER
IPC(S) : G 11B 21/22
US Cl : 360/105
According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED
Minimum documentation searched (classification system followed by classification symbols)
U.S. : 360/105, 106

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)
APS (US and JPOABS files) - search terms: (disc or disk), drive, latch?, lock?, (resilient or bend)

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>US, A, 5,019,932 (Iwata) 28 May 1991, see figures 1 and 2</td>
<td>1-3, 5</td>
</tr>
<tr>
<td>X</td>
<td>US, A, 4,996,617 (Yaeger et al) 26 Feb 1991, see figures 3A-3C</td>
<td>1-5</td>
</tr>
</tbody>
</table>

☐ Further documents are listed in the continuation of Box C. ☐ See patent family annex.

Special categories of cited documents:

*A* document defining the general state of the art which is not considered to be part of particular relevance

"E" earlier document published on or after the international filing date

"L" document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)

"O" document referring to an oral disclosure, use, exhibition or other means

"P" document published prior to the international filing date but later than the priority date claimed

"T" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention

"X" document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone

"Y" document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art

"Z" document member of the same patent family

Date of the actual completion of the international search: 07 December 1993

Date of mailing of the international search report: 07 December 1993

Name and mailing address of the ISA/US
Commissioner of Patents and Trademarks
Box PCT
Washington, D.C. 20231

Authorized officer: ROBERT TUPPER
Telephone No. (703) 308-1601

Facsimile No. NOT APPLICABLE

Form PCT/ISA/210 (second sheet)(July 1992)