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This invention relates to an ornament, and has 
for One of its objects the provision of a device 
Which may be readily matched up to other orna 
mental trimmings upon the part upon which it 
is to be mounted. w Another object of the invention is the pro 
Vision of a device which is formed of different 
pieces, one part with a two part fastener mount 
ed in position. On the piece, which is to carry it 
prior to the assembly of the pieces of the device, 
Another object of the invention is the pro 

vision of an ornament which may be completely 
aSSembled with the exception of a headed locking 
Spur or barb prior to its attachment in position 
Such as on a shoe so that it may be quickly and 
readily attached to a shoe in any position which 
is desired. 
Another object of the invention is the pro 

vision of a two part securing device with one 
part mounted in position on the back of a Small 
ornament and of such a construction, the other 
part may be assembled therewith without the 
use of an anvil for deflecting the other part of 
the device for securing the same in position. 
Another object of the invention is the pro 

vision of a fastener which may be positioned on 
different sizes of ornaments. Without the neces 
sity of providing a set of tools for each different 
Sze. 
Another object of the invention is the pro 

vision of an ornament which will carry the socket 
part of the securing device so that the spur which 
it receives will be entirely concealed and hidden 
within the device after being mounted in po 
With these and other objects in view, the in 

vention consists of certain novel features of 
construction, as will be more fully described, and 
particularly pointed out in the appended claims. 

In the accompanying drawing: - 
Fig. 1 is a side elevation of my ornament, 

mounted upon a shoe. Fig. 2 is a sectional view on line 2-2 of Fig. 1. 
Fig. 3 is a plan view of the body part of the 

ornament. 
Fig. 4 is a sectional view thereof. 
Fig. 5 is a plan view of the ornamental disc. 
Fig. 6 is a sectional view thereof. 
Fig. 7 is a plan view of the backing plate: 
Fig. 8 is a sectional view thereof. Fig. 9 is a plan view of the securing plate. 
Fig. 10 is a central sectional view thereof. 
Fig. 11 is an end view of the socket part of 

the fastening device. . . . . 
Fig. 12 is a Sectional view thereof, 

Fig. 13 is a plan view of the securing plate 
shown in Figs. 9 and 10 and fastening device 
shown in Figs. 11 and 12 assembled. 

Fig. : 14 is a central sectional view of the 
Structure shown in Fig. 13. . . 

Fig. 15 is a sectional view of the complete 
Ornament. - 

Fig. 16 is an elevation of the headed spur or 
tack for Securing the ornament to a garment or 
other part upon which it is to be mounted. 

Fig. 17 is a top plan view of an ornament of 
a. In Odified form from that shown in Figs. 1 and 2. 

Fig. 18 is a sectional view on line 18-18 of 
Fig.17. . . 

in the use of Ornaments upon shoes it has been 
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frequently necessary in order to secure a part 
On the Vamp of the shoe to provide a U-shaped 
clamp which will engage either side of the vamp 
and slide on over the edge thereof, the clamp 
being exposed to view and somewhat unsightly. 
In other instances, in order to secure an ornament 
in place it has been necessary to provide some 
anvil So that the part which pierces the shoe 
Will be deflected all of which requires considerable 
Space. Further, it is usual to provide such Secur 
ing device upon a single back plate requiring the 
provision of a Set of tools for each size of orna 
ment or back plate provided, and in order that a 
Simple and inexpensive ornament may be pro 
Vided, I have formed a body of any desired shape 
cut out to provide a face opening and have 
mounted my ornamental part so that it may be 
exposed through this opening and provided a 
backing plate which serves to force the orna 
inent into the desired position, such as protrud 
ing it through the opening and then providing an 
additional plate which carries my securing or fas 
tening device by which arrangement I may mount 
one part of the fastener on this securing plate 
which will receive and securely hold the other 
part of the fastener thereto and I have chosen a 
diaphragm type of fastener for the socket, and 
have provided a spur to engage this diaphragm 
which spur may pierce the shoe or other part with 
a head for holding it in position or may assemble 
the ornarinent With an additional Ornamental part 
prior to mounting it in position, all of which 

... is accomplished after the shoe is finished so that 
... it innay be readily and quickly positioned as de 

sired, and I have chosen as an ornament which 
Will be positioned to be exposed through the 
opening in the body, a piece of material which 
Will conform to the general ornamental Scheme of 
trimming which is formed on the shoe whereby a 
harmonious appearance and common ornamental 
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theme is had between the ornament and the re 
mainder of the shoe Such as is desired in the 
trade, and the following is a detailed description 
of the present embodiment of this invention ill 
lustrating the preferred neans by which these ad 
Vantageous results may be accomplished. 
With reference to the drawing, 20 designates a 

pump or slippel having a heel 21 and ornamental 
trimming strips 22 on the body portions of the 
slipper with similar ornamental strips 23 adja 
cent the toe thereof, while on the vamp I have 
mounted an ornament designated 24 having a 
central ornamental portion 25 and a portion of 
a bow 26 with additional trimming 27 and have 
formed the portions 22, 23, 25 and 26 all of a 
Similar enbossed leather so that the entire Or 
namental theme of the shoe will be carried out 
even in the ornament which I have provided. 
This ornament designated generally 24 con 

sists of a body 28 having an open face 29 with a 
flange 30, extending rearwardly from the face 
of this body. Within this body, I have positioned 
an ornamental layer or sheet 31 which is here 
illustrated as embossed leather which is of a size 
larger than the opening 29 in the face of the 
body and is of a size to fit within the flange 30. 
Back of this ornamental layer 31 there is posi 
tioned a metal plate of relatively stiff material 
designated 32 which is domed or bulging as at 
33 and which will force the leather sheet 31 out 
Wardly so as to conform generally to the shape 
of the plate 33 and thus extend through the open 
ing as at 34, see Fig. 15. 
Back of this plate 33 there is provided a wall 

or plate 35 which may be of cardboard or any 
suitable material, which if soft will be easy to 
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work, it being. merely required that it be sufi 
ciently stiff and rigid to maintain its general 
shape. This securing plate is of substantially the 
size and shape of the body to snugly fit within 
the flange 30, and is provided with an opening 36 
to receive the socket part of the fastening device. 
The socket part of this fastening device con 

sists of a tubular eyelet 37 rolled outwardly at one 
end to provide a flange 38. Upon this fange and 
extending across the end of the eyelet there is 
a diaphragm 39 having an opening 40 with slits 
4l extending outwardly therefrom in a generally, 
radially direction. This diaphragm is of stiff 
tempered material such as steel and these slits 
provide gripping fingers 42. This diaphragm is 
held in position across the end of the tubular 
eyelet by a cap 43 having an opening 44 therein 
of a size larger than the opening 40 and rolled 
over as at 45 to clinch the cap in place and hold the diaphragm tightly in position. 
This Socket is positioned through the opening 

36 in the securing plate with the cap part 43 en 
gaging the outer surface thereof after which 
the tubular part is rolled over as at 46 to secure 
this part of the socket in position. The Securing 
plate is then positioned back of the domed or 
shaping plate 33 and the flange 30 is rolled over 
as at 47 to lock all of these parts in position and 
force the Ornamental ply of embossed leather 
outwardly, as illustrated in Fig. 15. 
The ornament thus assembled may be then 

mounted either directly on the shoe or upon some 
additional Ornamental part by means of a tack 
or Spur 48 having a head 49. For instance, as 
shown in Fig. 1, there is a bow piece of material 
27 and a Second piece of material 26, both posi 
tioned back of the ornament 24 with the fabric of 
the shoe 20 also back of the Ornament, while the 
Spur, as illustrated in Fig. 16, is passed through 

1,934,653 
all of these parts and into the socket to spread 
the gripping fingers 42, as illustrated at 50, in 
Fig. 2, so that these will tightly grip and bite into 
the spur 48 to prevent it from being withdrawn 
fi'Oin position and thus lock all of these parts 
shown in Fig. 2 in assembled 'elation. 

In Some instances, it is desired to provide a 
duplication of the parts 26 and 27 on the other 
Side of the olnainent and I have illustrated this 
generally in figs. 17 and 18 by part 51 corre 
sponding to the part 27 and a second part of the 
bow 52 coi"responding to the part 26 of the orna 
ment shown in Fig. 1. These parts 51 and 52 
are aSS8mbled With an elastic strap 53 by means 
of the spill' 48 and its head 49 to hold the orna 
In ent 54 as an assembled unit with these parts de 
Scribed, after which this ornament may be se 
Cured to a, Shce in an accustomed manner by 
just stretching the elastic strap 53 to the edges 
of the body part of the shoe and there attaching 
it. - 

By tilese arrangements a shoe may be con 
letely finished and the oi'nament positioned in 
i&Ce by Siiply inserting a tack through the shoe 

and forcing the spur of the tack into the dia 
phiagiin assembly on the ornament also formed 
as a complete unit and assembled on the shoe, and 
by the SOcket being provided in the ornament the 
Spui is coxapletely housed therein leaving no 
parts to abrade the garment of the Wearer or 
parts of the body. 
The foregoing description is directed solely 

towards the construction illustrated, but I desire 
it to be inderstood that I reserve the privilege of 
resorting to all the mechanical changes to which 
the device is susceptible, the invention being de 
fined and limited only by the terms of the ap 
pended claim.S. 
. I claim: 

85 

90 

95 

300 

1. An ornamental device comprising a body 5 
having an open face, an ornament exposed 
through Said open face, a backing plate, a secur 
ing plate Spaced therefroin, means for securing 
Said body and plate together, a two-part fastener 
having one part mounted on said securing plate 
and the other part adapted to engage therewith 
and hold the device on a part on which it is to be mounted. 

2. An ornamental device comprising a body 
having an open face and a peripheral flange, an 
Ornament within said flange exposed through 
Said open face, a backing plate, a securing plate 
Spaced therefrom, said flange being rolled over . 
said plates to hold them together, a two-part 
fastener having one part mounted on said secur 
ing plate and the other part adapted to engage 
therewith and hold the device on the part on 
which it is to be mounted. 

3. An ornamental device comprising a body 
having an open face, an Ornament exposed 
through said open face, a backing plate, a secur 
ing plate spaced therefron, means for securing 
said body and plate together, a two-part fastener, 
one part comprising a clinching diaphragm pro 
vided on the securing plate, and the other part 
a spur adapted to be engaged by said clinching 
diaphragm and to pierce the part on which the 
device is to be mounted, a head on said spur for 
engaging the side of the pierced part distant 
from Said diaphragm to secure the ornament in 
mounted position. - 

4. An ornamental device comprising a body 
having an open face and a peripheral flange, an 
ornament within said flange exposed through 
said open face, a backing plate, a securing plate 
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spaced therefrom, said flange being rolled over 
said plates to hold them together, a two-part 
fastener comprising a clinching diaphragm pro 
vided on the securing plate and a spur adapted 
to be engaged by said clinching diaphragm and 
to pierce the part in which the device is to be 
mounted, a head on said spur for engaging the 
side of the pierced part distant from said dia 
phragm to secure the ornament in mounted posi 
tion. 

5. An Ornament comprising a body having an 
open face, an Ornament exposed through Said 
open face, a plate back of the same and spaced 
therefrom and secured to said body, a tubular 
eyelet through said plate, a diaphragm having an 
opening with slits to divide the stock about the 
opening into gripping fingers, means for mount 
ing said diaphragm across the end of said eyelet, 
and a headed Spur adapted to be gripped by the 
diaphragm to hold the ornament in desired posi 
tion. 

6. An Ornamental device comprising a body 
having an open face, an ornament bound at its 
edges and protruding through said open face, a 
plate Secured to said body, and means for mount 
ing Said device on a desired support. 

7. An ornamental device comprising a body 
having an open face, an ornament bound at its 
edges and protruding through said open face, a 
plate conforming to the shape of said ornament 
and maintaining the same in position and a two 
part fastener having one part secured to said 
device, and the other part securable to the first 
part for mounting the ornamental device in 
position. 

8. An Ornament comprising a body having an 
open face, an ornament exposed through said 
open face, a domed plate back of the same and a 
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flat plate back of the domed plate, means for 
securing Said plates to said body, a tubular eye 
let through Said flat plate and housed in the 
Space between Said plates, a diaphragm having 
an opening with slits to divide the stock about 
the opening into gripping fingers, means for 
mounting Said diaphragm acroSS the end of Said 
eyelet, and a headed spur adapted to be gripped 
by the diaphragm to hold the Ornament in de 
sired position, said Spur being housed within Said 
tubular eyelet. 

9. An ornamental device comprising a button 
body having an open face, an ornamental insert 
in said body exposed through said open face, 
additional ornamental material back of Said 
button body and extending outwardly beyond the 
edges thereof, and means for securing said ad 
ditional ornamental material and body in aS 
Sembled Irelation. 

10. An ornamental device comprising a button 
body having an open face, an ornamental insert 
in Said body exposed through Said open face, 
additional. Ornamental material back of said 
button body and extending outwardly beyond the 
edges thereof, and means for securing said addi 
tional ornamental material and button body 
in assembled relation, said additional orna 
mental material and the material exposed 
through said open face being of the same orna 
mental theme. 

11. Ornamentation for a shoe comprising or 
namental strips of material positioned as trim 
ming on the shoe, and an attachable vamp but 
ton having an Open face With Ornamental mate 
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rial exposed therethrough and conforming in : 
ornamental theme to the said trimming material 
On Said shoe. 

s JAMES H. ARTHUR. 
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