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Patented July 22, 1952 

UNITED STATES PATENT OFFICE 

. This invention is directed to a novel toupee 
and to a simplified method of making such toupee. 
Hitherto: the entire scalp was covered by a toupee 
even though partly bald. This type of toupee was 
quite expensive and required an inside adhe 
Sive strip over wide areas. Moreover the old type 
of toupee. employed a cloth mesh which not only 
extended unsightly beyond the hair line but also 
required adhesive to hold it in place. . The inven 
tion has for its primary object to provide a frag 
mentary:"toupee complementary to the head of 
hair for effectively covering the bald area, only: 
Another object resides in the provision of a 
toupee of the character referred to which may be 
quickly and easily applied to cover the bald area, 
only, which is more economical to produce as 
the entire scalp need not be covered, which is 
neater in appearance, which stays set and which 
hasino anterior part extending beyond the hair 
line. Another important object resides in...an 
economical method of forming a toupee com 
plementary to the head of hair to conform to 
the contour of the bald area of the scalp. Other 
important aspects, advantages and features of 
the invention will appear from the following de 

Samuel Perlin, Far Rockaway, N.Y. 
Application March 15, 1950, serial No. 149,814 

. . . . . 13 Claims. (Cl 132-53) 

O 

15 

20 

25 

tailed description taken with the. accompanying 
drawings wherein: . . . . . -- - - - - - - 

Fig.1 shows a thin sheet of plastic out of which 
the toupee is formed in accordance with my in 
vention. . . . . . . . . . . 

Fig. 2 is a plan view of a head of a person 
having a portion thereof bald. 

Fig. 3 is a view similar to Fig.2 but with pencil 
or crayon marking thereon to outline the bald 
area on which is adhesively secured strips of 

Fig. 4 is a front elevational view of Fig. 3 but 
illustrating the head covered with a soft molding 
clay or hydrocolloid composition for obtaining an 
exact impression of the head, namely, a negative 
of the head or matrix. 

Fig. 5 is a cross sectional view of the negative 
formed in Fig. 4 together with the plaster of 
Paris complementary positive. ; : : 

Fig. 6 is a front view of the positive. - 
Fig. 7 is a plan view of the positive along the 

line 7-7 of Fig.6 illustrating the strip receiving 
bosses or ribs. 

Fig. 8 is a cross sectional view. of the positive: 
on the line 8-8, of Fig. 9 wherein the periphery 
of the bald Zone or area has been indented or 
grooved. . . . . . . . . . . . . . . . . . 

; Fig. 9 is a plan view on the line 9-9 of Fig. 8. 
Fig. 10 shows the sheets of plastic. of Fig. 1 
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phragm or hair carrier. 
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interposed and processed between the positive of 
Fig. 8 and the companion negative of Fig. 5. . 
- Fig. 11 is a plan view of the template or dia 
phragm cut from the processed plastic sheet after 
removal from the negative and positive shown in 
Fig. 10 ... . ; . . . . . . . . . . . . . . . . . 2. ' 

Fig. 12 is a cross sectional 
2-2 of Fig.11. . . . - . . . . . . . . . . . . . . . ; 

- Fig. 13. is a front elevational view of the dia 
phragm or mask shown in Fig. 11, however, partly 
broken away. . . v 
- Fig. 14 illustrates the 
foraminated. . 

Fig. 15 is a longitudinal sectional view of Fig. 
11 illustrating the posterior. bosses of the dia 

view on the line 

iaphragm of Fig. I 

Fig. 16 is a view similar to Fig. 15 but showing 
adhesive strips confined in the posterior bosses: 

Fig. 17 is a plan view of the diaphragm or hair 
carrier adhesively secured to the bald section of 
a head of hair and fixedly carrying hair match 
ing the head of hair. . . . . . . . . . . . . . . . . . . . 

Fig. 18 is a view similar to: Fig. 16 but with 
suction cups arranged within the bosses. . . . . 

Fig.19 is an enlarged fragmentary view of Fig. 
18 and . . . . . . . . . . . . . . 

Fig. 20 is a front and partly sectional view of 
a diaphragm or mask according to the invention 
but carrying a conventional and full toupee... 

Referring to the drawings and more particul 
larly to Fig. 2, the head H shown is partly bald. 
According to the herein method, an outline in 
pencil or crayon is first made on the scalp, con 
forming to the bald area BA to be covered by 
the toupee. Thereafter spaced adhesive strips f 
and the elongated adhesive strip 2 are secured 
onto the bald area as shown in Fig. 3. ... Subse 
quently the head is covered with a soft molding 
clay or hydrocolloid composition for desirably 
casting an impression of the top of the head. 
This cast hardens and may be quickly removed 
from the head. This cast may be considered as 
a matrix or negative N of the head H. ; : . . 

Utilizing negative N, a complementary positive 
P is cast from plaster of Paris. (Fig. 5) and when 
removed: from the negative embodies spaced 
bosses 3 and the upstanding rib 14, conforming 
respectively to the spaced strips and the 
elongated strip 2 and except for both of the 
latter, the positive cast P: (Fig. 6) identically 
follows and conforms to the contour of the top 
of the head shown in Fig. 2 and especially em. 
bodies the clear outline to of the bald area BA as the pencil markings O of Fig. 3 are impressed 
on negative N and by the latter on the positive P 
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(Figs. 6 and 7). The outline fo is now indented 
or kerfed at 5 (Figs. 8 and 9) to provide a beveled 
margin about the periphery of the bald ZOne area. 
The positive of the head H as processed is emi 
ployed with its complementary negative cast N 
(Fig. 10) to shape the thin sheet of plastic S 
(Fig. 1). However prior to insertion of sheet S 
between the positive and negative, it is preheated 
for softening and after insertion between the 
positive and negative, adequate pressure is ap 
plied in an appropriate press (not shown) for a 
suitable time, thus conforming the sheet to the 
contour of the bald area, and to embody the spaced 
upstanding hollow bosses fl, the upstanding rees: 
inforcing and hollow rib 9 and the peripheral 
or marginal indentation 8 (Fig. 10). The sheet 
S is softened almost to a fluid state and when 
placed under pressure between the positive and 
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of construction and arrangement of parts without 
departing from the spirit of the invention or sac 
rificing any of the advantages thereof inherent 
therein. 

I claim: 
1. A toupee for covering the bald area of a 

head of hair, comprising; a relatively thin, rela 
tively rigid and resilient arcuate membrane Con 
forming in shape to said area only and comple 
mentary to said head of hair, hair secured to 
Said membrane for covering the upper Surface 
thereof, and adhesive strips carried by the under 
surface of said membrane for gripping said bald 

5 
area. 

2. A toupee for covering the bald area, only of 
a head of hair, comprising; a relatively thin but 

negative (Fig. 10), the plastic material flows into 
grooves 5 to form indentation 8. 
Sheet S after processing is removed from the 

negative and positive and the diaphragm or hair 
carrier T is cut therefrom to include the periph 
eral depending downwardly and outwardly slop 
ing margin or lip 20. Diaphragm or mask: T is 
a relatively thin arcuate member, flexible and 
resilient and follows identically, the contour of 
the bald area. Within the recesses;f 8...defined 
by Spaced bosses, adhesive strips 2 are se 
cured and within the elongated grooves 22 of 
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30 
rib 9, adhesive strip 23 is retained. Strips 2 . 
and 23 have their adhesive coatings facing down 
Wardly for firmly gripping the Scalp after the 
arcuate diaphragm or membrane T is properly 
positioned on the bald Zone. By such action the 
beveled margins or peripheral lip 20 firmly bear 
into the Scalp and form a close and fine fit with 
the hair line. Diaphragm or carrier T after 
processing has effectively secured thereto suitable 
hair H.R. (Fig. 17) matching the natural hair NH, 
thus forming a fragmentary toupee or hair 
carrying mask complementary to the remaining 
part of the natural head of hair. . . . 
In accordance. With the preferred embodiment, 

of the present invention, the toupee masks only 
the uncovered hair area of the scalp and is not 
flimsy and need not be delicately handled. Once 
it is Secured to the head it remains in a Set posi 
tion by reason of the adhesive strips. In addi 
tion since the bald area, only... need be covered 
appreciable savings in cost take place. . . . . . 
In the form illustrated in Fig. 14, the mem 

brane T is along the lines of Fig. 15. and is pro 
vided with a multiplicity of perforations for ven 
tilating purposes: In Figs., 18 and 19 Suction 
cups 25 are secured Within bosses 7 for gripping 
the diaphragm or maskT to the Scalp. In Fig. 20, 
the diaphragm is in accordance With that shown 
in Fig. 13 but instead of having a fragmentary 
part of the head of hair, has fixedly Secured 
thereto an old type of toupee having the usual 
mesh M carrying hair HH covering the entire 
head. * . . . . . . . . . . . . . . . . 

For purposes of specification, rib. 9...may also 
be considered as a hollow boss extending up 
wardly from the upper surface of the membrane 
or diaphragm T to constitute projecting: means 
while the peripheral lip-20 may be said to be 
biased or inclined relative to the body of the 
diaphragm or membrane T. separated: from the 
processed sheet S on cutting, along the lower. 
medial portion or vertex. Of the V-shaped grOOWe. 
8 indented in sheet S. . . . . . . 
Various changes may be made in the steps of 

the method herein. disclosed and in the details 
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0 of hair interrupted by said bald Zone, securing 

75. toupee which comprises; forming a membrane 

resilient arcuate membrane conforming in shape 
to said area and complementary to said head of 
hair, hollow boss means projecting from the 
upper surface of said membrane, hair secured 
to said membrane and extending from Said upper 
Surface, and strip means Secured to the inner 
upper Wall of Said boSS means and carrying a 
lower adhesive coating for: removably gripping 
Said bald area. . . . . . . . g . . . . 

3. A toupee for covering the bald area, only of 
a head of hair, comprising; a relatively...thin but 
resilient arcuate membrane conforming in shape 
to said area and complementary to said head of 
hair, hollow and Spaced boss means projecting 
from the upper surface of said membrane, hair 

, secured to said membrane and extending from 
Said upper surface, and a strip secured within 
the inner wall of each of said boss; means and 
carrying a lower adhesive coating for:removably 
gripping Said bald area. . . . . . . . . . . . . . . . 

4. A toupee for, covering the bald area only of 
a head of hair, comprising; a relatively...thin but 
resilient arcuate membrane conforming in shape 
to said area, and complementary to said head of 
hair. and having a peripheral sloping lip, hollow. 
boss, means projecting from the upper, surface 
of Said membrane, hair secured to said membrane 
and extending from Said upper Surface, and ad 
hesive strip means. Within said boss means for 
removably gripping Saidbald area. . . . . . . . . . . . 

5. A toupee for covering the bald area, only of 
a head of hair, comprising; a relatively thin but 
resilient arcuate membrane conforming in shape 
to said area, and complementary to said head of 
hair, hollow boss means projecting from the up 
per surface of said membrane, hollow rib means 
extending from said surface, hair Secured to said 
membrane and extending from said upper Sur 
face, and adhesive means secured within said 
boss means and rib means for removably grip 
ping said bald area. ... . . . . . . 

6. As a new article of manufacture, a mask for 
covering the bald area only of a head of hair, 
comprising; a relatively thin but resilient arcuate 
membrane conforming in shape to said area and 
complementary to said head of hair, hollow boss 
means projecting upwardly from said membrane, 
adhesive strip means secured within said boss 
means for removably gripping said area. 

7. The herein described method of making a 
toupee which comprises; forming a relatively rigid 
and thin resilient membrane conforming to the 
shape and area of the bald Zone only of a head 

hair to Said membrane to extend from the upper 
Surface thereof, and applying adhesive strips. On 
the under surface of said membrane. . . . . . . . . . . . 

8. The herein described method of making a 
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conforming to the shape and area of said bald 
Zone only of a head of hair interrupted by Said 
bald Zone and concomitantly forming Spaced 
hollow bosses projecting upwardly from said 
membrane and a peripheral lip, Securing hair to 
said membrane to extend from the upper surface 
thereof, and securing adhesive strip means within 
Said bosses. 

9. The herein described method of Imaking a 
toupee, which comprises; outlining the bald area. 
interrupting a head of hair, applying adhesive 
Strip means to parts of Said area, forming a 
negative of Said head and concomitantly impreSS 
ing said outline on the inside. Surface of said 
negative and simultaneously interrupting Said 
Surface with recess means complementary to Said 
strip means, casting a positive of said negative 
and concomitantly impressing Said outline there 
on and simultaneously forming projecting means 
within said outline and complementary to said 
recess, means, interposing a preheated sheet of 
plastic material between said positive and nega 
tive, applying preSSure to Said positive and nega 
tive to impress said outline and to conform said 
sheet to the external contour of Said positive and 
provide hollow boss means thereon complemen 
tary to said projecting means, removing Said 
sheet from Said positive and negative, Severing 
from Said sheet the Outline of Said bald area, to 
form an arcuate membrane, applying hair to said 
membrane to cover the upper Surface thereof, 
and securing adhesive strip means in said hollow 
boss means. 

10. The herein described method of making a 
toupee, which comprises; outlining the bald area 
interrupting a head of hair, applying adhesive 
strip means to parts of said area, forming a nega 
tive of said head and concomitantly impressing 
Said outline on the inside surface of said negative 
and simultaneously interrupting said surface with 
receSS means complementary to said strip means, 
casting a positive of Said negative and concomi 
tantly impressing said outline thereon and simul 
taneously forming projecting means within said 
outline and complementary to said recess means, 
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indenting Said positive to provide a downwardly 
Converging groove, interposing a preheated sheet 
of plastic material between said positive and 
negative, applying pressure to Said positive and 
negative to impress said groove in and conform 
Said sheet to the external contour of said positive 
and provide upwardly extending hollow boss 
means thereon complementary to said projecting 
means, removing Said sheet from said positive 
and negative, cutting said sheet along the medial 
portion of Said groove impressed therein to form 
an arcuate membrane, applying hair to said mem 
brane to cover the upper surface thereof, and 
Securing adhesive strip means in said hollow boss 
eaS. - 

11. As a new article of manufacture, a mask 
adapted to substantially cover the bald area, only 
of a head of hair, comprising a relatively thin 
but resilient arcuate membrane conforming in 
Shape to Said area, and having a peripheral mar 
gin conforming to the peripheral edges of the 
hair line bounding said bald area, said mask in 
cluding recess means, and adhesive means se 
cured to the upper Wall of said recess means and 
having a lower coating for removably gripping 
Said area. 

12. The article according to claim 11 further 
characterized in that portions of said peripheral 
margin diverge downwardly and outwardly rela 
tive to the body of said mask to constitute a 
beveled face. 

40 

45 

13. The article according to claim 4 wherein 
longitudinally arranged rib means interrupt said 
membrane adjacent a portion of said peripheral 
lip. 

SAMUEL PERLIN. 
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