A method and system for displaying web content on a mobile communicator including the following functionality: receiving an http request from a mobile communicator being used by a user, retrieving at least one device identifying field from the http request, the at least one device identifying field identifying the mobile communicator being used by the user, searching in a device identification database for device properties information associated with the at least one field, if the searching is successful, adapting a web page corresponding to the http request in accordance with the device properties information, if the searching is not successful, conducting at least one search of at least one external database to obtain device properties information regarding the mobile communicator identified by the device identifying field from the http request, employing information received from the search to update the device identification database with properties of the mobile communicator identified in the at least one device identifying field and adapting the web page corresponding to the http request in accordance with the device properties information obtained by the search; and transmitting the web page corresponding to the http request to the user mobile communicator following the adapting.
FIG. 3

USER REQUESTS WEB PAGE

DOWNLOAD WEB PAGE TO SERVER

CONVERT WEB PAGE TO TREE REPRESENTATION OF THE DOM

ANALYZE WEB PAGE TO FIND AREAS IN THE PAGE CORRESPONDING TO INFORMATION BEARING REGIONS

GENERATE ADAPTED WEB PAGE FOR IDENTIFIED MOBILE COMMUNICATOR

GENERATE ADAPTED INFORMATION BEARING REGIONS

ARRANGE ADAPTED INFORMATION BEARING REGIONS IN PREDETERMINED ORDER

GENERATE CLUSTER OF NAVLINKS

SUPPLY ADAPTED WEB PAGE TO THE MOBILE COMMUNICATOR
FIG. 4A

1. Convert web page into tree representation of the DOM
2. Enumerate all elements in the tree representation
3. Find all link clusters in the page
4. In the tree, classify link clusters as such
5. Focus link clusters
6. Determine the type of each link cluster
7. For each link cluster of each type, determine whether it represents a navbar
8. Adapt navbars for display
FIG. 4B

FIND NEXT ELEMENT IN THE TREE

NO

ELEMENT OF TYPE <TD> OR <DIV>?

YES

AT LEAST CERTAIN PROPORTION OF THE AREA OF THE ELEMENT INCLUDES LINKS?

YES

NUMBER OF LINKS IN THE ELEMENT IS WITHIN RANGE?

YES

NUMBER OF WORDS, NOT WITHIN LINKS, IS A SMALL PROPORTION OF STRINGS WITHIN LINKS?

NO

ELEMENT IS NOT A LINK CLUSTER

NO

IN TREE, CLASSIFY THE ELEMENT AS A LINK CLUSTER
FIG. 4C

FROM FIG. 4I

FIND NEXT LINK CLUSTER ELEMENT IN THE TREE

REMOVE CLASSIFICATION OF CURRENT LINK CLUSTER

YES

LINK CLUSTER HIDDEN?

NO

LINK CLUSTER CONTAINS IMAGE HAVING NON-EMPTY USEMAP ATTRIBUTE?

NO

NUMBER OF HIDDEN LINKS IN CLUSTER > 19?

YES

FOR EACH CHILD ELEMENT OF THE LINK CLUSTER, CHECK WHETHER IT INCLUDES HIDDEN LINKS

ONLY ONE CHILD ELEMENT INCLUDES HIDDEN LINKS?

YES

CLASSIFY CHILD ELEMENT AS A LINK CLUSTER

REMOVE CLASSIFICATION OF CURRENT LINK CLUSTER

NO

TO FIG. 4D
FROM FIG. 4C

**FIG. 4D**

- **NO**
  - PIXEL NUMBER OF LINK CLUSTER TOP CORNER IS GREATER THAN PIXEL NUMBER OF VERTICAL MIDDLE OF THE PAGE?
  - **YES**
  - **NO**
    - NUMBER OF TOTAL LINKS OF THE CLUSTER >= 3 LINKS?
    - **YES**
      - CLUSTER HAS AT LEAST ONE CHILD LINK?
      - **YES**
      - TO FIG. 4C
      - **NO**
        - NUMBER OF CHILD LINK > 3?
        - **YES**
          - AT LEAST 80% OF CHILD LINKS ARE HORIZONTALLY OR VERTICALLY ALIGNED?
          - **YES**
            - TO FIG. 4C
          - **NO**
            - TO FIG. 4E
CONSIDER ONLY CHILD ELEMENTS CONTAINING INTERNAL LINKS

FOR EACH OF THE CONSIDERED CHILD ELEMENTS, ALL THE LINKS IN THE CHILD ELEMENTS SUB-TREE ARE VERTICALLY OR HORIZONTALLY ALIGNED?

YES

THE LINKS OF ALL THE CONSIDERED CHILD ELEMENTS ARE ALIGNED IN THE SAME DIRECTION?

NO

MORE THAN ONE CHILD ELEMENT CONTAINING LINKS?

YES

AREA OF CHILD ELEMENTS INCLUDING LINKS COVERS AT LEAST 75% OF CLUSTER AREA?

NO

TO FIG. 4G

TO FIG. 4G

TO FIG. 4C

TO FIG. 4F
FROM FIG. 4E

ALL CHILD ELEMENTS ARE VERTICALLY ALIGNED?

NO

ONE OR TWO LINKS PLACED ON WEB PAGE ABOVE THE TOP MOST CHILD ELEMENT OF THE LINK CLUSTER?

NO

CLASSIFY ALL CHILD ELEMENTS INCLUDING INTERNAL LINKS AS LINK CLUSTERS

REMOVE CLASSIFICATION OF CURRENT LINK CLUSTER

YES TO FIG. 4C

YES TO FIG. 4C
FROM FIG. 4E

FIG. 4G

CHILD ELEMENT WITH HIGHEST NUMBER OF TOTAL LINKS HAS AT LEAST THREE LINKS?

YES

NUMBER OF LINKS OF THE CHILD ELEMENT CONSTITUTES AT LEAST 70% OF THE NUMBER OF TOTAL LINKS OF THE LINK CLUSTER?

YES

CLASSIFY CHILD ELEMENT AS LINK CLUSTER

REMOVE CLASSIFICATION OF CURRENT LINK CLUSTER

TO FIG. 4H

TO FIG. 4C
FIG. 4H

FROM FIG. 4G

NUMBER OF LINKS OF THE CHILD ELEMENT WITH THE HIGHEST NUMBER OF TOTAL LINKS CONSTITUTES AT LEAST 50% OF THE NUMBER OF TOTAL LINKS OF THE LINK CLUSTER?

YES

CLASSIFY CHILD ELEMENT AS LINK CLUSTER

TO FIG. 4C

NO

REMOVE CLASSIFICATION OF CURRENT LINK CLUSTER

NUMBER OF LINKS OF THE CHILD ELEMENT WITH THE SECOND HIGHEST NUMBER OF TOTAL LINKS CONSTITUTES AT LEAST 30% OF THE NUMBER OF TOTAL LINKS OF THE LINK CLUSTER?

YES

CHILD ELEMENT INCLUDES AT LEAST THREE INTERNAL LINKS?

NO

CLASSIFY CHILD ELEMENT AS LINK CLUSTER

YES
FROM FIG. 4H TO FIG. 4C

NUMBER OF LINKS OF THE CHILD ELEMENT WITH THE HIGHEST NUMBER OF TOTAL LINKS CONSTITUTES AT LEAST 30% OF THE NUMBER OF TOTAL LINKS OF THE LINK CLUSTER?

YES

CHILD ELEMENT WITH SECOND HIGHEST NUMBER OF TOTAL LINKS HAS AT LEAST THREE LINKS?

YES

NUMBER OF LINKS OF THE CHILD ELEMENT WITH THE SECOND HIGHEST NUMBER OF TOTAL LINKS CONSTITUTES AT LEAST 30% OF THE NUMBER OF TOTAL LINKS OF THE LINK CLUSTER?

YES

CLASSIFY CHILD ELEMENT WITH HIGHEST NUMBER OF TOTAL LINKS AS LINK CLUSTER

CLASSIFY CHILD ELEMENT WITH SECOND HIGHEST NUMBER OF TOTAL LINKS AS LINK CLUSTER

REMOVE CLASSIFICATION OF CURRENT LINK CLUSTER

TO FIG. 4C

NO

NO
FIG. 4J

START

CLUSTER IS A BOTTOM LINK CLUSTER

TOP CORNER OF LINK CLUSTER BELOW VERTICAL MIDDLE OF PAGE?

YES

NO

CLUSTER IS A TOP LINK CLUSTER

YES

WIDTH OF THE CLUSTER > 300 PIXELS?

NO

NO

WIDTH OF THE CLUSTER > 4 TIMES THE HEIGHT OF THE CLUSTER?

YES

NO

NO

NUMBER OF HIDDEN LINKS WITHIN CLUSTER > 25?

NO

TO FIG. 4L

YES

TO FIG. 4K
FROM FIG. 4J

**FIG. 4L**

**OBTAIN LIST OF ALL NON-EMPTY ANCHOR TYPE ELEMENTS IN THE CLUSTER**

**NUMBER OF NON-EMPTY ANCHOR TYPE ELEMENTS = 3?**

**NO**

**TO FIG. 4M**

**YES**


**YES**

**CLUSTER IS A TOP LINK CLUSTER**

**PROCEED TO FIG. 4P**

**NO**

**PIXEL NUMBER OF LEFT SIDE OF LEFT MOST LINK IN THE CLUSTER IS LESS THAN PIXEL NUMBER REPRESENTING HORIZONTAL MIDDLE OF PAGE?**

**YES**

**CLUSTER IS A LEFT LINK CLUSTER**

**PROCEED TO FIG. 4U**

**NO**

**CLUSTER IS A RIGHT LINK CLUSTER**

**PROCEED TO FIG. 4AA**
FIG. 4M

1. FROM FIG. 4L
   - NUMBER OF NON-EMPTY ANCHOR TYPE ELEMENTS > 3?
     - YES: CLUSTER IS A LEFT LINK CLUSTER
     - NO: CLUSTER IS A RIGHT LINK CLUSTER

2. CLUSTER IS A LEFT LINK CLUSTER
   - PROCEED TO FIG. 4U
   - NUMBER REPRESENTATION AT LEFT MOST END OF LINK < 200?
     - NO: CLUSTER IS A LEFT LINK CLUSTER
     - YES: CLUSTER IS A RIGHT LINK CLUSTER

3. CLUSTER IS A RIGHT LINK CLUSTER
   - PROCEED TO FIG. 4AA
   - NUMBER REPRESENTATION AT LEFT MOST END OF LINK > 600?
     - NO: CLUSTER IS A LEFT LINK CLUSTER
     - YES: LINK CLUSTER DOES NOT REPRESENT A NAVBAR

4. LINK CLUSTER DOES NOT REPRESENT A NAVBAR
   - PROCEED TO FIG. 4U
   - SECOND TO LAST LINK LOCATED TO THE RIGHT OF THE THIRD TO LAST LINK?
     - NO: SECOND TO LAST LINK LOCATED TO THE RIGHT OF THE THIRD TO LAST LINK?
     - YES: CLUSTER IS A TOP LINK CLUSTER
FIG. 4N

START

NUMBER OF TEXT LINKS > 2?

YES

AVERAGE NUMBER OF CHARACTERS PER LINK IS <= 30?

YES

AVERAGE NUMBER OF WORDS PER LINK < 4.5?

YES

NUMBER OF IMAGE LINKS > 2?

NO

NO

NUMBER OF IMAGE LINKS > NUMBER OF TEXT LINKS?

CLUSTER IS NOT A NAVBAR

YES

TO FIG. 40
FIG. 40

FROM FIG. 4N

WIDTH OF CLUSTER > HEIGHT OF CLUSTER?

YES

NO

DISTANCE BETWEEN BOTTOM OF CLUSTER AND BOTTOM OF PAGE < 250 PIXELS?

YES

NO

DISTANCE BETWEEN TOP OF CLUSTER AND BOTTOM OF PAGE < 280 PIXELS?

YES

NO

TOPS OF SECOND AND THIRD LINKS IN THE CLUSTER ARE ALIGNED?

YES

NO

CLUSTER IS NOT A NAVBAR

CLUSTER IS A NAVBAR
FIG. 4P

START

NO

CLUSTER WIDTH > 100 PIXELS?

YES

NO

CLUSTER HEIGHT < 110 PIXELS?

YES

NO

LOCATION OF THE CLUSTER TOP END <= PIXEL 500?

YES

NO

LOCATION OF THE CLUSTER LEFT END <= PIXEL 500?

YES

CLUSTER IS NOT A NAVBAR

NO

NUMBER OF HIDDEN TEXT LINKS IN CLUSTER > 19?

YES

TO FIG. 4Q

NO

TO FIG. 4S#2
FIG. 4S

FROM FIG. 4R#1

FROM FIGS. 4P, 4Q, 4R#2

FROM FIG. 4R#3

AT LEAST ONE IMAGE LINK INCLUDES AN HREF FIELD IN WHICH THE PARENT DIRECTORY IS THE DOMAIN?

YES

CLUSTER IS A NAVBAR

NO

AT LEAST TWO IMAGE LINKS HAVE IDENTICAL PARENT DIRECTORIES?

YES

NO

TO FIG. 4T
FIG. 4T

FROM FIG. 4S

WIDTH OF THE CLUSTER \( \leq 450 \)?

YES

NO

PIXEL NUMBER OF TOP END OF PIXEL \( < 100 \)?

YES

NO

CLUSTER WIDTH \( < \) CLUSTER WIDTH UPPER BOUND?

YES

NO

CLUSTER WIDTH \( > \) CLUSTER WIDTH LOWER BOUND?

YES

NO

THE HREF ATTRIBUTES OF ALL THE LINKS IN THE CLUSTER START WITH THE SAME DOMAIN NAME OR DIRECTORY?

YES

NO

NOT A NAVBAR

TO FIG. 4U.
FROM FIG. 4T

NUMBER OF IMAGE LINKS > NUMBER OF TEXT LINKS?

YES

NUMBER OF IMAGE LINKS > 2?

YES

NUMBER OF TEXT LINKS > 2?

YES

AVERAGE NUMBER OF CHARACTERS PER LINK <= 21?

YES

AVERAGE NUMBER OF WORDS PER LINK <= 3?

YES

CLUSTER IS A NAVBAR

NO

CLUSTER IS NOT A NAVBAR
FIG. 4V

START

NO

CLUSTER WIDTH
>= 30 PIXELS?

YES

NO

CLUSTER HEIGHT
>= 30 PIXELS?

YES

NO

LOCATION OF THE CLUSTER TOP END
<= PIXEL 500?

YES

NO

LOCATION OF THE CLUSTER TOP END
>= PIXEL 40?

YES

NO

LOCATION OF THE CLUSTER LEFT END
<= PIXEL 25?

YES

NO

CLUSTER IS NOT A NAVBAR

TO FIG. 4W
FROM FIG. 4V

NUMBER OF HIDDEN TEXT LINKS IN CLUSTER > 19?

NO

NUMBER OF HIDDEN IMAGE LINKS IN CLUSTER > 19?

NO

THE WORD 'HOME' APPEARS AS A SINGLE WORD IN A TEXT LINK OR IN AN IMAGE ALT FIELD?

NO

IS THERE AN IMAGE WITH A USEMAP FIELD INCLUDING AT LEAST THREE LINKS?

NO

NUMBER OF TEXT LINKS > 2?

NO

AT LEAST ONE OF THE LINKS HAS AN HREF ATTRIBUTE CONTAINING A URL TO THE DOMAIN OF THE WEB PAGE?

TO FIG. 4X#1

YES

TO FIG. 4X#2
FROM FIG. 4W

NO

NUMBER OF IMAGE LINKS > 2?

YES

AT LEAST ONE OF THE LINKS HAS AN HREF ATTRIBUTE CONTAINING A URL TO THE DOMAIN OF THE WEB PAGE?

NO

NO

NO

NUMBER OF IMAGE LINKS > NUMBER OF TEXT LINKS?

YES

AT LEAST ONE OF THE LINKS HAS A SRC ATTRIBUTE INCLUDING ONE OF ‘NAV’ AND ‘MENU’?

NO

TO FIG. 4W

NO

TO FIG. 4Y#1

YES

TO FIG. 4Y#1

TO FIG. 4Y#2
FIG. 4Y

FROM FIG. 4X#2

AT LEAST ONE IMAGE LINK INCLUDES AN HREF FIELD IN WHICH THE PARENT DIRECTORY IS THE DOMAIN?

FROM FIGS. 4W, 4X#4

CLUSTER IS A NAVBAR

YES

FROM FIG. 4X#3

NO

AT LEAST TWO IMAGE LINKS HAVE IDENTICAL PARENT DIRECTORIES?

YES

NO

CLUSTER WIDTH >= 25?

YES

NO

CLUSTER WIDTH <= 225?

YES

TO FIG. 4Z#2

TO FIG. 4Z#1
FIG. 4Z

FROM FIG. 4Y#2

FROM FIG. 4Y#1

CLUSTER HEIGHT >= 75?

YES

CLUSTER HEIGHT <= 1000?

NO

YES

AREA COVERED BY CLUSTER < 2.5 TIMES SUM OF AREAS OF ALL THE LINK–INCLUDING CHILD ELEMENTS OF THE CLUSTER?

NO

NOT A NAVBAR

YES

TO FIG. 4AA
FROM FIG. 47.

FIG. 4AA

NUMBER OF IMAGE LINKS > NUMBER OF TEXT LINKS?

YES

NUMBER OF IMAGE LINKS > 2?

NO

NUMBER OF TEXT LINKS > 2?

NO

AVERAGE NUMBER OF CHARACTERS PER LINK <= 21?

YES

CLUSTER IS NOT A NAVBAR

NO

AVERAGE NUMBER OF WORDS PER LINK <= 3?

YES

CLUSTER IS A NAVBAR
FIG. 4AB

START

NO

CLUSTER WIDTH
>= 30 PIXELS?

YES

NO

CLUSTER HEIGHT
>= 30 PIXELS?

YES

NO

LOCATION OF THE
CLUSTER TOP END
<= PIXEL 500?

YES

NO

LOCATION OF THE
CLUSTER TOP END
>= PIXEL 40?

YES

DISTANCE BETWEEN RIGHT END
OF THE PAGE AND
CLUSTER RIGHT END <= 25?

NO

NO

CLUSTER IS NOT
A NAVBAR

YES

TO FIG. 4AC
FROM FIG. 4AB

NUMBER OF HIDDEN TEXT LINKS IN CLUSTER > 19?

NO

NUMBER OF HIDDEN IMAGE LINKS IN CLUSTER > 19?

NO

THE WORD 'HOME' APPEARS AS A SINGLE WORD IN A TEXT LINK OR IN AN IMAGE ALT FIELD?

NO

THERE IS AN IMAGE WITH A USEMAP FIELD INCLUDING AT LEAST THREE LINKS?

NO

NUMBER OF TEXT LINKS > 2?

NO

AT LEAST ONE OF THE LINKS HAS AN HREF ATTRIBUTE CONTAINING A URL TO THE DOMAIN OF THE WEB PAGE?

NO

TO FIG. 4AC

FIG. 4AC

TO FIG. 4AD

TO FIG. 4AE#1
FROM FIG. 4AC

NUMBER OF IMAGE LINKS > 2?

YES

AT LEAST ONE OF THE LINKS HAS AN HREF ATTRIBUTE CONTAINING A URL TO THE DOMAIN OF THE WEB PAGE?

NO

NO

TO FIG. 4AE#1

NUMBER OF IMAGE LINKS > 2?

YES

NUMBER OF IMAGE LINKS > NUMBER OF TEXT LINKS?

NO

AT LEAST ONE OF THE LINKS HAS A SRC ATTRIBUTE INCLUDING ONE OF 'NAV' AND 'MENU'? 

NO

TO FIG. 4AE#3

YES

TO FIG. 4AE#2

TO FIG. 4AE#4

TO FIG. 4AE#42

FIG. 4AD
FIG. 4AF

FROM FIG. 4AE#2

FROM FIG. 4AE#1

YES

NO

CLUSTER HEIGHT >= 75?

YES

NO

CLUSTER HEIGHT <= 1000?

YES

NO

AREA COVERED BY CLUSTER < 2.5 TIMES SUM OF AREAS OF ALL THE LINK-INCLUDING CHILD ELEMENTS OF THE CLUSTER?

NOT A NAVBAR

YES

TO FIG. 4AG
FROM FIG. 4AF

NUMBER OF IMAGE LINKS > NUMBER OF TEXT LINKS?

YES

NO

NUMBER OF IMAGE LINKS > 2?

YES

NO

NUMBER OF TEXT LINKS > 2?

YES

NO

AVERAGE NUMBER OF CHARACTERS PER LINK <= 21?

YES

NO

AVERAGE NUMBER OF WORDS PER LINK <= 3?

YES

NO

CLUSTER IS NOT A NAVBAR

CLUSTER IS A NAVBAR
FIG. 4AH

START

DIRECT ANCESTOR OF THE ELEMENT IN THE TREE IS HIDDEN?

NO

TYPE ATTRIBUTE OF THE ELEMENT = 'HIDDEN'?

NO

ELEMENT DOES NOT HAVE A DISPLAY STYLE?

NO

PIXEL NUMBER OF THE LEFT END OF THE ELEMENT < −600?

NO

ELEMENT NAME IS <DIV> OR <FORM>?

YES

NO

ELEMENT WIDTH = 0?

YES

NO

ELEMENT HEIGHT = 0?

YES

NO

ELEMENT IS HIDDEN

ELEMENT IS NOT HIDDEN
FIG. 5

START

FIND NEXT HTML ELEMENT

NO SEARCH REGION IN THE WEB PAGE

NO

NEXT ELEMENT FOUND?

YES

ELEMENT OF TYPE <FORM>?

NO

YES

YES

THE WORD 'SEARCH' APPEARS NEAR THE SUBMIT BUTTON?

NO

YES

A LINK TO GOOGLE APPEARS NEAR THE SUBMIT BUTTON?

NO

NO

NO

AT LEAST ONE INPUT TAG?

NO

YES

NUMBER OF VISIBLE INPUT TAGS <=3?

NO

YES

INPUT TAG OF TYPE PASSWORD?

NO

YES

INPUT TAG OF TYPE SUBMIT?

NO

YES

ADAPT SEARCH REGION FOR DISPLAY ON MOBILE COMMUNICATOR

SEARCH REGION FOUND
FIG. 6

DOWNLOAD WEB PAGE TO SERVER

CONVERT WEB PAGE TO MODIFIED TREE REPRESENTATION OF DOM

ANALYZE WEB PAGE TO FIND INFORMATION BEARING REGIONS

DURING ANALYSIS, SAVE LINKS TO THE INFORMATION BEARING REGIONS

GENERATE LINKS TO ADDITIONAL WEB PAGES

EMPLOY SAVED LINKS TO GENERATE ADAPTED CLUSTER OF NAVLINKS
START

FIND NEXT HTML ELEMENT

NO LOGIN REGION IN THE WEB PAGE

DONE

NEXT ELEMENT FOUND?

YES

ELEMENT OF TYPE <FORM>?

NO

AT LEAST ONE INPUT TAG?

NO

NUMBER OF VISIBLE INPUT TAGS <= 3?

NO

INPUT TAG OF TYPE PASSWORD?

NO

INPUT TAG OF TYPE SUBMIT?

NO

LOGIN REGION FOUND

YES

ADAPT LOGIN REGION FOR DISPLAY ON MOBILE COMMUNICATOR
FIG. 8A

OFF-LINE STAGE

Determine set of attribute values which a header is unlikely to have

Build first neural network operative to receive text HTML elements and determine which are text headers

Build second neural network operative to receive image HTML elements and determine which are image headers

Build third neural network operative to receive text and image headers from first and second neural networks and to categorize them as page top titles or page categories

Save parameters and structures of first second and third neural networks in server

To FIG. 8B
FIG. 8B

FROM FIG. 8A

READ ALL HTML ELEMENTS FROM REQUESTED PAGE

GENERATE LIST OF CANDIDATE HEADERS

DETERMINE GROUP OF WEB PAGES TO WHICH THE REQUESTED PAGE BELONGS

FOR EACH CANDIDATE HEADER:

USE SECOND NEURAL NETWORK TO DETERMINE WHETHER THE ELEMENT IS AN IMAGE HEADER

USE FIRST NEURAL NETWORK TO DETERMINE WHETHER THE ELEMENT IS A TEXT HEADER

ON-LINE STAGE

TO FIG. 8C
FIG. 8C

FROM FIG. 8B

USE THIRD NEURAL NETWORK TO CATEGORIZE EACH TEXT HEADER AND IMAGE HEADER AS PAGE TOP TITLE OR PAGE CATEGORY

COLLECT PAGE TOP TITLES AND ADAPT FOR DISPLAY ON MOBILE COMMUNICATOR

ASSOCIATE LINK WITH EACH LISTED PAGE CATEGORY

LIST PAGE CATEGORIES AND ADAPT FOR DISPLAY ON MOBILE COMMUNICATOR

LIST PAGE TOP TITLES RELATED TO A PAGE CATEGORY IN DESCENDING ORDER AT THE PAGE REACHED BY CLICKING THE LINK OF THE PAGE CATEGORY AND ADAPT FOR DISPLAY ON MOBILE COMMUNICATOR

ASSIGN IMPORTANCE VALUE TO EACH PAGE CATEGORY AND PAGE TOP TITLE

LIST PAGE CATEGORIES IN DESCENDING ORDER OF IMPORTANCE, FOLLOWED BY PAGE TOP TITLES NOT ASSOCIATED WITH ANY PAGE CATEGORY

FOLLOWING EACH PAGE CATEGORY, LIST PAGE TOP TITLES ASSOCIATED THERewith IN DESCENDING ORDER OF IMPORTANCE

ADAPT LIST OF PAGE CATEGORIES AND PAGE TOP TITLE LIST FOR DISPLAY ON MOBILE COMMUNICATOR

ON-LINE STAGE
FIG. 10

USER REQUESTS A WEB PAGE FROM THE SERVER

SERVER PROVIDES ADAPTED WEB PAGE INCLUDING A FIND IN PAGE LINK TO A MOBILE COMMUNICATOR

USER CLICKS ON FIND IN PAGE LINK

SERVER PROVIDES FIND IN PAGE FORM TO THE MOBILE COMMUNICATOR

USER ENTERS A SEARCH STRING

USER SELECTS 'SHOW IN PAGE' OR 'LIST RESULTS' OPTION

USER SUBmits FORM TO THE SERVER

SERVER RETRIEVES WEB PAGE ORIGINALLY REQUESTED BY THE USER

SERVER ADAPTS THE PAGE TO THE MOBILE COMMUNICATOR

SERVER SEARCHES THE ENTIRE ADAPTED PAGE FOR OCCURRENCES OF THE SEARCH STRING

SERVER DESIGNATES EACH OCCURRENCE

SERVER ADDS LINK ALONGSIDE EACH OCCURRENCE IN A MANNER ENABLED BY THE MOBILE COMMUNICATOR

YES

'LIST RESULTS' OPTION SELECTED?

NO

SERVER ADDS AT THE BEGINNING OF THE ADAPTED PAGE A LIST OF OCCURRENCES OF THE SEARCH STRING

SERVER CAUSES FIRST SCREEN INCLUDING AN OCCURRENCE OF THE SEARCH STRING TO BE DISPLAYED
Fig. 13

www.cnn.com/Travel

Member Center: Sign In Register

International Edition

SEARCH THE WEB CNN.COM Search powered by

Home Page
Word
U.S.
Weather
Business CNNMoney
Sports at SI.com
Analysis of Time.com
Politics
Law
Technology
Science & Space
Health
Entertainment
Offbeat
Offbeat
Travel
Education
Special Reports
Video
Autos
CNN (Pipeline)
ONLINE NEWS
VIDEO 24/7
TRY IT FREE

TRAVEL

Updated: 4:24 p.m. EST (21:24 GMT), February 23, 2007

MORE NEWS
- Phoenix airport first to test revealing security scanner
- Study: California top spot for culinary travel
- Travel+Leisure: A modern icon steps out
- Visit an Irish Castle - for an hour or a week
- Flying through customs

WATCH VIDEO
- Oscar Fashion
- Stealing Oscars
- Shock from the past

Road to Hana a highway to heaven

From the first light of morning, Hana turns your world upside down. On the far windward edge of Maui, Hana faces east, so dawn is the show, as if the day can't wait to begin

FULL STORY
Hana travel planner

246

240

248
Ex-NBA center Amaechi says Italian soccer Pacers involved
Heat extend Celtics’ losing
SET WORK SCOPE OF THE TEMPLATE BY USING REGULAR EXPRESSION

OPERATOR SELECTS WEB PAGE

VIEW WEB PAGE ALONGSIDE TREE REPRESENTATION OF THE DOM

CLICK ON CELL ELEMENT, TO BE INCLUDED IN THE TEMPLATE, IN TREE REPRESENTATION OF THE DOM OR IN WEB PAGE

ALL ELEMENTS CLICKED?

YES

CHANGE PRIORITY OF CELL ELEMENTS TO BE INCLUDED IN THE TEMPLATE

ADD CONTENT TO OR REMOVE CONTENT FROM TEMPLATE

INDICATE USE OF ONE INSTANCE OF A BASIC REPEATED STRUCTURE FOR ADAPTING OTHER INSTANCES OF THE STRUCTURE

FOR EACH CELL ELEMENT IN THE TEMPLATE, INDICATE ATTRIBUTES WHICH SHOULD BE IGNORED WHEN MATCHING A WEB PAGE TO THE TEMPLATE, IF SUCH ATTRIBUTES EXIST

INDICATE NON-MANDATORY ELEMENTS IN THE TEMPLATE

SAVE TEMPLATE

EMPLOY TEMPLATE IN CREATING ADAPTED WEB PAGE
FIG. 19B

CNN.com

LATEST NEWS

- Ailing Ferrakhan calls for religious harmony
- New York braces for heavy snow
- Report: Slavery links Thurmond and Sharpton
- North Korea probe turns to banks
- "Anna Nicole" tourists flock to Bahamas sites
- CNN.com: Olympian Gardner survives plane crash
- Iran: Atomic program has no brake
- Police: 7 die in 2 Connecticut murder-suicides
- Ailing Iraqi leader in Jordan
- Female bomber
- Pillows fly in massive free-for-all
- Woman, dog find a baby in a bag
- Antarctic ice melts reveals exotic creatures
- CNN Wire: Latest updates on world's top stories

WATCH VIDEO

- MOST POPULAR
- BEST VIDEO

LON"
FIG. 21

USER REQUESTS A WEB PAGE

DOWNLOAD WEB PAGE TO THE SERVER

CONVERT WEB PAGE TO MODIFIED TREE REPRESENTATION OF THE DOM

RETRIEVE FROM A VDT RECORD IN A VDT DATABASE A TEMPLATE CORRESPONDING TO THE REQUESTED WEB PAGE

USE MATCHING ALGORITHM TO SELECT CELL ELEMENTS IN THE WEB PAGE THAT BEST MATCH CORRESPONDING CELL ELEMENTS IN THE TEMPLATE

ARRANGE SELECTED CELL ELEMENTS OF THE WEB PAGE AS AN ADAPTED WEB PAGE IN ACCORDANCE WITH PRIORITIES INDICATED BY THE TEMPLATE

TRANSMIT ADAPTED WEB PAGE TO THE USER
FIG. 22A

CALCULATE DISTANCE BETWEEN TREE REPRESENTATION OF TEMPLATE AND TREE REPRESENTATION OF WEB PAGE

DISTANCE BELOW FIRST THRESHOLD?

NO

PROCEED TO PHASE 2

YES

SELECT NEXT ELEMENT FOR MATCHING

SWITCH TO BOXED TREE TRAVERSAL MODE

USE ELEMENT PATH OF SELECTED ELEMENT CLOSEST BOX TO FIND CANDIDATE MATCHING ELEMENT CLOSEST BOX IN TREE REPRESENTATION OF WEB PAGE

BOX ELEMENT HAS FEWER CHILDREN THAN RESPECTIVE NUMBER IN ELEMENT PATH?

NO

PROCEED TO PHASE 2

YES

CANDIDATE MATCHING CLOSEST BOX ELEMENT FOUND

FROM FIG. 22B TO FIG. 22B
TO FIG. 22A

FROM FIG. 22A

FIG. 22B

IN TEMPLATE, INFORMATION RELATED TO SELECTED ELEMENT CLOSEST BOX INCLUDES NOTE TO IGNORE ALL ELEMENT CHARACTERISTICS ASIDE FROM NAME AND LOCATION?

YES

COMPARE NAME OF CANDIDATE MATCHING ELEMENT CLOSEST BOX TO NAME OF SELECTED ELEMENT CLOSEST BOX

YES

NAMES IDENTICAL?

NO

NO MATCHING ELEMENT FOR THE SELECTED ELEMENT

NO

SELECTED ELEMENT MANDATORY?

YES

MATCHING ALGORITHM DONE, NO MATCH TO TEMPLATE

MATCHING ELEMENT CLOSEST BOX FOUND

MATCHING ELEMENT CLOSEST BOX FOUND

DISTANCE BELOW SECOND THRESHOLD?

YES

PROCEED TO PHASE 2

NO

FROM FIG. 22A

TO FIG. 22C
FIG. 22B

FROM FIG. 22B

IS SELECTED ELEMENT BOX ELEMENT?

MATCHING ELEMENT FOUND

NEED TO ADD CONTENT TO MATCHING BOX ELEMENT?

RETRIEVE FROM TEMPLATE CONTENT TO BE ADDED

RETRIEVE FROM TEMPLATE LOCATION OF NODE AFTER WHICH CONTENT SHOULD BE ADDED

ADD RETRIEVED CONTENT AFTER RETRIEVED LOCATION

TO FIG. 22D#1

FIG. 22C

SWITCH TO FULL TREE TRAVERSAL MODE

USE PATH OF SELECTED ELEMENT RELATIVE TO SELECTED ELEMENT CLOSEST BOX TO FIND CANDIDATE MATCHING ELEMENT WITHIN MATCHING ELEMENT CLOSEST BOX

NO

TO FIG. 22D#2
FROM FIG. 22C#1

NEED TO REMOVE CONTENT FROM MATCHING BOX ELEMENT?

YES

RETRIEVE FROM TEMPLATE CONTENT TO BE REMOVED

RETRIEVE FROM TEMPLATE LOCATION OF CONTENT TO BE REMOVED

REMOVE RETRIEVED CONTENT FROM RETRIEVED LOCATION

NEED TO USE AN INSTANCE OF A BASIC REPEATED STRUCTURE IN THE ELEMENT FOR ADAPTING OTHER REPEATED INSTANCES OF THE STRUCTURE?

YES

CARRY OUT REPEATED STRUCTURE ADAPTING ALGORITHM

NO

DONE PROCEED TO NEXT ELEMENT

FROM FIG. 22C#2

ELEMENT HAS FEWER CHILDREN THAN RESPECTIVE NUMBER IN ELEMENT PATH?

YES

CANDIDATE MATCHING ELEMENT FOUND

CALCULATE DISTANCE BETWEEN CANDIDATE MATCHING ELEMENT AND SELECTED ELEMENT

NO

TO FIG. 22E#1

TO FIG. 22E#2

FIG. 22D
DISTANCE BELOW THIRD THRESHOLD?

YES

MATCHING ELEMENT FOUND

DONE, PROCEED TO NEXT ELEMENT

NO

CALCULATE DISTANCES BETWEEN SELECTED ELEMENT AND EACH ELEMENT IN SUB-TREE OF MATCHING ELEMENT CLOSEST BOX HAVING SAME NAME AS SELECTED ELEMENT

FIND MINIMUM OF CALCULATED DISTANCES

YES

MINIMUM DISTANCE BELOW THIRD THRESHOLD?

MATCHING ELEMENT FOUND

DONE, PROCEED TO NEXT ELEMENT

NO

PROCEED TO PHASE 2
FIG. 23A

SWITCH TO BOXED TREE TRAVERSAL MODE

CALCULATE DISTANCE BETWEEN FIRST ELEMENT NAMED <BODY> IN TREE REPRESENTATION OF TEMPLATE AND FIRST ELEMENT NAMED <BODY> IN TREE REPRESENTATION OF WEB PAGE

DISTANCE BELOW THRESHOLD?

NO

PROCEED TO THIRD PHASE

YES

RETRIEVE ELEMENT PATH FOR SELECTED ELEMENT CLOSEST BOX

SET INDEX TO 0

INCREMENT INDEX

INDEX EXCEEDS NUMBER OF CHARACTERS IN THE ELEMENT PATH?

NO

EMPLOY INDEX TO RETRIEVE NUMBER OF CHILD NODE FROM ELEMENT PATH

FROM FIG. 23C

TO FIG. 23B

YES

MATCHING ELEMENT CLOSEST BOX FOUND

TO FIG. 23D
FROM FIG. 23A

RETRIEVED NUMBER LESS THAN NUMBER OF CHILD NODES OF THE ELEMENT IN THE TREE REPRESENTATION OF THE WEB PAGE?

YES

RETRIEVE ELEMENT DIRECTED TO BY THE ELEMENT PATH AS INDICATED BY INDEX, FROM TREE REPRESENTATIONS OF THE TEMPLATE AND OF THE WEB PAGE

CALCULATE DISTANCE BETWEEN THE RETRIEVED ELEMENTS

YES

DISTANCE BELOW THRESHOLD?

NO


FROM FIG. 23C

TO FIG. 23C

FIND THE ELEMENT HAVING THE MINIMUM CALCULATED DISTANCE

MINIMUM DISTANCE BELOW THRESHOLD?

YES

NO

PROCEED TO THIRD PHASE
FIG. 23D

FROM FIG. 23A

SELECTED ELEMENT IS BOX ELEMENT?

YES

MATCHING ELEMENT FOUND

NEED TO ADD CONTENT TO MATCHING BOX ELEMENT?

YES

RETRIEVE FROM TEMPLATE CONTENT TO BE ADDED

NO

RETRIEVE FROM TEMPLATE LOCATION OF NODE AFTER WHICH CONTENT SHOULD BE ADDED

ADD RETRIEVED CONTENT TO RETRIEVED LOCATION

NEED TO REMOVE CONTENT FROM MATCHING BOX ELEMENT?

YES

TO FIG. 23E#1

NO

TO FIG. 23E#2
FROM FIG. 23D#1

RETRIEVE FROM TEMPLATE CONTENT TO BE REMOVED

RETRIEVE FROM TEMPLATE LOCATION OF THE CONTENT TO BE REMOVED

REMOVE RETRIEVED CONTENT FROM RETRIEVED LOCATION

FROM FIG. 23D#2

FIG. 23E

NEED TO USE AN INSTANCE OF A BASIC REPEATED STRUCTURE IN THE ELEMENT FOR ADAPTING OTHER INSTANCES OF THE REPEATED STRUCTURE?

YES

CARRY OUT REPEATED STRUCTURE ADAPTING ALGORITHM

NO

DONE, PROCEED TO NEXT ELEMENT
FROM FIG. 23D:

SWITCH TO FULL TREE TRAVERSAL MODE

FIG. 23F

USE PATH OF SELECTED ELEMENT RELATIVE TO SELECTED ELEMENT CLOSEST BOX TO FIND CANDIDATE MATCHING ELEMENT WITHIN MATCHING ELEMENT CLOSEST BOX

ELEMENT HAS FEWER CHILDREN THAN RESPECTIVE NUMBER IN ELEMENT PATH?

YES

CANDIDATE MATCHING ELEMENT FOUND

NO

CALCULATE DISTANCE BETWEEN CANDIDATE MATCHING ELEMENT AND SELECTED ELEMENT

DISTANCE BELOW THIRD THRESHOLD?

YES

MATCHING ELEMENT FOUND

NO

CALCULATE DISTANCES BETWEEN SELECTED ELEMENT AND EACH ELEMENT IN SUB-TREE OF MATCHING ELEMENT CLOSEST BOX HAVING SAME NAME AS SELECTED ELEMENT

FIND MINIMUM OF CALCULATED DISTANCES

TO FIG. 23G

DONE, PROCEED TO NEXT ELEMENT
FROM FIG. 23F

MINIMUM DISTANCE BELOW THIRD THRESHOLD?

YES

MATCHING ELEMENT FOUND

DONE, PROCEED TO NEXT ELEMENT

NO

PROCEED TO THIRD PHASE
SWITCH TO BOXED TREE TRAVERSAL MODE

CALCULATE DISTANCES OF THE SELECTED ELEMENT CLOSEST BOX FROM EACH OF THE BOX ELEMENTS IN THE TREE REPRESENTATION OF THE WEB PAGE

FIND THE ELEMENT HAVING THE MINIMUM CALCULATED DISTANCE

MINIMUM DISTANCE BELOW THRESHOLD?

NO

MATCHING ELEMENT CLOSEST BOX FOUND

YES

MATCHING ELEMENT FOR SELECTED ELEMENT

SELECTED ELEMENT IS BOX ELEMENT?

NO

SWITCH TO FULL TREE TRAVERSAL MODE

YES

MATCHING ELEMENT FOUND

TO FIG. 24B

USE PATH OF SELECTED ELEMENT RELATIVE TO SELECTED ELEMENT CLOSEST BOX TO FIND CANDIDATE MATCHING ELEMENT WITHIN MATCHING ELEMENT CLOSEST BOX

TO FIG. 24D
FIG. 24C

FROM FIG. 24B

NEED TO USE AN INSTANCE OF A BASIC REPEATED STRUCTURE IN THE ELEMENT FOR ADAPTING OTHER INSTANCES OF THE REPEATED STRUCTURE?

NO

DONE, PROCEED TO NEXT ELEMENT

YES

CARRY OUT REPEATED STRUCTURE ADAPTING ALGORITHM
FIG. 24D

FROM FIG. 24A

ELEMENT HAS FEWER CHILDREN THAN RESPECTIVE NUMBER IN ELEMENT PATH?

YES

CANDIDATE MATCHING ELEMENT FOUND

CALCULATE DISTANCE BETWEEN CANDIDATE MATCHING ELEMENT AND SELECTED ELEMENT

DISTANCE BELOW THRESHOLD?

NO

NO

MATCHING ELEMENT FOUND

CALCULATE DISTANCES BETWEEN SELECTED ELEMENT AND EACH ELEMENT IN SUB-TREE OF MATCHING ELEMENT CLOSEST BOX HAVING SAME NAME AS SELECTED ELEMENT

FIND MINIMUM OF CALCULATED DISTANCES

TO FIG. 24E
FIG. 24E

FROM FIG. 24D

MINIMUM DISTANCE BELOW THRESHOLD?

MATCHING ELEMENT FOUND

DONE, PROCEED TO NEXT ELEMENT

NO MATCHING ELEMENT FOR SELECTED ELEMENT

SELECTED ELEMENT MANDATORY?

NO

DONE, NO MATCH TO TEMPLATE

YES

YES

FROM FIG. 24D

MINIMUM DISTANCE BELOW THRESHOLD?

MATCHING ELEMENT FOUND

DONE, PROCEED TO NEXT ELEMENT

NO

SELECTED ELEMENT MANDATORY?

NO

DONE, NO MATCH TO TEMPLATE

YES

FROM FIG. 24D

MINIMUM DISTANCE BELOW THRESHOLD?

MATCHING ELEMENT FOUND

DONE, PROCEED TO NEXT ELEMENT

NO

SELECTED ELEMENT MANDATORY?

NO

DONE, NO MATCH TO TEMPLATE

YES

FROM FIG. 24D

MINIMUM DISTANCE BELOW THRESHOLD?

MATCHING ELEMENT FOUND

DONE, PROCEED TO NEXT ELEMENT

NO

SELECTED ELEMENT MANDATORY?

NO

DONE, NO MATCH TO TEMPLATE

YES

FROM FIG. 24D

MINIMUM DISTANCE BELOW THRESHOLD?

MATCHING ELEMENT FOUND

DONE, PROCEED TO NEXT ELEMENT

NO

SELECTED ELEMENT MANDATORY?

NO

DONE, NO MATCH TO TEMPLATE

YES

FROM FIG. 24D

MINIMUM DISTANCE BELOW THRESHOLD?

MATCHING ELEMENT FOUND

DONE, PROCEED TO NEXT ELEMENT

NO

SELECTED ELEMENT MANDATORY?

NO

DONE, NO MATCH TO TEMPLATE

YES

FROM FIG. 24D

MINIMUM DISTANCE BELOW THRESHOLD?

MATCHING ELEMENT FOUND

DONE, PROCEED TO NEXT ELEMENT

NO

SELECTED ELEMENT MANDATORY?

NO

DONE, NO MATCH TO TEMPLATE

YES

FROM FIG. 24D

MINIMUM DISTANCE BELOW THRESHOLD?

MATCHING ELEMENT FOUND

DONE, PROCEED TO NEXT ELEMENT

NO

SELECTED ELEMENT MANDATORY?

NO

DONE, NO MATCH TO TEMPLATE

YES

FROM FIG. 24D

MINIMUM DISTANCE BELOW THRESHOLD?

MATCHING ELEMENT FOUND

DONE, PROCEED TO NEXT ELEMENT

NO

SELECTED ELEMENT MANDATORY?

NO

DONE, NO MATCH TO TEMPLATE

YES

FROM FIG. 24D

MINIMUM DISTANCE BELOW THRESHOLD?

MATCHING ELEMENT FOUND

DONE, PROCEED TO NEXT ELEMENT

NO

SELECTED ELEMENT MANDATORY?

NO

DONE, NO MATCH TO TEMPLATE

YES

FROM FIG. 24D

MINIMUM DISTANCE BELOW THRESHOLD?

MATCHING ELEMENT FOUND

DONE, PROCEED TO NEXT ELEMENT

NO

SELECTED ELEMENT MANDATORY?

NO

DONE, NO MATCH TO TEMPLATE

YES

FROM FIG. 24D

MINIMUM DISTANCE BELOW THRESHOLD?

MATCHING ELEMENT FOUND

DONE, PROCEED TO NEXT ELEMENT

NO

SELECTED ELEMENT MANDATORY?

NO

DONE, NO MATCH TO TEMPLATE

YES

FROM FIG. 24D

MINIMUM DISTANCE BELOW THRESHOLD?

MATCHING ELEMENT FOUND

DONE, PROCEED TO NEXT ELEMENT

NO

SELECTED ELEMENT MANDATORY?

NO

DONE, NO MATCH TO TEMPLATE

YES

FROM FIG. 24D

MINIMUM DISTANCE BELOW THRESHOLD?

MATCHING ELEMENT FOUND

DONE, PROCEED TO NEXT ELEMENT
FIG. 25

FIND MINIMUM OF NUMBER OF CHILD NODES OF NODE1 AND NUMBER OF CHILD NODES OF NODE2

FIND MAXIMUM OF NUMBER OF CHILD NODES OF NODE1 AND NUMBER OF CHILD NODES OF NODE2

DEFINE DISTANCE PARAMETER AND SET IT TO 0

DEFINE PARAMETER REPRESENTING CHILD NODES HAVING DIFFERENT NAMES AND SET IT TO 0

FOR EACH PAIR OF CHILD NODES OF NODE1 AND NODE2, WHICH ARE AT LOCATIONS WHICH DO NOT EXCEED THE MINIMUM NUMBER OF CHILD NODES

COMPARE NAME OF CHILD NODE OF NODE1 TO THAT OF CHILD NODE OF NODE2

YES

NAMES ARE DIFFERENT?

INCREMENT NAMES PARAMETER BY 1

NO

CALCULATE DISTANCE BETWEEN CHILD NODE OF NODE1 TO THAT OF CHILD NODE OF NODE2 USING WEIGHT OF 0.95*(INITIAL WEIGHT)

INCREMENT DISTANCE BY CALCULATED DISTANCE OF CHILD NODES

EMPLOY DISTANCE AND NAMES PARAMETERS, MINIMUM AND MAXIMUM NUMBERS OF CHILD NODES, AND THE WEIGHT, TO CALCULATE THE DISTANCE BETWEEN THE TREES
FIG. 26A

COMPARE NAMES OF BOX1 AND BOX2

DISTANCE = NUMBER ABOVE THRESHOLD

NO

NAMES IDENTICAL?

YES

BOX1 INCLUDES AT LEAST ONE OF IMAGE, LINK, FORM OR TEXT ELEMENTS?

NO

BOX2 INCLUDES AT LEAST ONE OF IMAGE, LINK, FORM OR TEXT ELEMENTS?

NO

DISTANCE = NUMBER ABOVE THRESHOLD

YES

DEFINE DISTANCE PARAMETER AND SET IT TO 0

BOX1 OR BOX2 INCLUDE INDICATION TO IGNORE X-LOCATION THEREOF?

YES

INCORENT DISTANCE BY ABSOLUTE VALUE OF DIFFERENCE BETWEEN BOX1 X-LOCATION AND BOX2 X-LOCATION, DIVIDED BY BOX1 X-LOCATION

NO

TO FIG. 26B
FROM FIG. 26A

BOX1 OR BOX2 INCLUDE INDICATION TO IGNORE Y-LOCATION THEREOF?

NO

INCREMENT DISTANCE BY ABSOLUTE VALUE OF DIFFERENCE BETWEEN BOX1 Y-LOCATION AND BOX2 Y-LOCATION, DIVIDED BY BOX1 Y-LOCATION

BOX1 OR BOX2 INCLUDE INDICATION TO IGNORE WIDTH THEREOF?

NO

INCREMENT DISTANCE BY ABSOLUTE VALUE OF DIFFERENCE BETWEEN BOX1 WIDTH AND BOX2 WIDTH, DIVIDED BY BOX1 WIDTH

BOX1 OR BOX2 INCLUDE INDICATION TO IGNORE HEIGHT THEREOF?

NO

INCREMENT DISTANCE BY ABSOLUTE VALUE OF DIFFERENCE BETWEEN BOX1 HEIGHT AND BOX2 HEIGHT, DIVIDED BY BOX1 HEIGHT

INCREMENT DISTANCE BY ABSOLUTE VALUE OF DIFFERENCE BETWEEN NUMBER OF IMAGES IN BOX1 AND NUMBER OF IMAGES IN BOX2, DIVIDED BY NUMBER OF IMAGES IN BOX1

TO FIG. 26C
FIG. 26C

FROM FIG. 26B

INCREMENT DISTANCE BY ABSOLUTE VALUE OF DIFFERENCE BETWEEN NUMBER OF FORMS IN BOX1 AND NUMBER OF FORMS IN BOX2, DIVIDED BY NUMBER OF FORMS IN BOX1

INCREMENT DISTANCE BY ABSOLUTE VALUE OF DIFFERENCE BETWEEN THE PERCENTAGE OF THE AREA OF BOX1 COVERED BY TEXT AND THE PERCENTAGE OF THE AREA OF BOX2 COVERED BY TEXT, DIVIDED BY THE PERCENTAGE OF THE AREA OF BOX1 COVERED BY TEXT

INCREMENT DISTANCE BY ABSOLUTE VALUE OF DIFFERENCE BETWEEN THE PERCENTAGE OF THE AREA OF BOX1 COVERED BY LINKS AND THE PERCENTAGE OF THE AREA OF BOX2 COVERED BY LINKS, DIVIDED BY THE PERCENTAGE OF THE AREA OF BOX1 COVERED BY LINKS

RESULT IS DISTANCE PARAMETER
**FIG. 27A**

**COMPARE NAMES OF END1 AND END2**

- **DISTANCE = NUMBER ABOVE THRESHOLD**
  - NO
    - **NAMES IDENTICAL?**
      - YES
        - DEFINE DISTANCE PARAMETER AND SET IT TO 0
      - NO
        - END1 OR END2 INCLUDE INDICATION TO IGNORE X-LOCATION THEREOF? YES
          - INCREMENT DISTANCE BY ABSOLUTE VALUE OF DIFFERENCE BETWEEN END1 X-LOCATION AND END2 X-LOCATION, DIVIDED BY END1 X-LOCATION
          - END1 OR END2 INCLUDE INDICATION TO IGNORE Y-LOCATION THEREOF? YES
            - INCREMENT DISTANCE BY ABSOLUTE VALUE OF DIFFERENCE BETWEEN END1 Y-LOCATION AND END2 Y-LOCATION, DIVIDED BY END1 Y-LOCATION

TO FIG. 27B
FIG. 27B

FROM FIG. 27A

END1 OR END2 INCLUDE INDICATION TO IGNORE WIDTH THEREOF?

YES

INCREMENT DISTANCE BY ABSOLUTE VALUE OF DIFFERENCE BETWEEN END1 WIDTH AND END2 WIDTH, DIVIDED BY END1 WIDTH

NO

END1 OR END2 INCLUDE INDICATION TO IGNORE HEIGHT THEREOF?

YES

INCREMENT DISTANCE BY ABSOLUTE VALUE OF DIFFERENCE BETWEEN END1 HEIGHT AND END2 HEIGHT, DIVIDED BY END1 HEIGHT

NO

RESULT IS DISTANCE PARAMETER
FIG. 28A

FIND BOX ELEMENT INDICATED TO CONTAIN REPEATED STRUCTURE

SWITCH TO BOXED TREE TRAVERSAL MODE

FIND FIRST INSTANCE OF THE REPEATED STRUCTURE WITHIN THE BOX ELEMENT IN THE TREE REPRESENTATION OF THE TEMPLATE

OBTAIN ELEMENT PATH AND INFORMATION RELATED TO FIRST INSTANCE OF THE REPEATED STRUCTURE

FOLLOW ELEMENT PATH IN THE TREE REPRESENTATION OF THE WEB PAGE

CANDIDATE MATCH FOR FIRST INSTANCE OF THE REPEATED STRUCTURE FOUND

YES

IGNORE ALL ELEMENT PROPERTIES?

NO

COMPARE NAME OF FIRST INSTANCE IN TEMPLATE TO THAT OF CANDIDATE MATCH FOR FIRST INSTANCE

TO FIG. 28B#1

CALCULATE DISTANCE BETWEEN FIRST INSTANCE IN TEMPLATE AND THE CANDIDATE MATCH FOR THE FIRST INSTANCE

TO FIG. 28B#2
FROM FIG. 28A#1

NAMES IDENTICAL?

NO

YES

FROM FIG. 28B

NO

DISTANCE BELOW THRESHOLD?

YES

COMPARE THE STRUCTURE OF THE
SUB-TREE OF THE FIRST INSTANCE IN THE
TEMPLATE TO THAT OF THE CANDIDATE
MATCH FOR FIRST INSTANCE

USE FIGS. 23A-23C TO FIND THE FIRST
INSTANCE OF REPEATED STRUCTURE IN THE
TREE REPRESENTATION OF THE WEB PAGE

CANDIDATE MATCH FOR FIRST INSTANCE
IS THE FIRST INSTANCE OF THE REPEATED
STRUCTURE IN THE TREE REPRESENTATION
OF THE WEB PAGE

ADAPT FIRST INSTANCE IN THE TREE
REPRESENTATION OF THE WEB PAGE IN
ACCORDANCE WITH INFORMATION SAVED IN
TEMPLATE FOR FIRST INSTANCE OF THE
REPEATED STRUCTURE THEREIN

TO FIG. 28C
FIG. 28C

FROM FIG. 28B

FIND ALL ELEMENTS IN THE TREE REPRESENTATION OF THE WEB PAGE THAT SHARE THE SAME IMMEDIATE ROOT NODE WITH THE FIRST INSTANCE OF THE REPEATED STRUCTURE IN THE WEB PAGE

TO FIG. 28D — YES

IGNORE ALL ELEMENT PROPERTIES?

NO — TO FIG. 28E
FOR EACH CANDIDATE REPEATED STRUCTURE ELEMENT

COMPARE NAME OF FIRST INSTANCE IN TEMPLATE TO THAT OF CANDIDATE MATCH FOR FIRST INSTANCE

YES


NO

STRUCTURES OF SUB-TREE ARE SIMILAR?

YES

INSTANCE OF THE REPEATED STRUCTURE FOUND

ADAPT THE INSTANCE OF THE REPEATED STRUCTURE IN ACCORDANCE WITH INFORMATION SAVED IN TEMPLATE FOR FIRST INSTANCE OF THE REPEATED STRUCTURE THEREIN

NO

CANDIDATE REPEATED STRUCTURE IS NOT AN INSTANCE OF THE REPEATED STRUCTURE.
FIG. 28E

FROM FIG. 28C

FOR EACH CANDIDATE REPEATED STRUCTURE ELEMENT

CALCULATE DISTANCE BETWEEN FIRST INSTANCE IN THE TREE REPRESENTATION OF THE WEB PAGE AND THE CANDIDATE REPEATED STRUCTURE ELEMENT

DISTANCE BELOW THRESHOLD?

NO


YES

STUCTURES OF SUB-TREES ARE SIMILAR?

NO

CANDIDATE REPEATED STRUCTURE IS NOT AN INSTANCE OF THE REPEATED STRUCTURE

YES

INSTANCE OF THE REPEATED STRUCTURE FOUND

ADAPT THE INSTANCE OF THE REPEATED STRUCTURE IN ACCORDANCE WITH INFORMATION SAVED IN TEMPLATE FOR FIRST INSTANCE OF THE REPEATED STRUCTURE THEREIN
FIG. 29B
FIG. 30B

USER REQUESTS WEB PAGE

DOWNLOAD WEB PAGE TO SERVER

CONVERT WEB PAGE TO TREE REPRESENTATION OF THE DOM

IDENTIFY FRAGMENTED IMAGES

FOR EACH FRAGMENTED IMAGE, CREATE FILE ON SERVER, INCLUDING INFORMATION RELATING TO EACH OF THE SUB-IMAGES AND TO THE COMPOSITE IMAGE

IN TREE REPRESENTATION OF THE WEB PAGE, INDICATE ALL SUB-IMAGES, ASIDE FROM THE FIRST ONE, AS BEING INVISIBLE

INDICATE LOCATION OF XML FILE ON THE SERVER IN SRC FIELD OF THE FIRST SUB-IMAGE

RETURN ADAPTED WEB PAGE TO USER

MOBILE COMMUNICATOR REQUESTS AN IMAGE

TO FIG. 30C
FIG. 30C

FROM FIG. 30B

SERVER RETRIEVES XML FILE CORRESPONDING TO THE REQUESTED IMAGE

IN SERVER, ALLOCATE AREA HAVING THE DIMENSIONS OF THE COMPOSITE IMAGE

SET BACKGROUND COLOR OF THE DEFINED AREA TO THAT OF THE COMPOSITE IMAGE

RETRIEVE EACH OF THE SUB IMAGES USING ITS SRC URL

DRAW EACH RETRIEVED SUB IMAGE IN ITS APPROPRIATE LOCATION BASED ON THE POSITION OF ITS TOP LEFT CORNER

RESCALE ADAPTED ASSEMBLED IMAGE

TRANSMIT ADAPTED IMAGE TO USER
The Balrion at Weathertop Labradors

Look who's in the Pudding Club
We would like to share our Wedding Album with you
Please take the time to visit an online shop of Labrador collectibles at:

THE WEATHERTOP COLLECTION
FIG. 33

USER REQUESTS WEB PAGE

DOWNLOAD WEB PAGE TO SERVER

CONVERT WEB PAGE TO TREE REPRESENTATION OF THE DOM

FIND <MAP> TAGS

FOR EACH <MAP> TAG, FIND THE IMAGE ASSOCIATED THERewith

IN THE ADAPTED WEB PAGE BEING CREATED, GENERATE A SET OF IMAGE LINKS, REPRESENTING THE GEOGRAPHICAL AREAS OF THE IMAGE MAP, IMMEDIATELY FOLLOWING THE IMAGE ASSOCIATED WITH THE MAP

RETURN ADAPTED WEB PAGE TO THE USER

MOBILE COMMUNICATOR REQUESTS AN IMAGE LINK

RETRIEVE THE IMAGE ASSOCIATED WITH THE MAP

CROP THE IMAGE TO PROVIDE THE APPROPRIATE PART OF THE MAP

GENERATE ADAPTED IMAGE LINK ASSOCIATED WITH THE CROPPED IMAGE

TRANSMIT ADAPTED IMAGE LINK TO THE USER
FIG. 35A

1. USER REQUESTS WEB PAGE
2. DOWNLOAD WEB PAGE TO SERVER
3. SEARCH THE WEB PAGE FOR ELEMENTS REQUIRING CLIENT-SIDE SCRIPT EMULATION
4. GENERATE ADAPTED WEB PAGE
5. SUPPLY ADAPTED WEB PAGE TO USER
6. REPLACE EACH FOUND ELEMENT BY AN INPUT TAG OF TYPE `<SUBMIT>` HAVING A UNIQUE NAME
7. CREATE AN HTML `<ANCHOR>` TAG AROUND THE ELEMENT
8. THE ELEMENT IS WITHIN A `<FORM>` TAG HAVING AN ACTION ATTRIBUTE?
9. TO FIG. 35B
FROM FIG. 35A

CREATE AN ELEMENT LOOK-UP TABLE FOR THE REQUESTED WEB PAGE

ADD <INPUT> TAG OF TYPE HIDDEN TO THE HTML FORM

EMPLOY VALUE OF THE HIDDEN <INPUT> TAG AS A KEY IN THE LOOK-UP TABLE

YES

ELEMENT IS A <SELECT> ELEMENT?

PREPARE PLURITY OF OPTION DISPLAYING PAGES, INCLUDING EACH OF THE AVAILABLE OPTIONS IN THE <SELECT> ELEMENT

NO

SUPPLY ADAPTED WEB PAGE TO USER

USER SELECTS AN ELEMENT

YES

ELEMENT IS A SELECT REGION?

CORRESPONDING HTML FORM IS SUBMITTED TO THE SERVER

AT SERVER, RECOGNIZE HTML FORM AS REQUEST FOR SELECT ELEMENT

TO FIG. 35C#1

NO

SUBMIT CORRESPONDING HTTP REQUEST TO THE SERVER

AT SERVER, IDENTIFY HTTP REQUEST AS AN EMULATION REQUEST

TO FIG. 35C#2
FIG. 35C

FROM FIG. 35B#1

PROVIDE OPTION DISPLAYING PAGES TO USER

USER SELCTS AN OPTION, THEREBY PROVIDING HTTP REQUEST TO SERVER

AT SERVER, IDENTIFY HTTP REQUEST AS AN EMULATION REQUEST

AT SERVER, FIND UNIQUE NAME OF THE OPTION FROM THE URL

FROM FIG. 35B#2

AT SERVER, FIND UNIQUE NAME OF <INPUT> TAG OF THE <SUBMIT> TYPE

USE UNIQUE NAME IN LOOK-UP TABLE TO FIND INFORMATION IDENTIFYING THE ELEMENT SELECTED BY THE USER

DOWNLOAD WEB PAGE TO SERVER

CONVERT WEB PAGE INTO TREE REPRESENTATION OF THE DOM

EMPLOY INFORMATION FOUND IN LOOK-UP TABLE TO LOCATE THE ELEMENT IN THE DOM, AND FIND EVENT ATTRIBUTES THEREOF

TRIGGER EVENT IDENTIFIED BY THE EVENT ATTRIBUTES OF THE ELEMENT

PRODUCE AN ADAPTED PAGE BY EMULATION

SAVE INFORMATION FOUND IN THE LOOK-UP TABLE IN AN EMULATION LIST ASSOCIATED THEREWITH
FIG. 36C

**Cell Phone Interface**

- **aerlingus.com**
- **Menu**
- **Nav**
- **Hist**
- **Fav**

**Locations**
- Boston (BOB) - Dublin (DUB)
- Dubrovnik - Hamburg (HAM)
- Jersey UK. - Manchester...
- Marseille - Palma Majorca...
- Paris (CDG) - Seattle (SEA)
- Seville (SVQ) - Turin (TRN)
- Valencia - Zurich (ZBH)

**Options**

**Buttons**

- 1
- 2
- 3
- 4
- 5
- 6
- 7
- 8
- 9
- *
FIG. 38A

1. RECEIVE HTTP REQUEST FROM USER
2. RETRIEVE DEVICE IDENTIFYING FIELD FROM THE HTTP REQUEST
3. USE DEVICE IDENTIFYING FIELD TO SEARCH IN A DEVICE IDENTIFICATION DATABASE FOR DEVICE PROPERTIES INFORMATION
4. RETRIEVE DEVICE PROPERTIES INFORMATION

- ALL REQUIRED DEVICE PROPERTIES INFORMATION FOUND?
  - YES
    - DOWNLOAD TO SERVER WEB PAGE CORRESPONDING TO THE HTTP REQUEST
    - USE DEVICE PROPERTIES INFORMATION TO ADAPT DOWNLOADED WEB PAGE FOR DISPLAY ON THE DEVICE
    - TRANSMIT ADAPTED WEB PAGE TO THE USER
  - NO
    - AUTO-CONFIGURATION INDICATION FOR THE DEVICE FAMILY IN THE DEVICE IDENTIFICATION DATABASE?
      - YES
        - RETRIEVE ACCEPT HEADER FROM THE HTTP REQUEST
        - USE THE DEVICE IDENTIFYING FIELD TO SEARCH IN AT LEAST ONE EXTERNAL DATABASE DEVICE PROPERTIES INFORMATION
      - NO
        - TO FIG. 38B#2

TO FIG. 38B#1
FIG. 38B

FROM FIG. 38A#1

DEVICE
PROPERTIES
INFORMATION FOUND
IN EXTERNAL
DATABASE?

YES

RETRIEVE
DEVICE PROPERTIES
INFORMATION FROM
EXTERNAL DATABASE

UPDATE THE
DEVICE
IDENTIFICATION
DATABASE WITH THE
DEVICE PROPERTIES
INFORMATION FOUND
IN THE EXTERNAL
DATABASE AND IN
THE ACCEPT HEADER

DOWNLOAD TO SERVER WEB PAGE CORRESPONDING TO THE HTTP REQUEST

NO

FROM FIG. 38A#2

USE ACCEPT HEADER AND
DEFAULT DATA FOR THE DEVICE
FAMILY TO OBTAIN DEFAULT DEVICE
PROPERTIES INFORMATION

DOWNLOAD TO SERVER WEB PAGE CORRESPONDING TO THE HTTP REQUEST

USE DEFAULT DEVICE
PROPERTIES INFORMATION TO
ADAPT DOWNLOADED WEB PAGE
FOR DISPLAY ON THE DEVICE

TRANSMIT ADAPTED WEB PAGE TO THE USER
METHODS AND APPARATUS FOR
ENABLING USE OF WEB CONTENT ON
VARIOUS TYPES OF DEVICES

REFERENCE TO RELATED APPLICATIONS

[0001] Reference is made to U.S. Provisional Patent Application No. 60/778,434, entitled TABLE OF CONTENTS, filed Mar. 1, 2006, the disclosure of which is hereby incorpo-
rated by reference and priority of which is hereby claimed pursuant to 37 CFR 1.8(a) (4) and (5)(i).

REFERENCE TO COMPUTER PROGRAM
LISTING APPENDIX

[0002] Computer program listing appendices are submitted herewith on one compact disk and one duplicate compact
disc. The total number of compact discs including duplicates is two. The files on the compact disk are software object code
and accompanying files for carrying out the functionalities of a preferred embodiment of the invention. Their names, dates
of creation, directory locations, and sizes in bytes are: Directory apdx.—I containing files: 1. InfoCin Setup.exe of Feb. 25,
2007 and of length 2,070,118 bytes; 2. Proxy.exe of Feb. 26, 2007 and of length 19,053,380 bytes; and 3. Setup.ini of
Feb. 26, 2007 and of length 568 bytes. These file are referred to herein as appendix I. The material on the compact disks is
incorporated by reference herein.

FIELD OF THE INVENTION

[0003] The present invention relates to functionalities for ena-
bling the use of web content on various types of devices.

BACKGROUND OF THE INVENTION

[0004] The following publications are believed to represent the
current state of the art:

[0005] U.S. Pat. Nos. 5,860,073; 5,909,568; 6,023,714;
6,157,935; 6,199,082; 7,047,033; 7,050,603 and 7,116,765;
0093376 and 2005/0122997;
[0007] Spyglass Prism, Concepts and Applications, Spy-
glass Inc., 1997, pp. 1-7; and

SUMMARY OF THE INVENTION

[0009] The present invention seeks to provide improved func-
tionalities for displaying web content on mobile communi-
cicators. The functionalities described hereinbelow are pref-
errably implemented together with all or part of the function-
ality described in U.S. Pat. No. 7,047,033, the entire
disclosure of which is hereby incorporated by reference, and
may be implemented separately or in any suitable combina-
tion, all within the scope of the present invention.

[0010] There is thus provided in accordance with a pre-
ferred embodiment of the present invention a method for
displaying web content on a mobile communicator, the
method including:

[0011] arranging the web content to be readily viewable on
a display screen of the mobile communicator, in the form of at
least one mobile communicator adapted page including a
plurality of adapted information bearing regions; and

[0012] providing a plurality of navlinks on the at least one
mobile communicator adapted page, at least some of the
plurality of navlinks providing clickable access to corre-
sponding ones of the plurality of adapted information bearing
regions.

[0013] In accordance with a preferred embodiment of the
present invention, the providing the plurality of navlinks in-
cludes:

[0014] analyzing the information bearing regions;
[0015] based on the analyzing, distinguishing between at
least some of the plurality of adapted information bearing
regions;

[0016] based on the analyzing and distinguishing, labeling
the at least some of the plurality of adapted information
bearing regions; and

[0017] constructing the plurality of navlinks in accordance
with the labeling.

[0018] In accordance with another preferred embodiment of
the present invention the at least one mobile communicator
adapted page includes a plurality of sequentially arranged
adapted web page screens and at least some of the plurality
of adapted information bearing regions appear on different
ones of the plurality of adapted web page screens. Preferably,
the plurality of navlinks includes navlinks providing clickable
access to each of the adapted information bearing regions,
each navlink providing clickable access to a corresponding
one of the plurality of adapted information bearing regions.
Additionally or alternatively, the plurality of navlinks
includes navlinks providing clickable access to less than all of
the plurality of adapted information bearing regions.

[0019] In accordance with yet another preferred embodi-
ment of the present invention, the plurality of navlinks
includes navlinks providing clickable access to multiple ones
of the plurality of adapted information bearing regions. Pre-
ferably, the plurality of navlinks includes navlinks providing
clickable access to multiple ones of other navlinks. Addition-
ally or alternatively, the plurality of navlinks includes a clus-
ter of navlinks.

[0020] In accordance with still another preferred embodi-
ment of the present invention, the plurality of navlinks pro-
vides clickable access to ones of the adapted information
bearing regions, which are not seen simultaneously on one of
the plurality of sequentially arranged adapted web page
screens due to screen size limitations. Preferably, the navlinks
are clickable icons, which provide direct access to the adapted
information bearing regions. Additionally or alternatively,
the plurality of navlinks include at least one of a Navbar navlink;
a Search navlink; a Menu navlink; a Login navlink and a page
categories navlink.

[0021] There is also provided in accordance with another
preferred embodiment of the present invention a method for
displaying web content, including a plurality of information
bearing regions, on a mobile communicator, the method
including:

[0022] arranging the web content, including the plurality of
information bearing regions, to be readily viewable on a
display screen of the mobile communicator, in the form of at
least one mobile communicator adapted page including a
plurality of adapted information bearing regions, at least
some of the plurality of adapted information bearing regions
having identified titles;

[0023] providing a clickable titleslink which displays the
titles and provides clickable access to individual ones of the
plurality of adapted information bearing regions correspond-
ing to the titles.
In accordance with a preferred embodiment of the present invention, the method also includes providing a user operable text search functionality. Preferably, the method also includes providing a user operable link search functionality. Additionally or alternatively, the arranging the web content includes converting the web page to a tree representation of the Document Object Model (DOM).

In accordance with another preferred embodiment of the present invention the method also includes on-the-fly analysis of the web content and indicating in the tree representation of the DOM those elements which correspond to the information bearing regions. Preferably, the providing a plurality of navlinks includes identifying a mobile communicator which is requesting the web page and employing the DOM representation to provide the at least one mobile communicator adapted page which contains the plurality of adapted information bearing regions, corresponding to the information bearing regions, arranged in a predetermined order. Additionally or alternatively, the predetermined order is as follows: first a logo, then a cardinal region and last a navbar.

There is further provided in accordance with yet another preferred embodiment of the present invention, a system for displaying web content, including information bearing regions, on mobile communicators, the system including:

- a server programmed to provide the following functionality;
- arranging the web content to be readily viewable on a display screen of the mobile communicator, in the form of at least one mobile communicator adapted page including a plurality of adapted information bearing regions; and
- providing a plurality of navlinks on the at least one mobile communicator adapted page, at least some of the plurality of navlinks providing clickable access to corresponding one of the plurality of adapted information bearing regions.

In accordance with a preferred embodiment of the present invention the providing the plurality of navlinks includes:

- analyzing the information bearing regions;
- based on the analyzing, distinguishing between at least some of the plurality of adapted information bearing regions;
- based on the analyzing and distinguishing, labeling the at least one of the plurality of adapted information bearing regions; and
- constructing the plurality of navlinks in accordance with the labeling.

In accordance with another preferred embodiment of the present invention the at least one mobile communicator adapted page includes a plurality of sequentially arranged adapted web page screens and at least some of the plurality of adapted information bearing regions appear on different ones of the plurality of adapted web page screens. Preferably, the plurality of navlinks includes navlinks providing clickable access to each of the information bearing regions, each navlink providing clickable access to a corresponding one of the plurality of adapted information bearing regions. Additionally or alternatively, the plurality of navlinks includes navlinks providing clickable access to less than all of the plurality of adapted information bearing regions.

In accordance with yet another preferred embodiment of the present invention the plurality of navlinks includes navlinks providing clickable access to multiple ones of the plurality of adapted information bearing regions. Preferably, the plurality of navlinks includes navlinks providing clickable access to multiple ones of other navlinks. Additionally or alternatively, the plurality of navlinks includes a cluster of navlinks.

In accordance with still another preferred embodiment of the present invention the plurality of navlinks provide clickable access to ones of the adapted information bearing regions, which are not seen simultaneously on one of the plurality of sequentially arranged adapted web page screens due to screen size limitations. Preferably, the navlinks are clickable icons, which provide direct access to the adapted information bearing regions. Additionally or alternatively, the plurality of navlinks include at least one of a Navbar navlink; a Search navlink; a Menu navlink; a Login navlink and a page categories navlink.

There is additionally provided in accordance with an additional preferred embodiment of the present invention a system for displaying web content, including a plurality of information bearing regions, on a mobile communicator, the system including:

- a server programmed to provide the following functionality:
- arranging the web content to be readily viewable on a display screen of the mobile communicator, in the form of at least one mobile communicator adapted page including a plurality of adapted information bearing regions, at of at least some of the plurality of adapted information bearing areas having identified titles; and
- providing a clickable titleslink which displays the titles and provides clickable access to individual ones of the plurality of adapted information bearing areas corresponding to the titles.

In accordance with a preferred embodiment of the present invention the functionality also includes providing a user operable text search functionality. Preferably, the functionality also includes providing a user operable link search functionality. Additionally or alternatively, the arranging the web content includes converting the web page to a tree representation of the Document Object Model (DOM).

In accordance with another preferred embodiment of the present invention the system also includes functionality providing on-the-fly analysis of the web content and indicating in the tree representation of the DOM those elements which correspond to the information bearing regions. Preferably, the providing includes identifying a mobile communicator which is requesting the web content and employing the DOM representation to provide the adapted web page which contains the plurality of adapted information bearing regions corresponding to the plurality of information bearing regions arranged in a predetermined order. Additionally or alternatively, the predetermined order is as follows: first a logo, then a cardinal region and last a navbar.

There is also provided in accordance with yet another preferred embodiment of the present invention a method for configuring web content for display on mobile communicators including:

- receiving an operator-selected web page;
- selecting, by an operator, of at least one cell-based element of the web page;
- arrangement, by an operator, of the at least one cell-based element at a desired position in a page template; and
creating at least one mobile communicator adapted page by automatically placing at least one cell-based element, indicated by the template, of at least another web page, having a page structure similar to the operator-selected web page, at a desired position indicated by the template.

In accordance with a preferred embodiment of the present invention, the operator initially views web sites on the Internet and thereafter arranges and prioritizes the web content thereof for viewing on mobile communicators. Preferably, the operator decides how given web sites appear on display screens of the mobile communicators. Additionally or alternatively, the operator instructs a server how to arrange the web content displayed on display screens of the mobile communicators.

In accordance with another preferred embodiment of the present invention, there is displayed on a display screen of a computer of the operator:

- the operator-selected web page;
- a Document Object Model (DOM);
- a prioritization and arrangement table; and
- a table containing the HTML code corresponding to the at least one cell-based element selected by the operator.

In accordance with yet another preferred embodiment of the present invention the creating employs a matching algorithm. Preferably, the at least another web page is a future web page having at least certain structural similarities to the operator-selected web page. Additionally or alternatively, the at least another web page is a different web page having at least certain structural similarities to the operator-selected web page.

In accordance with still another preferred embodiment of the present invention selection, arrangement and creating steps take place without changing HTML code of the operator-selected web page. Additionally or alternatively, the creating includes adding additional content, within selected elements, which was not present in the operator-selected web page.

In accordance with a further preferred embodiment of the present invention the creating includes removal of web content from selected elements when creating the template. Preferably, the operator initially selects the scope of a template to be created by using regular expressions. Additionally, the operator thereafter clicks on cell-based elements in the DOM or in the operator-selected web page in order to select them for addition to the template.

In accordance with yet further preferred embodiment of the present invention the selection includes filtering part of the content from at least one selected cell-based element. Preferably, if there exist cell-based elements template having an attribute which is likely to be different at different times at which the web page is viewed, the operator is enabled to instruct that such attribute be ignored in the creating step. Additionally or alternatively, following the arrangement, by an operator, of the at least one cell-based element at a desired position in the template, the template is saved on a server.

In accordance with a still further preferred embodiment of the present invention information saved on the server for each cell-based element in the template includes at least one of a priority of the cell-based element, its X and Y positions within the operator-selected web page, the area of the operator-selected web page taken up by the cell-based element, the number of images included in the cell-based element, the number of forms included in the cell-based element, the percentage of the area of the cell-based element which is covered by text and the percentage of the area of the cell-based element which is covered by links and the path of the cell-based element relative to the <body> tag as it appears in the tree representation of the template DOM. Preferably, information saved on the server for each cell-based element in the template include at least one of the following:

- for cell-based elements in which the operator added or removed content, an indication that such features exist;
- cell-based elements which include a basic structure which is repeated several times.

In accordance with another further preferred embodiment of the present invention the operator may indicate whether one or more cell-based elements in the template are mandatory elements, such that when employing the template to generate an adapted web page for display on a mobile communicator display screen, if one of these cell-based elements in the template is not matched by an cell-based element in the web page being adapted, the template is not used. Preferably, the template is created for a single URL. Alternatively, the template is created for a group of URLs defined by a regular expression.

There is further provided in accordance with a further preferred embodiment of the present invention a system for configuring web content for display on mobile communicators including a computer programmed to provide the following functionalities:

- receiving an operator-selected web page;
- selection, by an operator, of at least one cell-based element of the web page;
- arrangement, by an operator, of the at least one cell-based element at a desired position in a page template; and
- creating at least one mobile communicator adapted page by automatically placing at least one cell-based element, indicated by the template, of at least another web page, having a page structure similar to the operator-selected web page, at a desired position indicated by the template.

In accordance with a preferred embodiment of the present invention the computer is programmed to enable the operator initially to view web sites on the Internet and thereafter arrange and prioritize the web content thereof for viewing on mobile communicators. Preferably, the computer is programmed to enable the operator to decide how given web sites appear on display screens of the mobile communicators. Additionally or alternatively, the computer is programmed to enable the operator to instruct a server how to arrange the web content displayed on display screens of the mobile communicators.

In accordance with another preferred embodiment of the present invention the computer is programmed such that there is displayed on a display screen of the computer of the operator:

- the operator-selected web page;
- a Document Object Model (DOM);
- a prioritization and arrangement table; and
- a table containing the HTML code corresponding to the at least one cell-based element selected by the operator.

In accordance with yet another preferred embodiment of the present invention the computer is programmed to enable the creating to employ a matching algorithm. Preferably, the at least another web page is a future web page having at least certain structural similarities to the operator-selected web page.
[0075] In accordance with still another preferred embodiment of the present invention the at least another web page is a future web page having at least certain structural similarities to the operator-selected web page. Preferably, the computer is programmed to enable the selection, arrangement and creating steps to take place without changing HTML code of the operator-selected web page. Additionally, or alternatively, the computer is enabled to enable the creating to include adding additional content, within selected elements, which was not present in the operator-selected web page.

[0076] In accordance with a further preferred embodiment of the present invention the computer is programmed to enable the creating to include removal of web content from selected elements when creating the template. Preferably, the computer is programmed to enable the operator initially to select the scope of a template to be created by using regular expressions and thereafter to select an appropriate web page and views it along with a tree representation of a Document Object Model (DOM). Additionally, or alternatively, the computer is programmed to enable the operator thereafter to click on cell-based elements in the DOM or in the operator-selected web page in order to select them for addition to the template.

[0077] In accordance with a yet further preferred embodiment of the present invention the computer is programmed such that if there exist cell-based elements template having an attribute which is likely to be different at different times at which the web page is viewed, the operator may instruct that such attribute should be ignored in the creating step. Preferably, the computer is programmed such that following the arrangement, by an operator, of the at least one cell-based element at a desired position in the template, the template is saved on a server. Additionally or alternatively, information saved on the server for each cell-based element in the template includes at least one of the following: (a) the position of the cell-based element in the template; (b) the number of images included in the cell-based element; (c) the number of forms included in the cell-based element; (d) the percentage of the area of the cell-based element which is covered by text and the amount of the area of the cell-based element which is covered by links and the path of the cell-based element relative to the <body> tag as it appears in the tree representation of the template.

[0078] In accordance with a still further preferred embodiment of the present invention information saved on the server for each cell-based element in the template include at least one of the following: (a) for cell-based elements in which the operator added or removed content, an indication that such features exist; (b) cell-based elements which include a basic structure which is repeated several times. Preferably, the computer is programmed to enable the operator to indicate whether one or more cell-based elements in the template are mandatory elements, such that when employing the template to generate an adapted web page for display on a mobile communicator display screen, if one of these cell-based elements in the template is not matched by an cell-based element in the web page being adapted, the template is not used. Additionally or alternatively, the template is created for a single URL. Alternatively, the template is created for a group of URLs defined by a regular expression.

[0079] There is yet further provided in accordance with a yet further preferred embodiment of the present invention a method for displaying web content on a device including: requesting a web page by a user; in response to a user request, downloading the web page to a server; searching for at least one template for the web page on a database of the server; if a template is found for the web page, effecting best matching between the template and a plurality of information bearing regions on the web page; and importing the plurality of information bearing regions to at least one device adapted page.

[0080] In accordance with a preferred embodiment of the present invention the template includes matching assist instructions.

[0081] There is still further provided in accordance with a still further preferred embodiment of the present invention a method of obtaining information from at least one dynamic website, the method including: constructing at least one template of at least one part of a web page of the at least one website when the web page is in a first state; and employing the at least one template to extract information from at least one web page of the at least one dynamic website when at least one of the at least one web page is in a second state, different from the first state.

[0082] In accordance with a preferred embodiment of the present invention the at least one template is based on a document object model (DOM). Preferably, the at least one template includes at least one cell-based element of the web page. Additionally or alternatively, the employing the at least one template to extract information from at least one web page of the at least one dynamic website when at least one of the at least one web page is in a second state, different from the first state, includes effecting best matching between the at least one template and document object models (DOMs) of the at least one web page in a second state.

[0083] There is additionally provided in accordance with an additional preferred embodiment of the present invention a method of obtaining information from at least one dynamic website, the method including: obtaining at least one document object model (DOM) of a web page of the at least one dynamic website when the web page is in a first state; and employing the at least one document object model (DOM) to obtain information from at least one web page of the at least one dynamic website when at least one of the at least one web page is in a second state, different from the first state.

[0084] In accordance with a preferred embodiment of the present invention the employing the at least one document object model (DOM) to extract information from at least one web page of the at least one dynamic website when at least one of the at least one web page is in a second state, different from the first state, includes effecting best matching between the at least one document object model (DOM) and document object models (DOMs) of the at least one web page in a second state. Preferably, the method also includes maintaining login information of users in a database in the form of cookies and when a user again requests the web page, the login information of the user is retrieved and a personalized web page is displayed to the user. Additionally or alternatively, the method also includes converting a web page received from the Internet into a tree representation of the
DOM, and subsequently matching the web page to a suitable template, in order to generate an adapted web page for display on the mobile communicator.

[0094] In accordance with another preferred embodiment of the present invention, in order to find a template suitable for the web page, all the templates having a scope including the requested web page are found and a distance between the tree representation of the web page and the tree representations of each of the templates is calculated, using a tree comparison algorithm. Preferably, if the distance between the tree representation of the web page and the tree representation of a given template is below a predetermined threshold, that template is used for adapting the web page for display on a mobile communicator.

[0095] There is also provided in accordance with another preferred embodiment of the present invention a system for displaying web content on a device including a computer programmed to support at least the following functionality:

- [0096] requesting a web page by a user;
- [0097] in response to a user request, downloading the web page to a server;
- [0098] searching for at least one template for the web page on a database of the server;
- [0099] if a template is found for the web page, effecting best matching between the template and a plurality of information bearing regions on the web page; and
- [0100] importing the plurality of information bearing regions at least one device adapted page.

[0101] In accordance with a preferred embodiment of the present invention the template includes matching assist instructions.

[0102] There is further provided in accordance with a further preferred embodiment of the present invention a system for obtaining information from at least one dynamic website, the system including a computer programmed to support at least the following functionality:

- [0103] constructing at least one template of at least a part of a web page of at least one website when the web page is in a first state; and
- [0104] employing the at least one template to extract information from at least one web page of the at least one dynamic website when at least one of the at least one web page is in a second state, different from the first state.

[0105] In accordance with a preferred embodiment of the present invention the at least one template is based on a document object model (DOM). Preferably, the at least one template includes at least one cell-based element of the web page. Additionally or alternatively, the employing the at least one template to extract information from at least one web page of the at least one dynamic website when at least one of the at least one web page is in a second state, different from the first state, includes effecting best matching between the at least one template and document object models (DOMs) of at least one web page in a second state.

[0106] There is yet further provided in accordance with a yet further preferred embodiment of the present invention a system for obtaining information from at least one dynamic website, the system including:

- [0107] obtaining at least one document object model (DOM) of a web page of the at least one dynamic website when the web page is in a first state; and
- [0108] employing the at least one document object model (DOM) to obtain information from at least one web page of the at least one dynamic website when at least one of the at least one web page is in a second state, different from the first state.

[0109] In accordance with a preferred embodiment of the present invention the employing the at least one dynamic website when at least one of the at least one web page is in a second state, different from the first state, includes effecting best matching between the at least one document object model (DOM) and document object models (DOMs) of the at least one web page in a second state. Preferably, the system also includes a database in which login information of users is maintained in the form of cookies and wherein when a user again requests the web page, the login information of the user is retrieved from the database and a personalized web page is displayed to the user. Additionally or alternatively, the computer is operative to convert a web page received from the Internet into a tree representation of the DOM and subsequently to match the web page to a suitable template, in order to generate an adapted web page for display on the mobile communicator.

[0110] In accordance with another preferred embodiment of the present invention the computer is operative, in order to find a template suitable for the web page, to find all the templates having a scope including the requested web page and to calculate a distance between the tree representation of the web page and the tree representations of each of the templates, using a tree comparison algorithm. Preferably, if the distance between the tree representation of the web page and the tree representation of a given template is below a predetermined threshold, that template is used for adapting the web page for display on a mobile communicator.

[0111] There is still further provided in accordance with a still further preferred embodiment of the present invention a method for displaying web content on a display screen of a mobile communicator including:

- [0112] in response to a user request, downloading the web page to a server;
- [0113] supplying from the server to the mobile communicator for display on a display screen thereof, an adapted web page corresponding to the web page requested by the user, the adapted web page including a Find In Page link;
- [0114] clicking on the Find In Page link by the user;
- [0115] displaying on the display screen of the mobile communicator a Find In Page form;
- [0116] entering a search string in the Find In Page form submitted by a user; and
- [0117] displaying the adapted page on the display screen and designating occurrences of the search string therein.

[0118] In accordance with a preferred embodiment of the present invention the method also includes adding a link next to each occurrence of the search string in the adapted page in order to enable the user to readily navigate from occurrence to occurrence. Preferably, the method also includes displaying a list of occurrences of the search string prior to displaying the adapted page on the display screen and designating occurrences of the search string therein. Additionally or alternatively, the list of occurrences includes links to the occurrences.

[0119] In accordance with another preferred embodiment of the present invention the supplying includes providing an adapted web page to the mobile communicator, which adapted web page includes a Find In Page link. Preferably, when the user clicks on the Find In Page link, the server
receives a corresponding request for a Find In Page form and provides the Find In Page form to the mobile communicator. Additionally or alternatively, the Find In Page form includes radio buttons allowing the user to select between first and second options as well as a text entry field allowing the user to enter a search string.

[0120] In accordance with yet another preferred embodiment of the present invention the user actuates one of the radio buttons, enters a search string and submits the form to the server, this sends a request to the server to retrieve the initially requested web page and to designate on the corresponding adapted web page occurrences of the search string entered by the user. Preferably, the server is operative sequentially to:

[0121] 1. reload the same web page as originally requested by the user;
[0122] 2. adapt the web page for the mobile communicator, divide the adapted page into a series of sequential viewable adapted screens and search throughout the entire adapted page for occurrences of the search string; and
[0123] 3. designate each such occurrence in a manner enabled by the mobile communicator.

[0124] In accordance with still another preferred embodiment of the present invention the server is also operative to:

[0125] IV. add a link alongside each occurrence which leads to the sequential next occurrence, wherein the link alongside the last occurrence in the adapted page leads back to the first occurrence;

[0126] V. if a 'list results' option is selected, add at the beginning of the adapted page a list of occurrences showing their context including links which lead to each occurrence in the adapted page.

[0127] VI. if a 'show in page' option is selected, cause the first of the series of sequential viewable adapted pages in which the search string occurs to be displayed.

[0128] There is additionally provided in accordance with an additional preferred embodiment of the present invention a system for displaying web content on a display screen of a mobile communicator including a server programmed to support the following functionality:

[0129] in response to a user request, downloading a web page to the server;

[0130] supplying from the server to the mobile communicator for display on a display screen thereof, an adapted web page corresponding to the web page requested by the user; the adapted web page including a Find In Page link;

[0131] clicking on the Find In Page link by the user;

[0132] displaying on the display screen of the mobile communicator a Find In Page form;

[0133] entering a search string in the Find In Page form submitted by a user; and

[0134] displaying the adapted page on the display screen and designating occurrences of the search string therein.

[0135] In accordance with a preferred embodiment of the present invention the functionality also includes adding a link next to each occurrence of the search string in the adapted page in order to enable the user to readily navigate from occurrence to occurrence. Preferably, the functionality also includes displaying a list of occurrences of the search string prior to displaying the adapted page on the display screen and designating occurrences of the search string therein. Additionally or alternatively, the list of occurrences includes links to the occurrences.

[0136] In accordance with another preferred embodiment of the present invention the supplying includes providing an adapted web page to the mobile communicator, which adapted web page includes a Find In Page link. Preferably, the functionality enables the user to click on the Find In Page link, and causes the server to receive a corresponding request for a Find In Page form and provide the Find In Page form to the mobile communicator. Additionally or alternatively, the Find In Page form includes radio buttons allowing the user to select between first and second options as well as a text entry field allowing the user to enter a search string.

[0137] In accordance with yet another preferred embodiment of the present invention the functionality enables the user to actuate one of the radio buttons and to enter a search string and submit the form to the server, and causes the server to send a request to the server to retrieve the initially requested web page and to designate on the corresponding adapted web page occurrences of the search string entered by the user. Preferably, the functionality enables the server to be operative sequentially to:

[0138] 1. reload the same web page as originally requested by the user;

[0139] 2. adapt the web page for the mobile communicator, divide the adapted page into a series of sequential viewable adapted screens and search throughout the entire adapted page for occurrences of the search string; and

[0140] 3. designate each such occurrence in a manner enabled by the mobile communicator.

[0141] In accordance with still another preferred embodiment of the present invention the functionality also enables the server to be operative to:

[0142] IV. add a link alongside each occurrence which leads to the sequential next occurrence, wherein the link alongside the last occurrence in the adapted page leads back to the first occurrence;

[0143] V. if a 'list results' option is selected, add at the beginning of the adapted page a list of occurrences showing their context including links which lead to each occurrence in the adapted page; and

[0144] VI. if a 'show in page' option is selected, cause the first of the series of sequential viewable adapted pages in which the search string occurs to be displayed.

[0145] There is also provided in accordance with another preferred embodiment of the present invention a method for displaying web content on a display screen including:

[0146] requesting a web page by a user;

[0147] in response to a user request, downloading the web page to a server;

[0148] recognizing, by the server, the presence in the web page of an image comprised of sub-images;

[0149] combining, by the server, the sub-images into a single image;

[0150] supplying by the server the single image for display on the display screen.

[0151] In accordance with a preferred embodiment of the present invention at least one of the sub-images includes non-image information and wherein the combining preserves the non-image information outside of the single image. Preferably, the recognizing and combining include:

[0152] converting the web page into a modified tree representation of the DOM;

[0153] identifying the sub-images;

[0154] for each sub-image, creating a file which includes information related thereto and to the composite image, the
information including the source URL and top left corner of each sub-image in addition to the width and height dimensions of the composite image and its background color;

[0155] in the tree representation, flagging all the sub images aside from the first one as being invisible;

[0156] in the src field of the first sub-image, replacing the source location thereof by the location in the server of the file, and indicating the first sub-image in the tree representation with a suitable indication, such that when the user scrolls down the adapted web page and reaches a screen in which the adapted image should be displayed and the composite image is requested from the server, due to the change in the src field of the first sub-image, the location of the file is provided to the server, rather than the location of the sub-image.

[0157] In accordance with another preferred embodiment of the present invention the supplying includes:

[0158] in the server, defining an area having the dimensions of the composite image, as indicated in the file and setting the background color of the defined area to be the background color of the image as defined in the file;

[0159] retrieving each of the sub-images by using the URL indicated in the src field of its img tag; and

[0160] placing each of the sub-images in the area defined in the server at its appropriate location based on the position of its top left corner, indicated in the file.

[0161] There is further provided in accordance with a further preferred embodiment of the present invention a system for displaying web content on a display screen including a server programmed to have the following functionality:

[0162] receiving a web page requested by a user;

[0163] recognizing the presence in the web page of a composite image comprised of sub-images;

[0164] combining the sub-images into a single image; and

[0165] supplying the single image for display on the display screen.

[0166] In accordance with a preferred embodiment of the present invention the server is programmed to have the following additional functionality: if at least one of the sub-images includes non-image information, the combining preserves the non-image information outside of the single image. Preferably, the recognizing and combining functionalities include:

[0167] converting the web page into a modified tree representation of the DOM;

[0168] identifying the sub-images;

[0169] for each sub-image, creating a file which includes information related thereto and to the composite image, the information including the source URL and top left corner of each sub-image in addition to the width and height dimensions of the composite image and its background color;

[0170] in the tree representation, flagging all the sub images aside from the first one as being invisible;

[0171] in the src field of the first sub-image, replacing the source location thereof by the location in the server of the file, and indicating the first sub-image in the tree representation with a suitable indication, such that when the user scrolls down the adapted web page and reaches a screen in which the adapted image should be displayed and the composite image is requested from the server, due to the change in the src field of the first sub-image, the location of the file is provided to the server, rather than the location of the sub-image.

[0172] In accordance with another preferred embodiment of the present invention the supplying functionality includes:

[0173] in the server, defining an area having the dimensions of the composite image, as indicated in the file and setting the background color of the defined area to be the background color of the image as defined in the file;

[0174] retrieving each of the sub-images by using the URL indicated in the src field of its img tag; and

[0175] placing each of the sub-images in the area defined in the server at its appropriate location based on the position of its top left corner, indicated in the file.

[0176] There is yet further provided in accordance with a yet further preferred embodiment of the present invention a method for displaying web content on a display screen including:

[0177] in response to a user request, downloading a web page to a server;

[0178] recognizing, by the server, the presence in the web page of an image map containing a plurality of links, corresponding to portions of the image map;

[0179] dividing by the server the image map into a plurality of sub-images corresponding to the portions of the image map;

[0180] associating by the server the plurality of links corresponding ones of the plurality of sub-images;

[0181] supplying by the server the plurality of sub-images for display on the display screen.

[0182] In accordance with a preferred embodiment of the present invention the links are associated with specific geographical areas forming part of the image. Preferably, the server employs information in the image map to extract geographical areas of the image and their corresponding links and to prepare the geographical areas for display as individual images on the display screen. Additionally or alternatively, the server employs information indicating the spatial coordinates of each of the geographical areas from the image map to copy that geographical area into a new image with which is associated a unique link, corresponding to the link designated by the image map.

[0183] In accordance with another preferred embodiment of the present invention the server converts the web page into a tree representation of the DOM of the web page thereafter, during analysis of the web page locates <map> tags, indicating the presence of image maps and, for each <map> tag found, locates the image associated therewith. Preferably, a set of links, representing each of the portions of the image map, is created.

[0184] There is still further provided in accordance with a still further preferred embodiment of the present invention a system for displaying web content on a display screen including a server programmed to enable the following functionalities:

[0185] in response to a user request, downloading a web page to the server;

[0186] recognizing, by the server, the presence in the web page of an image map containing a plurality of links, corresponding to portions of the image map;

[0187] dividing by the server the image map into a plurality of sub-images corresponding to the portions of the image map;

[0188] associating by the server the plurality of links corresponding ones of the plurality of sub-images;

[0189] supplying by the server the plurality of sub-images for display on the display screen.

[0190] In accordance with a preferred embodiment of the present invention the links are associated with specific geo-
graphical areas forming part of the image. Preferably, the server includes functionality to enable it to employ information in the image map to extract geographical areas of the image and their corresponding links and to prepare the geographical areas for display as individual images on the display screen. Additionally or alternatively, the server includes functionality enabling it to employ information indicating the spatial coordinates of each of the geographical areas from the image map to copy that geographical area into a new image with which is associated a unique link, corresponding to the link designated by the image map.

[0191] In accordance with another preferred embodiment of the present invention the server converts the web page into a tree representation of the DOM of the web page and thereupon, during analysis of the web page locates <map> tags, indicating the presence of image maps and, for each <map> tag found, locates the image associated therewith. Preferably, a set of links, representing each of the portions of the image map, is created.

[0192] There is additionally provided in accordance with an additional preferred embodiment of the present invention a method for interactive communication with a web site using a mobile communicator, the method including:

[0193] receiving, at a server, an HTTP request from a mobile communicator being used by a user, the HTTP request identifying a website; and

[0194] should the mobile communicator not support a client-side script employed by the website, causing the server to emulate the script so as to enable the user to interact with the website.

[0195] In accordance with a preferred embodiment of the present invention the method also includes:

[0196] retrieving a user-agent field from the HTTP request, the user-agent field identifying the mobile communicator being used by the user; and

[0197] ascertaining whether the mobile communicator being used by the user supports a given computer language or script.

[0198] In accordance with another preferred embodiment of the present invention the method also includes employing a conventional browser of the mobile communicator for communication with the server. Preferably, the method further includes employing a form submit button to replace script elements not supported by the mobile communicator. Additionally or alternatively, the form submit button appears as a picture which resembles the script element.

[0199] In accordance with still another preferred embodiment of the present invention the script is JavaScript and the server provides client-side emulation of the JavaScript. Preferably, when a user requests an HTML web page from the server, the server retrieves the requested web page from the internet and searches the web page for elements that require client-side script emulation. Additionally or alternatively, if at least one element that requires client-side script emulation is found, the following takes place on a mobile communicator adapted web page corresponding to the web page requested by the user:

[0200] each element respectively indicated as “one-way” or “return”, is replaced by an input tag of a submit type (or input type=submit . . . ) having a unique name unless the mobile communicator supports use of an input tag of an image type, in which case an input tag of an image type is employed instead of the input tag of a submit type.

[0201] In accordance with a further preferred embodiment of the present invention visual appearance of the tag of a submit type preferably is set to be similar to the visual appearance of a corresponding element. Preferably, if the element is within an HTML form tag having an action attribute, the value of the action attribute of the form tag is replaced by the IP address of the server, and if the element is not within an HTML form tag, an HTML form tag is created around the element and the action attribute of the form tag is set to be the IP address of the server. Additionally or alternatively, a look-up table is created for the requested web page and indexed by the unique names of the input tags of the submit type.

[0202] In accordance with a yet further preferred embodiment of the present invention the look-up table contains information including at least one of the following items:

[0203] a name of the element to which each input tag corresponds;

[0204] an ID attribute of the element;

[0205] a type characterizing the element; and

[0206] location of the element in the DOM of the web page.

[0207] In accordance with a still further preferred embodiment of the present invention an input tag of a “hidden” type is added to the HTML form defined by the HTML form tag and the value of the input tag is employed to identify the look-up table. Preferably, if the element is a select element, corresponding to a select region, a plurality of options-displaying adapted pages, each containing a limited number of options are prepared, each of the available options in the select region appearing on one of the adapted options-displaying pages, each of the available options being a link to the server and containing a value which is employed to identify the look-up table. Additionally or alternatively, when a user clicks on a select region this results in submission of the corresponding HTML form to the server which, upon receipt of the HTML form submission, recognizes the HTML form submission as a request to display the general listing of options if available or alternatively a first adapted options-displaying page.

[0208] In accordance with an additional preferred embodiment of the present invention a user selection of an option operates as an HTTP request to the server, which identifies the request as an emulation request and finds the unique name of the input tag of the submit type and the look up table and thus finds information to enable it to identify a corresponding option element on the DOM. Preferably, the option element is found in the following manner: the server again requests the web page from the internet and creates a DOM corresponding to the web page and the information found on the look-up table is employed to locate the option element on the DOM. Additionally or alternatively, an event identified by event attributes of the element is triggered by the server, resulting in emulation of a user operating a conventional web browser, producing an adapted page and the information found on the lookup table is saved in an emulation list associated with the look-up table so that retrieving the look-up table also retrieves the emulation list.

[0209] In accordance with another preferred embodiment of the present invention, then a user selects an element that has submit button functionality, but is not a select region, this selection operates as a HTTP request to the server and the server identifies this request as an emulation request, server finds the unique name of the input tag of the submit type and the look up table and thus finds information to enable it to identify the element selected by the user. Preferably, the user-
selected element is found in the following manner: the server again requests the web page from the Internet and creates a DOM corresponding to the web page and the information found on the look-up table is employed to locate the element on the DOM.

0210 There is also provided in accordance with another preferred embodiment of the present invention a system for interactive communication with a web site using a mobile communicator including a server programmed to support the following functionalities:

0211 receiving, at a server, an http request from a mobile communicator being used by a user, the http request identifying a website; and

0212 should the mobile communicator not support a client-side script employed by the website, causing the server to emulate the script so as to enable the user to interact with the website.

0213 In accordance with a preferred embodiment of the present invention the functionalities also include:

0214 retrieving a user-agent field from the http request, the user-agent field identifying the mobile communicator being used by the user; and

0215 ascertaining whether the mobile communicator being used by the user supports a given computer language or script.

0216 In accordance with another preferred embodiment of the present invention the functionalities also include employing a conventional browser of the mobile communicator for communicating with the server. Preferably, the functionalities also include employing a form submit button to replace script elements not supported by the mobile communicator. Additionally or alternatively, the form submit button appears as a picture which resembles the script element.

0217 In accordance with yet another preferred embodiment of the present invention the server is JavaScript and the server provides client-side emulation of the JavaScript. Preferably, when a user requests an HTML web page from the server, the server retrieves the requested web page from the internet and searches the web page for elements that require client-side script emulation. Additionally or alternatively, if at least one element that requires client-side script emulation is found, the following takes place on a mobile communicator adapted web page corresponding to the web page requested by the user:

0218 each element respectively indicated as “one-way” or “return”, is replaced by an input tag of a submit type (<input type=submit . . .>) having a unique name unless the mobile communicator supports use of an input tag of an image type, in which case an input tag of an image type is employed instead of the input tag of a submit type.

0219 In accordance with still another preferred embodiment of the present invention the visual appearance of the tag of a submit type preferably is set to be similar to the visual appearance of a corresponding element.

0220 There is further provided in accordance with a further preferred embodiment of the present invention a system for interactive communication with a web site using a mobile communicator according to either of claims 171 and 172 and wherein:

0221 if the element is within an HTML form tag having an action attribute, the value of the action attribute of the form tag is replaced by the IP address of the server; and

0222 if the element is not within an HTML form tag, an HTML form tag is created around the element and the action attribute of the form tag is set to be the IP address of the server.

0223 In accordance with a preferred embodiment of the present invention a look-up table is created for the requested web page and indexed by the unique names of the input tags of the submit type. Preferably, the look-up table contains information including at least one of the following items:

0224 a name of the element to which each input tag corresponds;

0225 an ID attribute of the element;

0226 a type characterizing the element; and

0227 location of the element in the DOM of the web page.

0228 In accordance with another preferred embodiment of the present invention an input tag of a “hidden” type is added to the HTML form defined by the HTML form tag and the value of the input tag is employed to identify the look-up table. Preferably, if the element is a select element, corresponding to a select region, a plurality of option-displaying adapted pages, each containing a limited number of options are prepared, each of the available options in the select region appearing on one of the adapted option-displaying pages, each of the available options being a link to the server and containing a value which is employed to identify the look-up table. Additionally or alternatively, when a user clicks on a select region this results in submission of the corresponding HTML form to the server which, upon receipt of the HTML form submission, recognizes the HTML form submission as a request to display the general listing of options if available or alternatively a first adapted option-displaying page.

0229 In accordance with yet another preferred embodiment of the present invention a user selection of an option operates as a HTTP request to the server, which identifies the request as an emulation request and finds the unique name of the input tag of the submit type and the look up table and thus finds information to enable it to identify a corresponding option element on the DOM. Preferably, the option element is found in the following manner: the server again requests the web page from the internet and creates a DOM corresponding to the web page and the information found on the look-up table is employed to locate the option element on the DOM. Additionally or alternatively, an event identified by event attributes of the element is triggered by the server, resulting in emulation of a user operating a conventional web browser, producing an adapted page and the information found on the lookup table is saved in an emulation list associated with the look-up table so that retrieving the look-up table also retrieves the emulation list.

0230 In accordance with still another preferred embodiment of the present invention when a user selects an element that has submit button functionality, but is not a select region, this selection operates as a HTTP request to the server and the server identifies this request as an emulation request, server finds the unique name of the input tag of the submit type and the look up table and thus finds information to enable it to identify the element selected by the user. Preferably, the user-selected element is found in the following manner: the server again requests the web page from the Internet and creates a DOM corresponding to the web page and the information found on the look-up table is employed to locate the element on the DOM.
[0231] There is yet further provided in accordance with a yet further preferred embodiment of the present invention a method for displaying web content on a mobile communicator including:

[0232] receiving an http request from a mobile communicator being used by a user;

[0233] retrieving at least one device identifying field from the http request, the at least one device identifying field identifying the mobile communicator being used by the user;

[0234] searching in a device identification database for device properties information associated with the at least one field;

[0235] if the searching is successful, adapting a web page corresponding to the http request in accordance with the device properties information;

[0236] if the searching is not successful, conducting at least one search of at least one external database to obtain device properties information regarding the mobile communicator identified by the device identifying field from the http request;

[0237] employing information received from the search to update the device identification database with properties of the mobile communicator identified in the at least one device identifying field and adapting the web page corresponding to the http request in accordance with the device properties information obtained by the search; and

[0238] transmitting the web page corresponding to the http request to the user mobile communicator following the adapting.

[0239] In accordance with a preferred embodiment of the present invention a device identifying database operator can update the device identifying database and accept or reject updates to the device identification database based on information received from the search. Preferably, the at least one search includes at least one of a header search and at least one external database searches. Additionally or alternatively, a device identifying database operator is enabled to set a priority of each of a plurality of search resources available for the at least one search.

[0240] In accordance with another preferred embodiment of the present invention the at least one device identifying field is a user-agent field and the device identifying database is a user-agent database. Preferably, the device identifying database is a hierarchical database.

[0241] There is still further provided in accordance with a still further preferred embodiment of the present invention a system for displaying web content on a mobile communicator including a server programmed to support the following functionality:

[0242] receiving an http request from a mobile communicator being used by a user;

[0243] retrieving at least one device identifying field from the http request, the at least one device identifying field identifying the mobile communicator being used by the user;

[0244] searching in a device identification database for device properties information associated with the at least one field;

[0245] if the searching is successful, adapting a web page corresponding to the http request in accordance with the device properties information;

[0246] if the searching is not successful, conducting at least one search of at least one external database to obtain device properties information regarding the mobile communicator identified by the device identifying field from the http request;

[0247] employing information received from the search to update the device identification database with properties of the mobile communicator identified in the at least one device identifying field and adapting the web page corresponding to the http request in accordance with the device properties information obtained by the search; and

[0248] transmitting the web page corresponding to the http request to the user mobile communicator following the adapting.

[0249] In accordance with a preferred embodiment of the present invention the functionality enables a device identifying database operator to update the device identifying database and accept or reject updates to the device identification database based on information received from the search. Preferably, the at least one search includes at least one of a header search and at least one external database searches. Additionally or alternatively, the functionality enables a device identifying database operator is enabled to set a priority of each of a plurality of search resources available for the at least one search.

[0250] In accordance with another preferred embodiment of the present invention the at least one device identifying field is a user-agent field and the device identifying database is a user-agent database. Preferably, the device identifying database is a hierarchical database.

BRIEF DESCRIPTION OF THE DRAWINGS

[0251] The present invention will be understood and appreciated from the following detailed description taken in conjunction with the drawings in which:

[0252] FIG. 1 is a simplified pictorial illustration of functionality for displaying web content on a mobile communicator in accordance with a preferred embodiment of the present invention, providing navlink functionality in accordance with a preferred embodiment of the present invention;

[0253] FIG. 2A is a simplified illustration of an adapted page screen on a display screen of a mobile communicator showing a portion of a navigation bar of a web page accessed by using navlink functionality;

[0254] FIG. 2B is a simplified illustration of an adapted page screen on a display screen of a mobile communicator showing a search form of a web page accessed by using navlink functionality;

[0255] FIG. 2C is a simplified illustration of an adapted page screen on a display screen of a mobile communicator showing a further menu of navlinks accessed by using navlink functionality;

[0256] FIG. 2D is a simplified illustration of an adapted page screen on a display screen of a mobile communicator showing a login form of a web page accessed by using navlink functionality;

[0257] FIG. 2E is a simplified illustration of an adapted page screen on a display screen of a mobile communicator showing a list of page top titles of a web page accessed by using navlink functionality;

[0258] FIG. 2F is a simplified illustration of an adapted page screen on a display screen of a mobile communicator showing a list of page categories of a web page accessed by using navlink functionality;

[0259] FIG. 3 is a simplified flow chart illustrating navlink functionality as illustrated in FIGS. 1-2F;
FIG. 4A is a simplified generalized flowchart illustrating functionality for location and display of a portion of a navigation bar of a web page accessed by using navlink functionality;

FIG. 4B is a simplified flowchart illustrating functionality for classifying an HTML element as a link cluster, which functionality is a stage of the functionality of FIG. 4A;

FIGS. 4C, 4D, 4E, 4F, 4G, 4H and 4I together are a simplified flowchart illustrating functionality for focusing a link cluster, which functionality is another stage of the functionality of FIG. 4A;

FIGS. 4J, 4K, 4L and 4M together are a simplified flowchart illustrating functionality for determining the type of a link cluster, which functionality is yet another stage of the functionality of FIG. 4A;

FIGS. 4N and 4O together are a simplified flowchart illustrating functionality for determining whether a bottom aligned link cluster is a navbar, which functionality forms part of a final stage of the functionality of FIG. 4A;

FIGS. 4P, 4Q, 4R, 4S, 4T and 4U together are a simplified flowchart illustrating functionality for determining whether a top aligned link cluster is a navbar, which functionality forms part of a final stage of the functionality of FIG. 4A;

FIGS. 4V, 4W, 4X, 4Y, 4Z and 4AA together are a simplified flowchart illustrating functionality for determining whether a left aligned link cluster is a navbar, which functionality forms part of a final stage of the functionality of FIG. 4A;

FIGS. 4AB, 4AC, 4AD, 4AE, 4AF and 4AG together are a simplified flowchart illustrating functionality for determining whether a right aligned link cluster is a navbar, which functionality forms part of a final stage of the functionality of FIG. 4A;

FIG. 4AH is a simplified flowchart illustrating functionality for determining whether an HTML element is a hidden element, which functionality forms part of any of the stages of the functionality of FIG. 4A;

FIG. 5 is a simplified flow chart illustrating functionality for display of a search region of a web page accessed by using navlink functionality;

FIG. 6 is a simplified flow chart illustrating functionality for display of a further menu of navlinks accessed by using navlink functionality;

FIG. 7 is a simplified flow chart illustrating functionality for display of a login region of a web page accessed by using navlink functionality;

FIGS. 8A, 8B and 8C are together a simplified flow chart illustrating functionality for display of a list of page top titles and/or a list of page categories of a web page accessed by using navlink functionality;

FIGS. 9A, 9B, 9C, 9D, 9E, 9F, 9G and 9H illustrate server-side Find in Page functionality constructed and operative in accordance with a preferred embodiment of the present invention;

FIG. 10 is a simplified flow chart illustrating the Find In Page functionality of FIGS. 9A-9H;

FIG. 11 is a simplified pictorial illustration of visual design tool (VDT) functionality for enabling an operator to prioritize web content to be displayed on a mobile communicator in accordance with a preferred embodiment of the present invention;

FIG. 12 is a simplified illustration of a display screen of a mobile communicator showing the prioritized web content selected by the operator in FIG. 11;

FIGS. 13 and 14 are respectively a simplified pictorial illustration of a web page similar to that appearing in FIG. 11 and the corresponding display screen of a mobile communicator, produced in accordance with the VDT functionality illustrated in FIGS. 11 and 12;

FIGS. 15 and 16 are respectively a simplified pictorial illustration of a web page, which is different from that appearing in FIG. 11, and the corresponding display screen of a mobile communicator;

FIG. 17 is a simplified pictorial illustration of a form enabling an operator of the VDT functionality of FIGS. 11 to 16 to create a template based on a regular expression;

FIG. 18 is a simplified flow chart illustrating the operation of the VDT functionality illustrated in FIGS. 11-16;

FIGS. 19A and 19B are simplified pictorial illustrations of two web pages having structural similarities but significant differences therebetween, adapted for display on a mobile communicator display screen in accordance with the matching algorithms constructed and operative in accordance with a preferred embodiment of the present invention;

FIGS. 20A and 20B are simplified pictorial illustrations of display screens of mobile communicators showing the web pages of FIGS. 19A and 19B as adapted for display on a mobile communicator display screen;

FIG. 21 is a simplified generalized flow chart illustrating the operation of the matching algorithm having the functionality illustrated in FIGS. 19A-20B;

FIGS. 22A, 22B, 22C, 22D and 22E together are a simplified flow chart of a first phase of the matching algorithm of FIG. 21;

FIGS. 23A, 23B, 23C, 23D, 23E, 23F and 23G together are a simplified flow chart of a second phase of the matching algorithm of FIG. 21;

FIGS. 24A, 24B, 24C, 24D and 24E together are a simplified flow chart of a third phase of the matching algorithms of FIG. 21;

FIG. 25 is a simplified flow chart of a tree comparison algorithm used during operation of the matching algorithm of FIGS. 21-24E;

FIGS. 26A, 26B and 26C together are a simplified flow chart of a box element comparison algorithm used during operation of the matching algorithm of FIGS. 21-24E;

FIGS. 27A and 27B together are a simplified flow chart of an end element comparison algorithm used during operation of the matching algorithm of FIGS. 21-24E;

FIGS. 28A, 28B, 28C, 28D and 28E together are a simplified flow chart of a repeated structure-adapting algorithm used during operation of the matching algorithm of FIGS. 21-24E;

FIGS. 29A and 29C are simplified pictorial illustrations of a dynamic web page, having two different structural layouts, each being associated with a different template in accordance with the VDT functionality of FIGS. 11-18;

FIGS. 29B and 29D are simplified pictorial illustrations of display screens of mobile communicators showing the respective web pages of FIGS. 29A and 29C as adapted for display on a mobile communicator display screen, due to operation of the matching algorithm of FIGS. 21-28E;

FIG. 30A is a simplified pictorial illustration of functionality for reconstruction of fragmented images for display on a mobile communicator in accordance with a preferred embodiment of the present invention;
FIGS. 30B and 30C together are a simplified flow chart showing the operation of the functionality for reconstruction of fragmented images.

FIG. 31 is a simplified pictorial illustration of functionality for displaying web content on a mobile communicator in accordance with a preferred embodiment of the present invention, providing image map functionality.

FIGS. 32A, 32B, 32C and 32D illustrate examples of display screens of mobile communicators employing the image map functionality of FIG. 31.

FIG. 33 is a simplified flow chart illustrating the image map functionality of FIGS. 31-32D.

FIG. 34 is a simplified pictorial illustration of functionality for client-side script emulation in accordance with a preferred embodiment of the present invention.

FIGS. 35A, 35B and 35C together are a simplified flow chart illustrating operation of the client-side script emulation of FIG. 34.

FIGS. 36A, 36B, 36C, 36D, 36E, 36F and 36G illustrate examples of display screens of mobile communicators employing the client-side script emulation functionality of FIGS. 34 and 35.

FIGS. 37A and 37B together are simplified illustrations of the structure and operation of functionality for automatic configuration of a database used to adapt web content for use with mobile communicators, constructed and operative in accordance with a preferred embodiment of the present invention; and

FIGS. 38A and 38B together are a simplified flow chart of operation of the functionality for automatic configuration of FIGS. 37A and 37B.

Attached herewith is the following appendix which aids in the understanding and appreciation of one preferred embodiment of the invention shown and described herein:

A CD-ROM Appendix is enclosed herewith from which can be derived files which taken together provide functionalities in accordance with the preferred embodiments of the present invention.

DETAILED DESCRIPTION OF PREFERRED EMBODIMENTS

Reference is now made to FIG. 1, which is a simplified pictorial illustration of functionality for displaying web content on a mobile communicator in accordance with a preferred embodiment of the present invention, providing navlink functionality, and to FIGS. 2A-2F, which illustrate examples of display screens of mobile communicators employing navlink functionality.

As seen in FIG. 1, the functionality of the present invention is operative to display web content, such as a conventional web page 100 in the form of adapted web content, such as an adapted web page 101, on a display screen 102 of a mobile communicator 104 in a manner which is particularly suitable for viewing on display screen 102. An adapted web page may include and typically includes a plurality of typically scrollable or clickable sequentially arranged adapted web page screens. This functionality and the underlying enabling technology is based on functionality is described in applicant/assignee's U.S. Pat. No. 7,047,033, the entire disclosure of which is hereby incorporated by reference.

The functionalities described hereinbelow are preferably implemented together with all or part of the functionality described in U.S. Pat. No. 7,047,033 and may be implemented separately or in any suitable combination, all within the scope of the present invention.

The functionality described in U.S. Pat. No. 7,047,033 combined with the functionality of this embodiment of the present invention, is preferably carried out by a sever 106 which serves as an intermediary between a multiplicity of mobile communicators 104 and web servers (not shown) such as those hosting web pages such as web page 100.

It is seen that a conventional web page, such as web page 100, has a plurality of information bearing regions. The information bearing regions may include a logo, designated by reference numeral 110; a search region, designated by reference numeral 112; page categories, two of which appear on web page 100 and are designated by reference numerals 114 and 116; a navigation bar or navbar, designated by reference numeral 122 and a page top title, designated by reference numeral 124.

The information bearing regions also include a cardinal region 126, which usually includes the main feature of the web page, such as the main story in a news web page. It is appreciated that the term cardinal region may also be used in the art to include a mega information bearing region, typically larger than cardinal region 126 and also including page categories, such as page categories 114 and 116, a page top title, such as page top title 124, and a search region, such as search region 112.

It is a particular feature of the present invention that there is provided a method and system for displaying web content, such as that of web page 100, on a mobile communicator, such as mobile communicator 104, including:

arranging the web content, such as that of web page 100, to be readily viewable on display screen 102 of the mobile communicator 104, in the form of at least one mobile communicator adapted web page, such as web page 101, including a plurality of adapted information bearing regions, corresponding to the information bearing regions appearing in web page 100; and

providing a cluster 140 of navlinks 142 on the mobile communicator adapted page 101, at least some of the cluster 140 of navlinks 142 providing clickable access to corresponding at least ones of the information bearing regions.

The adapted information bearing regions on adapted web page 101 may be identical to the information bearing regions on web page 100 or may contain identical or similar information content thereto but in a different format.

In the illustrated embodiment, the adapted information bearing regions include an adapted logo, designated by reference numeral 144, corresponding to logo 110. In accordance with a preferred embodiment of the present invention, the cluster 140 of navlinks 142 provides clickable access to additional adapted information bearing regions, which are not seen simultaneously on an adapted page screen of the adapted page 101 due to screen size limitations. The navlinks 142 preferably are clickable icons, which provide direct access to such information bearing regions.

In the illustrated embodiment, one of the navlinks 142 appears as a Navbar navlink icon 146. Clicking on this navlink causes an adapted navbar 152, corresponding to the navigation bar or navbar 122 on web page 100, to appear, as seen in the adapted page screen of FIG. 2A.

Another one of the navlinks 142 appears as a Search navlink icon 154. Clicking on this navlink causes an adapted
search region 156, corresponding to search region 112 on web page 100, to appear, as seen in the adapted page screen of FIG. 2B.

[0318] An additional one of the navlinks 142 appears as a Menu navlink icon 158. This is a different type of navlink, inasmuch as clicking on this navlink causes a further menu 160 of links to appear, as seen in the adapted page screen of FIG. 2C. The menu 160 of links may provide direct clickable access to a login form and/or to additional adapted information bearing regions such as, for example, page categories 114 and 116 and page top title 124 of web page 100.

[0319] The link that provides direct clickable access to page top titles is also termed a Titleslink. As illustrated, the menu 160 of links includes a Login link 162 and a Titleslink 163 and may also include a Page Categories link 164 and a Find in page link 165. Additionally, the menu 160 may enable a user to surf to a web site home page, a portal, a favorites list and a surfing history.

[0320] Clicking on the Login link 162 causes an adapted login region 166 to appear, as seen in the adapted page screen of FIG. 2D. Clicking on the Titleslink 163 causes an adapted list of page top titles 168, each providing a link to the page for which it is a top title, to appear, as seen in the adapted page screen of FIG. 2E. Clicking on the link of a given page top title causes the adapted portion of the web page, for which it is a page top title, to be displayed. Clicking on a Page Categories link 164 causes an adapted list of page categories 170 to appear, as seen in the adapted page screen of FIG. 2F. Preferably, each of the page categories 170 comprises a link to the area of the page where the information related to that category is detailed. Clicking on the link of a given page category causes the adapted portion of the web page, related this category, to be displayed. Additionally or alternatively, each of the page categories 170 comprises a link to a list of page top titles related to the category, similar in appearance to that shown in FIG. 2E.

[0321] Preferably, providing the cluster of navlinks includes:

[0322] analyzing the plurality of information bearing regions;

[0323] based on the analyzing, distinguishing between at least some of the information bearing regions;

[0324] based on the analyzing and distinguishing, labeling the at least ones of the information bearing regions; and

[0325] constructing the cluster of navlinks in accordance with the labeling.

[0326] In accordance with a preferred embodiment of the present invention, at least ones of the information bearing regions appear on different adapted page screens of the at least one mobile communicator adapted page.

[0327] Preferably, the cluster of navlinks includes navlinks providing clickable access to each of the information bearing regions, each navlink providing clickable access to a corresponding one of the information bearing regions.

[0328] In accordance with a preferred embodiment of the present invention, the cluster of navlinks includes navlinks providing clickable access to multiple ones of the information bearing regions. In many cases, however, the cluster of navlinks includes navlinks providing clickable access to less than all of the information bearing regions.

[0329] It is also a particular feature of the present invention that there is provided a method and system for displaying web content on a mobile communicator including:

[0330] analyzing the plurality of information bearing areas;

[0331] arranging the web content to be readily viewable on a display screen of the mobile communicator, in the form of at least one mobile communicator adapted page including a plurality of information bearing areas;

[0332] based on the analyzing, identifying titles of at least some of the plurality of information bearing areas; and

[0333] providing a clickable titleslink, which displays the titles and provides clickable access to individual ones of the information bearing regions corresponding to the titles.

[0334] It is additionally a feature of the present invention that there is provided a user operable text search functionality.

[0335] Reference is now made to FIG. 3, which is a simplified flow chart illustrating navlink functionality as illustrated in FIGS. 1-2F. As seen in FIG. 3, when a user requests a web page, such as web page 100, the web page is downloaded to a server, such as server 106 (FIG. 1) and converted to a tree representation of the Document Object Model (DOM) thereof.

[0336] The server 106 is operative on the fly to analyze the web page and indicate in the tree representation of the DOM those elements corresponding to information bearing regions. An example of an analysis algorithm suitable for this function is described in U.S. Pat. No. 7,047,033, the disclosure of which is hereby incorporated by reference. It is appreciated that during the analysis of the web page links to the information bearing regions are saved in the server 106.

[0337] A web page which is adapted for each particular model of mobile communicator is generated using information received by the server, identifying the mobile communicator which is requesting the web page, and using the DOM representation as described hereinabove. This adapted web page, which corresponds to adapted web page 101 (FIG. 1) contains adapted information bearing regions corresponding to the information bearing regions arranged in a predetermined order, preferably as follows: the logo first, then the cardinal region and last, typically the navbar.

[0338] In accordance with a preferred embodiment of the present invention, a cluster of navlinks, such as cluster 140 (FIGS. 1-2F) is generated, providing clickable links to selected adapted information bearing regions, such as, in the example of FIGS. 1-2B, the search region and the Navvar region. It is appreciated that each of the navlinks forming part of the cluster of navlinks may be found and/or generated during the adaptation of the information bearing region to which it points.

[0339] The adapted page, including the cluster of navlinks, is supplied to the mobile communicator, such as mobile communicator 104.

[0340] Reference is now made to FIG. 4A, which is a generalized simplified flow chart illustrating functionality for location and display of a portion of a navigation bar of a web page accessed by using navlink functionality. Operation of the functionality of FIG. 4A results in a display screen showing a portion of a navigation bar as illustrated in FIG. 2A.

[0341] It is appreciated that with reference to FIGS. 4A-4AH, the term "Total Links" is defined as the total number of links contained in an entire sub-tree of a given element. The term 'Child Links' is defined as the number of links contained in nodes which are within the sub-tree of the given element, and at depth 1 therefrom, that is, links contained in the element's child elements. It is appreciated that any numbers included in FIGS. 4A-4AH are included for the sake of example only, and do not limit the scope of the invention.
As seen in FIG. 4A, as a preliminary step, the web page is converted into a tree representation of the DOM, and all the elements therein are enumerated using depth first percolation down the tree.

At a first stage, all clusters of links are found, and the elements containing the clusters are flagged in the tree representation of the DOM. At a second stage, an attempt is made to focus the link clusters by selecting one or more descendant elements thereof as link clusters instead of the current link cluster. Subsequently, the type of each link cluster is determined. The type of the link cluster may be a top link cluster, a bottom link cluster, a left link cluster or a right link cluster. Finally, the link clusters of each type are reviewed to see whether they are navbars or if they are navbars, whether they are adapted for display.

Reference is now made to FIG. 4B, which is a simplified flowchart illustrating functionality for classifying an HTML element as a link cluster, forming a first stage of the functionality of FIG. 4A. As seen in FIG. 4B, at a first stage, all clusters of links are found, and are flagged as such in the tree representation of the DOM. An element in the tree will be classified as a link cluster, if all the following conditions are fulfilled:

The element is of type `<dt>` or of type `<div>`;

At least a certain, predetermined, proportion of the area of the element, typically 60%, of the area of the element, includes links;

The number of links in the element is within a predetermined range; and

The number of words in the element, which are not within links and do not form parts of links, are a relatively small proportion, typically no more than 40%, of the number of strings in the element which are within links.

As seen in FIG. 4C, in order to focus the link clusters in the page, the following algorithm is performed for each link cluster element in the tree representation of the DOM.

If the link cluster is a hidden element in the tree representation of the DOM, remove the classification of the element such that it is no longer considered to be a link cluster. The algorithm then proceeds to focus the next link cluster element.

If the link cluster contains an image having a non-empty UseMap tag, the process for this link cluster ends, and the algorithm proceeds to focus the next link cluster.

If the number of hidden links in the link cluster is greater than a predetermined number of hidden links, typically 19, which are classified as hidden elements by the algorithm as described hereinbelow with reference to FIG. 4A, the algorithm proceeds to review all the child elements of the link cluster in the tree representation of the DOM to see whether they include hidden links.

If only one of the child elements includes hidden links, that child element is classified as a link cluster, the classification of the current element is removed such that it is no longer considered to be a link cluster, and the algorithm then proceeds to focus the next link cluster. If more than one child element of the current link cluster includes hidden links, the process for this link cluster ends and the algorithm proceeds to focus the next link cluster. If the number of hidden links in the link cluster is less than or equal to the predetermined number of hidden links, the algorithm proceeds as described in FIG. 4D.

Turning to FIG. 4D, it is seen that the algorithm then proceeds to evaluate the following condition:

1. If the pixel number of the link cluster top corner is greater than the pixel number representing the vertical middle of the page, and the total number of links in the cluster is at least a predetermined number of links, typically three, and the link cluster has at least one child link, then the process for this link cluster ends and the algorithm proceeds to focus the next link cluster.

If condition 1 is false, the algorithm proceeds to evaluate the following condition:

2. If the number of child links of the link cluster is greater than a predetermined number of child links, typically 3, and at least a predetermined percentage, typically 80% of the child links of the link cluster are horizontally or vertically aligned, then the process for this link cluster ends and the algorithm proceeds to focus the next link cluster.

If condition 2 is false, the algorithm proceeds as described in FIG. 4E.

As seen in FIG. 4E, if both of the conditions described in reference to FIG. 4D are false, the algorithm then proceeds to consider only the child elements of the link cluster containing internal links. For each of these child elements, the algorithm proceeds to evaluate the following conditions:

1. If, for each of these child elements, all of the links contained in the entire sub-tree of the child element are either vertically or horizontally aligned, and the links in each of the child elements are aligned in the same direction; and

2. If there is more than one child element of the link cluster element containing links and the area of the child elements including links covers at least a predetermined percentage of the cluster area, typically 75% of the cluster area.

If both conditions 1 and 2 are true, then the process for this link cluster ends and the algorithm proceeds to focus the next link cluster.

If condition 1 is false, the algorithm then proceeds as described hereinbelow with reference to FIG. 4G. If condition 1 is true and condition 2 is false, the algorithm then proceeds as in FIG. 4F.

As seen in FIG. 4F, the algorithm proceeds to evaluate the following condition:

If all the child elements of the current element are vertically aligned, and there are one or two links placed on the page above the top most child element of the link cluster.

If condition 1 is true, then the process for this link cluster ends and the algorithm proceeds to focus the next link cluster.

If condition 1 is false, then the algorithm proceeds to classify all the child elements including internal links as link clusters and the classification of the current element is removed such that it is no longer considered to be a link cluster. The algorithm proceeds to focus the next link cluster.

As seen in FIG. 4G, if condition 1 described hereinabove with reference to FIG. 4E is false, the algorithm then proceeds to evaluate the following condition:

If the child element with the highest number of total links has at least a predetermined number of links, typically three links, and the number of links of this child constitutes at least a predetermined percentage, typically 70%, of the number of total links of the current link cluster.

If condition 1 is true the algorithm proceeds to classify this child element as a link cluster, the classification of the current element is removed such that it is no longer considered to be a link cluster, and the algorithm proceeds to focus the next link cluster.
If condition 1 is false, the algorithm proceeds as described in FIG. 4H.

As shown in FIG. 4H, the algorithm then proceeds to evaluate the following condition:

1. If the number of total links of the child element with the highest number of total links constitutes at least a first predetermined percentage, typically 50%, of the number of total links of the current link cluster.

If condition 1 is false, the algorithm proceeds as described hereinbelow with reference to FIG. 4I.

If condition 1 is true, this child element is classified as a link cluster and the classification of the current element is removed such that it is no longer considered to be a link cluster. The algorithm then proceeds to evaluate the following condition:

2. If the number of total links of the child element with the second highest number of total links constitutes at least a second predetermined percentage, typically 30%, of the number of total links of the current link cluster, and this child element includes at least a predetermined number of internal links, typically three internal links.

If condition 2 is true, this child element is classified as a link cluster. The algorithm then proceeds to focus the next link cluster regardless of the value of condition 2.

As seen in FIG. 4I, if condition 1 described hereinabove with reference to FIG. 4H is false the algorithm then proceeds to evaluate the following condition:

1. If the number of total links of the child element with the highest number of total links constitutes at least a first predetermined percentage, typically 30%, of the number of total links of the current link cluster, and the number of total links of the child element with the second highest number of total links is at least a predetermined number of links, typically three, and constitutes at least a second predetermined percentage, typically 30%, of the number of total links of the current link cluster.

If condition 1 is true, the algorithm classifies both of these child elements as link clusters and the classification of the current element is removed such that it is no longer considered to be a link cluster. The algorithm then proceeds to focus the next link cluster regardless of the value of condition 1.

Reference is now made to FIGS. 4J-4M, which together are a simplified flowchart illustrating functionality for determining the type of a link cluster, which functionality is a third stage of the functionality of FIG. 4A. The type of the link cluster may be a top link cluster, a bottom link cluster, a left link cluster or a bottom link cluster.

As seen in FIG. 4J, in order to determine the types of the link clusters, the following algorithm is performed for each link cluster element in the tree representation of the DOM.

As seen in FIG. 4J, the algorithm evaluates the following condition:

1. If the top corner of the cluster is below the vertical middle of the page.

If condition 1 is true, the cluster is considered to be a bottom cluster.

If condition 1 is false, the algorithm evaluates the following condition:

2. If the width of the cluster is greater than 300 pixels, or the width of the cluster is greater than four times the height of the cluster.

If condition 2 is true, the cluster is considered to be a top cluster.

If condition 2 is false, the algorithm evaluates the following condition:

3. If the number of hidden links within the cluster is greater than 25.

If condition 3 is false, the algorithm proceeds as described hereinbelow with reference to FIG. 4L.

If condition 3 is true, the algorithm proceeds as if FIG. 4K.

As seen in FIG. 4K, the algorithm then evaluates the following condition:

1. If the width of the cluster is greater than the height of the cluster.

If condition 1 is true, the cluster is considered to be a top cluster. If condition 1 is false, the cluster is considered to be a vertical cluster.

For a vertical cluster, the algorithm then evaluates the following condition:

2. If the pixel number representing cluster left corner is less than the pixel number representing the horizontal middle of the page.

If condition 2 is true, the cluster is considered to be a left cluster. If condition 2 is false, it is considered to be a right cluster.

As seen in FIG. 4L, if condition 3 described hereinabove with reference to FIG. 4J is false the algorithm then proceeds as follows:

As seen in FIG. 4L, a list of all the non-empty anchor type elements, that is, anchor type elements pointing to an image element or a text element, is obtained.

The algorithm then evaluates the following condition:

1. If the list contains exactly a predetermined number of links, typically three links.

If condition 1 is false, the algorithm proceeds as described hereinbelow with reference to FIG. 4M. If condition 1 is true, the algorithm then evaluates the following condition:

2. If the left corner of the second link is to the right of the left corner of the first link and the left corner of the third link is to the right of the left corner of the second link.

If condition 2 is true, the cluster is considered to be a top cluster. If condition 2 is false, the algorithm then evaluates the following condition:

3. If the pixel number of the left side of the left most link of the cluster is less than the pixel number representing the horizontal middle of the page.

If condition 3 is true, the cluster is considered to be a left cluster. If condition 3 is false, the cluster is considered to be a right cluster.

As seen in FIG. 4M, the algorithm evaluates the following condition:

1. If the list of non-empty anchor type elements contains more than the predetermined number of links defined in FIG. 4L.

If condition 1 is false, the cluster does not represent a navbar and can be ignored. If condition 1 is true, the algorithm then evaluates the following condition:

2. If the third link is located to the right of the second link, and the second to last link is located to the right of the third to last link.
If condition 2 is true, the cluster is considered to be a top cluster. If condition 2 is false, the algorithm then evaluates the following condition:

If condition 3 is true, the cluster is considered to be a left cluster. If condition 3 is false, the algorithm then evaluates the following condition:

If the number of characters per link is equal to or less than a second predetermined number, typically thirty; AND

the number of average words per link is less than a third predetermined number, typically 4.5; and

the number of image links is greater than a fourth predetermined number, typically two; AND

the number of text links is greater than the number of text links.

If both of conditions 1 and 2 are false, the bottom cluster is not considered to be a navbar.

If either of conditions 1 or 2 are true, the following conditions are evaluated, as seen in FIG. 4O:

1. the width of the cluster is greater than the height of the cluster;

2. the distance between the bottom left side corner of the cluster and the bottom of the page is less than a first predetermined number of pixels, typically 250 pixels;

3. the distance between the top left side corner of the cluster and the bottom of the page is less than a second predetermined number of pixels, typically 280 pixels;

4. the tops of the second and third links in the cluster are aligned.

If all of conditions 1-4 are true, then the cluster is considered to be a navbar. If any of conditions 1-4 are false, the cluster is not considered to be a navbar.

Reference is now made to FIGS. 4P, 4Q, 4R, 4S, 4T and 4U, which together are a simplified flowchart illustrating functionality for determining whether a top aligned link cluster is a navbar, which functionality forms part of a final stage of the functionality of FIG. 4A. As seen in FIG. 4P, for top clusters, the following conditions are evaluated:

1. the cluster width is greater than a first predetermined number of pixels, typically 100;

2. the cluster height is less than a second predetermined number of pixels, typically 110.

3. location of the cluster top end is at a pixel which is equal to or less than a first predetermined pixel number, typically 500;

4. location of the cluster left end is at a pixel which is equal to or less than a second predetermined pixel number, typically 500.

If any one of conditions 1-4 is false, the cluster is not considered to be a navbar. If all of conditions 1-4 are true, the following conditions, as seen in FIGS. 4P, 4Q, 4R and 4S, are evaluated:

1. the number of hidden text links is greater than a first predetermined number, typically 19;

2. the number of hidden image links is greater than a second predetermined number, typically 19;

3. the word "home" appears as a single word in a text link or in an image alt field;

4. there is an image with a UseMap field including at least a predetermined number of links, typically three;

5. the number of text links is greater than a predetermined number, typically 2; AND

6. at least one of the links has an href attribute containing a URL which is identical to the web page domain;

7. the number of image links is greater than a predetermined number, typically 2; AND

the number of text links is greater than a predetermined number, typically 2; AND

at least one of the links has a src attribute including one of the words 'menu' and 'nav'; AND

at least one image link includes an href field in which the parent directory is the domain name, or at least two image links have identical parent directories.

If at least one of conditions 1-7 is true, the cluster is considered to be a top navbar, as shown in FIG. 4S. As seen in FIG. 4T, if all of conditions 1-7 are false, the following conditions are evaluated:

1. the width of the cluster is greater than a predetermined cluster width upper bound, typically 450

2. the pixel number representing the top alignment of the cluster is less than a predetermined number, typically 100;

3. the cluster width is less than the predetermined cluster width upper bound; AND

4. the cluster height is greater than a predetermined cluster height lower bound, typically 250; AND

5. the href attributes of all the links in the cluster start with the same domain name or with the same directory.

If all of conditions 1-3 are false, the cluster is not considered to be a navbar.

As seen in FIG. 4U, if at least one of conditions 1-3 is true, the following conditions are evaluated:

1. the number of image links is greater than the number of text links; AND

2. the number of text links is greater than a first predetermined number, typically 2; AND

3. the pixel number representing the top alignment of the cluster is less than a predetermined number, typically 2; AND
the average number of characters per link is equal to or less than a third predetermined number, typically 21; AND

the average number of words per link is equal to or less than a fourth predetermined number, typically 3.

If at least one of conditions 1-2 is true, the cluster is considered to be a top aligned navbar. If both conditions 1 and 2 are false, the cluster is not considered to be a navbar.

Reference is now made to FIGS. 4V, 4W, 4X, 4Y, 4Z and 4AA, which together are a simplified flowchart illustrating functionality for determining whether a left aligned link cluster is a navbar, which functionality forms part of a final stage of the functionality of FIG. 4A. As seen in FIG. 4V, for left clusters, the following conditions are evaluated:

1. cluster width is greater than or equal to a first predetermined number of pixels, typically 30;
2. cluster height is greater than or equal to a second predetermined number of pixels, typically 30;
3. location of the cluster top end is at a pixel which is equal to or less than a first predetermined pixel number, typically 500;
4. location of the cluster top end is at a pixel which is greater than or equal to a second predetermined pixel number, typically 40;
5. location of the cluster left end is at a pixel which is equal to or less than a third predetermined pixel number, typically 25.

If any one of conditions 1-5 is false, the cluster is not considered to be a navbar.

As seen in FIGS. 4W, 4X and 4Y, if all of the conditions 1-5 are true, the following conditions are evaluated:

1. the number of hidden text links is greater than a first predetermined number, typically 19;
2. the number of hidden image links is greater than a second predetermined number, typically 19;
3. the word ‘home’ appears as a single word in a text link or in an image alt field;
4. there is an image with a UseMap field including at least a third predetermined number of links, typically three;
5. the number of text links is greater than a fourth predetermined number, typically 2; AND
6. at least one of the links has an href attribute containing a URL which is identical to the web page domain;
7. the number of image links is greater than a fifth predetermined number, typically 2; AND
8. at least one of the links has an href attribute containing a URL which is identical to the web page domain;
9. the number of image links is greater than a sixth predetermined number, typically 2; AND
10. the number of image links is greater than the number of text links; AND
11. at least one of the links has a src attribute including one of the words ‘menu’ and ‘nav’; AND
12. at least one image link includes an href field in which the parent directory is the domain name, or at least two image links have identical parent directories.

If at least one of conditions 1-7 is true, the cluster is considered to be a left aligned navbar. If all of conditions 1-7 are false, the following conditions, shown in FIGS. 4Y and 4Z, are evaluated:

1. the cluster width is greater than or equal to a predetermined cluster width lower bound, typically 25;
2. the cluster width is less than or equal to a predetermined cluster width upper bound, typically 225;
3. the cluster height is greater than or equal to a predetermined cluster height lower bound, typically 75;
4. the cluster height is less than or equal to a predetermined cluster height upper bound, typically 1000;
5. the area covered by the cluster is less than 2.5 times the sum of the areas of all the children of the element that include links.

If at least one of conditions 1-5 is false, the cluster is not considered to be a navbar.

As seen in FIG. 4AA, if all of conditions 1-5 of FIGS. 4Y and 4Z are true, the following conditions are evaluated:

1. the number of image links is greater than the number of text links; AND
2. the number of image links is greater than a first predetermined number, typically 2;
3. the number of text links is greater than a second predetermined number, typically 2; AND
4. the average number of characters per link is equal to or less than a third predetermined number, typically 21; AND
5. the average number of words per link is equal to or less than a fourth predetermined number, typically 3.

If any one of conditions 1-2 is true, the cluster is considered to be a left aligned navbar. If both conditions 1 and 2 are false, the cluster is not considered to be a navbar.

Reference is now made to FIGS. 4AB, 4AC, 4AD, 4AE, 4AF and 4AG, which together are a simplified flowchart illustrating functionality for determining whether a right aligned link cluster is a navbar, which functionality forms part of a final stage of the functionality of FIG. 4A. As seen in FIG. 4AB, for right clusters, the following conditions are evaluated:

1. cluster width is greater than or equal to a first predetermined number of pixels, typically 30;
2. cluster height is greater than or equal to a second predetermined number of pixels, typically 30;
3. location of the cluster top end is at a pixel which is equal to or less than a first predetermined pixel number, typically 500;
4. location of the cluster top end is at a pixel which is greater than or equal to a second predetermined pixel number, typically 40;
5. location of the cluster left end is at a pixel which is equal to or less than a third predetermined pixel number, typically 25.

If any one of conditions 1-5 is false, the cluster is not considered to be a navbar.

As seen in FIGS. 4AC, 4AD and 4AE, if all of conditions 1-5 are true, the following conditions are evaluated:

1. the number of hidden text links is greater than a first predetermined number, typically 19;
2. the number of hidden image links is greater than a second predetermined number, typically 19;
3. the word ‘home’ appears as a single word in a text link or in an image alt field;
4. there is an image with a UseMap field including at least a third predetermined number of links, typically three;
5. the number of text links is greater than a fourth predetermined pixel number, typically 500;
6. location of the cluster top end is at a pixel which is greater than or equal to a second predetermined pixel number, typically 40;
7. the distance between the right end of the page and the location of the cluster right end is equal to or less than a predetermined number, typically 25.

If any one of conditions 1-5 is false, the cluster is not considered to be a navbar.

As seen in FIGS. 4AD and 4AE, if all of conditions 1-5 are true, the following conditions are evaluated:

1. the number of hidden text links is greater than a first predetermined number, typically 19; AND
2. the number of hidden image links is greater than a second predetermined number, typically 19; AND
3. the word ‘home’ appears as a single word in a text link or in an image alt field;
4. there is an image with a UseMap field including at least a third predetermined number of links, typically three;
5. the number of text links is greater than a fourth predetermined number, typically 2; AND
at least one of the links has an href attribute containing a URL which is identical to the web page domain;

6. the number of image links is greater than a fifth predetermined number, typically 2; AND

7. the number of image links is greater than a sixth predetermined number, typically 2; AND

8. the number of image links is greater than the number of text links; AND

9. at least one of the links has a src attribute including one of the words 'menu' and 'nav'; AND

10. at least one image link includes an href field in which the parent directory is the domain name, or at least two image links have identical parent directories.

If at least one of conditions 1-7 is true, the cluster is considered to be a right aligned nav bar. If all of conditions 1-7 are false, the following conditions, shown in FIGS. 4AE and 4AF, are evaluated:

1. the cluster width is greater than or equal to a predetermined cluster width lower bound, typically 25;

2. the cluster width is less than or equal to a predetermined cluster width upper bound, typically 225;

3. the cluster height is greater than or equal to a predetermined cluster height lower bound, typically 75;

4. the cluster height is less than or equal to a predetermined cluster height upper bound, typically 1000;

5. the area covered by the cluster is less than 2.5 times the sum of the areas of all the children of the element that include links.

If at least one of conditions 1-5 is false, the cluster is not considered to be a nav bar. As seen in FIG. 4AG, if all of conditions 1-5 of FIGS. 4AE and 4AF are true, the following conditions are evaluated:

1. the number of image links is greater than the number of text links; AND

2. the number of image links is greater than a first predetermined number, typically 2; AND

3. the number of text links is greater than a second predetermined number, typically 2; AND

4. the average number of characters per link is equal to or less than a third predetermined number, typically 21; AND

5. the average number of words per link is equal to or less than a fourth predetermined number, typically 3.

If at least one of conditions 1-2 is true, the cluster is considered to be a right aligned nav bar. If both conditions 1 and 2 are false, the cluster is not considered to be a nav bar.

Reference is now made to FIG. 4AH, which is a simplified flowchart illustrating functionality for determining whether an HTML element is a hidden element, which functionality forms part of a fourth stage of the functionality of FIG. 4A.

As seen in FIG. 4AH, an element, such as a link cluster, is considered to be a hidden element if one or more of the following conditions are true:

1. the direct ancestor of the element in the tree is a hidden element;

2. the visibility set to the element in the element tag parameters is 'hidden' or 'none';

3. the pixel number of the left of the element is smaller than −600;

4. the element name is not of type <div> and is not of type <form>, and one of the element width and element height are equal to zero.

If all of conditions 1-4 listed above are false, the element is not considered to be a hidden element.

Reference is now made to FIG. 5, which is a simplified flow chart illustrating functionality for display of a search form of a web page accessed by using navlink functionality. Operation of the functionality of FIG. 5 results in a display screen showing a search form of a web page as illustrated in FIG. 2B.

As seen in FIG. 5, the following algorithm is performed for each HTML element of the web page until a search region is found or all HTML elements have been checked and no search region has been found.

As seen in FIG. 5, for each HTML element found, the HTML element is checked to see whether it is an element of the type <form>. If the element is not of the type <form>, the algorithm proceeds to look for the next HTML element in the web page.

If the element is of the type <form>, the element is checked to see whether the word 'search' appears as text or as an image alt element, i.e., a tag of the type <img alt="search"/> near the submit button of the form indicated by the tag <input type="submit"/> or <input type="image"/>. Typically, the word 'search' should appear within 100 characters from the submit button. If the word 'search' is found, the algorithm notes that a search region has been found and proceeds as described herein below.

If the word 'search' is not found, the <form> element is checked to see whether it contains a link to GOOGLE® near the submit button of the form, indicated by the tag <input type="submit"/> or <input type="image"/>. Typically, a link to GOOGLE® appearing within 100 characters or tags from the submit button, is indicative of a search form. If a link to GOOGLE® is found, the algorithm notes that a search region has been found and proceeds as described herein below.

If a link to GOOGLE® was not found in the <form> element, several additional checks are carried out. Initially, the form is checked to see whether it includes at least one tag of type <input>. Next, the form is checked to see whether it includes more than a predetermined number of tags, typically three tags, of the type <input> which are visible to the user, i.e., more than the predetermined number of input tags which are not of the type <input type="hidden"/>. As a further stage, the input tags in the form are checked to see whether any of them are password input tags, that is input tags of the type <input type="password"/>. Finally, input tags in the form are checked to see whether at least one of them is a submit input tag, that is an input tag of the type <input type="submit"/> or <input type="image"/>.

If the checks above show that the form does not include an input tag, includes more than the predetermined number of visible input tags, includes a password input tag or does not include a submit input tag, the form does not include a search region and the next HTML element in the page is found. If the checks above show that the form does include at least one input tag AND does not include more than the predetermined number of visible input tags AND does not include a password input tag AND does include a submit input tag, the algorithm notes that a search region has been found and proceeds as described herein below.
[0544] If a search region is found, the search region is modified for display on a mobile communicator of the type identified by the server, as described hereinafter with reference to FIG. 3.

[0545] Reference is now made to FIG. 6, which is a simplified flow chart illustrating functionality for display of a further cluster of navlinks accessed by using navlink functionality. Operation of the functionality of FIG. 6 results in a display screen showing a further cluster of navlinks as illustrated in FIG. 2C.

[0546] As seen in FIG. 6, the web page, for which the menu of navlinks is being created, is downloaded to a server, such as server 106 (FIG. 1) and converted to a tree representation of the Document Object Model (DOM). The server then analyzes the web page to find in the tree representation of the DOM those elements corresponding to information bearing regions. Links to the information bearing regions found during the analysis are saved by the server. Additionally, links to additional web pages, such as history, favorites and home page, are generated. The links to the information bearing regions and the links to the additional web pages are adapted for display on the mobile communicator from which the page is requested.

[0547] Reference is now made to FIG. 7, which is a simplified flow chart illustrating functionality for display of a login form of a web page accessed by using navlink functionality. Operation of the functionality of FIG. 7 results in a display screen showing a login form of a web page as illustrated in FIG. 2D.

[0548] As seen in FIG. 7, the following algorithm is performed for each HTML element of the web page until a login region is found or all HTML elements have been checked and no login region has been found.

[0549] As seen in FIG. 7, for each HTML element found, the HTML element is checked to see whether it is an element of the type <form>. If the element is not of the type <form>, the algorithm proceeds to look for the next HTML element in the web page.

[0550] If the element is of the type <form>, the form is checked to see whether it includes at least one tag of type <input>. Next, the form is checked to see whether it includes more than a predetermined number of tags, typically three tags, of the type <input> which are visible to the user, i.e. more than the predetermined number of input tags which are not of the type <input type=hidden/>. As a further stage, the input tags in the form are checked to see whether any of them are password input tags, that is input tags of the type <input type=password/>. Finally, input tags in the form are checked to see whether at least one of them is a submit input tag, that is an input tag of the type <input type=submit/>.

[0551] If the checks above show that the form does not include an input tag, includes more than the predetermined number of visible input tags, does not include a password input tag or does not include a submit input tag, the form does not include a login region and the next HTML element in the page is found. If the checks above show that the form does include at least one input tag AND does not include more than the predetermined number of visible input tags AND does include a password input tag AND does include a submit input tag, the algorithm notes that a login region has been found.

[0552] If a login region is found, the login region is modified for display on a mobile communicator of the type identified by the server, as described hereinafter with reference to FIG. 3.

[0553] Reference is now made to FIGS. 8A-8C, which together are a simplified flow chart illustrating functionality for display of a list of page top titles and/or a list of page categories of a web page accessed by using navlink functionality. Operation of the functionality of FIGS. 8A-8C results in a display screen showing a list of page top titles of a web page as seen in FIG. 2E and/or showing a list of page categories of the web page as seen in FIG. 2F.

[0554] The functionality of FIGS. 8A-8C includes two stages, the first of which is illustrated in FIG. 8A, typically is performed off-line and is preferably performed once for all web pages or once for each of several distinguishable types of web pages. The second stage is an online stage, illustrated in FIGS. 8B and 8C, which is performed on-line at the server for each web page requested by a user.

[0555] As seen in FIG. 8A, during the off-line stage, a set of attribute values which a header is unlikely to have is determined. The attribute values are saved in a server, such as server 106 (FIG. 1).

[0556] Once these attributes have been determined, three neural networks are built. The first neural network is operative to receive text HTML elements and to determine which of them are text headers. The second neural network is operative to receive image HTML elements and to determine which of them are image headers. The third neural network is operative to receive HTML elements which have been determined by the first and second neural networks to be text or image headers, and to categorize the received headers as page top titles or page categories. Once the three neural networks are built, their parameters and structures are saved in the server. It is appreciated that text headers and image headers are elements corresponding to outstanding areas in the web page, which are likely to be titles or other headings of sections.

[0557] The attributes for building the first neural network may include attributes belonging to some or all of the following groups of attributes:

[0558] attributes pertaining to the size and shape of the text HTML element;

[0559] attributes pertaining to the text in the text HTML element;

[0560] attributes pertaining to the position of the text HTML element on the page relative to other HTML elements thereon; and

[0561] attributes pertaining to the appearance of the text HTML element relative to surrounding HTML elements on the same webpage.

[0562] Examples of attributes pertaining to the size and shape of the text HTML element include:

[0563] binary attribute indicating whether an element includes a link;

[0564] binary attribute indicating whether an element includes a link to a page in the same domain as the current page;

[0565] attributes indicating the height and width of link in pixels; and

[0566] attribute indicating the link width/link height ratio.

[0567] Examples of attributes pertaining to the text in the text HTML element include:

[0568] binary attribute indicating if all the text in the element is in bold letters;
0569] binary attribute indicating if all the letters in the text are capital letters;

0570] binary attribute indicating whether the text includes at least one word which is non-numeric and does not include special characters, such as % and &;

0571] attribute indicating a fraction of the words in the text element that start with a capital letter;

0572] attribute indicating the font size

0573] binary attribute indicating if the font size of the text element is maximal in this page; and

0574] attributes indicating the numbers of words and lines in the text element.

0575] Examples of attributes pertaining to the position of the text HTML element on the page relative to other HTML elements therein include:

0576] binary attribute indicating whether there is any element above and close to the text HTML element. Typically, an element is considered to be close to the text HTML element if it is within a window of height 45 pixels and the width of the text element;

0577] attribute indicating the distance between the text HTML element and an HTML element below it if such an element exists; and

0578] attribute indicating whether the text HTML element is above any HTML input field.

0579] Examples of attributes pertaining to the appearance of the text HTML element relative to surrounding HTML elements on the web page include:

0580] binary attribute indicating whether the background color of the text HTML element is different from the background color of the element just above it and/or of the element just below it;

0581] binary attribute indicating whether the font color of the text HTML element is different from the font color of the element just above it and/or of the element just below it;

0582] binary attribute indicating whether the background color of the text HTML element is different from the background image of the element just above it and/or of the element just below it;

0583] binary attribute indicating whether the font style of the text HTML element is different from the font style of the element just above it and/or of the element just below it.

0584] The attributes for building the second neural network, which attributes pertain to images, include some or all of the following:

0585] binary attribute indicating whether the HTML image includes a link;

0586] binary attribute indicating whether the HTML image includes a link to a page in the same domain as the current page;

0587] attributes indicating the height and width of the HTML image in pixels;

0588] attribute indicating the width/height ratio of the HTML image;

0589] attribute indicating the image type; and

0590] attribute indicating whether the HTML image element includes an alt parameter.

0591] The attributes for building the third neural network, which attributes pertain to the header, include some or all of the following:

0592] attribute indicating the number of words in the text in the header begin with a capital letter;

0593] binary attribute indicating whether all the letters in the header are capital letters;

0594] binary attribute indicating whether all the letters in the header are capital letters;

0595] attribute indicating the number of lines in the header;

0596] binary attribute indicating whether the header includes a verb; and

0597] binary attribute indicating whether the header includes one or more conjunction words, such as 'and', 'but', 'to' or 'because'.

0598] Turning to FIG. 8B, once a user requests a web page, the server reads all the HTML elements in the page. The server then generates a list of candidate headers by discarding HTML elements which are unlikely to be headers, typically because they have attribute values such as those saved in the server during the first step of the off-line stage.

0599] It is appreciated that if the off-line stage is performed several times for different distinguishable groups of web pages, prior to reading all the HTML elements in the page requested by the user the system must determine to which group of web pages the requested page belongs, in order to employ the appropriate neural networks during following stages.

0600] Next, for each element in the list of candidate headers, if the element is a text element the first neural network is used to determine whether it is a real a text header. If the element is not a text element, that is if the element is an image element, the second neural network is used to determine whether it is an image header.

0601] Turning to FIG. 8C, it is seen that the third neural network is used to categorize each of the text headers and image headers, found by employing the first and second neural networks, as a page top title or as a page category.

0602] Typically, the page top titles are then collected and adapted for display on the mobile communicator requesting the web page, as seen in FIG. 2E, and the page categories are collected and adapted for display on the mobile communicator as seen in FIG. 2F.

0603] Alternatively, the server may determine which of the page top titles are associated with each of the page categories. An importance value may then be assigned to each of the page top titles and page categories found. When adapting the page categories and page top titles for display, the page categories are displayed in descending order of importance, followed by page top titles not associated with any page category. Following each given page category, and before the display of the next page category, the page top titles associated with the given page category are displayed in descending order of importance.

0604] As a further alternative, the page categories may be adapted for display in descending order of importance, such that each page category comprises a link or is associated therewith. When a user presses a link associated with a page category, a list of the page top titles associated with that page category is displayed. The page top titles may be displayed in descending order of importance.

0605] Reference is now made to FIGS. 9A, 9B, 9C, 9D, 9E, 9F, 9G and 9H, which illustrate server side Find in Page functionality constructed and operative in accordance with a preferred embodiment of the present invention. In accordance with a preferred embodiment of the present invention, there is provided a method and system for displaying web content on a display screen 180 of a mobile communicator 182 including requesting a web page by a user, in response to a user request, downloading the web page to a server (not shown), such as
server 106 (FIG. 1); supplying from the server to the mobile communicator 182 for display on display screen 180 thereof,
an adapted web page 184 corresponding to the web page requested by the user, the adapted web page including a Find In Page link 186, as shown in FIG. 9A.
[0606] When the user clicks the Find In Page link 186 (FIG. 9A), a Find In Page form 188 is displayed on the display screen 180 of the mobile communicator 182, as shown in FIG. 9B. The user enters a search string in the Find In Page form 188, as seen in FIG. 9C, and submits the form.
[0607] As seen in FIG. 9C, since the user selected a ‘show in page’ option prior to submitting the form, an adapted web page having the occurrences designated therein is displayed on display screen 180, as seen in FIG. 9D. As seen in FIG. 9D, preferable each occurrence of the search string in the adapted web page is associated which a link 190, which, upon clicking thereon, provides display of the next occurrence of the search string in the adapted web page.
[0608] Alternatively, the user may select a ‘list results’ option prior to entering the search string, as shown in FIG. 9E, or following entering the search string, as shown in FIG. 9F. In this case, a list 192 of occurrences and links is presented to the user, as seen in FIG. 9G, and upon clicking on a link, an adapted web page having the occurrence designated therein is presented to the user, as seen in FIG. 9H. Each occurrence of the search string in the adapted web page is associated with a link 194, which, upon clicking thereon, provides display of the next occurrence of the search string in the adapted web page.
[0609] Reference is now made to FIG. 10, which is a simplified flowchart illustrating the Find In Page functionality of FIGS. 9A-9H.
[0610] Initially, the user requests a web page from the server. The server provides an adapted web page 184 to the mobile communicator 182 which includes a Find In Page link 186. When the user clicks on the Find In Page link 186, the server receives a corresponding request for Find In Page form 188 and provides the Find In Page form 188 to the mobile communicator 182.
[0611] The Find In Page form 182 typically includes radio buttons allowing the user to select between options A and B, as described above, as well as a text entry field allowing the user to enter a search string.
[0612] The user selects one of the radio buttons, enters a search string and submits the form to the server. Submission of the form by the user sends a request to the server to retrieve the initially requested web page and to designate on the corresponding adapted web page occurrences of the search string entered by the user.
[0613] This is achieved by the following steps taken by the server:
[0614] I. The server reloads the same web page as originally requested by the user;
[0615] II. The server adapts the page for the mobile communicator 182 and divides the adapted page into a series of sequential viewable adapted screens and searches throughout the entire adapted page for occurrences of the search string.
[0616] III. The server designates each such occurrence in a manner enabled by the mobile communicator 182.
[0617] IV. The server preferably adds a link alongside each occurrence which leads to the sequential next occurrence. The link alongside the last occurrence in the adapted page leads back to the first occurrence. These links are preferably directed to string token instances.
[0618] V. If the ‘list results’ option is selected, the server adds at the beginning of the adapted page a list of occurrences showing their context including links which lead to each occurrence in the adapted page.
[0619] VI. If the ‘show in page’ option is selected, server causes the first of the series of sequential viewable adapted pages in which the search string occurs to be displayed.
[0620] Reference is now made to FIG. 11, which is a simplified pictorial illustration of visual design tool (VDT) functionality for enabling an operator to prioritize web content to be displayed on a mobile communicator in accordance with a preferred embodiment of the present invention and to FIG. 12, which is a simplified illustration of a display screen of a mobile communicator showing the prioritized web content selected by the operator.
[0621] As seen in FIG. 11, an operator, typically an employee of a cellular telephone company or content provider, using a computer 200, views web sites on the Internet and arranges and prioritizes the web content thereof for viewing on mobile communicators typically used by customers of his company. It may be understood that the operator decides how given web sites appear on display screens of mobile communicators, such as display screens 102 of mobile communicators 104 (FIG. 1), which communicate with a server 201, as such as server 106 (FIG. 1). The operator instructs the server how to arrange the web content displayed on the display screens of the mobile communicators.
[0622] In the illustrated embodiment of FIG. 11, an operator-selected web page 202, such as an internal CNN web page, appears on the screen of the operator’s computer 200. Alongside the web page 202 appears a modified tree representation of the Document Object Model (DOM) 204. Typically at the lower, left corner of the screen of the operator’s computer 200, there appears a prioritization and arrangement table 206, alongside of which appears a text box 208 containing the HTML code corresponding to operator-selected information bearing regions listed in table 206.
[0623] In accordance with a preferred embodiment of the present invention, there is provided by the VDT functionality of the present invention a method and system for displaying web content on a mobile communicator including:
[0624] 1. Receiving a web page, such as web page 202, by an operator;
[0625] 2. Selection by the operator, typically using computer 200, of at least one cell-based element of the web page 202. Typical cell-based elements include an image of the CNN logo, designated by reference numeral 210, an image of the name of the CNN internal web page, designated by reference numeral 212 and a page top title, designated by reference numeral 214. These cell-based elements are designated in the DOM 204 respectively as IMG 220, DIV 222 and DIV 224. In the designation field, the operator may designate a selected element as a specific type of information bearing region, such as a logo, a page top title or a page category.
[0626] 3. Arrangement by an operator of the at least one cell-based element at a desired position in a page template. In the illustrated embodiment, the order of the cell-based elements is as follows, as seen in table 206: IMG 220, DIV 222 and DIV 224.
[0627] 4. Creating at least one mobile communicator adapted page by automatically placing at least one cell-based element, indicated by the template, of at least another web page, having a page structure similar to that of the web page,
at a desired position indicated by the template. This step employs a matching algorithm, preferably an algorithm that is described hereinbelow.

[0628] It is appreciated that the "another web page" may be a future web page and/or a different web page having at least certain structural similarities to the web page which is viewed by the operator.

[0629] Preferably, the selection, arrangement and creating steps take place without changing HTML code of the web page.

[0630] The creating step preferably includes adding additional content, within selected elements, which was not present in the web page. Alternatively, the operator may indicate that content should be removed from selected elements when creating the template.

[0631] When the template includes portions having a basic structure which is repeated several times, an addition of content or a removal of content in the basic structure may be indicated for only one instance of the basic structure, and an indication may be made that this addition or removal should be carried out for each of the repetitions of the basic structure when adapting a web page based on the template.

[0632] FIG. 12 illustrates a display screen 230 of a mobile communicator 232 showing the prioritized web content selected by the operator. It is seen that nearest to the top of the screen 230 appears an image 234 of the CNN logo corresponding to an image of the CNN logo 210 and IMG 220, given top priority by the operator, followed by an image 236 of a page category, corresponding to an image of a page category 212 and DIV 222, given a second priority by the operator and followed by a page top title 238, corresponding to a page top title 214 and DIV 224, given a third priority by the operator.

[0633] Reference is now made to FIG. 13, which illustrates another web page 240, having a page structure similar to that of the web page appearing in FIG. 11 and to FIG. 14, which illustrates a corresponding mobile communicator display. It is seen that the page category 246 is different from page category 212 (FIG. 11) and corresponding page category 236 (FIG. 12). Additionally, the page top title 248 is different from page top title 214 (FIG. 11) and corresponding page top title 238 (FIG. 12). The VDT functionality is operative, notwithstanding this difference, and even notwithstanding more significant differences in the arrangement of the web pages, to identify and place the page category 246 and the page top title 248 in their proper locations on the display screen 250 of a mobile communicator 252, as seen in FIG. 14 as adapted page category 256 and adapted page top title 258.

[0634] Reference is now made to FIG. 15, which illustrates another web page 260, which is reached via the CNN.com webpage but has a completely different page structure than that of the web page appearing in FIG. 11, and to FIG. 16, which illustrates a corresponding mobile communicator display. It is seen that due to the fact that the page structure of web page 260 is so different from that of the web page appearing in FIG. 11, the VDT functionality does not recognize the web page 260 as conforming to the template defined for the web page of FIG. 11, and the web page 260 is displayed on the display screen 262 of a mobile communicator 264 in accordance with the automatic display functionality described hereinabove with reference to U.S. Pat. No. 7,047,033 and FIGS. 1-8C. As seen in FIG. 16, the adapted web page displayed on display screen 262 includes a group of navlinks 266, an adapted logo 268 and an adapted list of page top titles 270 corresponding respectively to logo 278 and the page top titles 280 in web page 260.

[0635] Reference is now made to FIG. 17, which is a simplified pictorial illustration of a form enabling an operator of the VDT functionality of FIGS. 11 to 16 to create a template based on a regular expression 282 and to include therein web pages not covered by that regular expression.

[0636] Reference is now made to FIG. 18, which is a simplified flow chart illustrating operation of the VDT functionality described hereinabove with reference to FIGS. 11 to 17. As seen in FIG. 18, the operator initially selects the scope of a template to be created by using regular expressions. For example, if the operator wishes to create a template intended to cover multiple web pages having similar structures, such as, for example,


[0641] If the operator wishes to create a template intended to cover another web page, having a different structure, such as, for example, www.cnn.com/2007/sports . . . the operator typically uses the regular expression: www.cnn.com/2007/sports/*

[0642] The operator then selects an appropriate web page and views it on computer 200 alongside a tree representation of the Document Object Model (DOM) 204. The operator then clicks on cell elements in the DOM 204 or in the page in order to select them for addition to the template being created.

[0643] Typically, the elements will be displayed on a mobile communicator display screen in the order in which they were added to the template. Optionally, the operator may change the priority of some or all of the elements added to the template. In this case, the elements will be displayed on a mobile communicator display screen in descending order of priority.

[0644] Optionally, the operator may add to the template, within elements selected from the original web page, additional content which was not present in the web page. The additional content provided in the template will be added to any adapted web page created using the template. In this case, the content, and the location of the node in the tree representation of the template, following which the content should be added, will be saved on the server.

[0645] As a further option, the operator may remove from the template content which is contained within elements selected from the original web page. The removed content indicated in the template will be removed from any adapted web page created using the template. In this case, the content, and the location, in the tree representation of the template, of the content to be removed, is saved on the server.

[0646] If the web page from which the template is created includes portions having a basic structure which is repeated several times, an addition of content or a removal of content may be indicated for only one instance of the basic structure, and an indication may be made that this addition or removal should be carried out for each of the repetitions of the basic structure when adapting a web page based on the template.

[0647] Any other suitable content may be added to the template by the operator.

[0648] It is appreciated that for elements in the template having an attribute which is likely to be different at different times at which the web page is viewed, the operator may
indicate to a server that this specific attribute should be ignored when matching a given page to the template, as described hereinbelow. Such indications may be considered as "hints" for ignoring certain attributes of an element in the template.

[0649] Once the operator has added all the desired elements to the template, the template is saved on a server, such as server 201 (FIG. 11). Preferably, the information saved on the server for each element in the template includes some or all of the priority of the element, its X and Y positions within the web page, the area of the web page taken up by the element, the number of images included in the element, the number of forms included in the element, the percentage of the area of the element which is covered by text and the percentage of the area of the element which is covered by links and the path of the element relative to the &lt;body&gt; tag as it appears in the tree representation of the template DOM. Preferably, the template also includes a tree representation of the web page from which the template was created.

[0650] In this context, the path of the element is defined as a sequence of numbers indicating the location of an element within a tree representation of a DOM relative to a given root node. Starting with a root node, the first number in the element path represents the ordinal number of the child element that should be selected when traversing the tree to find the element, the second number represents the ordinal number of the child element relative to the previous child element that should be selected and so forth, such that the last number locates the element. In accordance with this definition, the length of the element path corresponds to the depth of the element relative to the given root node.

[0651] For elements in which the operator added or removed content, the information for the element includes an indication that content was added or removed. Additionally, elements are specifically indicated in the template if such elements include a basic structure which is repeated several times.

[0652] It is further appreciated that the operator may indicate whether one or more elements in the template are mandatory elements. If elements are considered to be mandatory and they are not matched by an element in the web page being adapted, the template is not used and the web page is displayed on the mobile communicator display screen as described above with reference to FIGS. 1.8C.

[0653] Once all this information is saved on the server, the template is created, and may be employed in creating the page as seen on the display screen of the mobile communicator for both present and future, structurally similar web pages. It is appreciated that a template may be created separately for each URL, or alternatively may be created once for a group of URLs defined by a regular expression.

[0654] Reference is now made to FIGS. 19A, 19B, 20A and 20B, which illustrate the results of operation of a matching algorithm, preferably, but not necessarily, within the context of the VDT functionality.

[0655] FIGS. 19A and 19B show two web pages, respectively designated by reference numerals 300 and 302, having structural similarities but significant differences between them. It is seen that in both web pages 300 and 302, the CNN logo remains generally in the same place. In contrast to the foregoing, the navbar 304 of web page 300 appears at the left portion of the page 300, while the navbar 306 in web page 302 appears at the top of the web page. Additionally, the page top title 308 in web page 300 appears in the lower center portion of the page 300, while the page top title 310 in web page 302 appears at the middle of the left most portion of the web page. Notwithstanding these differences, the matching algorithm of the present invention is operative to identify both page top titles 308 and 310 as page top titles for the purpose of creation of web pages for mobile communicators.

[0656] As seen in FIGS. 19A and 19B, users request respective web pages 300 and 302 from mobile communicators, respectively designated by reference numerals 312 and 314. The requests are provided to a server 316, which is operative to adapt the requested web pages 300 and 302 for display on the mobile communicators 312 and 314.

[0657] FIGS. 20A and 20B show two adapted web pages, respectively designated by reference numerals 320 and 322, appearing on corresponding display screens 324 and 326 of respective mobile communicators 328 and 330. These web pages correspond respectively to web pages 300 and 302 shown in FIGS. 19A and 19B, respectively. It is seen that notwithstanding the difference in position of the page top titles 308 and 310 in web pages 300 and 302 respectively, the corresponding page top titles 338 and 340 on web pages 320 and 322 are both located in their correctly prioritized locations.

[0658] In accordance with a preferred embodiment of the present invention, there is provided a method and system for displaying web content on a mobile communicator enabling the following functionality:

[0659] requesting a web page by a user;

[0660] in response to a user request, downloading the web page to a server;

[0661] searching for at least one template for the web page on a database of the server;

[0662] if a template is found for the web page, effecting best matching between the template and a plurality of information bearing regions on the web page; and

[0663] importing the plurality of information bearing regions to at least one mobile communicator adapted page.

[0664] Preferably, the template includes matching assist instructions.

[0665] Reference is now made to FIG. 21, which is a generalized flowchart illustrating the operation of the matching algorithms having the functionality illustrated in FIGS. 19A to 20B.

[0666] It is appreciated that the following terms will have the definitions provided herein below throughout the description of the matching algorithm, and generally throughout the specification and claims.

[0667] ‘element’—an HTML tag, or a node representing this tag in the tree representation of the DOM;

[0668] ‘element name’—the name of an HTML tag associated with an element;

[0669] ‘box element’—an HTML element of one of the following types: &lt;body&gt;, &lt;table&gt;, &lt;tr&gt;, &lt;th&gt;, &lt;td&gt;, &lt;div&gt;, &lt;form&gt; and &lt;span&gt;;

[0670] ‘end element’—any HTML element which is not a box element;

[0671] ‘boxed tree’—a tree representation of the DOM in which only box elements are considered;

[0672] ‘element path’—a sequence of numbers indicating the location of an element within a tree representation of a DOM relative to a given root node. Starting with the root node, the first number in the element path represents the ordinal number of the child element that should be selected when traversing the tree to find the element, the second num-
ber represents the ordinal number of the child element relative to the previous element that should be selected and so forth, such that the last number locates the element. In accordance with this definition, the length of the element path corresponds to the depth of the element relative to the given root node;

0673] ‘element closest box’—the closest box element to an element. For box elements, this is the element itself. For end elements, the closest box element is the box element relative to which the end element has the lowest depth;

0674] ‘full tree traversal mode’—traversal of the tree representation of the DOM from root to leaves in which all the elements are considered.

0675] ‘boxed tree traversal mode’—traversal of the tree representation of the DOM from root to leaves in which only box elements are considered, and end elements are ignored. The end elements are also ignored in the definition of the element path for the boxed tree.

0676] Turning now to FIG. 21, it is seen that a user requests a web page via a server, such as server 201 (FIG. 11). The web page is downloaded via the Internet to the server and converted by the server to a tree representation of the DOM. The server retrieves from a VDT record in a VDT database a template corresponding to the requested web page.

0677] A matching algorithm, described in more detail hereinafter with reference to FIGS. 22A-24E, is used to select cell elements in the requested web page that best match corresponding cell elements in the template. The cell elements of the web page found by the matching element are then arranged by the server as an adapted web page, in accordance with the priority indicated by the template. If so indicated in the template, content is added to or removed from the elements, or repetitive structures are used for adapting the elements. The adapted web page is then transmitted by the server to the user.

0678] Reference is now made to FIGS. 22A-24E, which are detailed flow charts of three phases of the matching algorithm of FIG. 21. FIGS. 22A, 22B, 22C, 22D and 22E together are a simplified flow chart of a first phase of the matching algorithm, in which elements are matched based on their element path. FIGS. 23A, 23B, 23C, 23D, 23E and 23F and 23G together are a simplified flow chart of a second phase of the matching algorithm, which is reached if the first phase was unsuccessful, and in which elements are matched based on a search of elements surrounding the element found by following the element path. FIGS. 24A, 24B, 24C, 24D and 24E together are a simplified flow chart of a third phase of the matching algorithm, which is reached if the second phase was unsuccessful, in which elements are matched by searching the entire tree representation of the DOM.

0679] Generally, each element in the web page is matched to an element in the template by selecting an element, locating the element closest box thereof, and matching thereto a box element from the web page. Once the element closest boxes are matched, the algorithm proceeds to match the element of the template to an element within the matched box element of the web page.

0680] Turning specifically to FIG. 22A, it is seen that at a first stage, a tree comparison algorithm, described in detail hereinafter with reference to FIG. 25, is employed to calculate the distance between the tree representation of the web page and the tree representation of the template. If the calculated distance is above a first predetermined threshold, typically 0.1, the matching algorithm proceeds to the second phase thereof, which is described hereinafter with reference to FIGS. 23A-23G.

0681] If the calculated distance is below the first threshold, the algorithm is iteratively carried out for each element in the template. Initially, the boxed tree traversal mode is employed. The element path to the selected element closest box in the template is used in order to locate a candidate matching element closest box in the tree representation of the web page. If, during the process of descending the tree in search of the candidate matching element closest box, a box element in the tree representation of the web page has fewer children than the respective number in the element path, the matching algorithm proceeds to the second phase thereof, which is described hereinafter with reference to FIGS. 23A-23G. Otherwise, a candidate matching element closest box is found.

0682] Turning now to FIG. 22B, it is seen that if, in the template, the information related to the selected element closest box includes information regarding ignoring all the element characteristics aside from the element name and its location in the tree, the name of the selected element closest box and of the candidate matching element closest box are compared. If the two names are identical, the matching element closest box has been found. Otherwise, there is no matching element for the selected element. In this case, if the selected element is indicated by the operator to be a mandatory element the matching algorithm terminates and the page is displayed in order without use of the VDT template. If the selected element is not a mandatory one, an attempt is made to match the next element.

0683] If, in the template, no information was provided regarding ignoring element characteristics, or if the template includes an indication to ignore only some of the element characteristics, the distance between the candidate matching element closest box and the selected element closest box is calculated using a box element comparison algorithm, described hereinafter with reference to FIG. 26. If the calculated distance is above a second predetermined threshold, typically 0.2, the matching algorithm proceeds to the second phase thereof, which is described hereinafter with reference to FIGS. 23A-23G. Otherwise, the matching element closest box was found.

0684] As seen in FIG. 22C, once the matching element closest box is found, the algorithm checks whether the selected element is a box element. If the selected element is a box element, the matching element is the matching element closest box found in the previous stage. If the selected element is not a box element, the algorithm matches the selected element with an end element within the matching element closest box, as described further hereinafter.

0685] Once a matching box element is found in the tree representation of the web page, the selected box element in the template is checked to see whether it includes an indication of added or removed content therein or of use of an instance of a basic structure repeated therein.

0686] If the selected box element includes an indication that content should be added, the required content is found in the template, and the content is added following the node whose location is designated in the template.

0687] As seen in FIG. 22D, if the selected box element includes an indication that content should be removed there-
from, the required content is found in the template, and the content is removed from the location designated in the template.

[0688] If the selected box element includes an indication of use of an instance of a basic structure repeated therein for adapting other instances of the repeated structure, a repeated structure adapting algorithm, described hereinbelow with reference to FIGS. 28A-28E, is employed.

[0689] Returning to FIG. 22C, if, as mentioned above, the selected element is not a box element, the algorithm matches the selected element with an end element within the matching element closest box. In order match end elements, full tree traversal mode is employed. Using an element path of the selected element relative to its closest box element, a candidate matching element is located within the matching closest box element.

[0690] As seen in FIG. 22D, if, during the process of descending the sub tree of the matching element closest box in search of the candidate matching element, an element in the tree representation of the web page has fewer children than the respective number in the element path, the matching algorithm proceeds as described further hereinbelow with reference to FIG. 22E.

[0691] As seen in FIG. 22D, if, during the process of descending the sub tree of the matching element closest box in search of the candidate matching element, no element in the tree representation of the web page has fewer children than the respective number in the element path, the candidate matching element is found and the distance between the candidate matching element and the selected element is calculated using an end element comparison algorithm, described hereinbelow with reference to FIGS. 27A and 27B.

[0692] As seen in FIG. 22E, if the calculated distance is below a third predetermined threshold, the matching element is found, and the algorithm proceeds to match the next element.

[0693] If the calculated distance is above the third predetermined threshold, or alternatively, as described hereinabove, if during the process of descending the sub tree of the matching element closest box in search of the candidate matching element, an element in the tree representation of the web page has fewer children than the respective number in the element path, the algorithm finds the minimum of the distances of the selected end element and any element within the sub-tree of the matching element closest box having the same name as the selected element.

[0694] The distances are calculated using the end element comparison algorithm, described hereinbelow with reference to FIGS. 27A and 27B. If the minimum distance is below the third predetermined threshold, the matching element is found, and the algorithm proceeds to match the next element. If the minimum distance is not below the third predetermined threshold, the matching algorithm proceeds to the second phase therefrom, which is described hereinbelow with reference to FIGS. 23A-23G.

[0695] Reference is now made to FIGS. 23A, 23B, 23C, 23D, 23E, 23F, and 23G, which together are a simplified flow chart of a second phase of the matching algorithm, which is reached if the first phase was unsuccessful, and in which elements are matched based on a search of elements surrounding the element found based on the element path.

[0696] As seen in FIG. 23A, this phase of the matching algorithm starts by employing boxed tree traversal mode. The distance between the first element named <body> in the tree representation of the template and the first element named <body> in the tree representation of the web page is calculated, using the box element comparison algorithm, described hereinbelow with reference to FIGS. 26A-26C. If the calculated distance is above a first predetermined threshold, the matching algorithm proceeds to the third phase therefrom, which is described hereinbelow with reference to FIGS. 24A-24E.

[0697] If the calculated distance is below the first predetermined threshold, the element path of the selected element closest box is retrieved, and an index is defined and set to 0. The index indicates the location of the algorithm within the element path, and accessing the index provides the character located at the indicated location in the element path. The following steps are performed in a loop.

[0698] The index is incremented. If the index, exceeds the number of characters in the element path, the matching element closest box is found and is the box element found by following the element path in the tree representation of the web page. The algorithm then proceeds as described hereinbelow with reference to FIG. 23D.

[0699] If the index does not exceed the number of characters in the element path, the number of the child node, as indicated by the character of the element path to which the index is currently directed, is retrieved. Next, as seen in FIG. 23B, if the current element in the tree representation of the web page has a child node of the number retrieved from the element path, the box element having the number indicated by the element path is retrieved from the tree representation of the template and from the tree representation of the web page. The distance between the retrieved template box element and web page box element is calculated using the box element comparison algorithm, described hereinbelow with reference to FIGS. 26A-26C. If the calculated distance is below a second predetermined threshold, the index is incremented and the loop repeats itself for the next index.

[0700] If the calculated distance is above the second predetermined threshold, or alternatively if the child number retrieved from the element path is greater than the number of children nodes of the element in the tree representation of the web page, a more complete search is conducted in the tree representation of the web page. In this search, the distance of the element in the template tree located at the current location in the path from each of the elements which are at the same depth of the tree as the current element, and which share the same immediate root node (sibling nodes of the element) is calculated.

[0701] Additionally, as seen in FIG. 23C, the distance of the element in the template tree located at the current location in the path from each of the elements in a sub-tree of the current element which are within a predetermined depth therefrom, typically depth 2, is calculated. The minimum distance of all the distances is found, and if it is lower than the second predetermined threshold, the index is incremented and the loop repeats itself for the next index. Otherwise, the matching algorithm proceeds to the third phase therefrom, which is described hereinbelow with reference to FIG. 24A-24E. Once the loop terminates, the matching element closest box is found.

[0702] As seen in FIG. 23D, once the matching element closest box is found, the algorithm checks whether the selected element is a box element. If the selected element is a box element, the matching element is the matching element closest box found in the previous stage. If the selected el-
ment is not a box element, the algorithm matches the selected element with an end element within the matching element closest box, as described hereinbelow with reference to FIGS. 23F and 23G.

[0703] Once a matching box element is found in the tree representation of the web page, the selected box element in the template is checked to see whether it includes an indication of added or removed content therein, or of use of an instance of a basic structure repeated therein for adapting other instances of the repeated structure.

[0704] If the selected box element includes an indication that content should be added, the required content is found in the template, and the content is added following the node whose location is designated in the template.

[0705] As seen in FIG. 23F, if the selected box element includes an indication that content should be removed therefrom, the required content is found in the template, and the content is removed from the location designated in the template.

[0706] If the selected box element includes an indication of use of an instance of a basic structure repeated therein for adapting other instances of the repeated structure, a repeated structure adapting algorithm, described hereinbelow with reference to FIGS. 28A-28E, is employed.

[0707] As mentioned hereinabove with reference to FIG. 23D, if the selected element is not a box element, the algorithm matches the selected element with an end element within the matching element closest box. As seen in FIG. 23F, in order to match end elements, full tree traversal mode is employed. Using an element path of the selected element relative to its closest box element, a candidate matching element is located within the matching element closest box.

[0708] As seen in FIG. 23F, if, during the process of descending the sub tree of the matching closest box element in search of the candidate matching element, an element in the tree representation of the web page has fewer children than the respective number in the element path, the matching algorithm proceeds as described further hereinbelow.

[0709] As seen in FIG. 23F, if, during the process of descending the sub tree of the matching closest box element in search of the candidate matching element, no element in the tree representation of the web page has fewer children than the respective number in the element path, the candidate matching element is found, and the distance between the candidate matching element and the selected element is calculated using an end element comparison algorithm, described hereinbelow with reference to FIGS. 27A and 27B. If the calculated distance is below a third predetermined threshold, the matching element is found, and the algorithm proceeds to match the next element.

[0710] If the calculated distance is above the third threshold, or alternatively, as described hereinabove, if during the process of descending the sub tree of the matching closest box element in search of the candidate matching element, an element in the tree representation of the web page has fewer children than the respective number in the element path, the algorithm finds the minimum of the distances between the selected end element and any element within the sub-tree of the matching closest box element having the same name as the selected element. The distances are calculated using the end element comparison algorithm, described hereinbelow with reference to FIGS. 27A and 27B.

[0711] As seen in FIG. 23G, if the minimum distance is below the third predetermined threshold, the matching element is found, and the algorithm proceeds to match the next element. If the minimum distance is not below the third predetermined threshold, the matching algorithm proceeds to the third phase thereof, which is described hereinbelow with reference to FIG. 24A-24E.

[0712] Reference is now made to FIGS. 24A, 24B, 24C, 24D and 24E, which together are a simplified flow chart of a third phase of the matching algorithm, which is reached if the second phase was unsuccessful, and in which elements are matched by searching the entire tree representation of the DOM.

[0713] As seen in FIG. 24A, this phase of the matching algorithm starts by employing boxed tree traversal mode. In order to find a candidate matching element closest box, the distance between each of the box elements in the tree representation of the DOM and the selected element closest box is calculated, using the box element comparison algorithm, described hereinbelow with reference to FIGS. 26A-26C. The element having the minimum of all the distances is found, and is considered to be the candidate matching element closest box. If the minimum distance is lower than a predetermined threshold, the matching element closest box is found and the algorithm proceeds as described further hereinbelow.

[0714] If the minimum distance is not lower than a first predetermined threshold, there is no matching element for the selected element. If the selected element is indicated by the operator to be a mandatory element the matching algorithm terminates and the page is displayed in order without use of the VDT template. If the selected element is not mandatory, the algorithm proceeds to process the next element.

[0715] As described hereinabove, if the minimum distance is lower than a first predetermined threshold, the matching element closest box is found and the algorithm checks whether the selected element is a box element. If the selected element is not a box element, the algorithm matches the selected element with an end element within the matching element closest box as described hereinbelow with reference to FIGS. 24D and 24E.

[0716] Turning to FIG. 24B, it is seen that once a matching box element is found in the tree representation of the web page, the selected box element in the template is checked to see whether it includes an indication of added or removed content therein, or of use of an instance of a basic structure repeated therein for adapting other instances of the repeated structure.

[0717] If the selected box element includes an indication that content should be added, the required content is found in the template, and the content is added following the node whose location is designated in the template.

[0718] If the selected box element includes an indication that content should be removed therefrom, the required content is found in the template, and the content is removed from the location designated in the template.

[0719] As seen in FIG. 24C, if the selected box element includes an indication of use of an instance of a basic structure repeated therein for adapting other instances of the repeated structure, a repeated structure adapting algorithm, described hereinbelow with reference to FIGS. 28A-28E, is employed.

[0720] As mentioned hereinabove with reference to FIG. 24A, if the selected element is not a box element, the algorithm matches the selected element with an end element within the matching element closest box.
[0721] As seen in FIG. 24A, in order to match end elements, full tree traversal node is employed. Using an element path of the selected element relative to its closest box element, a candidate matching element is located within the matching closest box element.

[0722] As seen in FIG. 24D, if, during the process of descending the sub tree of the matching closest box element in search of the candidate matching element, an element in the tree representation of the web page has fewer children than the respective number in the element path, the matching algorithm proceeds as described further hereinbelow.

[0723] As seen in FIG. 24D, if, during the process of descending the sub tree of the matching closest box element in search of the candidate matching element, no element in the tree representation of the web page has fewer children than the respective number in the element path, the candidate matching element is found, and the distance between the candidate matching element and the selected element is calculated using an end element comparison algorithm, described hereinbelow with reference to FIGS. 27A and 27B.

If the calculated distance is below a third predetermined threshold, the matching element is found, and the algorithm proceeds to match the next element.

[0724] If the calculated distance is above the third threshold, or alternatively, as described hereinabove, if during the process of descending the sub tree of the matching closest box element in search of the candidate matching element, an element in the tree representation of the web page has fewer children than the respective number in the element path, the algorithm finds the minimum of the distances between the selected end element and any element within the sub-tree of the matching closest box element having the same name as the selected element. The distances are calculated using the end element comparison algorithm, described hereinbelow with reference to FIGS. 27A and 27B.

[0725] As seen in FIG. 24E, if the minimum distance is below the third predetermined threshold, the matching element is found, and the algorithm proceeds to match the next element. If the minimum distance is not below the third predetermined threshold, there is no matching element for the selected element. If the selected element is indicated by the operator to be a mandatory element the matching algorithm terminates and the page is displayed in order without use of the VDT template. If the selected element is not mandatory, the algorithm proceeds to process the next element.

[0726] Reference is now made to FIG. 25, which is a simplified flow chart of a tree comparison algorithm used during operation of the matching algorithm of FIGS. 21-24E. In the tree comparison algorithm, a distance is measured between a first root node of a first tree, hereinafter termed node1, and a second root node of a second tree, hereinafter termed node2. In general terms, the distance of a pair of trees is calculated recursively, by calculating the distances of the sub-trees thereof, and combining the results, based on a weight function which may be determined by the user or configured by the operator.

[0727] As seen in FIG. 25, the minimum of the number of child nodes of node1 and the number of child nodes of node2 is found. Additionally, the maximum of the number of child nodes of node1 and the number of child nodes of node2 is found. Parameters representing the distance and the number of child nodes having different names in the two trees, referred to hereinbelow as "names parameter", are initially set to 0.

[0728] For each of the child nodes of the parent nodes, such that the minimum number of child nodes is not exceeded, the name of the child node of node1 located at a given location is compared to the name of the child node of node2 which is at the same location. If the names are not the same, the names parameter is incremented by 1.

[0729] If the nodes have the same name, the distance parameter is incremented by the distance of the two child nodes whose names were compared, such that the weight function is multiplied by a factor, typically 0.95.

[0730] The distance between the two trees is then considered to be a function of the distance and names parameters, the assigned weight, and the maximum and minimum numbers of child nodes calculated at the initial stages.

[0731] Reference is now made to FIGS. 26A, 26B, and 26C, which together are a simplified flow chart of a box element comparison algorithm used during operation of the matching algorithm of FIGS. 21-24E. The box element comparison algorithm receives a pair of box elements, referred to hereinbelow as box1 and box2, and returns as a result a number indicating the distance between the received elements. It will be appreciated that for the purpose of the matching algorithm described hereinabove with reference to FIGS. 21-24E, box1 is considered to be the template element, and box 2 is considered to be the web page element.

[0732] As seen in FIG. 26A, the elements names initially are compared. If the elements have different names, the algorithm returns as a result a number which is above the comparison threshold used hereinabove with reference to FIGS. 21-24E.

[0733] If the element names are identical, the elements are checked to see whether they include at least one of an image, a link, a form or a text element. If one of the elements includes a sub-element of the listed types, and the other element includes no such sub-element, the algorithm returns as a result a number which is above the comparison threshold used hereinabove with reference to FIGS. 21-24E.

[0734] If both of the elements include at least one of an image, a link, a form or a text element, or if both of the elements do not include at least one sub-element of the listed types, a distance parameter is defined and set to 0. If neither of box1 and box2 includes an indication that the X location thereof should be ignored, the distance is incremented by the absolute value of the difference between the X locations of box1 and box2, divided by the X location of box1.

[0735] As seen in FIG. 26B, if neither of box1 and box2 includes an indication that the Y location thereof should be ignored, the distance is incremented by the absolute value of the difference between the Y locations of box1 and box2, divided by the Y location of box1. It is appreciated that the X and Y locations of box1 and box2 are measured relative to the previous box element in the web page of which they form part.

[0736] If neither of box1 and box2 includes an indication that the width thereof should be ignored, the distance is incremented by the absolute value of the difference between the widths of box1 and box2, divided by the width of box1.

[0737] If neither of box1 and box2 includes an indication that the height thereof should be ignored, the distance is incremented by the absolute value of the difference between the heights of box1 and box2, divided by the height of box1.

[0738] The distance is then incremented by the absolute value of the difference between the number of images in box1 and box2, divided by the number of images in box1.
As seen in FIG. 26C, the distance is further incremented by the absolute value of the difference between the number of forms in box 1 and box 2, divided by the number of forms in box 1. The distance is then incremented by the absolute value of the difference between the percentage of area of box 1 covered by text and the percentage of area of box 2 which covered by text, divided by the percentage of area of box 1 which is covered by text. The distance is further incremented by the absolute value of the difference between the percentage of area of box 1 covered by links and the percentage of area of box 2 which is covered by links, divided by the percentage of area of box 1 which is covered by links.

The algorithm returns as a result the distance parameter following all the calculations described hereinafore.

Reference is now made to FIGS. 27A and 27B, which together are a simplified flow chart of an end element comparison algorithm employed in the operation of the matching algorithm of FIGS. 21-24E. The end element comparison algorithm receives a pair of end elements, referred to hereinafter as end 1 and end 2, and returns as a result a number indicating the distance between the received elements. It will be appreciated that for the purpose of the matching algorithm described herein above with reference to FIGS. 21-24E, end 1 is considered to be the template element, and end 2 is considered to be the web page element.

As seen in FIG. 27A, the elements names initially are compared. If the elements have different names, the algorithm returns as a result a number which is above the comparison threshold used hereinafore with reference to FIGS. 21-24E.

If the element names are identical, a distance parameter is defined and is set to 0. If neither of end 1 and end 2 includes an indication that the X location thereof should be ignored, the distance is incremented by the absolute value of the difference between the X locations of end 1 and end 2, divided by the X location of end 1.

If neither of end 1 and end 2 includes an indication that the Y location thereof should be ignored, the distance is incremented by the absolute value of the difference between the Y locations of end 1 and end 2, divided by the Y location of end 1. It is appreciated that the X and Y locations of end 1 and end 2 are measured relative to the previous end element in the web page of which they form part.

Turning to FIG. 27B, it is seen that if neither of end 1 and end 2 includes an indication that the width thereof should be ignored, the distance is incremented by the absolute value of the difference between the widths of end 1 and end 2, divided by the width of end 1.

If neither of end 1 and end 2 includes an indication that the height thereof should be ignored, the distance is incremented by the absolute value of the difference between the heights of end 1 and end 2, divided by the height of end 1.

The algorithm returns as a result the distance parameter following all the calculations described hereinafore.

Reference is now made to FIGS. 28A, 28B, 28C, 28D and 28E which are together a simplified flow chart of a repeated structure adapting algorithm used during operation of the matching algorithm of FIGS. 21-24E. The algorithm is applied to a box element which is indicated in the template to contain a repeated structure. In order to employ the repeated structure adapting algorithm, the instance of the repeated structure for which adapting instructions are provided must be found. Once that instance is found, additional instances of the repeated structure, to which the adapting instructions are applied, are found. Once the adapting instructions are applied to the additional instances, the box element containing the repeated structure has been fully adapted, and the next element may be matched.

As seen in FIG. 28A, boxed tree traversal mode is employed. The first instance of the repeated structure, for which adapting instructions are provided, is found in the tree representation of the template, and the element path thereof is obtained. Information for the first instance of the repeated structure is obtained from the template. The element path of the first instance of the repeated structure is followed in the tree representation of the web page.

If the information includes an indication that all the element properties, aside from its name and location in the tree, are to be ignored, the following takes place.

As seen in FIG. 28B, if the element found in the tree representation of the web page, and the first instance of the repeated structure found in the template have the same element name, the element found in the tree representation of the web page is considered to be the first instance of the repeated structure in the web page, and is adapted in accordance with the adapting instructions found in the template. Otherwise, if the elements have different names, a candidate matching element is found in a similar manner to that described herein above with reference to FIGS. 23A-23C, as described in more detail herein below.

If the information does not include an indication that all the element properties, aside from its name and location in the tree, are to be ignored, the following takes place: The distance between the element found in the tree representation of the web page and the first instance of the repeated structure found in the template is calculated, using the box element comparison algorithm described herein above with reference to FIGS. 26A-26C. Additionally, the structures of the sub-trees of the elements found in the tree representation of the web page and in the tree representation of the template are compared. If the distance is below a predetermined threshold, and the structures of the sub-trees of the elements are similar, the first instance of the repeated structure in the web page is found.

If the distance is above the threshold, or the structures of the sub-trees of the elements are not similar, or the elements have different names, a candidate matching element is found in a similar manner to that described herein above with reference to FIGS. 23A-23C.

As seen in FIG. 28C, once the first instance in the web page of the repeated structure is found, the algorithm proceeds to find additional instances of the repeated structure. All the elements in the tree representation of the web page which share the same immediate root node as the element representing the first instance of the repeated structure (sibling nodes of the element) are found.

If, as mentioned above, the first instance in the template tree of the repeated structure includes an indication that all the element properties, aside from its name and location in the tree, should be ignored, the following takes place. As seen in FIG. 28D, for each of the candidate repeated structure elements found, the name of the candidate repeated structure is compared to that of the first instance of the repeated structure in the tree representation of the web page. If the name is not the same, the candidate repeated structure is not considered to be an instance of the repeated structure.

Otherwise, if the name is the same, the structures of the sub-trees of the candidate repeated structure element and
of the first instance of the repeated structure in the tree representation of the web page are compared. If the structures of the sub-trees are not similar, the candidate repeated structure is not considered to be an instance of the repeated structure. Otherwise, if the structures of the sub-trees are similar, the candidate repeated structure is considered to be an instance of the repeated structure and is adapted in accordance with the adapting instructions found in the template.

[0757] As seen in FIG. 28E, if the first instance in the template tree of the repeated structure does not include an indication that all the element properties, aside from its name and location in the tree, should be ignored, the following takes place. For each of the candidate repeated structure elements found, its distance from the first instance of the repeated structure in the tree representation of the web page is calculated, using the box element comparison algorithm described hereinabove with reference to FIGS. 26A-26C.

[0758] Additionally, the structures of the sub-trees of the candidate repeated structure element and of the first instance of the repeated structure in the tree representation of the web page are compared. If the distance is below a predetermined threshold, and the structures of the sub-trees of the elements are similar, the candidate repeated structure is considered to be an instance of the repeated structure and is adapted in accordance with the adapting instructions found in the template. Otherwise, the candidate repeated structure is not considered to be an instance of the repeated structure.

[0759] Reference is now made to FIGS. 29A, 29B, 29C and 29D, which illustrate the results of operation of a matching algorithm on a dynamic website, preferably, but not necessarily, within the context of the VDT functionality.

[0760] FIG. 29A shows a web page 350, including a logo region 352 and a login region 354. The web page 350 has a first general layout. As seen, an operator employs the VDT functionality of FIGS. 11-18 to define a template suitable for display of an adapted web page 356, corresponding to web page 350, on a display screen 358 of a mobile communicator 360. As described hereinabove, the template is saved on a server 361, for future requests of the page 350.

[0761] Turning to FIG. 29B, it is seen that the adapted web page 356, corresponding to web page 350, is displayed on display screen 358 of the mobile communicator 360. Based on the template defined by the operator, an adapted logo region 362, corresponding to logo region 352, and an adapted login region 364, corresponding to login region 354, are provided on the mobile communicator 360.

[0762] As seen in FIG. 29A, the server 361 is preferably associated with a database 366, in which login information of users is maintained, typically in the form of cookies. If a cookie for a specific user or computer is saved in the database 366, when a user requests the same web page again, the login information of the user is retrieved from the database and a personalized web page 368 is provided, as shown in FIG. 29C.

[0763] As seen in FIG. 29C, the personalized web page 368 includes a logo region 370, a login status region 372, a website status region 374, and a personal information region 376, and typically has a very different layout than that of the initial web page 350. Due to the extreme differences in the layout, preferably the operator defines a second template, suitable for display of an adapted personalized web page 378, corresponding to personalized web page 368, on the display screen 358 of the mobile communicator 360.

[0764] Turning to FIG. 29D, it is seen that the adapted personalized web page 378, corresponding to personalized web page 368, is displayed on display screen 358 of the mobile communicator 360. Based on the second template defined by the operator, an adapted logo region 380, corresponding to logo region 370, an adapted login status region 382, corresponding to login status region 372, an adapted website status region 384, corresponding to website status region 374, and an adapted personal information region 386, corresponding to personal information region 376, are displayed on the mobile communicator 360.

[0765] It is appreciated that upon further requests of the web page, the server 361 retrieves the web page from the Internet, and converts it into a tree representation of the DOM. Subsequently, the web page is matched to a suitable template, in order to generate an adapted web page for display on a mobile communicator. Typically, in order to find the suitable template for a web page, the server finds all the templates having a scope including the requested web page. The distance between the tree representation of the web page and the tree representations of each of the templates is calculated, using the tree comparison algorithm described hereinabove with reference to FIG. 25. If the distance between the tree representation of the web page and the tree representation of a given template is below a predetermined threshold, that template is used for adapting the web page for display on a mobile communicator.

[0766] It is further appreciated that the tree comparison algorithm described hereinabove with reference to FIG. 25 is suitable for determining whether any two tree representations of DOMs match each other.

[0767] In accordance with a preferred embodiment of the present invention, there is provided a method and system for obtaining information from at least one dynamic website including:

[0768] constructing at least one template of at least a part of a web page of the at least one website when the web page is in a first state; and

[0769] employing the at least one template to extract information from at least one web page of the at least one dynamic website when at least one of the at least one web page is in a second state, different from the first state.

[0770] Typically, employing the at least one template to extract information from at least one web page of the at least one dynamic website when at least one of the at least one web page is in a second state, different from the first state, includes effecting a best match between the at least one template and document object models (DOMs) of the at least one web page in the second state.

[0771] In accordance with another preferred embodiment of the present invention, there is provided a method and system for obtaining information from at least one dynamic website including:

[0772] obtaining at least one document object model (DOM) of a web page of the at least one dynamic website when the web page is in a first state; and

[0773] employing the at least one document object model (DOM) to obtain information from at least one web page of the at least one dynamic website when at least one of the at least one web page is in a second state, different from the first state.

[0774] Typically, employing the at least one document object model (DOM) to extract information from at least one web page of the at least one dynamic website when at least
one of the at least one web page is in a second state, different from the first state, includes effecting a best match between the at least one document object model (DOM) and document object models (DOMs) of the at least one web page in the second state.

[0775] Reference is now made to FIG. 30A, which is a simplified pictorial illustration of functionality for reconstruction of fragmented images for display on a mobile communicator in accordance with a preferred embodiment of the present invention and to FIGS. 30B and 30C, which together are a simplified flow chart showing the operation of the functionality for reconstruction of fragmented images.

[0776] As seen in FIG. 30A, the functionality of the present invention is operative to display an image forming part of a web page, such as image 400 on web page 402, in the form of an adapted image 404 shown on an adapted web page 406, on a display screen 408 of a mobile communicator 410, in a manner which is particularly suitable for viewing on display screen 408. It is a particular feature of the present invention that the adapted image 404 is displayed on the display screen 408 in its complete form, even if in the web page 402 it is formed of multiple sub-images, indicated by reference numeral 412.

[0777] It is seen that a conventional web page, such as web page 402, includes an image, such as image 400, which is formed of a plurality of sub-images 412. It is a particular feature of the present invention that when a user requests a web page, such as web page 402, the web page is downloaded to a server 414, which is operative to recognize the presence of an image 400 comprised of sub images 412. The server is further operative to combine the sub images 412 into a single adapted image 404, and to supply the single adapted image 404 for display on the display screen 408.

[0778] Preferably, if one or more of the sub-images 412 includes non-image information, that non-image information is preserved outside of the single adapted image 404 during the combining of the sub-images 412.

[0779] As seen in FIG. 30A, in the prior art, when a web page containing an image formed of multiple sub-images, such as image 400, is displayed on a display screen 420 of a mobile communicator 422, only the first sub-image is displayed, as indicated by reference numeral 424.

[0780] Turning now to FIG. 30B, it is seen that a user initially requests a web page, and the web page is downloaded to the server. The server then converts the web page into a modified tree representation of the DOM.

[0781] During the analysis of the page, described hereinabove with reference to FIG. 3, fragmented images are identified. For each fragmented image, the server creates a file, typically an XML file, which includes information related to each of the sub-images and to the whole image. Typically, the source URL, top left corner, the width and the height of each sub-image is written to the XML file, in addition to the width and height dimensions of the composite image and its background color.

[0782] In the tree representation of the web page, all of the sub-images except for the first sub-image, are flagged as being invisible. In the src field of the first sub-image, the source location is replaced by the location on the server of the XML file. Preferably, the width and height of the first sub-image are ignored, in order to enable flexibility in adapting the composite image. An adapted web page, including the location on the server of the XML file, is returned to the user.

[0783] When the adapted web page is received by the mobile communicator, the mobile communicator requests the image from the server. Due to the change in the src field of the first sub image, when requesting the image from the server the location of the XML file is provided to the server, rather than the location of the sub-image.

[0784] As seen in FIG. 30C, the server retrieves the XML file corresponding to the requested image. In the server, a memory area having the dimensions of the composite image, as indicated in the XML file, is allocated, and the background color of the allocated area is set to be the background color of the image as defined in the XML file. Each of the sub-images is retrieved by using the URL indicated in the src field of its img tag, and is drawn in the allocated area in its appropriate location and having the appropriate dimensions, as indicated in the XML file.

[0785] If necessary, once the adapted image is assembled, it may be rescaled to fit the dimensions of the display screen of the mobile communicator from which it was requested. The adapted image is then converted to the file format specified in the user request, and transmitted to the user.

[0786] Reference is now made to FIGS. 31 and 32A-32D which illustrate image map functionality constructed and operative in accordance with a preferred embodiment of the present invention. The image map functionality of the present invention provides a method and system for displaying web content on a display screen including requesting a web page by a user, in response to a user request, downloading the web page to a server, recognizing, by the server, the presence in the web page of an image map containing a plurality of links, corresponding to portions of the image map; dividing the image map into a plurality of sub-images corresponding to the portions of the image map; associating the plurality of links with corresponding ones of the plurality of sub-images; and supplying the plurality of sub-images for display on the display screen.

[0787] FIG. 31 is a simplified pictorial illustration of functionality for displaying web content on a mobile communicator in accordance with a preferred embodiment of the present invention, providing image map functionality and FIGS. 32A, 32B, 32C and 32D illustrate examples of display screens of mobile communicators employing image map functionality.

[0788] As seen in FIG. 31, the functionality of the present invention is operative to display web content, such as a conventional web page 500 having an image 502 and an associated image map on a display screen 506 of a mobile communicator 508 in a manner which is particularly suitable for viewing on display screen 506.

[0789] A server 510, requesting web page 500 from the Internet, detects that the image 502 has an image map associated therewith. The image map provides links associated with specific geographical areas forming part of the image 502, such as areas designated by reference numerals 512, 514, 516 and 518.

[0790] The server 510 employs information in the image map to extract the geographical areas of the image 502 and their corresponding links and to prepare the geographical areas for display as individual images on display screen 506. This is typically achieved by employing information indicating the spatial coordinates of each geographical areas of the image 502 from the image map to copy that geographical area into a new image with which is associated a unique link, corresponding to the link designated by the image map.
[0791] As seen in FIG. 32A, a portion of an adapted web page 520 is displayed on display screen 506 of mobile communicator 508. By scrolling down, the individual geographical areas of the image 502 are sequentially displayed. The geographical areas corresponding to areas 512 and 514 are respectively designated by reference numerals 522 and 524 in FIGS. 328, 32C and 32D.

[0792] Reference is now made to FIG. 33, which is a simplified flow chart illustrating the image map functionality of FIGS. 31-32D. As seen in FIG. 33, a user initially requests a web page, and the web page is downloaded to the server. The server then converts the web page into a modified tree representation of the DOM.

[0793] During the analysis of the page, described hereinabove with reference to FIG. 3, <map> tags, indicating the presence of image maps, are located. For each <map> tag found, the image associated therewith is located.

[0794] In the adapted web page being created, a set of image links, representing each of the geographical areas of the image map, is created immediately following the image. Typically, each of the image links corresponds to a given geographical area of the image map. Each image link includes as its src field the URL of the original image, such as image 502 (FIGS. 31-32D), information indicating the borders of the geographical area to which the link corresponds, and additional information required for displaying an image on a display screen of a mobile communicator, such as display screen 506 of mobile communicator 508 (FIGS. 31-32D). An adapted web page, including the added set of links, is returned to the user.

[0795] When the adapted web page is received by the mobile communicator, the mobile communicator requests the image links from the server. The server then retrieves the image from the Internet, crops the image in accordance with the parameters provided in the link, and transmits the adapted link to the user.

[0796] It will be appreciated that the link transmitted to the user, which is displayed beneath the image, corresponds in all manners to the link defined as part of the image map in the given geographical area, and provides a link to the same web page.

[0797] Reference is now made to FIG. 34, which illustrates interactive communication between a conventional interactive web page 700 having a client-side script, such as JavaScript, and a mobile device, such as a mobile communicator 701 via a server 702 which provides client-side script emulation in accordance with a preferred embodiment of the present invention. It is seen that the web page 700 includes a radio button selection region 703 which here includes two radio buttons 704 and 706, respectively indicated as “one-way” or “return”. Below the radio button selection region 703 is an event triggering select region 708 and an event triggered select region 710. The event triggering select region 708 here includes a number of clickable departure locations and the event triggered select region 710 here includes a number of clickable destination locations. It is appreciated that the destination locations appearing in region 710 are determined by the selected departure location.

[0798] Below regions 708 and 710 there is typically found a departure date selection location 712 which enables a user to enter a desired departure date. When the “return” radio button 706 is selected, a return date selection location 714 is activated. Various other selection regions are also present on web page 700.

[0799] Reference is now made to FIGS. 35A-35C, which together are a simplified flow chart illustrating operation of client-side script emulation in accordance with a preferred embodiment of the present invention, and to FIGS. 36A-36C, which illustrate a display screen 718 of a mobile device 720, such as a Nokia 6630, illustrating the results of this emulation.

[0800] Turning to FIG. 35A, it is seen that a user requests an HTML web page from server 702, which retrieves the requested web page from the internet and searches the web page for elements that contain event attributes such as “on event” and thus require client-side script emulation. If no such elements are found, a mobile communicator adapted web page corresponding to the web page 700 is supplied by server 702 to the mobile communicator 701.

[0801] If at least one element that requires client-side script emulation is found, the following takes place on the mobile communicator adapted web page corresponding to the web page 700:

[0802] 1. Each element, such as radio buttons 704 and 706, respectively indicated as “one-way” or “return”, is replaced by an input tag of a submit type (<input type=submit . . . >) having a unique name. The visual appearance of the input tag of a submit type preferably is set to be similar to the visual appearance of the original element. Preferably, if the mobile communicator supports use of an input tag of an image type, an input tag of an image type is used instead of the input tag of a submit type. The visual appearance of the input tag of an image type typically is set to be similar to the visual appearance of the original element.

[0803] 2. If an element is not within an HTML form tag, an HTML anchor tag is created around the element.

[0804] Turning to FIG. 35B, the process continues as follows:

[0805] 3. A look-up table is created for the requested web page and indexed by the unique names of the input tags of the submit type. The table contains information such as a name of the element to which each input tag corresponds, an ID attribute of the element, the type of the element and the location of the element in the DOM of the web page 700. Alternatively, the look-up table may be replaced by any other suitable key-accessed information storage medium.

[0806] 4. An input tag of a “hidden” type is added to the HTML form defined by an HTML form tag referenced in II and III above. The value of this input tag is employed to identify the look-up table.

[0807] 5. If the element is a select element, corresponding to a select region, such as region 708 or 710 (FIG. 34), a plurality of option-displaying adapted pages, each containing a limited number of options, such as ten, are prepared. Each of the available options in the select region appears on one of the adapted option-displaying pages. Each of the available options is a link to server 702 and contains a value which is employed to identify the look-up table. If the options are arranged in a predetermined order, such as an alphabetical order, an adapted page containing a listing thereof is preferably prepared.

[0808] The adapted web page, downstream of steps I-V, is supplied to the mobile communicator 701, as web page 730, seen in FIG. 36A. It is a particular feature of the present invention that the buttons 734 and 736 which appear identical to radio buttons 704 and 706 in web page 700 (FIG. 34), have submit button functionality. Similarly, in FIG. 36B, which illustrates a scrolled down view of web page 730, select
Typically, when a user clicks on an element that is a select region, such as select region 738 (FIG. 36B), the corresponding HTML form is submitted to server 702 (FIG. 34). The server 702, upon receipt of the HTML form submission, recognizes the HTML form submission as a request to display the general listing of options 742 (FIG. 36C), if available. Alternatively, if the general listing of options is displayed, the user may select a specific adapted options displaying page 744 (FIG. 36D).

The user then selects an option. This selection operates as a HTTP request to the server 702. The server 702 identifies this request as an emulation request. The server 702 finds the unique name of the input tag of the submit type and the look up table and thus finds information to enable it to identify a corresponding option element on the DOM. The option element is found in the following manner: The server 702 again requests the web page 700 from the Internet and creates a DOM corresponding to the web page. The information found on the look-up table is employed to locate the option element on the DOM and the event attributes thereof.

An event identified by the event attributes of the element is triggered by the server 702, resulting in emulation of a user operating a conventional web browser, producing an adapted page 750, such as that shown in FIG. 36E. The information found on the lookup table is saved in an emulation list associated with the look-up table so that retrieving the look-up table also retrieves the emulation list. Alternatively, the information may be stored in any suitable storage medium.

Returning to FIG. 35B, it is seen that when a user selects an element, such as one of radio buttons 734 and 736, that has submit button functionality, but is not a select region, this selection operates as a HTTP request to the server 702. The server 702 identifies this request as an emulation request. As seen in FIG. 35C, the server 702 finds the unique name of the input tag of the submit type and the look up table and thus finds information to enable it to identify the element selected by the user. The user-selected element is found in the following manner: The server 702 again requests the web page 700 from the Internet and creates a DOM corresponding to the web page. The information found on the look-up table is employed to locate the element on the DOM.

An event identified by the event attributes of the user-selected element is triggered by the server 702, resulting in emulation of a user operating a conventional web browser, producing an adapted page 760, such as that shown in FIG. 36F. The information found on the lookup table is saved in an emulation list associated with the look-up table so that retrieving the look-up table also retrieves the emulation list. Alternatively, the information may be stored in any suitable storage medium.

If on an adapted page 750 or 760, the user selects a further element that has submit button functionality, then the selection operates as a HTTP request to the server 702. The server 702 identifies this request as an emulation request. The server 702 finds the unique name of the input tag of the submit type and the look up table and the emulation list. The emulation list contains the information of the previous emulations. The server 702 requests the web page 700 from the Internet and creates a DOM corresponding to the web page. The information of all the previous emulations in the emulation list is used to trigger the emulations in the order of their occurrence. The look-up table enables the server 702 to identify the further user-selected element. The look-up table enables the server 702 to identify the further user-selected element on the DOM.

An event identified by the event attributes of the user-selected element is triggered by the server 702, resulting in emulation of a user operating a conventional web browser, producing an adapted page 770, such as that shown in FIG. 36G. The information found on the lookup table is saved in an emulation list associated with the look-up table so that retrieving the look-up table also retrieves the emulation list. Alternatively, the information may be stored in any suitable storage medium.

Reference is now made to FIGS. 37A and 37B, which together are simplified illustrations of the structure and operation of functionality for automatic configuration of a database used to adapt web content for use with mobile communicators, constructed and operative in accordance with a preferred embodiment of the present invention, and to FIGS. 38A and 38B, which together are a simplified flow chart of operation of the functionality for automatic configuration of FIGS. 37A and 37B.

As seen in FIG. 37A, the functionality of the present invention is operative to display web content, associated with a web page 800, on a display screens of mobile communicators 802 and 804, having differing properties by employing the following general steps:

1. Receiving an http request 810 from one of the mobile communicators, typically mobile communicator 802;
2. Retrieving at least one device identifying field 812, such as a user-agent field or pattern in the http request 810, which field 812 identifies the mobile communicator 802;
3. Searching in a device identification database 814 for device properties information 816 associated with the field 812;
4. If the searching is successful, adapting web page 800 corresponding to the http request 810 in accordance with the device properties information 816; and
5. Transmitting the adapted web page 818 corresponding to the http request 810 to the mobile communicator 802.

As illustrated in FIG. 37A, the user employs mobile communicator 802 to request a web page. The http request 810 is provided to a server 819, as indicated by arrow A. The server 819 is operative to retrieve from the headers of the http request 812, at least one device identifying field 812, such as a user-agent pattern or regular expression thereof. As seen at arrow B, the device identifying field 812 is employed as a key in accessing a device identification database 814, which is typically associated with the server 819, in order to retrieve device properties information 816 therefrom.

The database 814 is preferably a hierarchal database. Typically, the process of matching the device identifying field 812 to the device properties information 816 in the database 814 begins at a root of the family of devices within the database 814, and continues down the database hierarchy to subsequent levels, until the exact device, identified by the device identifying field 812, is found, and device properties information 816 therefor are retrieved. The device properties information 816 found in the database 814 is transmitted to the server 819 as indicated by arrow C.
[0826] Subsequently or in parallel, the server 819 requests the web page corresponding to the http request 810 as indicated by arrow D, and downloads the corresponding web page, such as web page 800, from the Internet, as indicated by arrow E.

[0827] At the server 819, the web page 800 is adapted in accordance with the device properties information 816, and the adapted web page 818, corresponding to the http request 810, is transmitted to the user, as indicated by arrow F.

[0828] Turning now to FIG. 37B, it is seen that in another case, involving another mobile communicator, such as mobile communicator 804, which sends an http request 820 corresponding to a web page 821, the following general steps take place:

[0829] retrieving at least one device identifying field 822, such as a user-agent pattern in the http request 820, which field 822 identifies the mobile communicator 804;

[0830] searching in the device identification database 814 for device properties information associated with the field 822;

[0831] if the searching is not successful, as in this case, conducting at least a search of at least one external database 830 to obtain device properties information 836 regarding the mobile communicator 804;

[0832] employing information received from the search of database 830 to update the device identification database 814 with properties of the mobile communicator 804 identified by the device identifying field 822 and adapting the web page 821 corresponding to the http request 820 in accordance with the device properties information 836 obtained by the search of external database 830;

[0833] transmitting the adapted web page 838 corresponding to the http request 820 to the mobile communicator 804.

[0834] As illustrated in FIG. 37B, the user employs mobile communicator 804 to request a web page 821. The http request 820 is provided to a server 819, as indicated by arrow A. The server 819 is operative to retrieve from the headers of the http request 820, at least one device identifying field 822, such as a user-agent pattern or regular expression thereof. As seen at arrow B, the device identifying field 822 is employed as a key in accessing a device identification database 814, which is typically associated with the server 819, in order to retrieve therefrom device properties information associated with the device 804.

[0835] As seen at arrow C, some or all of the device properties information for the device identified by the device identifying field 822 is not found in database 814. Typically, for each device or device family, the database includes an indication whether auto-configuration of the device family should be carried out if properties are missing. If, in the database 814, the device family of the device 804 identified by the device identifying field 822 includes an indication that auto-configuration should be carried out, this indication is provided to the server 819.

[0836] Subsequently, the server 819 employs the device identifying field 822, and possibly additional device identifiers, such as information provided in an accept header of the http request 820, as keys in accessing at least one external database 830, to search for properties of the device therein. Typically, as seen at arrow D, the external databases 830 may be prioritized, such that a search is initially carried out in an external database, and if not all the required information is found therein, a subsequent search is carried out in additional external databases. Examples of external databases which may be used for auto-configuration are a UAPerf provided by the device manufacturer, and a WURFL database, which is accessible through http://wurfl.sourceforge.net/index.php.

[0837] As seen in FIG. 37B, some of the device properties information is found in a first external database, indicated by reference numeral 832, and is returned to the server 819, as indicated at arrow E. The remaining required device properties information is found in a second external database, indicated by reference numeral 834, and is returned to the server as indicated at arrow F.

[0838] As seen at arrow G, the device properties information collected from the external databases 830 is combined into complete device properties information 836, which is automatically added by server 819 to database 814. Typically, the device properties information includes default information automatically retrieved from database 814, and additional information obtained from external databases 830.

[0839] Preferably, an operator of database 814 may update, change, accept or reject device properties information which was automatically added to database 814.

[0840] Subsequently or in parallel, the server 819 requests the web page corresponding to the http request 820 as indicated by arrow H, and downloads the corresponding web page 821 from the Internet, as indicated by arrow I.

[0841] At the server 819, the web page 821 is adapted in accordance with the device properties information 836, and the adapted web page 838, corresponding to the http request 820, is transmitted to the user, as indicated by arrow J.

[0842] As seen with particular clarity in FIGS. 38A and 38B, it is appreciated that if the device properties information for the device identified by the device indicating field 822 is not found in any of the external databases 830, or alternatively if the device family in database 814 does not include an auto-configuration indication, the data provided in the accept header of the http request 820 and additional default data for the device family is used as device properties information, and the web page 821 is adapted accordingly.

[0843] A CD-ROM Appendix is enclosed herewith from which can be derived files which, taken together, provide functionalities in accordance with the preferred embodiment of the present invention.

[0844] In order to generate a system implementing functionalities described hereinabove, based on the CD-ROM appendix, the following method may be employed:

[0845] 1. Provide an Intel compatible computer with having the following hardware properties:

- a. Two Dual Core Intel® Xeon® 5160 processors (3.0 GHz, 1333 MHz FSB), 4 MB L2 Cache (Xeon 5100).

- b. 2 GB 667 MHz, Ranked DIMMs

- c. Two NC7781 PCI-X Gigabit NICs 10/100/1000 WOL

- d. RAID 1 setting

- e. 2x36 GB Pluggable Ultra320 SCSI15,000 rpm Universal Hard Drive

- f. 24X Low-profile IDE CD-ROM Drive

- g. Two " Ultra 320 SCSI Hot Plug Drive Bays

- h. Redundant Hot Plug Power Supplies

- i. Redundant Hot Plug Fans

[0855] 2. On the Intel compatible computer, provide the following software:


- b. Microsoft Internet Information Services 6.0
2. A method for displaying web content on a mobile communicator according to claim 1 and wherein a device identifying database operator can update said device identifying database and accept or reject updates to said device identification database based on information received from said search.

3. A method for displaying web content on a mobile communicator according to claim 2 and wherein said at least one search includes at least one of a header search and at least one external database searches.

4. A method for displaying web content on a mobile communicator according to claim 1 and wherein a device identifying database operator is enabled to set a priority of each of a plurality of search resources available for said at least one search.

5. A method for displaying web content on a mobile communicator according to claim 1 and wherein said at least one device identifying field is a user-agent field and said device identifying database is a user-agent database.

6. A method for displaying web content on a mobile communicator according to claim 1 and wherein said device identifying database is a hierarchical database.

7. A system for displaying web content on a mobile communicator comprising a server programmed to support the following functionality:

   - receiving an http request from a mobile communicator being used by a user;
   - retrieving at least one device identifying field from said http request, said at least one device identifying field identifying said mobile communicator being used by said user;
   - searching in a device identification database for device properties information associated with said at least one field;
   - if said searching is successful, adapting a web page corresponding to said http request in accordance with said device properties information;
   - if said searching is not successful, conducting at least one search of at least one external database to obtain device properties information regarding said mobile communicator identified by said device identifying field from said http request;
   - employing information received from said search to update said device identification database with properties of said mobile communicator identified in said at least one device identifying field and adapting said web page corresponding to said http request in accordance with said device properties information obtained by said search; and
   - transmitting said web page corresponding to said http request to said user mobile communicator following said adapting.

8. A system for displaying web content on a mobile communicator according to claim 7 and wherein said functionality enables a device identifying database operator to update said device identifying database and accept or reject updates to said device identification database based on information received from said search.

9. A system for displaying web content on a mobile communicator according to claim 8 and wherein said at least one search includes at least one of a header search and at least one external database searches.
10. A system for displaying web content on a mobile communicator according to claim 7 and wherein said functionality enables a device identifying database operator is enabled to set a priority of each of a plurality of search resources available for said at least one search.

11. A system for displaying web content on a mobile communicator according to claim 7 and wherein said at least one device identifying field is a user-agent field and said device identifying database is a user-agent database.

12. A system for displaying web content on a mobile communicator according to claim 7 and wherein said device identifying database is a hierarchical database.

* * * * *