Title: OPTIMIZING A DISPENSING PARAMETER OF A PRODUCT DISPENSER BASED ON PRODUCT USAGE DATA

Abstract: Systems, methods, and computer-readable media are disclosed for optimizing a value of a dispensing parameter of a product dispenser based at least in part on product usage data. The dispensing parameter may include any suitable adjustable parameter of the product dispenser including, but not limited to, a dispense duration, a volume of product (e.g., a shot size), a sheet length, a capability of a user sensor to distinguish between genuine and false triggers of the sensor, a delay setting that specifies a delay time between successive dispenses, or the like. The value of the dispensing parameter may be optimized to align an actual performance outcome with a target performance outcome. The target performance outcome may include, for example, minimizing product usage per user, maximizing user sensor reliability (e.g., a percentage of dispenses that occur in response to genuine user-initiated triggering events), and so forth.
Published:

- with international search report (Art. 21(3))
OPTIMIZING A DISPENSING PARAMETER OF A PRODUCT
DISPENSER BASED ON PRODUCT USAGE DATA

BACKGROUND

[0001] Users may utilize product dispensers that dispense a variety of types of products such as, for example, sheet products, solids, liquids, gases, or products that include - or exhibit characteristics of - multiple phases of matter such as gels, aerosols, foams, and so forth. An automated product dispenser, for example, may be configured to dispense a quantity of a product in response to detection of the movement or presence of an object (e.g., a user's hand) by a sensor. As another example, an automated product dispenser may operate in "hang-mode" and may include a tear sensor that detects when a product, such as a sheet product, has been separated from a product roll and generates a signal that causes the dispenser to dispense additional sheet product of a predetermined length. Various settings for controlling the operation of a product dispenser may be configurable such as, for example, an incremental amount of the product dispensed during each dispensing cycle.

BRIEF DESCRIPTION OF THE DRAWINGS

[0002] The detailed description is set forth with reference to the accompanying drawings. The drawings are provided for purposes of illustration only and merely depict example embodiments of the disclosure. The drawings are provided to facilitate understanding of the disclosure and shall not be deemed to limit the breadth, scope, or applicability of the disclosure. In the drawings, the left-most digit(s) of a reference numeral identifies the drawing in which the reference numeral first appears. The use of the same reference numerals indicates similar, but not necessarily, the same or identical components. However, different reference numerals may be used to identify similar components as well. Various embodiments may utilize elements or components other than those illustrated in the drawings, and some elements and/or components may not be present in various embodiments. The use of singular terminology to describe a component or element may, depending on the context, encompass a plural number of such components or elements and vice versa.
FIG. 1 is a diagram depicting a schematic representation of an illustrative product dispenser and an illustrative networked architecture that includes the product dispenser in accordance with one or more example embodiments of the disclosure.

FIG. 2 is a process flow diagram of an illustrative method for maintaining a first counter representing an aggregate amount of product dispensed in accordance with an initial value of a dispensing parameter during an initial dispensing period and a second counter representing a number of unique users that received dispenses from the product dispenser during the initial dispensing period, determining that a threshold condition is met for adjusting the initial value of the dispensing parameter, and adjusting the initial value to obtain a second value of the dispensing parameter for a second dispensing period that follows the initial dispensing period in accordance with one or more example embodiments of the disclosure.

FIGS. 3A-3B are process flow diagrams of an illustrative method for optimizing a value of a dispensing parameter based on product usage data that includes maintaining a first counter representing an aggregate amount of product dispensed during a current dispensing period in accordance with a current value of a dispensing parameter and a second counter representing a number of unique users that received dispenses from the product dispenser during the current dispensing period and comparing the first counter and the second counter to corresponding stored counters associated with a previous dispensing period to determine whether and in what manner to adjust any previous value of the dispensing parameter to obtain an updated value of the dispensing parameter for any subsequent dispensing period to the current dispensing period in accordance with one or more example embodiments of the disclosure.

FIG. 4 is a process flow diagram of an illustrative method for optimizing a capability of a product dispenser to distinguish between genuine and false triggers of a user sensor in accordance with one or more example embodiments of the disclosure.

FIGS. 5A-5B are process flow diagrams of an illustrative method for iteratively refining an estimate of a number of unique users that received dispenses from a product dispenser during a dispensing period in accordance with one or more example embodiments of the disclosure.

FIG. 6 is a schematic depiction of an example sheet product dispenser in accordance with one or more example embodiments of the disclosure.
FIG. 7 is an illustrative depiction of a portion of an example sheet product dispenser in accordance with one or more example embodiments of the disclosure.

5  DETAILED DESCRIPTION

OVERVIEW

[0010] This disclosure relates to, among other things, devices, systems, methods, computer-readable media, techniques, and methodologies for optimizing a value of a dispensing parameter of a product dispenser based at least in part on product usage data. The dispensing parameter may include any suitable adjustable parameter of the product dispenser including, but not limited to, a dispense duration, a volume of product (e.g., a shot size), a sheet length, a product concentration, a capability of a user sensor to distinguish between genuine and false triggers of the sensor, a delay setting that specifies a delay time between successive dispenses, or the like. The value of the dispensing parameter may be optimized to align an actual performance outcome with a target performance outcome. The target performance outcome may include, for example, minimizing product usage per user, maximizing user sensor reliability (e.g., a percentage of dispenses that occur in response to genuine user-initiated triggering events), and so forth.

[0011] In an example embodiment, a product dispenser may be configured to dispense a certain quantity of a product during each dispensing cycle of the dispenser. The product dispenser may be an automated product dispenser that may include a user sensor, a dispensing mechanism, and a controller configured to generate a signal to actuate the dispensing mechanism to dispense a predetermined amount of product in response to a dispense signal generated by the user sensor. More specifically, the user sensor may generate a dispense signal in response to a triggering event, and the dispense signal may be received by the controller, which may then generate an actuation signal to actuate the dispensing mechanism to dispense the predetermined amount of product. While example embodiments of the disclosure may be described in the context of automated product dispensers, it should be appreciated that such embodiments may be applicable to mechanical/manually operated product dispensers, air blowers, and so forth.
The user sensor may be, for example, a photo sensor that includes a light source that generates a beam of focused light and a light sensor that detects a disruption in the light beam caused by an object (e.g., a user's hand) and generates a dispense signal in response to the detected disruption. As another example, the user sensor may be a radar-based sensor that transmits bursts of microwave or ultrasound energy and analyzes a pattern of the reflected energy to determine whether a triggering event has occurred. The presence of an object (e.g., a user's hand) may cause the reflected energy to exhibit an irregular pattern, and the user sensor may generate a dispense signal in response to this detected irregular pattern. As yet another non-limiting example, the user sensor may be a passive infrared sensor that detects infrared energy emitted by an object. When an object (e.g., a user's hand) is in proximity of the sensor, the infrared energy detected by the sensor may fluctuate, causing the sensor to generate a dispense signal. As still another example, the product dispenser may operate in "hang-mode" in which removal of a length of sheet product exposed from an opening of the dispenser may cause a tear sensor of the dispenser to generate a dispense signal which, in turn, may cause another predetermined length of sheet product to be dispensed through the opening of the dispenser. Other example types of sensors may include, without limitation, active infrared sensors, capacitive sensors, and so forth. It should be appreciated that the above examples of types of sensors that may be employed is merely illustrative and not exhaustive.

It should further be appreciated that a product dispenser that includes a user sensor (e.g., a motion sensor, user proximity sensor, or the like) and dispenses product in response to a signal generated by the user sensor (e.g., an "on-demand" dispenser) may nonetheless also include a tear sensor that generates and sends a tear signal to the controller upon detection of a tear event. However, unlike a "hang-mode" dispenser, the controller of an "on-demand" dispenser may not initiate a dispensing cycle (e.g., energize a motor of the dispenser) responsive to receipt of the tear signal.

The dispensing mechanism of the product dispenser may include a motor that is energized by a power source (e.g., a battery) in response to an actuation signal received from a controller of the dispenser. Upon being energized, the motor may actuate a pumping mechanism and/or one or more other components of the dispensing mechanism (e.g., mechanical rollers) to cause an amount of product to be dispensed as part of a dispensing cycle. A dispensing cycle may refer to a particular instance in which the motor
is energized and other component(s) of the dispensing mechanism are actuated to cause a predetermined amount of a product to be dispensed. It should be appreciated that, in certain example embodiments, less than the predetermined amount of a product may be dispensed during a dispensing cycle. For example, user behavior may cause the dispensing cycle to end prematurely before the predetermined amount of product is dispensed. For example, a user may tear off a sheet product from a sheet product dispenser before a predetermined amount of sheet length is dispensed, thereby prematurely halting the dispensing cycle and triggering a tear sensor of the product dispenser to generate a tear signal that causes the dispenser (if the dispenser is operating in "hang-mode") to dispense an additional predetermined amount of the product as part of a subsequent dispensing cycle.

[0015] Referring to FIG. 6, an example sheet product dispenser 600 may include a sheet product supply, such as a roll 602 of sheet product (e.g., tissue or paper towel) and a feed mechanism 604 for moving sheet product within and out of the dispenser 600. The feed mechanism 604 (depicted in more detail in FIG. 7) may include a drive roller 702, a pinch roller 704 positioned in close proximity to the drive roller 702 to form a pinch or "nip" there between. The roll 602 of sheet product may be supported on roll holders apart from the drive roller 702 and the pinch roller 704, and a free end of the roll 602 may be threaded through the nip formed between the drive roller 702 and the pinch roller 704.

The product dispenser 600 may be adapted for hands-free operation for dispensing one or more rolls 602 of sheet product.

[0016] The dispenser 600 may include a motor 610 and a transmission 612. The motor 610 may be, for example, a brushed direct current (DC) motor, a DC stepper motor, or the like. The transmission 612 may include any combination of gears, pulleys, belts, or the like for transferring rotational forces from the motor 610 to the feed mechanism 604. In an example embodiment, the transmission 612 may include a motor shaft that couples the motor 610 to the drive roller 702. The motor 610 may be powered by a power supply (not shown), such as a battery pack or external AC (e.g., with an appropriate transformer and adapter) or a DC power supply. Moreover, the dispenser 600 may be configured to be switched between battery power and AC power.

[0017] In operation, in response to an actuation signal generated by a controller 608 of the dispenser 600, a power supply may energize the motor 610 which may, in turn, actuate
the drive roller 702 via the transmission 612. The actuation signal may be generated in response to a signal received from a user sensor 614 of the dispenser 600. Rotation of the drive roller 702 may cause the pinch roller 704 to rotate, thereby causing the sheet product to be pulled from the roll 602 through the nip formed between the drive roller 702 and the pinch roller 704 under the force of friction.

If the dispenser 600 is operating in hang-mode for example, the dispenser 600 may be configured to dispense sheet product in response to a signal received from a tear sensor of the dispenser 600. As depicted in FIG. 6 and in more detail in FIG. 7, the dispenser 600 may include a tear assembly 606 that may, in turn, include a tear bar 706 pivotably mounted to a body of the dispenser 600 and a switch 708 in communication with the controller 608. In operation, to remove a portion 710 of the sheet product roll 602, a user may apply a force on the portion 710 which may cause the portion 710 to engage the tear bar 706 and cause the tear bar 706 to pivot into contact with the switch 708. Upon engagement with the tear bar 706, the switch 708 may generate a signal indicating that a tear operation has taken place, which may be communicated to the controller 608. Upon receipt of this signal, the controller 608 may generate an actuation signal to cause a dispensing cycle to occur. It should be appreciated that in cases where perforated paper is dispensed, the tear bar 706 may be omitted.

In other example embodiments, the tear assembly 606 may include a stationary tear bar, a tear bail, and a switch in communication with the controller 606. In such example embodiments, in operation, to remove the portion 710 of the sheet product roll 602, a user may apply a force on the portion 710 against the stationary tear bar. As the portion 710 is pulled against the tear bar, contact may be made between the product sheet and the tear bail causing the tear bail to rotate into contact with the switch. Upon engagement with the tear bail, the switch may generate a signal indicating that a tear operation has taken place, which may then be communicated to the controller 608. It should be appreciated that a variety of other configurations and modes of operation are possible for the tear assembly 606.

The controller 608 may be any suitable controller such as, for example, a microcontroller. Example microcontrollers include, but are not limited to, an MSP430 Ultra-Low-Power microcontroller manufactured by Texas Instruments™, a proportional integral differential (PID) microcontroller configured to implement various stepper motor
control techniques. Microchip, Inc.’s™ CMOS FLASH-based 8-bit microcontroller, or the like. Inputs to the controller 608 may include a battery voltage signal, a tear bar activation signal, a cover switch signal, a paper length switch signal, a towel delay switch signal, a manual advance switch signal, and an ON switch signal. Outputs of the controller 608 may include motor control signals and LED signals. Motor control signals may be used to control the motor 610, and thus, the speed at which sheet product is moved by feed mechanism 604 as described herein.

[0021] In other example embodiments of the disclosure, a product dispenser may dispense solids, liquids, gases, or products that include - or exhibit characteristics of - multiple phases of matter such as gels, aerosols, foams, and so forth. For example, the product dispenser may be a soap dispenser. Such example product dispensers may include a product container for storing the product such as, for example, a bag or bottle. Such example product dispensers may further include a controller, a pump, and a motor. In response to an actuation signal received from the controller, the motor may actuate the pump to cause the pump to dispense a predetermined amount of the product (e.g., volume of product, weight of product, etc.) from the container.

[0022] In an example embodiment, a product dispenser may be initially configured to dispense a predetermined amount of a product in accordance with an initial value of a dispensing parameter. Referring to a sheet product length dispensing parameter solely for explanatory purposes, the sheet length may be pre-programmed to an initial value for an initial dispensing period. Alternatively, the initial value may be set manually using a physical button or switch or via user interaction with a user interface (e.g., a touch screen interface) of the product dispenser. It should be appreciated that the first and second dispensing periods may represent an initial dispensing period and a dispensing period that immediately follows the initial dispensing period, respectively, or may represent any two dispensing periods associated with operation of a product dispenser. The first and second dispensing periods may be consecutive or non-consecutive dispensing periods.

[0023] During the first dispensing period, a first number of dispensing cycles may be triggered, where each dispensing cycle may involve the dispensing of an amount of the product sheet corresponding to a first value of the dispensing parameter (which may be a pre-programmed initial value if, for example, the first dispensing period is an initial dispensing period). For some users, the sheet length corresponding to the first value may
be sufficient to meet their needs. However, for other users, the sheet length corresponding to the first value may be insufficient to meet their needs, in which case, such users may trigger one or more additional dispensing cycles to obtain additional amounts of sheet product. A user that triggers multiple dispensing cycles may in actuality, however, require an intermediate amount of sheet product that is less than what is dispensed as part of the multiple dispensing cycles. For example, a sheet length of 12 inches may be insufficient for a particular user, in which case, the user may trigger two dispenses of the sheet product resulting in a total of 24 inches of sheet product being dispensed. A sheet length of 16 inches may, however, may have been sufficient to meet the needs of the user. As such, the additional 8 inches of sheet product that is dispensed may constitute a waste of product.

[0024] Accordingly, example embodiments of the disclosure are directed to processes for optimizing a value of a dispensing parameter (such as sheet product length) to minimize overall usage of the product across an aggregate number of users of a product dispenser who may exhibit varying user behavior with respect to the amount of product needed to meet their consumption needs. Optimization processes disclosed herein may be performed responsive to execution of executable instructions, code, or the like by a controller of a product dispenser and/or by one or more processing units that may be provided in a remote environment from a local environment in which the dispenser is provided. The executable instructions, code, or the like may be stored on local data storage of the product dispenser and/or may be stored on one or more remote storage media.

[0025] Still referring to the example embodiment introduced above, a first counter of the accumulated value of the dispensing parameter during the first dispensing period may be maintained. For example, the first counter may represent the total amount of sheet product dispensed during the first dispensing period. In certain example embodiments, the first counter may be incremented by the first value of the dispensing parameter after each dispense that occurs during the first dispensing period.

[0026] The value of a dispensing parameter that is used to increment the counter that represents an accumulated amount of product dispensed during a dispensing period may be a pre-programmed value (as may be the case with the initial dispensing period), a value calculated in accordance with an optimization process disclosed herein, or a directly measured value. If the value is measured, any of a variety of techniques may be used to
obtain the measurement depending on the type of dispensing parameter. For example, if the dispensing parameter is sheet length, a number of revolutions of mechanical rollers of the product dispenser may be used to determine the sheet length dispensed. As another example, if the dispensing parameter is dispense duration, an amount of time that elapses between activation of the dispensing mechanism and deactivation of the dispensing mechanism may be measured. More particularly, in certain example embodiments, an amount of time that a motor of the product dispenser is activated may be measured and used as the dispense duration or correlated to a particular sheet length. Due to reduced power capacity of a power source of the dispenser (e.g., one or more batteries) over time, the motor may need to run for an increasingly longer period of time in order to dispense a same amount of product to satisfy user demands. As such, the techniques and methodologies disclosed herein for optimizing a value of a dispensing parameter, such as motor run time, can be used to automatically adjust (e.g., increase) the motor run time in order to achieve a target performance outcome such as minimizing product usage per user.

Measuring the value of the dispensing parameter (rather than using a pre-programmed value or a calculated value) may be appropriate in those scenarios in which a user prematurely halts a dispensing cycle and retrieves less than the predetermined amount of product such as, for example, when a user tears dispensed sheet product before the entire predetermined amount of sheet product is dispensed.

Still referring to the example embodiment introduced above, a second counter of an estimated number of unique users that received dispenses during the first dispensing period may also be maintained. In certain example embodiments, a predetermined period of time (e.g., 10 seconds) may be used to determine whether any two dispenses were triggered by the same user or different users. For example, if a given dispense occurred within the predetermined period of time of a previous dispense, the given dispense and previous dispense may be determined to have been triggered by the same user. Conversely, if two dispenses occurred more than the predetermined period of time apart from each other, they may be attributed to different users. In this manner, a second counter of the number of unique users that received dispenses during the first dispensing period may be maintained. As will be described in more detail later in this disclosure, the estimate of the number of unique users that used the dispenser during a dispensing period may be refined through the use of a confidence factor in order to arrive at a more accurate
estimate of the actual number of users. The confidence factor may represent the approximate likelihood that two dispenses that occurred within the predetermined period of time are attributable to the same user and may be determined using one or more statistical techniques.

5 [0028] The final values of the first and second counters may then be stored at the completion of the first dispensing period. The occurrence of any of a variety of conditions may determine when a dispensing period ends. For example, a dispensing period may end when it is determined that a threshold number of unique users have received dispenses during the dispensing period. As another non-limiting example, a dispensing period may end after a threshold period of time has elapsed. As yet another example, a dispensing period may end after a threshold number of dispensing cycles have occurred.

10 [0029] At any time after the conclusion of the first dispensing period, a second dispensing period may be initiated. As previously noted, the first and second dispensing periods may be consecutive (e.g., the second dispensing period may immediately succeed the first dispensing period) or the first and second dispensing period may be non-consecutive (e.g., one or more other dispensing periods may occur between the first and second dispensing periods). In certain example embodiments, the first value of the dispensing parameter for the first dispensing period may be adjusted to obtain a second value of the dispensing parameter for the second dispensing period. If the first dispensing period is in fact the initial dispensing period associated with operation of the dispenser, the first value of the dispensing parameter may be increased or decreased based on a default setting in order to obtain the second value of the dispensing parameter for the second dispensing period. For example, in certain example embodiments, the initial value of the dispensing parameter may be decreased to obtain the second value of the dispensing parameter based on a default assumption that a reduction in the amount of product dispensed per dispensing cycle may result in a reduced overall usage per user for a dispensing period. For example, if an initial sheet length of 10 inches is dispensed for each dispensing cycle during the first dispensing period, the sheet length may be reduced to 9 inches for the subsequent second dispensing period.

15 [0030] As will be described in more detail hereinafter, the value of the dispensing parameter for a third dispensing period that occurs at some point after the second dispensing period may then be determined based on an evaluation of the relationship
between the first value of the dispensing parameter during the first dispensing period and the second value of the dispensing parameter during the second dispensing period and the relationship between the aggregate usage per user during the first dispensing period and the aggregate usage per user during the second dispensing period. An adjustment to the dispensing parameter value for any given dispensing period subsequent to the third dispensing period may be similarly determined based on a relationship between the respective dispensing parameter values for any two prior dispensing periods and a relationship between the respective aggregate usages per user for the two prior dispensing periods.

As previously noted, in the case in which the first dispensing period is the initial dispensing period, the first value of the dispensing parameter may be adjusted (e.g., decreased) based on a default setting to obtain the second value of the dispensing parameter for the second dispensing period. If, on the other hand, the first dispensing period is some dispensing period subsequent to the initial dispensing period, the first value of the dispensing parameter may be increased or decreased to obtain the second value of the dispensing parameter for the second dispensing period based on a comparison of usage data associated with the first dispensing period and usage data associated with a previous (e.g., an immediately preceding) dispensing period, as will be described in more detail below.

In a similar manner as described above with respect to the first dispensing period, a first counter of the accumulated value of the dispensing parameter (e.g., the aggregate amount of product dispensed) during the second dispensing period may be maintained. For example, the first counter may represent the total amount of sheet product dispensed during the second dispensing period. In addition, a second counter of an estimated number of unique users that received dispenses during the second dispensing period may also be maintained. At any point after the conclusion of the second dispensing period, the second value of the dispensing parameter during the second dispensing period may be compared to the first value of the dispensing parameter during the first dispensing period. In addition, the aggregate amount of product dispensed per user (also referred to herein as accumulated value of the dispensing parameter, accumulated usage per user, aggregate usage per user, or usage data per user) during the first dispensing period may be compared to the aggregate amount of product dispensed per user during the second
dispensing period. The nature of the adjustment made (if any) to a previous value of the dispensing parameter to obtain a third value of the dispensing parameter for a third dispensing period may be determined based on these comparisons.

[0033] While example embodiments of the disclosure discussed herein may describe an adjustment to the second value of the dispensing parameter during the second dispensing period to obtain the third value of the dispensing parameter for use during a third dispensing period, it should be appreciated that the results of comparing usage data for the first and second dispensing periods may be used to adjust any previous dispensing parameter value associated with any previous dispensing period in order to obtain the third value of the dispensing parameter for the third dispensing period. Further, as previously noted, the first and second dispensing periods may not be consecutive and/or may not immediately precede the third dispensing period, but rather may represent any two historical dispensing periods. As such, the first and second dispensing parameter values and the corresponding accumulated usage values may represent stored historical values corresponding to any prior dispensing periods.

[0034] In certain example embodiments, the first and second dispensing periods may be chosen based on user consumption patterns. For example, the first and second dispensing periods may represent non-consecutive dispensing periods that occur during approximately the same time of day on different days. As an example, user traffic patterns for an airport restroom may be starkly different Monday morning at 8 AM as compared to Wednesday evening at 8 PM. In such an example, first and second dispensing periods that occur Monday mornings on different weeks may be the most appropriate dispensing periods to select for comparison of usage data to obtain a third dispensing parameter value for a third dispensing period occurring Monday morning of some subsequent week. In other example embodiments, the first and second values of the dispensing parameter and the corresponding accumulated values may not correspond to particular first and second dispensing periods, but may instead represent average values for any number of prior dispensing periods, mode values across any number of prior dispensing periods, median values across any number of dispensing periods, or the like. In certain example embodiments, dispensing data for other product dispensers (e.g., dispensing parameter values, accumulated values, etc.) may be used to optimize a dispensing parameter value for a product dispenser.
In yet further example embodiments, different datasets of dispensing data may be maintained and independently optimized based, for example, on different user consumption patterns. For example, a first product dispenser may be located in a high-traffic area that experiences steady user traffic throughout the day, whereas a second product dispenser may be located in an area that experiences relatively low user traffic throughout the day except for limited spikes in user activity (e.g., in the morning, during lunchtime, etc.). For the second product dispenser, a first dataset may be maintained for dispensing periods that coincide with the spikes in user activity and a second dataset may be maintained for dispensing periods that coincide with the low levels of user activity, where the first dataset includes dispensing parameter values that are optimized independently of dispensing parameter values included in the second dataset.

Other example scenarios in which separate datasets of dispensing parameter values may be maintained and independently optimized may involve differences in characteristics of users during different dispensing periods. For example, users of a product dispenser located in a primary school may be more likely to be adults (e.g., visitors, staff, etc.) during class hours, whereas users between class hours may be more likely to be children. Adults and children may exhibit different use characteristics. For example, children may generally consume less product due to the smaller size of their hands. As another example, adults may have more of an incentive to minimize product consumption based on a desire to conserve and prevent waste. As such, an optimization process described herein may optimize a dispensing parameter value for a dispensing period during class hours based on a first dataset of dispensing parameter values for dispensing periods that coincide with class hour time periods and may optimize the dispensing parameter value for a dispensing period between class hours based on a second dataset of dispensing parameter values for dispensing periods that coincide with time periods between class hours. It should be appreciated that the above examples are merely illustrative and not exhaustive.

Referring again to example embodiments in which the second dispensing parameter value is adjusted to obtain the third dispensing parameter value, if the second dispensing parameter value is less than the first dispensing parameter value and the aggregate usage per user for the second dispensing period is less than the aggregate usage per user for the first dispensing period, the second dispensing parameter value may be
decreased to obtain the third dispensing parameter value. The decrease in the second dispensing parameter value to obtain the third dispensing parameter value may be based on: i) the fact that a decrease in the dispensing parameter value from the first dispensing period to the second dispensing period resulted in a decreased overall usage per user for the second dispensing period as compared to the first dispensing period and ii) an assumption that a further decrease in the dispensing parameter value may result in a further decrease in the overall usage per user for the third dispensing period.

[0038] On the other hand, if the second dispensing parameter value is less than the first dispensing parameter value and the aggregate usage per user for the second dispensing period is greater than the aggregate usage per user for the first dispensing period, the second dispensing parameter value may be increased to obtain the third dispensing parameter value. The increase in the second dispensing parameter value to obtain the third dispensing parameter value may be based on: i) the fact that a decrease in the dispensing parameter value from the first dispensing period to the second dispensing period resulted in an increased overall usage per user for the second dispensing period as compared to the first dispensing period and ii) an assumption that an increase in the second dispensing parameter value may result in a decrease in the overall usage per user for the third dispensing period as compared to the second dispensing period. In this scenario, the dispensing parameter may be increased to a third value that is greater than the second dispensing parameter value but less than the first dispensing parameter value based on an assumption that an intermediate value between the first dispensing parameter value and the second dispensing parameter value may result in reduced overall usage per user for the third dispensing period as compared to the first dispensing period. For example, to obtain the third dispensing parameter value, the second dispensing parameter value may be increased to a value that is more than half way between the second dispensing parameter value and the first dispensing parameter value. In certain example embodiments, however, the second dispensing parameter value may be increased to a value that is equal to or greater than the first dispensing parameter value in order to obtain the third dispensing parameter value. This may occur, for example, if the first dispensing period is the initial dispensing period or a relatively early dispensing period in the optimization process. This may also occur if the incremental amount by which the
dispensing parameter value is adjusted is small enough to not, in and of itself, cause a significant disturbance to user behavior.

[0039] In other scenarios, the second dispensing parameter value may be greater than the first dispensing parameter value. In such scenarios, if the aggregate usage per user during the second dispensing period increased as compared to the aggregate usage per user during the first dispensing period, the second dispensing parameter value may be decreased to obtain the third dispensing parameter value. The decrease in the second dispensing parameter value to obtain the third dispensing parameter value may be based on: i) the fact that an increase in the dispensing parameter value from the first dispensing period to the second dispensing period resulted in an increased overall usage per user for the second dispensing period as compared to the first dispensing period and ii) an assumption that a decrease in the dispensing parameter value may result in a decrease in the overall usage per user for the third dispensing period as compared to the second dispensing period. In this scenario, the dispensing parameter may be decreased to a third value that is less than the second dispensing parameter value but greater than the first dispensing parameter value based on an assumption that an intermediate value between the first dispensing parameter value and the second dispensing parameter value may result in reduced overall usage per user for the third dispensing period as compared to the first dispensing period. In certain example embodiments, however, the third dispensing parameter value may be equal to or less than the first dispensing parameter value. This may occur if, for example, the first dispensing period is the initial dispensing period or a relatively early dispensing period in the optimization process. This may also occur, as similarly noted above, if the incremental amount by which the dispensing parameter value is adjusted is small enough to not, in and of itself, cause a significant disturbance to user behavior.

[0040] If, on the other hand, the second dispensing parameter value is greater than the first dispensing parameter value and the aggregate usage per user during the second dispensing period decreased as compared to the aggregate usage per user during the first dispensing period, the second dispensing parameter value may be increased to obtain the third dispensing parameter value. The increase in the second dispensing parameter value to obtain the third dispensing parameter value may be based on: i) the fact that an increase in the dispensing parameter value from the first dispensing period to the second dispensing
period resulted in a decreased overall usage per user for the second dispensing period as compared to the first dispensing period and ii) an assumption that a further increase in the dispensing parameter value may result in a further decrease in the overall usage per user for the third dispensing period as compared to the first dispensing period.

[0041] The various relationships that may exist between the first dispensing parameter value and the second dispensing parameter value and the various relationships that may exist between the aggregate usage per user for the first dispensing period and the aggregate usage per user for the second dispensing period as well as the corresponding adjustments that may be made to the second dispensing parameter value to obtain the third dispensing parameter value are shown in the table on the following page.

<table>
<thead>
<tr>
<th>Second dispensing parameter value &gt; first dispensing parameter value</th>
<th>Aggregate usage per user for second dispensing period &gt; aggregate usage per user for first dispensing period</th>
<th>Adjustment made to second dispensing parameter value to obtain third dispensing parameter value</th>
</tr>
</thead>
<tbody>
<tr>
<td>No</td>
<td>No</td>
<td>Decrease</td>
</tr>
<tr>
<td>No</td>
<td>Yes</td>
<td>Increase</td>
</tr>
<tr>
<td>Yes</td>
<td>No</td>
<td>Increase</td>
</tr>
<tr>
<td>Yes</td>
<td>Yes</td>
<td>Decrease</td>
</tr>
</tbody>
</table>

[0042] After determining the appropriate adjustment to be made to the second dispensing parameter value to obtain the third dispensing parameter value, dispensing cycles that occur during the third dispensing period may utilize the third dispensing parameter value. Upon completion of the third dispensing period, a similar process to that described above may be performed to determine the nature of the adjustment to be made to the third dispensing parameter value (or some other dispensing parameter value associated with some other previous dispensing period) to obtain a fourth dispensing value for a fourth dispensing period that succeeds the third dispensing period. The process may then be repeated iteratively in perpetuity, or alternatively for any number of dispensing periods until an optimized value or optimized range of values for the dispensing parameter is reached. In certain example embodiments, the optimization process may be repeated until a difference in aggregate usage per user between successive dispensing periods is within a predetermined threshold. In other example embodiments, the dispensing parameter value may be iteratively adjusted until no change in the aggregate usage per user is observed for
some threshold number of iterations. In other example embodiments, the dispensing parameter value may be iteratively adjusted as long as the dispenser is operational.

[0043] The amount by which the value of the dispensing parameter for a current dispensing period may be adjusted to obtain a value of the dispensing parameter for a successive dispensing period may depend on the number of iterations of the optimization process that have been performed. For example, during early iterations in the optimization process, the dispensing parameter value may be adjusted in larger increments from one dispensing period to the next dispensing period as compared to later iterations in the optimization process. Referring, solely for explanatory purposes, to an example embodiment in which the dispensing parameter is dispense duration, if we assume that the initial value of the dispensing parameter for the first dispensing period is 5 seconds (where the first dispensing period represents the initial dispensing period at a starting point of the optimization process) and the dispense duration is decremented to 4 seconds for the second dispensing period based, for example, on a default setting, and we further assume that the aggregate usage per user during the second dispensing period is less than the aggregate usage per user during the first dispensing period, then the second dispensing parameter value may be further decremented by 1 second to obtain a third dispensing parameter value of 3 seconds for a third dispensing period. If the aggregate usage per user decreases for the third dispensing period as well, and as long as the aggregate usage per user continues to decrease for subsequent dispensing periods, the dispensing parameter value may be adjusted by the same incremental amount. When, however, the aggregate usage per user actually increases during a particular dispensing period as compared to a previous (e.g., immediately preceding) dispensing period, the value of the dispensing parameter for the particular dispensing period may be increased by a smaller amount (e.g., less than 1 second) to obtain the dispensing parameter value for the next dispensing period. The optimization process may continue in this manner such that each time the aggregate usage per user increases for a given dispensing period as compared to a previous dispensing period the dispensing parameter value is adjusted by a smaller increment for a subsequent dispensing period. In this manner, an optimized dispensing parameter value or an optimized range of dispensing parameter values may be obtained.

[0044] In one or more alternative example embodiments, the amount by which the value of the dispensing parameter is adjusted from one dispensing period to the next may
be constant. This would allow meaningful adjustments to be made to the dispensing parameter value even after numerous dispensing periods, in the event that a significant change to user behavior or other dispensing conditions occurs. For example, after the optimization process has achieved an optimized value for a dispensing parameter, a different type of sheet product roll having different absorbency properties than previous rolls may be installed in a product dispenser. Due to its different absorbency properties, a different optimized value of the dispensing parameter may be associated with the different type of sheet product roll. Accordingly, in such example scenarios, more substantial adjustments to the value of the dispensing parameter (e.g., incrementing or decrementing by a constant value) may need to be made as part of the optimization process even if the dispensing parameter value had been previously optimized under different conditions. An additional example relating to decreasing battery voltage over time is described later in this disclosure.

[0045] It should be appreciated that, in certain example embodiments, certain dispensing parameters may be susceptible to more granular adjustment than other dispensing parameters. For example, it may be possible to adjust (e.g., increase or decrease) a dispense duration by X milliseconds. However, a sheet length, for example, may be adjustable in less granular increments/decrements such as 1 inch depending upon hardware, software, firmware, and/or other specifications or configurations of a product dispenser. Further, in certain example embodiments, a particular dispensing parameter may serve to accomplish the same result as another dispensing parameter. For example, using dispense duration as a dispensing parameter and optimizing a dispense duration may serve to optimize a sheet length dispensing parameter because the objective of optimizing either dispensing parameter may be to reduce aggregate usage per user. If dispensing duration is used as a dispensing parameter, changes in voltage from a power source (e.g., a decrease in battery voltage) may cause a lesser amount of product to be dispensed over time for a given dispensing duration. However, if the reduction in the amount of product dispensed were to cause the aggregate usage per user to increase, iterations of the optimization process would result in an adjustment to the dispensing parameter that increases the dispense duration in order to once again arrive at an optimum value or range of values for the dispensing duration.
In certain example embodiments, any number of different dispensing parameters that serve as proxies for a product amount may be optimized. Such dispensing parameters that may operate as proxies for a product amount include, but are not limited to, product sheet length, product volume, dispense duration, soap concentration, product weight, product area, wet wipe moisture concentration, or the like. For certain dispensing parameter proxies (e.g., product sheet length), the correlation between the dispensing parameter proxy and product amount may remain relatively constant through the life-cycle of the product dispenser, while for other dispensing parameter proxies (e.g., dispense duration), the correlation may change over time. However, as described above with respect to dispense duration, optimization processes described herein may be used to optimize the dispensing parameter proxy (and thus product amount) despite changes in the correlation between the dispensing parameter proxy and product amount.

In certain example embodiments, an adjustment in the first dispensing parameter value to obtain the second dispensing parameter value may result in no change in the aggregate usage per user. In such example embodiments, the second dispensing parameter value may nonetheless be increased or decreased to obtain a third dispensing parameter value for a third dispensing period subsequent to the second dispensing period. For example, in those example embodiments, in which the aggregate usage per user is unchanged from the first dispensing period to the second dispensing period, the direction in which the second dispensing parameter value is adjusted (e.g., whether the second dispensing parameter value is increased or decreased to obtain the third dispensing parameter value) may be the same as a direction in which the first dispensing parameter value was adjusted to obtain the second dispensing parameter value. For example, if the first dispensing parameter value was increased to obtain the second dispensing parameter value, then the second dispensing parameter value may be increased to obtain the third dispensing parameter value despite the lack of change in aggregate usage per user from the first dispensing period to the second dispensing period. Based on similar algorithmic logic, if the first dispensing parameter value was decreased to obtain the second dispensing parameter value, then the second dispensing parameter value may be decreased to obtain the third dispensing parameter value despite the lack of change in aggregate usage per user from the first dispensing period to the second dispensing period.
[0048] More specifically, assuming that the first dispensing period is not the initial dispensing period, the first dispensing parameter value may have been increased to obtain the second dispensing parameter value in either of two scenarios: 1) a scenario in which a prior dispensing value for a dispensing period prior to the first dispensing period was decreased to obtain the first dispensing parameter value and this resulted in an increase in aggregate usage per user for the first dispensing period or 2) a scenario in which the prior dispensing value for the prior dispensing period was increased to obtain the first dispensing parameter value and this resulted in a decrease in the aggregate usage per user for the first dispensing period. Similarly, the first dispensing parameter value may have been decreased to obtain the second dispensing parameter value in either of two scenarios:

1) a scenario in which the prior dispensing value was increased to obtain the first dispensing parameter value and this resulted in an increase in aggregate usage per user for the first dispensing period or 2) a scenario in which the prior dispensing value for the prior dispensing period was decreased to obtain the first dispensing parameter value and this resulted in a decrease in the aggregate usage per user for the first dispensing period. In any of these scenarios, if the increase or decrease in the first dispensing parameter value to obtain the second dispensing parameter value results in no change in the aggregate usage per user, then the second dispensing parameter value may be adjusted to obtain the third dispensing parameter value in the same direction as the adjustment to the first dispensing parameter value to obtain the second dispensing parameter value.

[0049] The example dispensing parameter of dispense duration will now be used to explain the algorithmic logic described above. Assume that the prior dispensing parameter value is 3 seconds and that this value was decreased to 2 seconds to obtain the first dispensing parameter value. If this resulted in an increase in aggregate usage per user, it may indicate that the increase in the amount of product used as a result of one or more users requesting multiple dispenses at the 2 second dispense duration who would not have requested multiple dispenses at the 3 second dispense duration exceeds the reduction in the amount of product used by other users as a result of the decrease in the dispense duration from 3 seconds to 2 seconds. As such, the first dispensing parameter value of 2 seconds may be increased to, for example, 2.5 seconds for the second dispensing parameter value. If this increase results in no change in the aggregate usage per user, it may be assumed that a further increase in the dispense duration may cause a decrease in aggregate usage per
user, since aggregate usage per user was less with a 3 second dispense duration than with either a 2 second dispense duration or a 2.5 second dispense duration. As such, the second dispensing parameter value of 2.5 seconds may be increased to obtain the third dispensing parameter value. Thus, the direction of the adjustment of the second dispensing parameter value to obtain the third dispensing parameter value may be the same as the direction of the adjustment of the prior dispensing parameter value to obtain the first dispensing parameter value despite a lack of change in aggregate usage per user between the first dispensing period and the second dispensing period. Similar algorithmic logic may be applied to the other scenarios described above.

[0050] While example embodiments of the disclosure may be described herein in connection with storing an accumulated/aggregate dispensing parameter value for a dispensing period in a first counter, storing a number of unique users during the dispensing period in a second counter, and determining a usage rate for the dispensing period as a ratio the first counter to the second counter, it should be appreciated that the usage rate for a dispensing period may be determined in a variety of alternative ways without departing from the scope of the disclosure. For example, in certain example embodiments, a "running average" or the like of the usage rate may be maintained throughout the dispensing period without explicitly maintaining the accumulated/aggregate value of a dispensing parameter in a first counter and/or the number of unique users in a second counter. The running average may be updated as each dispensing cycle of the dispensing period occurs. In addition, while in certain example embodiments, a set value of the dispensing parameter may be used to adjust the accumulated value (or the running average) with each dispensing cycle, in other example embodiments, a measured value of the dispensing parameter may be used. It should further be appreciated that the terms accumulated and aggregate may be used interchangeably herein.

[0051] Referring now to other aspects of example optimization processes described herein, a counter of the estimated number of unique users may be maintained for each dispensing period, as previously described. For example, a predetermined period of time may be used to distinguish dispenses received by a same user from dispenses received by different users. More specifically, two dispenses that occur more than a threshold period of time apart from one another may be assumed to have been dispensed to different users,
while a dispense that occurred within the threshold period of time from another dispense may be assumed to have been dispensed to the same user.

[0052] Occurrence of a dispense may refer to a time at which a dispense signal was generated, a time at which an actuation signal for actuating a dispensing mechanism is generated by a controller or received by the dispensing mechanism, a time at which a dispensing cycle is initiated, a time at which a dispensing cycle is completed, or any time during a dispensing cycle. More specifically, the threshold period of time between dispenses may be determined in a variety of ways. For example, the threshold period of time may be a time period between i) generation of a first actuation signal by the controller or receipt of the first actuation signal by the dispensing mechanism and ii) generation of a second subsequent actuation signal by the controller or receipt of the second actuation signal by the dispensing mechanism. Alternatively, the threshold period of time for distinguishing dispenses that occur to a same user or different users may be a time period between receipt of a first signal from a user sensor or a tear sensor and receipt of a second subsequent signal from the user sensor or tear sensor. In still other example embodiments, the threshold period of time may be a time period between completion of a first dispensing cycle (e.g., completion of a first motor run) and receipt or generation of a user sensor signal, tear sensor signal, or actuation signal (or initiation of a second motor run) corresponding to a second subsequent dispensing cycle. Thus, the threshold period of time may be measured between the occurrence/detection of like events (e.g., successive activations of a tear sensor of a product dispenser) or disparate events (e.g., a first activation of a tear sensor and generation of an actuation signal in connection with a subsequent activation of the tear sensor). Further, while a period of time of 10 seconds may be described herein as the predetermined period of time solely for ease of explanation, this should not be deemed limiting in any way. Rather, the predetermined period of time used to determine whether multiple dispenses should be attributed to the same user or different users may be any suitable period of time (e.g., 6 seconds, 8 seconds, 12 seconds, etc.). In particular, as will be described in more detail later in this disclosure, the predetermined period of time may be chosen to be a time period that corresponds to a minimum desired confidence factor. For example, a shorter predetermined period of time may be chosen as the number of estimated users per hour increases. Alternatively, as will be described in more detail later in this disclosure, the predetermined period of time may
be constant, and the confidence factor may be updated as traffic patterns and usage change.

[0053] In certain example embodiments of the disclosure, estimating a number of unique users based solely on whether dispenses occurred within or outside of a predetermined period of time may result in inaccurate estimates. For example, the possibility exists that two users may each request a product within the 10 seconds of each other. This possibility becomes increasing more likely as user traffic increases and more individuals approach a product dispenser within 10 seconds of each user. Thus, as user traffic increases, the capability to distinguish a number of unique users diminishes, resulting in increasingly inaccurate aggregate usage per user calculations. This in turn compromises the ability to arrive at an optimized value for a dispensing parameter.

[0054] In order to counteract the effects of increased user traffic noted above, the estimate of the number of users may be statistically refined for any given dispensing period. A confidence factor may be determined for a given set of usage data. In certain example embodiments, the usage data may be simulated usage data. As previously mentioned, the confidence factor may represent an approximate probability that two dispenses that occurred within the threshold period of time were to the same user. The confidence factor may be determined using any suitable statistical approach. An example statistical approach will be described in more detail in reference to FIGS. 5A-5B later in this disclosure. In certain example embodiments, the confidence factor may be determined as a function of an estimated number of unique users over some period of time (e.g., an hour).

[0055] It should be appreciated that, in certain example embodiments, the amount of time required to complete a dispensing cycle may represent a floor for the threshold period of time used to distinguish dispenses occurring to the same user from dispenses occurring to different users. For example, in the case of a "hang-mode" product dispenser, upon activation of the tear sensor, a certain period of time (e.g., 4-6 seconds) may be required for the tear sensor to signal the controller, the controller to generate an actuation signal to actuate the dispensing mechanism, and the dispensing mechanism to dispense an amount of product. Accordingly, any threshold period of time used to distinguish dispenses occurring to the same user or different users may need to account for this minimum period of time required to complete a dispensing cycle in order to yield a suitable estimate for the
number of unique users that receive dispenses. The threshold period of time may be chosen to account for other factors as well such as, for example, variance in user behavior, user traffic patterns, and so forth. For example, users may vary in the amount of time taken between triggering multiple dispenses, user traffic may affect the amount of time needed for a user to leave the vicinity of the dispenser and another user to approach the vicinity of the dispenser, and so forth.

[0056] In certain example embodiments, an initial estimate of the number of unique users over a period of time (e.g., over the course of a dispensing period) may be determined. More specifically, a first number of dispenses, each of which did not occur within, for example, 10 seconds of any other dispense, may be determined. The first number of dispenses may equal a first estimated number of unique users. A second number of dispenses may then be determined. Each dispense in the second number of dispenses may have occurred within, for example, 10 seconds of at least one other dispense in the second number of dispenses. The second number of dispenses may then be divided by two to obtain a second estimated number of unique users (based on the assumption that each pair of dispenses that occurred within 10 seconds of one another were received by the same user). The first estimated number of unique users and the second estimated number of unique users may then be summed to obtain a first total estimated number of unique users.

[0057] A confidence factor may then be determined for the first total estimated number of unique users. Using the confidence factor, a first statistical number of unique users, each of whom is statistically assumed to have received two dispenses within 10 seconds of each other, may be determined. The first statistical number of unique users may be determined by multiplying the second number of dispenses by the confidence factor and dividing the result by two. A second statistical number of unique users, each of whom is statistically determined to have received a dispense more than 10 seconds apart from any other dispense, may then be determined. The second statistical number of unique users may be determined by subtracting the first statistical number of unique users from the second estimated number of unique users. The first estimated number of unique users, the first statistical number of unique users, and the second statistical number of unique users may then be summed to obtain a second total estimated number of unique users.
The second total estimated number of unique users may then be compared to the first total estimated number of unique users. If the difference between the first total and the second total is non-zero, the process described above may be repeated. More specifically, a new confidence factor may be determined based on the second total estimated number of unique users, and the process described above may be repeated using the second confidence factor to obtain a third total estimated number of unique users. The process may be iteratively performed to refine the estimate of the number of actual unique users until the statistical estimate is unchanged from one iteration to the next or within some threshold difference. In general, the lower the amount of user traffic (e.g., number of users per hour), the fewer number of iterations that may be required to obtain a statistically improved estimate of the number of unique users. A more accurate estimate of the number of unique users may, in turn, improve the accuracy of the aggregate usage per user calculations for dispensing periods, and thus, the accuracy of the optimized dispensing parameter value or the optimized range of dispensing parameter values.

In one or more other example embodiments of the disclosure, a capability of a user sensor to distinguish between genuine and false triggering events may be optimized. A user sensor may detect a triggering event and generate a dispense signal. In response to receipt of the dispense signal, a controller may determine one or more characteristics of the dispense signal. A characteristic of a dispense signal may include, without limitation, an amplitude of the dispense signal, a frequency of the dispense signal, a waveform of the dispense signal, or the like. The controller may then access a sensor profile associated with the user sensor to determine, based at least in part on the sensor profile, whether the characteristic(s) of the dispense signal are within a specified tolerance of signal characteristic(s) identified in the sensor profile. In certain example embodiments, this may include determining that the sensor profile includes or is otherwise associated with a second signal characteristic that matches a first signal characteristic of the dispense signal within a specified tolerance, determining a probability that the second signal characteristic is indicative of a genuine user-initiated triggering event, and further determining that the probability meets or exceeds a threshold probability value. For example, if the first signal characteristic of the dispense signal is an amplitude of the dispense signal, the second signal characteristic may be an amplitude of a previously received dispense signal. If the two amplitudes are within a threshold value of one another, and if a probability that the
amplitude of the previously received dispense signal is indicative of a genuine user-initiated triggering event meets or exceeds a threshold probability value (e.g., greater than or equal to 75%), it may be determined that a dispensing cycle should be initiated in response to the current dispense signal. On the other hand, if the first signal characteristic of the current dispense signal matches a second signal characteristic associated with the sensor profile within a specified tolerance, and if a probability that the second signal characteristic is indicative of genuine user-initiated triggering event is below the specified threshold probability value, that dispensing cycle may not be initiated in response to the current dispense signal because it may be determined that the current dispense signal is unlikely to be indicative of a genuine user-initiated triggering event, and a dispensing cycle may not be initiated. It should be appreciated that a probability that a dispense signal is indicative of a false trigger may be evaluated with respect to a corresponding threshold probability value in addition to or in lieu of a probability that the dispense signal is indicative of a genuine user trigger.

If, based on an evaluation of the current dispense signal with respect to the sensor profile, it is determined that the probability that the current dispense signal is indicative of a genuine user-triggering event meets or exceeds a specified threshold probability value, the controller may generate an actuation signal to cause a dispensing mechanism of the product dispenser to dispense an amount of product. A time that elapses between receipt of the dispense signal (or generation of the actuation signal or completion of the dispensing cycle) and receipt of an indication that the product has been used or retrieved may then be determined. For example, if the product dispenser dispenses towel, retrieval of the dispensed product may be determined based on activation of a tear sensor. As another example, if the product dispenser dispenses solids, liquids, gases, or a mixed-phase product such as an aerosol, foam, gel, or the like, for example a soap product, use/retrieval of the dispensed product may be determined based upon deactivation of a sensor, such as a user request sensor, that detects a user's hand that would receive soap in a particular location relative to the dispenser.

If the elapsed time is within a predetermined threshold range of time, the controller may determine that the dispense signal was indicative of a genuine user-initiated triggering event, in which case, the sensor profile may be modified to indicate an increased likelihood (e.g., an increased probability) that characteristic(s) of the dispense
signal are indicative of a genuine trigger. If, on the other hand, the elapsed time is not within the predetermined threshold range of time, that is, that an indication of use/retrieval of the dispensed product was not received within the threshold range of time from a time corresponding to receipt of the dispense signal, generation of the actuation signal, initiation of the dispensing cycle, or completion of the dispensing cycle, then the sensor profile may be modified to indicate a decreased likelihood (e.g., a decreased probability) that the characteristic(s) of the dispense signal are indicative of a genuine user trigger, and therefore, an increased likelihood (e.g., an increased probability) that the characteristics(s) of the dispense signal are indicative of a false trigger. In an example embodiment involving a towel dispenser, if an elapsed time between receipt of the dispense signal and receipt of a tear sensor activation signal is within a predetermined threshold range of time (e.g., 0 to 4 seconds), this may constitute evidence of typical user behavior and may indicate that the dispense signal was characteristic of a genuine user request for product. As such, the sensor profile may be modified to indicate an increased likelihood that characteristic(s) of the dispense signal are indicative of a genuine trigger. If, on the other hand, an elapsed time between receipt of the dispense signal and receipt of a tear sensor activation signal is not within a predetermined threshold range of time (e.g., 0 to 4 seconds), this may constitute evidence contrary to genuine user behavior and may indicate that the dispense signal was not characteristic of a genuine user request for product. As such, the sensor profile may be modified to indicate a decreased likelihood that characteristic(s) of the dispense signal are indicative of a genuine trigger.

[0062] Along similar lines, in an example embodiment involving a soap dispenser, if an elapsed time of continuous receipt of the dispense signal, which may constitute evidence of the presence of a user's hand, is within a predetermined threshold range of time (e.g., 1 to 2 seconds), this may constitute evidence of typical user behavior and may indicate that the dispense signal was characteristic of a genuine user request for product. As such, the sensor profile may be modified to indicate an increased likelihood that characteristic(s) of the dispense signal are indicative of a genuine trigger. If, on the other hand, an elapsed time of continuous receipt of the dispense signal is not within a predetermined threshold range of time (e.g., 1 to 2 seconds), this may constitute evidence that the dispense signal was not characteristic of a genuine user request for product. As such, the sensor profile may be modified to indicate a decreased likelihood that
characteristic(s) of the dispense signal are indicative of a genuine trigger. The above process may continue iteratively such that the sensor profile is refined over time to more accurately distinguish dispense signals indicative of genuine user triggers from dispense signals indicative of false triggers.

[0063] Example embodiments of the disclosure provide a number of technical features or technical effects. For example, in accordance with example embodiments of the disclosure, a dispensing parameter value may be optimized to achieve a desired performance outcome (e.g., minimized product usage, maximized user sensor reliability, etc.) in an automated fashion that accounts for fluctuations in user traffic, user behavior, or the like and that does not require manual user adjustment of the dispensing parameter. It should be appreciated that the above examples of technical features and/or technical effects of example embodiments of the disclosure are merely illustrative and not exhaustive.

[0064] One or more illustrative embodiments of the disclosure have been described above. The above-described embodiments are merely illustrative of the scope of this disclosure and are not intended to be limiting in any way. Accordingly, variations, modifications, and equivalents of embodiments disclosed herein are also within the scope of this disclosure. The above-described embodiments and additional and/or alternative embodiments of the disclosure will be described in detail hereinafter through reference to the accompanying drawings.

ILLUSTRATIVE DEVICE ARCHITECTURE

[0065] FIG. 1 is a diagram depicting a schematic representation of an illustrative product dispenser 102 and an illustrative networked architecture 100 that includes the product dispenser 102 in accordance with one or more example embodiments of the disclosure. The product dispenser 102 may be any suitable product dispenser including, but not limited to, automated product dispensers that dispense product in response to activation of a user sensor, tear sensor, or the like. While example embodiments may be described in connection with automated product dispensers, it should be appreciated that such example embodiments may be applicable to mechanically/manually operated product dispensers, air blowers, or the like.
In an illustrative configuration, the product dispenser 102 may include one or more controllers 112, one or more memory devices 114 (generically referred to herein as memory 114), one or more input/output ("I/O") Interface(s) 116, one or more network interfaces 118, one or more sensors or sensor interfaces 120, one or more transceivers 122, and data storage 126. The product dispenser 102 may further include one or more buses 124 that functionally couple various components of the product dispenser 102. The product dispenser 102 may further include one or more antennas 140 that may include, without limitation, a cellular antenna for transmitting or receiving signals to/from a cellular network infrastructure, an antenna for transmitting or receiving Wi-Fi signals to/from an access point (AP), a Global Navigation Satellite System (GNSS) antenna for receiving GNSS signals from a GNSS satellite, a Bluetooth antenna for transmitting or receiving Bluetooth signals, a Near Field Communication (NFC) antenna for transmitting or receiving NFC signals, and so forth. These various components will be described in more detail hereinafter.

The bus(es) 124 may include at least one of a system bus, a memory bus, an address bus, or a message bus, and may permit exchange of information (e.g., data (including computer-executable code), signaling, etc.) between various components of the product dispenser 102. The bus(es) 124 may include, without limitation, a memory bus or a memory controller, a peripheral bus, an accelerated graphics port, and so forth. The bus(es) 124 may be associated with any suitable bus architecture including, without limitation, an Industry Standard Architecture (ISA), a Micro Channel Architecture (MCA), an Enhanced ISA (EISA), a Video Electronics Standards Association (VESA) architecture, an Accelerated Graphics Port (AGP) architecture, a Peripheral Component Interconnects (PCI) architecture, a PCI-Express architecture, a Personal Computer Memory Card International Association (PCMCIA) architecture, a Universal Serial Bus (USB) architecture, and so forth.

The memory 114 of the product dispenser 102 may include volatile memory (memory that maintains its state when supplied with power) such as random access memory (RAM) and/or non-volatile memory (memory that maintains its state even when not supplied with power) such as read-only memory (ROM), flash memory, ferroelectric RAM (FRAM), and so forth. In certain example embodiments, volatile memory may enable faster read/write access than non-volatile memory. However, in certain other
example embodiments, certain types of non-volatile memory (e.g., FRAM) may enable faster read/write access than certain types of volatile memory.

[0069] In various implementations, the memory 114 may include multiple different types of memory such as various types of static random access memory (SRAM), various types of dynamic random access memory (DRAM), various types of unalterable ROM, and/or writeable variants of ROM such as electrically erasable programmable read-only memory (EEPROM), flash memory, and so forth. The memory 114 may include main memory as well as various forms of cache memory such as instruction cache(s), data cache(s), translation lookaside buffer(s) (TLBs), and so forth. Further, cache memory such as a data cache may be a multi-level cache organized as a hierarchy of one or more cache levels (L1, L2, etc.).

[0070] The data storage 126 may include removable storage and/or non-removable storage including, but not limited to, magnetic storage, optical disk storage, and/or tape storage. The data storage 126 may provide non-volatile storage of computer-executable instructions and other data. The memory 114 and the data storage 126, removable and/or non-removable, are examples of computer-readable storage media (CRSM) as that term is used herein.

[0071] The data storage 126 may store computer-executable code, instructions, or the like that may be loadable into the memory 114 and executable by the controller(s) 112 to cause the controller(s) 112 to perform or initiate various operations. The data storage 126 may additionally store data that may be copied to memory 114 for use by the controller(s) 112 during the execution of the computer-executable instructions. Moreover, output data generated as a result of execution of the computer-executable instructions by the controller(s) 112 may be stored initially in memory 114, and may ultimately be copied to data storage 126 for non-volatile storage.

[0072] More specifically, the data storage 126 may store one or more program modules, applications, or the like such as, for example, one or more dispensing parameter optimization modules 128 which, in turn, may include one or more sub-modules such as, for example, one or more dispensing parameter value adjustment modules 130 and one or more unique user determination modules 132. The data storage 126 may further store one or more dispensing control modules 134. The data storage 126 may additionally store any of a variety of other types of modules such as, for example, one or more application
modules associated with one or more applications executable on the product dispenser 102. It should be appreciated that, in various example embodiments, the data storage 126 may not be provided, and any program modules or other data depicted or described as being potentially stored in the data storage 126 may be stored in the memory 114 (e.g., non-volatile memory) instead.

[0073] Referring now to functionality supported by the various program modules depicted in FIG. 1, the dispensing control module(s) 134 may include computer-executable instructions, code, or the like that responsive to execution by one or more of the controller(s) 112 may cause an actuation signal to be generated in response to a dispense signal received from a user sensor 120, a tear sensor 120, or the like. The actuation signal may cause a dispensing mechanism 136 of the product dispenser 102 to dispense a predetermined amount of product as part of a dispensing cycle during a dispensing period. A dispensing period may include any number of dispensing cycles during which predetermined amounts of products are dispensed to users 104.

[0074] More specifically, in certain example embodiments, the actuation signal may cause a voltage to be supplied from a power source (e.g., a battery) (not shown) to actuate a motor of the dispensing mechanism 136 to cause a predetermined amount of product from a product supply 138 to be dispensed. The actuation signal may cause a voltage to be supplied to the motor of the dispensing mechanism 136 for a sufficient duration to cause the motor to actuate one or more other components of the dispensing mechanism 136 (e.g., one or more rollers, a pump, a fan, etc.) to dispense a predetermined amount of product in accordance with a current value of a dispensing parameter. As previously noted, the dispensing parameter may include any suitable parameter including, but not limited to, a dispense duration, a sheet length, a volume of product, or the like.

[0075] The dispensing parameter optimization module(s) 128 may include computer-executable instructions, code, or the like that responsive to execution by one or more of the controller(s) 112 may cause one or more iterations of a dispensing parameter value optimization process to be performed in accordance with example embodiments of the disclosure. As previously described and as will be described in more detail later in this disclosure, the dispensing parameter value optimization process may include maintaining, for any two dispensing periods, respective first counters representing an aggregate amount of product dispensed for each dispensing period and respective second counters
representing a number of unique users that received dispenses for each dispensing period, and determining a relationship between the respective first counters and a relationship between the respective second counters in order to determine, in accordance with algorithmic logic, whether a current (or some previous) dispensing parameter value should be increased, decreased, or remain unchanged to obtain a dispensing parameter value for a subsequent dispensing period.

[0076] The dispensing parameter value adjustment module(s) 130 may include computer-executable instructions, code, or the like that responsive to execution by one or more of the controller(s) 112 may cause a current value (or some previous value) of a dispensing parameter for a current (or previous) dispensing period to be increased, decreased, or remain unmodified based on the results of a current iteration of the dispensing parameter value optimization process in order to obtain a subsequent dispensing parameter value for a subsequent dispensing period. The dispensing parameter optimization module(s) 128 may further include computer-executable instructions, code, or the like that responsive to execution by one or more of the controller(s) 112 may cause processing to be performed to optimize a capability of a user sensor 120 of the product dispenser 102 to distinguish between genuine and false triggers.

[0077] The unique user determination module(s) 132 may include computer-executable instructions, code, or the like that responsive to execution by one or more of the controller(s) 112 may cause processing to be performed to determine a number of unique users during a dispensing period using, for example, a threshold period of time between dispensing cycles to determine whether any two given dispenses are attributable to the same user or different users. The unique user determination module(s) 132 may further include computer-executable instructions, code, or the like that responsive to execution by one or more of the controller(s) 112 may cause processing to be performed to refine an estimate of the number of unique users for a dispensing period using a statistical process that employs a statistically determined confidence factor.

[0078] Referring now to other illustrative components of the product dispenser 102, the controller(s) 112 may be configured to access the memory 114 and execute computer-executable instructions loaded therein. For example, the controller(s) 112 may be configured to execute computer-executable instructions of the various program modules of the product dispenser 102 to cause or facilitate various operations to be performed in
accordance with one or more embodiments of the disclosure. The controller(s) 112 may include any suitable processing unit capable of accepting data as input, processing the input data in accordance with stored computer-executable instructions, and generating output data. The controller(s) 112 may include any type of suitable processing unit including, but not limited to, a central processing unit, a microprocessor, a Reduced Instruction Set Computer (RISC) microprocessor, a Complex Instruction Set Computer (CISC) microprocessor, a microcontroller, an Application Specific Integrated Circuit (ASIC), a Field-Programmable Gate Array (FPGA), a System-on-a-Chip (SoC), a digital signal processor (DSP), and so forth. Further, the controller(s) 112 may have any suitable microarchitecture design that includes any number of constituent components such as, for example, registers, multiplexers, arithmetic logic units, cache controllers for controlling read/write operations to cache memory, branch predictors, or the like. The microarchitecture design of the controller(s) 112 may be capable of supporting any of a variety of instruction sets.

In addition, the product dispenser 102 may include one or more input/output (I/O) interfaces 116 that may facilitate the receipt of input information by the product dispenser 102 from one or more I/O devices as well as the output of information from the product dispenser 102 to the one or more I/O devices. The I/O devices may include, for example, one or more user interface devices that facilitate interaction between a user and the product dispenser 102 including, but not limited to, a display, a keypad, a pointing device, a control panel, a touch screen display, a stylus, a remote control device, a microphone, a speaker, and so forth. The I/O devices may further include, for example, any number of peripheral devices such as data storage devices, printing devices, and so forth.

The product dispenser 102 may further include one or more network interfaces 118 via which the product dispenser 102 may communicate with any of a variety of other systems, platforms, networks, devices, and so forth. Such communication may occur via any of the types of networks previously described. The product dispenser 102 may be configured to communicate via one or more networks 110 with, for example, one or more back-end servers 106. The network(s) 110 may include, but are not limited to, any one or more different types of communications networks such as, for example, cable networks, public networks (e.g., the Internet), private networks (e.g., frame-relay networks), wireless
networks, cellular networks, telephone networks (e.g., a public switched telephone network), or any other suitable private or public packet-switched or circuit-switched networks. Further, the network(s) 110 may have any suitable communication range associated therewith and may include, for example, global networks (e.g., the Internet), metropolitan area networks (MANs), wide area networks (WANs), local area networks (LANs), or personal area networks (PANs). In addition, the network(s) 110 may include communication links and associated networking devices (e.g., link-layer switches, routers, etc.) for transmitting network traffic over any suitable type of medium including, but not limited to, coaxial cable, twisted-pair wire (e.g., twisted-pair copper wire), optical fiber, a hybrid fiber-coaxial (HFC) medium, a microwave medium, a radio frequency communication medium, a satellite communication medium, or any combination thereof.

[0081] In addition, the product dispenser 102 may include one or more antenna(s) 140 that may include any suitable type of antenna depending, for example, on the communications protocols used to transmit or receive signals via the antenna(s) 140. Non-limiting examples of suitable antennas may include directional antennas, non-directional antennas, dipole antennas, folded dipole antennas, patch antennas, multiple-input multiple-output (MIMO) antennas, or the like. The antenna(s) 140 may be communicatively coupled to one or more transceivers 122 or radio components to which or from which signals may be transmitted or received.

[0082] As previously described, the antenna(s) 140 may include a cellular antenna configured to transmit or receive signals in accordance with established standards and protocols, such as Global System for Mobile Communications (GSM), 3G standards (e.g., Universal Mobile Telecommunications System (UMTS), Wideband Code Division Multiple Access (W-CDMA), CDMA2000, etc.), 4G standards (e.g., Long-Term Evolution (LTE), WiMax, etc.), direct satellite communications, or the like.

[0083] The antenna(s) 140 may additionally, or alternatively, include a Wi-Fi antenna configured to transmit or receive signals in accordance with established standards and protocols, such as the IEEE 802.11 family of standards, including via 2.4 GHz channels (e.g. 802.11b, 802.11g, 802.11n), 5 GHz channels (e.g. 802.11a, 802.11ac), or 60 GHz channels (e.g. 802.11ad). In alternative example embodiments, the antenna(s) 232 may be configured to transmit or receive radio frequency signals within any suitable frequency range forming part of the unlicensed portion of the radio spectrum.
The antenna(s) 140 may additionally, or alternatively, include a GNSS antenna configured to receive GNSS signals from three or more GNSS satellites carrying time-position information to triangulate a position therefrom. Such a GNSS antenna may be configured to receive GNSS signals from any current or planned GNSS such as, for example, the Global Positioning System (GPS), the GLONASS System, the Compass Navigation System, the Galileo System, or the Indian Regional Navigational System.

The transceiver(s) 122 may include any suitable radio component(s) for transmitting and/or receiving radio frequency (RF) signals in the bandwidth and/or channels corresponding to the communications protocols utilized by the product dispenser 102 to communicate with other devices. The transceiver(s) 122 may include hardware, software, and/or firmware for modulating, transmitting, or receiving - potentially in cooperation with any of antenna(s) 140 - communications signals according to any of the communications protocols discussed above including, but not limited to, one or more Wi-Fi and/or Wi-Fi direct protocols, as standardized by the IEEE 802.11 standards, one or more non-Wi-Fi protocols, or one or more cellular communications protocols or standards. The transceiver(s) 122 may further include hardware, firmware, or software for receiving GNSS signals. The transceiver(s) 122 may include any known receiver and baseband suitable for communicating via the communications protocols utilized by the product dispenser 102. The transceiver(s) 122 may further include a low noise amplifier (LNA), additional signal amplifiers, an analog-to-digital (A/D) converter, one or more buffers, a digital baseband, or the like.

The sensor(s)/sensor interface(s) 120 may include or may be capable of interfacing with any suitable type of sensing device such as, for example, a sheet length sensor, a tear sensor, a photo sensor, a radar-based sensor, a passive infrared sensor, an active infrared sensor, a capacitive sensor, or any other suitable type of sensor capable of being triggered, for example, by the presence, motion, or quantity of an object.

Further, although not depicted in FIG. 1, the product dispenser 102 may further include an operating system (O/S) that may be loaded from the data storage 126 into the memory 114 and that may provide an interface between other software modules executing on the product dispenser 102 and hardware resources of the product dispenser 102. More specifically, the O/S may include a set of computer-executable instructions for managing hardware resources of the product dispenser 102 and for providing common services to
other program modules (e.g., managing memory allocation among various program modules).

[0088] In addition, the product dispenser 102 may include a database management system (DBMS) that may be loaded into the memory 114 from the data storage 126 and that may support functionality for accessing, retrieving, storing, and/or manipulating data stored in the memory 114 and/or data stored in the data storage 126. The DBMS may be, for example, a light-weight DBMS optimized for performance on the product dispenser 102. The DBMS may use any of a variety of database models (e.g., relational model, object model, etc.) and may support any of a variety of query languages. The DBMS may access data represented in one or more data schemas and stored in any suitable data repository including, but not limited to, one or more of the datastore(s) 108, which may include databases (e.g., relational, object-oriented, etc.), file systems, flat files, distributed datastores in which data is stored on more than one node of a computer network, peer-to-peer network datastores, or the like.

[0089] The back-end server(s) 106 may include any suitable computing device and may include any of the illustrative types of hardware, firmware, and/or software components described in relation to the product dispenser 102. The back-end server(s) 106 may be configured to receive usage data for the dispenser 102 (and any number of additional dispensers), analyze the usage data, and generate performance data indicative of performance metrics associated with operation of the dispenser 102. For example, the back-end server(s) 106 may generate performance data that indicates changes in the aggregate usage per user for the product dispenser 102 over some period of time. The performance data may be used to evaluate the optimization process and to determine whether one or more modifications to the process (e.g., modifying an incremental amount by which a dispensing parameter value is incremented or decremented from one dispensing period to the next) may be needed based on user behavior trends identified from the performance data. For example, if the usage data indicates increased user traffic for one or more dispensing periods, the duration of a dispensing period may be shortened. As another example, if the usage data indicates increased user traffic, the predetermined threshold time period used to distinguish dispenses occurring to a same user or to different users may be decreased in order to maintain a desired confidence factor. It should be appreciated that the above examples are merely illustrative and not exhaustive. It should
further be appreciated that any of the processing that may be performed responsive to
execution of any of the program modules of the product dispenser 102 may be performed, at least in part, by the back-end server(s) 106. For example, the back-end server(s) 106 and the product dispenser 102 may execute the dispensing parameter value optimization process in a distributed fashion. Further, the analysis and generation of performance data may be performed, at least in part, by executable logic stored on the product dispenser 102.

[0090] Various data that may be utilized or generated by the product dispenser 102 and/or the back-end server(s) 106 may be stored in the datastore(s) 108. The data may include, for example, counter values 142, dispensing parameter values 144, confidence factors 146, and any other suitable types of data 148. The counter values may include respective first counter values representing aggregate usage for each of any number of dispensing periods and/or respective second counter values representing an estimated number of unique users for each of any number of dispensing periods. The dispensing parameter values 144 may include a pre-programmed or manually set initial dispensing parameter value, respective calculated values for each of any number of dispensing periods, measured dispensing parameter values, and so forth. The confidence factors 146 may include different confidence factors calculated for different estimated numbers of unique users for any number of dispensing periods. The other data 148 may include any other suitable data such as dispense signal characteristics, a sensor profile of the product dispenser 102, and so forth. Any of the data depicted as being stored in the datastore(s) 108 may be generated by the product dispenser 102 and/or the back-end server(s) 106 and may be additionally, or alternatively, stored in the data storage 126 and/or the memory 114 of the product dispenser 102 and/or in suitable storage media of the back-end server(s) 106.

[0091] It should be appreciated that the back-end server(s) 106, the datastore(s) 108, and the network(s) 110 may be optional in certain example embodiments of the disclosure. In addition, in certain example embodiments, all of the algorithmic logic for performing optimization processes as described herein may reside locally on the product dispenser 102, thereby obviating the need for the product dispenser 102 to communicate over a network. Thus, in certain example embodiments, the network interface(s) 118, transceiver(s) 122, and antenna(s) 140 may not be present.
It should be appreciated that the program modules, applications, computer-executable instructions, code, data, or the like depicted in FIG. 1 as being stored in the data storage 126 and the datastore(s) 108 are merely illustrative and not exhaustive and that processing described as being supported by any particular module may alternatively be distributed across multiple modules or performed by a different module. In addition, various program module(s), script(s), plug-in(s), Application Programming Interface(s) (API(s)), or any other suitable computer-executable code hosted locally on the product dispenser 102, on the back-end server(s) 106, and/or hosted on other computing device(s) accessible via one or more of the network(s) 110, may be provided to support functionality provided by the program modules, applications, or computer-executable code depicted in FIG. 1 and/or additional or alternate functionality. Further, functionality may be modularized differently such that processing described as being supported collectively by the collection of program modules depicted in FIG. 1 may be performed by a fewer or greater number of modules, or functionality described as being supported by any particular module may be supported, at least in part, by another module. In addition, program modules that support the functionality described herein may form part of one or more applications executable across any number of systems or devices in accordance with any suitable computing model such as, for example, a client-server model, a peer-to-peer model, and so forth. In addition, any of the functionality described as being supported by any of the program modules depicted in FIG. 1 may be implemented, at least partially, in hardware and/or firmware across any number of devices.

It should further be appreciated that any of the components of the networked architecture 100 may include alternate and/or additional hardware, software, or firmware components beyond those described or depicted without departing from the scope of the disclosure. More particularly, it should be appreciated that software, firmware, or hardware components depicted as forming part of the product dispenser 102 are merely illustrative and that some components may not be present or additional components may be provided in various embodiments. While various illustrative program modules have been depicted and described as software modules stored in data storage 126, it should be appreciated that functionality described as being supported by the program modules may be enabled by any combination of hardware, software, and/or firmware. It should further be appreciated that each of the above-mentioned modules may, in various embodiments,
represent a logical partitioning of supported functionality. This logical partitioning is depicted for ease of explanation of the functionality and may not be representative of the structure of software, hardware, and/or firmware for implementing the functionality. Accordingly, it should be appreciated that functionality described as being provided by a particular module may, in various embodiments, be provided at least in part by one or more other modules. Further, one or more depicted modules may not be present in certain embodiments, while in other embodiments, additional modules not depicted may be present and may support at least a portion of the described functionality and/or additional functionality. Moreover, while certain modules may be depicted and described as sub-modules of another module, in certain embodiments, such modules may be provided as independent modules or as sub-modules of other modules.

ILLUSTRATIVE PROCESSES

[0094] FIG. 2 is a process flow diagram of an illustrative method 200 for maintaining a first counter representing an aggregate amount of product dispensed in accordance with an initial value of a dispensing parameter during an initial dispensing period and a second counter representing a number of unique users that received dispenses from the product dispenser during the initial dispensing period, determining that a threshold condition is met for adjusting the initial value of the dispensing parameter, and adjusting the initial value to obtain a second value of the dispensing parameter for a second dispensing period that follows the initial dispensing period in accordance with one or more example embodiments of the disclosure.

[0095] At block 202, computer-executable instructions of the dispensing parameter optimization module(s) 128 may be executed to initialize a first counter and a second counter to zero. In the context of method 200, the first counter may be used to maintain a running count of an accumulated/aggregate value of a dispensing parameter during an initial dispensing period. For example, the first counter may represent, at any given point during the initial dispensing period, an aggregate amount of sheet product that has dispensed during the initial dispensing period up until that point. As another example, the first counter may represent a running count of an aggregate dispense duration for dispenses that have occurred during the initial dispensing period.
At block 204, computer-executable instructions of the dispensing control module(s) 134 may be executed to determine whether a dispense signal has been generated by/received from a sensor 120 of the product dispenser 102. If no dispense signal is detected, the determination at block 204 may be performed iteratively until a dispense signal is detected. On the other hand, if a dispense signal is detected, the controller(s) 112 may execute computer-executable instructions of the dispensing control module(s) 134 at block 206 to generate an actuation signal and communicate the actuation signal to the dispensing mechanism 136 of the product dispenser 102 to cause the dispensing mechanism 136 to dispense an amount of a product from the product supply 138. The product may be dispensed in accordance with an initial value of the dispensing parameter for the initial dispensing period. As previously noted, the dispensing parameter may be a dispense duration, a sheet product length, a volume of product, or any other suitable dispensing parameter. In an example embodiment, the initial value of the dispensing parameter may be a pre-programmed value or a value that is manually set using a physical button or switch or via user interaction with a user interface (e.g., a touch screen interface) of the product dispenser 102.

At block 208, computer-executable instructions of the dispensing parameter optimization module(s) 128 may be executed to increment the first counter by the initial value of the dispensing parameter. In certain example embodiments, rather than incrementing the first counter by the initial pre-programmed or preset initial value, the first counter may be incremented by a measured value of the dispensing parameter if, for example, the measured value deviates from the initial value because a user prematurely halted the dispensing cycle.

At block 210, computer-executable instructions of the unique user determination module(s) 132 may be executed to determine whether the dispense is attributable to a new user or the same user. For example, the unique user determination module(s) 132 may determine that the dispense is attributable to a different user than a user with whom the preceding dispense is associated if a time associated with the dispensing cycle occurred more than a threshold period of time apart from a time associated with the preceding dispensing cycle. Conversely, the unique user determination module(s) 132 may determine that the dispense is attributable to the same user as the
previous dispense if a time associated with the dispensing cycle occurred within the predetermined period of time of a time associated with the preceding dispensing cycle.

[0099] In response to an affirmative determination at block 210, computer-executable instructions of the unique user determination module(s) 132 may be executed at block 212 to increment the second counter by one. In the context of method 200, the second counter may maintain a running count of the number of unique users to whom product has been dispensed up until a given point during the initial dispensing period. The method 200 may then proceed to block 214. On the other hand, in response to a negative determination at block 210, the method 200 may proceed directly to block 214 without incrementing the second counter. As will be described in more detail later in reference to FIGS. 5A-5B, the estimate of the number of unique users that used the dispenser during a dispensing period may be refined through the use of a confidence factor in order to arrive at a more accurate estimate of the actual number of users.

[0100] At block 214, computer-executable instructions of the dispensing parameter optimization module(s) 128 may be executed to determine whether a threshold condition is met for adjusting the initial value of the dispensing parameter. In the context of method 200, the threshold condition may be a condition that signals the end of the initial dispensing period such as, for example, a threshold number of dispensing cycles being reached during the initial dispensing period, a threshold number of unique users to whom product has been dispensed during the initial dispensing period, a threshold period of time having elapsed during the initial dispensing period, and so forth.

[0101] In response to a negative determination at block 214, the method 200 may return to block 204 and may be performed iteratively for each subsequent dispense request. On the other hand, in response to an affirmative determination at block 214, computer-executable instructions of the dispensing parameter value adjustment module(s) 130 may be executed at block 216 to increase or decrease the initial dispensing parameter value to obtain a second value of the dispensing parameter for a second dispensing period that follows the initial dispensing period. In certain example embodiments, the initial value of the dispensing parameter may be decreased to obtain the second value of the dispensing parameter based on a default assumption that a reduction in the amount of product dispensed per dispensing cycle may result in a reduced overall usage per user for a dispensing period. For example, if an initial sheet length of 10 inches is dispensed for
each dispensing cycle during the initial dispensing period, the sheet length may be reduced to 9 inches for the subsequent second dispensing period.

[0102] At block 218, computer-executable instructions of the dispensing parameter optimization module(s) 128 may be executed to store the final values of the first and second counters for the initial dispensing period. From block 218, the method 300 may be initiated in connection with a second dispensing period that follows the initial dispensing period. Alternatively, the method 300 may be initiated in connection with any given dispensing period corresponding to operation of a product dispenser.

[0103] FIGS. 3A-3B are process flow diagrams of an illustrative method 300 for optimizing a value of a dispensing parameter based on product usage data that includes maintaining a first counter representing an aggregate amount of product dispensed during a current dispensing period in accordance with a current value of a dispensing parameter and a second counter representing a number of unique users that received dispenses from the product dispenser during the current dispensing period and comparing the first counter and the second counter to corresponding stored counters associated with a previous dispensing period to determine whether and in what manner to adjust any previous value of the dispensing parameter to obtain an updated value of the dispensing parameter for any dispensing period subsequent to the current dispensing period in accordance with one or more example embodiments of the disclosure. It should be appreciated that the method 300 may be performed in connection with a second dispensing period that immediately follows the initial dispensing period referenced in FIG. 2 or may be performed in connection with a second dispensing period that may represent any dispensing period that follows any previous dispensing period.

[0104] At block 302, computer-executable instructions of the dispensing parameter optimization module(s) 128 may be executed to initialize a first counter and a second counter to zero. The operations at block 302 need not be performed if separate sets of first and second counters are maintained for each dispensing period. In the context of method 300, the first counter may be used to maintain a running count of an accumulated/aggregate value of a dispensing parameter during a current dispensing period.

[0105] At block 304, computer-executable instructions of the dispensing control module(s) 134 may be executed to determine whether a dispense signal has been generated by/received from a sensor 120 of the product dispenser 102. If no dispense signal is
detected, the determination at block 304 may be performed iteratively until a dispense
signal is detected. On the other hand, if a dispense signal is detected, the controller(s) 112
may execute computer-executable instructions of the dispensing control module(s) 134 at
block 306 to generate an actuation signal and communicate the actuation signal to the
dispensing mechanism 136 of the product dispenser 102 to cause the dispensing
mechanism 136 to dispense an amount of a product from the product supply 138. The
product may be dispensed in accordance with a current value of the dispensing parameter
for the current dispensing period. If the current dispensing period is a second dispensing
period that immediately follows the initial dispensing period, the current value of the
dispensing parameter may be the value generated at block 216 of method 200. If, on the
other hand, the current dispensing period is a second dispensing period that follows a first
dispensing period other than the initial dispensing period, the current value of the
dispensing parameter for the second dispensing period may have been determined in
accordance with the optimization process of method 300, as described in more detail
below.

At block 308, computer-executable instructions of the dispensing parameter
optimization module(s) 128 may be executed to increment the first counter by the current
value of the dispensing parameter. The value of a dispensing parameter that is used to
increment the first counter at block 308 may be a value determined based on a default
setting (as may be the case where the immediately preceding dispensing period was the
initial dispensing period), a value calculated in accordance with an optimization process
disclosed herein, or a directly measured value. The value may be a measured value if, for
example, the measured value deviates from the initial value because a user prematurely
halted the dispensing cycle.

At block 310, computer-executable instructions of the unique user
determination module(s) 132 may be executed to determine whether the dispense is
attributable to a new user or the same user. In response to an affirmative determination at
block 310, computer-executable instructions of the unique user determination module(s)
132 may be executed at block 312 to increment the second counter by one. In the context
of method 300, the second counter may maintain a running count of the number of unique
users to whom product has been dispensed up until a given point during the current
dispensing period. The method 300 may then proceed to block 314. On the other hand, in
response to a negative determination at block 310, the method 300 may proceed directly to block 314 without incrementing the second counter.

[0108] At block 314, computer-executable instructions of the dispensing parameter optimization module(s) 128 may be executed to determine whether a threshold condition is met for adjusting the current value of the dispensing parameter. In the context of method 300, the threshold condition may be a condition that signals the end of the current dispensing period such as, for example, a threshold number of dispensing cycles being reached during the current dispensing period, a threshold number of unique users to whom product has been dispensed during the current dispensing period, a threshold period of time having elapsed during the current dispensing period, and so forth.

[0109] In response to a negative determination at block 314, the method 300 may return to block 304 and may be performed iteratively for each subsequent dispense request. On the other hand, in response to an affirmative determination at block 314, computer-executable instructions of the dispensing parameter value adjustment module(s) 130 may be executed to perform various comparisons including a comparison between the current value of dispensing parameter and a previous value of the dispensing parameter for a previous dispensing period and a comparison of a ratio of the current value of the first counter to the current value of the second counter for the current dispensing period and a ratio of a previous value of the first counter to a previous value of the second counter for that previous dispensing period. The operations of blocks 316-324 may represent the algorithmic logic embodied in the table provided at paragraph [0027] supra.

[0110] More specifically, referring now to FIG. 3B, computer-executable instructions of the dispensing parameter optimization module(s) 128 may be executed at block 316 to determine whether a current value of the dispensing parameter for the current dispensing period is greater than a previous value of the dispensing parameter for a previous dispensing period. In response to a negative determination at block 316, the method may proceed to block 320. At block 320, computer-executable instructions of the dispensing parameter optimization module(s) 128 may be executed to determine whether a ratio of the current first counter to the current second counter (e.g., aggregate usage per user for the current dispensing period) is greater than a ratio of a previous value of the first counter to a previous value of the second counter for a previous dispensing period (e.g., aggregate usage per user for a dispensing period that preceded the current dispensing period).
In response to an affirmative determination at block 320, the method 300 may proceed to block 324, where computer-executable instructions of the dispensing parameter value adjustment module(s) 130 may be executed to increase the current value of the dispensing parameter to obtain an increased dispensing parameter value for the next dispensing period. On the other hand, in response to a negative determination at block 320, the method 300 may proceed to block 322, where computer-executable instructions of the dispensing parameter value adjustment module(s) 130 may be executed to decrease the current value of the dispensing parameter to obtain a decreased dispensing parameter value for the next dispensing period.

Referring again to block 316, in response to an affirmative determination, the method may proceed to block 318, where computer-executable instructions of the dispensing parameter optimization module(s) 128 may be executed to determine whether a ratio of the current first counter to the current second counter (e.g., aggregate usage per user for the current dispensing period) is greater than a ratio of a previous value of the first counter to a previous value of the second counter for a previous dispensing period (e.g., aggregate usage per user for a dispensing period that preceded the current dispensing period).

In response to a negative determination at block 318, the method 300 may proceed to block 324, where computer-executable instructions of the dispensing parameter value adjustment module(s) 130 may be executed to increase the current value of the dispensing parameter to obtain an increased dispensing parameter value for the next dispensing period. On the other hand, in response to a positive determination at block 318, the method 300 may proceed to block 322, where computer-executable instructions of the dispensing parameter value adjustment module(s) 130 may be executed to decrease the current value of the dispensing parameter to obtain a decreased dispensing parameter value for the next dispensing period.

From either block 324 or block 322, the method 300 may proceed to block 326, where computer-executable instructions of the dispensing parameter optimization module(s) 128 may be executed to store the current values of the first and second counters. Method 300 may then be performed again for a subsequent dispensing period in which dispensing cycles are performed in accordance with the value generated at block 324 or the value generated at block 322. The method 300 may be performed for any number of
dispensing periods until an optimized value or optimized range of values for the dispensing parameter is reached. In certain example embodiments, the method 300 may be repeated until a difference in aggregate usage per user between any two (e.g., successive) dispensing periods is within a predetermined threshold. In other example embodiments, the dispensing parameter value may be iteratively adjusted until no change in the aggregate usage per user is observed for some threshold number of iterations. In other example embodiments that dispensing parameter value may be iteratively adjusted indefinitely or as long as the dispenser is operational.

[0115] In certain example embodiments, an adjustment in the current dispensing parameter value to obtain the dispensing parameter value for the next dispensing period may result in no change in the aggregate usage per user. In such example embodiments, the current dispensing parameter value may nonetheless be increased or decreased to obtain a dispensing parameter value for the next dispensing period. For example, in those example embodiments, in which the aggregate usage per user is unchanged from a previous dispensing period to a current dispensing period, the direction in which the current dispensing parameter value is adjusted (e.g., whether the current dispensing parameter value is increased or decreased to obtain the dispensing parameter value for the next dispensing period) may be the same as a direction in which the previous dispensing parameter value was adjusted to obtain the current dispensing parameter value.

[0116] As previously noted, while the example method 300 has been described in connection with adjusting the current dispensing parameter value to obtain the dispensing parameter value for a subsequent dispensing period, it should be appreciated that the results of comparing the usage data for a current dispensing period to usage data for a previous dispensing period may be used to adjust a dispensing parameter value associated with any previous dispensing period to obtain the dispensing parameter value for a subsequent dispensing period. Further, as previously noted, while the example method 300 has been described in connection with maintaining a first counter of an aggregate value of the dispensing parameter and a second counter of the number of unique users, in other example embodiments, a running average of the usage rate for a dispensing period (e.g., aggregate value of the dispensing parameter / number of unique users) may be maintained in lieu of, or in addition to, maintaining the first and/or second counters.
FIG. 4 is a process flow diagram of an illustrative method 400 for optimizing a capability of a product dispenser to distinguish between genuine and false triggers of a user sensor in accordance with one or more example embodiments of the disclosure.

At block 402, an indication may be received of a dispense signal generated by a sensor 120 of the product dispenser 102 in response to a triggering event detected by the sensor 120.

At block 404, computer-executable instructions of the dispensing parameter optimization module(s) 128 may be executed to determine one or more characteristics of the dispense signal. A characteristic of the dispense signal may include, without limitation, an amplitude of the dispense signal, a frequency of the dispense signal, a waveform of the dispense signal, or the like.

At block 406, computer-executable instructions of the dispensing parameter optimization module(s) 128 may be executed to access a sensor profile associated with the sensor 120 to determine, based at least in part on the sensor profile, whether the characteristic(s) of the dispense signal are associated with at least a threshold probability of being indicative of a genuine user-initiated triggering event. In certain example embodiments, the determination at block 406 may include determining that the sensor profile includes or is otherwise associated with a second signal characteristic that matches a first signal characteristic of the dispense signal within a specified tolerance, determining a probability that the second signal characteristic is indicative of a genuine user-initiated triggering event, and further determining that the probability exceeds a threshold probability value. For example, if the first signal characteristic of the dispense signal is a frequency of the dispense signal, the second signal characteristic may be a frequency of a previously received dispense signal. If the two frequencies are within a threshold value of one another, and if a probability that the frequency of the previously received dispense signal is indicative of a genuine user-initiated triggering event meets or exceeds a threshold probability value, a dispensing cycle may be initiated in response to the dispense signal. On the other hand, if the first signal characteristic of the current dispense signal matches a second signal characteristic associated with the sensor profile within a specified tolerance, and if a probability that the second signal characteristic is indicative of a genuine user-initiated triggering event does not meet or exceed the threshold probability value, the dispensing cycle may not be initiated. The threshold probability value may be
any suitable value. In certain example embodiments, the threshold probability value may be lower in earlier stages of an optimization process in order to allow for dispenses in more situations, and thus, obtain more data for refining the sensor profile. As the sensor profile becomes more refined, and thus, more capable of distinguishing between genuine and false triggers, the threshold probability value may be increased. In addition, as previously noted, a probability that a dispense signal is indicative of a false trigger may be used and compared to a corresponding threshold probability value in lieu of, or in addition to, a probability that the dispense signal is indicative of a genuine user triggering event.

[0121] If, based on an evaluation of the current dispense signal with respect to the sensor profile, a negative determination is made at block 406, then the method 400 may proceed again iteratively from block 402. If, on the other hand, an affirmative determination is made at block 406, the controller(s) 112 may, at block 408, execute computer-executable instructions of the dispensing control module(s) 134 to generate an actuation signal to cause the dispensing mechanism 136 of the product dispenser 102 to dispense an amount of product.

[0122] At block 410, the controller(s) 112 may execute the computer-executable instructions of the dispensing parameter optimization module(s) 128 to determine a time that elapses between receipt of the dispense signal (or generation of the actuation signal or completion of the dispensing cycle) and receipt of an indication that the product has been used or retrieved. In other embodiments, the computer-executable instructions may determine a time that elapsed during continuous receipt of the dispense signal. If the product dispenser dispenses towel, retrieval of the dispensed product may be determined based on activation of a tear sensor. If the product dispenser dispenses solids, liquids, gases, or a mixed-phase product such as an aerosol, foam, gel, or the like, such as soap, use/retrieval of the dispensed product may be determined from the completion of a continuous receipt of the dispense signal.

[0123] At block 412, the controller(s) 112 may execute computer-executable instructions of the dispensing parameter optimization module(s) 128 to determine whether the elapsed time is within a predetermined threshold range of time. In response to an affirmative determination at block 412, that is, a determination that the elapsed time was within the threshold range of time from a time corresponding to receipt of the dispense signal, generation of the actuation signal, initiation of the dispensing cycle, or completion
of the dispensing cycle, then the method 400 may proceed to block 414, where computer-executable instructions of the dispensing parameter optimization module(s) 128 may be executed to modify the sensor profile to indicate an increased likelihood that the characteristic(s) of the dispense signal are indicative of a genuine user trigger, and therefore, a decreased likelihood that the characteristic(s) of the dispense signal are indicative of a genuine trigger.

[0124] In response to a negative determination at block 412, that is, a determination that the elapsed time was not within the threshold range of time, then the method 400 may proceed to block 416, where the controller(s) 112 may execute computer-executable instructions of the dispensing parameter optimization module(s) 128 to modify the sensor profile to indicate a decreased likelihood that the characteristic(s) of the dispense signal are indicative of a genuine user trigger, and therefore, an increased likelihood that characteristic(s) of the dispense signal are indicative of a false trigger. From block 414 or block 416, the method 400 may proceed to block 402 and may again proceed iteratively therefrom. The method 400 may continue iteratively such that the sensor profile is refined over time to more accurately distinguish dispense signals indicative of genuine user triggers from dispense signals indicative of false triggers.

[0125] FIGS. 5A-5B are process flow diagrams of an illustrative method 500 for iteratively refining an estimate of a number of unique users that received dispenses from a product dispenser during a dispensing period in accordance with one or more example embodiments of the disclosure. One or more operations of the method 500 may be performed responsive to execution of computer-executable instructions of the unique user determination module(s) 132 by the controller(s) 112.

[0126] Method 500 involves the use of a confidence factor to statistically improve the estimate of the number of users that receive dispenses over a period of time (e.g., during a dispensing period). As previously mentioned, the confidence factor may represent an approximate probability that two dispenses that occurred within the threshold period of time were to the same user. A confidence factor may be determined for a given set of usage data. In certain example embodiments, the usage data may be simulated usage data. Alternatively, actual usage data may be used. In those example embodiments in which simulated usage data is used, the simulated usage data may include randomly generated times at which a simulated group of users requests dispenses from a product dispenser.
The times of the dispense requests may be ordered and an elapsed time between each successive pair of dispense requests may be determined. A respective number of occurrences for each elapsed time may then be determined. The number of occurrences for a given elapsed time may correspond to a number of pairs of dispenses that include dispenses that occurred within the elapsed time of one another.

[0127] A moving average for the distribution of the respective number of occurrences for each elapsed time may be then determined. Multiple data points may then be selected that are sufficient to determine a best-fit regression line for the distribution. The best-fit regression line and the total number of users to whom the usage data relates may then be used to determine, for each elapsed time, a probability that two users will request dispenses separated by that elapsed time. A cumulative probability may also be determined with respect to each elapsed time, where the cumulative probability represents a probability that two users will request dispenses that are separated by that elapsed time or any shorter interval of time. The above-described process may be repeated for multiple usage datasets corresponding to different amounts of user traffic (e.g., different numbers of users per hour). In this manner, for each group consisting of a different number of users per hour, a respective cumulative probability that two users will randomly request dispenses within a selected threshold period of time (e.g., 10 seconds) may be determined. Corresponding confidence factors may also be calculated for each group. For any given group of users, the corresponding confidence factor for the threshold period of time may equal 1 minus the corresponding cumulative probability for the threshold period of time. The confidence factors may then be plotted against the corresponding user traffic rates (e.g., number of users per hour) and a best-fit regression line may be determined. An equation representing this best-fit regression line may be used to statistically approximate the confidence factor corresponding to any given user traffic rate.

[0128] Example data showing cumulative probabilities and confidence factors corresponding to different user traffic rates and the approximate equation of the corresponding best-fit regression line are shown below.
<table>
<thead>
<tr>
<th>Users per Hour</th>
<th>60</th>
<th>25</th>
<th>14</th>
<th>10</th>
</tr>
</thead>
<tbody>
<tr>
<td>Cumulative Probability for Threshold Period of Time of 10 s</td>
<td>18.0%</td>
<td>7.5%</td>
<td>4.7%</td>
<td>3.5%</td>
</tr>
<tr>
<td>Confidence Factor</td>
<td>82%</td>
<td>92.5%</td>
<td>95.3%</td>
<td>96.5%</td>
</tr>
</tbody>
</table>

[0129] Eq(l): \( C(\%) = 100\% - 0.29\% \times (# \text{ of users/hr}) \)

[0130] It should be appreciated that the above-described process is merely an illustrative way to determine the confidence factor. For example, user traffic may be measured using a different time frame than an hour. Further, a different threshold of time may be chosen which, in turn, would correspond to different confidence factors and different cumulative probabilities. Further, the confidence factor may be determined using any suitable statistical approach and need not be determined based on simulated usage data.

[0131] One or more confidence factors - as determined from Eq(l) for example - may be used to successively refine an estimate of a number of unique users that receive product dispenses over some period of time (e.g., a dispensing period). Referring to FIG. 5A, blocks 502-510 may include operations to determine an initial estimate of the number of unique users over a period of time (e.g., over the course of a dispensing period). A period of 10 seconds will be used as an example threshold period of time for ease of explanation in describing the operations of method 500. However, it should be appreciated that any suitable threshold period of time may be chosen.

[0132] At block 502, a first number of dispenses, each of which did not occur within, for example, 10 seconds of any other dispense, may be determined. Stated another way, a first number of dispenses may be determined, each of which occurred more than 10 seconds apart from any other dispense. At block 504, a first estimated number of unique users corresponding to the first number of dispenses may be determined. The first estimated number of unique users may equal the first number of dispenses.

[0133] At block 506, a second number of dispenses may then be determined. Each dispense in the second number of dispenses may have occurred within, for example, 10 seconds of at least one other dispense in the second number of dispenses. At block 508,
the second number of dispenses may then be divided by two to obtain a second estimated number of unique users (based on the assumption that each pair of dispenses that occurred within 10 seconds of one another were received by the same user).

[0134] At block 510, the first estimated number of unique users and the second estimated number of unique users may then be summed to obtain a first total estimated number of unique users.

[0135] FIG. 5B generally depicts any iteration of a process for refining an estimate of a number of unique users. While FIG. 5B will be described in connection with a second iteration following the initial operations depicted in FIG. 5A, it should be appreciated that the operations of FIG. 5B may correspond to any iteration of the process for refining the estimate. Referring now to FIG. 5B, at block 512, a confidence factor may be determined for the first total estimated number of unique users. For example, the confidence factor may be determined by inserting the first estimated total number of users into Eq(I) from above. At block 514, a first statistical number of unique users may be determined using the confidence factor determined at block 512, each of whom is statistically assumed to have received at least two dispenses within 10 seconds of each other. The first statistical number of unique users may be determined by multiplying the second number of dispenses by the confidence factor and dividing the result by two.

[0136] At block 516, a second statistical number of unique users, each of whom is statistically determined to have received a dispense more than 10 seconds apart from any other dispense, may then be determined. The second statistical number of unique users may be determined by subtracting the first statistical number of unique users from the second estimated number of unique users. At block 518, the first estimated number of unique users, the first statistical number of unique users, and the second statistical number of unique users may then be summed to obtain a second total estimated number of unique users.

[0137] At block 520, a determination may be made as to whether the second total estimated number of unique users equals the first total estimated number of unique users. In response to a negative determination at block 520 (e.g., if the difference between the first total and the second total is non-zero), the method 500 may be repeated from block 512. More specifically, a new confidence factor may be determined based on the second total estimated number of unique users, and the operations of FIG. 5B may be repeated
using the second confidence factor to obtain a third total estimated number of unique
users. The operations of FIG. 5B may be iteratively performed to refine the estimate of
the number of actual unique users until the statistical estimate is unchanged from one
iteration to the next. It should be appreciated that, in certain example embodiments, a
positive determination may be made at block 520 if the total estimated number of unique
users for the current iteration and the total estimated number of unique users for a previous
iteration are within some threshold difference from one another.

[0138] One or more operations of the methods 200-500 may have been described
above as being performed by a product dispenser 102, or more specifically, by one or
more program modules executing on such a device. It should be appreciated, however,
that any of the operations of methods 200-500 may be performed, at least in part, in a
distributed manner by one or more other devices, or more specifically, by one or more
program modules, applications, or the like executing on such devices. In addition, it
should be appreciated that processing performed in response to execution of computer-
executable instructions provided as part of an application, program module, or the like
may be interchangeably described herein as being performed by the application or the
program module itself or by a device on which the application, program module, or the
like is executing. While the operations of the methods 200-500 may be described in the
context of the illustrative product dispenser 102, it should be appreciated that such
operations may be implemented in connection with numerous other device configurations.

[0139] The operations described and depicted in the illustrative methods of FIGS. 2-
5B may be carried out or performed in any suitable order as desired in various example
embodiments of the disclosure. Additionally, in certain example embodiments, at least a
portion of the operations may be carried out in parallel. Furthermore, in certain example
embodiments, less, more, or different operations than those depicted in FIGS. 2-5B may
be performed.

[0140] Although specific embodiments of the disclosure have been described, one of
ordinary skill in the art will recognize that numerous other modifications and alternative
embodiments are within the scope of the disclosure. For example, any of the functionality
and/or processing capabilities described with respect to a particular device or component
may be performed by any other device or component. Further, while various illustrative
implementations and architectures have been described in accordance with embodiments
of the disclosure, one of ordinary skill in the art will appreciate that numerous other modifications to the illustrative implementations and architectures described herein are also within the scope of this disclosure.

[0141] Certain aspects of the disclosure are described above with reference to block and flow diagrams of systems, methods, apparatuses, and/or computer program products according to example embodiments. It will be understood that one or more blocks of the block diagrams and flow diagrams, and combinations of blocks in the block diagrams and the flow diagrams, respectively, may be implemented by execution of computer-executable program instructions. Likewise, some blocks of the block diagrams and flow diagrams may not necessarily need to be performed in the order presented, or may not necessarily need to be performed at all, according to some embodiments. Further, additional components and/or operations beyond those depicted in blocks of the block and/or flow diagrams may be present in certain embodiments.

[0142] Accordingly, blocks of the block diagrams and flow diagrams support combinations of means for performing the specified functions, combinations of elements or steps for performing the specified functions, and program instruction means for performing the specified functions. It will also be understood that each block of the block diagrams and flow diagrams, and combinations of blocks in the block diagrams and flow diagrams, may be implemented by special-purpose, hardware-based computer systems that perform the specified functions, elements or steps, or combinations of special-purpose hardware and computer instructions.

[0143] Program modules, applications, or the like disclosed herein may include one or more software components including, for example, software objects, methods, data structures, or the like. Each such software component may include computer-executable instructions that, responsive to execution, cause at least a portion of the functionality described herein (e.g., one or more operations of the illustrative methods described herein) to be performed.

[0144] A software component may be coded in any of a variety of programming languages. An illustrative programming language may be a lower-level programming language such as an assembly language associated with a particular hardware architecture and/or operating system platform. A software component comprising assembly language
instructions may require conversion into executable machine code by an assembler prior to
execution by the hardware architecture and/or platform.

[0145] Another example programming language may be a higher-level programming
language that may be portable across multiple architectures. A software component
comprising higher-level programming language instructions may require conversion to an
intermediate representation by an interpreter or a compiler prior to execution.

[0146] Other examples of programming languages include, but are not limited to, a
macro language, a shell or command language, a job control language, a script language, a
database query or search language, or a report writing language. In one or more example
embodiments, a software component comprising instructions in one of the foregoing
examples of programming languages may be executed directly by an operating system or
other software component without having to be first transformed into another form.

[0147] A software component may be stored as a file or other data storage construct.
Software components of a similar type or functionally related may be stored together such
as, for example, in a particular directory, folder, or library. Software components may be
static (e.g., pre-established or fixed) or dynamic (e.g., created or modified at the time of
execution).

[0148] Software components may invoke or be invoked by other software components
through any of a wide variety of mechanisms. Invoked or invoking software components
may comprise other custom-developed application software, operating system
functionality (e.g., device drivers, data storage (e.g., file management) routines, other
common routines and services, etc.), or third-party software components (e.g.,
middleware, encryption, or other security software, database management software, file
transfer or other network communication software, mathematical or statistical software,
image processing software, and format translation software).

[0149] Software components associated with a particular solution or system may
reside and be executed on a single platform or may be distributed across multiple
platforms. The multiple platforms may be associated with more than one hardware
vendor, underlying chip technology, or operating system. Furthermore, software
components associated with a particular solution or system may be initially written in one
or more programming languages, but may invoke software components written in another
programming language.
Computer-executable program instructions may be loaded onto a special-purpose computer or other particular machine, a processor, or other programmable data processing apparatus to produce a particular machine, such that execution of the instructions on the computer, processor, or other programmable data processing apparatus causes one or more functions or operations specified in the flow diagrams to be performed. These computer program instructions may also be stored in a computer-readable storage medium (CRSM) that upon execution may direct a computer or other programmable data processing apparatus to function in a particular manner, such that the instructions stored in the computer-readable storage medium produce an article of manufacture including instruction means that implement one or more functions or operations specified in the flow diagrams. The computer program instructions may also be loaded onto a computer or other programmable data processing apparatus to cause a series of operational elements or steps to be performed on the computer or other programmable apparatus to produce a computer-implemented process.

Additional types of CRSM that may be present in any of the devices described herein may include, but are not limited to, programmable random access memory (PRAM), SRAM, DRAM, RAM, ROM, electrically erasable programmable read-only memory (EEPROM), flash memory or other memory technology, compact disc read-only memory (CD-ROM), digital versatile disc (DVD) or other optical storage, magnetic cassettes, magnetic tape, magnetic disk storage or other magnetic storage devices, or any other medium which can be used to store the information and which can be accessed. Combinations of any of the above are also included within the scope of CRSM. Alternatively, computer-readable communication media (CRCM) may include computer-readable instructions, program modules, or other data transmitted within a data signal, such as a carrier wave, or other transmission. However, as used herein, CRSM does not include CRCM.
CLAIMS

THAT WHICH IS CLAIMED IS:

1. A method, comprising:
   
   determining, by a controller of a product dispenser, a first value of a dispensing parameter;
   
   causing, by the controller, a dispensing mechanism of the product dispenser to perform each of a first number of dispenses of the product in accordance with the first value of the dispensing parameter during a first dispensing period;
   
   determining, by the controller, a first number of unique users associated with the first number of dispenses;
   
   determining, by the controller, a first usage rate of the product for the first dispensing period, wherein the first usage rate is indicative of a first ratio of i) a first aggregate amount of the product dispensed for the first number of dispenses to ii) the first number of unique users;
   
   determining, by the controller, a second value of the dispensing parameter, wherein the second value of the dispensing parameter is different from the first value of the dispensing parameter;
   
   causing, by the controller, the dispensing mechanism to perform each of a second number of dispenses of the product in accordance with the second value of the dispensing parameter during a second dispensing period;
   
   determining, by the controller, a second number of unique users associated with the second number of dispenses; and
   
   determining, by the controller, a second usage rate of the product for the second dispensing period, wherein the second usage rate is indicative of a second ratio of i) a second aggregate amount of the product dispensed for the second number of dispenses to ii) the second number of unique users;
   
   determining, by the controller, whether to increase or decrease the second value of the dispensing parameter to obtain a third value of the dispensing parameter for a third dispensing period based at least in part on a first comparison of the first value of the dispensing parameter to the second value of the dispensing parameter and a second comparison of the first ratio to the second ratio.
2. The method of claim 1, wherein determining whether to increase or decrease the second value of the dispensing parameter to obtain the third value of the dispensing parameter comprises:
   determining, by the controller, that the second value of the dispensing parameter is less than the first value of the dispensing parameter;
   determining, by the controller, that the first ratio is less than the second ratio; and
   increasing, by the controller, the second value of the dispensing parameter to obtain the third value of the dispensing parameter.

3. The method of claim 1, wherein determining whether to increase or decrease the second value of the dispensing parameter to obtain the third value of the dispensing parameter comprises:
   determining, by the controller, that the second value of the dispensing parameter is less than the first value of the dispensing parameter;
   determining, by the controller, that the first ratio is greater than the second ratio; and
   decreasing, by the controller, the second value of the dispensing parameter to obtain the third value of the dispensing parameter.

4. The method of claim 1, wherein determining whether to increase or decrease the second value of the dispensing parameter to obtain the third value of the dispensing parameter comprises:
   determining, by the controller, that the second value of the dispensing parameter is greater than the first value of the dispensing parameter;
   determining, by the controller, that the first ratio is less than the second ratio; and
   decreasing, by the controller, the second value of the dispensing parameter to obtain the third value of the dispensing parameter.

5. The method of claim 1, wherein determining whether to increase or decrease the previous value of the dispensing parameter to obtain the third value of the dispensing parameter comprises:
determining, by the controller, that the second value of the dispensing parameter is
greater than the first value of the dispensing parameter;

determining, by the controller, that the first ratio is greater than the second ratio;

and

increasing, by the controller, the previous value of the dispensing parameter to
obtain the third value of the dispensing parameter.

6. A method, comprising:

determining, by at least one controller, a first value of a dispensing parameter;

causing, by the at least one controller, a dispensing mechanism of the product
dispenser to perform a first number of dispenses of the product to a first number of users
during a first dispensing period, wherein each of the first number of dispenses is
performed in accordance with the first value of the dispensing parameter;

determining, by the at least one controller, a first usage rate of the product for the
first dispensing period, wherein the first usage rate is indicative of a first ratio of i) a first
accumulated value corresponding to the dispensing parameter for the first number of
dispenses to h) the first number of users;

determining, by the at least one controller, a second value of the dispensing
parameter, wherein the second value of the dispensing parameter is different from the first
value of the dispensing parameter;

causing, by the at least one controller, the dispensing mechanism to perform a
second number of dispenses of the product to a second number of users during a second
dispensing period, wherein each of the second number of dispenses is performed in
accordance with the second value of the dispensing parameter;

determining, by the at least one controller, a second usage rate of the product for
the second dispensing period, wherein the second usage rate is indicative of a second ratio
of i) a second accumulated value corresponding to the dispensing parameter for the second
number of dispenses to ii) the second number of users; and

determining, by the at least one controller, a third value of the dispensing
parameter for a third dispensing period based at least in part on the first value, the second
value, the first ratio, and the second ratio.
7. The method of claim 6, wherein determining the third value of the dispensing parameter for the third dispensing period comprises:
   determining, by the at least one controller, that the second value is less than the first value; and
   determining, by the at least one controller, the third value of the dispensing parameter based at least in part on whether the first ratio is greater than the second ratio,
   wherein a previous value of the dispensing parameter is decreased to obtain the third value responsive to determining that the first ratio is greater than the second ratio, the previous value is increased to obtain the third value responsive to determining that the first ratio is less than the second ratio, or the third value is determined based at least in part on one or more historical values of the dispensing parameter responsive to determining that first ratio is equal to the second ratio.

8. The method of claim 6, wherein determining the third value of the dispensing parameter for the third dispensing cycle comprises:
   determining, by the at least one controller, that the second value is greater than the first value; and
   determining, by the at least one controller, the third value of the dispensing parameter based at least in part on whether the first ratio is greater than the second ratio,
   wherein a previous value of the dispensing parameter is increased to obtain the third value responsive to determining that the first ratio is greater than the second ratio, the previous value is decreased to obtain the third value responsive to determining that the first ratio is less than the second ratio, or the third value is determined based at least in part on one or more historical values responsive to determining that the first ratio is equal to the second ratio.

9. The method of claim 6, further comprising:
   determining, by the at least one controller, a first portion of the first number of dispenses, wherein each dispense in the first portion occurred more than a threshold time apart from any other dispense of the first number of dispenses;
determining, by the at least one controller, a second portion of the first number of dispenses, wherein each dispense in the second portion occurred less than the threshold time apart from at least one other dispense in the second portion;

determining, by the at least one controller, a third number of dispenses in the first portion and a fourth number of dispenses in the second portion;

determining, by the at least one controller, a first estimated number of unique users equal to the third number of dispenses;

determining, by the at least one controller, a second estimated number of unique users by dividing the fourth number of dispenses by two to obtain an integer result, wherein the integer result is the second estimated number of unique users; and

determining, by the at least one controller, the first number of users by summing the first estimated number of unique users and the second estimated number of unique users.

10. The method of claim 9, wherein the first number of users is a first total estimated number of unique users for the first dispensing period, the method further comprising:

determining, by the at least one controller, a confidence factor based at least in part on the first total estimated number of unique users;

determining, by the at least one controller, a first statistical number of unique users based at least in part on the fourth number of dispenses and the confidence factor, wherein each user in the first statistical number of unique users is estimated to have received a respective dispense that occurred within the threshold time from a respective dispense received by at least one other user in the first statistical number of unique users;

determining, by the at least one controller, a second statistical number of unique users based at least in part on the second estimated number of unique users and the first statistical number of unique users; and

determining, by the at least one controller, a second total estimated number of unique users for the first dispensing period by summing the first estimated number of unique users, the first statistical number of unique users, and the second statistical number of unique users.
11. The method of claim 10, wherein determining the second statistical number of unique users comprises:
   determining, by the at least one controller, a difference between the second estimated number of unique users and the first statistical number of unique users; and
   multiplying, by the at least one controller, the difference by two to obtain the second statistical number of unique users.

12. The method of claim 10, wherein the confidence factor is a first confidence factor, the method further comprising:
   determining, by the at least one controller, that the second total estimated number of unique users is different from the first total estimated number of unique users;
   determining, by the at least one controller, a second confidence factor based at least in part on the second total estimated number of unique users; and
   determining, by the at least one controller, a third total estimated number of unique users based at least in part on the second confidence factor.

13. The method of claim 6, further comprising:
   determining, by the at least one controller, that a particular dispense of the first number of dispenses is associated with a particular value of the dispensing parameter that differs from the first value of the dispensing parameter,
   wherein the first accumulated value for the dispensing parameter comprises the particular value of the dispensing parameter for the particular dispense instead of the first value of the dispensing parameter.

14. The method of claim 6, wherein the dispensing parameter comprises a product amount of a proxy for the product amount, and wherein the proxy comprises at least one of a dispense duration, a sheet product length, a volume of the product, or a concentration of the product.

15. The method of claim 6, further comprising:
   determining, by the at least one controller, that a threshold condition is satisfied;
adjusting, by the at least one controller, the first value of the dispensing parameter to obtain the second value of the dispensing parameter responsive to determining that the threshold condition is satisfied; and

initiating, by the at least one controller, the second dispensing period.

16. The method of claim 15, wherein determining that the threshold condition is satisfied comprises determining, by the at least one controller, that the first number of users equals a threshold number of users or determining, by the at least one controller, that a threshold amount of time has elapsed during the first dispensing period.

17. The method of claim 6, wherein the at least one controller comprises a first controller provided in the product dispenser and a second controller provided in a server communicatively coupled to the product dispenser via one or more networks.

18. A method, comprising:

receiving, by a controller, an indication of a dispense signal generated by a sensor of a product dispenser in response to a triggering event detected by the sensor;

determining, by the controller, a signal characteristic of the dispense signal;

comparing, by the controller, the signal characteristic to a sensor profile associated with the sensor;

determining, by the controller and based at least in part on the comparing of the signal characteristic to the sensor profile, a probability that the signal characteristic indicates that the triggering event is a user-initiated triggering event or a false triggering event;

determining, by the controller, that the probability satisfies a threshold condition;

generating, by the controller, an actuation signal to cause a dispensing mechanism of the product dispenser to dispense an amount of a product;

determining, by the controller, whether an elapsed time associated with retrieval or use of the product is within a threshold range of time; and

modifying, by the controller, the sensor profile by modifying the probability based at least in part on whether the elapsed time is within the threshold range of time.
19. The method of claim 18, wherein the probability is a probability that the signal characteristic indicates that the triggering event is a user-initiated triggering event, and wherein determining that the probability satisfies the threshold condition comprises determining, by the controller, that the probability meets or exceeds a threshold probability value.

20. The method of claim 19, wherein determining whether an elapsed time associated with retrieval or use of the product is within a threshold range of time comprises determining that the elapsed time is within the threshold range of time and modifying the sensor profile comprises increasing the probability, or wherein determining whether an elapsed time associated with retrieval or use of the product is within a threshold range of time comprises determining that the elapsed time is not within the threshold range of time and modifying the sensor profile comprises decreasing the probability.

21. The method of claim 18, wherein the probability is a probability that the signal characteristic indicates that the triggering event is a false triggering event, and wherein determining that the probability satisfies the threshold condition comprises:

   determining, by the controller, that the probability is below a threshold probability value.

22. A product dispenser, comprising:

   a dispensing apparatus;
   at least one memory storing computer-executable instructions; and
   a controller operatively coupled to the dispensing apparatus and the at least one memory, wherein the controller is configured to access the at least one memory and execute the computer-executable instructions to:

   determine a first value of a dispensing parameter;
   generate a first number of actuation signals that cause the dispensing apparatus to perform a first number of dispenses of the product to a first number of users during a first dispensing period, wherein each of the first number of dispenses is performed in accordance with the first value of the dispensing parameter;
determine a first usage rate of the product for the first dispensing period, wherein the first usage rate is indicative of a first ratio of i) a first accumulated value corresponding to the dispensing parameter for the first number of dispenses to ii) the first number of users;

determine a second value of the dispensing parameter, wherein the second value of the dispensing parameter is different from the first value of the dispensing parameter;

generate a second number of actuation signals that cause the dispensing apparatus to perform a second number of dispenses of the product to a second number of users during a second dispensing period, wherein each of the second number of dispenses is performed in accordance with the second value of the dispensing parameter;

determine a second usage rate of the product for the second dispensing period, wherein the second usage rate is indicative of a second ratio of i) a second accumulated value corresponding to the dispensing parameter for the second number of dispenses to ii) the second number of users;

determine a third value of the dispensing parameter for a third dispensing period based at least in part on the first value, the second value, the first ratio, and the second ratio.

23. The product dispenser of claim 22, wherein the controller is configured to determine the third value of the dispensing parameter for the third dispensing period by executing the computer-executable instructions to:

determine that the second value is less than the first value; and

determine the third value of the dispensing parameter based at least in part on whether the first ratio is greater than the second ratio,

wherein a previous value of the dispensing parameter is decreased to obtain the third value responsive to determining that the first ratio is greater than the second ratio, the previous value is increased to obtain the third value responsive to determining that the that the first ratio is less than the second ratio, or the third value is determined based at least in part on one or more historical values of the dispensing parameter responsive to determining that first ratio is equal to the second ratio.
24. The product dispenser of claim 22, wherein the controller is configured to
determine the third value of the dispensing parameter for the third dispensing period by
executing the computer-executable instructions to:

determine that the second value is greater than the first value; and

determine the third value of the dispensing parameter based at least in part on
whether the first ratio is greater than the second ratio,

wherein a previous value of the dispensing parameter is increased to obtain the
third value responsive to determining that the first ratio is greater than the second ratio, the
previous value is decreased to obtain the third value responsive to determining that the that
the first ratio is less than the second ratio, or the third value is determined based at least in
part on one or more historical values responsive to determining that the first ratio is equal
to the second ratio.

25. The product dispenser of claim 24, wherein the previous value is the second value
of the dispensing parameter.
INITIALIZE A FIRST COUNTER AND A SECOND COUNTER TO ZERO

DISPENSE SIGNAL RECEIVED?

GENERATE AND SEND AN ACTUATION SIGNAL TO CAUSE A DISPENSING MECHANISM OF A PRODUCT DISPENSER TO DISPENSE AN AMOUNT OF A PRODUCT IN ACCORDANCE WITH AN INITIAL VALUE OF A DISPENSING PARAMETER

INCREMENT THE FIRST COUNTER BY THE INITIAL VALUE OF THE DISPENSING PARAMETER, WHERE THE FIRST COUNTER REPRESENTS AN AGGREGATE VALUE OF THE DISPENSING PARAMETER FOR AN INITIAL DISPENSING PERIOD

IS THE DISPENSE ATTRIBUTABLE TO A NEW USER?

INCREMENT A SECOND COUNTER BY ONE, WHERE THE SECOND COUNTER REPRESENTS AN ESTIMATED NUMBER OF UNIQUE USERS TO WHOM THE PRODUCT HAS BEEN DISPENSED DURING THE INITIAL DISPENSING PERIOD

THRESHOLD CONDITION MET FOR ADJUSTING THE INITIAL VALUE OF THE DISPENSING PARAMETER?

INCREASE OR DECREASE THE INITIAL VALUE OF THE DISPENSING PARAMETER TO OBTAIN A SECOND VALUE OF THE DISPENSING PARAMETER

STORE A FINAL VALUE OF THE FIRST COUNTER AND A FINAL VALUE OF THE SECOND COUNTER FOR THE INITIAL DISPENSING PERIOD

FIG. 2
3/9

FROM FIG. 2

INITIALIZE THE FIRST COUNTER AND THE SECOND COUNTER TO ZERO

304

DISPENSE SIGNAL RECEIVED?

YES

GENERATE AND SEND AN ACTUATION SIGNAL TO CAUSE THE DISPENSING MECHANISM TO DISPENSE AN AMOUNT OF THE PRODUCT IN ACCORDANCE WITH A CURRENT VALUE ($V_c$) OF THE DISPENSING PARAMETER FOR A CURRENT DISPENSING PERIOD

306

INCREMENT THE FIRST COUNTER BY $V_c$, WHERE THE FIRST COUNTER REPRESENTS AN AGGREGATE VALUE OF THE DISPENSING PARAMETER FOR THE CURRENT DISPENSING PERIOD

308

IS THE MOST RECENT DISPENSE ATTRIBUTABLE TO A NEW USER?

NO

YES

INCREMENT THE SECOND COUNTER BY ONE, WHERE THE SECOND COUNTER REPRESENTS AN ESTIMATED NUMBER OF UNIQUE USERS TO WHOM THE PRODUCT HAS BEEN DISPENSED DURING THE CURRENT DISPENSING PERIOD

312

THRESHOLD CONDITION MET FOR ADJUSTING THE CURRENT VALUE OF THE DISPENSING PARAMETER?

NO

YES

TO FIG. 3B

FIG. 3A
From FIG. 3A

Is \( V_c \) for the current dispensing period > a previous value \( (V_{cp}) \) of the dispensing parameter for a previous dispensing period?

Yes

Is a current value of the first counter / a current value of the second counter > than a stored value of the first counter / a stored value of the second counter for the previous dispensing period?

Yes

Decrease \( V_c \) to obtain a value of the dispensing parameter for a subsequent dispensing period

No

Increase \( V_c \) to obtain a value of the dispensing parameter for a subsequent dispensing period

Store the current value of the first counter and the current value of the second counter

To FIG. 3A, operation 302

FIG. 3B
RECEIVE AN INDICATION OF A DISPENSE SIGNAL GENERATED BY A SENSOR OF A PRODUCT DISPENSER IN RESPONSE TO A TRIGGERING EVENT DETECTED BY THE SENSOR

DETERMINE ONE OR MORE CHARACTERISTICS OF THE DISPENSE SIGNAL

DISPENSING CYCLE SHOULD BE INITIATED BASED ON ANALYSIS OF SENSOR PROFILE AND/OR DISPENSE SIGNAL CHARACTERISTIC(S)?

MODIFY THE SENSOR PROFILE TO INDICATE A GREATER PROBABILITY THAT THE CHARACTERISTIC(S) OF THE DISPENSE SIGNAL ARE INDICATIVE OF A FALSE TRIGGER

GENERATE AND SEND AN ACTUATION SIGNAL TO CAUSE A DISPENSING MECHANISM OF THE PRODUCT DISPENSER TO DISPENSE AN AMOUNT OF A PRODUCT

DETERMINE A TIME ELAPSED ($V_t$) BETWEEN RECEIPT OF THE INDICATION OF THE DISPENSE SIGNAL AND AN EVENT CORRESPONDING TO RETRIEVAL OR USE OF THE PRODUCT

MODIFY THE SENSOR PROFILE TO INDICATE A GREATER PROBABILITY THAT THE CHARACTERISTIC(S) OF THE DISPENSE SIGNAL ARE INDICATIVE OF A GENUINE TRIGGER
6/9

Start

502

Determine a first number of dispenses, where each dispense of the first number of dispenses occurred more than a threshold time (T) apart from any other dispense.

504

Determine a first estimated number of unique users corresponding to the first number of dispenses.

506

Determine a second number of dispenses, where each dispense of the second number of dispenses occurred within the time (T) of at least one other dispense of the second number of dispenses.

508

Divide the second number of dispenses by two to determine a second estimated number of unique users.

510

Sum the first estimated number of unique users and the second estimated number of unique users to determine a first total estimated number of unique users.

TO FIG. 5B

FIG. 5A
FROM FIG. 5A

CALCULATE A CURRENT CONFIDENCE FACTOR CORRESPONDING TO A TOTAL ESTIMATED NUMBER OF UNIQUE USERS DETERMINED IN A PREVIOUS ITERATION

CALCULATE, USING THE SECOND NUMBER OF DISPENSES AND THE CURRENT CONFIDENCE FACTOR, A FIRST STATISTICAL NUMBER OF UNIQUE USERS, EACH OF WHICH IS STATISTICALLY DETERMINED TO HAVE REQUESTED MULTIPLE DISPENSES WITHIN THE TIME (T)

CALCULATE A DIFFERENCE BETWEEN THE SECOND ESTIMATED NUMBER OF UNIQUE USERS AND THE FIRST STATISTICAL NUMBER OF UNIQUE USERS AND MULTIPLY THE DIFFERENCE BY TWO TO DETERMINE A SECOND STATISTICAL NUMBER OF UNIQUE USERS, EACH OF WHICH IS STATISTICALLY DETERMINED TO NOT HAVE REQUESTED A DISPENSE WITHIN THE TIME (T) OF ANY OTHER DISPENSE

DETERMINE A TOTAL ESTIMATED NUMBER OF UNIQUE USERS FOR A CURRENT ITERATION BY SUMMING THE FIRST ESTIMATED NUMBER OF UNIQUE USERS, THE FIRST STATISTICAL NUMBER OF UNIQUE USERS, AND THE SECOND STATISTICAL NUMBER OF UNIQUE USERS

TOTAL ESTIMATED NUMBER OF UNIQUE USERS ≠ TOTAL ESTIMATED NUMBER OF UNIQUE USERS DETERMINED IN A PREVIOUS ITERATION?

End

FIG. 5B
INTERNATIONAL SEARCH REPORT

International application No.
PCT/US2016/013608

A. CLASSIFICATION OF SUBJECT MATTER
A47K 10/34(2006.01)i, A47K 10/26(2006.01)i, A47K 10/42(2006.01)i, A47K 5/06(2006.01)i, B65H 35/00(2006.01)i, B67C 5/00(2006.01)i, B05C 5/00(2006.01)i, B65D 47/00(2006.01)i

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED
Minimum documentation searched (classification system followed by classification symbols)
A47K 10/34; G06F 17/00; G09B 21/00; G05D 7/06; G06Q 5/00; G06Q 10/00; B65H 26/00; B65D 83/00; A47K 10/26; A47K 10/42; A47K 50/06; B65D 83/00; B65H 35/00; B67C 3/00; B05C 5/00; B65D 47/00

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched
Korean utility models and applications for utility models
Japanese utility models and applications for utility models

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)
eKOMPASS® (KIPO) internal & Keywords: dispenser, dispensing parameter, automation, optimizing, usage rate, sensor, controller, and trigger

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>US 2010-0089399 Al (MORRIS et al.) 15 April 2010 See abstract, paragraphs [0086]-[0089], claims 4, 7, 12, 16, 18, and figures 12, 13.</td>
<td>1-25</td>
</tr>
<tr>
<td>A</td>
<td>US 2013-0018506 Al (CITADINO, ANTONIO et al.) 17 January 2013 See abstract, paragraphs [0017]-[0022], claims 1, 23, and figures 2, 3A-3C.</td>
<td>1-25</td>
</tr>
<tr>
<td>A</td>
<td>US 2009-0069330 Al (PETERS et al.) 12 March 2009 See abstract, paragraphs [0029]-[0035], claims 1, 9, and figure 1.</td>
<td>1-25</td>
</tr>
<tr>
<td>A</td>
<td>US 2014-0158809 Al (GEOGRIA-PACIFIC CONSUMER PRODUCTS LP) 12 June 2014 See abstract, paragraphs [0035]-[0038], claims 1, and figures 1, 2.</td>
<td>1-25</td>
</tr>
<tr>
<td>A</td>
<td>US 2008-0077440 Al (DORIN, EYAL) 27 March 2008 See abstract, paragraphs [0036], [0037], claims 1-5, and figure 2.</td>
<td>1-25</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C. See patent family annex.

* Special categories of cited documents:
  "A" document defining the general state of the art which is not considered to be of particular relevance
  "E" earlier application or patent but published on or after the international filing date
  "L" document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
  "O" document referring to an oral disclosure, use, exhibition or other means
  "P" document published prior to the international filing date but later than the priority date claimed

  "T" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention
  "X" document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone
  "Y" document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art
  "&" document member of the same patent family

Date of the actual completion of the international search
28 April 2016 (28.04.2016)

Date of mailing of the international search report
02 May 2016 (02.05.2016)

Name and mailing address of the ISA/KR
International Application Division
Korean Intellectual Property Office
189 Cheongsa-ro, Seo-gu, Daejeon, 35208, Republic of Korea
Facsimile No. +82-42-481-8578

Authorized officer
RHEE, Jun Ho
Telephone No. +82-42-481-8288

Form PCT/ISA/210 (second sheet) (January 2015)
<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td>US 2005-0150992 Al</td>
<td>14/07/2005</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2008-0011772 Al</td>
<td>17/01/2008</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2008-0087758 Al</td>
<td>17/04/2008</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 6710606 B2</td>
<td>23/03/2004</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 6830210 B2</td>
<td>14/12/2004</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 7114677 B2</td>
<td>03/10/2006</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 7237744 B2</td>
<td>03/07/2007</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 7341170 B2</td>
<td>11/03/2008</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 7624664 B2</td>
<td>01/12/2009</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 7698980 B2</td>
<td>20/04/2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 7845593 B2</td>
<td>07/12/2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 8186551 B2</td>
<td>29/05/2012</td>
</tr>
<tr>
<td>US 2013-0018506 Al</td>
<td>17/01/2013</td>
<td>CA 2841463 Al</td>
<td>17/01/2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2841463 C</td>
<td>17/03/2015</td>
</tr>
<tr>
<td></td>
<td></td>
<td>MK 2014000580 A</td>
<td>12/11/2014</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 8813999 B2</td>
<td>26/08/2014</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2013-010000 A2</td>
<td>17/01/2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2013-010000 A3</td>
<td>14/03/2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 2008-296239 B2</td>
<td>13/03/2014</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 101828207 A</td>
<td>08/09/2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 101828207 B</td>
<td>27/02/2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 103086312 A</td>
<td>08/05/2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 103086312 B</td>
<td>25/11/2015</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2203906 A</td>
<td>07/07/2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>H 1148097 Al</td>
<td>30/08/2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2010-541034 A</td>
<td>24/12/2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2015-063349 A</td>
<td>09/04/2015</td>
</tr>
<tr>
<td></td>
<td></td>
<td>MK 2010002287 A</td>
<td>01/04/2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>RU 2010110468 A</td>
<td>20/10/2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>RU 2013113119 A</td>
<td>27/09/2014</td>
</tr>
<tr>
<td></td>
<td></td>
<td>RU 2487414 C2</td>
<td>10/07/2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 8751037 B2</td>
<td>10/06/2014</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WI 2009-032911 A</td>
<td>12/03/2009</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WI 2014-093192 A</td>
<td>19/06/2014</td>
</tr>
<tr>
<td>US 2008-0077440 Al</td>
<td>27/03/2008</td>
<td>None</td>
<td>None</td>
</tr>
</tbody>
</table>