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4. Claims. (CE. 2-160) 
This invention relates to new and useful im provements in a glove pocket. 
The invention has for an object the construc 

tion of a pocket in a glove for the purpose of keep 
ting change, coins and small articles so that a 
Wearer may remove change, or Sinal articles When 
desired without removing the giove. 

Still further the invention proposes a novel. 
arrangement of constructing the pocket upon 
the glove so that the pocket is composed of one 
integral piece of material which constitutes the 
pocket portion and a flap for closing the mouth 
of the pocket. 

Still further the invention contemplates ar 
ranging the pocket portion at an advantageous 
portion of the glove, where the portion thereof 
may be efficient and cause no discomfort during 
use. More particularly it is proposed to arrange 
the pocket on the wrist portion located at various 
positions, for example, on the side equally to the 

O 

back of the hand, or upon the rear edge of the 
Wrist portion of the glove or upon another side of 
the wrist portion, for example, along longitudi 
nal line with the thumb. w 

Still further the invention contemplates an 
arrangement whereby the pocket may be closed 
Without the use of a flap. 
Furthermore as another object of this inven 

tion it is proposed to provide an arrangement 
Whereby the mouth of the pocket may be forced 
open so that change, or other Small articles may 
be removed easily from the pocket. 9 

Still further the invention contemplates the 
construction of a device as mentioned which is 
Simple and durable and which nay be manufac 
tured and sold at a reasonable cost. 

For further comprehension of the invention, 
and of the objects and advantages thereof, ref 
erence will be had to the following description 
and accompanying drawing, and to the append 
ed claims in which the various novel features of 
the invention are more particularly set forth. 
In the accompanying drawing forming a ma 

terial part of this disclosure:- 
Fig. i is a perspective view of a glove equipped 

with a pocket according to this invention. 
Fig. 2 is a fragmentary sectional view taken 

On the line 2-2 of Fig. 1. 
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Fig. 3 is a view similar to Fig. 2 but illustrat 
ing a modified arrangement. 

Fig. 4 is an elevational view looking in the di 
rection of the line 4-4 of Fig. 3. 

Fig. 5 is a fragmentary view similar to a portion 
of Fig. 1 but illustrating another embodiment of 
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Fig. 6 is a fragmentary sectional view taken 
on the line 6-6 of Fig. 5. 

Fig. 7 is a perspective view of another glove 
provided with a glove pocket according to a modi 
fication of the invention. 

Fig. 8 is a view similar to Sig. but showing a 
Still further modified form. 
The glove according to this invention comprises 

a conventional glove 10 which has a Wrist portion 
11. This wrist portion is formed with a trans- 85 
verse slot 2 and a piece of sheet material 13 of a 
width substantially equal to the slot is extended 
through the edges and has its under side secured 
by a row of stitches 14 along a sides thereof to 
the material of the wrist portion of the glove, 70 
8xcept at the mouth opening of the pocket. The 
upper portion 15 of the sheet material constitutes 
a flap for closing the pocket. An arrangement 
is provided for holding the flap in a closed posi 
tion and comprises a snap fastener element 16 as 
upon the flap engageable with a complementary 
element 1 upon the Ematerial of the glove as 
shown in Fig. 2. A line of Stitches 18 Serve to 
Secure the sheet of material 3 intermediate of 
its edge upon one side of the opening 12. The row 30 
of stitches 18 also form a pivot for the flap 15. 

in EigS. 3 and 4 a modified form of the inven 
tion has been disclosed in which an arrangement 
is provided whereby the mouth of the pocket may 
be forced and held open so that the contents may 35 
be easily removed. Since gloves are generally 
constructed tight-fitting, the pocket will have a 
tendency of retaining its articles. Since the 
other hand of the person may be covered with 
the other glove it is hard to remove an article in 90 
the pocket. The means for holding the mouth 
gof the pocket open comprises a pair of lugs 20 at 
tached upon the ends of the opening forming the 
mouth of the pocket, and pivotally supporting a 
frame 21 extended in a passage 22 formed by 95 
bending the free edge of the material of the glove 
inwards and Securing the bent-in end down by 

60 

"a line of stitches 24. 
The frame 21 is provided with a transverse 

portion which passes through the passage 23 and 900 
with end portions at right angles to the trans 
verse portion. The free ends of the end portions 
are pivotally connected upon the lugs 20 so that 
the frame 21 may assume a position flat against 
the pocket as indicated by the dot and dash lines lo5 
in Fig. 3 or may be pivoted to a little less than a 
Vertical position as shown by the full lines, limited 
by the size of the passage 23. A strip 25 is at 
tached intermediate the ends of the frame 21 by 
a loop portion 26 which engages through a cutout 10 
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27 in the bent edge of the material which forms 
the passage 23. The other end 28 of the strip. 25 
is attached upon the flap 15. The arrangement 
is such that when the flap is drawn into the open 
position, the strip 25 is drawn and pivots the frame 
21 into the raised position. In the raised posi 
tion the mouth of the pocket is open and it is 
merely necessary to properly hold the hand so 
that the coins or articles fall out. When the flap 
15 is released the frame 21 will assume its flat 
position due to the tension of the material of the 
glove upon the hand of the wearer. 

In Figs. 5 and 6 a modified form of the in 
vention has been disclosed in which a novel ar 
rangement is provided for closing the mouth of 
the pocket in lieu of the flap previously described. 
According to this invention the Wrist portion 11 
of the glove is provided with a transverse opening 
29. Sheet material 30 is attached along three 
sides by stitches 31 to the material of the glove 
and forms the pocket in a manner so that the 
mouth of the pocket corresponds with the open 
ing 29. On the fourth side the material 30 is 
stitched down by stitches 31 upon the Outer edge 
of the opening 29 SO as to make the Opening 29 
constitute the mouth of the pocket. On Opposite 
sides of the opening 29 there are rows of engage 
able hooks 32 adapted to engage each other when 
the control slide 33 is moved in one direction. 
These hooks are arranged. So as to disengage when 
the control slide 33 moves in the opposite direc 
tion. Details of the intermediate hook construc 
tion will not be given here since this type of fas 
tener is generally known, for example, there 
is a Well known brand Sold under the trade-mark 
'Zipper'. 
In Fig. 7 another variation of the invention 

has been disclosed in which a piece of material 
35 is positioned upon the inside of the Wrist pore 
tion 11 of the glove immediately adjacent the edge 
of the Wrist portion and is secured down. On three 
sides by a row of Stitches 36 so that the pocket 
which is formed has an opening corresponding 
with the edge of the glove. A portion of the sheet 
material 35 extends over the edge and constitutes 
the flap 37 by which the pocket may be closed. 
A holding element 38 is arranged upon the flap 
similar to the arrangement previously described 
relative to FigS. 1 and 2 for holding the flap in a 
closed position. 

In Fig. 8 another variation of the invention 
has been disclosed in which the Wrist portion 11 
is provided with a longitudinal opening 39 through 
which a piece of sheet material 40 engages. This 
sheet material has its end side sewed down so as to 
form a pocket 41 having an opening 39 as its 
mouth. This sheet material also has a flap por 
tion 42 on the Outer side which may be secured 
closed as previously described relative to Figs. 
1 and 2. In other respects this form of the in 
vention is similar to the form illustrated in Figs. 
1 and 2. 
While I have shown and described the preferred 

embodiment of my invention, it is to be under 
stood that I do not limit myself to the precise 
construction herein disclosed and the right is re 
served to all changes and modifications coming 
within the scope of the invention as defined in 
the appended claims. 

1,982,481 
Having thus described my invention, what I 

claim as new, and desire to secure by United 
States Letters Patent is:- 

1. A glove pocket, comprising an opening in the 
material of a glove, a piece of sheet material ex 
tended through the opening having a portion 
inside and a portion outside of the glove, the 
portion inside being stitched down along the edges 
forming a pocket having a mouth coinciding with 
the opening in said glove material, the upper 
portion constituting a flap, stitches securing said 
piece of material at the base of said flap upon the 
edge of said opening remote from the pocket, a 
frame mounted in the mouth of the pocket, and 
extending across One side of the mouth and rest 
ing flat against said piece of sheet material, and 
a strip connected with said frame and with said 
flap for moving the frame to hold the mouth of 
the pocket open as the flap is opened. 

2. A glove pocket, comprising an opening in 
the material of a glove, a piece of sheet material 
extended through the opening having a portion 
inside and a portion outside of the glove, the 
portion inside being stitched down along the edges 
forming a pocket having a mouth coinciding with 
the opening in said glove material, the upper 
portion constituting a flap, and means for forcing 
the mouth of the pocket open including a strip 
Connected with said flap and drawn when the 
flap is opened for controlling the opening of the 
mouth of said pocket. 

3. A glove pocket, comprising an opening in 
the material of a glove, a piece of sheet material 
extended through the opening having a portion 
inside and a portion outside of the glove, the por 
tion inside being stitched down along the edges 
forming a pocket having a mouth coinciding with 
the opening in said glove material, the upper 
portion constituting a flap, and means for forcing 
the mouth of the pocket open, comprising a frame 
Constituting a transverse portion and arms at 
right angles thereto pivotally mounted by the 
ends of the arms at the ends of Said Opening, 
the transverse portion of said frame being mov 
ably secured upon one of the sides of the ma 
terial forming the mouth of said pocket. 

4. A glove pocket, comprising an opening in 
the material of a glove, a piece of sheet material 
extended through the opening having a portion 
inside and a portion outside of the glove, the 
portion inside being stitched down along the edges 
forming a pocket having a mouth coinciding with 
the opening in said glove material, the upper por 
tion constituting a flap, and means for forcing 
the mouth of the pocket open, comprising a frame 
constituting a transverse portion and arms at 
right angles thereto pivotally mounted by the 
ends of the arms at the ends of said opening, the 
transverse portion of said frame being movably 
secured upon one of the sides of the material 
forming the mouth of said pocket, and a strip 
attached upon the said transverse portion at one 
end and at the other end connected with said, 
flap to cause automatic opening of the mouth of 
the pocket when the flap is drawn to an open 
position. 

BERTHA HINES. 
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