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1. 

RECOMMENDING UPOGRADE ACTIONS 
DURING MIGRATION 

BACKGROUND OF THE INVENTION 

The present invention relates generally to the field of 
upgrading servers, and more particularly to recommending 
upgrade actions during migration based on risk ratings and 
active learning. 

Advances in virtualization and mainframe hardware have 
facilitated the consolidation of applications onto a fewer 
number of centralized servers. In some cases, it is desirable to 
migrate or rebuild applications running on servers in a data 
center to a cloud datacenter. These applications may need a 
version upgrade, resource upgrade, bug fixes, or security 
patches. Often, multiple applications running on the servers 
may need to be upgraded at the same time and often have 
certain dependencies on each other which cannot be violated 
during the upgrade or rebuild. 

SUMMARY 

According to one embodiment of the present invention, a 
method for recommending an upgrade action during migra 
tion is provided, the method comprising: loading a configu 
ration of servers in agraph format onto a database; identifying 
a closest matching template to the configuration of servers 
from the database; loading a configuration of actions associ 
ated with the configuration of servers; updating, from a public 
repository, one or more servers from the configuration of 
servers; determining an action plan, based, at least in part, on 
an impact score for each update action; and storing the deter 
mined action plan in the database. 

Another embodiment of the present invention provides a 
computer program product for recommending an upgrade 
action during migration, based on the method described 
above. 

Another embodiment of the present invention provides a 
computer system for recommending an upgrade action during 
migration based on the method described above. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 depicts a functional block diagram of a computing 
environment, in accordance with an embodiment of the 
present invention; 

FIG. 2 depicts a flowchart illustrating operational steps for 
identifying an application upgrade action based on impact, in 
accordance with an embodiment of the present invention; 

FIG.3 depicts a flowchart illustrating operational steps for 
calculating an action match search algorithm for performing 
graph-based upgrade action discovery, in accordance with an 
embodiment of the present invention; 

FIG. 4 depicts a block diagram of internal and external 
components of a data processing system, in accordance with 
an embodiment of the present invention; 

FIG.5 depicts a cloud computing node, in accordance with 
an embodiment of the present invention; 

FIG. 6 depicts a cloud computing environment, in accor 
dance with an embodiment of the present invention; and 

FIG.7 depicts abstraction model layers, in accordance with 
an embodiment of the present invention. 

DETAILED DESCRIPTION 

Advances in virtualization and mainframe hardware have 
facilitated the consolidation of applications onto a fewer 
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2 
number of centralized servers. However, the process of plan 
ning and performing Such a migration may be time-consum 
ing, costly, and prone to errors or failures. Embodiments of 
the present invention provide methods and systems for rec 
ommending upgrade actions on server and application-level 
topology during the migration process, based on an impact 
risk and dependencies of each action. 
The present invention will now be described in detail with 

reference to the Figures. FIG. 1 depicts a functional block 
diagram illustrating a computing environment, generally des 
ignated 100, in accordance with an embodiment of the present 
invention. Modifications to computing environment 100 may 
be made by those skilled in the art without departing from the 
Scope of the invention as recited by the claims. In an exem 
plary embodiment, computing environment 100 includes 
datacenter 110, cloud datacenter 120, migration management 
server 130, template database 140, and public repository 150. 

Datacenter 110 is a centralized facility for managing data 
for various types of organizations. Datacenter 110 comprises 
several servers 115 which manage network resources. In 
Some embodiments, datacenter 110 may comprise one or 
more of a web server, a network server, a file server, and a 
print server, each comprising a separate physical machine. 
Cloud datacenter 120 includes one or more virtual servers 
125. Cloud datacenter 120 is an off-premise form of comput 
ing, and stores data on the Internet. 

Migration management server 130 includes migration 
engine 132. Migration management server 130 may be a 
management server, a web server, or any other electronic 
device or computing system capable of receiving and sending 
data. Migration engine 132 can receive template information 
from database 140 and can mine application dependencies 
from public repository 150. Migration engine 132 is capable 
of determining upgrades and executing upgrades to cloud 
datacenter 120. In this exemplary embodiment, migration 
engine 132 is capable of identifying an application upgrade 
action based on impact and implementing a graph-based dis 
covery upgrade action. 

Template database 140 is an information repository for 
storing data associated with one or more action plans includ 
ing their impact risk. In this exemplary embodiment, the data 
is stored in a graph format and may be accessed by migration 
engine 132. 

Public repository 150 is a public software storage location, 
from which Software packages may be accessed or retrieved, 
and installed on a computing device. Package management 
systems, such as Yum or apt-get, are often provided, which 
search for, install, and otherwise manipulate software pack 
ages from public repository 150. 

FIG. 2 depicts a flowchart illustrating operational steps of 
migration engine 132 for identifying an application upgrade 
action based on impact, in accordance with an embodiment of 
the present invention. 

In step 202, migration engine 132 monitors the server 
usage. In this exemplary embodiment, migration engine 132 
monitors the server usage for a particular application. For 
example, migration engine 132 may monitor the resource 
requirements of the application, the current server usage val 
ues of the application, and the anticipated usage values of the 
application after a server migration. 

In step 204, migration engine 132 loads the servers running 
the particular application into a graph format. In this exem 
plary embodiment, each server is represented as a node of the 
graph, and each node has an application type and resource 
requirements. The connections of the graph (i.e., edges) rep 
resent a relation between two nodes (i.e., servers). 
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In step 206, migration engine 132 identifies the closest 
matching template with the minimum impact from template 
database 140, using the action match search algorithm of FIG. 
3. 

In step 208, migration engine 132 loads the configuration 
actions. In this exemplary embodiment, data associated with 
the closest matching template (step 206) is loaded. The data 
may include, for example, history, similar configuration 
schemes, latest Software updates, and latest bug fixes and 
patches. 

In step 210, migration engine 132 identifies and loads 
updates from public repository 150. In this exemplary 
embodiment, migration engine 132 connects to an external 
data source. Such as public repository 150, and loads any 
updates or upgrades. An update or upgrade may include: the 
rightsizing of memory and disk, an upgrade of application 
dependent packages, and upgrades of web servers, databases, 
and operating systems (OS). For example, a security patch for 
a particular application and an Apache version upgrade may 
be downloaded from public repository 150. 

In step 212, migration engine 132 determines a time and 
resource availability of the application. In this exemplary 
embodiment, migration engine 132 obtains the time and 
resource availability information of the application, in order 
to determine whether the application may be upgraded at the 
time, or not. For example, migration engine 132 may receive 
the release time of an upgrade and determine the particular 
software may be upgraded with the public release. 

In step 214, migration engine 132 groups upgrade actions 
with their impact scores. In this exemplary embodiment, 
migration engine 132 determines and groups upgrade actions 
with their respective impact scores, taking into account soft 
ware dependencies and identifying a scaling point. For 
example, migration engine 132 may determine a dependency 
among two actions (e.g., Tomcat cannot be upgraded before 
MySQL), and identify a Scaling point by analyzing the appli 
cation to identify points of entry and network flows at the 
database level, web level, and cache level. In another 
example, migration engine 132 may determine that an 
Apache version upgrade action has dependencies from PHP 
and MySQL servers, resulting in an impact score of eight (8). 
In this exemplary embodiment, migration engine 132 may 
also determine a load balancing mechanism for predicting the 
load and number of hits for future usage, determining the best 
arrangement of the replication servers to ensure future reli 
ability. Impact scores of particular upgrade actions on par 
ticular servers may be learned over time. 

In step 216, migration engine 132 creates an action plan 
based on the impact scores. In this exemplary embodiment, 
migration engine 132 designs an upgrade and/or rebuilding 
plan of action based on information Such as impact score, 
time, cost, and available resources. At this time, migration 
engine 132 also resolves any discovered conflicts between 
upgrade actions by checking the library dependencies. For 
example, in resolving a version conflict in which an Apache 
server upgrade requires libXml version 2.5.0 or higher, and 
PHP 5.5.8 requires libxml version 2.6.0 or higher, migration 
engine 132 may determine to only install libxml version 2.6.0 
or higher among the available packages (i.e., the libXmlver 
sion which is compatible with each conflicting application). 
In another example, in resolving a resource conflict in which 
there is a VCenter server upgrade to version 5.5, and vCenter 
server 5.5 can only run more than 4G of memory, migration 
engine 132 may determine to upgrade the memory to have 
more than 4G of memory. In this exemplary embodiment, the 
user is prompted for validation if a new step is created during 
the conflict resolution. 
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4 
In step 218, migration engine 132 stores the created action 

plan. In this exemplary embodiment, migration engine 132 
stores the created action plan in a graph format and saves the 
action plan to template database 140 for future determina 
tions. For example, a created action plan, along with the 
specific time, cost, and resource requirements, may be saved 
to template database 140 for use in future action plan deter 
minations. 

Accordingly, by performing the operational steps of FIG. 
2, an action plan for upgrading actions is created for a par 
ticular application, taking into account time, cost, and 
resource availability. By repeatedly performing the opera 
tional steps for each application, a database storing action 
plans may be continually updated with additional action plans 
for future use. 
FIG.3 depicts a flowchart illustrating operational steps of 

migration engine 132 for calculating an action match search 
algorithm for performing graph-based upgrade action discov 
ery, in accordance with an embodiment of the present inven 
tion. The action match search algorithm uses known graph 
theory calculations to determine upgrade actions between 
multiple servers by identifying the closest matching action 
template from the database, with the minimum impact score. 

In step 302, migration engine 132 partitions the graph into 
Subgraphs. In this exemplary embodiment, the graph, repre 
senting the entire set of applications and actions, is parti 
tioned into multiple subgraphs, based on similarities. For 
example, all business-based applications may be partitioned 
into one subgraph. In this exemplary embodiment, migration 
engine 132 also receives partition parameter information in 
order to determine the components of each subgraph. Each 
edge (i.e., link that connects two nodes within the graph) 
represents an impact score for the components it connects. In 
this exemplary embodiment, all edges are initially set to an 
impact score of five (5), but the impact score may change as 
each individual impact is calculated. 

In step 304, migration engine 132 applies graph similarity 
matching to each Subgraph and calculates an impact score. In 
this exemplary embodiment, a query, or edit distance-based 
similarity matching, is applied to each determined subgraph 
to calculate the impact score. Matches are then ranked by 
impact score (e.g., the lowest impact scores to the highest 
impact scores). 

In step 306, migration engine 132 determines the 
template(s) from template database 140 for each discovered 
application group. In this exemplary embodiment, template 
database 140 stores the templates containing the relevant 
application and/or server information patterns. Migration 
engine 132 accesses template database 140 and identifies the 
stored templates for each application group. 

In step 308, migration engine 132 determines whether a 
best match is found. A best match is found, when migration 
engine 132 can find a match or closest match between the 
queried subgraphs and the stored application templates in 
template database 140. If, in step 308, migration engine 132 
determines that a best match is not found, then, in step 310, 
migration engine 132 drops the Subgraph. If migration engine 
132 determines that a subgraph is not the best match to the 
template database, then this subgraph is not considered fur 
ther in the calculation. 

If, in step 308, migration engine 132 determines that a best 
match is found, then, in step 312, migration engine 132 que 
ries the action sets that apply to the matched subgraph. In this 
exemplary embodiment, migration engine 132 searches the 
history of the executed actions and the individual ratings of 
each action. 
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In step 314, migration engine 132 sorts the actions from the 
action sets based on their impact scores. From the determined 
set of relevant action sets that apply to the matched Subgraph, 
migration engine 132 sorts each action based on its related 
impact score and identifies the set of relevant actions with the 
least impact (i.e., the lowest failure rate). 

In step 316, migration engine 132 determines whether the 
action is validated for a particular upgrade. An action is vali 
dated for an upgrade, if the potential upgrade action has the 
lowest impact score and lowest potential risk. If, in step 316, 
migration engine 132 determines that the action is not vali 
dated for the upgrade, then, in step 318, migration engine 132 
receives a user input for the unknown actions. If migration 
engine 132 is not able to determine whether an action is 
appropriate for upgrade, then migration engine 132 sends a 
request to a user to validate the potential upgrade action 
before executing the upgrade action. 

If, in step 316, migration engine 132 determines that the 
action is validated for the upgrade, then, in step 320, migra 
tion engine 132 applies the received actions. If migration 
engine 132 is able to determine that a potential upgrade action 
is appropriate (i.e., validated for the particular upgrade), then 
migration engine 132 will automatically execute the received 
upgrade actions. In step 322, the Subroutine returns to step 
208 of FIG. 2. 

Accordingly, by performing the operational steps of FIG. 
3, an action match search algorithm is able to compare a set of 
actions stored in a graph format, to a set of actions saved in a 
database, in order to find an upgrade plan with the lowest 
impact and risk. This algorithm is able to consider the impact 
of composite actions. 

FIG. 4 depicts a block diagram of components, in accor 
dance with an illustrative embodiment of the present inven 
tion. It should be appreciated that FIG. 4 provides only an 
illustration of one implementation, and does not imply any 
limitations with regard to the environments in which different 
embodiments may be implemented. Many modifications to 
the depicted environment may be made. 

Communications fabric 402, which provides communica 
tions between computer processor(s) 404, memory 406, per 
sistent storage 408, communications unit 410, and input/ 
output (I/O) interface(s)412. Communications fabric 402 can 
be implemented with any architecture designed for passing 
data and/or control information between processors (such as 
microprocessors, communications and network processors, 
etc.), system memory, peripheral devices, and any otherhard 
ware components within a system. For example, communi 
cations fabric 402 can be implemented with one or more 
buses. 
Memory 406 and persistent storage 408 are computer read 

able storage media. In this embodiment, memory 406 
includes random access memory (RAM) 414 and cache 
memory 416. In general, memory 406 can include any Suit 
able volatile or non-volatile computer readable storage 
media. 
The programs are stored in persistent storage 408 for 

execution and/or access by one or more of the respective 
computer processors 404 via one or more memories of 
memory 406. In this embodiment, persistent storage 408 
includes a magnetic hard disk drive. Alternatively, or in addi 
tion to a magnetic hard disk drive, persistent storage 408 can 
include a solid State hard drive, a semiconductor Storage 
device, read-only memory (ROM), erasable programmable 
read-only memory (EPROM), flash memory, or any other 
computer readable storage media that is capable of storing 
program instructions or digital information. 
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6 
The media used by persistent storage 408 may also be 

removable. For example, a removable hard drive may be used 
for persistent storage 408. Other examples include optical and 
magnetic disks, thumb drives, and Smart cards that are 
inserted into a drive for transfer onto another computer read 
able storage medium that is also part of persistent storage 408. 

Communications unit 410, in these examples, provides for 
communications with other data processing systems or 
devices. In these examples, communications unit 410 
includes one or more network interface cards. Communica 
tions unit 410 may provide communications through the use 
of either or both physical and wireless communications links. 
The programs may be downloaded to persistent storage 408 
through communications unit 410. 

I/O interface(s) 412 allows for input and output of data with 
other devices that may be connected to migration manage 
ment server 130. For example, I/O interface 412 may provide 
a connection to external devices 418. Such as a keyboard, 
keypad, a touch screen, and/or some other Suitable input 
device. External devices 418 can also include portable com 
puter readable storage media Such as, for example, thumb 
drives, portable optical or magnetic disks, and memory cards. 
Software and data used to practice embodiments of the 
present invention, e.g., the programs, can be stored on Such 
portable computer readable storage media and can be loaded 
onto persistent storage 408 via I/O interface(s) 4.12. I/O inter 
face(s) 412 also connect to a display 420. 

Display 420 provides a mechanism to display data to a user 
and may be, for example, a computer monitor. 

It is understood in advance that although this disclosure 
includes a detailed description on cloud computing, imple 
mentation of the teachings recited herein are not limited to a 
cloud computing environment. Rather, embodiments of the 
present invention are capable of being implemented in con 
junction with any other type of computing environment now 
known or later developed. 

Cloud computing is a model of service delivery for 
enabling convenient, on-demand network access to a shared 
pool of configurable computing resources (e.g., networks, 
network bandwidth, servers, processing, memory, storage, 
applications, virtual machines, and services) that can be rap 
idly provisioned and released with minimal management 
effort or interaction with a provider of the service. This cloud 
model may include at least five characteristics, at least three 
service models, and at least four deployment models. 

Characteristics are as follows: 
On-demand self-service: a cloud consumer can unilaterally 

provision computing capabilities, such as server time and 
network storage, as needed automatically without requiring 
human interaction with the service's provider. 

Broad network access: capabilities are available over a 
network and accessed through standard mechanisms that pro 
mote use by heterogeneous thin orthick client platforms (e.g., 
mobile phones, laptops, and PDAs). 

Resource pooling: the provider's computing resources are 
pooled to serve multiple consumers using a multi-tenant 
model, with different physical and virtual resources dynami 
cally assigned and reassigned according to demand. There is 
a sense of location independence in that the consumer gener 
ally has no control or knowledge over the exact location of the 
provided resources but may be able to specify location at a 
higher level of abstraction (e.g., country, State, or datacenter). 

Rapid elasticity: capabilities can be rapidly and elastically 
provisioned, in some cases automatically, to quickly scale out 
and rapidly released to quickly scale in. To the consumer, the 
capabilities available for provisioning often appear to be 
unlimited and can be purchased in any quantity at any time. 
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Measured service: cloud systems automatically control 
and optimize resource use by leveraging a metering capability 
at Some level of abstraction appropriate to the type of service 
(e.g., Storage, processing, bandwidth, and active user 
accounts). Resource usage can be monitored, controlled, and 
reported providing transparency for both the provider and 
consumer of the utilized service. 

Service Models are as follows: 
Software as a Service (SaaS): the capability provided to the 

consumer is to use the providers applications running on a 
cloud infrastructure. The applications are accessible from 
various client devices through a thin client interface Such as a 
web browser (e.g., web-based e-mail). The consumer does 
not manage or control the underlying cloud infrastructure 
including networks, servers, operating systems, storage, or 
even individual application capabilities, with the possible 
exception of limited user-specific application configuration 
Settings. 

Platform as a Service (PaaS): the capability provided to the 
consumer is to deploy onto the cloud infrastructure con 
Sumer-created or acquired applications created using pro 
gramming languages and tools Supported by the provider. The 
consumer does not manage or control the underlying cloud 
infrastructure including networks, servers, operating sys 
tems, or storage, but has control over the deployed applica 
tions and possibly application hosting environment configu 
rations. 

Infrastructure as a Service (IaaS): the capability provided 
to the consumer is to provision processing, storage, networks, 
and other fundamental computing resources where the con 
Sumer is able to deploy and run arbitrary software, which can 
include operating systems and applications. The consumer 
does not manage or control the underlying cloud infrastruc 
ture but has control over operating systems, storage, deployed 
applications, and possibly limited control of select network 
ing components (e.g., host firewalls). 

Deployment Models are as follows: 
Private cloud: the cloud infrastructure is operated solely for 

an organization. It may be managed by the organization or a 
third party and may exist on-premises or off-premises. 
Community cloud: the cloud infrastructure is shared by 

several organizations and Supports a specific community that 
has shared concerns (e.g., mission, Security requirements, 
policy, and compliance considerations). It may be managed 
by the organizations or a third party and may exist on-pre 
mises or off-premises. 

Public cloud: the cloud infrastructure is made available to 
the general public or a large industry group and is owned by 
an organization selling cloud services. 

Hybrid cloud: the cloud infrastructure is a composition of 
two or more clouds (private, community, or public) that 
remain unique entities but are bound together by Standardized 
or proprietary technology that enables data and application 
portability (e.g., cloud bursting for load-balancing between 
clouds). 
A cloud computing environment is service oriented with a 

focus on statelessness, low coupling, modularity, and seman 
tic interoperability. At the heart of cloud computing is an 
infrastructure comprising a network of interconnected nodes. 

Referring now to FIG. 5, a schematic of an example of a 
cloud computing node is shown. Cloud computing node 10 is 
only one example of a Suitable cloud computing node and is 
not intended to suggest any limitation as to the scope of use or 
functionality of embodiments of the invention described 
herein. Regardless, cloud computing node 10 is capable of 
being implemented and/or performing any of the functional 
ity set forth hereinabove. 

5 

10 

15 

25 

30 

35 

40 

45 

50 

55 

60 

65 

8 
In cloud computing node 10, there is a computer system/ 

server 12, which is operational with numerous other general 
purpose or special purpose computing system environments 
or configurations. Examples of well-known computing sys 
tems, environments, and/or configurations that may be suit 
able for use with computer system/server 12 include, but are 
not limited to, personal computer systems, server computer 
systems, thin clients, thick clients, hand-held or laptop 
devices, multiprocessor systems, microprocessor-based sys 
tems, set top boxes, programmable consumer electronics, 
network PCs, minicomputer systems, mainframe computer 
systems, and distributed cloud computing environments that 
include any of the above systems or devices, and the like. 
Computer system/server 12 may be described in the gen 

eral context of computer system-executable instructions, 
Such as program modules, being executed by a computer 
system. Generally, program modules may include routines, 
programs, objects, components, logic, data structures, and so 
on that perform particular tasks or implement particular 
abstract data types. Computer system/server 12 may be prac 
ticed in distributed cloud computing environments where 
tasks are performed by remote processing devices that are 
linked through a communications network. In a distributed 
cloud computing environment, program modules may be 
located in both local and remote computer system storage 
media including memory storage devices. 
As shown in FIG. 5, computer system/server 12 in cloud 

computing node 10 is shown in the form of a general-purpose 
computing device. The components of computer system/ 
server 12 may include, but are not limited to, one or more 
processors or processing units 16, a system memory 28, and 
a bus 18 that couples various system components including 
system memory 28 to processor 16. 
Bus 18 represents one or more of any of several types ofbus 

structures, including a memory bus or memory controller, a 
peripheral bus, an accelerated graphics port, and a processor 
or local bus using any of a variety of bus architectures. By way 
of example, and not limitation, such architectures include 
Industry Standard Architecture (ISA) bus, Micro Channel 
Architecture (MCA) bus, Enhanced ISA (EISA) bus, Video 
Electronics Standards Association (VESA) local bus, and 
Peripheral Component Interconnects (PCI) bus. 
Computer system/server 12 typically includes a variety of 

computer system readable media. Such media may be any 
available media that is accessible by computer system/server 
12, and it includes both volatile and non-volatile media, 
removable and non-removable media. 

System memory 28 can include computer system readable 
media in the form of volatile memory, such as random access 
memory (RAM) 30 and/or cache memory 32. Computer sys 
tem/server 12 may further include other removable/non-re 
movable, Volatile/non-volatile computer system storage 
media. By way of example only, storage system 34 can be 
provided for reading from and writing to a non-removable, 
non-volatile magnetic media (not shown and typically called 
a “hard drive”). Although not shown, a magnetic disk drive for 
reading from and writing to a removable, non-volatile mag 
netic disk (e.g., a "floppy disk’), and an optical disk drive for 
reading from or writing to a removable, non-volatile optical 
disk such as a CD-ROM, DVD-ROM or other optical media 
can be provided. In Such instances, each can be connected to 
bus 18 by one or more data media interfaces. As will be 
further depicted and described below, memory 28 may 
include at least one program product having a set (e.g., at least 
one) of program modules that are configured to carry out the 
functions of embodiments of the invention. 
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Program/utility 40, having a set (at least one) of program 
modules 42, may be stored in memory 28 by way of example, 
and not limitation, as well as an operating system, one or more 
application programs, other program modules, and program 
data. Each of the operating system, one or more application 
programs, other program modules, and program data or some 
combination thereof, may include an implementation of a 
networking environment. Program modules 42 generally 
carry out the functions and/or methodologies of embodiments 
of the invention as described herein. 

Computer system/server 12 may also communicate with 
one or more external devices 14 Such as a keyboard, a pointing 
device, a display 24, etc.; one or more devices that enable a 
user to interact with computer system/server 12; and/or any 
devices (e.g., network card, modem, etc.) that enable com 
puter system/server 12 to communicate with one or more 
other computing devices. Such communication can occur via 
Input/Output (I/O) interfaces 22. Still yet, computer system/ 
server 12 can communicate with one or more networks Such 
as a local area network (LAN), a general wide area network 
(WAN), and/or a public network (e.g., the Internet) via net 
work adapter 20. As depicted, network adapter 20 communi 
cates with the other components of computer system/server 
12 via bus 18. It should be understood that although not 
shown, other hardware and/or software components could be 
used in conjunction with computer system/server 12. 
Examples, include, but are not limited to: microcode, device 
drivers, redundant processing units, external disk drive 
arrays, RAID systems, tape drives, and data archival storage 
systems, etc. 

Referring now to FIG. 6, illustrative cloud computing envi 
ronment 50 is depicted. As shown, cloud computing environ 
ment 50 comprises one or more cloud computing nodes 10 
with which local computing devices used by cloud consum 
ers, such as, for example, personal digital assistant (PDA) or 
cellular telephone 54A, desktop computer 54B, laptop com 
puter 54C, and/or automobile computer system 54N may 
communicate. Nodes 10 may communicate with one another. 
They may be grouped (not shown) physically or virtually, in 
one or more networks, such as Private, Community, Public, or 
Hybrid clouds as described hereinabove, or a combination 
thereof. This allows cloud computing environment 50 to offer 
infrastructure, platforms and/or software as services for 
which a cloud consumer does not need to maintain resources 
on a local computing device. It is understood that the types of 
computing devices 54A-N shown in FIG. 6 are intended to be 
illustrative only and that computing nodes 10 and cloud com 
puting environment 50 can communicate with any type of 
computerized device over any type of network and/or net 
work addressable connection (e.g., using a web browser). 

Referring now to FIG. 7, a set of functional abstraction 
layers provided by cloud computing environment 50 (FIG. 6) 
is shown. It should be understood in advance that the compo 
nents, layers, and functions shown in FIG.7 are intended to be 
illustrative only and embodiments of the invention are not 
limited thereto. 
As depicted, the following layers and corresponding func 

tions are provided: 
Hardware and software layer 60 includes hardware and 

Software components. Examples of hardware components 
include: mainframes: RISC (Reduced Instruction Set Com 
puter) architecture based servers; storage devices; networks 
and networking components. In some embodiments, Software 
components include network application server Software. 

Virtualization layer 62 provides an abstraction layer from 
which the following examples of virtual entities may be pro 
vided: virtual servers; virtual storage; virtual networks, 
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10 
including virtual private networks; virtual applications and 
operating systems; and virtual clients. 

In one example, management layer 64 may provide the 
functions described below. Resource provisioning provides 
dynamic procurement of computing resources and other 
resources that are utilized to perform tasks within the cloud 
computing environment. Metering and Pricing provide cost 
tracking as resources are utilized within the cloud computing 
environment and billing or invoicing for consumption of 
these resources. In one example, these resources may com 
prise application Software licenses. Security provides identity 
Verification for cloud consumers and tasks, as well as protec 
tion for data and other resources. User portal provides access 
to the cloud computing environment for consumers and sys 
tem administrators. Service level management provides 
cloud computing resource allocation and management Such 
that required service levels are met. Service Level Agreement 
(SLA) planning and fulfillment provide pre-arrangement for, 
and procurement of cloud computing resources for which a 
future requirement is anticipated in accordance with an SLA. 

Workloads layer 66 provides examples of functionality for 
which the cloud computing environment may be utilized. 
Examples of workloads and functions which may be provided 
from this layer include: mapping and navigation; Software 
development and lifecycle management; virtual classroom 
education delivery; data analytics processing; transaction 
processing; and impact processing. 
The programs described herein are identified based upon 

the application for which they are implemented in a specific 
embodiment of the invention. However, it should be appreci 
ated that any particular program nomenclature herein is used 
merely for convenience and thus, the invention should not be 
limited to use solely in any specific application identified 
and/or implied by Such nomenclature. 
The present invention may be a system, a method, and/or a 

computer program product. The computer program product 
may include a computer readable storage medium (or media) 
having computer readable program instructions thereon for 
causing a processor to carry out aspects of the present inven 
tion. 
The computer readable storage medium can be a tangible 

device that can retain and store instructions for use by an 
instruction execution device. The computer readable storage 
medium may be, for example, but is not limited to, an elec 
tronic storage device, a magnetic storage device, an optical 
storage device, an electromagnetic storage device, a semicon 
ductor storage device, or any suitable combination of the 
foregoing. A non-exhaustive list of more specific examples of 
the computer readable storage medium includes the follow 
ing: a portable computer diskette, a hard disk, a random 
access memory (RAM), a read-only memory (ROM), an eras 
able programmable read-only memory (EPROM or Flash 
memory), a static random access memory (SRAM), a por 
table compact disc read-only memory (CD-ROM), a digital 
versatile disk (DVD), a memory stick, a floppy disk, a 
mechanically encoded device Such as punch-cards or raised 
structures in a groove having instructions recorded thereon, 
and any Suitable combination of the foregoing. A computer 
readable storage medium, as used herein, is not to be con 
Strued as being transitory signals perse, such as radio waves 
or other freely propagating electromagnetic waves, electro 
magnetic waves propagating through a waveguide or other 
transmission media (e.g., light pulses passing through a fiber 
optic cable), or electrical signals transmitted through a wire. 
Computer readable program instructions described herein 

can be downloaded to respective computing/processing 
devices from a computer readable storage medium or to an 
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external computer or external storage device via a network, 
for example, the Internet, a local area network, a wide area 
network and/or a wireless network. The network may com 
prise copper transmission cables, optical transmission fibers, 
wireless transmission, routers, firewalls, Switches, gateway 
computers and/or edge servers. A network adapter card or 
network interface in each computing/processing device 
receives computer readable program instructions from the 
network and forwards the computer readable program 
instructions for storage in a computer readable storage 
medium within the respective computing/processing device. 

Computer readable program instructions for carrying out 
operations of the present invention may be assembler instruc 
tions, instruction-set-architecture (ISA) instructions, 
machine instructions, machine dependent instructions, 
microcode, firmware instructions, state-setting data, or either 
Source code or object code written in any combination of one 
or more programming languages, including an object ori 
ented programming language such as Smalltalk, C++ or the 
like, and conventional procedural programming languages, 
Such as the “C” programming language or similar program 
ming languages. The computer readable program instructions 
may execute entirely on the user's computer, partly on the 
user's computer, as a stand-alone software package, partly on 
the user's computer and partly on a remote computer or 
entirely on the remote computer or server. In the latter sce 
nario, the remote computer may be connected to the user's 
computer through any type of network, including a local area 
network (LAN) or a wide area network (WAN), or the con 
nection may be made to an external computer (for example, 
through the Internet using an Internet Service Provider). In 
some embodiments, electronic circuitry including, for 
example, programmable logic circuitry, field-programmable 
gate arrays (FPGA), or programmable logic arrays (PLA) 
may execute the computer readable program instructions by 
utilizing state information of the computer readable program 
instructions to personalize the electronic circuitry, in order to 
perform aspects of the present invention. 

Aspects of the present invention are described herein with 
reference to flowchart illustrations and/or block diagrams of 
methods, apparatus (systems), and computer program prod 
ucts according to embodiments of the invention. It will be 
understood that each block of the flowchart illustrations and/ 
or block diagrams, and combinations of blocks in the flow 
chart illustrations and/or block diagrams, can be imple 
mented by computer readable program instructions. 

These computer readable program instructions may be pro 
vided to a processor of a general purpose computer, special 
purpose computer, or other programmable data processing 
apparatus to produce a machine. Such that the instructions, 
which execute via the processor of the computer or other 
programmable data processing apparatus, create means for 
implementing the functions/acts specified in the flowchart 
and/or block diagram block or blocks. These computer read 
able program instructions may also be stored in a computer 
readable storage medium that can direct a computer, a pro 
grammable data processing apparatus, and/or other devices to 
function in a particular manner, such that the computer read 
able storage medium having instructions stored therein com 
prises an article of manufacture including instructions which 
implement aspects of the function/act specified in the flow 
chart and/or block diagram block or blocks. 
The computer readable program instructions may also be 

loaded onto a computer, other programmable data processing 
apparatus, or other device to cause a series of operational 
steps to be performed on the computer, other programmable 
apparatus or other device to produce a computer implemented 
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12 
process, such that the instructions which execute on the com 
puter, other programmable apparatus, or other device imple 
ment the functions/acts specified in the flowchart and/or 
block diagram block or blocks. 
The flowchart and block diagrams in the Figures illustrate 

the architecture, functionality, and operation of possible 
implementations of systems, methods, and computer pro 
gram products according to various embodiments of the 
present invention. In this regard, each block in the flowchart 
or block diagrams may represent a module, segment, or por 
tion of instructions, which comprises one or more executable 
instructions for implementing the specified logical 
function(s). In some alternative implementations, the func 
tions noted in the block may occur out of the order noted in the 
figures. For example, two blocks shown in Succession may, in 
fact, be executed substantially concurrently, or the blocks 
may sometimes be executed in the reverse order, depending 
upon the functionality involved. It will also be noted that each 
block of the block diagrams and/or flowchart illustration, and 
combinations of blocks in the block diagrams and/or flow 
chart illustration, can be implemented by special purpose 
hardware-based systems that perform the specified functions 
or acts or carry outcombinations of special purpose hardware 
and computer instructions. 
The descriptions of the various embodiments of the present 

invention have been presented for purposes of illustration, but 
are not intended to be exhaustive or limited to the embodi 
ments disclosed. Many modifications and variations will be 
apparent to those of ordinary skill in the art without departing 
from the scope and spirit of the invention. The terminology 
used herein was chosen to best explain the principles of the 
embodiment, the practical application or technical improve 
ment over technologies found in the marketplace, or to enable 
others of ordinary skill in the art to understand the embodi 
ments disclosed herein. 
What is claimed is: 
1. A method for recommending an upgrade action during 

migration, the method comprising: 
loading a configuration of servers in a graph format onto a 

database; 
identifying a closest matching template to the configura 

tion of servers from the database; 
loading a configuration of actions associated with the con 

figuration of servers; 
updating, from a public repository, one or more servers 

from the configuration of servers; 
determining an action plan, based, at least in part, on an 

impact score for each update action; and 
storing the determined action plan in the database. 
2. The method of claim 1, wherein each update action 

comprises: rightsizing of memory and disk, upgrade of appli 
cation dependent packages, upgrades of web servers, data 
bases, and operating systems (OS). 

3. The method of claim 1, wherein each update action is 
selected based on historical data, as the configuration is being 
prepared from migration to target server. 

4. The method of claim 1, further comprising: 
detecting a failure of an update action, using a server log or 

a U.S. 

5. The method of claim 1, further comprising: 
utilizing the template to create a pattern, wherein the pat 

tern is used to learn and capture actions which resolve 
conflicts, based on a knowledge base and human exper 
tise. 

6. The method of claim 1, further comprising: 
determining a risk associated with each update action, 

wherein the risk comprises: business level criticality of 



update action is selected based on historical data, as the 
configuration is being prepared from migration to target 
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servers, effort to execute the action, cost to execute the 
action, cost to an upgrading, licensing considerations, 
and reported issues with latest versions of updates. 

7. A computer program product comprising: 
a computer readable storage medium and program instruc- 5 

tions stored on the computer readable storage medium, 
the program instructions comprising: 

program instructions to load a configuration of servers in a 
graph format onto a database; 

program instructions to identify a closest matching tem 
plate to the configuration of servers from the database: 

program instructions to load a configuration of actions 
associated with the configuration of servers; 

program instruction to update, from a public repository, 
one or more servers from the configuration of servers; 

program instructions to determine an action plan, based, at 
least in part, on an impact score for each update action; 
and 

program instructions to store the determined action plan in 
the database. 

8. The computer program product of claim 7, wherein each 
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15 

update action comprises: rightsizing of memory and disk, 
upgrade of application dependent packages, upgrades of web 
servers, databases, and operating systems (OS). 

9. The computer program product of claim 7, wherein the 
25 

10. The computer program product of claim 7, further 
comprising: 

program instructions to detect a failure of an update action, 30 
using a server log or a user. 

11. The computer program product of claim 7, further 
comprising: 

program instructions to utilize the template to create a 
pattern, wherein the pattern is used to learn and capture 
actions which resolve conflicts, based on knowledge 
base and human expertise. 

12. The computer program product of claim 7, further 
comprising: 

program instructions to determine a risk associated with 
each update action, wherein the risk comprises: business 
level criticality of servers, effort to execute the action, 
cost to execute the action, cost to an upgrading, licensing 
considerations, and reported issues with latest versions 
of updates. 

13. A computer system comprising: 
one or more computer processors; 
one or more computer readable storage media; 
program instructions stored on the one or more computer 

readable storage media for execution by at least one of 50 
the one or more processors, the program instructions 
comprising: 
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14 
program instructions to load a configuration of servers in a 

graph format onto a database; 
program instructions to identify a closest matching tem 

plate to the configuration of servers from the database: 
program instructions to load a configuration of actions 

associated with the configuration of servers; 
program instruction to update, from a public repository, 

one or more servers from the configuration of servers; 
program instructions to determine an action plan, based, at 

least in part, on an impact score for each update action; 
and 

program instructions to store the determined action plan in 
the database. 

14. The computer system of claim 13, wherein each update 
action comprises: rightsizing of memory and disk, upgrade of 
application dependent packages, upgrades of web servers, 
databases, and operating systems (OS). 

15. The computer system of claim 13, further comprising: 
one or more databases, the one or more databases having a 

plurality of pattern records, wherein each pattern record 
represents a migration configuration of an old system to 
a new system, and wherein the old system comprises one 
or more old assets and the new system comprises one or 
mOre new aSSetS. 

16. The computer system of claim 13, further comprising: 
one or more inputs for providing a target old system con 

figuration; 
a migration engine which identifies one or more target new 

configurations which are possible conversions for the 
target old system configuration; and 

a risk assessor which provides a risk of installation score 
for each of the target new configurations. 

17. The computer system of claim 13, wherein each update 
action is selected based on historical data, as the configuration 
is being prepared from migration to target server. 

18. The computer system of claim 13, further comprising: 
program instructions to detect a failure of an update action, 

using a server log or a user. 
19. The computer system of claim 13, further comprising: 
program instructions to utilize the template to create a 

pattern, wherein the pattern is used to learn and capture 
actions which resolve conflicts, based on knowledge 
base and human expertise. 

20. The computer system of claim 13, further comprising: 
program instructions to determine a risk associated with 

each update action, wherein the risk comprises: business 
level criticality of servers, effort to execute the action, 
cost to execute the action, cost to an upgrading, licensing 
considerations, and reported issues with latest versions 
of updates. 


