An intermediate link for a tool arm assembly is provided. The intermediate link includes first and second connectors that are at least partially rotatable about respective first and second rotation axes. The intermediate link includes first and/or second lock rotation mechanisms that are configured to selectively prevent rotation of the first and second connectors.
TZ, UG, ZM, ZW), Eurasian (AM, AZ, BY, KG, KZ, RU, TJ, TM), European (AL, AT, BE, BG, CH, CY, CZ, DE, DK, EE, ES, FI, FR, GB, GR, HR, HU, IE, IS, IT, LT, LU, LV, MC, MK, MT, NL, NO, PL, PT, RO, RS, SE, SI, SK, SM, TR), OAPI (BF, BJ, CF, CG, CI, CM, GA, GN, GQ, GW, KM, ML, MR, NE, SN, TD, TG).
LOCKING INTERMEDIATE LINK FOR A TOOL ARM ASSEMBLY

RELATED APPLICATION

[0001] This application claims the benefit of U.S. Patent Application No. 14/843,344, filed on September 2, 2015, entitled "LOCKING INTERMEDIATE LINK FOR A TOOL ARM ASSEMBLY," the disclosure of which is hereby incorporated herein by reference in its entirety.

TECHNICAL FIELD

[0002] The embodiments relate generally to a locking intermediate link for a tool arm assembly.

BACKGROUND

[0003] A tool arm assembly interfaces with and supports a tool to allow a human to easily manipulate the tool. A tool arm assembly may be coupled to a number of different systems, such as, for example, an exoskeleton, a stationary fixture such as a wall, or a mobile device such as a cart. A tool arm assembly typically includes one or more arm links that can move in a plane, such as a vertical plane, and intermediate links that couple the arm links and allow movement in another plane, such as a horizontal plane. With the flexibility provided by the multiple types of movement, a user may position the tool at precise locations.

[0004] An intermediate link allows arm links to rotate about an axis of rotation of the intermediate link. While this is useful for tool positioning, unintentional rotation of an arm link can occur when a user removes his hands from the tool, leading to safety issues and other problems as the tool moves in an unintended manner.

SUMMARY

[0005] The embodiments relate to an intermediate link for a tool arm assembly that includes first and second connectors that are at least partially
rotatable about respective first and second rotation axes. The intermediate link
includes first and/or second lock rotation mechanisms that are configured to
selectively prevent rotation of the first and second connectors. Among other
features, the embodiments allow a user of a tool arm assembly to selectively
prevent rotation of arm links, or other links, and thereby ensure a tool does not
unintentionally move if the user takes his hands off the tool.

[0006] In one embodiment, an intermediate link for a tool arm assembly is
provided. The intermediate link includes a body having a first rotation axis and a
second rotation axis. A first connector is coupled to the body. The first
connector is at least partially rotatable about the first rotation axis. A second
connector is coupled to the body and is also at least partially rotatable about the
second rotation axis. A first rotation lock mechanism is configured to selectively
prevent rotation of the first connector about the first rotation axis.

[0007] In one embodiment, the intermediate link comprises a second rotation
lock mechanism that is configured to selectively prevent rotation of the second
connector about the second rotation axis.

[0008] In one embodiment, the intermediate link includes a first shaft that is
co-linear with the first rotation axis. The first shaft is fixed with respect to the first
connector and rotatable with respect to the body. The first shaft comprises a lock
interface area. The first rotation lock mechanism comprises a pin having a locked
position and an unlocked position. In the locked position, the pin is engaged with
the lock interface area to prevent rotation of the first shaft.

[0009] In one embodiment, the first shaft forms an opening, and the lock
interface area comprises the opening. In the locked position, at least a portion of
the pin extends into the opening.

[0010] In one embodiment, the body forms a threaded bore that is
substantially perpendicular with respect to the first rotation axis. The threaded
bore includes a longitudinal axis that intersects the first rotation axis. The pin
includes threads that are configured to engage the threaded bore. A handle is
attached to the pin. The pin extends substantially perpendicular with respect to
the first rotation axis and is configured to contact the first shaft upon rotation of the pin.

[0011] In one embodiment, the first shaft comprises a flat surface and the lock interface area comprises the flat surface. The pin is configured to contact the flat surface.

[0012] In one embodiment, the first rotation lock mechanism has a first unlocked mode and a first locked mode. In the first unlocked mode, the first connector is at least partially rotatable about the first rotation axis, and in the first locked mode, the first connector is fixed with respect to the body.

[0013] In one embodiment, the first rotation lock mechanism comprises a first pin that is slidably coupled to the body and is configured to slide along a first pin axis. The first connector comprises a first bracket forming at least one opening that intersects the first pin axis at a particular rotation orientation of the first connector with respect to the body. The first pin is configured to engage the at least one opening of the first bracket to prevent rotation of the first connector with respect to the body.

[0014] In one embodiment, the bracket forms a plurality of openings. Each opening intersects the first pin axis at corresponding rotation orientations of the first connector with respect to the body.

[0015] In one embodiment, the body forms a first pin through hole having a through-hole axis that is parallel to the first rotation axis. The first pin is configured to slide within the pin through hole to engage the at least one opening.

[0016] In one embodiment, a tool arm assembly is provided. The tool arm assembly includes a first arm link, a second arm link, and an intermediate link. The intermediate link comprises a body having a first rotation axis and a second rotation axis. A first connector is coupled to the body. The first connector is at least partially rotatable about the first rotation axis. A second connector is coupled to the body and is also at least partially rotatable about the second rotation axis. A first rotation lock mechanism is configured to selectively prevent rotation of the first connector about the first rotation axis.
In another embodiment, a tool arm assembly is provided that includes a tool interface link, a first arm link, a first intermediate link, a second arm link, and a second intermediate link.

Those skilled in the art will appreciate the scope of the disclosure and realize additional aspects thereof after reading the following detailed description of the embodiments in association with the accompanying drawing figures.

**BRIEF DESCRIPTION OF THE DRAWINGS**

The accompanying drawing figures incorporated in and forming a part of this specification illustrate several aspects of the disclosure and, together with the description, serve to explain the principles of the disclosure.

- Figure 1 is an illustration of a tool arm assembly according to one embodiment;
- Figure 2 is an enlarged view of the tool arm assembly illustrated in Figure 1;
- Figure 3 is an enlarged view of the intermediate link illustrated in Figure 2;
- Figure 4 is a cross-sectional view of the intermediate link illustrated in Figure 3;
- Figure 5 is a cross-sectional view of an intermediate link according to another embodiment;
- Figure 6 is an illustration of an intermediate link according to another embodiment; and
- Figure 7 is a cross-sectional view of the intermediate link illustrated in Figure 6.

**DETAILED DESCRIPTION**

The embodiments set forth below represent the information to enable those skilled in the art to practice the embodiments and illustrate the best mode of practicing the embodiments. Upon reading the following description in light of the accompanying drawing figures, those skilled in the art will understand the
concepts of the disclosure and will recognize applications of these concepts not particularly addressed herein. It should be understood that these concepts and applications fall within the scope of the disclosure and the accompanying claims.

[0028] The use herein of ordinals in conjunction with an element is solely for distinguishing what might otherwise be similar or identical labels, such as "first connector" and "second connector," and does not imply a priority, a type, an importance, or other attribute, unless otherwise stated herein. The term "about" used herein in conjunction with a numeric value means any value that is within a range of ten percent greater than or ten percent less than the numeric value.

[0029] The embodiments relate to an intermediate link for a tool arm assembly that includes first and second connectors that are at least partially rotatable about respective first and second rotation axes. The intermediate link includes first and second lock rotation mechanisms that are configured to selectively prevent rotation of the first and second connectors. Among other features, the embodiments allow a user of a tool arm assembly to selectively prevent rotation of arm links, or other links, and thereby ensure a tool does not unintentionally move if the user takes his hands off the tool.

[0030] Figure 1 is an illustration of a tool arm assembly 10 according to one embodiment. In this example, the tool arm assembly 10 is coupled to an exoskeleton 12; however, the embodiments are not limited to a tool arm assembly that is coupled to an exoskeleton and have applicability in any application that utilizes a tool arm assembly. For example, the tool arm assembly may be coupled to a stationary surface, such as a wall, a ceiling, a floor, or a bench, or to a mobile surface, such as a cart.

[0031] The tool arm assembly 10 can be coupled to a tool 14, and facilitates controlled and safe movement of the tool 14 by a user (not illustrated). The tool arm assembly 10 in this example includes a tool base link 16 that facilitates coupling of the tool arm assembly 10 to the exoskeleton 12. The tool base link 16 is coupled to an intermediate link 18-1, which in turn is coupled to an arm link 20-1. The arm link 20-1 is coupled to an intermediate link 18-2, which is coupled to an arm link 20-2. The intermediate links 18-1, 18-2 may be referred to
generally herein as intermediate links 18. The arm links 20-1, 20-2 may be 
referred to generally herein as arm links 20. The arm link 20-2 includes a tool 
attachment interface 22 that facilitates coupling of the tool 14 to the tool arm 
assembly 10. While for purposes of illustration only two intermediate links 18 and 
two arm links 20 are shown, the tool arm assembly 10 may comprise any 
number of intermediate links 18 and arm links 20.

Figure 2 is an enlarged view of the tool arm assembly 10 illustrated in 
Figure 1. The intermediate link 18-1 has a rotation axis 24 and a rotation axis 26. 
The rotation axis 24 allows the intermediate link 18-1 to rotate with respect to the 
tool base link 16. In this example, the intermediate link 18-1 rotates in a 
generally horizontal plane. The rotation axis 26 allows the arm link 20-1 to rotate 
in the same generally horizontal plane with respect to the intermediate link 18-1. 
The arm link 20-1 can also rotate about a rotation axis 28 which is perpendicular 
to the rotation axis 24, and thereby move in directions 30-1, 30-2, which in this 
example are in a generally vertical plane.

The intermediate link 18-2 has a rotation axis 32 about which the 
intermediate link may rotate with respect to the arm link 20-1, and a rotation axis 
34 about which the intermediate link 18-2 may rotate with respect to the arm link 20-2. The arm link 20-2 is rotatable about a rotation axis 36 that is perpendicular 
to the rotation axis 34.

Figure 3 is an enlarged view of the intermediate link 18-2. The 
intermediate link 18-2 includes a body 38-1 and the rotation axes 32, 34. A 
connector 40-1 is coupled to the body 38-1 and is at least partially rotatable 
about the rotation axis 32. In this example, the connector 40-1 is coupled to the 
arm link 20-1, but in other embodiments the connector 40-1 may be coupled to 
the tool base link 16. The connector 40-1 may be coupled to the arm link 20-1 or 
the tool base link 16 either via attachment mechanisms, such as bolts, screws, 
and the like, or may be coupled to the arm link 20-1 or the tool base link 16 by 
being integral with the arm link 20-1 or the tool base link 16, such as by being 
formed from the same material as that used to make all or a portion of the arm 
link 20-1 or the tool base link 16.
[0035] The intermediate link 18-2 also includes a connector 40-2, which is coupled to the body 38-1 and is at least partially rotatable about the rotation axis 34. In this example, the connector 40-2 is coupled to the arm link 20-2.

[0036] The intermediate link 18-2 includes a rotation lock mechanism 42-1 that is configured to selectively prevent rotation of the connector 40-1 about the rotation axis 32, and a rotation lock mechanism 42-2 that is configured to selectively prevent rotation of the first connector 40-2 about the rotation axis 34. The rotation lock mechanism 42-1 has an unlocked mode and a locked mode. In the unlocked mode, the connector 40-1 is at least partially rotatable about the rotation axis 32, and in the locked mode, the connector 40-1 is fixed with respect to the body 38-1. Similarly, the rotation lock mechanism 42-2 has an unlocked mode and a locked mode. In the unlocked mode, the connector 40-2 is at least partially rotatable about the rotation axis and 34, and in the locked mode, the connector 40-2 is fixed with respect to the body 38-1.

[0037] A user can thereby selectively activate the rotation mechanism 42-1 to prevent rotation of the intermediate link 18-2 with respect to the arm link 20-1 but allow rotation of the arm link 20-2 with respect to the intermediate link 18-2. Alternatively, the user can selectively activate the rotation mechanism 42-2 to prevent rotation of the intermediate link 18-2 with respect to the arm link 20-2 but allow rotation of the arm link 20-1 with respect to the intermediate link 18-2. The user may also selectively activate the rotation mechanism 42-1 to prevent rotation of the intermediate link 18-2 with respect to the arm link 20-1, and selectively activate the rotation mechanism 42-2 to prevent rotation of the intermediate link 18-2 with respect to the arm link 20-2.

[0038] Figure 4 is a cross-sectional view of the intermediate link 18-2 illustrated in Figure 3. A shaft 44-1 is collinear with the rotation axis 32. The shaft 44-1 is fixed with respect to the connector 40-1 and rotatable with respect to the body 38-1, such that the shaft 44-1 rotates about the rotation axis 32 in conjunction with the connector 40-1 rotating about the rotation axis 32. In one embodiment, the shaft 44-1 may be fixed with respect to the connector 40-1 via a keyed, i.e., non-circular, cross-sectional area 48 of the shaft 44-1 that matches a
non-circular opening in the connector 40-1. The shaft 44-1 includes a lock interface area 50-1 that in this embodiment comprises a flat surface 52. The body 38-1 forms a threaded bore 54 that is substantially perpendicular with respect to the rotation axis 32, and has a longitudinal axis 56 that intersects the rotation axis 32. A threaded pin 58 engages the threaded bore 54. A handle 60 is attached to the pin 58, and the pin 58 may thereby be rotated in a clockwise direction such that the pin 58 engages the flat surface 52 in a locked position to prevent rotation of the shaft 44-1 and the connector 40-1. The handle 60 may be rotated in a counter-clockwise position to disengage the pin 58 from the lock interface area 50-1 to put the pin 58 in an unlocked position.

[0039] The body 38-1 also includes a shaft 44-2 that is collinear with the rotation axis 34. The shaft 44-2 is fixed with respect to the connector 40-2 and rotatable with respect to the body 38-1, such that the shaft 44-2 rotates about the rotation axis 34 in conjunction with the connector 40-2 rotating about the rotation axis 34. As discussed above, in one embodiment, the shaft 44-2 may be fixed with respect to the connector 40-2 via a key, i.e., non-circular, cross-sectional area 62 of the shaft 44-2 that matches a non-circular opening in the connector 40-2. The shaft 44-2 includes a lock interface area 50-2 that in this embodiment comprises a flat surface 64. The body 38-1 forms a threaded bore 66 that is substantially perpendicular with respect to the rotation axis 34 and has a longitudinal axis 68 that intersects the rotation axis 34. A threaded pin 70 engages the threaded bore 66. A handle 72 is attached to the pin 70, and the pin 70 may thereby be rotated in a clockwise direction such that the pin 70 engages the flat surface 64 in a locked position to prevent rotation of the shaft 44-2 and the connector 40-2. The handle 72 may be rotated in a counter clockwise position to disengage the pin 70 from the lock interface area 50-2 to put the pin 70 in an unlocked position.

[0040] Figure 5 is a cross-sectional view of an intermediate link 18-2A according to another embodiment. The intermediate link 18-2A is identical to the intermediate link 18-2 illustrated in Figures 3 and 4, except that the lock interface areas 50-1, 50-2 comprise openings 74-1, 74-2 formed in shafts 44-1 A, 44-2A,
respectively. The pins 58, 70 may be rotated to extend into the respective openings 74-1, 74-2 to prevent rotation of the shafts 44-1 A, 44-2A.

[0041] Figure 6 is an illustration of an intermediate link 18-3 according to another embodiment. The intermediate link 18-3 is substantially similar to the intermediate links 18-2, 18-2A discussed above except as otherwise discussed herein. The intermediate link 18-3 has a body 38-2 which forms pin through holes 76-1 - 76-4. A pin 78-1 is slidably coupled to the body 38-2 and is configured to slide along a pin axis 80-1. A connector 82-1 is coupled to the body 38-2 and is at least partially rotatable about the rotation axis 32. A connector 82-2 is coupled to the body 38-2 and is at least partially rotatable about the rotation axis 34.

[0042] The connector 82-1 includes a bracket 84-1 that forms one or more openings 86. The connector 82-1 may be rotated about the axis 32 such that the openings 86 successively intersect the pin axis 80-1 at different orientations of the connector 82-1 with respect to the body 38-2. The pin 78-1 is configured to engage an opening 86 to prevent rotation of the first connector 82-1 with respect to the body 38-2.

[0043] The pin 78-1 has a head section 88 that includes a throat 90. A pin end 92 engages one of two holes 94-1, 94-2 to place the pin 78-1 in a locked mode or an unlocked mode. The hole 94-1 is sufficiently deep to allow the pin shaft of the pin 78-1 to extend through the body 38-2 and through the opening 86 in the bracket 84-1. The hole 94-2 is a shallow hole, and thus if the pin end 92 is placed in the hole 94-2, the shaft of the pin 78-1 cannot engage the opening 86, and the connector 82-1 can rotate with respect to the body 38-2. A pin 78-2 operates with respect to a bracket 84-2 of the connector 82-2 identically to that described above with regard to the pin 78-1 and the bracket 84-1 to selectively allow rotation of the connector 82-2 with respect to the body 38-2, or to prevent rotation of the connector 82-2 with respect to the body 38-2.

[0044] Figure 7 is a cross-sectional view of the intermediate link 18-3 illustrated in Figure 6. The body 38-2 forms two chambers 96-1, 96-2 in which springs 98-1, 98-2 are located, respectively. The pin 78-1 includes a collar 100-1
against which the spring 96-1 exerts a force to urge the pin 78-1 in a direction
toward the bracket 84-1. Similarly, the pin 78-2 includes a collar 100-2 against
which the spring 96-2 exerts a force to urge the pin 78-2 in a direction toward the
bracket 84-2.

5 [0045] Those skilled in the art will recognize improvements and modifications
to the preferred embodiments of the disclosure. All such improvements and
modifications are considered within the scope of the concepts disclosed herein
and the claims that follow.
CLAIMS

What is claimed is:

1. An intermediate link for a tool arm assembly comprising:

   a body having a first rotation axis and a second rotation axis;
   a first connector coupled to the body, the first connector being at least partially rotatable about the first rotation axis;
   a second connector coupled to the body, the second connector being at least partially rotatable about the second rotation axis; and

   a first rotation lock mechanism configured to selectively prevent rotation of the first connector about the first rotation axis.

2. The intermediate link of claim 1, further comprising a first shaft that is collinear with the first rotation axis, the first shaft being fixed with respect to the first connector and rotatable with respect to the body, the first shaft comprising a lock interface area, wherein the first rotation lock mechanism comprises a pin having a locked position and an unlocked position, in the locked position the pin engaged with the lock interface area to prevent rotation of the first shaft.

3. The intermediate link of claim 2, wherein the first shaft forms an opening and the lock interface area comprises the opening, and wherein in the locked position at least a portion of the pin extends into the opening.

4. The intermediate link of claim 2, wherein:

   the body forms a threaded bore that is substantially perpendicular with respect to the first rotation axis, the threaded bore comprising a longitudinal axis that intersects the first rotation axis;
   the pin comprises threads configured to engage the threaded bore; and

   further comprising:
a handle attached to the pin, the pin extending substantially perpendicular with respect to the first rotation axis and configured to contact the first shaft upon rotation of the pin.

5. The intermediate link of claim 4, wherein the first shaft comprises a flat surface and the lock interface area comprises the flat surface, the pin configured to contact the flat surface.

6. The intermediate link of claim 1, further comprising a second rotation lock mechanism configured to selectively prevent rotation of the second connector about the second rotation axis.

7. The intermediate link of claim 6, wherein the first rotation lock mechanism has a first unlocked mode and a first locked mode, in the first unlocked mode the first connector being at least partially rotatable about the first rotation axis and in the first locked mode the first connector being fixed with respect to the body, and wherein the second rotation lock mechanism has a second unlocked mode and a second locked mode, in the second unlocked mode the second connector being at least partially rotatable about the second rotation axis and in the second locked mode the second connector being fixed with respect to the body.

8. The intermediate link of claim 1, wherein:
   the first rotation lock mechanism comprises a first pin that is slidably coupled to the body and is configured to slide along a first pin axis;
   the first connector comprises a first bracket forming at least one opening that intersects the first pin axis at a particular rotation orientation of the first connector with respect to the body; and
   the first pin is configured to engage the at least one opening of the first bracket to prevent rotation of the first connector with respect to the body.
9. The intermediate link of claim 8, wherein the first bracket forms a plurality of openings, including the at least one opening, each opening of the plurality of openings intersecting the first pin axis at corresponding rotation orientations of the first connector with respect to the body.

10. The intermediate link of claim 8, wherein the body forms a first pin through hole having a through-hole axis that is parallel to the first rotation axis, the first pin configured to slide within the through hole to engage the at least one opening.

11. The intermediate link of claim 8, further comprising:

   a second rotation lock mechanism configured to selectively prevent rotation of the second connector about the second rotation axis, wherein the second rotation lock mechanism comprises a second pin that is slidably coupled to the body and is configured to slide along a second pin axis;

   the second connector comprises a second bracket forming at least one opening that intersects the second pin axis at a particular rotation orientation of the second connector with respect to the body; and

   the second pin is configured to engage the at least one opening of the second bracket to prevent rotation of the second connector with respect to the body.

12. A tool arm assembly comprising:

   a first arm link;

   a second arm link; and

   an intermediate link comprising:

   a body having a first rotation axis and a second rotation axis;

   a first connector coupled to the body and the first arm link, the first connector being at least partially rotatable about the first rotation axis;
a second connector coupled to the body and to the second arm link, the second connector being at least partially rotatable about the second rotation axis; and

a first rotation lock mechanism configured to selectively prevent rotation of the first connector about the first rotation axis.

13. The tool arm assembly of claim 12, wherein the first arm link is configured to rotate about a first arm rotation axis that is perpendicular to the first rotation axis.

14. The tool arm assembly of claim 13, wherein the second arm link is configured to rotate about a second arm rotation axis that is perpendicular to the second rotation axis.

15. The tool arm assembly of claim 12, wherein the intermediate link further comprises a first shaft that is co-linear with the first rotation axis, the first shaft being fixed with respect to the first connector and rotatable with respect to the body, the first shaft comprising a lock interface area, and wherein the first rotation lock mechanism comprises a pin having a locked position and an unlocked position, in the locked position the pin engaged with the lock interface area to prevent rotation of the first shaft.

16. The tool arm assembly of claim 12, wherein the first rotation lock mechanism comprises a first pin that is slidably coupled to the body and is configured to slide along a first pin axis, the first connector comprising a first bracket forming at least one opening that intersects the first pin axis at a particular rotation orientation of the first connector with respect to the body, and the first pin is configured to engage the at least one opening of the first bracket to prevent rotation of the first connector with respect to the body.
17. The tool arm assembly of claim 12, further comprising a second rotation lock mechanism configured to selectively prevent rotation of the second connector about the second rotation axis.

18. A tool arm assembly comprising:
   a tool interface link;
   a first arm link;
   a first intermediate link comprising:
      a first body having a first rotation axis and a second rotation axis;
      a first connector coupled to the first body and the tool interface link,
      the first connector being at least partially rotatable about the first rotation axis;
      a second connector coupled to the first body and to the first arm link, the second connector being at least partially rotatable about the second rotation axis;
   at least one of:
      a first rotation lock mechanism configured to selectively prevent rotation of the first connector about the first rotation axis;
      a second rotation lock mechanism configured to selectively prevent rotation of the second connector about the second rotation axis;
   a second arm link;
   a second intermediate link comprising:
      a second body having a third rotation axis and a fourth rotation axis;
      a third connector coupled to the second body and the first arm link, the third connector being at least partially rotatable about the third rotation axis;
a fourth connector coupled to the second body and to the second arm link, the fourth connector being at least partially rotatable about the fourth rotation axis; and

at least one of:

5 a third rotation lock mechanism configured to selectively prevent rotation of the third connector about the third rotation axis; and

10 a fourth rotation lock mechanism configured to selectively prevent rotation of the fourth connector about the fourth rotation axis.

19. The tool arm assembly of claim 18, wherein the second arm link further comprises a tool attachment interface configured to interface with a tool.

20. The tool arm assembly of claim 18, wherein the first intermediate link further comprises a first shaft that is collinear with the first rotation axis, the first shaft being fixed with respect to the first connector and rotatable with respect to the first body, the first shaft comprising a lock interface area, wherein the first rotation lock mechanism comprises a pin having a locked position and an unlocked position, in the locked position the pin engaged with the lock interface area to prevent rotation of the first shaft.

21. The tool arm assembly of claim 18, wherein:

the first rotation lock mechanism comprises a first pin that is slidably coupled to the first body and is configured to slide along a first pin axis;

the first connector comprises a first bracket forming at least one opening that intersects the first pin axis at a particular rotation orientation of the first connector with respect to the first body, and;

the first pin is configured to engage the at least one opening of the first bracket to prevent rotation of the first connector with respect to the first body.
FIG. 1
A. CLASSIFICATION OF SUBJECT MATTER
B25J 9/00(2006.01)i, B25J 18/04(2006.01)i, B25J 19/00(2006.01)i

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)
B25J 9/00; B25J 3/00; E04G 3/00; B25J 17/00; B25J 13/00; B25J 9/04; B25J 9/06; B25J 19/00; B25J 18/04

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched
Korean utility models and applications for utility models
Japanese utility models and applications for utility models

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)
eKOMPASS(KIPO internal) & keywords: lock, stop, rotation, pivot, swing, arm, link, manipulator, robot, tool

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>CN 2838881 Y (MA0JU ENTERPRISE CO., LTD.) 22 November 2006 See page 6, line 5 - page 7, line 31 and figures 1-3.</td>
<td>1-7, 12-15, 17-20</td>
</tr>
<tr>
<td>Y</td>
<td>Y KR 10-2014-0026718 A (DAEWOOSHIPBUILDING &amp; MARINE ENGINEERING CO., LTD.) 06 March 2014 See paragraphs [0019]-[0041] and figure 6.</td>
<td>8-11, 16, 21</td>
</tr>
<tr>
<td>A</td>
<td>US 4838135 A (HEVOYAN, VAROIJAN H.) 13 June 1989 See column 3, line 34 - column 7, line 18 and figures 1-15.</td>
<td>1-21</td>
</tr>
<tr>
<td>A</td>
<td>JP 08-281577 A (NIPPONDENSO CO., LTD. et al.) 29 October 1996 See paragraphs [0012]-[0039] and figures 1-9.</td>
<td>1-21</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C.

See patent family annex.

Date of the actual completion of the international search
16 December 2016 (16.12.2016)

Date of mailing of the international search report
16 December 2016 (16.12.2016)

Name and mailing address of the ISA/KR
International Application Division
Korean Intellectual Property Office
189 Cheongsa-ro, Seo-gu, Daejeon, 35208, Republic of Korea
Facsimile No. +82-42-481-8578

Authorized officer
PARK, Tae Wook
Telephone No. +82-42-481-3405

Form PCT/ISA/210 (second sheet) (January 2015)
<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td>CN 2838881 Y</td>
<td>22/11/2006</td>
<td>None</td>
<td></td>
</tr>
<tr>
<td>KR 10-2014-0026718 A</td>
<td>06/03/2014</td>
<td>None</td>
<td></td>
</tr>
<tr>
<td>US 4838135 A</td>
<td>13/06/1989</td>
<td>None</td>
<td></td>
</tr>
<tr>
<td>JP 08-281577 A</td>
<td>29/10/1996</td>
<td>None</td>
<td></td>
</tr>
</tbody>
</table>