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3 (Caims. (CI. 21i-78) 
This invention relates to the serving or dispensing of 

foods, beverages and other objects of various kinds and 
including at beaches, on lawns and patios as well as in 
doors, and at other places, and to equipment employed 
for the holding of such foods, beverages and other objects 
in a manner that they will be readily accessible and within 
convenient reach at all times. 
The invention relates particularly to holders for objects 

of various kinds mounted on a stand, beach umbrella, 
table or other support and adapted to hold trays, dishes, 
baskets or the like which contain objects of various kinds 
at a convenient height and location for ready access. 
This invention is an improvement over Patent No. 

2,970,701 granted February 7, 1961. 
Heretofore, various devices have been provided for 

holding refreshments or other objects including trays or 
containers for tidbits, beverages, snacks or the like; how 
ever, these usually have been complicated, bulky, difficult 
to apply and remove, expensive and easily upset. The 
above patent overcame many of the objections of the prior 
art although it included certain undesirable features such 
as non-portability, marring of the surface of the support 
ing structure, the necessity of applying the collar and 
mounting plate over the end of the support post, and for 
other reasons has not been entirely satisfactory. 

It is an object of the invention to provide a portable 
holder for snacks, beverages and the like which is not 
easily upset and which is adapted to contain dishes, 
glasses, beverages, ice and other articles utilized in the 
serving of food. 
Another object of the invention is to provide a portable 

stand having a holder with removable rings of various 
shapes and sizes rotatably mounted thereon in a manner 
such that the finish of the stand will not be scratched or 
marTed. 

Still another object of the invention is to provide a 
rotatable holder which may be easily and quickly attached 
to and removed from a fixed structure such as a table, 
desk or the arm of a chair. 
A further object of the invention is to provide a rotat 

able holder which may be applied to and removed from 
a relatively long slender Support without applying the 
same over the end thereof. 

Other objects and advantages of the invention will be 
apparent from the following description taken in con 
junction with the accompanying drawings in which: 

F.G. 1 is a perspective illustrating one application of 
the invention; 
FG. 2, an enlarged fragmentary section taken along the 

line 2-2 of FIG. 1; 
FIG. 3, an enlarged vertical section taken along the 

line 3-3 of FIG. 1; 
FIG. 4, an exploded bottom perspective of the rotatable 

holder illustrated in FIG. 1 and one of the article hold 
ing rings; 

F.G. 5, an enlarged vertical section taken along the 
line 5-5 of FIG. 2; 
FG. 6, a perspective of a modified form of the in 

vention; 
FIG. 7, an enlarged section taken along the line 7-7 

of FIG. 6; 
F.G. 8, an enlarged vertical section taken along the 

line S-8 of FIG. 6; 
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FIG. 9, a perspective of a further modified form of 

the invention; 
F.G. 10, an enlarged horizontal section taken along 

the line 19-80 of FIG.9; 
F.G. 11, a vertical section taken along the line ii 

of FIG. 10; 
FIG. 12, an exploded perspective of the modified 

mounting plate of FIG. 9; 
F.G. 13, an enlarged fragmentary vertical section taken 

along the line 13-13 of FIG. 10; 
FEG. 14, a top plan view of a modified form of 

split collar; 
F.G. 15, a side elevation of the structure of FIG. 14; 
FIGS. 16-19, perspectives illustrating various forms 

of article supporting trays applicable to the article holding 
rings; and 

FIG. 20, a perspective of a modified form of an article 
holding ring. 

Briefly stated, the present invention is an improvement 
over Patent No. 2,970,701 and includes a portable stand 
having one or more mounting plates rotatably mounted 
thereon by means of Supporting collars which have bear 
ing Surfaces engageable by the mounting plates in a man 
ner that the surface of the stand will not be marred when 
the plates are rotated. Each of the plates is adapted to 
receive and Support at least one holder or ring which may 
be of various shapes and sizes to accommodate dishes or 
other containers of food or beverage and such rings may 
have inserts attached thereto for the reception of indi 
vidual containers such as glasses, bottles or the like. 
Also a split ring type of mounting plate is provided and 
is supported rotatably by a pair of split sleeve collars to 
attach the mounting plate to a post in any desired posi 
tion without the necessity of sliding such mounting plate 
over the end of the post. 
With continued reference to the drawings and with par 

ticular reference to FIGS. 1-5, a portable stand 58 is pro 
vided having an upright post 15 with a plurality of spaced 
vertically disposed openings 2 disposed along one side 
thereof. The lower end of the post i is slidably received 
within a sleeve 3 and secured thereto by a fastener 4 
with such sleeve being welded or otherwise attached to 
a base plate 15. A plurality of U-shaped yoke members 
16 are mounted on the lower surface of base plate 5 and 
Such members have downwardly depending flanges 7 
having openings or bores 8 of a size to receive one end 
of a tubular leg i9. Each of the legs is attached to the 
base plate by means of a fastener 20 disposed between 
the flanges 17 and received within an opening (not shown) 
in the legs 19. If desired each of the legs 19 may have 
an adjustable foot 23 of known construction on its lower 
end. Preferably the stand has three legs as illustrated 
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which will afford maximum stability with a minimum of 
rocking movement when placed on an uneven surface. 
At least one mounting plate 24 is adapted to be rotatably 

mounted on the upper portion of the stand 6 and this 
is accomplished by providing the plate 24 with a depend 
ing sleeve 25 rotatably supported by a reduced portion 25 
of a collar 27. The collar has a central bore 28 of a size 
slightly larger than the diameter of the post and is 
adapted to be secured to said post by a set screw 29 hav 
ing a dog or projection 30 on the inner end which is 
received within one of the openings 2 in the post. The 
Set screw has a shoulder 31 which bears against the post 
so that when the set screw is tightened pressure will be 
applied from opposite sides thereof. The reduced por 
tion 26 provides a bearing surface for the sleeve 25 so 
that the mounting plate 24 can be rotated without com 
ing in contact with the post i? and scratching or marring 
the surface of such post. 
The plate 24 is provided with a plurality of generally 

rectangular openings 32 located adjacent to the outer 
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periphery of such plate, and Such openings are adapted 
to receive complementary lugs 33 carried by detachable 
holders or rings 34. The rings may be of various con 

of a locking pin 71 when the collar is closed and the 
openings in the lugs are aligned. One of the semicircular 

figurations, such as circular, square, oval, or of any other. 
polygonal shape to accommodate an article of correspond 

stand from one place to another. 
- With reference to FEGS. 6-8, a modified form of the 

invention is provided in which the mounting plate 24 is 
rotatably carried by one end of a gooseneck or extension 
38 having an upwardly extending flared out portion 39. 

- -...-5 ing shape. If desired, the upper portion of the post.11 . . 
may have a ring or handle 35 utilized for carrying the semicircular member 66 about the post 61 and locking 

the members together by means of lockingpin 71 after 
which the set screw is operated to secure the collar to the . 

O 

on one end and a downwardly extending flared out por 
tion 40 on the opposite end. The upwardly extending 
portion 39 is adapted to receive a stub shaft 41 on which 
the collar 27 is mounted. The downwardly extending 
portion 40 is fixed to a shaft 42 which extends down- - 
wardly through a sleeve 43 having a clamping yoke 44. 

:5 
whereupon the set screw 

welded, or otherwise attached to one side thereof adjacent 
to the lower portion. The yoke 44 has an upper flange - 
45 and a lower flange. 46, and such lower flange has a 
pair of pressure applying elements 47. The upper flange 

20 

is adapted to engage and rest upon a fixed structure such . 
as a table top or arm of a chair, after which the pressure 
applying elements 47 of the lower flange may be tightened 
to securely mount the yoke to the fixed structure. . . . 

- In order to rotate the gooseneck and the mounting plate 
carried thereby and to fix such mounting plate in adjusted 
position, a bearing plate 43 is welded or otherwise attached . . . 
to the upper end of the sleeve 33 in spaced relation to the 
yoke 34 and such bearing plate has a plurality of spaced 
openings 49 located adjacent to the periphery thereof. 
A cover plate 50 having an upwardly extending sleeve 
52 and such cover plate rests upon the bearing plate 48 to 
regulate the height of the gooseneck above the fixed struc 
ture. The cover plate is provided with an opening adapted: 
to be aligned with the openings. 49 of the bearing plate 
48 and to receive a pin 53 to prevent rotation of the cover 
plate when the pin is in position. When it is desired to 
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attached to the post 61. 

rare placed about the post in opposed relation to each 
other and slid downwardly into the recesses 67. 

is located in position. ... 

75, each having a recessed portion 77 whi 

the members 75 and 76 each are provided with a cooper 
gagement. The split sleeve member 75 has as 

members has a threaded opening 72 in which a set screw 
73 is received and by means of which the collar is rigidly. 

This mounting plate is assembled by placing the lowe 

post 6i. The two halves of the mounting plate 60 then 
ub - - - - 

quently the other split ring collar. 65 is applied about the 
post and moved downwardly to a position whereby the 
recesses 67 overlie the upper portion of the split sleeve 

73 is tightened and the assembl 
FIGS.14 and is illustrate a modified form of splitring 

collar 74 including a pair of split sleeve members 75 and 
- - - - - - - - rms a bear 

ing surface for the split sleeves 64. The opposite ends of 
ating dovetail 76 constructed for endwise cooperative en 
79 at one end and the member 76 has a cooperating reces 
89 to limit the movement of the members in one direc 
tion. The split sleeve member 76 also is provided with a 
threaded opening 81 for the reception of 
for attaching the collar to the post 61. with reference to FiGs ió is a plurality of inserts 

et screw.82. 

or receptacles are illustrated which may be applied to the 
holders or rings 34 for supporting objects smaller than . . 

- the internal diameter of the rings. In FIG.16 the insert. S3 is adapted to be attached to the shaft 42 by a set screw 
35 - 

the ring 34 to which it is applied. The plate 85 may in 
engage the sides of a tapered container such as a glass. 

40 
rotate the gooseneck to a new position, the pin 53 is 
removed to permit relative rotation between the cover. 

I plate 50 and the bearing plate 48 until the opening in the 
cover plate is aligned with the desired opening 49 in the 
bearing plate whereupon the pin is again inserted as 
prevent further rotation. If desired, one or more of the 

. rings 34 may be provided with an insert 54 having a plu 
rality of hooks or fingers 55 which overlie the ring and 
maintain the insert in position. If desired the insert may 
have one or more ridges 56 to 
plurality of compartments. segregate the insert into a 50 
A further modified form of the invention is disclosed in 

FIGS. 9-15 and includes a mounting plate 60 of a con 
struction to be applied to the handle or post 61 of a rela 
tively large beach type umbrella 62 after the umbrella is 
in position. In some of the newer more sophisticated um-- 
brellas used on patio tables or the like, the post 61 may 
have telescoping portions for raising and lowering the 
umbrella relative to the table by means of a rack and 

60 pinion or other mechanical means. In these devices it 
would be impractical to disassemble the post in order to 
apply a mounting plate as previously described over the 
end. . 

.. Accordingly the mounting plate 60 includes a pair of . 
identical halves each having a semicircular plate 63 
mounted substantially midway of a split sleeve 64. The 
mounting plate is adapted to be rotatably mounted on the 
post 61 by means of a pair of split ring collars. 65, one. 
disposed above the split sleeve 64 and one disposed below 
such sleeve and providing bearing surfaces therefor. Each 
of the split ring collars includes a pair of semicircular. 
members 65 having recesses 67 and such members are con 
nected together along one side by a hinge pin 68. The 

55 

may include a series of ridges 98 for dividing the insert. 

65 

opposite sides of such members have staggered lugs, 69: 
with vertical openings 76 therethrough for the reception 75 

tively long finger 96 extends upwardly from each of the 
extending hook portion 97 adapted to engage the corners. 

bottles in an upright position and to prevent the bottles 
breakage of one or both of the same, an upper insert 99 is: 
provided of generally square configuration and having 
plurality of outwardly curved fingers.100, one along each 
side, for engaging the intermediate portions of each side. 

of openings 101 substantially in alignment with the 

or ring 104 is provided having a locking lug. 105 rece 
able within one of the rectangular openings 32 of 

tom 106 with a plurality. of 

includes a plate 85 having a plurality of hooks or fingers: 
36 disposed about its periphery and adapted to overlie. 

clude a series of closely spaced openings 87 of a size to 
or the like and prevent the glass from passing through 
the plate or to prevent the glass from tipping over. 

in F.G. 18 a modified form of insert is provide 
cluding a container 88 having a bottom 89 and an upwardly 
extending flange 90. A plurality of relatively long fingers . . . . . 
91 extend upwardly from the flange 99 and terminate in 
outwardly curved hook portions 92 which engage the ring . . . 
34 in such a manner that the container. 88 will form a sup 
port for a relatively tall cylindrical object such as an ic 
bucket or the like. . . . . . . . . . . . . . . 

FIG. 19 illustrates an insert adaptable for use with a . . . 
generally square ring and includes a lower container 93 of: - 
generally rectangular configuration having a bottom 94. 
and an upwardly extending peripheral flange 95. A rela 
corners of the container and terminates in an outwardly 
of the generally square ring 34. If desired the bottom 9 
into a plurality of compartments for relatively tall ob 
jects such as bottles or the like. In order to retain the 

from coming into contact with adjacent bottles and cause 

of the square ring 34. The upper insert 99 has a plurality 
com 
size to partments of the lower container 93 an 

accommodate a bottle or the like. - . . . 
With reference to FIG. 20, a modified 

mounting plate and such ring ma 
ening 
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reception of glasses or the like in a manner similar to 
that of FIG. 16. 

It will be apparent that a portable holder for Snacks, 
beverages, and the like has been provided and which is 
capable of receiving rings of various shapes and sizes and 
which may be easily and quickly attached to and removed 
from a fixed structure. 

It will be obvious to one skilled in the art that various 
changes may be made in the invention without departing 
from the spirit and scope thereof and therefore the inven 
tion is not limited by that which is illustrated in the draw 
ings and described in the specification, but only as indi 
cated in the accompanying claims. 
What is claimed is: 
1. A readily portable device for direct application to the 

intermediate portion of an upright post without the neces 
sity of longitudinal movement thereon, said device com 
prising a mounting plate having a central opening and 
a sleeve in said opening of a size to accommodate a post 
about which it is to be mounted, said mounting plate and 
sleeve being longitudinally split and composed of multiple 
separable parts and split collars disposed above and be 
low said sleeve and means securing each of said collars in 
place, said collars having recesses in which the ends of 
said sleeve are received and having shoulders at the ends 
of said sleeve whereby said collars provide endwise and 
lateral bearing surfaces for said sleeve so that said mount 
ing plate can be rotated about and the wear be primarily 
on said collars. 

2. A portable holder for serving food and similar ar 
ticles comprising a mounting plate, means for securing the 
mounting plate to a post, at least one opening in the 
mounting plate, at least one holder ring having a lug of 
a size and configuration to be complementarily received 
within the opening on the mounting plate and with a hook 
portion extending away from the ring and engaged with 
the lower portion of the mounting ring, a first insert have 
ing an article holding surface, means for suspending said 
first insert within the holder ring at a fixed distance be 
low the holder ring with its article holding Surface, a sec 

10 

5 

20 

30 

40 
ond generally horizontal insert, means for suspending said 
second insert within the holder ring at a fixed distance be 
tween the first insert and the holder ring, at least one 
opening in the second insert whereby an article placed 

6 
in the opening will rest on the first insert and be stabi 
lized by the edges of the opening in the second insert. 

3. A portable rotatable holder for food comprising a 
stand having an upright post, a plurality of spaced verti 
cally disposed openings in said post, a base having means 
for receiving one end of said post, multiple legs detach 
ably mounted on said base plate, at least one collar hav 
ing a bore of a size to slidably engage said post and be 
adjustable therealong, a set screw having a reduced inner 
projection carried by said collar, said projection being of 
a size to be received within one of the openings of said 
post to prevent lengthwise movement of said collar rela 
tive to said post, said collar having a reduced bearing 
forming portion, a sleeve rotatably engageable with the 
bearing-forming portion of Said collar, said collar and 
mounting plate being of split construction with means for 
connecting the same in assembled relation, a mounting 
plate having a series of rectangular openings therein, said 
mounting plate being atttached to one end of said sleeve 
and rotatable therewith, a series of holder rings having 
lugs of a size and configuration to be complementarily 
received within said rectangular openings and with hook 
portions extending away from said ring and engageable 
with the lower portion of said mounting plate. 
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