A bone fracture stabilization apparatus (10) includes a cable positioning insert (18) for a bone plate (12) of the type having a series of apertures (13) therein for receiving bone screws for attaching the bone plate (12) to the bone (16). The cable positioning insert (18) has a body shaped for at least partial insertion into at least one of the apertures (13) of the bone plate. The insert (18) further includes a flange (24) extending from the body for engaging either the outer or inward surface of the bone plate (12). A boss (26) extends from the body in a direction away from the bone when the bone plate is mounted thereon. The boss (26) has at least one opening (28) and preferably two openings therein for accommodating a cerclage cable (20) and positioning it relative to the apertures in the bone plate (12). The boss may be made of a malleable material that deforms under pressure to flatten the openings therein and capture the cable.
<table>
<thead>
<tr>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>AT</td>
<td>Austria</td>
<td>FI</td>
<td>Finland</td>
<td>MN</td>
<td>Mongolia</td>
</tr>
<tr>
<td>AU</td>
<td>Australia</td>
<td>FR</td>
<td>France</td>
<td>MR</td>
<td>Mauritania</td>
</tr>
<tr>
<td>BB</td>
<td>Barbados</td>
<td>GA</td>
<td>Gabon</td>
<td>MW</td>
<td>Malawi</td>
</tr>
<tr>
<td>BE</td>
<td>Belgium</td>
<td>GB</td>
<td>United Kingdom</td>
<td>NL</td>
<td>Netherlands</td>
</tr>
<tr>
<td>BF</td>
<td>Burkina Faso</td>
<td>GN</td>
<td>Guinea</td>
<td>NO</td>
<td>Norway</td>
</tr>
<tr>
<td>BG</td>
<td>Bulgaria</td>
<td>GR</td>
<td>Greece</td>
<td>NZ</td>
<td>New Zealand</td>
</tr>
<tr>
<td>BJ</td>
<td>Benin</td>
<td>HU</td>
<td>Hungary</td>
<td>PL</td>
<td>Poland</td>
</tr>
<tr>
<td>BR</td>
<td>Brazil</td>
<td>IE</td>
<td>Ireland</td>
<td>PT</td>
<td>Portugal</td>
</tr>
<tr>
<td>CA</td>
<td>Canada</td>
<td>IT</td>
<td>Italy</td>
<td>RO</td>
<td>Romania</td>
</tr>
<tr>
<td>CF</td>
<td>Central African Republic</td>
<td>JP</td>
<td>Japan</td>
<td>RU</td>
<td>Russian Federation</td>
</tr>
<tr>
<td>CG</td>
<td>Congo</td>
<td>KP</td>
<td>Democratic People’s Republic of Korea</td>
<td>SD</td>
<td>Sudan</td>
</tr>
<tr>
<td>CH</td>
<td>Switzerland</td>
<td>KR</td>
<td>Republic of Korea</td>
<td>SE</td>
<td>Sweden</td>
</tr>
<tr>
<td>CI</td>
<td>Côte d’Ivoire</td>
<td>LI</td>
<td>Liechtenstein</td>
<td>SK</td>
<td>Slovak Republic</td>
</tr>
<tr>
<td>CM</td>
<td>Cameroon</td>
<td>LK</td>
<td>Sri Lanka</td>
<td>SN</td>
<td>Senegal</td>
</tr>
<tr>
<td>CS</td>
<td>Czechoslovakia</td>
<td>LU</td>
<td>Luxembourg</td>
<td>SU</td>
<td>Soviet Union</td>
</tr>
<tr>
<td>CZ</td>
<td>Czech Republic</td>
<td>MC</td>
<td>Monaco</td>
<td>TD</td>
<td>Chad</td>
</tr>
<tr>
<td>DE</td>
<td>Germany</td>
<td>MG</td>
<td>Madagascar</td>
<td>TG</td>
<td>Togo</td>
</tr>
<tr>
<td>DK</td>
<td>Denmark</td>
<td>MI</td>
<td>Mali</td>
<td>UA</td>
<td>Ukraine</td>
</tr>
<tr>
<td>ES</td>
<td>Spain</td>
<td></td>
<td></td>
<td>US</td>
<td>United States of America</td>
</tr>
</tbody>
</table>
CERCLAGE WIRE POSITIONING INSERT

BACKGROUND OF THE INVENTION

Field of the Invention

This invention relates to the field of bone fracture fixation utilizing compression plates. More particularly, it relates to a method of fracture fixation in which cerclage wiring is used in conjunction with bone plates.

Description of the Prior Art

In the past, many types of bone plates have been applied to bones, some by screws and others with the help of wire loops. These plates may be of any size or shape, but are usually L-shaped or straight. These plates are placed on the tension side of the non-union (convex side) with the compression plate acting as a tension band which provides dynamic rather than static compression. In the last 20 years bone plates having a self-compressing effect caused by eccentric screw placement was combined with the gliding or sliding effect between the screw head and the plate hole to allow for a greater force transmission within the bone during weight bearing period. Furthermore, due to the spherical configuration of both screw heads and plate holes, the compression instituted initially, is maintained throughout the healing process, even if the screws are not placed at right angles to the plate.

It has also been well known to use wires or cables such as Kirschner wires to fix fractures. Cerclage wiring techniques have been used for fixing long bone fractures, usually in combination with other fixation devices such as bone plates. The wires are passed at a 90° angle to the long axis of the bone in an attempt to prevent slipping in a longitudinal direction and hence loosening.

It is also known in the prior art that when fractures of the femur occur after a prosthetic implant is implanted, that a combination of the use of a bone plate including bone screws in the distal section of a fractured femur may be utilized, but such screws cannot be easily utilized in the proximal section of the fractured femur due to the stem of the implanted, for example, femoral prosthesis. Clearly, for fractures in which the entire medullary canal is filled with a prosthetic stem with or without bone
cement, placement of a new internal pin or a new prosthesis with a longer stem is not a viable means of intramedullary fixation.

An alternate method has been used to fix the fracture in which a bone plate is secured by cortical screws in the femur distal to the prosthesis and to secure the plate proximally with the use of cerclage wires. In the past this has required the use of a special bone plate. It is in this situation that the wire or cable positioning insert of the present invention is intended to be used. It has been found that the cerclage wiring around the bone plate tends to migrate longitudinally and can also migrate circumferentially about the bone even after the ends of the wire are clipped together using a standard trochanteric cable crimp sleeve.

By use of the present invention, cerclage wire or cable may be positioned with respect to any desired hole in a bone plate with the positioning insert also acting as a crimp sleeve so that once the wire has been crimped to the positioning insert, longitudinal and circumferential movement is prevented.

In addition, the insert is sized to fit partially within the screw apertures of standard bone plates so that the special bone plates of the prior art are unnecessary.

SUMMARY OF THE INVENTION

It is an object of this invention to provide a wire positioning insert for use with bone plates of the type having a plurality of apertures therein for receiving cortical bone screws.

It is yet another object of the invention to provide a wire positioning insert which has a boss thereon made of malleable metal which can serve as a crimp sleeve and be deformed by a standard cable grip crimping tool.

It is still another object of the invention to provide a wire positioning insert which may be inserted through the aperture of a bone plate and extend outwardly thereof so that such positioning insert may not be lost from the bone plate even should the wire position thereby fail.

These and other objects of the present invention are achieved in the present invention by a cable positioning insert for use with a bone plate of the type having a series of apertures therein for receiving bone screws. The bone plate is normally positioned across a fracture in a long bone with bone screws being screwed through the aperture into the bone to stabilize and compress the fracture.
The cable positioning insert has a body shape for at least partial insertion into at least one of the apertures in the bone plate. The body further includes a flange extending from the body for engaging either the surface of the bone plate adjacent the bone or the surface of the bone plate facing outwardly of the bone. In either case, a boss extends through the aperture and outwardly of the body in a direction away from the bone when the bone plate is mounted thereon. The boss has at least one opening and preferably two openings therein for accommodating the cerclage wire or cable and positioning it relative to the aperture and the outer surface of the bone plate. The openings may be in the form of a generally cylindrical bore through the boss.

In the embodiment wherein the positioning insert has a flange engaging the underside of the bone plate, the boss extends from the flange surface through the at least one aperture a sufficient distance for positioning the openings outwardly of the outer surface of the bone plate. This allows the cerclage wire to be positioned generally flush with the outwardly facing surface of the bone plate. Since the cerclage wire must be crimped in place, it has been found advantageous to make the boss of the insert out of a malleable material so that it can be deformed under pressure with a crimp tool to flatten the generally cylindrical bore and to capture the cable therein.

These and other objects and advantages of the present invention will become apparent from the following description of the accompanying drawings, which disclose two embodiments of the invention. It is to be understood that the drawings are to be used for the purpose of illustration only, and not as a definition of the invention.

**BRIEF DESCRIPTION OF THE DRAWINGS**

In the drawings, wherein similar reference characters denote similar elements throughout the several views:

FIG. 1 is an isometric view of the bone fracture stabilization apparatus including the positioning insert of the present invention;

FIG. 1A is an isometric view of the prior art fracture stabilization apparatus using cerclage wiring;

FIG. 2 is an exploded view of the bone fracture stabilization apparatus of the present invention prior to being placed upon a long bone;

FIG. 3 is a plan view of the bone fracture stabilization apparatus of FIG. 2 after attachment to fracture site;
FIG. 4 is a plan view of a bone plate capable of being utilized with the present invention;

FIG. 5 is cross-sectional view of the bone fracture stabilization system shown in FIG. 1 along line 5-5;

FIG. 6 is an elevation view, partially in cross-section, of the bone fracture stabilization apparatus shown in FIG. 1 with the cross-sectional view taken along line 6-6;

FIG. 7 is a partial isometric view of an alternate embodiment of the wire positioning insert of the present invention;

FIG. 8 is a cross-sectional view similar to that shown in FIG. 5 but utilizing the positioning insert embodiment shown in FIG. 7; and

FIG. 9 is an elevation view, partially in cross-section, similar to that shown in FIG. 6 but utilizing the positioning insert of FIG. 7.

DESCRIPTION OF THE PREFERRED EMBODIMENT

Referring to FIG. 1 there is shown the bone fracture stabilization apparatus of the present invention, generally denoted as 10. A bone plate 12 having a series of apertures 13 is secured across a fracture site 14 of a long bone 16 by use of the wire positioning insert 18 of the present invention. A wire or cable 20 is wrapped around bone plate 12 and bone 16 and crimped in position in a manner hereinafter described.

Positioning insert 18 of the present invention includes a flange 24 with a boss 26 extending therefrom outwardly of bone 16. Boss 26 includes a pair of generally cylindrical bore-like openings 28 extending therethrough in a direction generally perpendicular to the long axis of bone 16. Referring to FIG. 1A, there is shown a fracture fixation apparatus used in the prior art for use with cerclage wiring generally denoted as 10'. In this apparatus, a special grooved bone plate 12' would be positioned over fracture site 14' on long bone 16' and held in position by a wire or cable 20' which is held in position by grooves 21 formed on the outer surface of bone plate 16. A crimp sleeve 22 is then used to lock the wire around the bone plate 12' and bone 16'. As can be seen, the grooves 21 of the prior art bone plate 12' do not prevent the circumferential migration of cerclage wire 20'.
Referring to FIGS. 2 through 6, there is shown the geometry of positioning insert 18 of the present invention. In addition to flange 24 and boss 26, the insert includes positioning extension 30 which extends from flange 24 and has a shape generally conforming to aperture 13 in bone plate 12. As can be seen in FIG. 5, extension 30, in cross-section, is composed of a lower section 32 and an upper section 34. Section 34 tapers inwardly to generally conform with the cross-section of apertures 13 with section 32 tapering slightly outwardly to engage an area 36 of aperture 13 which has a reduced diameter. The reduced diameter 36 normally provides a seat for the head of a bone screw (not shown). As can be further seen in FIG. 5, in the preferred embodiment boss 26, which contains at least one opening 28, is centered with respect to the outer surface 38 of bone plate 12 and not necessarily to the centerline of aperture 13 in the bone plate. This is done because the apertures 13 of many bone plates 12 are staggered with respect to the centerline of the bone plate. This is done so that the bone screws go into the bone staggered with respect to the centerline thereof to minimize the possibility of bone 16 splitting. Thus, the holding forces generated by the cable 20 after the crimping step described below act through the longitudinal centerline of bone plate 12 in a radial direction.

In the preferred embodiment, at least boss 26 of positioning insert 18 is made of a material soft enough to be deformed by a standard crimping tool (not shown). It has been found that cobalt chrome molydenium alloy (such as Vitallium) or stainless steel is a suitable material for making the entire positioning insert 28 and provides the malleability required for boss 26 such that generally cylindrical bores therein may be flattened to an elliptical shape and thereby lock wire 20 in position as is well known in the wire crimping art.

Positioning insert 18 of the present invention may be utilized with any bone plate, whether straight or L-shaped. Generally, apertures 13 of a wide variety of bone plates may be made identical in size and therefore positioning inserts 18 may be made available to the surgeons so that if a decision is made not to attach bone plate 12 to bone 16 with bone screws, cerclage wire 20 may be easily be utilized with standard, non-grooved bone plates. To accomplish this a surgeon merely inserts extension portion 30 into aperture 13 so that flange 24 either engages upper surface 38 of bone plate 12 or under surface 39 (not shown) of bone plate 12 with boss 26 extending sufficiently outwardly of the bone so that generally cylindrical openings 28 are positioned outwardly of surface 38 of bone plate 12. The surgeon inserts wire 20 and
tensions it. The surgeon then may either deform boss 26 to flatten generally cylindrical bores 28, thereby capturing the wire with respect to insert 18 or in the alternative, can use a crimp sleeve 22 to lock the wire in position after sufficient tensioning.

Referring to FIGS. 7-9, there is shown an alternate embodiment of the present invention in which a positioning insert generally denoted as 18' is utilized within aperture 13 of bone plate 12. The positioning insert 18' is in all respects similar to positioning insert 18 with the exception that boss 26 is replaced by a boss 40 which has at least one and preferably a pair of open circular grooves 42 formed therein. Wire 20 is then wrapped around the bone plate after insertion of positioning insert 18' and placed with grooves 42 for positioning the wire relative to bone plate 12. The wire is locked in position by a crimp element 22 which is deformed about one end of the wire and the adjacent wire wrap.

While two examples of the present invention have been described, it is obvious that many changes and modifications may be made thereunto without departing from the spirit and scope of the invention.
CLAIMS:

1. A cable positioning insert for a bone plate of the type having a series of apertures therein for receiving bone screws for attaching the bone plate to a bone, the insert comprising:

   a body shaped for at least partial insertion into at least one of said apertures; and
   a boss extending from said body in a direction away from the bone when the bone plate is mounted thereon; said boss having at least one opening therein for accommodating the cable and positioning it relative to the aperture in the bone plate.

2. The cable positioning insert as set forth in claim 1 further comprising a flange for engaging a surface of said bone plate adjacent the outer surface of a bone on which the bone plate is mounted.

3. The cable positioning device as set forth in claim 2 wherein said boss extends from said flange through said at least one aperture a sufficient distance to position said at least one opening outwardly of outer surface of the bone plate.

4. The cable positioning insert as set forth in claim 1 wherein said boss has two openings therein for receiving said cable.

5. The cable positioning insert as set forth in claim 4 wherein said openings in said boss are generally cylindrical in cross-section with a diameter larger than a corresponding diameter of said cable.

6. The cable positioning insert as set forth in claim 5 wherein said boss is made of a malleable material that deforms under pressure to flatten said generally cylindrical openings and capture said cable therein.

7. The cable positioning insert as set forth in claim 4 wherein said two openings in said boss are in the form of generally semi-circular grooves formed in the outer surface of said boss.

8. A bone fracture stabilization apparatus comprising:

   an elongated bone plate having a plurality of apertures extending through said bone plate;
   at least one insert having a body shaped for insertion into at least one of said plurality of apertures in said bone plate, said body having a flange extending from said body for engaging an outer surface of said bone plate and a boss extending from said body in a direction away from the fractured bone, said boss having at least one opening therein;
a cable extending through said opening in said boss and around the fractured bone; and

a means for fixing the length of cable after said cable has been tensioned around the bone to hold the bone plate in engagement with the fractured bone.

9. The bone fracture stabilization apparatus as set forth in claim 8 wherein said opening in said boss comprises a pair of generally cylindrical shaped openings with the longitudinal axis of said openings extending generally perpendicular to the long axis of the fractured bone.

10. The cable positioning insert as set forth in claim 9 wherein said boss is made of a malleable material that deforms under pressure to flatten said generally cylindrical openings and capture said cable therein.

11. The bone fracture stabilization apparatus as set forth in claim 10 wherein said means for fixing the length of said cable is crimping said boss to flatten said generally cylindrical openings therein and fix the cable in position with respect to said bone plate.

12. The bone fracture stabilization apparatus as set forth in claim 8 wherein said opening in said boss comprises a pair of generally semicircular outwardly open grooves.

13. The bone fracture stabilization apparatus as set forth in claim 12 wherein said means for fixing the length of said cable is a sleeve crimped to two coils of said cable.

14. The cable positioning insert as set forth in claim 8 wherein said flange engages a surface of said bone plate adjacent the outer surface of a bone on which the bone plate is mounted.

15. The cable positioning device as set forth in claim 14 wherein said boss extends from said flange through said at least one aperture a sufficient distance to position said at least one opening outwardly of outer surface of the bone plate.
I. CLASSIFICATION OF SUBJECT MATTER

According to International Patent Classification (IPC) or to both National Classification and IPC

Int.Cl. 5 A61B17/60

II. FIELDS SEARCHED

<table>
<thead>
<tr>
<th>Classification System</th>
<th>Classification Symbols</th>
</tr>
</thead>
<tbody>
<tr>
<td>Int.Cl. 5</td>
<td>A61B</td>
</tr>
</tbody>
</table>

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

III. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of Document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to Claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>US, A, 4 146 022 (JOHNSON ET AL.) 27 March 1979</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>DE, C, 3 803 435 (ETHICON) 21 September 1989</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>FR, A, 590 290 (COLLIN &amp; CIE) 13 March 1925</td>
<td></td>
</tr>
</tbody>
</table>

* Special categories of cited documents:
- **A** document defining the general state of the art which is not considered to be of particular relevance
- **E** earlier document but published on or after the international filing date
- **L** document which may throw doubt on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
- **O** document referring to an oral disclosure, use, exhibition or other means
- **P** document published prior to the international filing date but later than the priority date claimed

**T** later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention

**X** document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step

**Y** document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art.

**&** document member of the same patent family

IV. CERTIFICATION

Date of the Actual Completion of the International Search: 11 November 1992

Date of Mailing of this International Search Report: 19. 11. 92

International Searching Authority: EUROPEAN PATENT OFFICE

Signature of Authorized Officer: GLAS J.
This annex lists the patent family members relating to the patent documents cited in the above-mentioned international search report. The members are as contained in the European Patent Office EDP file on The European Patent Office is in no way liable for these particulars which are merely given for the purpose of information. 11/11/92

<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td>US-A-4146022</td>
<td>27-03-79</td>
<td>None</td>
<td></td>
</tr>
<tr>
<td>DE-C-3803435</td>
<td>21-09-89</td>
<td>None</td>
<td></td>
</tr>
<tr>
<td>FR-A-590290</td>
<td></td>
<td>None</td>
<td></td>
</tr>
</tbody>
</table>

For more details about this annex: see Official Journal of the European Patent Office, No. 12/82