MOBILE HOLDER AND MOUNT ASSEMBLY

FIG. 1 is a perspective view of the top, front, and right side of a mobile mount and holder of the present invention;

FIG. 2 is a perspective view of the top, rear, and right side of the mobile mount and holder of FIG. 1;

FIG. 3 is a perspective view of a front and a right side of the mobile mount and holder of FIG. 1;

FIG. 4 is a perspective view of a front and a left side of the mobile mount and holder of FIG. 1;

FIG. 5 is a side view of the left side of the mobile mount and holder of FIG. 1;

FIG. 6 is a front view of the mobile mount and holder of FIG. 1;

FIG. 7 is a top view of the mobile mount and holder of FIG. 1;

FIG. 8 is a rear view of the mobile mount and holder of FIG. 1;

FIG. 9 is a side view of the right side of the mobile mount and holder of FIG. 1;

FIG. 10 is a bottom view of the mobile mount and holder of FIG. 1;

FIG. 11 is a perspective view of the top, front, and right side of the holder according to FIG. 1;

FIG. 12 is a perspective view of the top, rear, and right side of the holder of FIG. 1;

FIG. 13 is a perspective view of a front and a right side of the holder of FIG. 1;

FIG. 14 is a perspective view of a front and a left side of the holder of FIG. 1;

FIG. 15 is a side view of the left side of the holder of FIG. 1;

FIG. 16 is a front view of the holder of FIG. 1;

FIG. 17 is a top view of the holder of FIG. 1;

FIG. 18 is a rear view of the holder of FIG. 21;

FIG. 19 is a side view of the right side of the holder of FIG. 21;

FIG. 20 is a bottom view of the holder of FIG. 21;

FIG. 21 is a perspective view of the top, front, and right side of the holder according to FIG. 1;

FIG. 22 is a perspective view of the top, rear, and right side of the holder of FIG. 21;

FIG. 23 is a perspective view of a front and a right side of the holder of FIG. 21;

FIG. 24 is a perspective view of a front and a left side of the holder of FIG. 21;

FIG. 25 is a front view of the holder of FIG. 21;

FIG. 26 is a side view of the left side of the holder of FIG. 21;

FIG. 27 is a top view of the holder of FIG. 21;

FIG. 28 is a rear view of the holder of FIG. 21;

FIG. 29 is a side view of the right side of the holder of FIG. 21;

FIG. 30 is a bottom view of the holder of FIG. 31;

FIG. 31 is a front view of the holder of FIG. 21 with side arms extended;

FIG. 32 is a perspective view of the top, front, and right side of the holder of FIG. 21 with side arms extended.

The parts not shown on the rear side of the holder in the extended state form no part of the claimed design.
### References Cited

#### U.S. PATENT DOCUMENTS

<table>
<thead>
<tr>
<th>Patent Number</th>
<th>Date</th>
<th>Inventor(s)</th>
<th>Reference</th>
</tr>
</thead>
<tbody>
<tr>
<td>D641,613 S</td>
<td>4/2010</td>
<td>Kim et al.</td>
<td>D14/253</td>
</tr>
<tr>
<td>D650,372 S</td>
<td>12/2011</td>
<td>Moller</td>
<td>D14/239</td>
</tr>
<tr>
<td>8,091,843 B2</td>
<td>1/2012</td>
<td>Tsai</td>
<td>248/206.2</td>
</tr>
<tr>
<td>D654,119 S</td>
<td>2/2012</td>
<td>Lin</td>
<td>D21/333</td>
</tr>
<tr>
<td>D654,120 S</td>
<td>2/2012</td>
<td>Lin</td>
<td>D21/333</td>
</tr>
<tr>
<td>D683,724 S</td>
<td>6/2013</td>
<td>Wada</td>
<td>D14/251</td>
</tr>
<tr>
<td>D708,603 S</td>
<td>7/2014</td>
<td>Kim</td>
<td>D14/253</td>
</tr>
</tbody>
</table>

* cited by examiner