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To all it hom, it may concern. 
Be it known that I, WILLIAM Jose PHBUT 

LER, a citizen of the United States, residing 
at Springfield, in the county of Sangamon 
and State of Illinois, have invented new and 
useful Improvements in Water - Bags and 
Syringes, of which the following is a speci 
fication. 
My invention relates to hot water bags 

and syringes and its object is to provide a 
construction of bag which may serve either as a hot water bag or a syringe as desired. 
Another object of the invention is to pro 

vide a syringe adapted to be operated by the 
foot of the user, whereby more pressure to 
increase the force of the outflowing water 
may be obtained, than is now obtained with 
the type of syringe which is ordinarily sus 
pended from a wall or similar support. 
By reason of the fact that the device is 

foot-operated, the further object that the 
force of the outflow water may be regulated 
or varied, is attained. 
With the above and other objects in view, 

my invention consists of such details of con 
struction and in the arrangement and com 
bination of parts as will be hereinafter more 
fully described and specifically pointed out 
in the appended claim. 
In describing my invention in detail, ref 

erence will be had to the accompanying 
drawings wherein like characters denote 
like or corresponding parts throughout the 
several views and in which: 

Figure 1 is a plan view of my device. 
Fig. 2 is a sectional view of the bag illus 
trating the tubing in elevation. Fig. 3 is a 
detail view of the insert plug, and, Fig. 4 
is a view of the modification partly in sec 
tion and partly in elevation. 

Referring to the drawings, the water 
holding bag comprises essentially an upper 
side or wali 1, a lower side or wall 2, and a 
reinforced tread portion or plate 3. The 
wall i and tread 3 are preferably arranged 
at an angle to the wall 2 to facilitate en 
gagement by the foot of the operator. The 
bag proper comprising principally the sides 
1 and 2, is made of suitable flexible mate 

The tread 
portion or plate 3 is secured or cemented in 
any suitable manner to the wall 1 and is 
preferably of hardened rubber. At one end 
of the bag is provided a flared mouth 4 in 
which is provided a suitable insert member 
5, Sted in any suitable manner and hav 

ing a central opening provided with screw 
threads. - 

The screw-threaded opening is engaged by 
the screw-threads of a short metal pipe 6 
which is suitably threaded to engage the 
threads of the opening of the member 5, and 
which has a collar or shoulder 7 to prohibit 
the pipe from entering too far into the 
Syringe, and provided with a reduced nip 
ple portion 8 over which is stretched the end 
of a flexible tube 9 which is provided at its 
free end with a nozzle 10. 
At the end of the bag opposite the mouth 

4 is provided an eyelet 11 preferably formed 
in a rubber extension integral with the bag. 
By means of the eyelet 11 the bag may be 
stayed to a staple in a floor by means of tying 
the same thereto through the medium of a 
cord or the like. Also when the device is 
not in use it may be suitably hung on a nail 
or the like on the wall. 
The device described is operable as a 

syringe and is adapted to receive water or 
other liquid or solution through the mouth 
4 when the pipe and tube is disengaged 
therefrom, which may be readily done by 
unscrewing the pipe 6 from the member 5. 
When the bag has been filled with the de 
sired liquid, the pipe 6 and tube 7 are con 
nected up and the nozzle held to the desired 
part, whereupon a foot of the operator en 
gages the tread 3 and depresses the same to 
any desired extent so as to force the water 
through the pipe 6, tube 9 and nozzle on to 
the desired part. By means of operating the syringe with 
the foot practically as great pressure as is 
desired may be obtained and regulated or 
varied, due to the extent of the pressure 
exerted upon the tread 3 by the foot. The 
device illustrated may also serve as a hot 
water bag. When serving as such the pipe 
6 should be removed from the member 5 and 
a plug 12 provided with a screw-threaded 
shank 13, as shown in Fig. 3, should be in 
serted into the screw-threaded opening of 
the member 5 after the bag has been filled 
with the desired liquid. 

In Fig. 4 a modification is shown of the 
device which acts as a foot operated syringe 
only, and not as a hot water bag. This 
device has the walls 1 and 2' and plate 3, 
as does the device of the other views. The 
flexible tube 9 in this instance is formed in 
tegral with the body of the bag. At the end 
of the bag opposite the tube 9', the bag has 

60 

65 

70 

75 

80 

85 

90 

95 

00 

05 

O 



5 

2 1,177,759 

a flared mouth 47 suitably supporting a 
block 5 in which is threaded a removable 
plug 6', provided so that the same may 
be removed in order to permit a liquid to 
be poured through the exposed opening and 
into the bag.. . 

It is, clear that changes in the device may 
be made within the spirit and Scope of the appended claim. 

Having thus described my invention what 
I claim as new and desire to Secure by Let 

ing its upper side extending at an incline is . 
in diverging relation to the lower side of the 
receptacle, a rigid plate secured to the upper 
side of said receptacle and being of smaller 
dimensions than the upper side of said re 
eptacle whereby said plate will not extend 20 

to the edges of the receptacle, said recep 
tacle being provided with a passage way for 
permitting access to the interior thereof, ahd 
means for closing said passage way. 

WILLIAM JOSEPHBUTLER. ters Patent is: 
In a device of the character described a receptacle formed of flexible material hay 

Witnesses: 
ELLA. M. CoCHRAN, 
CHAs. S. GIBBs. 


