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UNITED STATES PATENT OFFICE. 
EDWARD A. RIX, OF SAN FRANCISCO, CALIFORNIA. 

AIR-WAWE GEAR. 

No. 931,650. 
Application filed August 19, 

To all whom it may concern: 
Be it known that I, EDWARD A. RIX, a 

citizen of the United States, residing in the 
city and county of San Francisco and State 
of California, have invented new and useful 
Improvements in Air-Valve Gears, of which 
the following is a specification. 
This invention relates to valve gears, and 

pertains especially to a valve gear for air 
compressors. 
The object of the invention is to provide 

a simple, cheap, practical, readily removable 
and interchangeable valve construction, par 
ticularly designed and adapted for use with 
high Speed air compressors; in which there is 
a minimum number of parts, and in which 
the seating and Spring-actuated parts oper 
ate noiselessly; and in which the pressure on 
the surface of both the inlet and outlet valves 
is always in communication with the re 
CelWel. 

Another object or rather advantage of the 
present invention is that an ordinary steam 
engine may be readily converted into an e?ti 
cient air compressor by substituting for the 
old slide valve my improved valve; all of 
which will be more clearly understood here 
inafter. 
The invention consists of the parts and 

the construction and combination of parts as 
hereinafter more fully described and 
claimed, having reference to the accompany 
ing drawings, in which 

Figure 1 is a central section through a cyl 
inder and chest showing the application of 
my valve gear. Fig. 2 is a modification 
showing the valves interchangeable. IFig. 3 
shows my valves applied to the valve chest 
of an ordinary steam engine. 

Having reference to Fig. 1, A represents 
the cylinder of an air compressor, provided 
with the usual piston 2. At each end of the 
cylinder are ports 3 brought alternately into 
communication with a centrally disposed air 
inlet 4, and with a discharge outlet 5 for the 
compressed air through the medium of the 
slide valve 6. Synchronous motion is given 
to the slide valve 6 and piston 2 through ap 
propriate connections with a crank shaft, 
not necessary here to be shown. The valve 6 
operates in the valve chest 7, and the valve 
is so fashioned that the top of the valve is 
always in communication with the air pres 
sure in the discharge pipe and receiver so as 

Specification of Letters Patent. 

to cause the valve 6 always to seat properly. 

Patented Aug. 17, 1909. 
1908. Serial No. 449,208. 

Each end of the valve 6 is provided with a 
puppet valve 8 properly seating in a casing 9 
of the slide valve 6; the valve 8 being main 
tained ordinarily on its seat by suitable 
means, as the helical spring 10 inside the cas 
ing 9, with one end of the spring operating on 
the valve, and the other acting against a cap 
11 which fits over the puppet valve casing 9, 
and slides back and forth in unison with the 
valve 6, on the inner side of the steam chest 
cap plate or cover 12. It is understood that 
both puppet valves and their various parts 
are symmetrical. Each puppet valve seats 
over a port 13 formed in the slide valve, and 
these ports are alternately registrable with 
the respective ports 3. On the compression 
of a charge of air in the cylinder, the corre 
sponding puppet valve 8 is lifted, when its 
port 13 and a corresponding port 3 are 
brought into register, and a compressed 
charge passes into the valve chest 7 through 
the ports 14 in the puppet valve casing 9; 
and thence out through the discharge 5 to the 
receiver. Thus, when the piston 2 moves in 
one direction to suck in a charge of air into 
the cylinder, the slide valve 6 is moved in the 
opposite direction to open up communication 
between the inlet 4 and the corresponding 
port 3; at the same time that the air inlet 4 
is in communication with the suction end 
of the cylinder, the air inlet is cut off from 
the opposite end of the cylinder, and the com 
pressed charge forced out through a cor 
responding set of ports 3, 13 and 14 into the 
valve chest, and thence to the receiver. This 
valve arrangement affords a positive and 
mechanical control for the several steps in 
the cycle of compression; that is, the opening 
of the suction, the closing of the same, and 
the opening and closing of the discharge. 
The puppet valves, it is to be remembered, 
are carried by and travel always with the 
slide valve 6. The moment that the slide 
valve 6 is shifted to cut off one port 13, this 
port 13, which is thus out of communication 
with its respective port 3, retains a cushion 
of air under its puppet valve at receiver 
pressure. This happens with each puppet 
valve at the end of the closing stroke of the 
valve 6; consequently, the puppet valves are 
given the time of the entire return stroke in 
which to seat, and thereby preventing all 
shock or noise in their closing. The result 
is that by giving plenty of time to the pup 
pet valves to seat, the compressor can be run 
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at high speed, and consequently a compressor 
of half the size and less than half the cost, 
will do the work of an ordinary low speed 
compressor, in which the discharge valves 
have a less time to seat in. 

In Fig. 3, i have shown how the invention is applicable to an ordinary steam engine by 
simply substituting for the ordinary D slide 
valve, a valve 6 of my improved design; 
this valve 6 having ports 13' alternately 
legistrable with the cylinder ports 37. Each 
port 13 is controlled by a spring seating 
puppet Valve 8' partially incased by CO 
'esponding cap 11; the caps and puppet 
valves being held normally seated by the 
sliding action of the caps on the l'elaovable 
cover plate 12 of the chest. The action is 
similar to that of the valve previously de scribed. 

in Fig. 2, have shown: a modification in 
which the same principle is involved of a 
slow seating puppet valve carried by the 
slide valve, but in which all the parts are 
readily removable and interchangeable. In 
this case employ practically two slide 
valves 69, one for each port 3. These slide 
valves are each adapted to fit loose in a slid 
ing yoke 15, working back and forth in the 
chest 7 synch'onously with the movements 
of the piston. Each of the valves (3 has : 
port 16 adapted to bring the inlet 4'', and a 
co'responding port 3 into continication. 
The valve (3" also has a port 13, over which 
is normally seated a puppet valve S ; this 
valve 8 being acted on by a spring 10 which 
abuts against a cap 11, sliding back and 
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forth in a cover late 12. The advantage of 
a construction of this sort is that if any 
thing goes Wrong with either of the puppet 
discharge valves, or with either of the inlet 
slide valves, by simply taking off the cap 
plate 12, the trouble can easily be gotten at 
and the part adjusted, replaced, or repaired 
in a very short time, and at very small ex 
pense, and it also permits a better seating, 
there being less distortion of the valve by 
heat. This construction is especially advan 
tageous in very Simall compressor's; but inlani 
festly all these forms are applicable and practical in compleSSO's and engines of any 
SZG. 

In all the forms here shown it is to be ob 
served that the inlet valve is constantly sub 
jected to the air receiver pressure, and in 
sures its proper seating; that the discharge 
or puppet valves are carried by the inlet 
valve, and that each puppet valve seats 
against an air cushion. 
By the term “air compressor,” I mean any 

form of fluid pressure engine to which this 
invention is applicable. 

It is not necessary that the puppet valves 
be placed perpendicular to the slide valve 
face; they inay be at any angle, Ol' holi 
Zontal, as circumstances require; but the de 
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sign as shown seems to possess the best fea 
tles. 

aving thus described my invention, what 
claim and desire to secure by Letters Pat entis 
1. The combination with a cylinder and a 

valve chest, of a slide valve in the valve 
chest, said cylinder having ports alternately 
registrable with an air inlet port on the 
reciprocation of the slide valve, and puppet 
valves at the opposite ends of the slide valve 
and carried by the slide valve and disposed 
in ports in the slide valve, which ports are 
alternately registrable with the cylinder 
jourts on the 'eciprocation of the slide valve 
to open cominalinication between the interior 
of the cylinder and the valve chest, said 
slide valve being formed with casings in 
which the puppet valves are contained said 
puppet valves each inclosing, when the slide 
valve is noved to cut off communication with 
the cylinder, an air chamber having an air 
cushion under receiver pressure whereby a 
slow closing novelinent of each puppet valve 
is secticed. 

2. The coin bination with a cylinder and a 
valve chest, of a two-part slide valve in 
the chest, said cylinder having inlet ports 
controlled by said slide valve, each part of 
said side valve controlling one of Said ports 
having, also, a discharge port intermittently 
i'egistrabie with its respective cylinder port, 
an outlet valve carried by each part of the 
said slide valve, and Seating in a correspond 
ing one of said discharge ports, and a slid 
ing yoke in which said slide valve is fitted; 
each part of said slide valve being independ 
ently removable therefrom. 

3. The combination with a cylinder and a 
valve chest, of a slide valve in the chest, said 
cylinder having an inlet port controlled by 
said slide valve, said slide valve having ex 
tended casings and said chest having a re 
movable cover forming a closure for the 
outer ends of the casing, said slide valve 
having, also, a discharge port intermittently 
i.egistrable with said cylinder port, a pup 
pet valve in each of said casings, and a 
cushion in the casing between said valve and 
the closure of the casing. 

4. The combination with a cylinder and a 
valve chest, of a slide valve in the chest, said 
cylinder having an inlet port controlled by 
said slide valve, said slide valve having rigid 
casings projecting from it and Said chest 
having a removable cover plate, said slide 
alve having discharge ports intermittently 
?alves within the projecting casings of the 
slide valve, seating in said discharge ports, 
springs within Said casings and acting upon 
the puppet valves to seat the same, and a 
cap closing the upper end of Said casings 
and operating in contact with the inner wall 
of the cover plate of the chest, said springs 

'egistrable with Said cylinder port, puppet 
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seating against Said caps, and said cover 
plate forming a guide against which the 
caps are slidable on the reciprocation of the 
slide valve. 

5. The combination with a cylinder and a 
valve chest, a slide valve in the chest, said 
cylinder having an inlet port controlled by 
said slide valve, said slide valve having a discharge port intermittently registrable 
with said cylinder port, a puppet valve car 
ried by the slide valve, seating in said dis 
charge port, a spring carried by the slide 
valve and operative to seat the puppet valve, 
a cap against which the spring seats in op 
position to the puppet valve, said chest hav 
ing a removable wall forming a guide 
against which said cap is slidable on the 
reciprocation of the slide valve, and a slid 
ing yoke forming a carriage for the slide 
valve, and in which the same loosely fits. 

6. The combination with a cylinder and a 
valve chest, of a slide valve in the chest, said 
cylinder having an inlet port controlled by 
said slide valve, said slide valve having a discharge port intermittently registrable 
with said cylinder port, a puppet valve car 
ried by the slide valve, seating in said dis 
chal'ge port, a spring carried by the slide 
valve and operative to seat the puppet valve, 
a cap against which the spring seats in op 
position to the puppet valve, said chest 
having a removable wall forming a guide 
against which Said cap is slidable on the re 
ciplocation of the slide valve, in which the 
same loosely fits, said chest being in com 
munication with the air-receiver pressure, 
and said slide valve maintained seated by 
means of the air pressure in the chest. 

7. In an air compressor, the combination 
with its cylinder, of an inlet valve control 
ling inhaust and exhaust to and from the 
cylinder, a discharge valve carried by said 
inlet valve, said discharge valve acting sub 
Sequent to said inlet valve, and means for 
giving it a slow cushioned closing move 
ment. 

S. In an air compressor, the combination : 
with the valve chest and cylinder having in 
let and outlet ports, of a slide valve con 
trolling said ports, said slide valve having 
ports registrable with said outlet ports, 
spring-pressed puppet valves in said valve 
ports, said slide valve having cylindrical 
casings On its back to house said puppet 
valves, said housings having caps which 
press the Springs of said puppet valves down 
thereon to Seat said valves, and which caps 

3 

have a sliding contact with a removable wall 
of the valve chest. 

9. In an air compressor, the combination 
with the valve chest and cylinder, the latter 
having a port near each end, a two-part 
slide valve in the chest controlling said 
ports, each part of said slide valve having 
an outlet port intermittently registrable 
with a corresponding one of said cylinder 
ports, a Spring-pressed puppet valve in each 
of said outlet ports, and means for moving 
the two parts of the slide valve with the re 
spective puppet valves in unison; and each 
part of said slide valve with its respective 
puppet valve being independently remov 
able. 

10. The combination with a cylinder and 
its valve chest, said cylinder having ports 
at opposite ends, a sliding yoke in the valve 
chest, a slide valve carried by said yoke, said 
slide valve having outlet ports registrable 
with the respective of said cylinder ports, 
and puppet valves seating in said outlet 
Orts, said side valve havino casino's for s s 

said puppet Valves integral with the slide 
valve and movable therewith, and said slide 
valve and puppet valves being removable 
from the yoke without disturbing the “set' 
of the slide valve. 

11. In an air compressor, the combination 
with a valve chest and cylinder, said cylin 
del having ports at its opposite ends, a slid 
ing valve in the valve chest having pockets, 
individually removable outlet valves in said 
pockets, each of said valves controlling one 
of Said ports, and each of said valves hav 
ing an outlet port, and a normally closed 
valve in each of Said outlet ports. 

12. In an air compressor, the combination 
with a valve chest and cylinder, said cylin 
der having ports at its opposite ends, a slid 
ing valve in the valve chest having pockets, 
individually removable outlet valves in said 
pockets, each of said valves controlling one 
of said ports, and each of said valves having 
an outlet port, a normally closed valve in 
each of said outlet ports, and means by 
which either of said inlet valves with its 
puppet valve, may be removed from the 
chest without disturbing the other. 

in testimony whereof I have hereunto set 
my hand in presence of two subscribing 
witnesses. 

EDWARD A. RIX. 
Witnesses: 

JAMES MASON, 
CHARLEs W. PENIFIELD. 
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